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PREFACE 


Internal combustion engines date back to 1876 when Otto first developed the 
spark-ignition engine and 1892 when Diesel invented the compression-ignition 
engine. Since that time these engines have continued to develop as our knowledge 
of engine processes has increased, as new technologies became available, as 
demand for new types of engine arose, and as environmental constraints on 
engine use changed. Internal combustion engines, and the industries that develop 
and manufacture them and support their use, now play a dominant role in the 
fields of power, propulsion, and energy. The last twenty-five years or so have seen 
an explosive growth in engine research and development as the issues of air pol- 
lution, fuel cost, and market competitiveness have become increasingly impor- 
tant. An enormous technical literature on engines now exists which has yet to be 
adequately organized and summarized. 

This book has been written as a text and a professional reference in response 
to that need. It contains a broadly based and extensive review of the fundamental 
principles which govern internal combustion engine design and operation. It 
attempts to provide a simplifying framework for the vast and complex mass of 
technical material that now exists on spark-ignition and compression-ignition 
engines, and at the same time to include sufficient detail to convey the real world 
dimensions of this pragmatic engineering field. It is the author’s conviction that a 
sound knowledge of the relevant fundamentals in the many disciplines that con- 
tribute to this field, as well as an awareness of the extensive practical knowledge 
base which has been built up over many decades, are essential tools for engine 
research, development, and design. Of course, no one text can include everything 
about engines. The emphasis here is on the thermodynamics, combustion physics 
and chemistry, fluid flow, heat transfer, friction, and lubrication processes rele- 
vant to internal combustion engine design, performance, efficiency, emissions, and 
fuels requirements. 


XViii. = PREFACE 


From a fundamental point of view, how the fuel-air mixture within an inter- 
nal combustion engine cylinder is ignited appropriately organizes the field. From 
the method of ignition—spark-ignition or compression-ignition—follows each 
type of engine’s important features: fuel requirements, method of mixture prep- 
aration, combustion chamber design, details of the combustion process, method 
of load control, emission formation mechanisms, and performance and efficiency 
characteristics. While many engine processes (such as intake and exhaust flows, 
convective heat transfer, and friction) are similar in both types of engines, this 
distinction is fundamental and lies behind the overall organization of the book. 

The book is arranged in four major sections. The first (Chapters 1 to 5) 
provides an introduction to, and overview of, the major characteristics of spark- 
ignition and compression-ignition engines, defines the parameters used to 
describe engine operation, and develops the necessary thermodynamics and com- 
bustion theory required for a quantitative analysis of engine behavior. It con- 
cludes with an integrated treatment of the various methods of analyzing idealized 
models of internal combustion engine cycles. The second section (Chapters 6 to 8) 
focuses on engine flow phenomena. The details of the gas exchange process— 
intake and exhaust processes in four-stroke and scavenging in two-stroke 
cycles—and the various methods of. supercharging engines—are reviewed. Fuel 
metering methods for spark-ignition engines and air- and fuel-flow phenomena in 
intake manifolds are described. The essential features of the various types of fluid 
motion within the engine cylinder are then developed. These flow processes 
control the amount of air an engine will induct (and therefore its power), and 
largely govern the rate at which the fuel-air mixture will burn during combustion. 

The third section of the book focuses on engine combustion phenomena. 
These chapters (9, 10, and 11) are especially important. The combustion process 
releases the fuel’s energy within the engine cylinder for eventual conversion to 
useful work. What fraction of the fuel’s energy is converted depends strongly on 
how combustion takes place. The spark-ignition and compression-ignition engine 
combustion processes (Chapters 9 and 10, respectively) therefore influence essen- 
tially all aspects of engine behavior. Air pollutants are undesirable byproducts of 
combustion. Our extensive knowledge of how the major pollutants form during 
these combustion processes and how such emissions can be controlled is 
reviewed in Chapter 11. , 

The last section of the book focuses on engine operating characteristics. First, 
the fundamentals of engine heat transfer and friction, both of which detract from 
engine performance, are developed in Chapters 12 and 13. Chapter 14 then 
focuses on the methods available for predicting important aspects of engine 
behavior based on realistic models of engine flow and combustion processes. 
Since the various thermodynamic-based and fluid-mechanic-based models which 
have been developed over the past fifteen years or so are increasingly used in 
engine research and development, a knowledge of their basic structure and capa- 
bilities is most important. Then, Chapter 15 presents a summary of how the 
operating characteristics—power, efficiency, and emissions—of spark-ignition 
_and compression-ignition engines depend on the major engine design and oper- 
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ating variables. These final two chapters effectively integrate the analytical under- 
standing and practical knowledge of individual engine processes together to 
describe overall spark-ignition and compression-ignition engine behavior. 
Material on internal combustion engine fuels is distributed appropriately 
throughout the book. Each chapter is extensively illustrated and referenced, and 
includes problems for both undergraduate and graduate level courses. 

While this book contains much advanced material on engine design and 
operation intended for the practitioner, each major topic is developed from its 
beginnings and the more sophisticated chapters have introductory sections to 
facilitate their use in undergraduate courses. The chapters are extensively cross- 
referenced and indexed. Thus several arrangements of the material for a course 
on engines can be followed. For example, an introductory course on internal 
combustion engines could begin with Chapters 1 and 2, which review the differ- 
ent types of engines and how their performance is characterized, and continue 
with the parts of Chapters 3 and’5, which introduce the key combustion concepts 
necessary to understand the effects of fuel/air ratio, and idea! cycle analysis. Se- 
lections from the introductory sections of Chapters 6, 9, 10, 11, and 15 could then 
be used to explain several of the practical and design aspects of spark-ignition 
and diesel engine intake and exhaust processes, combustion, emissions, and per- 
formance. A more advanced course would review this introductory material more 
rapidly, and then move on to those sections of Chapters 4 and 5, which cover 
fuel-air cycle analysis, a more extensive discussion of engine breathing using addi- 
tional sections of Chapter 6, and more in-depth treatment of engine combustion 
and emissions processes based on the appropriate sections of Chapters 9, 10, and 
11; Material on engine heat transfer and friction selected from Chapters 12 and 
13 could be included next. While Chapter 14 on modeling the thermodynamics 
and fluid dynamics of real engine processes is primarily intended for the pro- 
fessional scientist and engineer, material from this chapter along with selections 
from Chapter 15 could be used to illustrate the performance, efficiency, and emis- 
sions characteristics of the different types of internal combustion engines. I have 
also used much of the more sophisticated material in Chapters 6 through 15 for 
review seminars on individual engine topics and more extensive courses for pro- 
fessional engineers, an additional important educational and_ reference 
opportunity. : 

Many individuals and organizations have assisted me in various ways as I 
have worked on this book over the past ten or so years. I am especially indebted 
to my colleagues in the Sloan Automotive Laboratory at M.LT., Professors Wai 
K. Cheng, Ahmed F. Ghoniem, and James C. Keck, and Drs. Jack A. Ekchian, 
David P. Hoult, Joe M. Rife, and Victor W. Wong, for providing a stimulating 
environment in which to carry out engine research and for assuming additional 
burdens as a result of my writing. Many of the Sloan Automotive Laboratory's 
students have made significant contributions to this text through their research; 
their names appear in the reference lists. The U.S. Department of Energy provid- 
ed support during the early stages of the text development and funded the work 
on engine cycle simulation used extensively in Chapters 14 and 15. I am grateful 
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to Churchill College, Cambridge University, for a year spent as a Richard C. 
Mellon Visiting Fellow, 1977-78, and the Engineering Department, Cambridge 
University, for acting as my host while I developed the outline and earlier chap- 
ters of the book. The M.L.T. sabbatical leave fund supported my full-time writing 
for eight months in 1983, and the Mechanical Engineering Department at 
Imperial College graciously acted as host. 

I also want to acknowledge several individuals and organizations who have 
provided major inputs to this book beyond those cited in the references. 
Members of General Motors Research Laboratories have interacted extensively 
with the Sloan Automotive Laboratory over many years and provided valuable 
advice on engine research developments. Engineers from the Engine Research 
and Fluid Mechanics Departments at General Motors Research Laboratories 
reviewed and critiqued the final draft manuscript for me. Charles A. Amann, 
Head of the Engine Research Department, made especially helpful inputs on 
engine performance. John J. Brogan of the U.S. Department of Energy provided 
valuable assistance with the initial organization of this effort. My regular inter- 
actions over the years with the Advanced Powertrain Engineering Office and 
Scientific Research Laboratories of the Ford Motor Company have given me a 
broad exposure to the practical side of engine design and operation. A long-term 
relationship with Mobil Research and Development Corporation has provided 
comparable experiences in the area of engine-fuels interactions. Many organi- 
zations and individuals supplied specific material and illustrations for the text. I 
am especially grateful to those who made available the high-quality photographs 
and line drawings which I have used and acknowledged. 

McGraw-Hill and the author would like to express their thanks to the fol- 
lowing reviewers for their useful comments and ‘suggestions: Jay A. Bolt, Uni- 
versity of Michigan; Gary L. Borman and William L. Brown, University of 
Wisconsin at Madison; Dwight Bushnell, Oregon State University; Jerald A. 
Caton, Texas A & M University; David E. Cole, University of Michigan; Law- 
rence W. Evers, Michigan Technological University; Samuel S. Lestz, Pennsylva- 
nia State University; Willard Pulkrabek, University of Wisconsin; Robert F. 
Sawyer, University of California at Berkeley; Joseph E. Shepherd, Rensselaer 
Polytechnic Institute; and Spencer C. Sorenson, The Technical University of 
Denmark. 

Special thanks are due to my secretaries for their faithful and thoughtful 
assistance with the manuscript over these many years, beyond the “call of duty”; 
Linda Pope typed an earlier draft of the book, and Karla Stryker was responsible 
for producing and coordinating subsequent drafts and the final manuscript. My 
wife Peggy, and sons James, Stephen, and Ben have encouraged me throughout 
this long and time-consuming project which took many hours away from them. 
Without their continuing support it would never have been finished; for their 
patience, and faith that it would ultimately come to fruition, I will always be 
grateful. 

John B. Heywood 
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COMMONLY 
USED 

SYMBOLS, 
SUBSCRIPTS, AND 
ABBREVIATIONSt 


1. SYMBOLS 
a Crank radius 
Sound speed 
Specific availability 
a Acceleration 
A Area 
Ac Valve curtain area 
Ach Cylinder head area 
A, Exhaust port area 
Ag Effective area of flow restriction 
Aj Inlet port area 
A, Piston crown area 
B Cylinder bore 
Steady-flow availability 
c Specific heat 
Cy Specific heat at constant pressure 
Cs Soot concentration (mass/volume) 
c, Specific heat at constant volume 
Cc Absolute gas velocity 


t Nomenclature specific to a section or chapter is defined in that section or chapter. 
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Swirl coefficient 
Discharge coefficient 
Vehicle drag coefficient 
d Diameter 
d, - Fuel-injection-nozzle orifice diameter 
D Diameter 
Diffusion coefficient 
Da Droplet diameter 
Ds Sauter mean droplet diameter 
‘Vaive diameter 
e Radiative emissive power 
, Specific energy 
E, Activation energy 
tf Coefficient of friction 
Fuel mass fraction 
F Force 
g Gravitational acceleration 
Specific Gibbs free energy. 
G Gibbs free energy 
h Clearance height 
Oil film thickness 
Specific enthalpy 
h, Heat-transfer coefficient 
h, Port open height 
h, Sensible specific enthalpy 
H Enthalpy 
I 
J 
k 


AN 
i) 


Moment of inertia 

Flux 

Thermal conductivity 

Turbulent kinetic energy . 
ki, kz Forward, backward, rate constants for ith reaction 
Constant 
Equilibrium constant expressed in concentrations 
Equilibrium constant expressed in partial pressures 
Characteristic length scale 
Connecting rod length 
Characteristic length scale of turbulent flame 
Piston stroke 
Fuel-injection-nozzle orifice length 
Valve lift 
Mass — 
Mass flow rate 
Mass of residual gas 
Mach number 
Molecular weight 


a 
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COMMONLY USED SYMBOLS, SUBSCRIPTS, AND ABBREVIATIONS 


Number of moles 

Polytropic exponent 

Number of crank revolutions per power stroke 
Crankshaft rotational speed 

Soot particle number density 

Turbocharger shaft speed 

Cylinder pressure 

Pressure 

Power 

Heat-transfer rate per unit area 

Heat-transfer rate per unit mass of fluid 

Heat transfer 

Heat-transfer rate ; ; 
Fuel chemical energy release or gross heat release ~ 
Fuel heating value 

Net heat release 

Radius 

Compression ratio 

Connecting rod length/crank radius 

Gas constant 

Radius 

One-way reaction rates 

Swirl ratio 

Crank axis to piston pin distance 

Specific entropy 

Entropy 

Spray penetration 


* Turbulent burning speed 


Laminar flame speed 

Piston speed 

Time 

Temperature 

Torque 

Specific internal energy 

Velocity - 

Turbulence intensity 

Sensible specific internal energy 
Characteristic turbulent velocity 
Compressor/turbine impellor tangential velocity 
Fluid velocity - 

Internal energy 

Specific volume 

Velocity 

Velocity 

Valve pseudo-flow velocity 
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Squish velocity 

Cylinder volume 

Volume 

Clearance volume 

Displaced cylinder volume 
Relative gas velocity 

Soot surface oxidation rate 
Work transfer 

Work per cycle 

Pumping work 

Spatial coordinates 

Mass fraction 

Mole fraction 

Burned mass fraction 

Residual mass fraction 

H/C ratio of fuel 

Volume fraction 

Concentration of species « per unit mass 
Inlet Mach index 

Angle 

Thermal diffusivity k/(pc) 

Angle 

Specific heat ratio c,/c, 

Angular momentum of charge 
Boundary-layer thickness 
Laminar flame thickness 

Molal enthalpy of formation of species i 
Rapid burning angle 

Flame development angle 

4/(4 + y): y = H/C ratio of fuel 
Turbulent kinetic energy dissipation rate 
Availability conversion efficiency 
Combustion efficiency 
Compressor isentropic efficiency 
Charging efficiency 

Fuel conversion efficiency 
Mechanical efficiency 
Scavenging efficiency 

Thermal conversion efficiency 
Turbine isentropic efficiency 
Trapping efficiency 


Volumetric efficiency 


Crank angle 
Relative air/fuel ratio 
Delivery ratio 
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Dynamic viscosity 

Chemical potential of species i 

Kinematic viscosity p/p 

Stoichiometric coefficient of species i 
Flow friction coefficient 

Density 

Air density at standard, inlet conditions 
Normal stress 

Standard deviation 

Stefan-Boltzmann constant 

Surface tension 

Characteristic time 

Induction time 

Shear stress 

Ignition delay time 

Fuel/air equivalence ratio 

Flow compressibility function [Eq. (C.11)] 
Isentropic compression function [Eq. (4.155)] 
Molar N/O ratio 

Throttle plate open angle 

Isentropic compression function [Eq. (4.15a)] 
Angular velocity 

Frequency 


2. SUBSCRIPTS 


is) 


> 


cr 


“sm, 


~ 


ig 
in 


Air 

Burned gas 
Coolant 
Cylinder 
Compression stroke 
Compressor 
Crevice 
Equilibrium 
Exhaust 
Expansion stroke 
Flame 

Friction 

Fuel 

Gas 

Indicated 

Intake 

Species i 

Gross indicated 
Net indicated 
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XXViii COMMONLY USED SYMBOLS, SUBSCRIPTS, AND ABBREVIATIONS 


l Liquid 
Laminar 

p Piston 
Port 

P Prechamber 

r,9,z r,@,z components 

R Reference value 

s Isentropic 
Stoichiometric 

T Nozzle or orifice throat 
Turbine 
Turbulent 

u Unburned 

v Valve 

w Wall 

xX, y,Z XxX, y,z components 

0 Reference value 


Stagnation value 


3. NOTATION 


A Difference 

— Average or mean value 
Value per mole 
Concentration, moles/vol 
Mass fraction ; 
Rate of change with time 


Sd ote oom | 
wm Led 


4. ABBREVIATIONS 


(A/F) -  Air/fuel ratio 
BC, ABC, BBC Bottom-center crank position, after BC, before BC 


CN Fuel cetane number 

Da | Damkéhler number t7/t, 
EGR Exhaust gas recycle 

EI Emission index’ 

EPC, EPO Exhaust port closing, opening 
EVC, EVO Exhaust valve closing, opening 
(F/A) Fuel/air ratio 

(G/F) Gas/fuel ratio 

IPC, IPO Inlet port closing, opening 
Ivc, IVO Inlet valve closing, opening 
mep Mean effective pressure 


Nu Nusselt number h, /k 


ON 
Re 


sfc 
TC, ATC, BTC 
We 
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Fuel octane number -_ 

Reynolds number pul/y 

Specific fuel consumption 

Top-center crank position, after TC, before TC 
Weber number p,u?D/o 
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CHAPTER 
1 


ENGINE 
TYPES 

AND THEIR 
OPERATION 


1.1 INTRODUCTION AND HISTORICAL 
PERSPECTIVE 


The purpose of internal combustion engines is the production of mechanical 
power from the chemical energy contained in the fuel. In internal combustion 
engines, as distinct from external combustion engines, this energy is released by 
burning or oxidizing the fuel inside the engine. The fuel-air mixture before com- 
bustion and the burned products after combustion are the actual working fluids. 
The work transfers which provide the desired power output occur directly 
between these working fluids and the mechanical components of the engine.. The 
internal combustion engines which are the subject of this book are spark-ignition 
engines (sometimes called Otto engines, or gasoline or petrol engines, though 
other fuels can be used) and compression-ignition or diesel engines.t Because of 
their simplicity, ruggedness and high power/weight ratio, these two types of 
engine have found wide application in transportation (land, sea, and air) and 
power generation. It is the fact that combustion takes place inside the work- 


+t The gas turbine is also, by this definition, an “internal combustion engine.” Conventionally, 
however, the term is used for spark-ignition and compression-ignition engines. The operating prin- 
ciples of gas turbines are fundamentally different, and they are not discussed as separate engines in 
this book. ; 
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producing part of these engines that makes their design and operating character- 
istics fundamentally different from those of other types of engine. 

Practical heat engines have served mankind for over two and a half cen- 
turies. For the first 150 years, water, raised to steam, was interposed between the 
combustion gases produced by burning the fuel and the work-producing piston- 
in-cylinder expander. It was not until the 1860s that the internal combustion 
engine became a practical reality.':? The early engines developed for commercial 
use burned coal-gas air mixtures at atmospheric: pressure—there was no com- 
pression before combustion. J. J. E. Lenoir (1822-1900) developed the first mar- 


ketable engine of this type. Gas and air were drawn into the cylinder during the 


first half of the piston stroke. The charge was then ignited with a spark, the 
_Pressure increased, and the burned gases then delivered power to the piston for 
the second half of the stroke. The cycle was completed with an exhaust stroke. 
Some 5000 of these engines were built between 1860 and 1865 in sizes up to six 
horsepower. Efficiency was at best about 5 percent. 
fe A more successful development—an atmospheric engine introduced in 1867 
by Nicolaus A. Otto (1832-1891) and Eugen Langen (1833-1895)}—used the pres- 
sure rise resulting from combustion of the fuel-air charge early in the outward 
stroke to accelerate a free piston and rack assembly so its momentum would 
generate a vacuum in the cylinder. Atmospheric pressure then pushed the piston 
inward, with the rack engaged through a roller clutch to the output shaft. Pro- 
duction engines, of which about 5000 were built, obtained thermal efficiencies of 
up to 11 percent. A slide valve controlled intake, ignition by a gas flame, and 
exhaust. 

To overcome this engine’s shortcomings of low thermal efficiency and 
excessive weight, Otto proposed an engine cycle with four piston strokes: an 
intake stroke, then a compression stroke before ignition, an expansion or power 
stroke where work was delivered to the crankshaft, and finally an exhaust stroke. 
He also proposed incorporating a stratified-charge induction system, though this 
was not achieved in practice. His prototype four-stroke engine first ran in 1876. A 
comparison between the Otto engine and its atmospheric-type predecessor indi- 
cates the reason for its success (see Table 1.1): the enormous reduction in engine 
weight and volume. This was the breakthrough that effectively founded the inter- 
nal combustion engine industry. By 1890, almost 50,000 of these engines had 
been sold in Europe and the United States. 

In 1884, an unpublished French patent issued in 1862 to Alphonse Beau de 
Rochas (1815-1893) was found which described the principles of the four-stroke 
cycle. This chance discovery cast doubt on the validity of Otto’s own patent for 
this concept, and in Germany it was declared invalid. Beau de Rochas also out- 
lined the conditions under which maximum efficiency in an internal combustion 
engine could be achieved. These were: 


1. The largest possible cylinder volume with the minimum boundary surface 
2. The greatest possible working speed 
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TABLE 1.1 

Comparison of Otto four-stroke cycle and Otto-Langen 

engines” 

i 
Otto and Langen Otto four-stroke 


Brake horsepower 2 2 
Weight, lb, approx. 4000 1250 
Piston displacement, in? 4900 310 
Power strokes per min 28 80 
Shaft speed, rev/min 90 160 
Mechanical efficiency, % 68 84 
Overall efficiency, % Ot 14 
Expansion ratio . 10 2.5 


3. The greatest possible expansion ratio — 
4. The greatest possible pressure at the beginning of expansion 


The first two conditions hold heat losses from the charge to a minimum. The 
third condition recognizes that the greater the expansion of the postcombustion 
gases, the greater the work extracted. The fourth condition recognizes that higher 
initial pressures make greater expansion possible, and give higher pressures 
throughout the process, both resulting in greater work transfer. Although Beau 
de Rochas’ unpublished writings predate Otto’s developments, he never reduced 
these ideas to practice. Thus Otto, in the broader sense, was the inventor of the 
modern internal combustion engine as we know it today. 

Further developments followed fast once the full impact of what Otto had’ 
achieved became apparent. By the 1880s several engineers (e.g., Dugald Clerk, 
1854-1913; and James Robson, 1833-1913, in England and Karl Benz, 1844- 
1929, in Germany) had successfully developed two-stroke internal combustion 
engines where the exhaust and intake processes occur during the end of the 
power stroke and the beginning of the compression stroke. James Atkinson 
(1846-1914) in England made an engine with a longer expansion than compres- 
sion stroke, which had a high efficiency for the times but mechanical weaknesses. 
It was recognized that efficiency was a direct function of expansion ratio, yet 
compression ratios were limited to less than four if serious knock problems were 
to be avoided with the available fuels. Substantial carburetor and ignition system 
developments were required, and occurred, before high-speed gasoline engines 
suitable for automobiles became available in the late 1880s. Stationary engine 
progress also continued. By the late 1890s, large single-cylinder engines of 1.3-m 
bore fueled by low-energy blast furnace gas produced 600 bhp at 90 rev/min. In 
Britain, legal restrictions on volatile fuels turned their engine builders toward 
keroserie. Low compression ratio “oil” engines with heated external fuel vapor- 
izers and electric ignition were developed with efficiencies comparable to those of 
gas engines (14 to 18 percent). The Hornsby-Ackroyd engine became the most 
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popular oil engine in Britain, and was also built in large numbers in the United 
States.” 

In 1892, the German engineer Rudolf Diese) (1858-1913) outlined in his 
patent a new form of internal combustion engine. His concept of initiating com- 
bustion by injecting a liquid fuel into air heated solely by compression permitted 
a doubling of efficiency over other internal combustion engines. Much greater 


expansion ratios, without detonation or knock, were now possible. However, - 


even with the efforts of Diesel and the resources of M.A.N. in Ausburg combined, 
it took five years to develop a practical engine. ; 

Engine developments, perhaps less fundamental but nonetheless important 
to the steadily widening internal combustion engine markets, have continued ever 
since.2* One more recent major development has been the rotary internal com- 
bustion engine. Although a wide variety of experimental rotary engines have been 
proposed over the years,° the first practical rotary internal combustion engine, 
the Wankel, was not successfully tested until 1957. That engine, which evolved 
through many years of research and development, was based on the designs of 
the German inventor Felix Wankel.® 7 

Fuels have also had a major impact on engine development. The earliest 
engines used for generating mechanical power burned gas. Gasoline, and lighter 
fractions of crude oil, became available in the late 1800s and various types of 
carburetors were developed to vaporize the fuel and mix it with air. Before 1905 
there were few problems with gasoline; though compression ratios were low (4 or 
less) to avoid knock, the highly volatile fuel made starting easy and gave good 
cold weather performance. However, a serious crude oil shortage developed, and 
to meet the fivefold increase in gasoline demand between 1907 and 1915, the yield 
from crude had to be raised. Through the work of William Burton (1865-1954) 
and his associates of Standard Oil of Indiana, a thermal cracking process was 
developed whereby heavier oils were heated under pressure and decomposed into 
less complex more volatile compounds. These thermally cracked gasolines satis- 
fied demand, but their higher boiling point range created cold weather starting 
problems. Fortunately, electrically driven starters, introduced in 1912, came 
along just in time. 

On the farm, kerosene was the logical fuel for internal combustion engines 
since it was used for heat and light. Many early farm engines had heated carbu- 
retors or vaporizers to enable them to operate with such a fuel. 

The period following World War I saw a tremendous advance in our 
understanding of how fuels affect combustion, and especially the problem of 
knock. The antiknock effect of tetraethyl lead was discovered at General 
Motors,* and it became commercially available as a gasoline additive in the 
United States in 1923. In the late 1930s, Eugene Houdry found that vaporized 
oils passed over an activated catalyst at 450 to 480°C were converted to high- 
quality gasoline in much higher yields than was possible with thermal cracking. 
These advances, and others, permitted fuels with better and better antiknock 
properties to be produced in large quantities; thus engine compression ratios 
steadily increased, improving power and efficiency. 
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During the past three decades, new factors for change have become impor- 
tant and now significantly affect engine design and operation. These factors are, 
first, the need to control the automotive contribution to urban air pollution and, 
second, the need to achieve significant improvements in automotive fuel con- 

on. 
ee automotive air-pollution problem became apparent in the 1940s in the 
Los Angeles basin. In 1952, it was demonstrated by Prof. A. J. Haagen-Smit that 
the smog problem there resulted from reactions between oxides of nitrogen and 
hydrocarbon compounds in the presence of sunlight. In due course it became 
clear that the automobile was a major contributor to hydrocarbon and oxides of 
nitrogen emissions, as well as the prime cause of high carbon monoxide levels in 
urban areas. Diesel engines are a significant source of small soot or smoke par- 
ticles, as well as hydrocarbons and oxides of nitrogen. Table 12 outlines the 
dimensions of the problem. As a result of these developments, emission standards 
for automobiles were introduced first in California, then nationwide in the 
United States, starting in the early 1960s. Emission standards in Japan and 
Europe, and for other engine applications, have followed. Substantial reductions 
in emissions from spark-ignition and diesel engines have been achieved. Both the 
use of catalysts in spark-ignition engine exhaust systems for emissions control 
and concern over the toxicity of lead antiknock additives have resulted in the 
reappearance of unleaded gasoline as a major part of the automotive fuels 
market. Also, the maximum lead content in leaded gasoline has been substan- 
tially reduced. The emission-control requirements and these fuel developments 
have produced significant changes in the way internal combustion engines are 
designed and operated. 

Internal combustion engines are also an important source of noise. There 
are several sources of engine noise: the exhaust system, the intake system, the fan 
used for cooling, and the engine block surface. The noise may be generated by 
aerodynamic effects, may be due to forces that result from the combustion 
process, or may result from mechanical excitation by rotating or reciprocating 
engine components. Vehicle noise legislation to reduce emissions . to the 
environment was first introduced in the early 1970s. ; 

During the 1970s the price of crude: petroleum rose rapidly to several times 
its cost (in real terms) in 1970, and concern built up regarding the longer-term 
availability of petroleum. Pressures for substantial improvements in internal 
combustion engine efficiency (in all its many applications) have become very sub- 
stantial indeed. Yet emission-control requirements have made improving engine 
fuel consumption more difficult, and the removal and reduction of lead in gas- 
oline has forced spark-ignition engine compression ratios to be reduced. Much 
work is being done on the use of alternative fuels to gasoline and diesel. Of the 
non-petroleum-based fuels, natural gas, and methanol and ethanol (methyl and 
ethyl alcohols) are receiving the greatest attention, while synthetic gasoline and 
diesel made from shale oil or coal, and hydrogen could be longer-term pos- 
sibilities. 

It might be thought that after over a century of development, the internal 
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TABLE 1.2 
The automotive urban air-pollution problem 


; Automobile emissions Truck emissionst+ 
Mobile 


source Reduction 
emissions. Uncontrolled in new SI 
as % of vehicles, vehicles, engines, Diesel, 
Pollutant Impact totalt g/kmt “>I g/km g/km 
Oxides of Reactant in 40-60 2.5 15 7 12 
nitrogen photochemical 
(NO and NO,) smog; NO, is 
toxic 
Carbon Toxic 90 65 95 150 17 
monoxide 
(CO) 
Unburned Reactant in 30-50 10 90 17tt 3 
hydrocarbons photochemical 
(HC, many smog 
hydrocarbon 
compounds) 
Particulates Reduces 50 0.5§ 40§ n 0.5 
{soot and visibility ; 
absorbed — some of HC 
hydrocarbon compounds 
compounds) mutagenic 


t Depends on type of urban area and source mix. 


t Average values for pre-1968 automobiles which had no emission controls, determined by U.S. test procedure 
which simulates typical urban and highway driving. Exhaust emissions, except for HC where 55 percent are exhaust 
emissions, 20 percent are evaporative emissions from fuel tank and carburetor, and 25 percent are crankcase 
blowby gases. 

§ Diesel engine automobiles only. Particulate emissions from spark-ignition engines are negligible. 


{; Compares emissions from new spark-ignition engine automobiles with uncontrolled automobile levels in previous 
column. Varies from country to country. The United States, Canada, Western Europe, and Japan have standards 
with different degrees of severity. The United States, Europe, and Japan have different test procedures. Standards 
are strictest in the United States and Japan. 


tt Representative average emission levels for trucks. 
$} With 95 percent exhaust emissions and 5 percent evaporative emissions. 
n = negligible. 


combustion engine has reached its peak and little potential for further improve- 
ment remains. Such is not the case. Conventional spark-ignition and diesel 
engines continue to show substantial improvements in efficiency, power, and 
degree of emission control. New materials now becoming available offer the pos- 
sibilities of reduced engine weight, cost, and heat losses, and of different and more 
efficient internal combustion engine systems. Alternative types of internal com- 
bustion engines, such as the stratified-charge (which combines characteristics nor- 
mally associated with either the spark-ignition or diesel) with its wider fuel 
tolerance, may become sufficiently attractive to reach large-scale production. The 
engine development opportunities of the future are substantial. While they 


ENGINE TYPES AND THEIR OPERATION 7 


present a formidable challenge to automotive engineers, they will be made pos- 
sible in large part by the enormous expansion of our knowledge of engine pro- 
cesses Which the last twenty years has witnessed. 


12 ENGINE CLASSIFICATIONS 


There are many different types of internal combustion engines. They can be clas- 
sified by: 


1. Application. Automobile, truck, locomotive, light aircraft, marine, portable 
power system, power generation 

2. Basic engine design. Reciprocating engines (in turn subdivided by arrange- 
ment of cylinders: e.g., in-line, V, radial, opposed), rotary engines (Wankel 
and other geometries) 

3. Working cycle. Four-stroke cycle: naturally aspirated (admitting atmospheric 
air), supercharged (admitting precompressed fresh mixture), and turbo- 
charged (admitting fresh mixture compressed in a compressor driven by an 
exhaust turbine), two-stroke cycle: crankcase scavenged, supercharged, and 
turbocharged 

4. Valve or port design and location. Overhead (or I-head) valves, underhead (ot 
L-head) valves, rotary valves, cross-scavenged porting (inlet and exhaust 
ports on opposite sides of cylinder at one end), loop-scavenged porting (inlet 
and exhaust ports on same side of cylinder at one end), through- or uniflow- 
scavenged (inlet and exhaust ports or valves at different ends of cylinder) 

5, Fuel. Gasoline (or petrol), fuel oil (or diesel fuel), natural gas, liquid pet- 
roleum gas, alcohols (methanol, ethanol), hydrogen, dual fuel 

6. Method of mixture preparation. Carburetion, fuel injection into the intake 

ports or intake manifold, fuel injection into the engine cylinder 

Method of ignition. Spark ignition (in conventional engines where the mixture 

is uniform and in stratified-charge engines where the mixture is non-uniform), 

compression ignition (in conventional diesels, as well as ignition in gas 
engines by pilot injection of fuel oil) 

8. Combustion chamber design. Open chamber (many designs: e.g., ‘disc, wedge, 
hemisphere, bowl-in-piston), divided chamber (small and large auxiliary 
chambers; many designs: e.g., swirl chambers, prechambers) 

9. Method of load control. Throttling of fuel and air flow together so mixture 
composition is essentially unchanged, control of fuel flow alone, a com- 
bination of these 

10. Method of cooling. Water cooled, air cooled, uncooled (other than by natural 

convection and radiation) 


~I 
. 


All these distinctions are important and they illustrate the breadth of engine 
designs available. Because this book approaches the operating and emissions 
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TABLE 13 


Classification of reciprocating engines by application 
eee 


Approximate Predominant type 
engine power 
Class _ Service range, kW Dor SI Cycle Cooling 
Road vehicles Motorcycles, scooters 0.75-70 SI 2,4 A 
Small passenger cars 15-75” SI 4 A, W 
Large passenger cars 75-200 SI 4 Ww 
Light commercial ~ 35-150 SI, D 4 WwW 
Heavy (long-distance) 120-400 D 4 “Ww 
commercial 
Off-road vehicles Light vehicles (factory, 15-15 SI 24 #2A,W 
airport, etc.) 
Agricultural 3-150 SI,D 2,4 A, W 
Earth moving 40-750 D 24 WwW 
Military 40-2000 D 2,4 A, W 
Railroad Rail cars 150-400 D 2,4 Ww 
Locomotives 400-3000 D 2,4 WwW 
Marine Outboard 0.4-75 SI 2 WwW 
Inboard motorcrafts 4-750 SI, D 4 WwW 
Light naval craft 30~2200 D 2,4 WwW 
Ships . 3500-22,000 D 2,4 Ww 
Ships’ auxiliaries 75-750 D 4 WwW 
Airborne Airplanes 45-2700 SI 4 A 
vehicles Helicopters 45-1500 SI 4 A 
Home use Lawn mowers 0.7~3 SI 2,4 A 
Snow blowers 2-5 SI 2, 4 A 
Light tractors 2-8 SI 4 A 
Stationary Building service 7-400 D 2,4 WwW 
Electric power 35-22,000 D 2,4 WwW 
Gas pipeline . 750-5000 SI 2,4 Ww 


TE Le 
SI = spark-ignition; D = diesel; A = air cooled; W = water cooled. 
Source: Adapted from Taylor.? 


characteristics of internal combustion engines from a fundamental point of view, 
the method of ignition has been selected as the primary classifying feature. From 
the method of ignition—spark-ignition or compression-ignitiont—follow the 
important characteristics of the fuel used, method of mixture preparation, com- 
bustion chamber design, method of load control, details of the combustion 
process, engine emissions, and operating characteristics. Some of the other classi- 
fications are used as subcategories within this basic classification. The engine 
operating cycle—four-stroke or two-stroke—is next in importance; the principles 
of these two cycles are described in the following section. 

Table 1.3 shows the most common applications of internal combustion 


+ In the remainder of the book, these terms will often be abbreviated by SI and CI, respectively. 
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engines, the predominant type of engine used in each classification listed, and the 
approximate engine power range in each type of service. 


13 ENGINE OPERATING CYCLES 


Most of this book is about reciprocating engines, where the piston moves back 
and forth in a cylinder and transmits power through a connecting rod and crank 
mechanism to the drive shaft as shown in Fig. 1-1. The steady rotation of the 
crank produces a cyclical piston motion. The piston comes to rest at the top- 
center (TC) crank position and ‘bottom-center (BC) crank position when the 
cylinder volume is a minimum or maximum, respectively.t The minimum cylin- 
der volume is called the clearance volume V,. The volume swept out by the 


+ These crank positions are also referred to as top-dead-center (TDC) and bottom-dead-center 
(BDC). 


FIGURE 1-1 

Basic geometry of the reciprocating internal com- 
bustion engine. V,, V; and V, indicate clearance, 
displaced, and total cylinder volumes. 
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FIGURE 1-2 
The four-stroke operating cycle.'° 


piston, the difference between the maximum or total volume V, and the clearance 
volume, is called the displaced or swept volume V;. The ratio of maximum 
volume to minimum volume is the compression ratio r,. Typical values of r, are 
8 to 12 for SI engines and 12 to 24 for CI engines. 

The majority of reciprocating engines operate on what is known as the 
four-stroke cycle. Each cylinder requires four strokes of its piston—two revol- 
utions of the crankshaft—-to complete the sequence of events which produces one 


power stroke. Both SI and CI engines use this cycle which comprises (see Fig. 


1-2): 


1. An intake stroke, which starts with the piston at TC and ends with the piston 
at BC, which draws fresh mixture into the cylinder. To increase the mass 
inducted, the inlet valve opens shortly before the stroke starts and closes after 
it ends. 

2. A compression stroke, when both valves are closed and the mixture inside the 
cylinder is compressed to a small fraction of its initial volume. Toward the end 
of the compression stroke, combustion is initiated and the cylinder pressure 
rises more rapidly. 

3. A power stroke, or expansion stroke, which starts with the piston at TC and 
ends at BC as the high-temperature, high-pressure, gases push the piston down 
and force the crank to rotate. About five times as much work is done on the 
piston during the power stroke as the piston had to do during compression. 
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As the piston approaches BC the exhaust valve opens to initiate the exhaust 


process and drop the cylinder pressure to close to the exhaust pressure. 


4. 4n exhaust stroke, where the remaining burned gases exit the cylinder: first, 


hecause the cylinder pressure may be substantially higher than the exhaust 
pressure; then as. they are swept out by the piston as it moves toward TC. As 
the piston approaches TC the inlet valve opens. Just after TC the exhaust 


valve closes and the cycle starts again. 


Though often called the Otto cycle after its inventor, Nicolaus Otto, who built 
the first engine operating on these principles in 1876, the more descriptive four- 
stroke nomenclature is preferred. 

The four-stroke cycle requires, for each engine cylinder, two crankshaft rev- 
olutions for each power stroke. To obtain a higher power output from a given 
engine size, and a simpler valve design, the two-stroke cycle was developed. The 


two-stroke cycle is applicable to both SI and CI engines. 


Figure 1-3 shows one of the simplest types of two-stroke engine designs. 
Ports in the cylinder liner, opened and closed by the piston motion, control the 
exhaust and inlet flows while the piston is close to BC. The two strokes are: 


1. A compression stroke, which starts by closing the inlet and exhaust ports, and 
then compresses the cylinder contents and draws fresh charge into the crank- 
case. As the piston approaches TC, combustion is initiated. 


~Defiector 


Peed spring 
inlet valve - 


Exhaust blowdown Scavenging . 


FIGURE 1-3 
The two-stroke operating cycle. A crankcase-scavenged engine is shown.'° 
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2. A power or expansion stroke, similar to that in the four-stroke cycle until the 
piston approaches BC, when first the exhaust ports and then the intake ports 
are uncovered (Fig. 1-3). Most of the burnt gases exit the cylinder in an 
exhaust. blowdown process. When the inlet ports are uncovered, the fresh 
charge which has been compressed in the crankcase flows into the cylinder. 
The piston and the ports are generally shaped to deflect the incoming charge 
from flowing directly into the exhaust ports and to achieve effective scavenging 
of the residual gases. 


Each engine cycle with one power stroke is completed in one crankshaft 
revolution. However, it is difficult to fill completely the displaced volume with 
fresh charge, and some of the fresh mixture flows directly out of the cylinder 
during the scavenging process.t The example shown is a cross-scavenged design; 
other approaches use loop-scavenging or uniflow systems (see Sec. 6.6). 


14 ENGINE COMPONENTS 


Labeled cutaway drawings of a four-stroke SI engine and a two-stroke CI engine 


are shown in Figs. 1-4 and 1-5, respectively. The spark-ignition engine is a four- . 


cylinder in-line automobile engine. The diesel is a large V eight-cylinder design 
with a uniflow scavenging process. The function of the major components of 
’ these engines and their construction materials will now be reviewed. 

The engine cylinders are contained in the engine block. The block has tradi- 
tionally been made of gray cast iron because of its good wear resistance and low 
cost. Passages for the cooling water are cast into the block. Heavy-duty and 
truck engines often use removable cylinder sleeves pressed into the block that can 
be replaced when worn. These are called wet liners or dry liners depending on 
whether the sleeve is in direct contact with the cooling water. Aluminum is being 
used increasingly in smaller SI engine blocks to reduce engine weight. Iron cylin- 
der liners may be inserted at the casting stage, or later on in the machining and 
assembly process. The crankcase is often integral with the cylinder block. 

The crankshaft has traditionally been a steel forging; nodular cast iron 
crankshafts are also accepted normal practice in automotive engines. The crank- 
shaft is. supported in main bearings. The maximum number of main bearings is 
one more than the number of cylinders; there may be less. The crank has eccen- 
tric portions (crank throws); the connecting rod big-end bearings attach to the 
crank pin on each throw. Both main and connecting rod bearings use steel- 
backed precision inserts with bronze, babbit, or aluminum as the bearing 
materials. The crankcase is sealed at the bottom with a pressed-steel or cast 
aluminum oil pan which acts as an oil reservoir for the lubricating system. 


+ It is primarily for this reason that two-stroke SI engines are at a disadvantage because the lost fresh 
charge contains fuel and air. 
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Cutaway drawing of Chrysler 2.2-liter displacement four-cylinder spark-ignition engine.'* Bore 87.5 
mm, stroke 92 mm, compression ratio 8.9, maximum power 65 kW at 5000 rev/min. 


Pistons are made of aluminum in small engines or cast iron in larger 
slower-speed engines. The piston both seals the cylinder and transmits the 
combustion-generated gas pressure to the crank pin via the connecting rod. The 
connecting rod, usually a steel or alloy forging (though sometimes aluminum in 
small engines), is fastened to the piston by means of a steel piston pin through the 
tod upper end. The piston pin is usually hollow to reduce its weight. 
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FIGURE 1-5 

Cross-section drawing of an Electro-Motive two-stroke cycle diesel engine. This engine uses a uniflow 
scavenging process with inlet ports in the cylinder liner and four exhaust valves in the cylinder head. 
Bore 230.2 mm, stroke 254 mm, displaced volume per cylinder 10.57 liters, rated speed 750-900 
rev/min. (Courtesy Electro-Motive Division, General Motors Corporation.) 


The oscillating motion of the connecting rod exerts an oscillating force on 
the cylinder walls via the piston skirt (the region below the piston rings). The 
piston skirt is usually shaped to provide appropriate thrust surfaces. The piston 
is fitted with rings which ride in grooves cut in the piston head to seal against gas 
leakage and control oil flow. The upper rings are compression rings which are 
forced outward against the cylinder wall and downward onto the groove face. 
The lower rings scrape the surplus oil from the cylinder wall and return it to the 
crankcase. The crankcase must be ventilated to remove gases which blow by the 
piston rings, to prevent pressure buildup. 

The cylinder head (or heads in V engines) seals off the cylinders and is made 
of cast iron or aluminum. It must be strorig and rigid to distribute the gas forces 
acting on the head as uniformly as possible through the engine block. The cylin- 
der head contains the spark plug (for an SI engine) or fuel injector (for a CI 
engine), and, in overhead valve engines, parts of the valve mechanism. 
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The valves shown in Fig. 1-4 are poppet valves, the valve type normally used 
in four-stroke engines. Valves are made from forged alloy steel; the cooling of the 
exhaust valve which operates at about 700°C may be enhanced by using a hollow 
stem partially filled with sodium which through evaporation and condensation 
carries heat from the hot valve head to the cooler stem. Most modern spark- 
ignition engines have overhead valve locations (sometimes called valve-in-head or 
I-head configurations) as shown in Fig. 1-4. This geometry leads to a compact 
combustion chamber with minimum heat losses and flame travel time, and 
improves the breathing capacity. Previous geometries such as the L head where 
valves are to one side of the cylinder are now only used in small engines. 

The valve stem moves in a valve guide, which can be an integral part of the 
cylinder head (or engine block for L-head engines), or may be a separate unit 
pressed into the head (or block). The valve seats may be cut in the head or block 
metal (if cast iron) or hard steel inserts may be pressed into the head or block. A 
valve spring, attached to the valve stem with a spring washer and split keeper, 
holds the valve closed. A valve rotator turns the valves a few degrees on opening 
to wipe the valve seat, avoid local hot spots, and prevent deposits building up in 
the valve guide. 

A camshaft made of cast iron or forged steel with one cam per valve is used to 
open and close the valves. The cam surfaces are hardened to obtain adequate life. 
In four-stroke cycle engines, camshafts turn at one-half the crankshaft speed. 
Mechanical or hydraulic lifters or tappets slide in the block and ride on the cam. 
Depending on valve and camshaft location, additional members are required to 
transmit the tappet motion to the valve stem; e.g., in in-head valve engines with 
the camshaft at the side, a push rod and rocker arm are used. A recent trend in 
automotive engines is to mount the camshaft over the head with the cams acting 
either directly or through a pivoted follower on the valve. Camshafts are gear, 
belt, or chain driven from the crankshaft. 

An intake manifold (aluminum or cast iron) and an exhaust manifold 
(generally of cast iron) complete the SI engine assembly. Other engine com- 
ponents specific to spark-ignition engines—carburetor, fuel injectors, ignition 
systems—are described more fully in the remaining sections in this chapter. 

The two-stroke cycle CI engine shown in Fig. 1-5 is of the uniflow scav- 
enged design. The burned gases exhaust through four valves in the cylinder head. 
These valves are controlled through cam-driven rocker arms. Fresh air is com- 
pressed and fed to the air box by a Roots blower. The air inlet ports at the 
bottom of each cylinder liner are uncovered by the descending piston, and the 
scavenging air flows upward along the cylinder axis. The fuel injectors are 
mounted in the cylinder head and are driven by the camshaft through rocker 
arms. Diesel fuel-injection systems are discussed in more detail in Sec. 1.7. 


15  SPARK-IGNITION ENGINE OPERATION 


In SI engines the air and fuel are usually mixed together in the intake system 
Prior to entry to the engine cylinder, using a carburetor (Fig. 1-6) or fuel-injection 
system (Fig. 1-7). In automobile applications, the temperature of the air entering 
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FIGURE 1-6 : 
Cross section of single-barrel downdraft carburetor.!? (Courtesy Robert Bosch GmbH and SAE.) 


the intake system is controlled by mixing ambient air with air heated by contact 
with the exhaust manifold. The ratio of mass flow of air to mass flow of fuel must 
be held approximately constant at about 15 to ensure reliable combustion. The 
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FIGURE 1-7 
Schematic drawing of L-Jetronic port electronic fuel-injection system.'? (Courtesy Robert Bosch 


GmbH and SAE.) 
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carburetor meters an appropriate fuel flow for the engine air flow in the following 
manner. The air flow through the venturi (a converging-diverging nozzle) sets up 
a pressure difference between the venturi inlet and throat which is used to meter 
an appropriate amount of fuel from the float chamber, through a series of ori- 
fices, into the air flow at the venturi throat. Just downstream of the venturi is a 
throttle valve or plate which controls the combined air and fuel flow, and thus 
the engine output. The intake flow is throttled to below atmospheric pressure by 
reducing the flow area when the power required (at any engine speed) is below 
the maximum which is obtained when the throttle is wide open. The intake mani- 
fold is usually heated to promote faster evaporation of the liquid fuel and obtain 
more uniform fuel distribution between cylinders. 

Fuel injection into the intake manifold or inlet port is an increasingly 
common alternative to a carburetor. With port injection, fuel is injected through 
individual injectors from a low-pressure fuel supply system into each intake port. 
There are several different types of systems: mechanical injection using an injec- 
tion pump driven by the engine; mechanical, driveless, continuous injection; elec- 
tronically controlled, driveless, injection. Figure 1-7 shows an example of an 
electronically controlled system. In this system, the air flow rate is measured 
directly; the injection valves are actuated twice per cam shaft revolution by injec- 
tion pulses whose duration is determined by the electronic control unit to 
provide the desired amount of fuel per cylinder per cycle.!? An alternative 
approach is to use a single fuel injector located above the throttle plate in the 
position normally occupied by the carburetor. This approach permits electronic 
control of the fuel flow at reduced cost. 

The sequence of events which take place inside the engine cylinder is illus- 
trated in Fig. 1-8. Several variables are plotted against crank angle through the 
entire four-stroke cycle. Crank angle is a useful independent variable because 
engine processes occupy almost constant crank angle intervals over a wide range 
of engine speeds. The figure shows the valve timing and volume relationship for a 
typical automotive spark-ignition engine. To maintain high mixture flows at high 
engine speeds (and hence high power outputs) the inlet valve, which opens before 
TC, closes substantially after BC. During intake, the inducted fuel and air mix in 
the cylinder with the residual burned gases remaining from the previous cycle. 
After the intake valve closes, the cylinder contents are compressed to above 
atmospheric pressure and temperature as the cylinder volume is reduced. Some 
heat transfer to the piston, cylinder head, and cylinder walls occurs but the effect 
on unburned gas properties is modest. ; 

Between 10 and 40 crank angle degrees before TC an electrical discharge 
across the spark plug starts the combustion process. A distributor, a rotating 
switch driven off the camshaft, interrupts the current from the battery through 
the primary circuit of the ignition coil. The secondary winding of the ignition 
coil, connected to the spark plug, produces a high voltage across the plug elec- 
trodes as the magnetic field collapses. Traditionally, cam-operated breaker points 
have been used; in most automotive engines, the switching is now done elec- 
tronically. A turbulent flame develops from the spark discharge, propagates 
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Sequence of events in four-stroke spark-ignition engine operating cycle. Cylinder pressure p (solid 
line, firing cycle; dashed line, motored cycle), cylinder volume V/V,,,,, and mass fraction burned x, 
are plotted against crank angle. 


across the mixture of air, fuel, and residual gas in the cylinder, and extinguishes 
_ at the combustion chamber wall. The duration of this burning process varies with 
engine design and operation, but is typically 40 to 60 crank angle degrees, as 
shown in Fig. 1-8. As fuel-air mixture burns in the flame, the cylinder pressure in 
_ Fig. 1-8 (solid line) rises above the level due to compression alone (dashed line). 
This latter curve—called the motored cylinder pressure—is the pressure trace 
obtained from a motored or nonfiring engine.t Note that due to differences in the 
flow pattern and mixture composition between cylinders, and within each cylin- 
der cycle-by-cycle, the development of each combustion process differs somewhat. 
As a result, the shape of the pressure versus crank angle curve in each cylinder, 
~ and cycle-by-cycle, is not exactly the same. 
There is an optimum spark timing which, for a given mass of fuel and air 
inside the cylinder, gives maximum torque. More advanced (earlier) timing or 
retarded (later) timing than this optimum gives lower output. Called maximum 


+ in practice, the intake and compression processes of a firing engine and-a motored engine are not 
exactly the same due to the presence of burned gases from the previous cycle under firing conditions. 
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brake-torque (MBT) timing,} this optimum timing is an empirical compromise 
between starting combustion too early in the compression stroke (when the work 
transfer is to the cylinder gases) and completing combustion too late in the 
expansion stroke (and so lowering peak expansion stroke pressures). 

About two-thirds of the way through the expansion stroke, the exhaust 
valve starts to open. The cylinder pressure is greater than the exhaust manifold - 
pressure and a blowdown process occurs. The burned gases flow through the 
valve into the exhaust port and manifold until the cylinder pressure and exhaust 
pressure equilibrate. The duration of this process depends on the pressure level in 
the cylinder. The piston then displaces the burned gases from the cylinder into the 
manifold during the exhaust stroke. The exhaust valve opens before the end of 
the expansion stroke to ensure that the blowdown process does not last too far 
into the exhaust stroke. The actual timing is a compromise which balances 
reduced work transfer to the piston before BC against reduced work transfer to 
the cylinder contents after BC. 

The exhaust valve remains open until just after TC; the intake opens just 
before TC. The valves are opened and closed slowly to avoid noise and excessive 
cam wear. To ensure the valves are fully open when piston velocities are at their 
highest, the valve open periods often overlap. If the intake flow is throttled to 
below exhaust manifold pressure, then backflow of burned gases into the intake 
manifold occurs when the intake valve is first opened. 


16 EXAMPLES OF SPARK-IGNITION 
ENGINES 


This section presents examples of production spark-ignition engines to illustrate 
the different types of engines in common use. 

Small SI engines are used in many applications: in the home (e.g., lawn 
mowers, chain saws), in portable power generation, as outboard motorboat 
engines, and in motorcycles. These are often single-cylinder engines. In the above 
applications, light weight, small bulk, and low cost in relation to the power gen- 
erated are the most important characteristics; fuel consumption, engine vibration, 
and engine durability are less important. A single-cylinder engine gives only one 
power stroke per revolution (two-stroke cycle) or two revolutions (four-stroke 
cycle). Hence, the torque pulses are widely spaced, and engine vibration and 
smoothness are significant problems. 

Multicylinder engines are invariably used in automotive practice. As rated 
power increases, the advantages of smaller cylinders in regard to size, weight, and 
improved engine balance and smoothness point toward increasing the number of 


+ MBT timing has traditionally been defined as the minimum spark advance for best torque. Since 
the torque first increases and then decreases as spark timing is advanced, the definition used here is 
more precise. 
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cylinders per engine. An upper limit on cylinder size is dictated by dynamic con- 
siderations: the inertial forces that are created by accelerating and decelerating 
the reciprocating masses of the piston and connecting rod would quickly limit the 
maximum speed of the engine. Thus, the displaced volume is spread out amongst 
several smaller cylinders. The increased frequency of power strokes with a multi- 
cylinder engine produces much smoother torque characteristics. Multicylinder 
engines can also achieve a much better state of balance than single-cylinder 
engines. A force must be applied to the piston to accelerate it during the first half 
of its travel from bottom-center or top-center. The piston then exerts a force as it 
decelerates during the second part of the stroke. It is desirable to cancel these 
inertia forces through the choice of number and arrangement of cylinders to 
achieve a primary balance. Note, however, that the motion of the piston is more 
rapid during the upper half of its stroke than during the lower half (a conse- 
quence of the connecting rod and crank mechanism evident from Fig. 1-1; see 
also Sec. 2.2). The resulting inequality in piston acceleration and deceleration 


produces corresponding differences in inertia forces generated. Certain com-— 


binations of cylinder number and arrangement will balance out these secondary 
inertia force effects. 

Four-cylinder in-line engines are the most common arrangements for auto- 
mobile engines up to about 2.5-liter displacement. An example of this in-line 

‘arrangement was shown in Fig. 1-4. It is compact—an important consideration 
for small passenger cars. It provides two torque pulses per revolution of the 
crankshaft and primary inertia forces (though not secondary forces) are balanced. 
V engines and opposed-piston engines are occasionally used with this number of 
cylinders. ; 

The V arrangement, with two banks of cylinders set at 90° or a more acute 
angle to each other, provides a compact block and is used extensively for larger 
displacement engines. Figure 1-9 shows a V-6 engine, the six cylinders being 
arranged in two banks of three with a 60° angle between their axis. Six cylinders 
are usually used in the 2.5- to 4.5-liter displacement range. Six-cylinder engines 
provide smoother operation with three torque pulses per revolution. The in-line 
arrangement results in a long engine, however, giving rise to crankshaft torsional 
vibration and making even distribution of air and fuel to each cylinder more 
difficult. The V-6 arrangement is much more compact, and the example shown 
provides primary balance of the reciprocating components. With the V engine, 
however, a rocking moment is imposed on the crankshaft due to the secondary 
inertia forces, which results in the engine being less well balanced than the in-line 
version. The V-8 and V-12 arrangements are also commonly used to provide 
compact, smooth, low-vibration, larger-displacement, spark-ignition engines. 

Turbochargers are used to increase the maximum power that can be 
obtained from a given displacement engine. The work transfer to the piston per 
cycle, in each cylinder, which controls the power the engine can deliver, depends 
on the amount of fuel burned per cylinder per cycle. This depends on the amount 
of fresh air that is inducted each cycle. Increasing the air density prior to entry 
into the engine thus increases the maximum power that an engine of given dis- 
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FIGURE 1-9 


-ignition engine.*> Displacement 2.8 liter, bore 89 mm, stroke 76 mm, compression ratio 8.5, 


Cross-section drawings of General Motors 60 degree V-6 spark 


maximum power 86 kW at 4800 rev/min. 
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placement can deliver. Figure 1-10 shows an example of a turbocharged four- 
cylinder spark-ignition engine. The turbocharger, a compressor-turbine 
combination, uses the energy available in the engine exhaust stream to achieve 
compression of the intake flow. The air flow passes through the compressor (2), 
intercooler (3), carburetor (4), manifold (5), and inlet valve (6) as shOwn. Engine 
inlet pressures (or boost) of up to about 100 kPa above atmospheric pressure are 
typical. The exhaust flow through the valve (7) and manifold (8) drives the 
turbine (9) which powers the compressor. A wastegate (valve) just upstream of the 
turbine bypasses some of the exhaust gas flow when necessary to prevent the 
boost pressure becoming too high. The wastegate linkage (11) is controlled by a 
-boost pressure regulator. While this turbocharged engine configuration has the 
carburetor downstream of the compressor, some turbocharged spark-ignition 
engines have the carburetor upstream of the compressor so that it operates at or. 
below atmospheric pressure. Figure 1-11 shows a cutaway drawing of a small 
automotive turbocharger. The arrangements of the compressor and turbine 


FIGURE 1-10 
Turbocharged four-cylinder automotive spark-ignition engine. (Courtesy Regie Nationale des Usines.) 
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FIGURE 1-11 
Cutaway view of small automotive engine turbocharger. (Courtesy Nissan Motor Co., Ltd.) 


rotors connected via the central shaft and of the turbine and compressor flow 
passages are evident. 

Figure 1-12 shows a two-stroke cycle spark-ignition engine. The two-stroke 
cycle spark-ignition engine is used for small-engine applications where low cost 
and weight/power ratio are important and when the use factor is low. Examples 
of such applications are outboard motorboat engines, motorcycles, and chain 
saws. All such engines are of the carburetor crankcase-compression type which is 
one of the simplest prime movers available. It has three moving parts per cylin- 
der: the piston, connecting rod, and the crank. The prime advantage of the two- 
stroke cycle spark-ignition engine relative to the four-stroke cycle engine is its 
higher power per unit displaced volume due to twice the number of power . 
strokes per crank revolution. This is offset by the lower fresh charge density 
achieved by the two-stroke cycle gas-exchange process and the loss of fresh 
mixture which goes straight through the engine during scavenging. Also, oil con- 
sumption is higher in two-stroke cycle engines due to the need to add oil to the 
fuel to lubricate the piston ring and piston surfaces. 

The Wankel rotary engine is an alternative to the reciprocating engine 
geometry of the engines illustrated above. It is used when its compactness and 
higher engine speed (which result in high power/weight and power/volume 
Tatios), and inherent balance and smoothness, offset its higher heat transfer, and 
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FIGURE 1-12 
Cutaway drawing of two-cylinder two-stroke cycle loop-scavenged marine spark-ignition engine. Dis- 
placed volume 737 cm, maximum power 41 kW at 5500 rev/min. (Courtesy Outboard Marine Corpo- 


ration.) 


its sealing and leakage problems. Figure 1-13 shows the major mechanical parts 
of a simple single-rotor Wankel engine and illustrates its geometry. There are two 
rotating parts: the triangular-shaped rotor and the output shaft with its integral 
eccentric, The rotor revolves directly on the eccentric. The rotor has an internal 
timing gear which meshes with the fixed timing gear on one side housing to 
maintain the correct phase relationship between the rotor and eccentric shaft 
rotations. Thus the rotor rotates and orbits around the shaft axis. Breathing is 
through ports in the center housing (and sometimes the side housings). The com- 
- bustion chamber lies between the center housing and rotor surface and is sealed 
by seals at the apex of the rotor and around the perimeters of the rotor sides. 
Figure 1-13 also shows how the Wankel rotary geometry operates with the four- 
stroke cycle. The figure shows the induction, compression, power, and exhaust 
processes of the four-stroke cycle for the chamber defined by rotor surface AB. 


The remaining two chambers defined by the other rotor surfaces undergo exactly _ 


the same sequence. As the rotor makes one complete rotation, during which the 
eccentric shaft rotates through three revolutions, each chamber produces one 
power “stroke.” Three power pulses occur, therefore, for each rotor revolution; 
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FIGURE 1-13 
(a) Major components of the Wankel rotary engine; (5) induction, com i 

3 i; pression, power, and exhaust 
processes of the four-stroke cycle for the chamber defined by rotor surface AB. (From Mobil Technical 
Bulletin, Rotary Engines, © Mobil Oil Corporation, 1971.) ; 
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thus for each eccentric (output) shaft revolution there is one power pulse. Figure 
1-14 shows a cutaway drawing of a two-rotor automobile Wankel engine. The 
two rotors are out of phase to provide a greater number of torque pulses per 
shaft revolution. Note the combustion chamber cut out in each rotor face, the 
rotor apex, and side seals. Two spark plugs per firing chamber are often used to 
obtain a faster combustion process. 


1.7 COMPRESSION-IGNITION ENGINE 
OPERATION 


In compression-ignition engines, air alone is inducted into the cylinder. The fuel 
(in most applications a light fuel oil, though heated residual fuel is used in marine 
and power-generation applications) is injected directly into the engine cylinder 
Just before the combustion process is required to start. Load control is achieved 
by varying the amount of fuel injected each cycle; the air flow at a given engine 
speed is essentially unchanged. There are a great variety of CI engine designs in 
use in a wide range of applications—automobile, truck, locomotive, marine 
Power generation. Naturally aspirated engines where atmospheric air is inducted, 
turbocharged engines where the inlet air is compressed by an exhaust-driven 


Cutaway drawing of two-rotor Wankel spark-ignition engine. Displacement of each working chamber 573 cm?, compression ratio 9.4, maximum 
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turbine-compressor combination, and supercharged engines where the air is com- 
pressed by a mechanically driven pump or blower are common. Turbocharging 
and supercharging increase engine output by increasing the air mass flow per unit 
displaced volume, thereby allowing an increase in fuel flow. These methods are 
used, usually in larger engines, to reduce engine size and weight for a given power 
output. Except in smaller engine sizes, the two-stroke cycle is competitive with 
the four-stroke cycle, in large part because, with the diesel cycle, only air is lost in 
the cylinder scavenging process. 

The operation of a typical four-stroke naturally aspirated CI engine is illus- 
trated in Fig. 1-15. The compression ratio of diesels is much higher than typical 
SI engine values, and is in the range 12 to 24, depending on the type of diesel 
engine and whether the engine is naturally aspirated or turbocharged. The valve 
timings used are similar to those of SI engines. Air at close-to-atmospheric pres- 
sure is inducted during the intake stroke and then compressed to a pressure of 
about 4 MPa (600 lb/in?) and temperature of about 800 K (1000°F) during the 
compression stroke. At about 20° before TC, fuel injection into the engine cylin- 
der commences; a typical rate of injection profile is shown in Fig. 1-15b- The 
liquid fuel jet atomizes into drops and entrains air. The liquid fuel evaporates; 
fuel vapor then mixes with air to within combustible proportions.’The air tem- 
perature and pressure are above the fuel’s ignition point. Therefore after a short 
delay period, spontaneous ignition (autoignition) of parts of the nonuniform fuel- 
air mixture initiates the combustion process, and the cylinder pressure (solid line 
in Fig. 1-15c) rises above the nonfiring engine level. The flame spreads rapidly 
through that portion of the injected fuel which has already mixed with sufficient 
air to burn. As the expansion process proceeds, mixing between fuel, air, and 
burning gases continues, accompanied by further combustion (see Fig. 1-15d). At 
full load, the mass of fuel injected is about 5 percent of the mass of air in the 
cylinder. Increasing levels of black smoke in the exhaust limit the amount of fuel 
that can be burned efficiently. The exhaust process is similar to that of the four- 
stroke SI engine. At the end of the exhaust stroke, the cycle starts again. 

In the two-stroke CI engine cycle, compression, fuel injection, combustion, 
and expansion processes are similar to the equivalent four-stroke cycle processes; 
it is the intake and exhaust pressure which are different. The sequence of events 
in a loop-scavenged two-stroke engine is illustrated in Fig. 1-16. In loop- 
scavenged engines both exhaust and inlet ports are at the same end of the cylin- 
der and are uncovered as the piston approaches BC (see Fig. 1-16a). After the 
exhaust ports open, the cylinder pressure falls rapidly in a blowdown process 
(Fig. 1-165). The inlet ports then open, and once the cylinder pressure p falls 
below the inlet pressure p;, air flows into the cylinder. The burned gases, dis- 
Placed by this fresh air, continue to flow out of the exhaust port (along with some 
of the fresh air). Once the ports close as the piston starts the compression stroke, 
compression, fuel-injection, fuel-air mixing, combustion and expansion processes 
Proceed as in the four-stroke CI engine cycle. 

The diesel fuel-injection system consists of an injection pump, delivery 
Pipes, and fuel injector nozzles. Several different types of injection pumps and 
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FIGURE 1-15 


Sequence of events during compression, combustion, and expansion processes of a naturally aspirated 
compression-ignition engine operating cycle. Cylinder volume/clearance volume V/¥V,, rate of fuel 
injection m,,, cylinder pressure p (solid line, firing cycle; dashed line, motored cycle), and rate of fuel 
burning (or fuel chemical energy release rate) m,, are plotted against crank angle. 


nozzles are used. In one common fuel pump (an in-line pump design shown in 
Fig. 1-17) a set of cam-driven plungers (one for each cylinder) operate in closely 
fitting barrels. Early in the stroke of the plunger, the inlet port is closed and the 
fuel trapped above the plunger is forced through a check valve into the injection 
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FIGURE 1-16 


Sequence of events during expansion, gas exchange, and compression processes in a loop-scavenged 
two-stroke cycle compression-ignition engine. Cylinder volume/clearance volume V/V, , cylinder pres- 
sure p, exhaust port open area A,, and intake port open area A, are plotted against crank angle. 


line. The injection nozzle (Fig. 1-18) has one or more holes through which the 
fuel sprays into the cylinder. A spring-loaded valve closes these holes until the 
Pressure in the injection line, acting on part of the valve surface, overcomes the 
Spring force and opens the valve. Injection starts shortly after the line pressure 
begins to rise. Thus, the phase of the pump camshaft relative to the engine crank- 
shaft controls the start of injection. Injection is stopped when the inlet port of the 
pump is uncovered by a helical groove in the pump plunger, because the high 
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FIGURE 1-17 
Diesel fuel system with in-line fuel-injection pump (type PE).'? (Courtesy Robert Bosch GmbH.) 


pressure above the plunger is then released (Fig. 1-18). The amount of fuel 
injected (which controls the load) is determined by the injection pump cam design 
and the position of the helical groove. Thus for a given cam design, rotating the 
plunger and its helical groove varies the load. 

Distributor-type pumps have only one pump plunger and barrel, which 
meters and distributes the fuel to all the injection nozzles. A schematic of a 
distributor-type pump is shown in Fig. 1-19. The unit contains a low-pressure 
fuel pump (on left), a high-pressure injection pump (on right), an overspeed gov- 
ernor, and an injection timer. High pressure is generated by the plunger which is 
made to describe a combined rotary and stroke movement by the rotating eccen- 
tric disc or cam plate; the rotary motion distributes the fuel to the individual 
injection nozzles. 
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FIGURE 1-18 


Details of fuel-injection nozzles, nozzle holder assembly and fuel-delivery control.!” {Courtesy Robert 
Bosch GmbH.) 


a Distributor pumps can operate at higher speed and take up less space than - 
in-line pumps. They are normally used on smaller diesel engines. In-line pumps 
are used in the mid-engine-size range. In the larger diesels, individual single- 
barrel injection pumps, close mounted to each cylinder with an external drive as 
shown in Fig. 1-5, are normally used. | 


18 EXAMPLES OF DIESEL ENGINES 


A large number of diesel engine configurations and designs are in common use. 
The very large marine and stationary power-generating diesels are two-stroke 
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FIGURE 1-19 


Diesel fuel system with distributor-type fuel-injection pump with mechanical governor.'? (Courtesy 
Robert Bosch GmbH.) 


cycle engines. Small- and medium-size engines use the four-stroke cycle. Because. 


air capacity is an important constraint on the amount of fuel that can be burned 
in the diesel engine, and therefore on the engine’s power, turbocharging is used 
extensively. All large engines are turbocharged. The majority of smaller diesels 
are not’ turbocharged, though they can be turbocharged and many are. The 
details of the engine design also vary significantly over the diesel size range. In 
particular, different combustion chamber geometries and fuel-injection character- 
istics are required to deal effectively with a major diesel engine design problem— 
achieving sufficiently rapid fuel-air mixing rates to complete the fuel-burning 
process in the time available. A wide variety of inlet port geometries, cylinder 
head and piston shapes, and fuel-injection patterns are used to accomplish this 
over the diesel size range. 

Figure 1-20 shows a diesel engine typical of the medium-duty truck applica- 
tion. The design shown is a six-cylinder in-line engine. The drawing indicates that 
diesel engines are generally substantially heavier than spark-ignition engines 
because stress levels are higher due to the significantly higher pressure levels of 
the diesel cycle. The engine shown has a displacement of 10 liters, a compression 
ratio of 16.3, and is usually turbocharged. The engine has pressed-in cylinder 
liners to achieve better cylinder wear characteristics. This type of diesel is called a 
direct-injection diesel. The fuel is injected into a combustion chamber directly 
above the piston crown. The combustion chamber shown is a “bowl-in-piston” 
design, which puts most of the clearance volume into a compact shape. With this 
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size of diesel engine, it is often necessary to use a swirling air flow rotating about 
the cylinder axis, which is created by suitable design of the inlet port and valve, 
to achieve adequate fuel-air mixing and fuel burning rates. The fuel injector, 
shown left-of-center in the drawing, has a multihole nozzle, typically with three to 
five holes. The fuel jets move out radially from the center of the piston bow! into 
the (swirling) air flow. The in-line fuel-injection pump is normally used with this 
type of diesel engine. 

Figure 1-21 shows a four-cylinder in-line overhead-valve-cam design auto- 
mobile diesel engine. The smallest diesels such as this operate at higher engine 
speed than larger engines; hence the time available for burning the fuel is less and 
the fuel-injection and combustion system must achieve faster fuel-air mixing 
rates. This is accomplished by using an indirect-injection type of diesel. Fuel is 
injected into an auxiliary combustion chamber which is separated from the main 
combustion chamber above the piston by a flow restriction or nozzle. During the 
latter stages of the compression process, air is forced through this nozzle from the 


FIGURE 1-20 


—Direct-injection four-stroke cycle six-cylinder turbocharged Cummins diesel engine. Displaced volume 


10 liters, bore 125 mm, stroke 136 mm, compression ratio 16.3, maximum power 168 to 246 kW at 


rated speed of 2100 rev/min. (Courtesy Cummins Engine Company, Inc.) 
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FIGURE 1-21 
Four-cylinder naturally. aspirated indirect-injection automobile Volkswagen diesel engine.'* Dis- 
placed volume 1.47 liters, bore 76.5 mm, stroke 80 mm, maximum power 37 kW at 5000 rev/min. 


cylinder into the prechamber at high velocity. Fuel is injected into this highly 
turbulent and often rapidly swirling flow in this auxiliary or prechamber, and 
very high mixing rates are achieved. Combustion starts in the prechamber, and 
the resulting pressure rise in the prechamber forces burning gases, fuel, and air 
into the main chamber. Since this outflow is also extremely vigorous, rapid 
mixing then occurs in the main chamber as the burning jet. mixes with the 
remaining air and combustion is completed. A distributor-type fuel pump, which 
is normally used in this engine size range, driven off the camshaft at half the 
crankshaft speed by a toothed belt, is shown on the right of the figure. It supplies 
high-pressure fuel pulses to the pintle-type injector nozzles in turn. A glow plug is 
also shown in the auxiliary chamber; this plug is electrically heated prior to and 
during cold engine start-up to raise the temperature of the air charge and the fuel 
sufficiently to achieve autoignition. The compression ratio of this engine is 23. 
Indirect-injection diesel engines require higher compression ratios than direct- 
injection engines to start adequately when cold. 


ENGINE TYPES AND THEIR OPERATION 35 


Diesel engines are turbocharged to achieve higher power/weight ratios. By 
increasing the density of the inlet air, a given displaced volume can induct more 
air. Hence more fuel can be injected and burned, and more power delivered, while 
avoiding excessive black smoke in the exhaust. All the larger diesels are turbo- 
charged; smaller diesels can be and often are. Figure 1-22 shows how a turbo- 
charger connects to a direct-injection diesel. 

All the above diesels are water cooled; some production diesels are air 
cooled. Figure 1-23 shows a V-8 air-cooled direct-injection naturally aspirated 


FIGURE 1-22 

Turbocharged aftercooled direct-injection four-stroke cycle Caterpillar six-cylinder in-line heavy-duty 
truck diesel engine. Bore 137.2 mm, stroke 165.1 mm, rated power 200-300 kW and rated speed of 
1600-2100 rev/min depending on application. (Courtesy Caterpillar Tractor Company.) 
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FIGURE 1-23 


V-8 air-cooled direct-injection naturally aspirated diesel engine. Displacement 13.4 liter, bore 128 mm, 
stroke 130 mm, compression ratio 17, maximum rated power 188 kW at rated speed of 2300 rev/min. 
(Courtesy Klécker-Humboldt-Deutz AG.**) 


diesel. The primary advantage compared to the water-cooled engines is lower 
engine weight. The fins on the cylinder block and head are necessary to increase 
the external heat-transfer surface area to achieve the required heat rejection. An 
air blower, shown on the right of the cutaway drawing, provides forced air con- 
vection over the block. The blower is driven off the injection pump shaft, which 
in turn is driven off the camshaft. The in-line injection pump is placed between 
the two banks of cylinders. The injection nozzles are located at an angle to the 
cylinder axis. The combustion chamber and fuel-injection characteristics are 
similar to those of the engine in Fig. 1-22. The nozzle shown injects four fuel 
sprays into a reentrant bowl-in-piston combustion chamber. 

_ Diesels are also made in very large engine sizes. These large engines are 
used for marine propulsion and electrical power generation and operate on the 
two-stroke cycle in contrast to the small- and medium-size diesels illustrated 
above. Figure 1-24 shows such a two-stroke cycle marine engine, available with 
from 4 to 12 cylinders, with a maximum bore of 0.6-0.9 m and stroke of 2-3 m, 
which operates at speeds of about 100 rev/min. These engines are normally of the 
crosshead type to reduce side forces on the cylinder. The gas exchange between 
cycles is controlled by first opening the exhaust valves, and then the piston 
uncovering inlet ports in the cylinder liner. Expanding exhaust gases leave the 
cylinder via the exhaust valves and manifold and pass through the turbocharger 
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FIGURE 1-24 

Large Sulzer two-stroke turbocharged marine 
diesel engine. Bore 840 mm, stroke 2900 mm, 
rated power 1.9 MW per cylinder at 78 rev/min, 4 
to 12 cylinders. (Courtesy Sulzer Brothers Ltd.) 


turbine. Compressed air enters via the inlet ports and induces forced scavenging; 
air is supplied from the turbocharger and cooler. At part load electrically driven 
blowers cut in to compress the scavenge air. Because these large engines operate 
at low speed, the motion induced by the centrally injected fuel jets is sufficient to 
mix the fuel with air and burn it in the time available. A simple open combustion 
chamber shape can be used, therefore, which achieves efficient combustion even 
with the low-quality heavy fuels used with these types of engines. The pistons are 
water cooled in these very large engines. The splash oil piston cooling used in 
medium- and small-size diesels is not adequate. © 


19 STRATIFIED-CHARGE ENGINES 


Since the 1920s, attempts have been made to develop a hybrid internal com- 
bustion engine that combines the best features of the spark-ignition engine and 
the diesel. The goals have been to operate such an engine at close to the optimum 
compression ratio for efficiency (in the 12 to 15 range) by: (1) injecting the fuel 
directly into the combustion chamber during the compression process (and 
thereby avoid the knock or spontaneous ignition problem that limits convention- 
al spark-ignition engines with their premixed charge); (2) igniting the fuel as it 
mixes with air with a spark plug to provide direct control of the ignition process 
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(and thereby avoid the fuel ignition-quality requirement of the diesel); (3) control- 
ling the engine power level by varying the amount of fuel injected per cycle (with 
the air flow unthrottled to minimize work done pumping the fresh charge into 
the cylinder). Such engines are often called stratified-charge engines from the need 
to produce in the mixing process between the fuel jet and the air in the cylinder a 
“stratified” fuel-air mixture, with an easily ignitable composition at the spark 
plug at the time of ignition. Because such engines avoid the spark-ignition engine 
requirement for fuels with a high antiknock quality and the diesel requirement 
for fuels with high ignition quality, they are usually fuel-tolerant and will operate 
with a wide range of liquid fuels. 

Many different types of stratified-charge engine have been proposed, and 
some have been partially or fully developed. A few have even been used in prac- 
tice in automotive applications. The operating principles of those that are truly 
fuel-tolerant or multifuel engines are illustrated in Fig. 1-25. The combustion 
chamber is usually a bowl-in-piston design, and a high degree of air swirl is 
created during intake and enhanced in the piston bowl during compression to 
achieve rapid fuel-air mixing. Fuel is injected into the cylinder, tangentially into 
the bowl, during the latter stages. of compression. A long-duration spark dis- 
charge ignites the developing fuel-air jet as it passes the spark plug. The flame 
spreads downstream, and envelopes and consumes the fuel-air mixture. Mixing 
continues, and the final stages of combustion are completed during expansion. 
Most successful designs of this type of engine have used the four-stroke cycle. 
This concept is usually called a direct-injection stratified-charge engine. The 
engine can be turbocharged to increase its power density. 
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FIGURE 1-25 
Two multifuel stratified-charge engines which have been used in commercial practice: the Texaco 
Controlled Combustion System (TCCS)'* and the M.A.N.-FM System.'7 
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FIGURE 1-26 

Sectional drawing of M.A.N. high-speed multifuel four-cylinder direct-injection stratified-charge 
engine. Bore 94.5 mm, stroke 100 mm, displacement 2.65 liters, compression ratio 16.5, rated power 
52 kW at 3800 rev/min.'” 


A coimmercial multifuel engine is shown in Fig. 1-26. In this particular 
design, the fuel injector comes diagonally through the cylinder head from the 
upper left and injects the fuel onto the hot wali of the deep spherical! piston bowl. 
The fuel is carried around the wall of the bowl by the swirling flow, evaporated 
off the wall, mixed with air, and then ignited by the discharge at the spark plug 
which enters the chamber vertically on the right. This particular engine is air 
cooled, so the cylinder block and head are finned to increase surface area. 

An alternative stratified-charge engine concept, which has also been mass 
produced, uses a small prechamber fed during intake with an auxiliary fuel system 
to obtain an easily ignitable mixture around the spark plug. This concept, first 
Proposed by Ricardo in the 1920s and extensively developed in the Soviet Union 
and Japan, is often called a jet-ignition or torch-ignition stratified-charge engine. 
Its operating principles are illustrated in Fig. 1-27 which shows a three-valve 
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FIGURE 1-27 . 
Schematic of three-valve torch-ignition stratified-charge spark-ignition engine. 


carbureted version of the concept.'* A separate carburetor and intake manifold 
feeds a fuel-rich mixture (which contains fuel beyond the amount that can be 
burned with the available air) through a separate small intake valve into the 
prechamber which contains the spark plug. At the same time, a very lean mixture 
(which contains excess air beyond that required to burn the fuel completely) is fed 
to the main combustion chamber through the main carburetor and intake mani- 
fold. During intake the rich prechamber flow fully purges the prechamber 
volume. After intake valve closing, lean mixture from the main chamber is com- 
pressed into the prechamber bringing the mixture at the spark plug to an easily 
ignitable, slightly rich, composition. After combustion starts in the prechamber, 
rich burning mixture issues as a jet through the orifice into the main chamber, 
entraining and igniting the lean main chamber charge.. Though called.a stratified- 
charge engine, this engine is really a jet-ignition concept whose primary function 
is to extend the operating limit of conventionally ignited spark-ignition engines 
to mixtures leaner than could normally be burned. 
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PROBLEMS 


1.1. Describe the major functions of the following reciprocating engine components: 
piston, connecting rod, crankshaft, cams and camshaft, valves, intake and exhaust 
manifolds. : 

1.2. Indicate on an appropriate sketch the different forces that act on the piston, and the 
direction of these forces, during the engine’s expansion stroke with the piston, con- 
necting rod, and crank in the positions shown in Fig. 1-1. 

1.3. List five important differences between the design and operating characteristics of 
spark-ignition and compression-ignition (diesel) engines. 

1.4, Indicate the approximate crank angle at which the following events in the four-stroke 
and two-stroke internal combustion engine cycles.occur on a line representing the full 
cycle (720° for the four-stroke cycle; 360° for the two-stroke cycle): bottom- and top- 
center crank positions, inlet and exhaust valve or port opening and closing, start of 
combustion process, end of combustion process, maximum cylinder pressure. 
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1.5. The two-stroke cycle has twice as many power strokes per crank revolution as the 
four-stroke cycle. However, two-stroke cycle engine power outputs per unit displaced 
volume are less than twice the power output of an equivalent four-stroke cycle engine 
at the same engine speed. Suggest reasons why this potential advantage of the two- 
stroke cycle is offset in practice. 


1.6. Suggest reasons why multicylinder engines prove more attractive than single-cylinder 
engines once the total engine displaced volume exceeds a few hundred cubic centi- 
meters. 

1.7. The Wankel rotary spark-ignition engine, while lighter and more compact than a 
reciprocating spark-ignition engine of equal maximum power, typically has worse effi- 
ciency due to significantly higher gas leakage from the combustion chamber and 
higher total heat loss from the hot combustion gases to the chamber walls. Based on 
the design details in Figs. 1-4, 1-13, and 1-14 suggest reasons for these higher losses. 
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CHAPTER 
2 


ENGINE 

DESIGN 

AND OPERATING 
PARAMETERS 


2.1 IMPORTANT ENGINE 
CHARACTERISTICS 


In this chapter, some basic geometrical relationships and the parameters com- 
monly used to characterize engine operation are developed. The factors impor- 
tant to an engine user are: 


1. The engine’s performance over its operating range 

2. The engine’s fuel raise aaa within this operating range and the cost of the 
required fuel 

3. The engine’s noise and air pollutant emissions within this operating range 

. The initial cost of the engine and its installation 


5. The reliability and durability of the engine, its maintenance requirements, and 
how these affect engine availability and operating costs 


> 


These factors control total engine operating costs—usually the primary consider- 
ation of the user—and whether the engine in operation can satisfy environmental 
regulations. This book is concerned primarily with the performance, efficiency, 
and emissions characteristics of engines; the omission of the other factors listed 
above does not, in any way, reduce their great importance. 
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Engine performance is more precisely defined by: 


1. The maximum power (or the maximum torque) available at each speed within 
the useful engine operating range 
2. The range of speed and power over which engine operation is satisfactory 


The following performance definitions are commonly used: 


Maximum rated power. The highest power an engine is allowed to sevelop 
for short periods of operation. 


Normal rated power. The highest power an engine is allowed to develop in 
continuous operation. 


Rated speed. The crankshaft rotational speed at which rated power is devel- 
oped. 


2.2 GEOMETRICAL PROPERTIES OF 
RECIPROCATING ENGINES 


The following parameters define the basic geometry of a reciprocating engine (see 
Fig. 2-1): 


Compression ratio r,: 


_ maximum cylinder volume V, + V. 


‘~~ minimum cylinder volume —V, Cy 
where V, is the displaced or swept volume and YV, is the clearance volume. 
Ratio of cylinder bore to piston stroke: 
B 
Ry => ; 
wT (2.2) 
Ratio of connecting rod length to crank radius: 
I 
R=- (2.3) 


a 
In addition, the stroke and crank radius are related by 
L=2a 


Typical values of these parameters are: r, = 8 to 12 for SI engines and r, = 12 to 
24 for CI engines; B/L = 0.8 to 1.2 for small- and medium-size engines, decreas-. 
ing to about 0.5 for large slow-speed CI engines; R = 3 to 4 for small- and 
medium-size engines, increasing to 5 to 9 for large slow-speed.CI engines. 

The cylinder volume V at any crank position @.is 


B?- 
V=K+"-(+a-9) (2.4) 
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FIGURE 2-1 

Geometry of cylinder, piston, connecting rod, 
and crankshaft where B=bore, L = stroke, 
1 = connecting road length, a = crank radius, 6 = 
crank angle. 


where s is the distance between the crank axis and the piston pin axis (Fig. 2-1), 
and is given by 


s =acos 6 + (I? — a? sin? 6)'/? . (2.5) 


The angle 6, defined as shown in Fig. 2-1, is called the crank angle. Equation (2.4) 
with the above definitions can be rearranged: 


>= 1+4(r,— 1[R +1 —cos 6 — (R2 — sin? 6)'/2} (2.6) 

The combustion chamber surface area A at any crank position @ is given by 

A= A, + A, + TB + a—s) (2.7) 

where A,, is the cylinder head surface area and A, is the piston crown surface 

area. For flat-topped pistons, A, = xB?/4. Using Eq. (2.5), Eq. (2-7) can be rear- 
ranged: 


A=A,.,+A,+ = [R + 1 —cos 6 — (R? — sin? 6)'/?] (2.8) 


An important characteristic speed is the mean piston speed S,: 


5,=2LN (2.9) 


where N is the rotational speed of the crankshaft. Mean piston speed is often a 
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FIGURE 2-2 
(0) 90 180 Instantaneous piston speed/mean piston speed 
TC Crank angle, @ BC asa function of crank angle for R = 3.5. 


more appropfiate parameter than crank rotational speed for correlating engine 


’ behavior as a function of speed. For example, gas-flow velocities in the intake 


and the cylinder all scale with $,. The instantaneous piston velocity S, is obtained 
from: 


S,=— (2.10) 


The piston velocity is zero at the beginning of the stroke, reaches a maximum 
near the middle of the stroke, and decreases to zero at the end of the stroke. . 
Differentiation of Eq. (2.5) and substitution gives 


S, cos 6 
gj eran ie A 
572 sin 6 E + (R? — sin? a (2.11) 


Figure 2-2 shows how S, varies over each stroke for R = 3.5. 


Resistance to gas flow into the engine or stresses due to the inertia of the 
moving parts limit the maximum mean piston speed to within the range 8 to 15 
m/s (1500 to 3000 ft/min). Automobile engines operate at the higher end of this 
tange; the lower end is typical of large marine diesel engines. 


2.3 BRAKE TORQUE AND POWER 


Engine torque is normally measured with a dynamometer.! The engine is 
clamped on a test bed and the shaft is connected to the dynamometer rotor. 
Figure 2-3 illustrates the operating principle of a dynamometer. The rotor is 
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FIGURE 2-3 
Schematic of principle of operation of dynamometer. 


coupled electromagnetically, hydraulically, or by mechanical friction to a stator, 
which is supported in low friction bearings. The stator is balanced with the rotor 
stationary. The torque exerted on the stator with the rotor turning is measured 
by balancing the stator with weights, springs, or pneumatic means. 

Using the notation in Fig. 2-3, if the torque exerted by the engine is T: 


T = Fb (2.12) 


The power P delivered by the engine and absorbed by the dynamometer is the 
product of torque and angular speed: 


P =2nNT (2.13a) 
where N is the crankshaft rotational speed. In SI units: 
P(kW) = 2nN(rev/s)T(N -m) x 107° (2.135) 
or in US. units: 
_ N(tev/min) T(1bf- ft) 
5252 


Note that torque is a measure of an engine’s ability to do work; power is the rate 
at which work is done. 


P(hp) (2.13c) 


The value of engine power measured as described above is called brake © 


power P,,. This power is the usable power delivered by the engine to the load—in 
this case, a “ brake.” 


2.4 INDICATED WORK PER CYCLE 


Pressure data for the gas in the cylinder over the operating cycle of the engine 
can be used to calculate the work transfer from the gas to the piston. The cylin- 
der pressure and corresponding cylinder volume throughout the engine cycle can 
be plotted on a p-V diagram as shown in Fig. 2-4. The indicated work per cycle 
W.it (per cylinder) is obtained by integrating around the curve to obtain the 


+ The term indicated is used because such p-V diagrams used to be generated directly with a device 
called an engine indicator. ; 
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2-stroke 4-stroke 4-stroke 


Cylinder pressure 
Cylinder pressure 


Cylinder pressure 


TC Compression yo}, BC Tc Eve - Vol. BC 


() () 


FIGURE 2-4 
Examples of p-V diagrams for (a) a two-stroke cycle engine, (b) a four-stroke cycle engine; (c) a 
four-stroke cycle spark-ignition engine exhaust and intake strokes (pumping loop) at part load. 


area enclosed on the diagram: 
W..= bp dV (2.14) 


With two-stroke cycles (Fig. 2-4a), the application of Eq. (2.14) is straightforward. 
With the addition of inlet and exhaust strokes for the four-stroke cycle, some 
ambiguity is introduced as two definitions of indicated output are in common 
use. These will be defined as: 


Gross indicated work per cycle W.,, 
compression and expansion strokes only. 


- Net indicated work per cycle W.;,. Work delivered to the piston over the 


. Work delivered to the piston over the 


-entire four-stroke cycle. 


In Fig. 2-4b and c, W,,, is (area A + area C) and W,,, is (area A + area C) 
— (area B + area C), which equals (area A — area B), where each of these areas is 
regarded as a positive quantity. Area B + area C is the work transfer between the 
piston and the cylinder gases during the inlet and exhaust strokes-and is called 
the pumping work W, (see Chaps. 5 and 13). The pumping work transfer will be to 
the cylinder gases if the pressure during the intake stroke is less than the pressure 
during the exhaust stroke. This is the situation with naturally aspirated engines. 
The pumping work transfer will be from the cylinder gases to the piston if the — 
exhaust stroke pressure is lower than the intake pressure, which is normally the 
case with highly loaded turbocharged engines. 


t With some two-stroke engine concepts there is a piston pumping work term associated with com- 
Pressing the scavenging air in the crankcase. ‘ 
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The power per cylinder is related to the indicated work per cycle by 


P,;= Wii (2.15) 
Nr 

where ng is the number of crank revolutions for each power stroke per cylinder. 
For four-stroke cycles, ng equals 2; for two-stroke cycles, ng equals 1. This power 
is the indicated power; ie. the rate of work transfer from the gas within the 
cylinder to the piston. It differs from the brake power by the power absorbed in 
overcoming engine friction, driving engine accessories, and (in the case of gross 
indicated power) the pumping power. 

In discussing indicated quantities of the four-stroke cycle engine, such as 
work per cycle or power, the definition used for “indicated” (i.e., gross or net) 
should always be explicitly stated. The gross indicated output, the definition most 
commonly used, will be chosen where possible in this book for the following 
reasons. Indicated quantities are used primarily to identify the impact of the com- 
pression, combustion, and expansion processes on engine performance, etc. The 
gross indicated output-is, therefore, the most appropriate definition. It represents 
the sum of the useful work available at the shaft and the work required to over- 
come all the engine losses. Furthermore, the standard engine test codes? define 
procedures for measuring brake power and friction power (the friction power test 
provides a close approximation to the total lost power in the engine). The sum of 
brake power and friction power proyides an alternative way of estimating indi- 
cated power; the value obtained is a close approximation to the gross indicated 
power. 

The terms brake and indicated are used to describe other parameters such 
as mean effective pressure, specific fuel consumption, and specific emissions (see 
the following sections) in a manner similar to that used for work per cycle and 
power. 


2.5 MECHANICAL EFFICIENCY 


We have seen that part of the gross indicated work per cycle or power is used to 
expel exhaust gases and induct fresh charge. An additional portion is used to 
overcome the friction of the bearings, pistons, and other mechanical components 
of the engine, and to drive the engine accessories. All of these power requirements 
are grouped together and called friction power P,.} Thus: 


P= P,+ Py (2.16) 


Friction power is difficult to determine accurately. One common approach 
for high-speed engines is to drive or motor the engine with a dynamometer (ie., 
operate the engine without firing it) and measure the power which has to be 


+ The various components of friction power are examined in detail in Chap. 13. 
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supplied by the dynamometer to overcome all these frictional losses. The engine 
speed, throttle setting, oil and water temperatures, and ambient conditions are 
kept the same in the motored test as under firing conditions. The major sources 
of inaccuracy with this method are that gas pressure forces on the piston and 
rings are lower in the motored test than when the engine is firing and that the oil 
temperatures on the cylinder wall are also lower under motoring conditions. 

The ratio of the brake (or useful) power delivered by the engine to the 
indicated power is called the mechanical efficiency n,, : 


wth 1—?e | 

Nm P,, =1 P, . (2.17) 
Since the friction power includes the power required to pump gas into and out of 
the engine, mechanical efficiency depends on throttle position as well as engine 
design and engine speed. Typical values for a modern automotive engine at wide- 
open or full throttle are 90 percent at speeds below about 30 to 40 rev/s (1800 to 
2400 rev/min), decreasing to 75 percent at maximum rated speed. As the engine is 
throttled, mechanical efficiency decreases, eventually to zero at idle operation. 


2.6 ROAD-LOAD POWER 


A part-load power level useful as a reference point for testing automobile engines 
is the power required to drive a vehicle on a level road at a steady speed. Called 
road-load power, this power overcomes the rolling resistance which arises from 
the friction of the tires and the aerodynamic drag. of the vehicle. Rolling resist- 
ance and drag coefficients, Cz and Cp, respectively, are determined empirically. 
An approximate formula for road-load power P, is 


P,=(CrM,g + 2PaCpA,S5)S, (2.184) 


where Cz = coefficient of rolling resistance (0.012 < Cy < 0.015)3 
M, = mass of vehicle [for passenger cars: curb mass plus passenger load of 
68 kg (150 Ibm); in U.S. units W, = vehicle weight in lbf] 
g = acceleration due to gravity 
P. = ambient air density 
Cp = drag coefficient (for cars: 0.3 < Cp < 0.5)? 
A, = frontal area of vehicle 
S, = vehicle speed 


With the quantities in the units indicated: 
P,(kKW) = [2.73C, M,(kg) + 0.0126C, A,(m?)S,(km/h)]S,(km/h) x 1073 
(2.185) 


[Cz W,(Ibf) + 0.0025C, A,(ft?)S,(mi/h)?]S,(mi/h) 


or P,(hp) = 375 


(2.18c) 
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2.7. MEAN EFFECTIVE PRESSURE 


While torque is a valuable measure of a particular engine’s ability to do work, it 
depends on engine size. A more useful relative engine performance measure is 
obtained by dividing the work per cycle by the cylinder volume displaced per 
cycle. The parameter so obtained has units of force per unit area and is called the 
mean effective pressure (mep). Since, from Eq. (2.15), 


P 
Work per cycle = — 


where nz is the number of crank revolutions for each power stroke per cylinder 
(two for four-stroke cycles; one for two-stroke cycles), then 


'(2.19a) 


For SI and U.S. units, respectively, 
P(kW)ng x 103 


mep(kPa) = V{dm3)N (rev/s) (2.19b) 
aa P(hp)nz x 396,000 
: mep(Ib/in?) = “Vain? \Nievimin) -{in®)N (rev/min) (2.19c) 


Mean effective pressure can also be expressed in terms of torque by using 
Eq. (2.13): ; 


6.28ngT(N ‘m) 


mep(kPa) = V{dm?) (2.20a) 
2, _ 75.4ngT (Ibf- ft) 
or mep(Ib/in*) = Van) fin’) (2.20b) 


The maximum brake mean effective pressure of good engine designs is well 
established, and is essentially constant over a wide range of engine sizes. Thus, 
the actual bmep that a particular engine develops can be compared with this 
norm, and the effectiveness with which the engine designer has used the engine’s 
displaced volume can be assessed. Also, for design calculations, the engine dis- 
placement required to provide a given torque or power, at a specified speed, can 
be estimated by assuming appropriate values for bmep for that particular appli- 
cation. , 

Typical values for bmep are as follows. For naturally aspirated spark- 
ignition engines, maximum values are in the range 850 to 1050 kPa ( ~ 125 to 
150 Ib/in?) at the engine speed where maximum torque is obtained (about 3000 
rev/min). At the maximum rated power, bmep values are 10 to 15 percent lower. 
For turbocharged automotive spark-ignition engines the maximum bmep is in 
the 1250 to 1700 kPa (180 to 250 Ib/in?) range. At the maximum rated power, 
bmep is in the 900 to 1400 kPa (130 to 200 Ib/in?) range. For naturally aspirated 
four-stroke diesels, the maximum. bmep is in the 700 to 900 kPa (100 to 130 
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lb/in?) range, with the bmep at the maximum rated power 
ib/in?). Turbocharged four-stroke diesel maximum toes ea ne eae 
the range 1000 to 1200 kPa (145 to 175 Ib/in’); for turbocharged sheeooied 
engines this can rise to 1400 kPa. At maximum rated power, bmep is about 850 
to 950 kPa (125 to 140 Ib/in’), Two-stroke cycle diesels have comparable per- 
formance to four-stroke cycle engines. Large low-speed two-stroke c pe 


can achieve bmep values of about 1600 kPa. — iia 


An example of how the above engine performance parameters can be used 
to initiate an engine design is given below. 


Example. A four-cylinder automotive s igniti ine is bei i 

r 4 park-ignition engine is being designed t 
provide a maximum brake torque of 150 N-m (110 Ibf- ft) in the sit speed tae 
(~ 3000 rev/min). Estimate the required engine displacement, bore and stroke, and 
the maximum brake power the engine will deliver. 


Equation (2.20a) relates torque and me} i 
p. Assume that 925 kPa is an appropri- 
ate value for bmep at the maximum engine torque point. Equation (2.20a) ae oe 


y(dm?) = &28"R TaN: m) _ 6.28 x 2 x 150 ; 
bmep,,,(kPa) 925. 7 ¢™ 


For a four-cylinder engine, the displaced volume, bore, and stroke are related by 
nu 2 
V, =4x 4 BL 


Assume B = L; this gives B = L = 86 mm. 
The maximum rated engine speed can be estimated from 


: a i 
for the maximum mean piston speed, 15 m/s (see Sec. 2.2): n appropriate value 


Spmax = 2LN naz —> Nmax = 87 rev/s (5200 rev/min) 


The maximum brake power can be esti i | 
mated from the typical b: 
maximum power, 800 kPa (116 Ib/in?), using Eq. (2.19b): ~ re 


Pamag(kW) = DMEPKPA)V(dm*\Nany(tev/s) _ 800 x 2 x 87 


ng x 10° 2x tor = 7OKW 


28 SPECIFIC FUEL CONSUMPTION 


'AND EFFICIENCY 


I . . . 
fae tests, the fuel consumption is measured as a flow rate—mass flow per 
Ime rh,. A more useful parameter is the specific fuel consumption (sfc)—the 


fuel flow rate per uni 
. t unit power output. It measures how efficie dara 
: . nt 
using the fuel supplied to produce work: : ly an engine is 


_ fits 
sfc= = (2.21) 
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With units, 


sfc(mg/J) = pat (2.22a) 


or sfo(g/kW - h) = i = 608.3 sfo(Ibm/hp - h) ~~ (2.226) 


or sfc(ibm/hp - h) = ant) = 1.644 x 10° sfe(g/kW- h) (2.22c) 


Low values of sfc are obviously desirable. For SI engines typical best values of 
brake specific fuel consumption are about 75 yg/J = 270 g/kW-h = 0.47 Ibm/ 
hp-h. For CI engines, best values are lower and in large engines can go below 55 
ug/J = 200 g/kW -h = 0.32 Ibm/hp-h. 

The specific fuel consumption has units. A dimensionless parameter that 
relates the desired engine output (work per cycle or power) to the necessary input 
(fuel flow) would have more fundamental value. The ratio of the work produced 
per cycle to the amount of fuel energy supplied per cycle that can be released in 
the combustion process is commonly used for this purpose. It is a measure of the 
engine’s efficiency. The fuel energy supplied which can be released by combustion 
is given by the mass of fuel supplied to the engine per cycle times the heating 
value of the fuel. The heating value of a fuel, Q4,, defines its energy content. It is 
determined in a standardized test procedure in which a known mass of fuel is 
fully burned with air, and the thermal energy released by the combustion process 
is absorbed by a calorimeter as the combustion products cool down to their 
original temperature. 

This measure of an engine’s 
version efficiency y , ,t is given by 


W. (Pnz/N) P 
1, =—— = Oo SE ES 2.23) 
J m, Quy (m, n/N) Quy _ «Ms OQuv ( 
where m, is the mass. of fuel inducted per cycle. Substitution for P/m, from Eq. 
(2.21) gives 


“ 


efficiency,” which will be called the fuel con- 


1 


+ This empirically defined engine efficiency has previously been called thermal efficiency or enthalpy 
efficiency. The term fuel conversion efficiency is preferred because it describes this quantity more 
precisely, and distinguishes it clearly from other definitions of engine efficiency which will be devel- 
oped in Sec. 3.6. Note that there are several different definitions of heating value (see Sec. 3.5). The 
numerical values do not normally differ by more than a few percent, however. In this text, the lower 
heating value at constant pressure is used in evaluating the fuel conversion efficiency. 
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or with units: = 

7 1 

~ sfe(mg/J)Ouy(MJ/kg) 

z 3600 

~~ sfo(g/kW -h)Qsy(MJ/kg) 
2545 

~ sfo(lbm/hp - h)Q,,,(Btu/Ibm) 29) 


Typical heating values for the commercial hydrocarbon fuels used in 
engines are in the range 42 to 44 MJ/kg (18,000 to 19,000 Btu/lbm). Thus, specific 
fuel consumption is inversely proportional to fuel conversion efficiency for 
normal hydrocarbon fuels. 

Note that the fuel energy supplied to the engine per cycle is not fully re- 
leased as thermal energy in the combustion process because the actual com- 
bustion process in incomplete. When enough air is present in the cylinder to 
oxidize the fuel completely, almost all (more than about 96 percent) of this fuel 
energy supplied is transferred as thermal energy to the working fluid. When insuf- 
ficient air is present to oxidize the fuel completely, lack of oxygen prevents this 
fuel energy supplied from being fully released. This topic is discussed in more 
detail in Secs. 3.5 and 4.9.4. 


ny (2.24b) 


ny (2.24c) 


ns 


2.9 AIR/FUEL AND FUEL/AIR RATIOS ° 


In engine testing, both the air mass flow rate sn, and the fuel mass flow rate thy 
are normally measured. The ratio of these flow rates is useful in defining engine 
operating conditions: 


Air/fuel ratio (A/F) = 7 (2.25) 
Sf 
Fuel/air ratio (F/A) = —£ . (2.26) 
: m 


‘a 


The normal operating range for a conventional SI engine using gasoline fuel is 
12 < A/F < 18 (0.056 < F/A < 0.083); for CI engines with diesel fuel, it is 
18 < A/F < 70 (0.014 < F/A < 0.056). 


2.10 VOLUMETRIC EFFICIENCY 


The intake system—the air filter, carburetor, and throttlé plate (in a spark- 
ignition engine), intake manifold, intake port, intake valve—restricts the amount 
of air which an engine of given displacement can induct. The parameter used to 


Measure the effectiveness of an engine’s induction process is the volumetric effi- 


ciency No- Volumetric efficiency is only used with four-stroke cycle engines which 
have a distinct induction process. It is defined as the volume flow rate of air into 
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the intake system divided by the rate at which volume is displaced by the piston: 
_ _ 2m, 
Pai V, N 


No (2.27a) 


where p,, is the inlet air density. An alternative equivalent definition for volu- 

metric efficiency is . 

_— Ma 
PaiVa 


Ne (2.276) 


where m, is the mass of air inducted into the cylinder per cycle. 

The inlet density may either be taken as atmosphere air density (in which 
case 7, measures the pumping performance of the entire inlet system) or may be 
taken as the air density in the inlet manifold (in which case 4, measures the 
pumping performance of the inlet port and valve only). Typical maximum values 
of n, for naturally aspirated engines are in the range 80 to 90 percent. The volu- 
metric efficiency for diesels is somewhat higher than for SI engines. Volumetric 
_ efficiency is discussed more fully in Sec. 6.2. , 


241 ENGINE SPECIFIC WEIGHT AND 
SPECIFIC VOLUME 


Engine weight and bulk volume for a given rated power are important in many 
applications. Two parameters useful for comparing these attributes from one 
engine to another are: 


engine weight 


rated power 2) 


Specific weight = 


engine volume 


rated power G2) 


Specific volume = 


For these parameters to be useful in engine comparisons, a consistent definition 
of what components and auxiliaries are included in the term “engine” must be 
adhered to. These parameters indicate the effectiveness with which the engine 
designer has used the engine materials and packaged the engine components.* 


2.12 CORRECTION FACTORS FOR 
POWER AND VOLUMETRIC EFFICIENCY 


The pressure, humidity, and temperature of the ambient air inducted into an 
engine, at a given engine speed, affect the air mass flow rate and the power 
output. Correction factors are used to adjust measured wide-open-throttle power 
and volumetric efficiency values to standard atmospheric conditions to provide a 
more accurate basis for comparisons between engines. Typical standard ambient 


: 
: 
8 
Es 
€ 
# 
; 
i 
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conditions used are: 


Dry air pressure Water vapour pressure Temperature 
736.6 mmHg 9.65 mmHg 29.4°C 
29.00 inHg 0.38 inHg 85°F 


The basis for the correction factor is the equation for one-dimensional 
steady compressible flow through an orifice or flow restriction of effective area Az 


(see App. C): 
.  AgDo 2y p \?” p \o* wry) 172 
me VRT fe oy Me } (2.30) 


In deriving this equation, it has been assumed that the fluid is an ideal gas with 
gas constant R and that the ratio of specific heats (c,/c, = y) is a constant; py and 
T, are the total pressure and temperature upstream of the restriction and p is the 
pressure at the throat of the restriction. 

If, in the engine, p/p, is assumed constant at wide-open throttle, then for a 


" given intake system and engine, the mass flow rate of dry air 7, varies as 


. Po 
n,o = 
GA (2.31) 


For mixtures containing the proper amount of fuel to use all the air avail- 
able (and thus Provide maximum power), the indicated power at full throttle P, 
will bé proportional to m,, the dry air flow rate. Thus if 


Pig = Cy Pim (2.32) 


where the subscripts s and m denote values at the standard and measured condi- 
tons, respectively, the correction factor C, is given by 
Cy = Psa 


Tn 1/2 : i 
Pm — Pom (2) (2.33) 


where p,, = standard dry-air absolute pressure 
Pm = measured ambient-air absolute pressure 
Pvm = Measured ambient—water vapour partial pressure 
T,, = measured ambient temperature, K 
T, = standard ambient temperature, K 


The rated brake power is corrected by using Eq. (2.33) to correct the indi- 
cated power and making the assumption that friction power is unchanged. Thus 


Pys=CrPim— Pym (2.34) 


Volumetric efficiency is proportional to m,/p, [see Eq. (2.27)]. Since Po is 
Proportional to p/T, the correction factor for volumetric efficiency, Cy, is 


» — Mes _{ T\'? 
ie (2) (2.35) 
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2.13 SPECIFIC EMISSIONS AND 
EMISSIONS INDEX 


Levels of emissions of oxides of nitrogen (nitric oxide, NO, and nitrogen dioxide, 
NO,, usually grouped together as NO,), carbon monoxide (CO), unburned 
hydrocarbons (HC), and particulates are important engine operating character- 
istics. 

The concentrations of gaseous emissions in the engine exhaust gases are 
usually measured in parts per million or percent by volume (which corresponds 
to the mole fraction multiplied by 10° or by 10, respectively). Normalized indi- 
catots of emissions levels are more useful, however, and two of these are in 
common use. Specific emissions are the mass flow rate of pollutant per unit power 
output: : 


sNO, = —8& (2.36a) 
P 

sCO = “co (2.36b) 

sHc — WHE (2.36c) 
P 

sPart = Mose —— (2.36d) 


Indicated and brake specific emissions can be defined. Units in common use are 
ue/J, g/kW -h, and g/hp- h. 

Alternatively, emission rates can be normalized by the fuel flow rate. An 
emission index (EI) is commonly used: ¢.g., 


: _ tito,(g/s) 
Elnos = | (ke/s) Ake) (2.37) 


with similar expressions for CO, HC, and particulates. 


2.14 .RELATIONSHIPS BETWEEN 
PERFORMANCE PARAMETERS 


The importance of the parameters defined in Secs. 2.8 to 2.10 to engine per- 
formance becomes evident when power, torque, and mean effective pressure are 
expressed in terms of these parameters. From the definitions of engine power 
_ [Eq. (2.13)], mean effective pressure [Eq. (2.19)], fuel conversion efficiency [Eq. 
(2.23)], fuel/air ratio [Eq. (2.26)], and volumetric efficiency [Eq. (2.27)], the fol- 
lowing relationships between engine performance parameters can be developed. 

For power P: 
p= tet NOwAF/A) ah 

R 


ENGINE DESIGN AND OPERATING PARAMETERS 57 


For four-stroke cycle engines, volumetric efficiency can be introduced: 


p — "tte NV Quy Pa,AF/A) | 
5 (2.39) 


For torque T: 
T = "ys Ny Vi Quy Pa,(F/A) ; 
4n (2.40) 
For mean effective pressure: 
mep = "Ny Qnv Pad F/A) (2.41) 


The power per unit piston area, often called the specific power, is a measure of the 
engine designer’s success in using the available piston area regardless of cylinder 
size. From Eq. (2.39), the specific power is 


PF as "Ns Nv NLQuy Pa,AF/A) : 

A, ) (2.42) 
Mean piston speed can be introduced with Eq. (2.9) to give 

P _ 1p toSy Quy Pa F/A) 

A, 7 | (2.43) 


Specific power is thus proportional to the i : 
product of mean effective 
mean piston speed. eas ea 


: These relationships illustrate the direct importance to engine performance 
of: : 


1. High fuel conversion efficiency 
2. High volumetric efficiency 
3. Increasing the output of a given displacement engi i i i 
en i 
pales p gine by increasing the inlet air 
4. Maximum fuel/air ratio that can be usefully burned in the engine 
5. High mean piston speed 


2.15 ENGINE DESIGN AND 
PERFORMANCE DATA 


cas ae? usually indicate the highest power at which manufacturers expect 

nas a to give satisfactory economy, reliability, and durability under 

cenat on ae Maximum torque, and the speed at which it is achieved, is 

ee ani also. Since both of these quantities depend on displaced volume, for 

pat bons analyses between engines of different displacements in a given 

nA egory normalized performance parameters are more useful. The follow- 
'§ Measures, at the operating points indicated, have most significance :* 


Weight/ Approx. 
best 
bsfe, 

kg/kW = g/kW-h 

350 
270 
300 
200 
300 
250 
210 
7-3.5 200 
190 
180 


4-2 
6.5-2.5 
23-35 
1.6-0.9 
5-2.5 
1-4 
6-18 
12-50 


5.5-2.5 


20-60 
20-50 
3+7 
35-45 
18-22 
15-22 
18-26 
5-20 
2-8 


25-30 


Power per power 
unit volume ratio, 


kW/dm? 


atm 
7-10 
12-18 
7-23 
9-17 


bmep, 


Rated maximum 


2100-4000 6-9 
2100-4000 


425-1800 


4500-7500 4-10 
3600-5000 6.5-7 
300-900 6.8-12 
6000-8000 9.5-10.5 
4000-5000 5-75 


4500-6500 


110-400 


rev/min 


Speed, 


1.2-0.9 
1.1-0.9 
1.2-0.7 
11-14 
1.2-0.9 
1.3-0.8 
1.3-0.8 


11-13 


1on engines 
1.2-3 


Stroke/ 


bore 


0.57 dm® per chamber 
0.1-0.15 
0.1-0.15 

0.15~0.4 
0.4-1 


0.05~0.085 


0.07-0.1 
0.22-0.45 


0.09-0.13 


0.075-0.1 


6-11 
8-10 
1-9 
8-12 
29 
17-23 
16-22 
14-20 
12-18 
10-12 


ratio 


48 
48 
48 


28,48 
48,28 — 


Operating Compression Bore, 


cycle 


industrial, marine 
Large engines, 
marine and 


Typical design and operating data for internal combust 
stationary 


Small (e.g., motorcycles) 
Passenger cars . 


Spark-ignition engines: 
Trucks 


TABLE 2.1 
Large gas engines 
Wankel engines 
Diesel engines: 
Passenger cars 
Trucks (NA) 
Trucks (TC) 
Locomotive, 
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}. At maximum or normal rated point: 


Mean piston speed. Measures comparative success in handling loads due 
to inertia of the parts, resistance to air flow, and/or engine friction. 

Brake mean effective pressure. In naturally aspirated engines bmep is not 
stress limited. It then reflects the product of volumetric efficiency (ability to 
induct air), fuel/air ratio (effectiveness of air utilization in combustion), and 
fuel conversion efficiency. In supercharged engines bmep indicates the degree. 
of success in handling higher gas pressures and thermal loading. 


Power per unit piston area. Measures the effectiveness with which the 
piston area is used, regardless of cylinder size. 


Specific weight. Indicates relative economy with which materials are 
used. 

Specific volume. Indicates relative effectiveness with which engine space 
has been utilized. 


2. At all speeds at which the engine will be used with full throttle or with 
maximum fuel-pump setting: 
Brake mean effective pressure. Measures ability to obtain/provide high air 
flow and use it effectively over the full range. 


3. At all useful regimes of operation and particularly in those regimes where the 
engine is run for long periods of time: , 


Brake specific fuel consumption or fuel conversion efficiency. 
Brake specific emissions. 


Typical performance data for spark-ignition and diesel engines over the 
normal production size range are summarized in Table 2.1.4 The four-stroke 
cycle dominates except in the smallest and largest engine sizes. The larger engines 
are turbocharged or supercharged. The maximum rated engine speed decreases as. 
engine size increases, maintaining the maximum mean piston speed in the range 
of about 8 to 15 m/s. The maximum brake mean effective pressure for turbo- 
charged and supercharged engines is higher than for naturally aspirated engines. 
Because the maximum fuel/air ratio for spark-ignition engines is higher than for 
diesels, their naturally aspirated maximum bmep levels are higher. As engine size 
increases, brake specific fuel consumption decreases and fuel conversion efficiency 
increases, due to reduced importance of heat losses and friction. For the largest 
diesel engines, brake fuel conversion efficiencies of about 50 percent and indicated 
fuel conversion efficiencies of over 55 percent can be obtained. ; 


PROBLEMS 


2.1. Explain why the brake mean effective pressure of a naturally aspirated diesel engine 
is lower than that of a naturally aspirated spark-ignition engine. Explain why the 
bmep is lower at the maximum rated power for a given engine than the bmep at the 
maximum torque. 


2.6. 


2.7. 


2.9. 


2.10. 


2.11. 
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Describe the impact on air flow, maximum torque, and maximum power of changing 
a spark-ignition engine cylinder head from 2 valves per cylinder to 4 valves (2 inlet 
and 2 exhaust) per cylinder. 

Calculate the mean piston speed, bmep, and specific power of the spark-ignition 

engines in Figs. 1-4, 1-9, and 1-12 at their maximum rated power. 

Calculate the mean piston speed, bmep, and specific power of the diesel engines in 

Figs. 1-20, 1-21, 1-22, 1-23, and 1-24 at their maximum rated power. Briefly explain 

any significant differences. 

Develop an equation for the power required to drive a vehicle at constant speed up a 

hill of angle a, in terms of vehicle speed, mass, frontal area, drag coefficiént, coeffi- 

cient of rolling resistance, a, and acceleration due to gravity. Calculate this power 
when the car mass is 1500 kg, the hill angle is 15 degrees, and the vehicle speed is 

50 mi/h. 

The spark-ignition engine in Fig. 1-4 is operating at a mean piston speed of 10 m/s. 

The measured air flow is 60 g/s. Calculate the volumetric efficiency based on atmo- 

spheric conditions. 

The diesel engine of Fig. 1-20 is operating with a mean piston speed of 8 m/s. Calcu- 

late the air flow if the volumetric efficiency is 0.92. If (F/A) is 0.05 what is the fuel 

flow rate, and the mass of fuel injected per cylinder per cycle? 

The brake fuel conversion efficiency of a spark-ignition engine is 0.3, and varies little 

with fuel type. Calculate the brake specific fuel consumption for isooctane, gasoline, 

methanol, and hydrogen (relevant data are in App. D). 

You are doing a preliminary design study of a turbocharged four-stroke diesel 

engine. The maximum rated power is limited by stress considerations to a brake 

mean effective pressure of 1200 kPa and maximum value of the mean piston speed of 

12 m/s. 

(a) Derive an equation relating the engine inlet pressure (pressure in the inlet mani- 
fold at the turbocharger compressor exit) to the fuel/air ratio at this maximum 
rated power operating point. Other reciprocating engine parameters (e.g., volu- 
metric efficiency, fuel conversion efficiency, bmep, etc.) appear in this equation 
also. 

(b) The maximum rated brake power requirement for this engine is 400 kW. Esti- 


mate sensible values for number of cylinders, cylinder bore, stroke, and deter- - 


mine the maximum rated speed of this preliminary engine design. 

(c) If the pressure ratio across the compressor is 2, estimate the overall fuel/air and 
air/fuel ratios at the maximum rated power. Assume appropriate values for any 
other parameters you may need. 


In the reciprocating engine, during the power or expansion stroke, the gas pressure 
force acting on the piston is transmitted to the crankshaft via the connecting rod. 
List the forces acting on the piston during this part of the operating cycle. Show the 
direction of the forces acting on the piston on a sketch of the piston, cylinder, con- 
necting rod, crank arrangement. Write out the force balance for the piston (a) along 
the cylinder axis and (b) transverse to the cylinder axis in the plane containing the 
connecting rod. (You are not asked to manipulate or solve these equations.) 


You are designing a four-stroke cycle diesel engine to provide a brake power of 300 
kW naturally aspirated at its maximum rated speed. Based on typical values for 
brake mean effective pressure and maximum mean piston speed, estimate the 
required engine displacement, and the bore and stroke for sensible cylinder geometry 
and number of engine cylinders. What is the maximum rated engine speed (rev/min) 


7 
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for your design? What would be the brake torque (N-m) and the fuel flow rate (g/h) 
at this maximum speed? Assume a maximum mean piston speed of 12 m/s is aay 
of good engine designs. 


212. The power per unit piston area P/A, (often called the specific power) is a measure of 


the designer’s success in using the available piston area regardless of size. 

(a). Derive an expression for P/A, in terms of mean effective pressure and mean 
piston speed for two-stroke and four-stroke engine cycles. 

(b) Compute typical maximum values of P/A, for a spark-ignition engine (e.g., Fig. 
1-4), a turbocharged four-stroke cycle diesel engine (e.g., Fig. 1-22), and a large 
marine diesel: (Fig. satis Table 2-1 may be helpful. State your assumptions 
clearly. 


2.13. Several velocities, time, and ieiiil scales are useful in understanding what goes on 


inside engines. Make estimates of the following quantities for a 1.6-liter displacement 

four-cylinder spark-ignition engine, operating at wide-open throttle at 2500 rev/min. 

(a) The mean piston speed and the maximum piston speed. 

(b) The maximum charge velocity in the intake port (the port area is about 20 
percent of the piston area). 

(c) The time occupied by one engine operating cycle, the intake process, the com- 
pression process, the combustion process, the expansion process, and the exhaust 
process. (Note: The word process is used here not the word stroke.) — 

(d) The average velocity with which the flame travels across the combustion 
chamber. 

(e) The length of the intake system (the intake port, the manifold runner, etc.) which 
is filled by one cylinder charge just before the intake valve opens and this charge 
enters the cylinder (i.e., how far back from the intake valve, in centimeters, one 
cylinder volume extends in the intake system). 

(f) The length of exhaust system filled by one cylinder charge after it exits the cylin- 
der (assume an average exhaust gas temperature of 425°C). 

You will have to make several appropriate geometric assumptions. The calculations 

are straightforward, and only approximate answers are required. 


2.14. The values of mean effective pressure at rated speed, maximum mean piston speed, 


and maximum specific power (engine power/total_piston area) are essentially inde- 
pendent of cylinder size for naturally aspirated engines of a given type. If we also 
assume that engine weight per unit displaced volume is essentially constant, how will 
the specific weight of an engine (engine weight/maximum rated power) at fixed total 
displaced volume vary with the number of cylinders? Assume the bore and stroke 
are equal. 
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CHAPTER 


THERMOCHEMISTRY 
OF FUEL-AIR 
MIXTURES 


3.1 CHARACTERIZATION OF FLAMES 


Combustion of the fuel-air mixture inside the engine cylinder is one of the pro- 
cesses that controls engine power, efficiency, and emissions. Some background in 
relevant combustion phenomena is therefore a necessary preliminary to under- 
standing engine operation. These combustion phenomena are different for the 
two main types of engines—spark-ignition and diesel—which are the subject of 
this book. In spark-ignition engines, the fuel is normally mixed with air in the 
engine intake system. Following the compression of this fuel-air mixture, an elec- 
trical discharge initiates the combustion process; a flame develops from the 
“kernal” created by the spark discharge and propagates across the cylinder to 
the combustion chamber walls. At the walls, the flame is “quenched” or extin- 
guished as heat transfer and destruction of active species at the wall become the 
dominant processes. An. undesirable combustion phenomenon—the 
“spontaneous” ignition of a substantial mass of fuel-air mixture ahead of the 
flame, before the flame can propagate through this mixture (which is called the 
end-gas)—can also occur. This autoignition or self-explosion combustion 
phenomenon is the cause of spark-ignition engine knock which, due to the high 
pressures generated, can lead to engine damage. 

In the diesel engine, the fuel is injected into the cylinder into air already at 
high pressure and temperature, near the end of the compression stroke. The 
autoignition, or self-ignition, of portions of the developing mixture of already 
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injected and vaporized fuel with this hot air starts the combustion process, which 
spreads rapidly. Burning then proceeds as fuel and air mix to the appropriate 
composition for combustion to take place. Thus, fuel-air mixing plays a control- 
ling role in the diesel combustion process. 

Chapters 3 and 4 focus on the thermochemistry of combustion: i.e., the 
composition and thermodynamic properties of the pre- and postcombustion 
working fluids in engines and the energy changes associated with the combustion 
processes that take place inside the engine cylinder. Later chapters (9 and 10) deal 
with the phenomenological aspects of engine combustion: i.e. the details of the 
physical and chemical processes by which the fuel-air mixture is converted to 
burned products. At this point it is useful to review briefly the key combustion 
phenomena which occur in engines to provide an appropriate background for the 
material which follows. More detailed information on these combustion pheno- 
mena can be found in texts on combustion such as those of Fristrom and 
Westenberg! and Glassman.” 

The combustion process is a fast exothermic gas-phase reaction (where 
oxygen is usually one of the reactants). A flame is a combustion reaction which 
can propagate subsonically through space; motion of the flame relative to the 
unburned gas is the important feature. Flame structure does not depend on 
whether the flame moves relative to the observer or remains stationary as the gas 
moves through it. The existence of flame motion implies that the reaction is con- 
fined to a zone which is small in thickness compared to the dimensions of the 
apparatus—in our case the engine combustion chamber. The reaction zone is 
usually called the flame front. This flame characteristic of spatial propagation is 
the result of the strong coupling between chemical reaction, the transport pro- 
cesses of mass diffusion and heat conduction, and fluid flow. The generation of 
heat and active species accelerate the chemical reaction; the supply of fresh reac- 
tants, governed by the convection velocity, limits the reaction. When these pro- 
cesses are in balance, a steady-state flame results.* 

Flames are usually classified according to the following overall character- 
istics. The first of these has to do with the composition of the reactants as they 
enter the reaction zone. If the fuel and oxidizer are essentially uniformly mixed 
together, the flame is designated as premixed. If the reactants are not premixed 
and must mix together in the same region where reaction takes place, the flame is 
called a diffusion flame because the mixing must be accomplished by a diffusion 
process. The second means of classification relates to the basic character of the 
gas flow through the reaction zone: whether it is laminar or turbulent. In laminar 
(or streamlined) flow, mixing and transport are done by molecular processes. 
Laminar flows only occur at low Reynolds number. The Reynolds number 
(density x velocity x lengthscale/viscosity) is the ratio of inertial to viscous 
forces. In turbulent flows, mixing and transport are enhanced (usually by a sub- 
Stantial factor) by the macroscopic relative motion of eddies or lumps of fluid 
Which are the characteristic feature of a turbulent (high Reynolds number) flow. 
A third area of classification is whether the flame is steady or unsteady. The 
distinguishing feature here is whether the flame structure and motion change with 
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time. The final characterizing feature is the initial phase of the reactants—gas, 
liquid, or solid. ; 

‘Flames in engines are unsteady, an obvious consequence of the internal 
‘combustion engine’s operating cycle. Engine flames are turbulent. Only with sub- 
stantial augmentation of laminar transport processes by the turbulent convection 
processes can mixing and burning rates and flame-propagation rates be made fast 
enough to complete the engine combustion process within the time available. 

The conventional spark-ignition flame is thus a premixed unsteady turbu- 
lent flame, and the fuel-air mixture through which the flame propagates is in the 
gaseous state. The diesel engine combustion process is predominantly“ an 
unsteady turbulent diffusion flame, and the fuel is initially in the liquid phase. 
Both these flames are extremely complicated because they involve the coupling of 
the complex chemical mechanism, by which fuel and oxidizer react to form pro- 
ducts, with the turbulent convective transport process. The diesel combustion 
process is even more complicated than the spark-ignition combustion process, 
because vaporization of liquid fuel and fuel-air mixing processes are involved too. 
Chapters 9 and 10 contain a more detailed discussion of the spark-ignition 
engine and diesel combustion processes, respectively. This chapter reviews the 
basic thermodynamic and chemical composition aspects of engine combustion. 


3.22 IDEAL GAS. MODEL 


The gas species that make up the working fluids in internal combustion engines 
(e.g., oxygen, nitrogen, fuel vapor, carbon dioxide, water vapor, etc.) can usually 
be treated as ideal gases. The relationships between the thermodynamic proper- 


ties of an ideal gas and of ideal gas mixtures are reviewed in App. B. There can be. 


found the various forms of the ideal gas law: 


we 


R _ ; 
pV =mRT =ms 7 = RT (3.1) 


where p is the pressure, V the volume, m the mass of gas, R the gas constant for 
the gas, T the temperature, R the universal gas constant, M the molecular weight, 
and n the number of moles. Relations for evaluating the specific internal energy u, 
enthalpy h, and entropy s, specific heats at constant volume c, and constant 
pressure c,, on a per unit mass basis and on a per mole basis (where the notation 
ii, h, 3, é,, and ¢, is used) of an ideal gas, are developed. Also given are equations 
for calculating the thermodynamic properties of mixtures of ideal gases. 


3.3 COMPOSITION OF AIR AND FUELS 


Normally in engines, fuels are burned with air. Dry air is a mixture of gases that 
has a representative composition by volume of 20.95 percent oxygen, 78.09 
percent nitrogen, 0.93 percent argon, and trace amounts of carbon dioxide, neon, 
helium, methane, and other gases. Table 3.1 shows the relative proportions of the 
major constituents of dry air.? 
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TABLE 3.1 | 
Principle constitutents of dry air 


Mokecular Mole Molar 


Gas ppm by volume —_ weight fraction _ratio 
nen 
fo) 209,500 — 31.998 0.2095 1 

N, 780,900 28.012 0.7905 3.773 
Ar 9,300 39.948 

co, 300 44,009 _ 
Air 1,000,000 28.962 1.0000 4773 - 


* In combustion, oxygen is the reactive component of air. It is usually suffi- 
ciently accurate to regard air as consisting of 21 percent oxygen and 79 percent 
inert gases taken as nitrogen (often called atmospheric or apparent nitrogen). For 
each mole of oxygen in air there are 


1 ~ 0.2095 
0.2095 


moles of atmospheric nitrogen. The molecular weight of air is obtained from 
Table 3.1 with Eq. (B.17) as 28.962, usually approximated by 29. Because atmo- 
spheric nitrogen contains traces of other species, its molecular weight is slightly 
different from that of pure molecular nitrogen, ice., 


_ 28.962 — 0.2095 x 31.998 
«Nz 1 — 0.2095 


In the following sections, nitrogen will refer to atmospheric nitrogen and a 
molecular weight of 28.16 will be used. An air composition of 3.773 moles of 
nitrogen per mole of oxygen will be assumed. 

The density. of dry air can be obtained from Eg. (3.1) with R = 8314.3 J/ 
kmol-K and M = 28.962: 


= 3.773 


= 28.16 


3.483 x 107 3p(Pa) 


plke/m’) = ==> (3.2a) 
on 2 
or p(lbm/ft) eR (3.26) 


Thus, the value for the density of dry air at 1 atmosphere (1.0133 x 10° Pa, 
14.696 Ibf/in?) and 25°C (77°F) is 1.184 kg/m? (0.0739 Ibm/ft?). 

Actual air normally contains water vapor, the amount depending on tem- 
perature and degree of saturation. Typically the proportion by mass is about 1 
Percent, though it can rise to about 4 percent under extreme conditions. The 
relative humidity compares the water vapor content of air with that required to 
saturate. It is defined as: 


The ratio of the partial pressure of water vapor actually present to the saturation 
pressure at the same temperature. 
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Water vapor content is measured with a wet- and dry-bulb psychrometer. 
This consists of two thermometers exposed to a stream of moist air. The dry-bulb 
temperature is the temperature of the air. The bulb of the other thermometer is 
wetted by a wick in contact with a water reservoir. The wet-bulb temperature is 
lower than the dry-bulb temperature due to evaporation of water from the wick. 
It is a good approximation to assume that the wet-bulb temperature is the adia- 
batic saturation temperature. Water vapor pressure can be obtained from 
observed wet- and dry-bulb temperatures and a psychrometric chart such as Fig. 
3-1.4 The effect of humidity on the properties of air is given in Fig. 3-2.° 
The fuels most commonly used in internal combustion engines (gasoline or 
petrol, and diesel fuels) are blends of many different hydrocarbon compounds 
obtained by refining petroleum or crude oil. These fuels are predominantly 
carbon and hydrogen (typically about 86 percent carbon and 14 percent hydro- 
gen by weight) though diesel fuels can contain up to about 1 percent sulfur. Other 
fuels of interest are alcohols (which contain oxygen), gaseous fuels (natural gas 
_and liquid petroleum gas), and single hydrocarbon compounds (e.g., methane, 
propane, isooctane) which are often used in engine research. Properties of the 
more common internal combustion engine fuels are summarized in App. D. 
Some knowledge of the different classes of organic compounds and their 
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FIGURE 3-1 ; 
Psychrometric chart for air-water mixtures at 1 atmosphere. (From Reynolds.*) 
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FIGURE 3-2 
Effect of humidity on Properties of air: R is the gas constant; c, and c, are specific heats at constant 
volume and pressure, respectively; y = c,/c,; k is the thermal conductivity. (From Taylor.5) 


molecular structure is necessary in order to understand combustion mecha- 
nisms.° The different classes are as follows: 


Alkyl Compounds 
Paraffins Single-bonded open-chain saturated hydrocarbon mol- 
(alkanes) ecules: i.e., no more hydrogen can be added. For the larger 
HH molecules straight-chain and branched-chain configu- 
1 | rations. exist. These are called normal (n-) and iso com- 
Goat pounds, respectively. Examples: CH,, methane; C,H,, 


H H ethane; C,H,, propane; C,H,,, n-octane and isooctane. 
CH There are several “isooctanes,” depending on the relative 
nthin+2 position of the branches. By isooctane is usually meant 
2,2,4-trimethylpentane, indicating five carbon atoms in the 
straight chain (pentane) with three methyl (CH;) branches 
located respectively at C-atoms 2, 2, and 4. Radicals defi- 
cient in one hydrogen take the name methyl, ethyl, propyl, 
etc. 
Cc ycloparaffins Single bond (no double bond) ring hydrocarbons. Unsatu- 
Or napthenes rated, since ring can be broken and additional hydrogen 
(cyclanes) added. Examples: C;H,, cyclopropane (three C-atom 
F H jak C,4Hg, cyclobutane (four C-atom ring); C,H,o, 
Hobe! ‘i By cyclopentane (five C-atom ring). 
\/ 
aC i 


C, H,, 
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Olefins 
(alkenes) hence they are unsaturated. Examples are: C,H,, ethene 
H H (or ethylene); C3;H,, propene (or propylene); C,Hg, 
\ / butene (or butylene); .... From butene upwards several 
porn structural isomers are possible depending on the location 
H of the double bond in the basic carbon chain. Straight- 
CH and branched-chain structures exist. Diolefins contain two 
mae double bonds. 
Acetylenes Open-chain unsaturated hydrocarbons containing one 
(alkynes) carbon-carbon triple bond. First member is acetylene, 
H—C=C—H H—C=C-—-H. Additional members of the alkyne series 
C,H2,,-2 comprise open-chain molecules, similar to higher alkenes 
but with each double bond replaced by a triple bond. 
Aromatics 
H Building block for aromatic hydrocarbons is the benzene 
or (CgH,) ring structure shown. This ring structure is very 
H fH stable and accommodates additional —CH, groups in side 
HC. CH chains and not by ring expansion. Examples: C7Hg,, 
NC toluene; CsH io, xylene (several structural 
H arrangements);.... More complex aromatic hydrocar- 
bons incorporate ethyl, propyl, and heavier alkyl side 
C,H2,-6 chains in a variety of structural arrangements. 
Alcohols 
Monohydric In these organic compounds, one hydroxyl (—OH) group 
alcohols is substituted for one hydrogen atom. Thus methane 
H becomes methyl alcohol, CH3,OH (also called methanol); 
| ethane becomes ethyl alcohol, C,H,OH (ethanol); etc. 
Hey OH 
H 
C,Han+ ,0H 


Open-chain hydrocarbons containing a double bond; . 


3.4 COMBUSTION STOICHIOMETRY 


This section develops relations between the composition of the reactants (fuel and 
air) of a combustible mixture and the composition of the products. Since these 
relations depend only on the conservation of mass of each chemical element in 
the reactants, only the relative elemental composition of the fuel and the relative 
proportions of fuel and air are needed. 
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If sufficient oxygen is available, a hydrocarbon fuel can be completely oxi- 
dized. The carbon in the fuel is then converted to carbon dioxide CO, and the — 
hydrogen to water H,0. For example, consider the overall chemical equation for. 
the complete combustion of one mole of propane C,H: 


C3Hs + aO, = bCO, + cH,0 (3.3) 


A carbon balance between the reactants and products gives b = 3. A hydrogen - 
balance gives 2c = 8, or c= 4. An oxygen balance gives 2b + c = 10 = 2a, or 
a= 5. Thus Eq. (3.3) becomes 


C3H, + 50, = 3CO, + 4H,0 (3.4) 


Note that Eq. (3.4) only relates the elemental composition of the reactant and 
product species; it does not indicate the process by which combustion proceeds, 
which is much more complex. 

Air contains nitrogen, but when the products are at low temperatures the 
nitrogen is not significantly affected by the reaction. Consider the complete com- 
bustion of a general hydrocarbon fuel of average molecular composition C,H, 
with air. The overall complete combustion equation is 


C,H, + (« 4 z)03 + 3.773N,) = aCO, + : H,O + ama + #)N; (3.5) 


Note that only the ratios of the numbers in front of the symbol for each chemical 
species are defined by Eq. (3.5); i.e., only the relative proportions on a molar basis 
are obtained. Thus the fuel composition could have been written CH, where 
y = Dfa. 

Equation (3.5) defines the stoichiometric (or chemically correct or 
theoretical) proportions of fuel and air; i.e., there is just enough oxygen for con- 
version of all the fuel into completely oxidized products. The stoichiometric air/ 
fuel or fuel/air ratios (see Sec. 2.9) depend on fuel composition. From Eq. (3.5): 


A\ _(F =A _ (1+ y/4X32 + 3.773 x 28.16) 
F/, \A), 12.011 + 1.008y 

_ _34.56(4 + y) 

~ 12.011 + 1.008y G8) 
The molecular weights of oxygen, atmospheric nitrogen, atomic carbon, and 
atomic hydrogen are, respectively, 32, 28.16, 12.011, and 1.008. (A/F), depends 
only on y; Fig. 3-3 shows the variation in (A/F), as y varies from 1 (e.g., benzene) 
to 4 (methane). 


Example 3.1. A hydrocarbon fuel of composition 84.1 percent by mass C and 15.9 
percent by mass H has a molecular weight of 114.15. Determine the number of 

_ moles of air required for stoichiometric combustion and the number of moles of 
products produced per mole of fuel. Calculate (A/F),, (F/A),, and the molecular 
weights of the reactants and the products. 
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FIGURE 3-3 


a 


2 3 4 Stoichiometric air/fuel ratio for air-hydrocarbon 
fuel mixtures as a function of fuel molar H/C ratio. 


Fuel molar H/C ratio 


Assume a fuel composition C,H, . The molecular weight relation gives 
114.15 = 12.01la + 1.008b 


The gravimetric analysis of the fuel gives 


° seo = 2.25 
Thus . 
a=8 b = 18t 
The fuel is octane C,H,,. Equation (3.5) then becomes 

Fuel Air Products 

C,H,, + 12.(0, + 3.773N,) = 8CO, + 9H,O + 47.16N, 
In moles: 

1 + 12.51 + 3.773) =8+9 + 47.16 

1 + 59.66 = 64.16 
Relative mass: 

114.15 + 59.66 x 28.96 = 8 x 44.01 +9 x 18.02 + 47.16 x 28.16 


114.5 + 17278 = 1842.3 


+ Note that for fuels which are mixtures of hydrocarbons, a and b need not be integers. 
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Per unit mass fuel: 
1 + 15.14 = 16.14 


Thus for stoichiometric combustion, 1 mole of fuel requires 59.66 moles of air 
and produces 64.16 moles of products. The stoichiometric (A/F), is 15.14 and (F/A), 
is 0.0661. 

The molecular weights of the reactants M, and products Mp are 


1 1 
Mz =~ mM, = a (I x 14.15 + 59.66 x 28.96) 


1 
= 2D mM= aug x MOL +9 x 18.02 + 47.16 x 28.16) 


or Mz = 30.36 Mp = 28.71 


Fuel-air mixtures with more than or less than the stoichiometric air require- 
ment can be burned. With excess air or fuel-lean combustion, the extra air 
appears in the products in unchanged form. For example, the combustion of 
isooctane with 25 percent excess air, or 1.25 times the stoichiometric air require- 
ment, gives 


CgHyg + 1.25 x 12.5(0, + 3.773N,) = 8CO, + 9H,O + 3.130, + 58.95N, 
(3.7) 


With less than the stoichiometric air requirement, i.e., with fuel-rich com- 
bustion, there is insufficient oxygen to oxidize fully the fuel C and H to CO, and 
H,0. The products are a mixture of CO, and H,O with carbon monoxide CO 
and hydrogen H, (as well as N,). The product composition cannot be determined 


‘from an element balance alone and an additional assumption about the chemical 


composition of the product species must be made (see Secs. 4.2 and 4.9.2). 

Because the composition of the combustion products is significantly differ- 
ent for fuel-lean and fuel-rich mixtures, and because the stoichiometric fuel/air 
ratio depends on fuel composition, the ratio of the actual fuel/air ratio to the 
stoichiometric ratio (or its inverse) is a more informative parameter for defining 
mixture composition. The fuel/air equivalence ratio ¢, 


(F / A) sctual 
(F/A), 


will be used throughout this text for this purpose. The inverse of ¢, the relative 
air/fuel ratio A, 


o= (3.8) 


(A/ F Jactual 


=d is 
4= 9 = AP), 


(3.9) 


is also sometimes used. 
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For fuel-lean mixtures: o<1,1>1 
For stoichiometric mixtures: ¢@=/A= 1 
For fuel-rich mixtures: @>ia<l 


When the fuel contains oxygen (¢.g., with alcohols), the procedure for deter- 
mining the overall combustion equation is the same except that fuel oxygen is 
included in the oxygen balance between reactants and products. For methyl 
alcohol (methanol), CH,OH, the stoichiometric combustion equation is 


CH,OH + 1.5(0, + 3.773N,) = CO, + 2H,O + 5.66N, (3.10) 


and (A/F), = 6.47. For ethyl alcohol (ethanol), C,H,OH, the stoichiometric com- 
bustion equation is ‘ 


C,H,OH + 3(0, + 3.773N,) = 2CO, + 3H,0 + 1132N, (3.11) 


and (A/F), = 9.00. 

If there are significant amounts of sulfur in the fuel, the appropriate oxida- 
tion product for determining the stoichiometric air and fuel proportions is sulfur 
dioxide, SO,. ; 

For hydrogen fuel, the stoichiometric equation is 


H, + 4(O, + 3.773N,) = H,O + 1.887N, (3.12) 


and the stoichiometric (A/F) ratio is 34.3. 

Note that the composition of the products of combustion in Eqs. (3.7) and 
(3.10) to (3.12) may not occur in practice. At normal combustion temperatures 
significant dissociation of CO, and of H,O occurs (see Sec. 3.7.1). Whether, at 
low temperatures, recombination brings the product composition to that indi- 
cated by these overall chemical equations depends on the rate of cooling of the 
product gases. More general relationships for the composition of unburned and 
burned gas mixtures are developed in Chap. 4. 

The stoichiometric (A/F) and (F/A) ratios of common fuels and representa- 
tive single hydrocarbon and other compounds are given in App. D along with 
other fuel data. : 


35 THE FIRST LAW OF 
THERMODYNAMICS AND COMBUSTION{ 


3.5.1 Energy and Enthalpy Balances 


In a combustion process, fuel and oxidizer react to produce products of different 
composition. The actual path by which this transformation takes place is under- 
stood only for simple fuels such as hydrogen and methane. For fuels with more 
complicated structure, the details are not well defined. Nonetheless, the first law 


+ The approach used here follows that developed by Spalding and Cole.” 
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of thermodynamics can be used to relate the end states of mixtures undergoing a 
combustion process; its application does not require that the details of the 
process be known. ; 

The first law of thermodynamics relates changes in internal energy (or 
enthalpy) to heat and work transfer interactions. In applying the first law to a 
system whose chemical composition changes, care must be exercised in relating 
the reference states at which zero internal energy or enthalpy for each species or 
groups of species are assigned. We are not free, when chemical reactions occur, to 
choose independently the zero internal energy or enthalpy reference states of 
chemical substances transformed into each other by reaction. 

Consider a system of mass m which changes its composition from reactants 
to products by chemical reaction as indicated in Fig. 3-4. Applying the first law 
to the system between its initial and final states gives ° 


Qr-p — Wa_p = Up — Up (3.13) 


Heat transfer Qg~p and work transfer Wz_p due to normal force displacements 
may occur across the system boundary. The standard thermodynamic sign con- 
vention for each energy transfer interaction——positive for heat transfer to the 
system and positive for work transfer from the system—is used. 

We will consider a series of special processes: first, a constant volume 
process where the initial and final temperatures are the same, T’. Then Eq. (3.13) 
becomes 


Qr-p = Up — Up = (AU), (3.14) 


The internal energy of the system has changed by an amount (AU), , which can 
be measured or calculated. Combustion processes are exothermic [ie., Qr_p and 
(AU)y, 7 are negative]; therefore the system’s internal energy decreases. If Eq. © 
(3.14) is expressed per mole of fuel, then (AU), 7 is known as the increase in 


Or-p 


Initial state Combustion process Final state 
- Reactants Heat and work transfer Products - 
® Pr. Va, Up interactions Tp, Pp, Vp, Up 
FIGURE 34 . 


System changing from reactants to products for first law analysis. 
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UorH Reactants 


—(AU)y, or — (AH)y r 


—(aU)y, 7, ot — (AM) 5 


FIGURE 3-5 

Schematic plot of internal energy (U) 
or enthalpy (H) of reactants and pro- 
h T’ T ducts as a function of temperature. 


internal energy at constant volume, and —(AU), 7 is known as the heat of reac- 
tion at constant volume at temperature T’. 

Next, consider a constant pressure process where the initial and final tem- 
peratures are the same, T’. For a constant pressure process 


P 
Wr-p = { p dV = p(Vp — Vp) (3.15) 
R 
so Eq. (3.13) becomes — 
Or-p — (Vp — Viz) = Up — Up 
or Qr-p = (Up + pV >) — (UR + PVR) 
= Hp ~ Hp =(AH),,r° (3.16) 


The enthalpy of the system has changed by an amount (AH), 7, which can be 
measured or calculated. Again for combustion reactions, (AH), 7 is a negative 
quantity. If Eq. (3.16) is written per mole of fuel, (AH), y- is called the increase in 
enthalpy at constant pressure and —(AH), 7 is called the heat of reaction at 
constant pressure at T’. 
; These processes can be displayed, respectively, on the internal energy or 
enthalpy versus temperature plot shown schematically in Fig. 3-5. If U (or H) for 
the reactants is arbitrarily assigned a value UR (or H%) at some reference tem- 
perature 7), then the value of (AU), 7,[or (AH), 7,] fixes the relationship 
between U(T) or H(T), respectively, for the products and the reactants. Note that 
the slope of these lines (the specific heat at constant volume or pressure if the 
diagram is expressed per unit mass or per mole) increases with increasing tem- 
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perature; also, the magnitude of (AU), 7 [or (AH),, --] decreases with increasing 
temperature because c, (or c,) for the products is greater than for the reactants. 
The difference between (AH), 7. and (AU), 7 is 


(AH),, x — (AU)y, r- = (Ve — Ve) (3.17) 


Only if the volumes of the products and reactants in the constant pressure 
process are the same are (AH), and (AU), ,. equal. If all the reactant and 
product species are ideal gases, then the ideal gas law Eq. (3.1) gives 


(AH),, 7 — (AU)y, 7 = Rinp — nT’ (3.18) 


Note that any inert gases do not contribute to (n, — nj). 

With a hydrocarbon fuel, one of the products, H,O, can be in the gaseous — 
or liquid phase. The internal energy (or enthalpy) of the products in the constant 
volume (or constant pressure) processes described above in Fig, 3-5 will depend 
on the relative proportions of the water in the gaseous and liquid phases. The 
limiting cases of all vapor and all liquid are shown in Fig. 3-6a for a U-T plot. 

‘ The internal energy differences between the curves is 


(AU )y, r, n01igl — (AU)y, 7, 20 vap| = 0 Usg 120 (3.19) 


where my,o is the mass of water in the products and u,, 4,0 is the internal energy 
of vaporization of water at the temperature and pressure of the products. Similar 


Reactants Reactants 


—(au) V, T, HO vap 
Fuel vap 


t_ 


Fuel lig 


' 
09% H20 


T’ T 
@ (b) 


FIGURE 3-6 


Schematic plots of internal energy of reactants and products.as a function of temperature. (a) Effect of 
water in products as either vapor or liquid. (6) Effect of fuel in reactants as either vapor or liquid. 
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curves and relationships apply for enthalpy: 


|(AH),, 1, H201iql — | (AF), 7.120 vap! = Mo hyg 20 (3.20) 


For some fuels, the reactants may contain the fuel as either liquid or vapor. 
The U-T (or H-T) line for the reactants with the fuel as liquid or as vapor will be 
different, as indicated in Fig. 3-6b. The vertical distance between the two reactant 
curves is m,;u,,, (or m, hy, ,) where the subscript t denotes fuel. 


3.5.2 Enthalpies of Formation 


For fuels which are single hydrocarbon compounds, or where the precise fuel 
composition is known, the internal energies or enthalpies of the reactants and the 
products can be related through the enthalpies of formation of the reactants and 
products. 

The enthalpy of formation Ahy of a chemical compound is the enthalpy 
increase associated with the reaction of forming one mole of the given compound 
from its elements, with each substance in its thermodynamic standard state at the 
given temperature. 

The standard state is the state at one atmosphere pressure and the tem- 
perature under consideration. We will denote the standard state by the super- 
script °. 

Since thermodynamic calculations are made as a difference between an 
initial and a final state, it is necessary to select a datum state to which all other 
thermodynamic states can be referred. While a number of datum states have been 
used in the literature, the most common datum is 298.15 K (25°C) and 1 atmo- 
sphere. We will use this datum throughout this text. Elements at their reference 
state are arbitrarily assigned zero enthalpy at the datum temperature. The refer- 
ence state of each element is its stable standard state; e.g., for oxygen at 298.15 K, 
the reference state is O, gas. 

Enthalpies of formation are tabulated as a function of temperature for all 
commonly occurring species. For inorganic compounds, the JANAF Thermoche- 
mical Tables are the primary reference source.® These tables include values of the 
molar specific heat at constant pressure, standard entropy, standard Gibbs free 
energy (called free energy in the tables), standard enthalpy, enthalpy of formation 
and Gibbs free energy of formation, and log,, equilibrium constant for the for- 
mation of each species from its elements. Some primary references for thermody- 
namic data on fuel compounds are Maxwell,? Rossini et al.,!° and Stull et al.’ 
Enthalpies of formation of species relevant to hydrocarbon fuel combustion are 
tabulated in Table 3.2. Selected values of thermodynamic properties of relevant 
species are tabulated in App. D. 

For a given combustion reaction, the enthalpy of the products at the stan- 
dard state relative to the enthalpy datum is then given by 

>= > n An, (3.21a) 


products 
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TABLE 3.2 

Standard enthalpies of formation 
et ee 
Species Statef Ah; MJ/kmol 

_———_——— nn oe 

oO; Gas 0 

N, Gas 0 

H, Gas 0 

Cc Gas 0 

co, Gas — 393.52 
H,O Gas — 241.83 
H,O Liquid — 285.84 

co Gas — 110.54 
CH, Gas —74.87 
C3H, Gas — 103.85 
CH,OH Gas — 201.17 
CH,OH Liquid —238.58 
CsHis Gas —208.45 
CyHis Liquid — 249.35 
Ad ARN et sn ay 


t At 298.15 K (25°C) and 1 atm. 


and the enthalpy of the reactants is given by 


Hz= Y, n,Ahj, (3.21b) 


reactants 


The enthalpy increase, (AH), 7,, is then obtained from the difference (Hp — H}). 
The internal energy increase can be obtained with Eq. (3.17). 


Example 3.2. Calculate the enthalpy of the products and reactants, and the enthalpy 
increase and internal energy increase of the reaction, of a stoichiometric mixture of 
methane and oxygen at 298.15 K. 

The stoichiometric reaction is 


CH, + 20, = CO, + 2H,0 
Thus, for HO gas, from Table 3.2 and Eq. (3.214, b): 

H3 = —393.52 + 2(—241.83) = —877.18 MJ/kmol CH, 
For H,O liquid: 
H = —393.52 + 2(—285.84) = —965.20 MJ/kmol CH, 
Hz, = —7487 MiJ/kmol CH, 


Hence for H,O gas: 

(AH)p = —877.18 + 74.87 = —802.31 MJ/kmol CH, 
and for H,O liquid: 

(AH)p = —965.20 + 74.87 = —890.33 MJ/kmol CH, 
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Use Eq. (3.18) to find (AU). With H,O gas, the number of moles of reactants and 


products are equal, so 
(AU); = (AH); = —802.3 MJ/kmol CH, 
For H,0 liquid: _ 
- (AU)? = —890.33 — 8.3143 x 107 3(1 — 3)298.15 MJ/kmol CH, 
(AU): = —885.4 MJ/kmol CH, ; 


Note that the presence of nitrogen in the mixture or oxygen in excess of the stoi- 
chiometric amount would not change any of these calculations. 


3.5.3 Heating Values 


For fuels where the precise fuel composition is not known, the enthalpy of the 
reactants cannot be determined from the enthalpies of formation of the reactant 
species. The heating value of the fuel is then measured directly. 

The heating value Q,,y or calorific value of a fuel is the magnitude of the 
heat of reaction at constant pressure or at constant volume at a standard tem- 
perature [usually 25°C (77°F)] for the complete combustion of unit mass of fuel. 

Thus 


Quv, = —(AH),, 7 (3.22a) 
and Quv, = —(AU)y, 1 (3.22b) 


Complete combustion means that all carbon is converted to CO;, all 
hydrogen is converted to H,O, and dny sulfur present is converted to SO, . The 
heating value is usually expressed in joules per kilogram or joules per kilomole of 
fuel (British thermal units per pound-mass or British thermal units per pound- 
mole). It is therefore unnecessary to specify how much oxidant was mixed with 
the fuel, though this must exceed the stoichiometric requirement. It is immaterial 
whether the oxidant is air or oxygen. 

For fuels containing hydrogen, we have shown that whether the H,O in the 
products is in the liquid or gaseous phase affects the value of the heat of reaction. 
The term higher heating value Quy (or gross heating value) is used when the 
H,O formed is all condensed to the liquid phase; the term lower heating value 
Q:uv (or net heating value) is used when the H,O formed is all in the vapor 
phase. The two heating values at constant pressure are related by - 


mM, 
Quuv, = Quay, + (™2 20 (3.23) 


where (my,0/m,) is the ratio of mass of H,O produced to mass of fuel burned. A 
similar expression with u,, 1,0 replacing hy, 1,0 applies for the higher and lower 
heating value at constant volume. 

The heating value at constant pressure is the more commonly used; often 
the qualification “at constant pressure” is omitted. The difference between the 
heating values at constant pressure and constant volume is small. 


RT Pet oat nec 
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Heating valuest of fuels are measured in calorimeters. For gaseous fuels, it 
- js most convenient and accurate to use a continuous-flow atmosphere pressure 
calorimeter. The entering fuel is saturated with water vapor and mixed with suffi- 
‘cient saturated air for complete combustion at the reference temperature, The 
mixture is burned in a burner and the combustion products cooled with water- 
cooled metal tube coils to close to the inlet temperature. The heat transferred to 
the cooling water is calculated from the measured water flow rate and water 
temperature rise. The heating value determined by this process is the higher 
heating value at constant pressure. « 

For liquid and solid fuels, it is more satisfactory to burn the fuel with 
oxygen under pressure at constant volume in a bomb calorimeter. A sample of 
the fuel is placed in the bomb calorimeter, which is a stainless-steel container 
immersed in cooling water at the standard temperature. Sufficient water is placed 
in the bomb to ensure that the water produced in the combustion process will . 
condense. Oxygen at 30 atmospheres is admitted to the bomb. A length of firing 
cotton is suspended into the sample from an electrically heated wire filament to 
act as a source of ignition. When combustion is complete the temperature rise of 
the bomb and cooling water is measured. The heating value determined by this 
process is the higher heating value at constant volume. 

The heating values of common fuels are tabulated with other fuel data in 
App. D. The following example illustrates how the enthalpy of a reactant mixture 
relative to the enthalpy datum we have defined can be determined from the mea- 
sured heating value of the fuel. 


Example 3.3. Liquid kerosene fuel of the lower heating value (determined in a bomb 

calorimeter) of 43.2 MJ/kg and average molar H/C ratio of 2 is mixed with the 

stoichiometric air requirement at 298.15 K. Calculate the enthalpy of the reactant 

mixture relative to the datum of zero enthalpy for C, O,, N,,and H, at 298.15 K. 
The combustion equation per mole of C can be written 


CH, + #O, + 3.773N,) = CO, + H,O + 5.660N, 


7.160 kmol 7.66 kmol 


or 14 kg fuel + air + 
221.4 kg 


207.4 kg } products 


where M = 28.962 for atmospheric air. 
The heating value given is at constant volume, —(AU)?. (AH), is obtained 
from Eq. (3.18), noting that the fuel is in the liquid phase: 


(AH); = —43.2 + 8.3143 x 107 (7.66 — 7.160) x ote 


= —43.2 + 0.09 = —43.1 MI/kg fuel 


ee 
t Standard methods for measuring heating values are defined by the American Society for Testing 
- Materials, 
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The enthalpy of the products per kilogram of mixture is found from the 
enthalpies of formation (with H,O vapor): 


1(— 393.52) + 1(—241.83) 
hp S$ nee 


221.4 
= 287 Mi/kg 
The enthalpy of the reactants per kilogram of mixture is then 
43.1 x 14 
hg = hp — (Ah)? = 2.87 + a = 5.59 MI/kg 


221.4 


3.5.4 Adiabatic Combustion Processes 


We now use the relationships developed above to examine two other special 
processes important in engine analysis: constant-volume and constant-pressure 
adiabatic combustion. For an adiabatic constant-volume process, Eq. (3.13) 
becomes : 


when U, and U, are evaluated relative to the same datum (e.g., the enthalpies of 
C, O,, N,, and H, are zero at 298.15 K, the datum used throughout this text). 

_ Frequently, however, the tables or graphs of internal energy or enthalpy for 
species and reactant or product mixtures which are available give internal ener- 
gies or enthalpies relative to the species or mixture value at some reference tem- 
perature Ty, i.e., U(T) — U(T) or H(T) — H(Tp) are tabulated. Since 


UT) — Ug(To) = (AU)v, 10 
it follows from Eq. (3.24) that 


[UAT) — Up(To)] — [Ux(T) — Ur(T)] = —(AU)y, ro (3.25) 


relates the product and reactant states. Figure 3-7 illustrates the adiabatic 
constant-volume combustion process on a U-T diagram. Given the initial state of 
the reactants (Tp, V) we can determine the final state of the products (Tp, V). 

For an adiabatic constant-pressure combustion process, Eq. (3.13) gives 


Hp — Hr =0 
which combines with Eq. (3.16) to give 


[HAT) — HATo)] — LH x(T) — Hal To)] = —(AF),, ro (3.26) - 


Figure 3-7 illustrates this process also. Given the initial reactant state (T,, p) we 


can determine the final product state (Tp, p). . 
Note that’ while in Figs. 3-5, 3-6, and 3-7 we have shown U and H for the 


reactants and products to be functions of T only, in practice for the products at 


high temperature U and H will be functions of p and T. The analysis presented. 


here is general; however, to determine the final state of the products in an adia- 
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UorH Reactants 
Products 


-(AU)y, 7, 
or —(AA)p, L 


FIGURE 3-7 

Adiabatic constant-volume combustion process on U-T 
diagram or adiabatic constant-pressure combustion 
Ty Tr Tt T ‘process on H-T diagram. 


batic combustion process, the constant-volume or constant-pressure constraint 
must also be used explicitly. 

The final temperature of the products in an adiabatic combustion process is 
called the adiabatic flame temperature. Examples of typical adiabatic flame tem- 
peratures are shown later in Fig. 3-11. 


3.5.5 Combustion Efficiency of an Internal 
Combustion Engine __ 


In practice, the exhaust gas of an internal combustion engine contains incomplete 
combustion products (e.g..CO, H,, unburned hydrocarbons, soot) as well as 
complete combustion products (CO, and H,0) (see Sec. 4.9). Under lean oper- 
ating conditions the amounts of incomplete combustion products are small 
Under fuel-rich operating conditions these amounts become more substantial 
since there is insufficient oxygen to complete combustion. Because a fraction of 
the fuel’s chemical energy is not fully released inside the engine during the com- 
bustion process, it is useful to define a combustion efficiency. The engine can be 
analyzed as an open system which exchanges heat and work with its surrounding 
environment (the atmosphere). Reactants (fuel and air) flow into the system; pro- 
ducts (exhaust gases) flow out. Consider a mass m which passes through the 
control volume surrounding the engine shown in Fig. 3-8; the net chemical ener, 

release due to combustion within the engine is given by 


~ [7,(T,) ~ H,(T,)] = mf » n, Ah; , 7 


i, reactants 


> mAh.) 

; i, products 

Enthalpy is the appropriate property since py = Dp = Dam 1; is the number of 

Ne of species i in the reactants or products per unit mass of working fluid and 
ri 18 the standard enthalpy of formation of species i at ambient temperature T,.. 

3 The amount of fuel energy supplied to the control volume around the 
gine which can be released by combustion is m '¢ Quy. Hence, the combustion 
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Control volume 


Exhaust gas 


FIGURE 3-8 
Control volume surrounding engine. 


| 

{ 

I 

| 

| 

\ 

I 
L 
efficiency—the fraction of the fuel energy supplied which is released in the com- 
bustion process—is given by’? 


_ Hi(T,) — HAT) 
P my Quy 

Note that m and m, could be replaced by the average mass flow rates m and m,. 
Figure 3-9 shows how combustion efficiency varies with the fuel/air equiva- 
lence ratio for internal combustion engines. For spark-ignition engines, for lean 
equivalence ratios, the combustion efficiency is usually in the range 95 to 98 
percent. For mixtures richer than stoichiometric, lack of oxygen prevents com- 
plete combustion of the fuel carbon and hydrogen, and the combustion efficiency 


steadily decreases as the mixture becomes richer. Combustion efficiency is little 
affected by other engine operating and design variables, provided the engine com- 
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Variation of engine combustion efficiency with fuel/air equivalence ratio. 
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bustion process remains stable. For diesel engines, which always operate lean, the 


éombustion efficiency is normally higher—about 98 percent. Details of exhaust 


gas composition, on which these combustion efficiencies are based, can be found 
in Sec. 4.9. 


36 THE SECOND LAW OF - 
THERMODYNAMICS APPLIED TO 
COMBUSTION 


3.6.1 Entropy 


In App. B, it is shown how the entropy of a mixture of ideal gases of known 
composition can be calculated. The discussion earlier relating enthalpies (or inter- 
nal energies) of reactant and product mixtures applies to entropy also. The stan- 
dard state entropies of chemical species are tabulated in the JANAF tables 
relative to zero entropy at 0 K. If the entropies of the elements at a datum 
temperature are arbitrarily set equal to zero, then the values of the entropy of a 
reactant mixture of given composition and of the resulting product mixture of 
given composition are both determined. 


3.6.2 Maximum Work from an Internal 
Combustion Engine and Efficiency 


An internal combustion engine can be analyzed as an open system which 
exchanges heat and work with its surrounding environment (the atmosphere). 
Reactants (fuel and air) flow into the system; products (exhaust gases) flow out. 
By applying the second law of thermodynamics to a control volume surrounding 
the engine, as illustrated in Fig. 3-8, we can derive an expression for the 
maximum useful work that the engine can deliver. 

Consider a mass m of fluid as it passes through the control volume sur- 
rounding the engine. The first law gives 


AQ ~ AW, = AH. 


where AW, is the useful work transfer (i.¢., non-p dV work) to the environment 
and AH = Hp — Hg. Since the heat transfer AQ occurs only with the atmosphere 
at temperature T,, from the second law 


AQ 
—< 
T < AS 


A 


These equations combine to give ; 
AW, < —(AH — T, AS) = —AB 


Where B is the steady-flow availability function, H — T,S.!3 Usually pg = p, and 
Tz = T,. The maximum work will be obtained when pp =p, and Tp = Ty. 
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TABLE 33 
Enthalpies and free energies of combustion reactions 
Reactiont AR3o,, MJ/kmol 8208, MJ/kmol 
C+0,7CO, — 393.52 —394.40 
H, + 40, H,0 —240.91 ~232.78 
CH, + 20, > CO, + 2H;0 —802.30 —800.76 
CH,O() + 302+CO,+2H,0 —638.59 — 685.35 
C3Hg(g) + 502 + 3CO, + 4H20 - —2044.0 —2074.1 
CeHe()) + 2202 > 6CO, + 3H20 = — 3135.2 —3175.1 
CsHia() + 2202, 8CO,+9H2,0 —5074.6 —5219.9 


+ H,O (gas) in products. 


Under these conditions, 
AW, < —[(H — TS)p,,, —(H — TS)r,,, 1= —OOryp, 
or AWo max = —(AG)r,, p, . (3.28) 


G is the Gibbs free energy, H — TS, and (AG);,,,, is the Gibbs free energy 
increase in the reaction of the fuel-air mixture to products at atmospheric tem- 
perature and pressure. —(AG)z,, p, Will be a maximum when combustion is com- 
plete. 

_A fundamental measure of the effectiveness of any practical internal com- 
bustion engine is the ratio of the actual work delivered compared with this 
maximum work. This ratio will be called the availability conversion efficiency n,: 


AW AW 


Ne = Ween (3.29) 


: (AG)r,, PA 
The property availability is the maximum useful work transfer that can be 
obtained from a system atmosphere (or control-volume atmosphere) combination 
at a given state. This efficiency therefore defines the fraction of the availability of 
the unburned fuel and air which, passing through the engine and interacting only 
with the atmosphere, is actually converted to useful work. Availability analysis of 
engine operation is proving valuable in identifying where the significant irrevers- 
ibilities or losses in availability occur. This topic is discussed more fully in Sec. 
5.7. 

(AG)r,, pa» OF (Ag)ry, pa» 1S NOt an easy quantity to evaluate for practical 
fuels; it is the heating value, —(Ah);,, which is usually measured. Values of 
(Ag)Sog and (Ah)3y, for selected fuel combustion reactions are given in Table 3.3. 
For the pure hydrocarbons they are closely comparable because at 298 K, AS? < 
Af? /T. For hydrogen and methanol the differences are larger, however. Because 
for practical fuels —(Ah)3ox is measured directly as the heating value of the fuel, it 
is standard practice to use the following definition of efficiency: 

Mere. (3.30) 


qn = 
2 my, Quy 


i 
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which was defined as the fuel conversion efficiency in Sec. 2.8. Note that some- 
times the higher heating value is used in Eq. (3.30) and sometimes the lower 
heating value. Whichever value is used should be explicitly stated. The normal 
practice in internal combustion engine analysis is to use the lower heating value 
at constant pressure, since the engine overall is a steady flow device and the water 
in the exhaust is always in vapor form. We will use Q:yy, in Eq. (3.30) through- 
out this text. The fuel conversion efficiency is the most commonly used definition 
of engine efficiency because it uses an easily measured quantity, the heating value. 
to define the usable fuel energy supplied to the engine. For hydrocarbon fuels, 
since Ah’ = A@°, the fuel conversion efficiency and the availability conversion 
efficiency are closely comparable in value. 

In practice, not all the fuel energy supplied to the engine is released by the 
combustion Process since combustion is incomplete: the combustion efficiency 
[Eq. (3.27)] is less than unity. It is sometimes useful to separate out the effects of 
incomplete combustion by defining an efficiency which relates the actual work 
per cycle to the amount of fuel chemical energy released in the combustion 
process. We will call this the thermal conversion efficiency n,: 


", = mae nact en A= is W. W, 
co = -— OO 
Hy(T,) — HAT,) (AH);, 1.™;Qny (3.31) 


Obviously the fuel conversion, thermal conversion, and combustion efficiencies 
are related by 


Ny = Ne (3.32) 


_ It is important to understand that there is a fundamental difference between 
availability conversion efficiency as defined by Eq. (3.29) [and the fuel conversion 
efficiency for internal combustion engines, Eq. (3.30), which closely approximates 
it] and the efficiency of a thermodynamic heat engine. The second law limit to 
the availability conversion efficiency is unity. For a thermodynamic heat engine 
yen a ine heat-transfer interactions with at least two heat reservoirs) the 

ency is limited to a valu i i 
= naa sci it aaa | less than unity by the temperatures of 


3.7 CHEMICALLY REACTING GAS 
MIXTURES 


The working fluids in engines are mixtures of gases. Depending on the problem 
ares consideration and the portion of the engine cycle in which it occurs chemi- 
ae sibs may: (1) be so slow that they have a negligible effect on mixture 
eae ion (the mixture composition is essentially “frozen”); (2) be so rapid 
hanes mixture state changes and the composition remains in chemical equi- 
tum; (3) be one of the rate-controlling processes that determine how the com- 
Position of the mixture changes with time. 
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3.71 Chemical Equilibrium 


It is a good approximation for performance estimates in engines to regard the 
burned gases produced by the combustion of fuel and air as in chemical equi- 
librium.t By this we mean that the chemical reactions, by which individual 
species in the burned gases react together, produce and remove each species at 
equal rates. No net change in species composition results. 

For example, if the temperature of a mass of carbon dioxide gas in a vessel 
is increased sufficiently, some of the CO, molecules dissociate into CO and O, 
molecules. If the mixture of CO,, CO, and O, is in equilibrium, then CO, mol- 
ecules are dissociating into CO and O, at the same rate as CO and O, molecules 
- are recombining in the proportions required to satisfy the equation 


co + 40, = co, 


In combustion products of hydrocarbon fuels, the major species present at 
low temperatures are N,, H,O, CO,, and O, or CO and H). At higher tem- 
peratures (greater than about 2200 K), these major species dissociate and react to 
form additional species in significant amounts. For example, the adiabatic com- 
bustion of a stoichiometric mixture of a typical hydrocarbon fuel with air pro- 
duces products with species mole fractions of: N, ~ 0.7; H,0, CO, ~ 0.1; CO, 
OH, O,, NO, H, ~ 0.01; H, O ~ 0.001; and other species in lesser amounts. 

The second law of thermodynamics defines the criterion for chemical equi- 
librium as follows. Consider a system of chemically reacting substances under- 
going a constant-pressure, constant-temperature process. In the absence of shear 
work (and electrical work, gravity, motion, capillarity), the first law gives 


6Q = dH 
The second law gives 
6Q<T dS 
Combining these gives 
dH —-TdS <0 


Since we are considering constant-temperature processes, this equation holds for 
finite changes: 
AH — T AS=AG <0 


Thus, reactions can only occur (at constant pressure and temperature) if G 
(=H — TS) for the products is less than G for the reactants. Hence at equilibrium 


(AG), 7=0 (3.33) 


{ This assumption is not valid late in the expansion stroke and during the exhaust process (see Sec. 
49). Nor does it take account of pollutant formation processes (see Chap. 11). 
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Consider a reactive mixture of ideal gases. The reactant species M,, M, 
“ a? + 


etc., and product species M,, M,,, etc., are related by the general reaction whose 
stoichiometry is given by 


v,M, + v,M,+-:° = v;M, + Vm_M in + a 
This can be written as 


(3.34a) 


» v;M; =0 (3.34b) 
where the v, are the stoichiometric coefficients and by convention are positive for 
the product species and negative for the reactant species. 

Let an amount 6n, of M, react with dn, of M,, etc. and produce dn, of M, 
6n,, of M,,, etc. These amounts are in proportion: 


On; = v,;6n (3.35) 

The change in Gibbs free energy of a mixture of ideal gases, at constant 
pressure and temperature, as the composition changes is given by 

(AG),,7 = E hidn, (3.36) 


where dn; is the change in number of moles of species i and ji is the chemical 
potential. The chemical potential, an intensive property, is defined as 


. (a6 
HS (32) (3.37) 
Ni] p, T. njU#i) 


It is equal in magnitude to the specific Gibbs free ener: i 
gy at a given temperature 
and pressure. For an ideal gas, it follows from Eqs. (B.13), (B.15) and (3.39) that 


i = i2(T) + RT In Ft 
Po 
where fi? equals g?, the standard specific Gibbs free energy of formation. The 
standard state pressure po is usually one atmosphere. 
Substitution in Eq. (3.36) gives, at equilibrium, 


(3.38) 


> (xs + RT In Fon =0 
Po 
or ») (i +RT in Pt)y,an =0 
0. 
We can divide by 5n and rearrange, to obtain 
> in (2)" =— ( Bi vy) = Ac” 
Po 


RT —-=z—=InK 
K, is the equilibrium constant at constant pressure: 


«= 11() 04 


(3.39) 
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It is obtained from the Gibbs free energy of the reaction which can be calculated 
from the Gibbs free energy of formation of each species in the reaction, as indi- 
cated in Eq. (3.39) above. It is a function of temperature only. 

In the JANAF tables,® to simplify the calculation of equilibrium constants, 
values of logio (K,);, the equilibrium constants of formation of one mole of each 
species from their elements in their standard states, are tabulated against tem- 
‘perature. The equilibrium constant for a specific reaction is then obtained via the 
relation 


logio (Ky)reaction = » v; logio (K,); (3.41) 


With the JANAF table values of (K,),, the pressures in Egs. (3.40) and (3.41) must 
be in atmospheres. 

The effect of pressure on the equilibrium composition can be deduced from 
Eq. (3.40). Substitution of the mole fractions X, and mixture pressure p gives 


pi\" (5 P ( p yr a 
I (2) I ' Po Po I ; P 


If 5; v; = 0, changes in pressure have no effect on the composition. If }); v; > 0 
(dissociation reactions), then the mole fractions of the dissociation products 
decrease as pressure increases. If ); v, <0 (recombination reactions), the con- 
verse is true. 

An equilibrium constant, K,, based on concentrations (usually expressed in 
gram moles per cubic centimeter) is also used: 


K, = [] [MJ" (3.42) 


Equation (3.40) can be used to relate K, and K,: 
K, = KART®" (3.43) 


for py = 1 atmosphere. For );; v; = 0, K,and K, are equal. 


Example 3.4. A stoichiometric mixture of CO and O, in a closed vessel, initially at 
1 atm and 300 K, is exploded. Calculate the composition of the products of com- 
bustion at 2500 K and the gas pressure. 

The combustion equation is 


CO + 40, = CO, 


The JANAF tables give log,) K, (equilibrium constants of formation from the ele- 
ments in their standard state) at 2500 K of CO,, CO, and O, as 8.280, 6.840, and 0, 
respectively. Thus, the equilibrium constant for the CO combustion reaction above 
is, from Eq. (3.41), 


log. Kp = 8.280 — 6.840 = 1.440 
which gives K, = 27.5. 
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If the degree of dissociation in the products is « (ie., a fraction « of the CO, 
formed by complete combustion is dissociated), the product composition is 


CO,,(l-a); CO,a; 02,5 


For this mixture, the number of moles of reactants n, is $; the number of moles of 
products mp is (1 + @/2). 
The ideal gas law gives 


PrV = ngRT PpV = npRT, 
Thus : 


Pe _ 1 2500 
nm 1.5 300 


The equilibrium relation [Eq. (3.40)] gives- 


l—a /{np\'? 
— |—]}] =27. 
ox(cx/2)*/? (*) 27° 
which can be solved to give a = 0.074. 
The composition of the products in mole fractions is, therefore, 


= 5.555 atm/mol 


1- 
Xco, = ———~ = 0.893 
Np 
Xco = = = 0.071 
P 
2 
Xo, = “ = 0.037 


The pressure of the product mixture is 


p = 5.555n, = 5.76 atm 


Example 3.5. In fuel-rich combustion product mixtures, equilibrium between the 
species CO, , H,O, CO, and H, is often assumed to determine the burned gas com- 
position. For ¢ = 1.2, for CgH,,-air combustion products, determine the mole frac- 
tions of the product species at 1700 K. 

The reaction relating these species (often called the water gas reaction) is 


CO, +H, =CO+H,0 
From the JANAF tables, log,, K, of formation for these species at 1700 K are: 


CO,, 12:180; H,, 0; CO, 8.011; H,O(g), 4.699. The equilibrium constant for the 
above reaction is, from Eq. (3.41), 


logio K, = 8.011 + 4.699 — 12.180 = 0.530 


from which K, = 3.388. 
The combustion reaction for CgH, g-air with ¢ = 1.2 can be written 


12.5 
CoHie + 75 (Oz + 3.773N,) + aCO, + BHO + cCO + dH, + 39.30N, 


. 
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at+c=8 
2b + 2d = 18 
An oxygen balance gives: 2a +b +c = 20.83 


The equilibrium relation gives (bc)/(ad) = 3.388 (since the equilibrated reac- 
tion has the same number of moles as there are reactants or products, the moles of 
each species can be substituted for the partial pressures). 

These four equations can be solved to obtain 


c? — 19.3¢ + 47.3 =0 


which gives c = 2.89, a = 5.12, b = 7.72, and d = 1.29. The total number of moles of 
products is 


A carbon balance gives: 


A hydrogen balance gives: 


at+b+c+d+ 39.3 = 563 
and the mole fractions of the species in the burned gas mixture are 


CO,, 0.0908; H,0,0.137; CO, 0.051; -H,, 0.023; Np, 0.698 

Our development of the equilibrium relationship for one reaction has 
placed no restrictions on the occurrence of simultaneous equilibria. Consider a 
mixture of N reacting gases in equilibrium. If there are C chemical elements, 
conservation of elements will provide C equations which relate the concentra- 
tions of these N species. Any set of (N — C) chemical reactions, each in equi- 
librium, which includes each species at least once will then provide the additional 
equations required to determine the concentration of each species in the mixture. 
Unfortunately, this complete set of equations is a coupled set of C linear and 
(N —C) nonlinear equations which is difficult to solve for cases where 
(N — C) > 2. For complex systems such as this, the following approach to equi- 
librium composition calculations is now more widely used. 

Standardized computer methods for the calculation of complex chemical 
equilibrium compositions have been developed. A generally available and well- 
documented example is the NASA program of this type.'* The approach taken is 
to minimize explicitly the Gibbs free energy of the reacting mixture (at constant 
temperature and pressure) subject to the constraints of element mass conserva- 
tion. The basic equations for the NASA program are the following. 

If the stoichiometric coefficients a,; are the number of kilomoles of element i 
per kilomole of species j, b¥ is the number of kilomoles of element i per kilogram 
of mixture, and n, is the number of kilomoles of species j per kilogram of mixture, 
element mass balance constraints are 


YX an; — bf =0 


_fori=1,2,...,1 (3.44) 


. The Gibbs free energy per kilogram of mixture is 


25 pr (3.45) 


= 
= 
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For gases, the chemical potential jz, is 


4 + RT In 0 (¥ ) + RT inp (3.46) 


where ji; is the chemical potential in the standard state and p is the mixture 
pressure in atmospheres. Using the method of lagrangian multipliers, the term 


i n : 
G=gt+ VAY (a,;n; — bf) 
j= 


i=1 


is defined. The condition for equilibrium then becomes 


6G = py (u+3 ‘s 4.0, )on, + 3 »y 5 (a,;n, — b¥)6A, = (3.47) 


i=1 j=1 


Treating the variations én, and 6A, as independent gives 


! 

y+ 4;4,;= 0 for j = | eer n ; (3.48) 
iz 

and the original mass balance equation (3.44). Equations (3.44) and (3.48) permit 

the determination of equilibrium compositions for thermodyeantte states speci- 

fied by a temperature T and pressure p. 

In the NASA program, the thermodynamic state may be specified by other 
pairs of state variables: enthalpy and pressure (useful for constant-pressure com- 
‘bustion processes); temperature and volume; internal energy and volume (useful 
for constant-volume combustion processes); entropy and pressure, and entropy 
and volume (useful for isentropic compressions and expansions). The equations 
required to obtain mixture composition are not all linear in the composition 
variables and an iteration procedure is generally required to obtain their solu- 
tion. Once the composition is determined, additional relations, such as those in 
~~ B which define the thermodynamic properties of gas mixtures, must then be 
use: 

For each species, standard state enthalpies f° are obtained by combining 
standard enthalpies of formation at the datum a a (298.15 K) Ahs 
with sensible enthalpies (h° — 39), ie., vee 


h° = Ahisagg + (h° — hiios) (3.49) 


For the elements in their reference state, AA° 7298 iS zero [the elements important 


in combustion are C (solid, graphite), H,(g), O,(g), N.(g)]. 
For each species, the thermodynamic quantities specific heat, enthalpy, and 
entropy as functions of temperature are given in the form: 


B= at aT + 437? + a, T+ asT* - (3.50a) 
he a, Os: es a 

Ae 22 7 4 93 9473, 45 96 

ir Say eG tee (3.50b) 
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=a,inT+a,T+ ST? +343 7+ +a, (3.50¢) 
The coefficients are obtained by least-squares matching with thermodynamic 
‘property data from the JANAF tables. Usually two sets of coefficients are 
included for two adjacent temperature intervals (in the NASA program these are 
300 to 1000 K and 1000 to 5000 K) (see Sec. 4.7). ; 

In some equilibrium programs, the species to. be included in the mixture 
must be specified as an input to the calculation. In the NASA program, all allow- 
able species are included in the calculation, though species may be specifically 
omitted from consideration. 

For each reactant composition and pair of thermodynamic state variables, 
the program calculates and prints out the following: 


ml “3 


(c) 


1. Thermodynamic mixture properties (obtained from the equilibrium composi- 
tion and the appropriate gas mixture rule; see App. B). p, T, p, h, s, M, 
(2 In V/d In p);, (2 In V/d In T),, c,, y,, and a (sound speed) 

2. Equilibrium composition. Mole fractions of each species (which are present in 
significant amounts), X; 


Figure 3-10 shows how the equilibrium composition of the products of 
combustion of isooctane-air mixtures at selected temperatures and 30 atm pres- 
sure varies with the equivalence ratio. At low temperatures, the products are N2, 
CO,,-H,0, and O, for lean mixtures and N,, CO,, H,O, CO, and H, for rich 
mixtures. As temperature increases, the burned-gas mixture composition becomes 
much more complex with dissociation products such as OH, O, and H becoming 
significant. 

Figure 3-11 shows adiabatic flame temperatures for typical engine condi- 

' tions as a function of the equivalence ratio, obtained with the NASA program 
using the methodology of Sec. 3.5.4. The isooctane-air unburned mixture state 
was 700 K and 10 atm. Flame temperatures for adiabatic combustion at constant 
pressure (where pp and Hg are specified) and at constant volume (where Vp and 
Ug are specified) are shown. Flame temperatures at constant volume are higher, 
because the final pressure is higher and dissociation is less. Maximum flame tem- 
peratures occur slightly rich of stoichiometric. 


(6) 


(a) 


3.7.2 Chemical Reaction Rates 


Whether a system is in chemical equilibrium depends on whether the time con- 
stants of the controlling chemical reactions are short compared with time scales 
over which the system conditions (temperature and pressure) change. Chemical 
processes in engines are often not in equilibrium. Important examples of non- 
equilibrium phenomena are the flame reaction zone where the fuel is oxidized, 


0.2 


and the air-pollutant formation mechanisms. Such nonequilibrium processes are = + mI 7 i 
controlled by the rates at which the actual chemical reactions which convert ° © 2 2 
WORDBY s]OW 


products of isooctane-air mixtures as a function of fuel/air equivalence ratio at 30 atmospheres and (a) 1750 K; (b) 2250 K; 


Mole fractions of equilibrium combustion 


and (c)} 2750 K. 


FIGURE 3-10 
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FIGURE 3-11 

. Equilibrium product temperatures for constant-volume (Tp, ,.) and constant-pressure (Tp, ») adiabatic 
combustion of isooctane-air mixture initially at 700 K and 10 atm, as a function of fuel/air equiva- 
lence ratio. Pressure (pp, ,) is equilibrium pressure for adiabatic constant-volume combustion. 


reactants to products occur. The rates at which chemical reactions proceed 
depend on the concentration of the reactants, temperature, and whether any cata- 
lyst is present. This field is called chemical kinetics and some of its basic relations 
will now be reviewed.” 
Most of the chemical reactions of interest in combustion are binary reac- 
tions, where two reactant molecules, M, and M,, with the capability of reacting 
together collide and form two product molecules, M, and M,;i.¢., 


M,+M, = M, + M, (3.51) 
An important example of such a reaction is the rate-controlling step in the 
process by which the pollutant nitric oxide, NO, forms: 

O+N,=NO+N- 
This is a second-order reaction since the stoichiometric coefficients of the reac- 
tants v, and v, are each unity and sum to 2. (The only first-order reactions are 
decomposition processes.) Third-order reactions are important in combustion, 


also. Examples are the recombination reactions by which radical species such as 
H, O, and OH combine during the final stage of the fuel oxidation process: e.g., 


H+H+M=H,+M* (3.52) 
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M is any molecule (such as N,) which takes part in the collision and carries away 
the excess energy. 

The law of mass action states that the rate at which product Species are 
produced and the rate at which reactant species are removed is proportional to 
the product of the concentrations of reactant species, with the concentration of 
each species raised to the power of its stoichiometric coefficient v,. Thus, for 
reaction (3.51) above, the reaction rate R* in the forward (+) direction, reactants 
to products, is given by 


.. @{M.J* 4d[M.j* 
R*= - ST MT = etme) G)) 


" If the reaction can also proceed in the reverse (—) direction, then the backward 


rate R~ is given by 


_..d[M,.]- d{M,]- 
po oT LMS - -[M.J[M,] (3.54) 


kt and k~ are the rate constants in the ‘sewed and reverse directions for this 
eat The net rate of production of products or removal of reactants is, there- 
fore, 


a[M,]* 


Rt—R-= , IMT _4{M,)* _ d[M,]~ 
dt dt dt dt 
= k*[M,][M,] — k~[M,.][M,] (3.55) 


These results can be stated more generally as follows. Any reaction can be 
written as 


pa Rr, Ma; = % YMp, (3.56) 


where v; is the stoichiometric coefficient of species M,, subscripts R and P denote 
reactants and products, respectively, and there are n reactant species and m 
product species. The forward reaction rate R* and the reverse reaction rate R~ 
are given by 


* =k* T] [MeJ”* 
i=1 


‘ (3.57) 
~ =k" [] [Mp 
i=1 
The net rate of removal of reactant species Mg, is 
d[M,,] a 
~ as = va(R* — R-) (3.58a) 
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and the net rate of production of product species Mp, is 


aNd = vp(R* — R7) (3.585) 

The rate constants, k, usually follow the Arrhenius form: 
= —-—4 3.59 
k = A exp ( R s) (3.59) 


where A is called the frequency or preexponential factor and may be a (moderate) 
function of temperature; E, is the activation energy. The Boltzmann factor 
exp (—E,/RT) defines the fraction of all collisions that have an energy greater 
than E,—i.e., sufficient energy to make the reaction take place. The functional 
dependence of k on T and the constants in the Arrhenius form, Eq. (3.59), if that 
is appropriate, are determined experimentally. : 

At equilibrium, the forward and reverse reaction rates are equal. Then, from 
Eq. (3.55), with R* — R™ =0: 

k* _[MJIMd _ 

k- (M.J[M,] —* 


where K, is the equilibrium constant based on concentrations defined by Eq. 


(3.42). It can be related to K,, the equilibrium constant based on partial pres- 


sures, by Eq. (3.43). 

The chemical reaction mechanisms of importance in combustion are much 
more complex than the above illustrations of rate-controlled processes. Such 
mechanisms usually involve both parallel and sequential interdependent reac- 
tions. The methodology reviewed above still holds; however, one must sum alge- 
braically the forward and reverse rates of all the reactions which produce (or 
remove) a species of interest. In such complex mechanisms it is often useful to 
assume that (some of) the reactive intermediate species or radicals are in steady 
state. That is, these radicals react so quickly once they are formed that their 
concentrations do not rise but are maintained in steady state with the species 
with which they react. The net rate at which their concentration changes with 
time is set equal to zero. 


PROBLEMS 


3.1. Isooctane is supplied to a four-cylinder spark-ignition engine at 2 g/s. Calculate the 
air flow rate for stoichiometric combustion. If the engine is operating at 1500 rev/ 
min, estimate the mass of fuel and air entering each cylinder per cycle. The engine 
displaced volume is 2.4 liters. What is the volumetric efficiency? 

3.2. Calculate the exhaust gas composition of a butane-fueled spark-ignition engine oper 
ating with equivalence ratio of 0.9. Assume the fuel is fully burned within the cylin- 
der. Butane is C,Hio- 
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The molar composition of dry exhaust gas of a propane-fueled SI engine is given below (water 
was removed before the measurement). Calculate the equivalence ratio. 


CO, = 108%, O,=45%, CO=0%, H, =0% 


Evaluate and compare the lower heating values per unit mass of stoichiometric 
mixture and per unit volume of stoichiometric mixture (at standard atmospheric 
conditions) for methane, isooctane, methyl alcohol, and hydrogen. Assume the fuel is 
fully vaporized. 


. The measured engine fuel flow rate is 0.4 g/s, air flow rate is 5.6 g/s, and exhaust gas 


composition (measured dry) is CO, = 13.0%, CO = 2.8% with O, essentially zero. 
Unburned hydrocarbon emissions can be neglected. Compare the equivalence ratio 
calculated from the fuel and air flow with the equivalence ratio calculated from 
exhaust gas composition. The fuel is gasoline with a H/C ratio of 1.87. Assume a H, 
concentration equal to one-third the CO concentration. 


The brake fuel conversion efficiency of an engine is 0.3. The mechanical efficiency is 

0.8. The combustion efficiency is 0.94. The heat losses to the coolant and oil are 

60 kW. The fuel chemical energy entering the engine per unit time, thy Quy, is 

190 kW. What percentage of this energy becomes (a) brake work; (b) friction work; 

(c) heat losses; (d) exhaust chemical energy; (e) exhaust sensible energy. 

An upper estimate can be made of the amount of NO formed in an engine from 

considering the equilibrium of the reaction N, + O, = 2NO. Calculate the NO con- 

centration at equilibrium at 2500 K and 30 atm. log, K, = —1.2 for this reaction 

at 2500 K. Assume N/O ratio in the combustion products is 15. N,, O,, and NO 

are the only species present. 

Carbon monoxide reacts with air at 1 atm and 1000 K in an exhaust gas reactor. 

The mole fractions of the exhaust gas-air mixture flowing into the reactor are CO, 

3%; O2,7%; N2,74%; CO,, 6%; H,O, 10%. 

(a) Calculate the concentration of CO and O, in gram moles per cm? in the entering 
mixture. 

(b) The rate of reaction is given by 


d[CO]/dt = —4.3 x 10'! x [CO][O,]°?5 exp [—E/(RT)] 


[ ] denotes concentration in gram moles per cm?, E/R = 20,000 K. Calculate the 
initial reaction rate of CO, d[COJ/dt: time is in seconds. : 

(c) The equilibrium constant K, for the reaction CO + 40, = CO, at 1000 K is 
10'°. Find the equilibrium CO concentration. 

(a) Determine the time to reach this equilibrium concentration of CO using the 
initial reaction rate. (The actual time will be longer but this calculation indicates 
approximately the time required.) 


The exhaust gases of a hydrogen-fueled engine contain 22.3 percent H,O, 7.44 

percent O,, and 70.2 percent N,. At what equivalence ratio is it operating? 

Gas is sampled at 1 atmosphere pressure from the exhaust manifold of an internal 

combustion engine and analyzed. The mole fractions of species in the exhaust are: 
H,0, 0.0468; CO,, 0.0585; 0,,0.123; N,, 0.772 


Other species such as CO and unburned hydrocarbons can be neglected. 
(a) The fuel is a synthetic fuel derived from coal containing only carbon and hydro- 
gen. What is the ratio of hydrogen atoms to carbon atoms in the fuel? 
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(b) Calculate the fuel/air equivalence ratio at which this engine is operating. 

(c) Is the internal combustion engine a conventional spark-ignition or a diesel 
engine? Explain. 

(d) The engine has a displaced volume of 2 liters. Estimate approximately the per- 
centage by which the fuel flow rate would be increased if this engine were oper- 
ated at its maximum load at this same speed (2000 rev/min). Explain briefly what 
limits the equivalence ratio at maximum load. 


3.11. The following are approximate values of the relative molecular mass (molecular 
weights): oxygen O,, 32; nitrogen N,, 28; hydrogen H,, 2; carbon C, 12. Determine 
the stoichiometric fuel/air and air/fuel ratios on a mass basis, and the lower heating 
value per unit mass of stoichiometric mixture for the following fuels: 


Methane (CH,), isooctane (CgH,,), benzene (C,H,), hydrogen (H,), methyl 
alcohol (CH,0H) 


Heating: values for these fuels are given in App. D. 


3.12. Liquid petroleum gas (LPG) is used to fuel spark-ignition engines. A typical sample 
of the fuel consists of 


70 percent by volume propane C,H, 
5 percent by volume butane CyHi 
25 percent by volume propene C,H, 


The higher heating values of the fuels are: propane, 50.38 MJ/kg; butane, 49.56 

M3J/kg; propylene (propene), 48.95 MJ/kg. ; 

(a) Work out the overall combustion reaction for stoichiometric combustion of 1 
mole of LPG with air, and the stoichiometric F/A and A/F. 

(b) What are the higher and lower heating values for combustion of this fuel with 
excess air, per unit mass of LPG? 


3.13. A spark-ignition engine is operated on isooctane fuel (CgH,,). The exhaust gases are 
cooled, dried to remove water, and then analyzed for CO,, CO, H,, O,. Using the 
overall combustion reaction for a range of equivalence ratios from 0.5 to 1.5, calcu- 
late the mole fractions of CO,, CO, H,, and O, in the dry exhaust gas, and plot the 
results as a function of equivalence ratio. Assume: 

(a) that all the fuel is burnt inside the engine (almost true) and that the ratio of 
moles CO to moles H, in the exhaust is 3:1, and 
(b) that there is no hydrogen in the exhaust for lean mixtures. 
For high-power engine operation the air/fuel ratio is 14 : 1. What is the exhaust gas 
composition, in mole fractions, before the water is removed? 
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CHAPTER 
4 


~ PROPERTIES 
OF WORKING 
FLUIDS 


41 INTRODUCTION 


The study of engine operation through an analysis of the processes that occur 
inside the engine has a long and productive history. The earliest attempts at this 
analysis used the constant-volume and constant-pressure ideal cycles as approx- 
imations to real engine processes (see Chap. 5). With the development of high- 
speed digital computers, the simulation of engine processes has become much 
more sophisticated and accurate (see Chap. 14). All these engine simulations 
(from the simplest to the most complex) require models for the composition and 
properties of the working fluids inside the engine, as well as models for the indi- 
vidual processes—induction, compression, combustion, expansion, and exhaust— 
that make up the engine operating cycle. This chapter deals with models for the 
working fluid composition, and thermodynamic and transport properties. 

The composition of the working fluid, which changes during the engine 
operating cycle, is indicated in Table 4.1. The unburned mixture for a spark- 
ignition engine during intake and compression consists of air, fuel, and previously 
burned gases. It is, therefore, a mixture of N,, O,, CO,, H,O, CO, and H, for 
fuel-rich mixtures, and fuel (usually vapor). The composition of the unburned 
mixture does not change significantly during intake and compression. It is suffi- 
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TABLE 4.1 ; 
Working fluid constituents 
—_——_— 


Process Spark-ignition engine 


Intake Air 
Fuelt 
Recycled exhaust{ 
Residual gas§ 


Compression Air 
Fuel vapor 
Recycled exhaust 
Residual gas 


Combustion products 
(mixture of N,, H,0, 
ca), co, H, » O; ’ NO, 
OH, O, H, ...) ; 

Exhaust Combustion products 

[mainly N,,CO,, H,0, 

and either.O, (¢ < 1) 


Expansion 


Compression-ignition engine 
Air 

Recycled exhaust} 

Residual gas§ 


Air 
Recycled exhaust 
Residual gas 


Combustion products 
(mixture of N,, H,0, 
CO;, CO, H;, O2, NO, 
OH, O, H, ...) 

Combustion products 
(mainly N;, CO2, H20, 
and O,) 


or CO and H, (¢ > 1)] 


¢ Liquid and vapor in the intake; mainly vapor within the cylinder. 
{ Sometimes used to control NO, emissions (see Secs. 11.2, 15.3.2, and. 15.5.1). 
§ Within the cylinder. . 


ciently accurate to assume the composition is frozen. For the compression- 
ignition engine, the unburned mixture prior to injection contains no fuel; it 
consists of air and previously burned gas. , 

The combustion products or burned mixture gases, during the combustion 
process and much of the expansion process, are close to thermodynamic equi- 
librium. The composition of such mixtures has already beeni discussed (Sec. 3.7.1). 
As these combustion products cool, recombination occurs as indicated in Fig. 
3-10. Towards the end of the expansion process, the gas composition departs 
from the equilibrium composition; recombination can no longer occur fast 
enough to maintain the reacting mixture in equilibrium. During the exhaust 
Process, reactions are sufficiently slow so that for calculating thermodynamic 
properties the composition can be regarded as frozen. 

The models used for predicting the thermodynamic properties of unburned 
and burned mixtures can be grouped into the five categories listed in Table 4.2.. 
The first category is only useful for illustrative purposes since the specific heats of 
unburned and burned mixtures are significantly different. While the specific heats 
of the working fluids increase with increasing temperature in the range of interest, 
a constant-specific-heat model can be matched to the thermodynamic data over a 
limited temperature range. This approach provides a simple analytic model which 
can be useful when moderate accuracy of prediction will suffice. The appropri- 
ateness of frozen and equilibrium assumptions has already been discussed above. 
Approximations to thermodynamic equilibrium calculations are useful because of 
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TABLE 4.2 
‘Categories of models for thermodynamic properties 


Unbuarned mixture Burned mixture 


1. Single ideal gas throughout operating cycle with c, (and 
hence c,) constant 
Ideal gas; c,,, constant Ideal gas; c,,, constant 


Frozen mixture of ideal Frozen mixture of ideal 


gases; c, {T) gases; c, (T) 
4 Frozen mixture of ideal Approximations fitted to 
gases; c, (T) equilibrium thermodynamic 
properties 
5. Frozen mixture of ideal Mixture of reacting ideal 
gases; c, {T) gases in thermodynamic 


equilibrium 


Note: Subscripts i, u, and b denote species i in the gas mixture, the unburned 
mixture, and burned mixture properties, respectively. 


the savings in computational time, relative to full equilibrium calculations, which 
can result from their use. 

Values of thermodynamic properties of unburned and burned mixtures rele- 
_ vant to engine calculations are available from charts, tables, and algebraic 
relationships developed to match tabulated data. A selection of this material is 
included in this chapter and App. D. The references indicate additional sources. 


4.22 UNBURNED MIXTURE 
COMPOSITION 


The mass of charge trapped in the cylinder (m,) is the inducted mass per cycle 
(m), plus the residual mass (m,) left over from the previous cycle. The residual 
fraction (x,) is 


x,=— (4.1) 


m, 


Typical residual fractions in spark-ignition engines range from 20 percent at light 
load to 7 percent at full load. In diesels, the residual fraction is smaller (a few 
percent) due to the higher compression ratio, and in naturally aspirated engines is 
approximately constant since the intake is unthrottled. If the inducted mixture is 
fuel and air (or air only), then the burned gas fraction (x,) in the unburned 
mixture during compression equals the residual fraction. 

In some engines, a fraction of the engine exhaust gases is recycled to the 
intake to dilute the fresh mixture for control of NO, emissions (see Sec. 11.2). If 
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the percent of exhaust gas recycled (%EGR) is defined as the percent of the total 
intake mixture which is recycled exhaust,f 


EGR(%) = (==) x 100. (4.2) 


i 


where Mmggp is the mass of exhaust gas recycled, then the burned gas fraction in 


the fresh mixture is 


Megr + m, EGR 
xX» = a - CS 00 Ja — x,) + x, (4.3) 


Up to about 30 percent of the exhaust can be recycled; the burned gas fraction 
during compression can, therefore, approach 30 to 40 percent. 

The composition of the burned gas fraction in the unburned mixture can be 
calculated as follows. The combustion equation for a hydrocarbon fuel of average 
molar H/C ratio y [e.g., Eq. (3.5)] can be written per mole O, as 
egC + 21 — 8)¢H, + O; + YN, ~~ Nco,CO, + Ny,0H,O 

+ NcoCO + ny,H, + 29,0, + my,N, (4.4) 
where y = the molar N/O ratio (3.773 for air) 
__4 
4+y 


é 


y = the molar H/C ratio of the fuel 
¢ = fuel/air equivalence ratio 
n; = moles of species i per mole O, reactant 


The n; are determined using the following assumptions: 


1. For lean and stoichiometric mixtures (@ < 1) CO and H, can be neglected. 
2. For rich and stoichiometric mixtures (¢ > 1) O, can be neglected. 
3. For rich mixtures, either (a) the water gas reaction 


CO, +H, =CO+H,0 


Se 
t An alternative definition of percent EGR is also used based on the ratio of EGR to fresh mixture 
(luel and air): 


EGR*(%) = (7) 100 
mm, + my, 
The two definitions are related by 


EGR* _EGR g EGR___EGR* 
100. 100-EGR ™ 100 100+ EGR* 
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can be assumed to be in equilibrium with the equilibrium constant K(T): 


K(T) = Ny,0!"co “ 
Nco,"H, 


where K(T) can be determined from a curve fit to JANAF table data:® 


761 3 , 6 i 9 
wKi=arnga A eee Pe 10 


T T? 
where T is in K, or (b) K can be assumed constant over the normal engine 
operating range. A value of 3.5 is often assumed (see Sec. 4.9), which corre- 
sponds to evaluating the equilibrium constant at 1740 K. 


(4.5) 


The n, obtained from an element balance and the above assumptions are 
shown in Table 4.3. The value of c is obtained by solving the quadratic: 


(K — 1)c? — c{K[2(p — 1) + ef] + 21 — ef)} + 2Ked(P—1)=0 (4.6) 


The mole fractions are given by 


where n, = >; n; is given in the bottom line of Table 4.3. 

While Eq. (4.4) is for a fuel containing C and H. only, it can readily be 
modified for alcohols or alcohol-hydrocarbon blends. For a fuel of molar com- 
position CH, O,, the reactant mixture 


1 y 2 
CH, O, + ¢ (: + 4_2\0, +WN,) 


can be rearranged per mole of O, reactant as 


CoeC + 26G(1 — JH, + O2 + (1 is =) WN, (4.72) 


TABLE 43 
Burned gas composition under 1700 K 


n,, moles/mole O, reactant 


Species osl o> it 

co, ep ep —c 

H,0 Ai — hp Al — ep) +e 
co 0 ¢ 

H, 0 AP — l)-—e 
0, 1-@ 9 

N, v ¥ 

Sum: n, (l-—ed+1l+y (2-ae+y 


t ¢ defined by Eq. (4.6). 
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where : 
Bison 
~ 2 = ex(l = 4) ve 
If we write 
o*=t> and pra (: 2 Z)y (4.7¢) 


the reactant expression (4.7a) becomes 
b*eC + 2p*(1 — eH, + O, + W*N, 


which is identical in form to the reactant expression for a hydrocarbon fuel (4.4). 
Thus. Table 4.3 can still be used’ to give the composition of the burned gas 
residual fraction in the unburned mixture, except that @* replaces ¢ and y* 
replaces in the expressions for n,. 

Now consider the unburned mixture. The number of moles of fuel per mole 
O, in the mixture depends on the molecular weight of the fuel, M yr If the 
average molecular formula of the fuel is (CH,), then 


The fresh fuel-air mixture (not yet diluted with EGR or residual), 


epC + Y1 — GH, + 0, + YN; 


then becomes 
4 
M, (1 + 22)¢(CH,), + O2 + WN, 


The unburned mixture (fuel, air, and a burned gas fraction), per mole O, in 
the mixture, can be written: 


4 
(1 — Xp. M, (1 + 2e)¢(CH,), + O; + wm, | 


+ x,("c0, + Nino + "co + ny, + No, + tw,) 


The number of moles of each species in the unburned mixture, per mole O,, is 
summarized in Table 4.4. The mole fractions of each species are obtained by 
dividing by the total number of moles of unburned mixture Ns 


A(1 + 2e)p 
M 


n= (1 = ni +1+ “| + Xn, , (4.8) 


where n, is given in Table 4.3. 
The molecular weights of the (low-temperature) burned and unburned 
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TABLE 4.4 
Unburned mixture composition 


n,, moles/mole O, reactant 


Species <1 g>1 

Fuel 4(1 — x,\1 + 22)p/M, 

oO, 1—-x,¢ 1-x, 

N, v yy 

co, xpeh xed — ¢) 

H,O 2x,(1 — eo x, [21 — ed) + c] 
co 0 xe 

H3 0 xs — 1) —c] 
Sumt n, n 


+ Given by Eq. (4.8). 


mixture can now be determined. The mass of mixture (burned or unburned) per 
mole O, in the mixture, mgp, is given by 


Map = 32 + 4G(1 + 2c) + 28.16y (4.9) 


The molecular weight of the burned mixture, M,, is therefore 


Ae Map (4.10) 


Molecular weight 


FIGURE 41 

Molecular weight of unburned and low- 

temperature burned isooctane-alt 

0.4 0.6 0.8 1.0 1.2 14 mixtures as a function of fuel/air equiva- 
, Equivalence ratio ¢ lence ratio and burned gas fraction. 
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TABLE 45 
Factors for relating properties on molar and mass basis 
———— 


Quantity, per mole Equation for C,H, ,-air 
O, in the mixture General equationt . mixtures 
—_—_—— 
Moles of burned n=(l-ed+it+y, S11 n= 0.366 + 4.773 
mixture n, ny = (2 — 2) + y, @>1 — n, = 1.36 + 3.773 

n, = 0.089 + 4.773 
Moles of unburned A(1 + 22) esi +0.28x,¢ 
Mo 1—x,) -— 
mixture n, Oe EMT gn 2008644773 

. +x,(1.28¢ — 1) 

Mass of mixturet Myp = 32 + 4G(1 + 2c) + 28.16 138.2 + 9.126 
(burned or unburned) 
Mass of airf 32 + 28.16y 138.2 


¢ Units: kg/kmol or Ibm/Ib- mol. 
¢ For hydrocarbon fuels, y for air = 3.773; for fuels containing oxygen, ¢* and y* given by Eq. (4.7c) are substi- 
tuted for @ and y, respectively. 


The molecular weight of the unburned mixture, M,, is 


M, = “ee (4.11) 


Figure 4-1 gives M, and M, for a range of ¢ and x, for air, isooctane, burned gas 
mixtures. 

Frequently, thermodynamic properties of unburned and burned mixtures 
are expressed per unit mass of air in the original mixture (for burned mixture this 
is the mixture before combustion). To obtain properties in these units, we need 
the mass of original air, per mole O, in the mixture, which is 


(32 + 28.16 y) 


with units of kilograms per kilomole or pound-mass per pound-mole. 
Table 4.5 summarizes the factors needed to relate properties expressed on a 
molar and a mass basis. 


43 GAS PROPERTY 
RELATIONSHIPS 


The individual species in the unburned and burned gas mixtures can with suffi- 
cient accuracy be modeled as ideal gases. Ideal gas relationships are reviewed in 
App. B. The most important relationships for property determination for engine 
calculations are summarized below. 
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Since internal energy and enthalpy are functions of temperature only, the 
specific heats at constant volume and constant pressure are given by 


{ du du 
C°.= (=) oT cf{T) . (4.12a) 
oh dh 
Cy = (#) =a7= c,{T) (4.12b) 
and 
; 
u— Ug = { c,dT (4.13a) 
To 
h—h = [ c,dT (4.135) 
Qo 
The entropy s(T, v) or s(T, p) is given by 
T aT v 
S—Sg= |] ¢,—+Rin— 4.144 
o= [a ZeRine (4.14) 
T dT Pp 
S—So= | c,——Rin— 4.145 
° i ?T Po 


The integrals in Eqs. (4.14a, b) are functions of temperature only, and are 
useful in evaluating entropy changes and in following isentropic processes. If we 
define a 


r dT 
¥(T) = { ¢(T) = (4.154) 
To T 
r dT 
and OT) = | ¢T)— (4.150) 
To T 
then 
S—So=V¥+RI1n (2) . ; (4.16a) 
Yo, 
s—s)=®—RIn (2) (4.166) 
Po. 
Thus, for example, the entropy change between states (T,, p,) and (T,, p.)is 
s,—5,=0,—0,—RIn (2) (4.17) 
Py; 
For an isentropic process, 
P2 o,— 9, 
In | + } = ——_—— 4.18 
(*) R G18) 
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In these equations, the units of u and h can be on a per unit mass or molar 
basis [i.e., joules per kilogram (British thermal units per pound-mass) or joules 
per kilomole (British thermal units per pound-mole)}; similarly, s, c,, c,, R, ¥, 


and ® can be in joules per kilogram-kelvin (British thermal units per pound- 


mass-degree Rankine) or joules per kilomole-kelvin (British thermal units per 
pound-mole-degree Rankine). 

For gas mixtures, once the composition is known, mixture properties are 
determined either on a mass or molar basis from 


Xi (4.19) 


u=Sxu, @=y 
h=Yxh h=y xh, (4.196) 
s= >) x8; s=> x5, (4.19c) 
and . 
c, =PYxe. = YKea ~ (4.20a) 
Co= DL xep = = Y Kops (4.205) 


44 A SIMPLE ANALYTIC 
IDEAL GAS MODEL 


While the first category of model listed in Table 4.2 is too inaccurate for other 
than illustrative purposes, the second category—constant but different specific 
heats for the unburned and burned gas mixtures—can with careful choice of 
specific heat values be made much more precise. The advantages of a simple 
analytic model may be important for certain problems. 

Figure 4-2 shows an internal energy versus temperature plot for a stoichio- 
metric mixture. It is a quantitative version of Fig. 3-5. The unburned mixture line 
is for a burned gas fraction of 0.1. The fuel is isooctane. Data to construct such 
graphs can be obtained from charts or tables or computer programs (see Secs. 4.5 
to 4:7). The units for u are kilojoules per kilogram of air in the original mixture 
(the units of the charts in Sec. 4.5). The datum is zero enthalpy for O,, N,, H2, 
and C (solid) at 298 K. Note that the specific heats of the unburned and burned 
mixtures (the slopes of the lines in Fig. 4-2) are a function of temperature; at high 
temperatures, the internal energy of the burned mixture is a function of tem- 
perature and pressure. 

However, the temperature range of interest for the unburned mixture in an 
SI engine is 400 to 900 K (700 to 1600°R); for the burned gas mixture, the 
extreme end states are approximately 2800 K, 35 atm (5000°R, 500 Ib/in? abs) 
and 1200 K, 2 atm (2200°R, 30 Ib/in? abs). Linear approximations to the 
unburned and burned mixture curves which minimize the error in u over the 
temperature (and pressure) ranges of interest are shown as dashed lines. The error 
in T for a given u is less than 50 K. 
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@=10,x% = 0.1 


Internal energy, kJ/kg air 


FIGURE 4-2 : : 
Internal energy versus temperature plot for stoichiometric unburned and burned gas mixtures: iso- 
octane fuel; unburned residual fraction 0.1. ~ 


The basis for this ideal gas model is 
(4.214, b) 
(4.22a, b) 


u, = Cou Ty + Ryu h, = Cow Ty + Rew 


Uy = Cy» T, + hy, hy = Cp, Ty + hye 


where h,,, and hy, are the enthalpies of formation of unburned and burned gas 
mixture, respectively, at 0 K. ar 
Then, for a constant-volume adiabatic combustion process, 


uy = Uy, 
or ; : Co T, + hy = Cob T, + hy» 
If we solve for 7, and use the relations (R,/R,) = (M,/M,) and ¢,/R = 1/(y — }) 
we obtain . 
M, Lf Ah, 4,23) 
T, =» — nf Ms) — it ke ( 


where Ah, = Ryu treed hy, * 


: 
= 


“ei Dae ate Apa og 
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For a constant-pressure adiabatic combustion process, 
h, = h, 


and it can similarly be shown that - 


= Yet (Me\(_ ve _ 7, Aby , 

To use the model, suitable values of »,, 7,, M,, (M,/M,), and Ah 17/R, must 
be determined. Values for M, and M, can be obtained from Eqs. (4.10) and 
(4.11). Values of y,, 7,, and Ah,/R, can be obtained from graphs such as Fig. 4-2 
(see Example 4.1 below). Values for y,, y,, and Ah,/R, are available in the liter- 
ature (e.g., Refs. 1 and 2) for a range of ¢ and x,. However, values used for 
computations should always be checked over the temperature range of interest, 
to-ensure that the particular linear fit to u(T) used is appropriate. 


Example 4.1. Determine the values of y,, y,, and Ah,/R, which correspond to the 
straight-line fits for u(T) and u,(T) in Fig. 4-2. 
Equations for the straight lines in Fig. 4-2 are 


u, (kJ/kg air) = 0.967(K) — 700 
and u, (kJ/kg air) = 1.5T(K) — 4250 


From Table 4.5, for isooctane fuel with ¢ = 1.0 and x, = 0.1, the number of 
moles of unburned mixture per mole O, in the mixture is 


n, = 0.08 x 1 + 4.773 + 0.28 x O14 x 1 = 4.881 


The mass of air per mole O, in the mixture is 138.2. Thus, the number of moles of 
unburned mixture per unit mass of air in the original mixture is , 


4.881 


Ba 0.0353 
The molar specific heat of the unburned mixture Z, , is therefore 
. 0.96 
Cou = 00353 ~ 27.2 kJ/kmol + K 
Since R = 8.314 kJ/kmol-K, 
27.2 + 8.314 
= —— = 131 
at) 7 Raaiiaree! 


The number of moles of burned mixture per mole O, is (from Table 4.5) 


ny = 0.36 x 1 + 4.773 = 5.133 


A Oe a 
t The error in ignoring the effect of dissociation on M, is small. 
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The number of moles of burned mixture per unit mass of air in the original mixture 
is ; 
5.133 


T3a2 7 0.0371 


The molar specific heat Z,,, is therefore 


= 40.4 kJ/kmol-K 


and y, is 
40.4 + 8.314 
al aera 
To find Ah,/R,, R, is given by 
R, = 8.314 x 0.0353 = 0.293 kI/kg air~K 


= 1.21 


and so 
Ah, _(—700) — (—4250) _ 


ss 1.2 x 10*K 


45 THERMODYNAMIC . 
CHARTS 


One method of presenting thermodynamic properties of unburned and burned 
gas mixtures for internal combustion engine calculations is on charts. Two sets of 
charts are in common use: those developed by Hottel et al.? and those developed 
by Newhall and Starkman.** Both these sets of charts use U.S. units. We have 
developed a new set of charts in SI units, following the approach of Newhall and 
Starkman. Charts are no longer used extensively for engine cycle calculations; 
computer models for the thermodynamic properties of working fluids have 
replaced the charts. Nonetheless, charts are useful for illustrative purposes, and 
afford an easy and accurate method where a limited number of calculations are 
required. The charts presented below are for isooctane fuel, and the following 
equivalence ratios: ¢ = 0.4, 0.6, 0.8, 1.0, 1.2. 


4.5.1 Unburned Mixture Charts 


The thermodynamic properties of each unburned fuel-air mixture are represented 
by two charts. The first chart is designed to relate the mixture temperature, pres- 
sure, and volume at the beginning and at the end of the compression process; the 
second gives the mixture internal energy and enthalpy as functions of tem- 
perature. , 

The following assumptions are made: 


1. The compression process is reversible and adiabatic. 
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TABLE 4.6 

Unburned mixture composition for charts 

LL L—— 
Equivalence Kilograms of mixture Moles of mixture Kilomole of mixture n, Rt 

ratio ¢ (F/A) per kilogram of air. per mole of 0, _per kilogram of air J/kg air-K 


04 0.0264 1.0264 4.805 + 0.112x, 0.0348 + 0.00081x, 289 
0.6 0.0396 1.0396 4.821 + 0.168x, 0.0349 + 0.00122x, 290 
08 0.0528 1.0528 4.837 + 0.224x, 0.0350 + 0.00162x, 291 
1.0 0.0661 1.0661 4.853 + 0.280x, 0.0351 + 0.00203x, 292 
1.2 0.0792 1.0792 4.869 + 0.536x, 0.0352 + 0.00388x, 292 


t For x, = 0. Error in neglecting x, is usually small. 


2. The fuel is in the vapor phase. 

3. The mixture composition is homogeneous and frozen (no reactions between 
the fuel and air). 

4. Each species in the mixture can be modeled as an ideal gas. 

5, The burned gas fraction is zero.f - 


It proves convenient to assign zero internal energy or enthalpy to the 
unburned mixture at 298.15 K. Internal energy and enthalpies relative to this 
datum are called sensible internal energy u, or sensible enthalpy h, . By sensible we 
mean changes in u or h which result from changes in temperature alone, and we 
exclude changes due to chemical reaction or phase change. 

Table 4.6 provides the basic composition data for the unburned mixture 
charts. Equations (4.13a, b) provide the basis for obtaining the.u, (7) and h, ,(T) 
curves shown in Fig. 4-3. ead 

Equations (4.15) and (4.16) provide the basis for following a reversible adia- 
batic (i.e., isentropic) compression process. Between end states 1 and 2, we obtain, 


per kilogram of air in the mixture, 
Y(T,) = Y(T,) — n, Rin (2) (4.25a) 


1 


OT,) = O(T,) +n, Rin (2) (4.256) 
1 


where n, is the number of moles of unburned mixture per kilogram of air. Values 


eee BA $s = ees 
es assumption introduces negligible error into calculations of the compression process for mix- 

res with normal. burned gas fractions, since the major constituent of the residual is N,. The burned 
fas fraction must, however, be included when the unburned mixture properties are related to burned 
Mixture properties in a combustion process. 
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Unburned mixture properties 
Fuel: Isooctane, CgHig 


oe 


Yo 


Sensible enthalpy and internal energy, kJ/kg air 


A\GHERDRED 
CAE 
CoN 


FIGURE 4-3 
Sensible enthalpy and internal energy of unburned isooctane-air mixtures as function of temperature. 
Units: kJ/kg air in mixture. 


of n, and n, R are given in Table 4.6. ¥(T) and ®(T) are given in Fig. 4-4. Note 
that v, p, and T are related by . 


p(Pa)o(m3/kg air) = n,R(J/kg air -K)T(K) (4.26) 


Example 4.2. The compression process in an internal combustion engine can be 
modeled approximately as adiabatic and reversible (i.e., as an isentropic process). A 
spark-ignition engine with a compression ratio of 8 operates with a stochiometric 
fuel vapor—air mixture which is at 350 K and 1 atm at the start of the compression 
stroke. Find the temperature, pressure, and volume per unit mass of air at the end of 
the compression stroke. Calculate the compression stroke work. 

Given T, = 350 K at the start of compression, find T, at the end of compres- 
sion using the isentropic compression chart, Fig. 4-4, and Eq. (4.25a). For T, = 350 
K, P, = 150 J/kg air’ K. From Eq. (4.25a), 


Y(T,) = 8,(T,) —n, Rin (2) = 150 — 292 In (;) = 757 J/kg air - K 
1 
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Figure 4-4 then gives ; 
T, = 682 K 
The ideal gas law [Eq. (4.26)] gives 
ore 292 x 350 1.0 m? . 
1 1003 x 108” 0 ks ar 
T,\fv 682 
an P2 (22) 350 x 8 = 15.5 atm 
1.0 
v2 =e = 


; 0.125 m3/kg air 


Note that p, can also be obtained from Fig. 4-4 and Eq. (4.256): 


P2 ®,—@, 980— 180 
In — Sooo > = 
( ) n,R 292- aug 


P2 = 15.5 atm = 1.57 MPa 


The compression stroke work, assuming the process is adiabatic and using the 
data in Fig. 4-3, is ; ; 


—W, 2 =u,T,) — u(T,) = 350 — 40 = 310 kJ/kg air 


Isentropic compression chart 
for unburned mixture 
Fuel: Isooctane, CgHj3 

_—— 


O(T) = mR In (p/po) and Y(T) = —neR in (v/co), J/kg air K 


Temperature, K 


FIGURE 4-4 


Isentropic compression functions, ® and ¥, as function of temperature for unburned isooctane-air 
mixtures. Units: J/kg air-K. 
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45.2 Burned Mixture Charts 


The primary burned mixture charts are for the products of combustion at high 
temperatures, i.e., for the working fluid during the expansion process. The follow- 


ing assumptions are made: 


1. Each species in the mixture can be modeled as an ideal gas. 

2. The mixture is in thermodynamic equilibrium at temperatures above 1700 K; 
the mixture composition is frozen below 1700 K. 

3. Datum. At the datum state of 298.15 K (25°C or 77°F) and 1 atm the chemical 
elements in their naturally occurring form (N,, O,, H, as diatomic gases and 
C as solid graphite) are assigned zero enthalpy and entropy. 


The charts were prepared with the NASA equilibrium program described in 
Sec. 3.7.%*° The C/H/O/N ratio of the mixture is specified for each chart. The 
extensive properties (internal energy, enthalpy, entropy, and specific volume) are 
all expressed per unit mass of air in the original mixture; i.e., they correspond to 
the combustion of 1 kg of air with the appropriate mass of fuel. The mass basis 
for the unburned and burned mixture charts are the same. 

_ Figures 4-5 to 4-9 are property charts for the high-temperature burned gas; 
each is a plot of internal energy versus entropy for a particular fuel and equiva- 
lence ratio. Lines of constant temperature, pressure, and specific volume are 
drawn on each chart. An illustration of the use of these charts follows. 


Example 4.3. The expansion process in an internal combustion engine, following 

“completion of combustion, can be modeled approximately as an adiabatic and 
reversible process (i.e., isentropic). Under full-load operation, the pressure in the 
cylinder of a spark-ignition engine at top-center immediately following combustion 
is 7100 kPa. Find the gas state at the end of the expansion stroke and the expansion 
stroke work. The compression ratio is 8, the mixture is stoichiometric, and the 
volume per unit mass of air at the start of expansion is 0.125 m?/kg air. 

Locate p, = 7100 kPa and v, = 0.125 m3/kg air on the @ = 1.0 burned gas 
chart (Fig. 4-8). This gives T, = 2825 K, u, = —5 kJ/kg air, and s, = 9.33 kJ/kg 
air-K. The gas expands at constant entropy to vp, = 8 x v, = 1 m3/kg air. Follow- 
ing a constant entropy process from state 1 on Fig. 4-8 gives 


T, =1840K,  p,=570kPa, and u, = —1540 kJ/kg air 
The expansion stroke work, assuming the process is adiabatic, is 
W, -2 = —(u. — uy) = 1540 — S$ = 1535 kI/kg air 


As the burned gases in an engine cylinder cool during the expansion 
process, the composition eventually “freezes”—becomes fixed in composition— 
because the chemical reactions become extremely slow. This is usually assumed 
to occur at about 1700 K (see Sec. 4.9). The equilibrium assumption is then no 
longer valid. For lean and stoichiometric mixtures this distinction is not import- 
tant because the mole fractions of dissociated species below this temperature are 
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Internal energy versus entropy chart for equilibrium burned gas mixture, isooctane fuel; equivalence ratio 0.4 
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Burned gas properties 
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FIGURE 46 
Internal energy versus entropy chart for equilibrium burned gas mixture, isooctane fuel; equivalence ratio 0.6. 
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Burned gas properties 
Pressure: p, KN/m? —— 
Volume: v, m3/kg air -- 
Temperature: 7, K —— 
Fuel: Isooctane Cg Hj, 

Equivalence ratio: 0.8 
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FIGURE 4-7 
Internal energy versus entropy chart for equilibrium burned gas mixture, isooctane fuel ; equivalence ratio 0.8. 


CT ONBs souspeainbs : ony suejo0ost ‘oanyxiu seB poung wnyquinba Joy yeys Adonue snsioa AB1ouD jewsjuy 


ban | 
a 
or Ly) 
‘~T ole > Me He 84/py ‘s Adonuy omen " 
SU VII Il TIL Oo el oO vol TOI OO! 86 96 ¥6 76 06 8°8 98 V8 78 Og BL 
| wn A eee 
a aan aa a ae a 0081 — 
a ZN apt 
KA VA 
WA LZ | 
d Z\ T if 0001 — 
Pen’, |p 
Zane = 4 5 
7 voit = 5 | T | a: 
Me) 
oo0e = 1+} j——j00z = 
ooze = L | S 
L TI e 
aa :—~jooo1 & 
L . 
ZT Ones souajeainby 
81} 85 aueo00s] :Jan.7 oor! 
— AV ssumerdwa | 
“| +. 41 3y/,UU ‘a :oWIN]OA |008! 
| —— zUI/Ny ‘d :oinssaig 
sorurodoad se3 powing | 00% 


‘OT ones douajeAinba ‘ony sue}D00sI ‘omnyxIW seB pousng NLQINbs 305 j2eYyD Adosqua snssoA ABi9UD PEUIDIU], 
: sv Tan 
Me ae By/py ‘s Adonug 
PIL TIL OI SOl 9OI FOI TO OO! 86 96 6 76 06 88 98 78 78 08 BL VL HL 


EP Gasces-27Sss ooVe- 
VA 
ADFAL LE 
8 APTI POI 


OT Me RI eke 
LDL Te ben 


BR 
N 


NN 


NORA ASS 


1 

: 
S 
\ 
N 


qe 84/py ‘n A8i10uq 


BAESNAN 
NS 
AN 
NL 


S 
N 
120 


a 
LZ 4 
aL L LAMM IL 
&. V f} AT J ff Q'| :oner souspeanby 00zI 
VY JA L-7 Ln / get 8Ipy 8) ouBO00s] :[aNY 
“7% / ig ys 0? W Cz voumesodway, 0091 
el /\ 7 Fit | fo ra —— Je 34/,W ‘A :ouINyO 
> re 84/¢ 1A 
f > / s . 
S| Lot1 Yt A fev. / le ZWYNA ‘d :ernssaig 0002 
& ry q Varian TT | somedoad se8 powing , 
| ae VITA Me & 9s & 00rz 
A SIO & Lo oF 
cS) 


122 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


1400 
ae ea es a 
Pei ee eae ne Ie a eee mo 
Burned mixture properties a \, $ 
ea Fuel: Isooctane, CgH)g | |e 708 
V7 oe” 
—-!|-++ | #4 = 
Ps ie ee WAZA 
Li) 


at 
tte 
‘ae 
R 
K 


g 


a 
aN 
: 


Sensible enthalpy and internal energy, kJ/kg air 


BANG 
\ 


NG 


Naa 


300 400 $00 600 700 800 900 1000 =«1100 = 1200 1300 


Temperature, K 
FIGURE 4-10 


Sensible enthalpy and internal energy of low-temperature burned gases as function of temperature, 
isooctane fuel. Units: kJ/kg air in original mixture. 


. TABLE 47 
Frozen burned gas composition: C,H, s-air combustion 
¢ co, H,O co H, oO, N, Sum Units 
NS oS PR a 
04 0.0521 0.0586 — — 0.122 0.767 1,000 mole fractions 
1.85 2.08 _ ~_ 434. 273 35.6 mol/kg airt 
0.6 0.0770 0.0866 = — _ 0.0802 0.756 1.000 mole fractions 
2.78 3.13 _ _ 2.89 27.3 36.1 mol/kg airt 
08 0.101 0.113 _ _ 0.0395 0.746 1.000 mole fractions 
3.70 4.14 _ _ 1.45 273, (36.6 mol/kg airt 
1.0 0.125 0.140 = = _ 0.735 1.000 mole fractions 
4.64 §2 0 = — _ 27.3 37.1 mol/kg airt 
1.2¢ 0.0905 0.138 0.0516 0.0224 — 0.698 1.000 mole fractions 
3.54 $.38 2.02 0.876 = 27.3 39.1 mol/kg airt 


+ K(T) in Eq. (4.6) evaluated at 1740 K; K = 3.5. 
t Note mol/kg air; multiply by 107? for kmol/kg air. 
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small. For rich mixtures, a frozen composition must be selected and used because 
the mole fractions of CO,, CO, H,O, and H, would continue to change if equi- 
librium is assumed as the temperature decreases. Internal energy and enthalpy, 
per kilogram of air in the original mixture, of the frozen burned mixture are 
plotted against temperature in Fig. 4-10. The assumed frozen burned mixture 
compositions are listed in Table 4.7. These are sensible internal energies and 
enthalpies, given relative to their values at 298.15 K. — 


45.3 Relation between Unburned 
and Burned Mixture Charts 


We now address the questions: Given unburned mixture at T,, p;, v,, what is the 
state of the burned mixture following (1) constant-volume adiabatic combustion 
or (2) constant-pressure adiabatic combustion? 

The datum for internal energy and enthalpy for the unburned mixture in 
Fig. 4-3 is different from the datum for internal energy and enthalpy for the 
burned mixture. For the unburned mixture, zero internal energy and enthalpy for 
the mixture at 298.15 K was assumed. For the burned mixture, zero enthalpy for 
the gaseous species O,, N,, and H,, and C (solid graphite) at 298.15 K was 
assumed. These data can be related through the enthalpies of formation, fro: 
O,,N.,, H2, and C, of each species in the unburned mixture. , 

If Ah?, is the enthalpy of formation of species i at 298.15 K, per kilomole, 
and Ah;., is the enthalpy of formation of the unburned mixture at 298.15 K, per 
kilogram of air in the original mixture, then 


Ahy, =, m ARG; (4.27) 


where n, is ; the number of kilomoles of species i per kilogram of air. The 
unburned mixture enthalpy h,, with the same datum as the burned mixture enth- 
alpy, is therefore given by the sum of the sensible enthalpy h,, and Ahj.,: 


h, = h,,, + Ahy, (4.28) © 
Similarly, the internal energy u, is given by 
—_ u, =u,, + Aus, (4.29) 
Au’, can be obtained from . 
Au}, = ys n; Aus; (4.30) 
Alternately, Eq. (3.18) can be used to obtain Au¥.,, from Ah}: 
Au}, = Ah}, — (np — ng)RT (4.31) 


_Enthalpies and internal energies of formation of the relevant burned gas 
Species and individual fuel compounds are given in Table 4.8 and App. D. Values 
4 n are obtained from Tables 4.4 and 4.7. Following the procedure used in 

xample 4.4 below, expressions for Ah; and Auf, in kilojoules per kilogram of 
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TABLE48 
Standard enthalpies and internal energies of 


formationt 


Ake,, MS/kmol —Aii3,,, MJ/kmol 


co, —393.5 —393.5 
H,0 (gas) —241.8 — 240.6 
co ~ 110.5 111.7 
CgHis (gas) —224.1 — 204.3 


+ At 298.15 K. Ah®, for O,, N,, and H, are zero by defini- 
tion. : 
Sources: JANAF tables,® Rossini et al.'® 


air can be obtained. For the charts of Figs. 4-3 and 4-5 to 4-9, these expressions 


are: 
b= 0.4:" 

Aho, = —51.9—1181x, Aut, 
¢=0.6: 

Ah’, = —778—177ix, Au}, 

$ =08 

Ah?,, = —103.8—2361x, Au}, 
$= 10 

Ah’, = —129.7—2951x,  Auj, 
o = 1.2 


Ah, = —155.6—2759x, Aus, 


—47.3 — 1183x, 
—70.9 — 1774x, 
—94.6 — 2365x, (4.32) 


— 118.2 — 2956x, 


— 141.9 — 2769x, 


Example 4.4. Calculate Ah, the enthalpy of formation of the unburned mixture, 
and Au;,,, the internal energy of formation of the unburned mixture, for a 
C,H, ,-air mixture with @ = 1.0 and burned gas fraction x,. 

Table 4.4 gives the moles of each species in the unburned mixture, per mole 


O, with ¢ = 1.0, as 
CgHjg, 0.08(1 — x,) 
O0,,1-x 
N,, 3.773 


CgHj,, 5.787 x 10°* (1 — x) 


O,, 7.233 x 1073 (1 — x) 
N,, 2.729 x 107? 


CO,, 0.64x, 
H,0, 0.72x, 
CO and H,, 0 


Table 4.5 gives the mass of air per mole O, as 138.2 kg/kmol. Thus the number of 
kilomoles of each species per kilogram of air is 


CO,, 4.629 x 103x, 
H,0, 5.208 x 10-3x, 
CO and H;, 0 
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With Af? ; from Table 48, Eq. (4.27) gives. 

Ah’. = 5.787 x 107* x (—224.1 x 105\1 — x;) 

+ x,[4.629 x 10-3 x (—393.5 x 10%) + 5.208 x 1073 x (—241.8 x 10°)] 

Ah®.,, = (—129.7 — 2951x,) x 103 -I/kg air 
With Aa? ; from Table 4.8, Eq. (4.30) gives 
Au?., = 5.787 x 10~* x (—204.3 x 1051 — x,) 

+ x,[4.629 x 10°? x (—393.5 x 10%) + 5,208 x 10-3 x (—240.6 x 108) 

Au?., = (—118.2 — 2956x,) x 10? I/kg air 


Alternatively, we can determine Auj,, from Ah}, using Eq. (4.31). For this calcu- 
lation, the “product” gas is the unburned mixture and the “reactant” gas is the 
mixture of elements from which the unburned mixture is formed. The number of 
gaseous moles in the unburned mixture np, per mole O, in the original mixt i 

(from Table 4.5 for ¢ < 1) . ; ene Unter 


np = (1 — x, 4429S t4y | enti —o6 4149) 


The elemental reactant mixture from which the unburned mixture is formed is, from 
Eq. (4.4), 
eC + 2(1 — PH, + O, + WN, 
Thus, ng, the moles of gaseous elements, is 
ng = Al—ePt+1+y 
For air, y = 3.773; for CeHig fuel, ¢ = 0.64 and M, = 114. For ¢ = 1, 


Np — Ng = —0.64 + 0.28x, moles/mole O, 


and (np — ng)RT = (—0.64 + 0.28x,) x 8.3143 x 10° x = 
or (np — ng)RT = (—11.5 + 5.0x,) x 10? SI/kg air 
Since 


Au; = Ah; — (np — ng)RT 
Auj, = (— 129.7 — 2951x,) x 10? — (—11.5 + 5.0x,) x 10° 
Aus, = (—118.2 — 2956x,) x 10? I/kg air 


The combustion process links the unburned and burned mixture properties 


as follows: 


For an adiabatic constant-volume combustion process, 
My =U, = Uy, + Auy, (4.33) 


vy, = v, 
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Thus, given u,, and v,, the state of the burned mixture can be determined from 
the appropriate burned mixture chart. 
For an adiabatic constant-pressure combustion process, 


h, = h, = h,, + Ah}, (4.34) 
Since 


u, = h, — pv, 


given h,, and p, u, and v, must be found by trial and error along the specified 


constant-pressure line on the appropriate burned mixture chart. 


Example 4.5. Calculate the temperature and pressure after constant-volume adia- 
batic combustion and constant-pressure adiabatic combustion of the unburned 
mixture (with @ = 1.0 and x, = 0.08) at the state corresponding to the end of the 
compression process examined in Example 4.2. 

The state of the unburned mixture at the end of the compression process in 
Example 4.2 was 


T, = 682K, u,,=350k3/kgair,  p, = 1.57 MPa, v, = 0.125 m3/kg air 
For an adiabatic constant-volume combustion process [Eq. (4.33)], 
uy =u, =u, + Aus, 
For ¢ = 1.0, Auj., is given by Eq. (4.32) as 
Auj,, = — 118.2 — 2956x, = —118.2 — 236.5 = —355 kJ/kg air 
Hence 
u, = 350 — 355 = —5 kJ/kg air 
Also 
v, = v, = 0.125 m3/kg air 
Locating (u, , v,) on the burned gas chart (Fig. 4-8) gives 
T, = 2825 K, =p,» = 7100 kPa 
For 2 constant-pressure combustion process [Eq. (4.34)], 
hy = h, = hy, + Any 
For ¢ = 1.0, Ahj,, is given by Eq. (4.32) as 
Ahj,, = —129.7 — 2951x, = —129.7 — 236 = — 366 kJ/kg air 
At T, = 682 K, h,,, = 465 kJ/kg air, so — e 
h, = 465 — 366 = 99 kJ/kg air 
Since p, = p, = 1.57 MPa, the internal energy u, is given by 
u, = hy — Py?) = 99 — 1.57 x 1070, =k I /kg air 
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A trial-and-error solution for v, and u, along the p = 1570 kPa line on Fig. 4-8 gives — 
u, = —655 ki/kg air, T,=2440K, 0, = 0.485 m/kg air 


(Use the ideal gas law to estimate p, T, or v more accurately.) 


46 TABLES OF PROPERTIES 
AND COMPOSITION 


Tables of thermodynamic properties of air are useful for analysis of motored 
engine operation, diesels and compressors. Keenan, Chao, and Kaye’s Gas 
Tables® are the standard reference for the thermodynamic properties of air at low 
pressures (i.¢., at pressures substantially below the critical pressure when the ideal 
gas law is accurate). These gas tables are in U.S. and SI units. A set of tables for 
air in SI units has been prepared. by Reynolds’ following the format of the 
Keenan et al. tables. A condensed table of thermodynamic properties of air, 
derived from Reynolds, is given in App. D. It contains: 


h = enthalpy, kJ/kg 
u = internal energy, kJ/kg 


Tle 
v=[ (2) aT, kI/kg+K 
lo \T. 


T 
® -| (2) aT, kI/kg-K 
WAT 


p, = relative pressure 

v, = relative volume : 

c, = Specific heat at constant pressure, kJ/kg’ K 
c, = specific heat at constant volume, kJ/kg*K 
y = ratio of specific heats 


all as a function of T(K). 
® is the standard state entropy at temperature T and 1 atm pressure, rela- 
live to the entropy at 0 K and 1 atm pressure. The entropy at pressures other 
than | atm is obtained using Eq. (4.14). 
The relative pressure p, is defined by 


inp (4.35) 
R 


ae is a function of T only. Along a given isentropic, it follows from Eq. (4.18) 
eek the ratio of actual pressures p, and p, corresponding to temperatures T, and 
1 1S equal to the ratio of relative pressures, i.e., . 


P2 _(Pr 
(2) 7 (2) sO (4.36) 


This affords a means of determining T,, for an isentropic process, given T, and 
P2/p, (see Example 4.6). 
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The relative volume 2, is defined by . 


RT 
v, = " oo (4.37) 
The units are selected so that v, is in cubic meters per kilogram when T is in 
kelvins and p, is in pascals. Along a given isentropic, the ratio of actual volumes 
V, and V, (for a fixed mass) at temperatures T, and T,, from Eq. (4.37), is equal to 


the ratio of relative volumes 
7 
— = 4.38 
( V, s=const vu, 1. ¢ ) 


This affords a means of determining T, for an isentropic process, given T, and 
V,/V, (see Example 4.6). 

Tables giving the composition and thermodynamic properties of com- 
bustion products have been compiled. They are useful sources of property and 
species concentrations data in burned gas mixtures for a range of equivalence 
ratios, temperatures, and pressures. Summary information on four generally 
available sets of tables is given in Table 4.9. The most extensive set of tables of 
combustion product composition and thermodynamic properties is the AGARD 
set, Properties of Air and Combustion Products with Kerosene and Hydrogen 
Fuels, by Banes et al.'? Note, however, that their enthalpy datum differs from the 
usual datum (enthalpy for O,, N,, H,, and C is zero at 298.15 K). The elements 
in their reference state at 298.15 K were assigned arbitrary positive values for 
enthalpy to avoid negative enthalpies for the equilibrium burned gas mixture. 


Example 4.6. In a diesel engine, the air conditions at the start of compression are 
p, = 1 atm and T, = 325 K. At the end of compression p, = 60 atm. Find the tem- 
perature T, and the compression ratio V,/V2. 

Air tables (see App. D), at T, = 325 K, give 


P,, = 97.13 and v,, = 960.6 
Use Eq. (4.36), 


Pra _ P2 _ 69 

Pre Ps 
to give 

Pr, = 5828 
Tables then give 
T,=992K and »,, = 48.92 
The compression ratio is given by 
Z = - = ~~ = 19.6 


Naess Sih epistening cesta ed « 
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TABLE 49 ; 
Tables of properties of air and combustion products 


composition C Mixture Units @ range T range p range Enthalpy datum 


Properties P, 


Source 


h=O0atOK 
h, =O atOK 


Low 


100-3600 K. 


US., SI 


P 


Keenan, Chao, and Kaye® 


100-2000 K = Low 
200-1500 K. 


0.25, 0.5, 1.0 


Low 


Reynolds’ 


600-5000°R 


hofC,H,,N,,0, 


0.01-30 atm 


zero at OR 
Arbitrary, to 
keep h, > 0 


0.25-4 


US. 


Air-(CH2), 


P and C 


General Electric!’ 


SI 100-6000 K 1-800 atm 
(CH,),-air 0.2-2 
H,-air 0.2-2 


Air 


P and C 


AGARD"? 
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4.7 COMPUTER ROUTINES 
FOR PROPERTY AND 
COMPOSITION CALCULATIONS 


When large numbers of computations are being made or high accuracy jis 


required, engine process calculations are carried out on a computer. Relation. 4 
ships which model the composition and/or thermodynamic properties of 4 


unburned and burned gas mixtures have been developed for computer use. These 
vary considerably in range of application and accuracy. 
The most complete models are based on polynomial curve fits to the ther- 


modynamic data for each species in the mixture and the assumptions that (1) the 4 


unburned mixture is frozen in composition and (2) the burned mixture is in equi- 
librium. The approach used as the basis for representing JANAF table thermody- 
namic data® in the NASA equilibrium program®!° (see Sec. 3.7) will be 
summarized here because it is consistent with the approach used throughout to 
calculate unburned and burned mixture properties. 

For each species i in its standard state at temperature T(K), the specific 


heat ¢,,, is approximated by 


ma” 


The standard state enthalpy of species i is then given by 


ieee Gin 913 2, Gia 3 4 Gis pa 5 Gis 4.40 
Rr at Teer +e rts (4.40) 


The standard state entropy of species i at temperature T(K) and pressure 1 atm, 
from Eq. (4.14), is then 


F = ay In T+ aT +2 72+ 8 784 8 Tt + ay (441) | 


Values of the coefficients a,; for CO,, H,O, CO, H,, O2, N,, OH, NO, O, and 
H from the NASA program are given in Table 4.10. Two temperature ranges are 


given. The 300 to 1000 K range is appropriate for unburned mixture property 


calculations. The 1000 to 5000 K range is appropriate for burned mixture pro- 


perty calculations. Figure 4-11 gives values of c,/R for the major species, CO,, # 


H,O, O,, N,, Hz, and CO, as a function of temperature. 


4.7.1 Unburned Mixtures 


Polynomial functions for various fuels (in the vapor phase) have been fitted to the 3 4 


functional form:'3-*5 


; A, 
yp = Ap, + Apt + Apst? + Apgt + = 


fay + jy T + G3 T? + Gig T? + ;5T* (4.39) 


FETE aca ean ia ha 


(4.42) 4 


3 


ete nation di 2 SWNT au Bitton cat SINE HE vig ok 


TABLE 4.10 


Coefficients for species thermodynamic properti 


Gig 
0.22741(—9) 


ay 
—0.12393(—5) 
—0.66071(—5) 
—0.80224( — 6) 


a2 
0.30982( — 2) 
0.87351{—2) 


ay 


T range, K 


Species 


—0,98636(0) 
0.96951( +1) 


—0.48961( +5) 
~0.48378( +5) 
—0.29906( +5) 
—0.30280( +5) 
~0.14245( +5) 
~0.14356( +5) 
~0.87738( +3) 
—0.98890( + 3) 
—0.12020( +4) 
—0,10475( +4) 
—0.90586( + 3) 
—0.10612(+4) 


—0.15526(— 13) 
0.63274(—15) 
—0.48472( — 14) 


0.20022(—8) 


0.44608(+ 1) 
0.24008(-+ 1) 


1000-5000 
300-1000 
1000-5000 


2 


co 


0.66306( + 1) 


—0.32270(0) 


0.10227(—9) 
—0.29637(—8) 


0.29451(—2) 


0.27168( + 1) 


H,O 


0.80702(— 12) 
—0.69354{ — 14) 


0.40701(+ 1) —0.11084(— 2) 0.41521(—5) 
—0,57900(— 6) 


300-1000 
1000-5000 


0.63479( + 1) 


0.10365(—-9) 
—0.20320(—8) 


0.14891(—2) 
~0.16191(—2) 


0.29841(+ 1) 


co 


0.29555( + 1) 
—0.19629( + 1) 
—0.22997( +1) 


0.36924(—5) ° 0.23953( — 12) 


0.37101(+1) 


300-1000 
1000-5000 


0.36945(— 14) 
—0.1812%(— 11) 
—0.28946(—14) 


—0.34910(— 10) 
0.55210(—8) 


0.52644(—7) 
—0.58099(—5) 
—0.19652(—6) 


0.5111 —3) 
0.26765(—2) 


0.31002( +1) 
0.30574(+1) 


300-1000 
1000-5000 


H, 


0.36151(+ 1) 
0.43053(+ 1) 


0.21556(— 11) 
—0.65224(— 14) 
—0.22577(— 12) 


0.36202(— 10) 
—0.67635(—8) 


0.70555(—5) 
~0.57235(—6) 


0.73618( — 3) 
—0.18782(—2) 


0.36220( + 1) 
0.36256(+ 1) 


300-1000 
1000-5000 


0, 


0.61615(+ 1) 
0.23580(+ 1) 


0.99807(— 10) 
—0.63218(—9) 


0.23240(— 5) 
—0.19442(—6) 


— 0.52899 —6) 


—0.31028(—8) 


0.15155(—2) 
—0.12082(—2) 


0.28963( +1) 
0.36748(+ 1) 


300-1000 
1000-5000 


N, 


0.39354{ + 4) 0.54423(+ 1) 


0.14225(— 15) 
—0.64848(— 14) 
~0.43681(— 15) 


0.13757(— 10) 


0.95932( — 3) 


0.29106( + 1) 
0.31890( +1) 
0.25421(+1) 


0.25(+ 1) 


OH 


0.95919 — 10) 


0.67458(+ 1) 


0.98283( + 4) 


0.13382(—2) 
—0.27551(—4) 


1000-5000 


NO 
oO 
H 


0.49203(+ 1) 


—0.46012(0) 


0.29231(+5) 


0.45511(—11) 


0.0 


1000-5000 


0.25472 +5) 


0.0 


0.0 


0.0 


1000-5000 


Source: NASA Equilibrium Code.? 
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where t = T(K)/1000. Ay, is the constant for the datum of zero enthalpy for C, ¢ S/Ssuas vis gg 
H;, O,, and N; at 298.15 K. For a 0 K datum, A;g is added to Ay,. For pure RJ a3 
hydrocarbon compounds, the coefficients A,; were found by fitting Eqs. (4.42) 3| ey 
and (4.43) to data from Rossini et al.'© Values for relevant pure fuels are givenin % if Bz Soe ,essy ao zs 
Table 4.11. The units for @,,, are cal/gmol-K, and for h, are kcal/gmol. a/S¥/5 3258 8 28 2) Fe 
Multicomponent fuel coefficients were determined as follows.'* Chemical = = eaiaar ft 
analysis of the fuel was performed to obtain the H/C ratio, average molecular g aon EF 
weight, heating value, and the weight percent of aromatics, olefins, and total ¢ z s 2 z ce e 2 o % 
paraffins (including cycloparaffins). The fuel was then modeled as composed of a - E af Sonos cs wg’ "8 = 4 
representative aromatic, olefin, and paraffin hydrocarbon. From atomic conset- € Bl\O0V0CT FN dd Oo => 
vation of hydrogen and carbon and the chemical analysis results, component 5 5 33 
molar fractions and average carbon numbers can be determined. Table 4.11 gives a3 ze. 8 Z a8 os 
values for the coefficients A,, to Ayg for typical petroleum-based fuels. The units @ z : x é 3 E 5 3 F 3 3 sf 
of the coefficients give @,, and h, in cal/gmol-K and kcal/gmol, respectively, | q FO] #/sf£ 2283865 & zs 


with ¢ = T(K)/1000. 
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FIGURE 4-12 

Specific heat at constant pressure of 
unburned gasoline, air, burned gas 
mixtures as function of temperature, 
equivalence ratio, and burned gas 
fraction. Units: kJ/kg mixture: K. 


FIGURE 4-13 
of unburned gasoline, air, burn 


perature, equivaience tatio, 
burned gas fraction. 


Ratio of specific heats, 7, =Cpu/ea* 3 


i 
5 
5 
3 
: 
4 
a 
3 
3 


gas mixtures as function of tem = 
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The thermodynamic properties of the unburned mixture can now be 
obtained. With the moles of each species per mole O,, n,, determined from Table 
4.4, and the mass of mixture per mole O,, mgp, determined from Table 4.5, the 
unburned mixture properties are given by 


Ene (4.44a) 


L mii (4.44b) 
i 


SS » nf 3 —Rin (*)] —n,R In r} (4.44c) 


where p is in atmospheres. 

Figures 4-12 and 4-13, obtained with the above relations, show how c,, 
and 7,( = Cpu/Cy) Vary with temperature, equivalence ratio, and burned gas frac- 
tion, for a gasoline-air mixture. 


4.7.2 Burned Mixtures 


The most accurate approach for burned mixture property and composition cal- 
culations is to use a thermodynamic equilibrium program at temperatures above 
about 1700 K and a frozen composition below 1700 K. The properties of each 
species at high and low temperatures are given by polynomial functions such as 
Eqs. (4.39) to (4.41) and their coefficients in Table 4.10. The NASA equilibrium 
program (see Sec. 3.7) is readily available for this purpose and is well docu- 
mented.®: !° The following are examples of its output. 
Figure 3-10 showed species concentration data for burned gases as a func- 
tion of equivalence ratio at 1750, 2250, and 2750 K, at 30 atm. Figure 4-14 shows 
the burned gas molecular weight M,, and Figs. 4-15 and 4-16 give Cy», and y, as 
functions of equivalence ratio at 1750, 2250, and 2750 K, at 30 atm. Figures 4-17 
and 4-18 show c,, and y, as a function of temperature and pressure for selected 
equivalence ratios for mixtures lean and rich of stoichiometric.'7 For rich mix- 
tures (6 > 1), for T > 2000 K, c,, and y, are equilibrium values. For 1200 
K S T < 2000 K, “frozen” composition data are shown where the gas composi- 
Won is in equilibrium at the given T and p but is frozen as c, and c, are com- 
puted. Below about 1500 K, fixed composition data are shown corresponding to 
a value of 3.5 for the water-gas equilibrium constant which adequately describes 
exhaust gases (see Sec. 4.9). 
ac Because the computational time involved in repeated use of a full equi- 
tbrium Program can be substantial, simpler equilibrium programs and approx- 
mate fits to the equilibrium thermodynamic data have been developed. The 
‘proach usually used is to estimate the composition and/or properties of undis- 
‘ciated combustion products and then to use iterative procedures or corrections 
‘0 account for the effects of dissociation. 


136 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


, Molecular weight M, 


Sp, by kJ/kg K 


FIGURE 4-14 

Molecular weight of equilibrium 
burned gases as a function of equiv- 
alence ratio at T = 1750, 2250, and 
2750 K, and 30 atm. Fuel: isooctane. 


0.2 04 0.6 0.8 1.0 1.2 1.4 
Fuel/air equivalence ratio 


2.5 


2.0 


1.5 


FIGURE 4-15 
Specific heat at constant pressure of 
equilibrium burned gases as a function 
1.0 of equivalence ratio at T = 1750, 2250, 
0.2 0.4 0.6 0.8 1.0 1.2 1.4 and 2750 K, and 30 atm. Fuel: iso- 
Fuel/air equivalence ratio octane. Units: kJ/kg mixture: K. 


er i dutmeeleiivtuln sce s pane « 
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FIGURE 4-16 

Ratio of specific heats, y, = c,,/c,5, for 
equilibrium burned gases as a function 
of equivalence ratio at T = 1750, 2250, 
and 2750 K, and 30 atm. Fuel: iso- 
octane. 


0.2 0.4 0.6 0.8 1.0 1.2 1.4 
Fuel/air equivalence ratio 


A computer program for calculating properties of equilibrium combustion 
products, designed specifically for use in internal combustion engine applications, 
has been developed by Olikara and Borman and is readily available.’* The fuel 
composition (C,H,,O,N,), fuel/air equivalence ratio, and product pressure and 
temperature are specified. The species included in the product mixture are: CO,, 
H,0, CO, H,, O., N,, Ar, NO, OH, O, H, and N. The element balance equa- 
tions and equilibrium constants for seven nonredundant reactions provide the set 
of 11 equations required for solution of these species concentrations (see Sec. 3.7). 
The equilibrium constants are curve fitted from data in the JANAF tables.* The 
initial estimate of mole fractions to start the iteration procedure is the non- 
dissociated composition. Once the mixture composition is determined, the ther- 
modynamic properties and their derivatives with respect to temperature, 
pressure, and equivalence ratio are computed. This limited set of species has been 
found to be sufficiently accurate for engine burned gas calculations, and is much 
more rapid than the extensive NASA equilibrium program.” 1° 

Several techniques for estimating the thermodynamic properties of high- 
temperature burned gases for engine applications have been developed. One com- 
monly used approach is that developed by Krieger and Borman.'® The internal 
energy and gas constant of undissociated combustion products were first 
described by polynomials in gas temperature. The second step was to limit the 
Tange of T and p to values found in internal combustion engines. Then the devi- 
ations between the equilibrium thermodynamic property data published by 
Newhall and Starkman** and the calculated nondissociated values were fitted 
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FIGURE 4-17 


Specific heat at constant pressure for equilibrium, frozen, and fixed composition burned gases z 
function of temperature and pressure: (a) equivalence ratio @ < 1.0; (b) equivalence ratio o>. 
Units: J/kg mixture: K. Fuel: C,H), - 


ial function of T, p, and ¢. For ¢ < 1, a single set of equations 
Sie eee e > 1, sets of equations were developed, each set speee S . 
specific value of equivalence ratio (see Ref. 19). In general, the fit = ae 
energy is within 24 percent over the pressure and temperature range of 1 on 
and the error over most of the range is less than 1 percent. For many app 
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Equilibrium 


500 1000 1500 2000 2500 3000 3500 
Temperature, K 
(6) 
‘FIGURE 4-18 


Ratio of specific heats, Ye = Cps/Cy5, for equilibrium, frozen, and fixed composition burned gases asa 
function of temperature and pressure: (a) equivalence ratio ¢ < 1.0; (b) equivalence ratio ¢> L. Fuel: 
C.H,,. 


tions, the undissociated equations for thermod 


ynamic properties are sufficiently 
accurate. 


An alternative approach for property calculations, applicable to a wide 
range of hydrocarbon and alcohol fuels, is used extensively in the author’s labor- 


atory.2° With this method, the products of combustion of hydrocarbon (or 
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alcohol)-air mixtures are divided into triatomic, diatomic, and monatomic mol- 
ecules, M,, M,, and M,, respectively. Then, if Y is the extra number of moles of 
diatomic molecules due to dissociation of triatomic molecules and U is the extra 
number of monatomic molecules due to dissociation of diatomic molecules, the 
combustion reaction can be written as 
epC + (1 im e)@H, + 0, + WN = 
(2 —e)¢ —2YJM,+(1-¢$+3Y-—U+y]M, + 2UM, 
for @ <1 

((2 — ed) — 2Y]M, + [2 — 1) + 3Y —-U + WJM, + 2UM, 

, for @ > 1 


The method is based upon a fitting of data obtained from sets of detailed chemi- 
cal equilibrium calculations to this functional form. Two general dissociation 


reactions: 


(4.45) 


2M; = 3M, and M,; —_ 2M, 


are then used with fitted equilibrium constants K,(T) and K,(T) to calculate the; 


relative species concentrations. This approach has been developed to-give equa- 


tions for enthalpy which sum the translational, rotational, and vibrational contri- 


butions to the specific heat, and the enthalpy of formation: 


— + mMpph, 


T, 
. R : 
Mge h = > (8N3 + 7Na + SNAT + RON3 + Na) pe 4 


(4.46) 


where N,, N,, and N, are the number of moles of triatomic, diatomic, oa 
monatomic molecules respectively per mole O, reactant, T, is a fitted ae 
temperature, mp is the mass of products per mole O, reactant [Eq. (4.9)], and h, 
is the average specific enthalpy of formation of the products. 

The molecular weight is given by 


Mpp f 1 
M, = > OOO orgs 
P14 (1-dotyt+Ytu aan 
or M, — for g > 1 


“Q-a¢+Ww+Y+U 


U and Y sive found using an approximate solution to the equations ener is 
applying the fitted equilibrium constants to the dissociation reactions, My e 
obtained by fitting a correction to the undisssociated products enthalpy of form 


tion. Equations are presented for the partial derivatives of enthalpy h and seats ‘ 
p with respect to T, p, and ¢.2° These relationships have been tested for fuels = 


with H/C ratios of 4 to 0.707, equivalence ratios 0.4 to 1.4, pressures 1 to 30 atm, 


and temperatures 1000 to 3000 K. The error for burned mixture aero 3 
relevant to engine calculations is always less than +10 K. The errors in dens fa 


‘are less than +0.2 percent. 


: 
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48 TRANSPORT PROPERTIES 


The processes by which mass, momentum, and energy are transferred from one 
point in a system to another are called rate processes. In internal combustion 
engines, examples of such processes are evaporation of liquid fuel, fuel-air mixing, 
friction at a gas/solid interface, and heat transfer between gas and the walls of the 
engine combustion chamber. In engines, most of these processes are turbulent 
and are therefore strongly influenced by the properties of the fluid flow. However, 
turbulent rate processes are usually characterized by correlations between dimen- 
sionless numbers (e.g., Reynolds, Prandtl, Nusselt numbers, etc.), which contain 
the fluid’s transport properties of viscosity, thermal conductivity, and diffusion 
coefficient as well as the flow properties. 

The simplest approach for computing the transport properties is based on 
the application of kinetic theory to a gas composed of: hard-sphere molecules. By 
analyzing the momentum flux in a plane Couette flow,f it can be shown 
(Chapman and Cowling, Ref. 21, p. 218) that the viscosity » of a monatomic 
hard-sphere gas [where p = t/(du/dx), t being the shear stress and (du/dx) the 
velocity gradient] is given by 


[5(16,/) (mk T)*? 
Le Zz 


where m is the mass of the gas molecule, d is the molecular diameter, and K is 
Boltzmann’s constant, 1.381 x 10723 J/K. 

For such a gas, the viscosity varies as T'/?, but will not vary with gas 
pressure or density. Measurements of viscosity show it does only vary with tem- 
perature, but generally not proportionally to T’/?. The measured temperature 
dependence can only be explained with more sophisticated models for the inter- 
molecular potential energy than that of a hard sphere. Effectively, at higher tem- 
peratures, the higher average kinetic energy of a pair of colliding molecules 
requires that they approach closer to each other and experience a greater repul- 
sive force to be deflected in the collision. As a result, the molecules appear to be 
smaller spheres as the temperature increases. 

An expression for the thermal conductivity k of a monatomic hard-sphere 
gas [k = 4/(dT/dx), where q is the heat flux per unit area and dT/dx is the tem- 
Perature gradient] can be derived from an analysis of the thermal equivalent of 
Plane Couette flow (Ref. 21, p. 235): 


kx LISM64/ MEET /m)'? 


ze (4.49) 


(4.48) 


see Rn wt 
‘In Couette flow, the fluid is contained between two infinite plane parallel surfaces, one at rest and 


one moving with constant velocity: In the absence of pressure gradients, the fluid velocity varies 
hnearly across the distance between the surfaces. 
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which has the same temperature dependence as y. Equations (4.48) and (4.49) can § 


be combined to give 
k = fue, 


since, for a monatomic gas, the specific heat at constant volume is 3k/(2m). This 
simple equality is in good agreement with measurements of » and k for mon. 4 


atomic gases. 
The above model does not take into account the vibrational and rotational 


energy exchange in collisions between polyatomic molecules which contribute to 4 : 
energy transport in gases of interest in engines. Experimental measurements of k | 


and yp show that k is less than $y, for such polyatomic gases, where c, is the sum 
of the translational specific heat and the specific heat due to internal degrees of 


freedom. It was suggested by Eucken that transport of vibrational and rotational { 
energy was slower than that of translational energy. He proposed an empirical @ 


expression 
y — 5 
k= 4 He, 
— Heep _ 4 - 
or Pr k ~H-5 


where Pr is the Prandtl number, which is in good agreement with experimental 4 4 


data. 


through another, leads to an expression for the binary diffusion coefficient D,,. 


D,; is a transport property of the gas mixture composed of species i and j, defined t 
by Fick’s law of molecular diffusion which relates the fluxes of species i andj,T,, & 
and I,,, in the x direction to the concentration gradients, dn,/dx and dn,/dx (nis & 


the molecular number density): 


dn; dn 
r= -0,{ #) r= -»,{#) 


The binary diffusion coefficient for a mixture of hard-sphere molecules is (Ref. 21, 
p. 245) 


. Pp\ 1/2 
- D 3 (=) (4.51) 


1 16nd? XM; 


where m,; is the reduced mass m,m,/(m, + my). 
A more rigorous treatment of gas transport properties, based on more real- 


istic intermolecular potential energy models, can be found in Hirschfelder et al, 
who also present methods for computing the transport properties of mixtures of 4 


gases. The NASA computer program “Thermodynamic and Transport Propet- 
ties of Complex Chemical Systems”!° computes the viscosity, thermal conduc- 


(4.50) i 


A similar analysis of a binary diffusion process, where one gas diffuses ¥ 


pia ticles Aint Monte aise oe eos 
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tivity, and Prandtl number in addition to the thermodynamic calculations 
described in Secs. 3.7 and 4.7 for high-temperature equilibrium and frozen gas 
composition mixtures. The procedures used in the NASA program to compute 
these transport properties are based on the techniques described in Hirschfelder 
et al.2? The NASA program has been used to compute the transport properties of 
hydrocarbon-air combustion products.'7 These quantities are functions of tem- 
perature T, equivalence ratio @, and (except for viscosity) pressure p. Approx- 
imate correlations were then fitted to the calculated data of viscosity and Prandtl 
number. The principal advantage of these correlations is computational speed. 
For Prandtl number (jc,/k), it was found convenient to use y, the specific heat 
ratio (c,/c,), as an independent variable. Values of » and c, then permit determi- 
nation of the thermal conductivity. 

The viscosity of hydrocarbon-air combustion products over the tem- 
perature range 500 up to 4000 K, for pressures from 1 up to 100 atm, for ¢=0 
up to @ = 4 is shown in Fig. 4-19. The viscosity as a function of temperature-of 
hydrocarbon-air combustion products differs little from that of air. Therefore, a 
power law based on air viscosity data was used to fit the data: 


Pairkg/m *s) = 3.3 x 107” x T°? (4.52) 


where T is in kelvins. The viscosity of combustion products is almost indepen- 
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dent of pressure. This correlation was corrected to include the effect of the equiv- 
alence ratio ¢ on the viscosity of hydrocarbon-air combustion products:. 


= Bair 
Hprod = 1 + 0.027 633) 


Figure 4-19 shows that the viscosity predicted using Eqs. (4.52) and (4.53) is very 
close to the viscosity values calculated with the NASA program. There is less 
than 4 percent error. 

The Prandtl number of hydrocarbon-air combustion products has also 
been correlated over the above ranges of temperatures, pressures, and equiva- 
lence ratios. Since the expression for Prandtl number of a monatomic hard- 
sphere molecule gas is a function of y, a second-order polynomial of y was used 
to curve-fit the calculated Prandtl number data. A good fit to the data for lean 
combustion product mixtures was the following: 

Pr = 0.05 + 4.2y — 1) — 6.7(y — 1)? osi (4.54) 
The values of Pr predicted with Eq. (4.54) are within 5 percent of the equilibrium 
Pr values calculated with the NASA program. For rich mixtures the following 
equation is a good fit to the equilibrium values of Pr using equilibrium values of 
y, for temperatures greater than 2000 K: 


0.05 + 4.2(y — 1) — 6.7(y — 17 
T= T0015 x 10-@T)? 1<@s4 (4.55) 
The predicted values of Pr in this case are also close to the calculated values of 
Pr, with less than 10 percent error. Equation (4.55) is also a reasonable fit to the 
frozen valuest of Pr for rich mixtures, using frozen values of y, for the tem- 
perature range 1200 to 2000 K. As there are no data for Pr of rich mixtures at 
low temperatures, we suggest that where a fixed composition for the mixture is 
appropriate (e.g., during the exhaust process in an internal combustion engine), 
Eq. (4.55) can also be used with fixed composition values of y. 

The Prandtl number can be obtained from the above relations if 7 is 
known. The thermal conductivity can be obtained from the Prandtl number if 
values of p and c, are known. Values of y, and c,, as functions of temperature, 
pressure, and equivalence ratio are given in Figs. 4-15 to 4-18. 

* Since the fundamental relations for viscosity and thermal conductivity are 
complicated, various approximate methods have been proposed for evaluating 
these transport properties for gas mixtures. A good approximation for the vis- 


}.In the NASA program, “frozen” means the gas composition is in equilibrium at the given T and P, 


but is frozen as c,, c,, and k are computed. 
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cosity of a multicomponent gas mixture is 
v ¥2 

x 
Mist = ya 
i= XP/p; + 1.385 Vea jet %, X(RT/pM; Dj) 
where Xi and M, are the mole fraction and molecular weight of the ith species, , 
is the viscosity of the ith species, v is the number of species in the mixture, and D, 
is the binary diffusion coefficient for species i and j.2? 


(4.56) 


49: EXHAUST GAS 
COMPOSITION 


While the formulas for the products of combustion used in Sec. 3.4 are useful for 
determining unburned mixture stoichiometry, they do not correspond closely to 
the actual burned gas composition. At high temperatures (e.g., during combustion 
and the early part of the expansion stroke) the burned gas composition corre- 
sponds closely to the equilibrium composition at the local temperature pressure. 
and equivalence ratio. During the expansion process, recombination. reactions 
simplify the burned gas composition. However, late in the expansion stroke and 
during exhaust blowdown, the recombination reactions are unable to maintain 
the gases in chemical equilibrium and, in the exhaust process, the composition 
becomes frozen. In addition, not all the fuel which enters the engine is full 
burned inside the cylinder; the combustion inefficiency even when excess air i 
present is a few percent (see Fig. 3-9). Also, the contents of each cylinder are not 
necessarily uniform in composition, and the amounts of fuel and air fed to each 
cylinder of a multicylinder engine are not exactly the same. For all these reasons 
the composition of the engine exhaust gases cannot easily be calculated. 
It is now routine to measure the composition of engine exhaust gases. This 


. is done to determine engine emissions (e.g., CO, NO,, unburned hydrocarbons, 


and Particulates). It is also done to determine the relative proportions of fuel and 
air which enter the engine so that its operating equivalence ratio can be com- 
puted. In this section, typical engine exhaust gas composition will be reviewed 


4.9.1 Species Concentration Data 


Standard instrumentation for measuring the concentrations of the majo 
re 

ns species has been developed.”* Normally a small fraction of the engine exbaust 
aS an is drawn off into a sample line. Part of this sample.is fed directly to 
tor FI D) The used for unburned hydrocarbon analysis, a flame ionization detec- 
small b ‘ e hydrocarbons Present in the exhaust gas sample are burned in a 
umbe ydrogen-air flame, producing ions in an amount proportional to the’ 
; t of carbon atoms burned. The FID is effectively a carbon atom counter. It 


“is cali wt es 
Ur alibrated with sample gases containing known amounts of hydrocarbons. 


n . 
burned hydrocarbon concentrations are normally expressed as a mole fraction 
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or volume fraction in parts per million (ppm) as C,. Sometimes results are 
expressed as ppm propane (C3;H;) or ppm hexane (C,H,,); to convert these to 
ppm C,; multiply by 3 or 6, respectively. Older measurements of unburned hydro- 
carbons were often made with a nondispersive infrared (NDIR) analyzer, where 
the infrared absorption by the hydrocarbons in a sample cell was used to deter- 
mine their concentration.?? Values of HC concentrations in engine exhaust gases 
measured by an FID are about two times the equivalent values measured by an 
NDIR analyzer (on the same carbon number basis, e.g., C,). NDIR-obtained 
concentrations are usually multiplied by 2 to obtain an estimate of actual HC 
concentrations. Substantial concentrations of oxygen in the exhaust gas affect the 
FID measurements. Analysis of unburned fuel-air mixtures should be done with 
special care.?* To prevent condensation of hydrocarbons in the sample line 
(especially important in diesel exhaust gas), the sample line is often heated. 

NDIR analyzers are used for CO, and CO concentration measurements. 
Infrared absorption in a sample cell containing exhaust gas is compared to 
absorption in a reference cell. The detector contains the gas being measured in 
two compartments separaied by a diaphragm. Radiation not absorbed in the 
sample cell is absorbed by the gas in the detector on one side of the diaphragm. 
Radiation not absorbed in the reference cell is absorbed by the gas in the other 
half of the detector. Different amounts of absorption in the two halves of the 
detector result in a pressure difference being built up which is measured in terms 
of diaphragm distention. NDIR detectors are calibrated with sample gases of 
known composition. Since water vapor IR absorption overlaps CO, and CO 
absorption bands, the exhaust gas sample is dried with an ice bath and chemical 
dryer before it enters the NDIR instrument. 

Oxygen concentrations are usually measured with paramagnetic analyzers. 
Oxides of nitrogen, either the amount of nitric oxide (NO) or total oxides of 
nitrogen (NO + NO,, NO,), are measured with a chemiluminescent analyzer. 
The NO in the exhaust gas sample stream is reacted with ozone in a flow reactor. 
The reaction produces electronically excited NO, molecules which emit radiation 
as they decay to the ground state. The amount of radiation is measured with a 
photomultiplier and is proportional to the amount of NO. The instrument can 
also convert any NO, in the sample stream to NO by decomposition in a heated 
stainless steel tube so that the total NO, (NO + NO,) concentration can be 
determined.23 Gas chromatography can be used to determine all the inorganic 
species (N,, CO,, O,, CO, H,) or can be used to measure the individual hydro- 
carbon compounds in the total unburned hydrocarbon mixture. Particulate emis- 
sions are measured by filtering the particles from the exhaust gas stream onto a 
previously weighed filter, drying the filter plus particulate, and reweighing. 


SPARK-IGNITION ENGINE DATA. Dry exhaust gas composition data, as a func- 
tion of the fuel/air equivalence ratio, for several different multi- and single- 
cylinder automotive spark-ignition engines over a range of engine speeds and 
loads are shown in Fig. 4-20. The fuel compositions (gasolines and isooctane) had 
H/C ratios ranging from 2.0 to 2.25. Exhaust gas composition is substantially 


Nga RRR gp ate Re Rag en 


PROPERTIES OF WORKING FLUIDS 147 


7 


2H 


Mole fractions CO, CO2, O: 


Exhaust equivalence ratio 


FIGURE 4-20 

Spark-ignition engine exhaust gas composition data in mole fractions as a function of fuel/air equiva- 
lence ratio. Fuels: gasoline and isooctane, H/C 2 to 2.25. (From D’Alleva and Lovell,?* Stivender,2* 
Harrington and Shishu,?® Spindt,?’ and data from the author's laboratory at MIT.) 


different on the lean and the rich side of the stoichiometric air/fuel or fuel/air 
ratios; thus, the fuel/air equivalence ratio ¢ (or its inverse, the relative air/fuel 
ratio 4) is the appropriate correlating parameter. On the lean side of stoichiomet- 
ric, as @ decreases, CO, concentrations fall, oxygen concentrations increase, and 
CO levels are low but not zero (~0.2 percent). On the rich side of stoichiometric, 
CO and H, concentrations rise steadily as @ increases and CO, concentrations 
fall. O2 levels are low (~0.2 to 0.3 percent) but are. not zero. At stoichiometric 
Operation, there is typically half a percent O, and three-quarters of a percent CO. 
Fuel composition has only a modest effect on the magnitude of the species 
concentrations shown. Measurements with a wide range of liquid fuels show that 
CO concentrations depend only on the equivalence ratio or relative fuel/air ratio 
(see Fig. 11-20).2° A comparison of exhaust CO concentrations with gasoline, 
propane (C3Hg), and natural gas (predominantly methane, CH,) show that only 
with the high H/C ratio of methane, and then only for CO > 4 percent, is fuel 
composition significant.?* The values of CO, concentration at a given @ are 
slightly affected by the fuel H/C ratio. For example, for stoichiometric mixtures 
with 0.5 percent O, and 0.75 percent CO, as the H/C ratio decreases co, 
Concentrations increase from 13.7 percent for isooctane (H/C = 2.25), to 14.2_ 


to 14.5 percent for typical gasolines (H/C in range 2-1.8), to 16 for toluene 
(H/C = 1.14),?9 
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Hydrogen, % by vol. 


Carbon monoxide, % by vol. 


FIGURE 4-21 
Hydrogen concentration in spark-ignition engine exhaust as a function of carbon monoxide concen- 
tration. Units: percent by volume.*° 


Unburned hydrocarbon exhaust concentrations vary substantially with 
engine design and operating conditions. Spark-ignition engine exhaust levels in a 
modern low-emission engine are typically of the order of 2000 ppm C, with 
liquid hydrocarbon fuels, and about half that level with natural gas and propane 
fuels. 

Hydrogen concentrations in engine exhaust are not routinely measured. 
However, when the mixture is oxygen-deficient—fuel rich—hydrogen is present 
with CO as an incomplete combustion product. Figure 4-21 summarizes much of 
the available data on H, concentrations plotted as a function of CO.°° 


DIESEL EXHAUST DATA. Since diesels normally operate significantly lean of 
stoichiometric (¢ < 0.8) and the diesel combustion process is essentially complete 
(combustion inefficiency is <2 percent), their exhaust gas composition is straight- 
forward. Figure 4-22 shows that O, and CO, concentrations vary linearly with 
the fuel/air equivalence ratio over the normal operating range. Diesel emissions 
of CO and unburned HC are low. 


49.2 Equivalence Ratio Determination 
from Exhaust Gas Constituents 


Exhaust gas composition depends on the relative proportions of fuel and air fed 
to the engine, fuel composition, and completeness of combustion. These relation- 
ships can be used to determine the operating fuel/air equivalence ratio of an 
engine from a knowledge of its exhaust gas composition. A general formula for 
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FIGURE 4-22 


Exhaust gas Composition from several diesel engines in mole fractions on a dry basis as a function of 
fuel/air equivalence ratio.*! ; 


the composition of fuel can be represented as C,H,O,. For conventional 
petroleum-based fuels, oxygen will be absent; for fuels containing alcohols, 
oxygen will be present. The overall combustion reaction can be written as 


Fuel + oxidizer > products . 


The fuel is C,H,.0,; the oxidizer is air (0, + 3.773N,). The products are Cco,, 
H,0, CO, H,, O2, NO,, N,, unburned hydrocarbons (unburned fuel and pro-. 
ducts of partial fuel reaction), and soot particles (which are mainly solid carbon). 
The amount of solid carbon present is usually sufficiently small (<0.5 percent of 
the fuel mass) for it to be omitted from the analysis. The overall combustion 
reaction can be written explicitly as . 


No 
C,H,,0, + oO (O, + 3.773N.) = nplXc.u,CaH, + XcoCO + Xco,CO, 


+ Xno,NO. + X4,0H2O + X4,H) (4.57) 


Where @ is the measured equivalence ratio [(F/A)sctua/(F/A) stoichiometric» No» is the 
humber of O, molecules required for complete combustion (n + m/4 — 1/2), Np is 
the total number of moles of exhaust products, and &; is the mole fraction of the 
ith component. - 
len There are several methods for using Eq. (4.57) to determine ¢, the equiva- 
co ratio, depending on the amount of information available. Normally CO,, 
» O2, NO, concentrations as mole fractions and unburned hydrocarbon (as 
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mole fraction or ppm Cy, ie., Xcy,,,) ate measured. The concentration of the inor- 
ganic gases are usually measured dry (i.e., with H,O removed) or partially dry, 
Unburned hydrocarbons may be measured wet or dry or partially dry. NO, is 
mainly nitric oxide (NO); its concentration is usually sufficiently low (<0.5 
percent) for its effect on equivalence ratio determination to be negligibly small. 
Thus, in Eq. (4.57) there are seven unknowns which are: ¢, Xn,» Xy,0> Xn.» Mp, a, 
b. (There will be additional unknowns if the measurements listed above are 
incomplete.) 

To solve for these unknowns we need seven additional equations. We can 
obtain five equations using an atomic balance for each element and the definition 
of mole fraction, as follows: 


Carbon balance: 


= np(aXe.u, + Xco + Xco2) (4.58) 
Hydrogen balance: 
m = nplbXcuu, + 2X4,.0 + 2Xn,) (4.59) 
Oxygen balance: 
rt “en = nplXco + 2Xco, + Xno + 2X0, + Xu20) (4.60) 
Nitrogen balance: 
ae = np(2Xn, + Xno) (4.61) 


Mole fractions add up to 1: 
Xo.ny + Xco + Xu, + Xi0 + Xn, + Xno + Xco, + Xo, = 1 (4.62) 


An additional assumption is made, based on available exhaust gas composition 
data, that CO,, CO, H,O, and H, concentrations are related by 

co Xn20 =K (4.63) 

Xco2 *H2 

where K is a constant.t Values of 3.8225 and 3.577 are commonly used for K. 
The difference between these values has little effect on the computed magnitude 
of ¢. To complete the analysis, various assumptions are made concerning the 
composition and relative importance of the unburned hydrocarbons. The most 
common approaches are summarized below. 


+ Equation (4.63) is often described as assuming a specific value for the water-gas reaction equilibrium 
constant. In fact K is an empirical constant determined from exhaust gas composition data. 
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OXYGEN BALANCE AIR/FUEL AND EQUIVALENCE RATIOS. For fuels com- 
prised of carbon and hydrogen only, when all species are measured with the same 
background moisture (wet, dry, or partially dry), the following expression based on 
the ratio of measured and computed oxygen-containing species to measured 
carbon-containing species gives the air/fuel ratio. It has been assumed that the 
unburned hydrocarbons have the same C/H ratio as the fuel:3? : 


(4) -~4773 (4) (CO,) + (CO)/2 + (H,O)/2 + (NO)/2 + (NO,) + (O,) 
, M, (HC) + (CO) + (CO,) 


(4.64) 


where () are molar concentrations (all with the same background moisture) in 
percent, M,;, = 28.96, M, = 12.01 + 1.008y where y is the H/C ratio of the fuel, 
(HC) is molar percent unburned hydrocarbons as C,, and 


(CO,) + (CO) 
(CO)/[K(CO,)] +1 | 
Since nitrogen oxides collectively comprise less than 0.5 percent of the exhaust 
mixture, their concentrations can be omitted with negligible error. 


The fuel/air equivalence ratio @ is obtained from the ratio of the stoichio- 
metric air/fuel ratio [Eq. (3.6)] and Eq. (4.64) above. 


(H,0) = 0.5y (4.65) 


CARBON BALANCE AIR/FUEL AND EQUIVALENCE RATIOS. When oxygen 
analysis is not available, for fuels comprised of carbon and hydrogen only, a 
carbon balance air/fuel ratio may be employed :?>- 32 


A_ My [ 100 + (HC) — (CO)/2 + 3(H,0)/2 — (H,0), :] uae 
F My (HC) + (CO) + (CO,) 2 ee) 


The symbols are as defined above. (H,O) is the molar percent water in the com- 
bustion products defined by Eq. (4.65) and (HO), is the molar percent water 
vapor at the analyzers. 

This carbon balance (A/F) is sensitive to moisture concentration at the 
analyzers. The use of ice bath exhaust sample chillers generally reduces the 
(HO), term to less than 1 percent and little accuracy is then lost by neglecting it. 
For completely “wet” analysis (uncondensed), (HO), = (H,0), and Eq. (4.66) is 


" accurate. For partially dry exhaust gas analysis, knowledge of the dew point of 


the mixture will provide the (HO), term by reference to steam tables. 
The fuel/air equivalence ratio ¢ is obtained from the ratio of the stoichio- 
Metric air/fuel ratio [Eq. (3.6)] and Eq. (4.66) above. 


EQUIVALENCE RATIO BASED ON WET HC AND DRY INORGANIC GAS 
ANALYSIS. Engine exhaust gas composition is often determined by analyzing a 
fully dried sample stream for CO,, CO, O,, and NO,, and a fully wet 
(uncondensed) stream with an FID for unburned hydrocarbons. Equations (4.64) 
and (4.66) are not applicable under these circumstances. The following equations 
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define the exhaust gas composition and equivalence ratio under these conditions, 

The notation x, denotes the wet mole fraction of species i and x? denotes the dry 

mole fraction of species i. Equations (4.57) to (4.62), with Eq. (4.63) to relate CO,, 

CO, H,O, and H, concentrations and the assumption that b/a = m/n, were used 

to derive these results. The equations apply for a fuel of composition C,,H,0O, . 
The fuel/air equivalence ratio is given by 2 


= 7 ae (4.67 
~ Np Xp,0 + Npl — Xn,oXX8o + 2X%o, + 2%8, + Xho + 2XKo.) — 7 of) 
where the wet and dry mole fractions are related by 
x, =(1- Xpo)k? 
and 
Bae ce ee ae 
? Key, + (1 — Xn,0X%bo + Xho.) 
yY* yx 
yo =e ae (4.68) 
2n [1 + X8o(KX&o,) + (m/2n\Xbo + Xo,)] 
sg, = Suso Bo 
7 KXxéo, 
3.773n e (Xho + XKo,) 
Xn. = aa —(1 — Xp,0) Sg 


Note that Xcu,,, is the measured (wet) HC concentration as a mole fraction C, 
(ppm C, x 107°): Xe, = cw Figure 4-23 shows wet exhaust gas concentra- 
tions, based on the MIT measured dry concentrations of CO,, CO, O, shown in 
Fig. 4-20, and wet HC concentration, as well as Eqs. (4.68). 

For lean mixtures, varying the value of K between 1.5 and 5.5 had a negligi- 
ble effect on the value of ¢ computed from Eq. (4.67). For stoichiometric mix- 
tures, varying K from 2.5 to 4.5 varied the computed @ by 2 to 3 percent. For 
@ = 1.2, varying K from 2.5 to 4.5 varied the computed ¢ by 3 to 4 percent. The 
error in ¢ involved in omitting NO, is 0.2 percent for an NO, level of 1000 ppm, 
increasing to 1 percent for an NO, level of 5000 ppm. The sensitivity of the 
computed ¢ to errors in the measurements of CO,, CO, and O, is modest within 
the normal range of @ used. A 2 percent error in CO, or CO or O, at x1 
gives about a 0.1 percent error in computed @. For leaner and richer mixtures, 
the error in @ increases for errors in measured CO, concentration, and CO 
(p > 1) and O, (¢ < 1) concentrations, but is still significantly less than the mea- 
surement error in fuel and air flow. 


4.9.3 Effects of Fuel/Air Ratio 
Nonuniformity 


Neither the masses of air inducted into the different cylinders of a multicylinder 
engine per cycle nor the masses of fuel which enter the different cylinders per 
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FIGURE 4-23 


Wet exhaust gas species concentrations as a function of fuel/air equivalence ratio, based on the dry 
exhaust gas composition data in Fig. 4-20 and Eqs. (4.68). 


cycle are exactly equal. In addition, mixing of fuel and air within each cylinder is 
not necessarily completely uniform. Thus the exhaust gas composition may corre- 
spond to a distribution in the fuel/air ratio in the unburned mixture about the 
mean value. For example, if the mean fuel/air ratio is stoichiometric, extra 
oxygen will be contributed by any cylinders operating lean of the average and 
extra carbon monoxide by any cylinders rich of the average, so that the exhaust 
gas will have higher levels of O, and CO (and a lower level of CO,) relative to an 
engine operating with identical fuel/air ratios in each cylinder. 

Eltinge has developed a method for defining this nonuniformity in the fuel/ 
air ratio distribution for spark-ignition engines which operate close to stoichio- 
metric.?? A function f(x) for the fuel/air ratio distribution (x = F/A) was 


-assumed, with standard deviation S,. For each value of x (i.e., F/A), complete 


utilization of the available oxygen was assumed (i.e, no exhaust HC) and the 
Cco,, H,0, CO, H, concentrations were related by Eq. (4.63) (with K = 3.5). The 
concentrations of each species for each (F/A) were weighted by the distribution 
function f(x) and summed to produce the average exhaust concentration. (A cor- 
tection to allow for the presence of unburned HC in the exhaust was also devel- 
oped.) Figure 4-24 shows one set of results, for a fuel H/C ratio of 1.8 (typical of 
gasoline), for a normal distribution in the fuel/air ratio. For each mean (F/A) and 
maldistribution parameter S, (the standard deviation of the F/A distribution) the 
oe dry concentrations of CO,, CO, and O, are shown. This type of 
ormation can be used to define the fuel-air mixture nonuniformities in spark- 
i aes engines operating relatively close to stoichiometric. For diesel engines 

© variations of major exhaust gas species concentrations with fuel/air equiva- 
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7 
Assumptions: 
12.0 Fuel H/C atom ratio = 1.80 
~ AIF Water gas constant = 3.5 
6| No unburned fuel 
12.4 Stoichiometric air/fuel ratio = 14.5 


FIGURE 4-24 2 

Computed relationship between dry 
exhaust gas composition (CO, , CO, and 
O,), air/fuel ratio, and maldistribution 
parameter S,. Fuel: (CH, g),- The correc- 
tion to be added to the burned gas 
(F/A) which allows for the measured un- 
burned hydrocarbon concentration is 
4.7 x 107? x HC 
Eltinge.?°) 


lence ratio are linear, so the effects of any nonuniformities are not apparent in 
this manner (see Fig. 4-22). 


4.9.4 Combustion Inefficiency 


Internal combustion engine exhaust contains combustible species: CO, H2, 
unburned hydrocarbons, and particulates. When their concentrations are known, 
the combustion efficiency 7, given. by Eq. (3.27) can be calculated. The chemical 
energy carried out of the engine in these combustibles represents the combustion 


inefficiency, 1 — 7,: 
‘ ys iXi Quy, (4.69) 


~ Dinh, + ra, Onv, 


where the x, are the mass fractions of CO, H, , HC, and particulates, respectively, 
the Quy, are the lower heating values of these species, and the subscripts f and 4 
denote fuel and air. The heating values for CO (10.1. MJ/kg) and H,(120 M3/kg) 
are well defined. The composition of the unburned HC is not usually known. 
However, the heating values of hydrocarbons are closely comparable, so the fuel 
heating value (typically 42 to 44 MJ/kg) is used. The particulates (only present in 
diesels) are soot with some adsorbed hydrocarbons, usually the mass fraction a 
low enough for their contribution to be small, and a heating value for. ae 
carbon (32.8 MJ/kg) can be used. Combustion efficiency data as a function © 
equivalence ratio have already been presented in Fig. 3-9. 


1-1, 


(ppm C,) (From - 
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4}. (a) Calculate the low-temperature burned'gas composition resulting from the com- 
bustion of 7 g/s air with 0.48 g/s ethane (C,H). Assume K = 3.5 in Eq. (4.6). 
(b) Calculate the low-temperature burned gas composition for the combustion of 
7 g/s air with 0.48 g/s ethanol (C,H,O). Assume K = 3.5 in Eq. (4.6). (Note the 
large difference in burned gas composition due to this difference in fuel.) 
4.2. To evaluate the accuracy of the simple analytic ideal gas model, use the results of 
Example 4.1 and Egs. (4.23) (constant-volume adiabatic combustion) and (4.24) 
(constant-pressure adiabatic combustion) to calculate 7, for a stoichiometric 
‘isooctane-air mixture. Compare this result with that obtained using Figs. 4-3 and 
4-8. Assume the following unburned mixture conditions: T = 700 K, v =.0.125 m3/ 
kg air, p = 15 atm, and x, = 0.1. 
4.3. (a) In Fig. 4-1, why does M, decrease as x, increases? 
(b) In Fig. 4-14, why does M, decrease as T increases? 
_(c) In Fig. 4-14, why does M, decrease as @ increases? 


4.4, Show how, for an ideal gas with fixed composition, the molecular weight M is 
related to the specific heats c, and c,, and R. Use Figs. 4-15 and 4-16 to calculate M, 
for T, = 1750, 2250, and 2750 K, and ¢ = 1.0. Compare these results with values of 
M, obtained from Fig. 4-14 and explain any differences. 

45. EGR, exhaust gas recirculation, is often used to reduce NO, by acting as a diluent in 
the intake mixture. 

(a) For low-temperature isooctane-air combustion products at @ = 1.0, determine 
"the percentage of the burned gases’ average specific heat at constant pressure 
which comes from each component in the burned gas mixture. 
(b) Compare the specific heat at constant pressure of isooctane-air combustion pro- 
ducts at @ = 1.0 to that of-air, both at 1750 K. This difference is one reason why 
EGR instead of leaner fuel-air mixture is used to control NO, emissions. 

4.6. Explain qualitatively the causes of the trends in the curves in Fig. 4-23 as @ is 
increased from 1.0 and decreased from 1.0. ~ : 

4.7, Compare the O,, CO,, and CO data in Fig. 4-22 with the predictions of the elemen- 
tal balance in Table 4.3. Explain any differences. Assume diesel fuel is a hydrocarbon 
with H/C ratio of 2. : . 

48. The following exhaust data were obtained from a four-stroke cycle spark-ignition 
engine. CO, CO,, and NO, molar concentrations are all measured fully dry; HC is 
measured fully wet as ppm C,. Determine the fuel/air equivalence ratio @ for the 
following three sets of data. Make the following assumptions: (1) the constant K in 
Eq. (4.63) equals 3.5; (2) the fuel composition is CgH,. 12; (3) the unburned hydro- 

- carbon H/C ratio is the same as that of the fuel; and (4) NO, is entirely NO. 
(a) CO, 14.0%, CO 0.64%, O, 0.7%, NO, 3600 ppm, HC 3200 ppm. 
(b) CO, 13.8%, CO 3.05%, O, 0%, NO, 1600 ppm, HC 3450 ppm. 
(c) CO, 12.5%, CO 0.16%, O, 4.0%, NO, 4600 ppm, HC 2100 ppm. 

49. The exhaust from a spark-ignition engine has the following composition (in mole 
fractions): 


CO, = 0.12; H,O = 0.14; CO = 0.01; H, = 0.005; 
N, = 0.7247; CgHy, = 0.0003 : 


The fuel is isooctane, C,H,,; as shown above, a small fraction of the fuel escapes 
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from the cylinder unburned. The lower heating value of isooctane is 44.4 Mi/kg, of 

carbon monoxide is 10.1 MJ/kg, and of hydrogen is 120 MJ/kg. The atomic weights 

of the elements are: C = 12,0 = 16,H =1,N = 14. a 

(a) Calculate the combustion inefficiency in the engine; i.e. the percentage of the 
entering fuel enthalpy which is not fully released in the combustion process and 
leaves the engine in the exhaust gases (for this problem, the exhaust can be 
assumed to be at room temperature). - 

(b) What fraction of this inefficiency is due to the unburned fuel emissions? 


4.10. A 2-liter displacement four-cylinder engine, operating at 2000 rev/min and 30 


percent of its maximum power at that speed, has the following exhaust composition 
(in percent by volume or mole percent): 
CO,, 11%; H,O, 11.5%; CO, 0.5%; H,, 0%; O,, 2%; unburned hydrocarbons 
(expressed as CH,, i.e., with a molecular weight of 14), 0.5%; N2,74.5% 


The fuel is (CH,), with a heating value of 44 MJ/kg. The atomic weights of the 

elements are C = 12, H = 1, O = 16, N = 14. The heating values of CO and HC are 

10 and 44 MJ/kg, respectively. 

(a) Is the engine a diesel or spark-ignition engine? Is there enough oxygen in the 
exhaust to burn the fuel completely? Briefly explain. ; 

(b) Calculate the fraction of the input fuel energy (m,;Qyy) which exits the engine 
unburned as (1) CO and (2) unburned HC. 

(c) An inventor claims a combustion efficiency of 100 percent can be achieved. What 
percentage improvement in engine specific fuel consumption would result? 


4.11. A gasoline engine operates steadily on.a mixture of isooctane and air. The air and 


fuel enter the engine at 25°C. The fuel consumption is 3.0 g/s. The output of the 
engine is 50 kW. The temperature of the combustion products in the exhaust mani- 
fold is 660 K. At this temperature, an analysis of the combustion products yields the 
following values (on a dry volumetric basis): 


CO,, 11.4%; O5, 1.6%; CO, 2.9%; Nz, 84.1% 


(a) Find the composition in moles (number of moles per mole of isooctane) of the 


reactants and the reaction products. ; 
(b) Determine the heat-transfer rate from the working fluid as the working fluid 


passes through the engine. 
Constants for the calculations: 


I SSSA RA SRLS 


Enthalpy of formation, Sensible enthalpy at 660 K, 
kJ/kmol kJ/kmol 

CyHis —259280 _ 

co, — 393522 15823 

co — 110529 10789 

H,O0 — 241827 12710 

oO, _ 11200 

N, — 10749 


ES 


4.12. A direct-injection four-stroke cycle diesel engine is used to provide power for 
. pumping water. The engine operates at its maximum rated power at 2000 rev/min, 


sin aeseeap a tion 01 oto 


4.13. 


4.14, 
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Hot Rankine cycle boiler Cooled 
diesel 


exhaust 


Diesel 
engine 


Rankine 
cycle fluid 
(vapor) 


(liquid) 


FIGURE P4-12 


with an equivalence ratio of 0.8 and an air flow of 0.5 kg/s. The gross indicated fuel 

conversion efficiency is 45 percent, and the heat losses from the working fluid to the 

engine coolant and elsewhere within the engine are 280 kW. Diesel fuel has a heating — 
value of 42 MJ/kg and stoichiometric fuel/air ratio of 0.067. Fuel and air enter the 

engine at ambient conditions. The mechanical efficiency of the diesel engine is 85 

percent. 

(2) Calculate the rated brake power of the engine, the average sensible enthalpy of 
the exhaust gases. as they leave the engine, and the average exhaust gas tem- 
perature. 

(5) Since the exhaust gas temperature is significantly above ambient, the advantages 
of using the diesel exhaust gas stream to heat the boiler of a Rankine cycle (see 
sketch) and generate additional power are to be explored. If the exhaust gases 
leave the Rankine-cycle system boiler at 400 K and 30 percent of the heat trans- 
ferred from the exhaust gas stream in the boiler is converted to power at the 
Rankine-cycle power plant drive shaft, calculate the additional power obtained 
and the brake fuel conversion efficiency of the combined cycle system (diesel plus 
Rankine cycle). 

A diesel engine has a compression ratio of 22:1. The conditions in the cylinder at 

the start of compression are p = 101.3 kPa and T = 325 K. Calculate the pressure 

and temperature at the end of compression, assuming the compression process is 
isentropic: 

(a) Assume the cylinder contains an ideal gas with y=14 and R= 287 
J/kg-K. 

(b) Assume the cylinder contains air which may be regarded as a semiperfect gas (use 
the gas tables). ‘ 

{c) Compare the work of compression in (a) and (b) above. ; 

In practice, heat losses reduce the final compression temperature by 100 K. For a 

diesel engine operating at an equivalence ratio of 0.75 (full load): 

(d@) Calculate the ratio of heat loss during compression to the fuel energy added per 
cycle. 


While the geometric compression ratio of an engine is Vinax/ Vmin the actual compres- 
sion process starts somewhere between bottom-center and when the inlet valve 
closes, and it is conditions at time of spark (for an SI engine) or fuel injection (for a 
CI engine) that determine ignition. At low engine speed, compression starts about 
the time when the inlet valve closes. With this assumption, for the diesel engine of 
Prob. 4.13, calculate the air pressure and temperature at the start of injection. The 
inlet valve closes at 30° after BC; injection commences 15° before TC. Use the gas 
tables. Compare your answers with those of Prob. 4,13(b). 
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4.15. Use an equilibrium computer code (which calculates the composition and properties 
of chemically reacting gas mixtures in equilibrium) to calculate the data you need for 
the following graphs: 

(a) Values of c,, y, molecular weight, and gas composition (mole fractions of N,, 
CO,, H,0, CO, H,, O,, OH, O, H, and NO) as a function of the equivalence 
ratio (p = 0.2 to 1.4) for products of combustion of isooctane (C,H;4) with air at 
p = 40 atm and T = 2500 K. Put all species concentrations on the same graph. 
Use a log scale for the composition axis. 

(b) Unburned mixture consisting of isooctane vapor and air at 700 K and 20 atm is 
burned first at constant pressure and then at constant volume. 

(1) Calculate the enthalpy and internal energy of isooctane vapor at 700 K in 
cal/gmol; also calculate the volume per unit mass of mixture (cm?/g) for 
= 0.2, 0.4, 0.6, 0.8, 1.0, 1.2, 1.4. ; 

(2) Use these data and the equilibrium program to calculate the temperature 
attained ‘after combustion at constant pressure, and temperature and pressure 
attained after combustion at constant volume. Plot these temperatures and 
pressures against the equivalence ratio ¢. 


Thermodynamic data for isooctane vapor 
cept A 


T,K — @,, calfmol-K i — figgg, keal/mol h°, kcal/mol 
ee at 
298 45.14 0.00 —53.57 
700 85.66 27.02 — 62.79 


TT 


4.16. A heavy wall bomb with a volume of 1000 cm? contains a mixture of isooctane with 
the stoichiometric air requirement at p = 101.3 kPa and T = 25°C. The mixture is 
then ignited with a spark. Find the pressure and temperature of the equilibrium 
combustion products just after combustion is complete (i.c., before heat losses to the 
wall are significant). Assume the burned gases are uniform. 

4.17. A gas engine, running on a gaseous mixture of butane, C,Hjo, and air has the 
following conditions in the cylinder prior to constant-volume adiabatic combustion: 
pressure, 6.48 x 10° N/m?; temperature, 600 K. The charge composition is air plus 


50 percent of the stoichiometric quantity of butane fuel. Calculate the pressure and 


temperature at the end of combustion using the data given below. 


For air T,K i, J/gmol 
298 6,161 
600 12,596 

For butane T,K it, J/gmol 
298 -77 
600 38,424 


SATS 
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Internal energy of combustion of butane at 298 K is Ai = —2.659 MJ/gmol. 
Extract from gas tables for products of combustion for 50 percent stoichiometric 
fuel: 


—————— 


T,K — it, J/gmol 


298 6,293 

2075 54,227 

2080 54,380 
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CHAPTER 


IDEAL 
MODELS OF 
ENGINE 
CYCLES 


5.1 INTRODUCTION 


The operating cycle of an internal combustion engine can be broken down into a 
sequence of separate processes: intake, compression, combustion, expansion, and 
exhaust. With models for each of these processes, a simulation of a complete 
engine cycle can be built up which can be analysed to provide information on 
engine performance. Models of individual engine processes at various levels of 
approximation have been developed. In this chapter we consider the simplest set 
of models which provide useful insights into the performance and efficiency of 
engines. The cycles analysed are commonly called the constant-volume, constant- 
Pressure, and limited-pressure cycles; each title describes the approximation 
made for the engine combustion process.f The description of more accurate 
simulations of engine processes is deferred until Chap. 14. 

For each engine cycle, a choice of models for working fluid thermodynamic 
Properties must be made. These models have been reviewed in Chap. 4. Ideal 


ae 


t These cycles are also referred to by the titles Otto cycle, Diesel cycle, and dual cycle, respectively, 
for historical reasons. The more descriptive titles used above are preferred because they avoid the 
often-made assumption that the SI or Otto engine is best approximated by the constant-volume cycle, 
and the CI or diesel engine is best approximated by the constant-pressure cycle. These assumptions 
are not necessarily correct. : 
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engine cycle models combined with a simple ideal gas model (specific heats con- 
stant throughout the engine cycle—model 1 in Table 4.2) provide analytic results 
and are useful for illustrative purposes; we will call these cycles ideal gas standard 
cycles. Ideal engine cycles combined with more realistic models of working fluid 
properties (a frozen mixture of ideal gases for the unburned mixture and an equi- 
librium mixture for the burned mixture—model 5 in Table 4.2) are called fuel-air 
cycles and provide more quantitative information on engine operation. 

An internal combustion engine is not a heat engine in the thermodynamic 
definition of the term. It is not a closed system. The working fluid does not 
execute a thermodynamic cycle. The temperature changes which occur around 


minimum and maximum cylinder volumes are not primarily a result of heat-’ 


transfer interactions. An engine can best be analyzed as an open system which 


exchanges heat and work with its surrounding environment (the atmosphere). - 


Reactants (fuel and air) flow into the system; products (exhaust gases) flow out. 
(An overall second law analysis of the engine from this point of view has already 
been presented in Sec. 3.6.) Thus, the cycles discussed in this chapter are not 
thermodynamic cycles. Rather, each is a consecutive sequence of processes 
through which we can follow the state of the working fluid as the engine executes 
a complete operating cycle. 


5.2 IDEAL MODELS OF 
ENGINE PROCESSES 


The sequence of processes which make up a typical SI and CI engine operating 
cycle has been described in Sec. 1.3. To illustrate these processes, cylinder pres- 
sure (p) and volume (V) data from a throttled four-stroke cycle SI engine are 
plotted as a p-V diagram in Fig. 5-1. The cycle can be divided into compression, 


35 
30 


25 


Cylinder pressure/p; 


0.0 0.2 0.4 0.6 0.8 1.0 


Cylinder volume/V,,,, 
FIGURE 5-1 
Pressure-volume diagram of firing spark-ignition engine. r, = 8.4, 3500 rev/min, p; = 0.4 atm, P. = ! 
atm, imep, = 2.9 atm. 
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TABLE 5.1 


Ideal models of engine processes 


EE 


Process Assumptions 


eee 
. Adiabatic and reversible (hence isentropic) 


— 


Compression (1-2) 


Combustion (2-3) 1. Adiabatic 


2. Combustion occurs at 
(a) Constant volume 
(b) Constant pressure 
(c) Part at constant volume and part at constant 


Expansion (3-4) 


and 
intake (6-7-1) 
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pressure (called limited pressure) 


3. Combustion is complete (n, = 1) 

1. Adiabatic and reversible (hence isentropic) 
Exhaust (4-5-6) ~ 1. Adiabatic 

2 

3, 


. Valve-events occur at top- and bottom-center 
. No change in cylinder volume as pressure 
differences across open valves drop to zero 


4. Inlet and exhaust pressures constant 


5. Velocity effects negligible 
ea eee 


(a) 


(6) 


FIGURE 5.2. 
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grams of ideal cycles. Unthrottled operation: (a) constant-volume combustion; 


? Constant-pressure combustion; (c) limited-pressure combustion. (d) Throttled constant-volume 
cycle; (e) supercharged constant-vol 
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combustion, expansion, exhaust, and intake processes. Sets of assumptions which 
simplify each of these processes to a form convenient for analysis are given in 
Table 5.1. 

Pressure-volume diagrams for the constant-volume, constant-pressure, and 
limited-pressure cycles for unthrottled engine operation are illustrated in Fig. 
5-2a to c. Throttled engine operation (p; < p,) and supercharged engine operation 
(p; > p.) are shown in Fig. 5-2d and e. In each cycle 1-2 is the compression 
process, 2-3 is the combustion process, 3-4 (or 2-4 in the constant-pressure cycle) 
is the expansion process, 4-5-6 is the exhaust process, and 6-7-1 is the intake 
process. . 

The most critical assumption in determining how useful these ideal cycles 
are as indicators of engine performance is the form assumed for the combustion 
process. The real engine combustion process occupies a finite crank angle period 
(between about 20 and 70 crank angle degrees), and the spark or fuel-injection 
timing may be retarded from its optimum advance to closer to TC. The constant- 
volume cycle is the limiting case of infinitely fast combustion at TC; the constant- 
pressure cycle would correspond to slow and late combustion; the limited- 
pressure cycle lies in between. 


5.3 THERMODYNAMIC RELATIONS 
FOR ENGINE PROCESSES 


The overall engine operating parameters of greatest interest which can be deter- 
mined from a thermodynamic analysis of the engine operating cycle are: 


The indicated fuel conversion efficiency 7, ;: 


W., 
=< (5.1) 
: my, Qruv 


(which, since the combustion efficiency is unity, is equal to the indicated thermal 
conversion efficiency 1, ;; see Sec. 3.6.2) 


The indicated mean effective pressure (imep): 


* Wii Ms Quay "yi 
a ~ 52 
imep = ¥, > V, (5.2) 


W,,;, the indicated work per cycle, is the sum of the compression stroke work and 
the expansion stroke work: 


Wi = Wot We , (5.3) 


Using the notation of Fig. 5-2 to define the endpoints of each engine process, the. 


following relationships are obtained by applying the first and second laws of 
thermodynamics to the cylinder contents: 


Pers oe 
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Compression stroke: 


Since the process is adiabatic and reversible 
| 82. =S, 
The compression work is 
Wo =U, — U2 = mu, — U2) 


Combustion process: 
For the constant-volume cycle, 


b3 = v2 U3 —- U2, = 0 
For the constant-pressure cycle, 

P3 = P2 hy —h, =0 
For the limited-pressure cycle, 


U3q = U2 P3p = P3a 


and U3, — U2, = 0 hs, = hz, =0 


Expansion stroke: 
For the constant-volume cycle, 


and the expansion work is 
W, = U; — U, = m(u; — u,4) 


For the constant-pressure cycle, 
P3 = P2 ot =r, S4 = S3 
and the expansion work is 
W,; =U; — U, + p(Vs — V2) 


= m[(u3 — u,) + p2(v3 — v2)] 
= m[(h3 — hg) + Pag — P22] 


(5.4) 
(5.5) 


(5.6) 


(5.74, b) 
(5.7c, d) 


(5.7e, f) 
(5.7g, h) 


| (5.8a, b) 
(5.9) 


(5.10a, b, c) 


(5.11) 
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For the limited-pressure cycle, 


V4/V3q = Te Sq = S3p 


P3p = P3a (5.12a, b, c) 

and the expansion work is ; 
W, = U3, — Ug + p3(Vay — Va) 

= m[(us, — U4) + P3(¥3, — Y3a)] ~ j 

= m{(h3, — ha) + Pag — P3 V0] (5.13) 


The indicated fuel conversion efficiency is found by substitution into Eqs. q i 
(5.3) and (5.1): , 


For the constant-volume cycle: 


_ mfg — us) — (ua — 45) 


my Quay 9) q 


Le 
For the constant-pressure cycle: 


m{(h3 fa hg) oa (uz =: u;) + Da U4 — P2 v2] a 
Li eS Ae 5.15) ¥ 
- my Qunv (5.15) E 


For the limited-pressure cycle: 


_ mU(h3p — ha) — (U2 — U1) + Pa M4 — Pa M30] . 
eS ee ee (5.16) @ 
my Quay g 
The state of the mixture at point 1 in the cycle depends on the intake 
mixture properties and the residual gas properties at the end of the exhaust 
stroke. : 

When the exhaust valve opens at point 4, the cylinder pressure is above the 
exhaust manifold pressure and a blowdown process occurs. In the ideal exhaust Be 
process model, this blowdown occurs with the piston stationary at BC. During -=& 
this blowdown process, the gas which remains inside the cylinder expands isen- 
tropically. The gases escaping from the cylinder undergo an unrestrained expan- ge 

- sion or throttling process which is irreversible. It is assumed that the kinetic @ 
energy acquired by each gas element as it is accelerated through the exhaust 2 
valve is dissipated in a turbulent mixing process in the exhaust port into internal & 
energy and flow work. Since it is also assumed that no heat transfer occurs, the @ 
enthalpy of each element of gas after it leaves the cylinder remains constant. = 

These processes are illustrated on an h-s diagram in Fig. 5-3. The gas 4 
remaining in the cylinder expands isentropically along the line 4-5. The first 4 
element of gas which leaves the cylinder at point 4 enters the exhaust manifold at 3 
state a on the pressure = p, line. An element that leaves the cylinder at an inter- “gm 
mediate-state b on the expansion line 4-5 would enter the exhaust manifold at 
state c. At the end of the blowdown process the gas in the cylinder and the last 
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FIGURE 5-3 
Enthalpy-entropy diagram of gas state during 
exhaust process, See text for explanation. 


gas to leave have the same state—S. There is, therefore, a gradient in temperature — 
within the exhausted gas. The temperature of the first element exhausted, T., is 
slightly less than 7,; the temperature of the last element exhausted is T;. ‘ 

A displacement of gas out of the cylinder follows the blowdown process as 
the piston moves from BC to TC. If heat-transfer and kinetic energy dissipation 
effects are neglected, no change in thermodynamic state of the gas occurs. In this 
displacement process, the mass of gas within the cylinder at the end of the blow- 
down process is further decreased by the ratio V3/Vg. 

The mass of residual gas m, in the cylinder at point 6 in the cycle is 
obtained by first determining the state of the gas (T;, vs) at the end of the blow- 
down process following an isentropic expansion from p, to p, and then by 
reducing the cylinder volume to the clearance volume V,. The residual mass 
fraction is thus given by 


=x,= =- (5.17) 


The average state of the exhausted gas can be determined by. considering 
the open system defined by the piston face, cylinder walls, and cylinder head, 


shown in Fig. 5-4. Applying the first law of thermodynamics for an open system 
gives 


Us—U,=pV, — Ve) — H. (5.184) 


Where H, is the enthalpy of the mass of i 

re H, is the gas exhausted from the cylinder. The 
average specific exhaust enthalpy is, therefore, é 

f, = Mats — Mots + Pe Va | : 
¥ ges =p (5.185) 
Which, with P= Pe, defines the average exhausted-gas state. 
ibe The mixture temperature at the end of the intake stroke and at the start of 
compression stroke (point 1 in Fig. 5-2) can now be determined, again using 
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Exhaust 


FIGURE 5-4 : . 
Definition of system boundary for thermodynamic 
analysis of ideal cycle processes. 


the open system in Fig. 5-4. Application of the first law between points 6 and 1 
gives 

U, — Ug = —pdV, — Vo) + (m, — meh; (5.19a) 
or mu, — Mgt = —p{V, — Ve) + (m, — meh; (5.195) 
or mh, = me he + (m, — meh, + V2(P; — Pe) * (5.19¢) 


where h; is the specific enthalpy of the inlet mixture and p, = p;. 

Note that when p; < p,, part of the residual gas in the cylinder at the end of 
the exhaust stroke will flow into the intake system when the intake valve opens. 
This flow will cease when the cylinder pressure equals p,. However, provided no 
heat transfer occurs, this backflow will not affect Eqs. (5.19) above, since the flow 
of residual through the intake valve is a constant enthalpy process. 

In many engines, the closing of the exhaust valve and the opening of the 
intake valve overlap. Flow of exhausted gases from the exhaust system through 
the cylinder into the intake system can then occur. Equations (5.18) and (5.19) 
would have to be modified to account for valve overlap. 

In the four-stroke engine cycle, work is done on the piston during the 
intake and the exhaust processes. The work done by the cylinder gases on the 
piston during exhaust is 


W. = p{V2 ~ Vi) (5.20) 
The work done by the cylinder gases on the piston during intake is 
W, = dV, — V2) (5.21) 


The net work to the piston over the exhaust and intake strokes, the pumping 
work, is 


W, = (P; — PVs; — V2) (5.22) 


which, for the cylinder gas system, is negative for p; < p, and positive for p; > Pe- 
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The pumping mean effective pressure (pmep) is usually defined as a positive 
quantity. Thus: 


For pi < Pe: 
For Pi > Pe: 


pmep = Pe — Pi (5.23a) 
pmep = pi — Pe (5.235) 
The net and gross indicated mean effective pressures are related by 

imep, = imep, = (Pp. ~ A) : (5.24) 


The net indicated fuel conversion efficiency is related to the gross indicated fuel 
conversion efficiency by 


Nyin = mC — Fe Pr ) (5.25) 


imep, 


§4 CYCLE ANALYSIS WITH 
IDEAL GAS WORKING FLUID | 
WITH c, AND c, CONSTANT 


If the working fluid in these ideal cycles is assumed to be an ideal gas, withc, and 
c, constant throughout the engine operating cycle, the equations developed in the 
previous section which describe engine performance and efficiency can be further 


" simplified. We will use the notation of Fig. 5-2. 


5.4.1 Constant-Volume Cycle 
The compression work (Eq. 5.6) becomes 
Wo = mc{T, — T2) (5.26) 
The expansion work (Eq. 5.9) becomes 
W, = mc{T3 — T,) (5.27) 


; The denominator in Eq. (5.14), my Qiyy, can be related to the temperature 
nse during combustion. For the working fluid model under consideration, the 
U(T) lines for the reactants and products on a U-T diagram such as Fig. 3-5 are . 
parallel and have equal slopes, of magnitude c,. Hence, for a constant-volume 
adiabatic combustion process 


me{T; — T,) = my Quay (5.28) 


Seats SR 
t Note that if insufficient air is available for complete combustion of the fuel, Eq. (5.28) must be 


Modified. The right-hand side of the equation should then be 7, m,Qiyy, where n, is the combustion 
efficiency given by Eq. (3.27). 
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Note that the heating values at constant volume and constant pressure are the | 


same for this working fluid. For convenience we will define — 


Q* = my Quav . (5.29) | 


m 


Q* is the specific internal energy (and enthalpy) decrease, during isothermal com- 
bustion, per unit mass of working fluid. 
The relation for indicated fuel conversion efficiency (Eq. 5.14) becomes 


_(h-T)-(h-T)_,_l-Th 
ae Roh T; —T, 


Since 1-2 and 3-4 are isentropic processes between the same volumes, V, and V,, 


The BY" ant=(B)" =3 
T, \V, : V; Ty 


where » = c,/c,. Hence: 


T_T 
T, T, 
and Eq. (5.30) can be rearranged as 
1 
nee l— ror (5.31) 


Values of n,, for different values of y are shown in Fig. 5-5. The indicated 
fuel conversion efficiency increases with increasing compression ratio and 
decreases as y decreases. 


1, ig 


FIGURE 55 


pression ratio; y = t,/c,. 


(5.30) 


me 


ae Cup R Renn aaa caia bias rae TRGIN sieve eas ne aig ae ¥ ¢ ." ee i ine fae x : cid siiabt aatval as Bra seasct ities ee 


Ideal gas constant-volume cycle fuel com = 
version efficiency as a function of com 
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The indicated mean effective pressure, using Eqs. (5.2) and (5.31), becomes 


imep_(9*\(_1 Vr \/, 1 
Pi (! aX _ 6 & i) e =) (5.32) 


The dimensionless numbers r,, y, and Q*/(c,7;) are sufficient to describe 
the characteristics of the constant-volume ideal gas standard cycle, relative to its 
initial conditions p,, T;. 

It is useful to compare the imep—a measure of the effectiveness with which 
the displaced volume of the engine is used to produce work—and the maximum 
pressure in the cycle, p,. The ratio p3/p, can be determined from the ideal gas 
law applied at points 2 and 3, and the relation 


Ts 208 
mt enr ea) 
obtained from Eq. (5.28). Equations (5.32) and (5.33) then give 


imep _1 r. 1—1/r-} 
Ps. (y— Wrt \r, — 1) ¢ T,/Q* + 1/rt* 
A high value of imep/p, is desirable. Engine weight will increase with increasing 
ps to withstand the increasing stresses in components. 
The indicated fuel conversion efficiency and the ratios imep/p, and imep/p, 
for this ideal cycle model do not depend on whether the cycle is throttled or 
supercharged. However, the relationships between the working fluid properties at 


(5.34) 


_points 1 and 6 do depend on the degree of throttling or supercharging. For throt- 


led engine operation, the residual gas mass fraction x, can be determined as 
follows. From Eq. (5.17), since state 5 corresponds to an isentropic expansion 
from state 4 to p = p,, x, is given by 


x = Peet” _ Pel P)*"(Ps/Pa)” 
J r, r 


Since 


it follows that 
(./p)*"” 
(1 + Q*Ke, Tr)” 


The residual mass fraction increases as p, decreases below p,, decreases as r, 
increases, and decreases as Q*/(c, T,) increases. 
Through a similar analysis, the temperature of the residual gas T, can be 


determined: 
Tg Pe G-Diy o* L}y : 
pan Sp 1 
T, (%) tot! (5.36) 


1 
as r (5.35) 
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The mixture temperature at point 1 in the cycle can be related to the inlet _ 
mixture temperature, T;, with Eq. (5.19). For a working fluid with c, and c, con- 


stant, this equation becomes 


RT, 
Cy T, = xX,Cp Te + (1 ~ x)ep%)— 85 (B— 1) (5.37) 


Pi 
Use of Eqs. (5.36) and (5.37) leads to the relation 
ho 
FT, 1-1/or)[p/pi +  — 1)) 


Extensive results for the constant-volume cycle with y = 1.4 can be found in { 


Taylor.! 


5.4.2 Limited- and Constant- 
Pressure Cycles 


(5.38) | 


Sian ahh nb Heeb nes NI ACER wlssit gk ee eaten ee 


The constant-pressure cycle is a limited-pressure cycle with p,; = p,. For the L 


limited-pressure cycle, the compression work remains 


We = me{T, — Ts) 63 § 


The expansion work, from Eq. (5.13), becomes = 
W, = mUc.(T3, — Ty) + Palsy — Y0)] (5.40) 4 
For the combustion process, Eqs. (5.79, h) give -§ 
Ms2-3a Qinv = mC,(T3, — T2) (5.41a) 
- My3a-36 Qinv = mC, Ts, — Taq) (5.416) 


or my Orv = MLCT, — Ts) + ¢,(Ts» — Tae)] (5.410) 


for a working fluid with c, and c, constant throughout the cycle. 
Combining Eqs. (5.1), (5.3), and (5.39) to (5.41) and simplifying gives 


~ q oye : 
fi (Ta ~ T,) + (Tap i T3,) 


Use of the isentropic relationships for the working fluid along 1-2 and 3b-4, with 
the substitutions : 


(5.42a, b) 


Jeads to the result 


op? —1 | (5.43) : 


1 
Tad eres 


For f = 1 this result becomes the constant-volume cycle efficiency (Eq. 5.31). For = 


= 1, this result gives the constant-pressure cycle efficiency as a special case. 
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The mean effective pressure is related to p, and ps via 


Py Cy Ti ly a 1) re 1 Ti : ; , 


imep_ 1 /(Q* \f_1 \/_n_ 
Py ar? (E =\(52 1G =) (5.45) 


,4.3 Cycle Comparison 


The above expressions are most useful if values for y and Q*/(c, T,) are chosen to 
match real working fluid properties. Figure 5-5 has already shown the sensitivity 
of n,,, for the constant-volume cycle to the value of y chosen. In Sec. 4.4, average 
values of y, and y, were determined which match real working fluid properties 
over the compression and expansion strokes, respectively. Values for a stoichio- 
metric mixture appropriate to an SI engine are y, ~ 1.3, y, + 1.2. However, 
analysis of pressure-volume data for real engine cycles indicates that pV", where 
nx 1.3, is a good fit to the expansion stroke p-V data.? Heat transfer from the 
burned gases increases the exponent above the value corresponding to »,. A 
value of y = 1.3 for the entire cycle is thus a reasonable compromise. 

Q*, defined by Eq. (5.29), is the enthalpy decrease during isothermal com- 
bustion per unit mass of working fluid. Hence 


«  (™s Mg 
Qt = ( 7 Osa ms) (5.46) 


A simple approximation for (m,/m) is (r, — 1)/r,; ie. fresh air fills the displaced 
volume and the residual gas fills the clearance volume at the same density. Then, 
for isooctane fuel, for a stoichiometric mixture, Q* is given by 2.92 x 106 
(r, ~ 1)/r, J/kg air. For y = 1.3 and an average molecular weight M = 29.3, c, = 
946 J/kg -K. For T, = 333 K, Q*/(c, T,) becomes 9.3 (r, — 1)/r,. For this value of 
Q*/(c, T,) all cycles would be burning a stoichiometric mixture with an appropri- 
ate residual gas fraction. 
Pressure-volume diagrams for the three ideal cycles for the same compres- 
sion ratio and unburned mixture composition are shown in Fig. 5-6. For each 
cycle, y = 1.3, r, = 12, Q*/(c, T,) = 9.3(r, — 1)/r, = 8.525. Overall performance 
characteristics for each of these cycles are summarized in Table 5.2. The constant- 
volume cycle has the highest efficiency, the constant-pressure cycle the lowest 
efficiency. This can be seen from Eq. (5.43) where the term in square brackets is 
¢qual to unity for the constant-volume cycle and greater than unity for the 
limited- and constant-pressure cycles. The imep values are proportional to 4,,; 
since the mass of fuel burned per cycle is the same in all three cases. 
__ As the peak pressure p, is decreased, the ratio of imep to p; increases. This 
ratio is important because imep is a measure of the useful pressure on the piston, 


and the maximum pressure chiefly affects the strength required of the engine 
Structure. 
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Constant volume 
— — -— Limited pressure 


110 


steacee Constant pressure 


8 12. WY, 


0 1 4 


FIGURE 5-6 
Pressure-volume diagrams for constant-volume, limited-pressure, and constant-pressure ideal gas 


standard cycles. r, = 12, = 1.3, Q*e, T,) = 9.7. — Wr. = 8.525, P30/P; = 67. 


TABLE 5.2 
Comparison of ideal cycle results 
imep — imep Pas 
Nyt Pi Ps Pi 


Constant volume 0.525 16.3 0.128 128 
Limited pressure 0.500 15.5 0.231 67 


Constant pressure 0.380 118 0.466 25.3 
nie anne eee ene ee 


y= 13; 7, = 12; Q*Ae, T,) = 8.525. 


? 
: 
: 
j 
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Constant volume 


Limited pressure 


Constant pressure 


FIGURE 5-7 
Fuel conversion efficiency as a function of compression ratio, for constant-volume, constant-pressure, 
and limited-pressure ideal gas cycles. y = 1.3, Q*/(c, T,) = 9.{r, — 1)/r,. For limited-pressure cycle, 
p;/p, = 33, 67, 100. : 


A more extensive comparison of the three cycles is given in Figs. 5-7 and 
5-8, over a range of compression ratios. For all cases y = 1.3 and Q*/(c, T,) = 
9.37, — 1)/r,. At any given r,, the constant-volume cycle has the highest effi- 
ciency and lowest imep/p;. For a given maximum pressure p,, the constant- 
Pressure cycle has the highest efficiency (and the highest compression ratio). For 
the limited-pressure cycle, at constant p;/p,, there is little improvement in effi- 
ciency and imep above a compression ratio of about 8 to 10 as r, is increased. 

Example 5.1 shows how ideal cycle equations relate residual and intake 
conditions with the gas state at point 1 in the cycle. An iterative procedure is 
required if intake conditions are specified. 


Example 5.1. For y = 1.3, compression ratio r, = 6, and a stoichiometric mixture 
with intake temperature 300 K, find the residual gas fraction, residual gas tem- 
perature, and mixture temperature at point 1 in the constant-volume cycle for 
P./p; = 1 (unthrottled operation) and 2 (throttled operation). < 
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0.6 


‘Constant pressure 


0.5 


imep 9.4 
P3 


0.3 


0.2 


0.1 Constant volume 


Te 


FIGURE $8 


Indicated mean effective pressure (imep) divided by maximum cycle pressure (p3) as a function of - 


compression ratio for constant-volume, constant-pressure, and limited-pressyre cycles. Details same 
as Fig. 5-7. 


For a stoichiometric mixture, for isooctane, 


7 my\fm, _ 44.38), 1- MJ/kg 
C= = Quay = (™ Ou = 16.14 (1 — x,) = 2.751 — x,) fk 


” For y = 1.3, c, = 946 J/kg: K and 
Q* 2.75 x 106 2910 (a) 


—_—_- = 1i—*x, =—— (1 -x,) 
At MOT . 
Equations (5.35), (5.36), and (5.38), for r, = 6and y = 1.3, become 
t (p/p)??? b) 
x,=F 0.3\30.769 ( 
"- 6[1+ O*/c,T, x 6°)" 


0.23 r 0.769 
T, Py cy T, x 6 
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T, 1—x, 


me Se 
300 1—[1f(1.3 x 6)](p./p, + 0.3) @) 


A trial-and-error solution of Eqs. (a) to (d) is required. It is easiest to estimate x,» 
solve for T, from (d), evaluate Q*/(c, T,) from (a), and check the value of X, assumed 


with that given by (b). ; 
For (p,/p) = 1 (unthrottled operation) the following solution is obtained: 
Q* 
x, = 0.04, Tj =344K, “> =81, 7, =1316K 
wt 


For (p,/p) = 2 the following solution is obtained: 
Q* 


Coy 


x, = 0.082, 7, = 391K, =68, T=1580K 


55 FUEL-AIR CYCLE 
ANALYSIS 


A more accurate representation of the properties of the working fluid inside the 
engine cylinder is to treat the unburned mixture as frozen in composition and the 
burned gas mixture as in equilibrium. Values for thermodynamic properties for 
these working fluid models can be obtained with the charts for unburned and 
burned gas mixtures described in Sec. 4.5, or the computer codes summarized in 
Sec. 4.7, When these working fluid models are combined with the ideal engine 
process models in Table 5.1, the resulting cycles are called fuel-air cycles.! The 
sequence of processes and assumptions are (with the notation of Fig. 5-2): 


1-2 Reversible adiabatic compression of a mixture of air, fuel vapor, and 
residual gas without change in chemical composition. 

2-3 Complete combustion (at constant volume or limited pressure or con- 
stant pressure), without heat loss, to burned gases in chemical equilibrium. 

3-4 Reversible adiabatic expansion of the burned gases which remain in 
chemical equilibrium. 

4-5-6 Ideal adiabatic exhaust blowdown and displacement processes with 
the burned gases fixed in chemical composition. 

6-7-1 Ideal intake process with adiabatic mixing between residual gas and 
fresh mixture, both of which are fixed in chemical composition. 


The basic equations for each of these processes have already been presented in 
Sec. 5.3. The use of the charts for a complete engine cycle calculation will now be 
illustrated. 
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5.5.1 SI Engine Cycle Simulation 


The mixture conditions at point 1 must be known or must be estimated. The 
following approximate relationships can be used for this purpose: 


. T(z) _ (Bm me (547 
“ee { *T Ee) (2) 
1, =Tr, x2) (5.48) 


where T, = 1400 K and (y — 1)/y = 0.24 are appropriate average values to use for 
oe . 5. 

inti Given the equivalence ratio ¢ and initial conditions T, (K), Py = p; (Pa), 
and v, (m°/kg air), the state at point 2 at the end of compression through a 
volume ratio v,/v, =r, is obtained from Eq. (4.25a) and the isentropic compres- 
sion chart (Fig. 4-4). The compression work We (J/kg air) is found from Eq. (5.6) 
with the internal energy change determined from the unburned mixture chart 
“e The use of charts to relate the state of the burned mixture to the state of the 
unburned mixture prior to combustion, for adiabatic constant-volume and 
constant-pressure combustion, has already been illustrated in Sec. 4.5.3. 

For the constant-volume cycle, 


uy =ty, + Aut,  I/kg air (5.49) 


where u,, is the sensible internal energy of the unburned mixture at T, from Fig.. 


4-3 and Au}, is the internal energy of formation of the unburned mixture [given 
by Eq. (4.32)]. Since v3 = v2, the burned gas state at point 3 can be located on 
the-appropriate burned gas chart (Figs. 4-5 to 4-9). 

For the constant-pressure cycle, 


hy = hy + Any, — I/kg air (5.50) 


Since p, = pz, the burned gas state at point 3 can be located (by iteration) on the 
high-temperature burned gas charts, as illustrated by Example 4.5. ; 

For the limited-pressure cycle, application of the first law to the mixture 
between states 2 and 3b gives 


hay = Usp + D3 Vay = Uz + Pz U2 = Uyz + Auyy + P32 J/kg air (5.51) 


Since p; for a limited-pressure cycle is given, point 3b can be located on the 
i rned gas chart. 
se The ccpansion process 3-4 follows an isentropic line from v3 to v4 (V4 = vt) 
on the burned mixture charts. Equation (5.9) [or (5.11) or (5.13)] now gives the 
expansion work W,. The state of the residual gas at points 5 and 6 in the yen Ms 
obtained by continuing this isentropic expansion from state 4 to p=p,. ihe 
residual gas temperature can be read from the equilibrium burned gas chart; . 
residual gas fraction is obtained from Eq. (5.17). If values of T, and x, “ : 
assumed at the start of the cycle calculation to determine T,, the assumed value 
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can be checked against the calculated values and an additional cycle computa- 
tion carried out with the new calculated values if required. The convergence is 
rapid. - . 

The indicated fuel conversion efficiency is obtained from Eq. (5.1). The indi- 
cated mean effective pressure is obtained from Eq. (5.2). The volumetric efficiency 
(see Sec. 2.10) for a four-stroke cycle engine is given by 


_ r {i _ x,) 
U1 Pade -_ 1) 


where p,, is the inlet air density (in kilograms per cubic meter) and p, is the chart 
mixture specific volume (in cubic meters per kilogram of air in the original 
mixture). 


v 


(5.52) 


Example 5.2. Calculate the performance characteristics of the constant-volume fuel-. 
air cycle defined by the initial conditions of Examples 4.2, 4.3, and 4.5. The compres- 
sion ratio is 8; the fuel is isooctane and the mixture is stoichiometric; the pressure 
and temperature inside the cylinder at the start of compression are 1 atm and 350 


K, respectively. Use the notation of Fig. 5-2a to define the states at the beginning 
and end of each process. 


Example 4.2 analyzed the compression process: 
T,=350K, =p, = 1013 kPa, vo, = 1 m3 /kg air, u,, = 40 kJ/kg air 
T, = 682 K, P2 = 1.57 MPa, vz = 0.125 m/kg air, —u,. = 350 kJ/kg air 

W,.. = We = —310 kJ/kg air 


Example 4.5 analyzed the constant-volume adiabatic combustion process (it 
was assumed that the residual gas fraction was 0.08): 


Uys = Ue = Uy, + Au, = —SkI/kg air, 55 = 9.33 kJ/kg air-K 
bs = v, = 0.125 mi/kg air, Ty = 2825K, pp; = 7100 kPa 


Example 4.3 analyzed the expansion process, from these conditions after com- 
bustion at TC, to the volume v, at BC of 1 m3/kg air: 


T, = 1840K, pg =S70 kPa, uy = — 1540 kI/kg air 
Wy.4 = We = 1535 kJ/kg air 


To check the assumed residual gas fraction, the constant entropy expansion - 
Process on the chart in. Fig. 4-8 is continued from state 4 to the exhaust pressure ps 


of t atm = 101.3 kPa. This gives v, = 4.0 m3/kg air and T; = 1320 K. The residual 
fraction from Eq. (5.17) is 


which is significantly different from the assumed value of 0.08. The combustion and 
expansion calculations are now repeated with the new residual fraction of 0.031 (the 
compression process will not be changed significantly and the initial temperature is 
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assumed fixed): . 
U,3 = 350 — 118.2 — 2956 x 0.031 = 140 kJ/kg air 


With v, = 0.125 m*/kg air, Fig. 4-8 gives 
p;=7270kPa, T, = 2890 K 


Expand at constant entropy to 0, = 1 m3/kg air: 
pe = 595kPa, T,=1920K, tg = — 1457 kJ/kg air 
W,., = W, = 1597 kJ/kg air 
Continue expansion at constant entropy to the exhaust pressure, ps = 1 atm: 
v5 =4mifkgair, TT; = 1360K 


Equation (5.17) now gives the residual fraction 


which agrees with the value assumed for the second iteration. 
The fuel conversion efficiency can now be calculated: 


W,+ We 
1 Ba 
P\, 
where my, = kg fuel/kg air at state 1 = (Ee —%,) 
Thus 
1597 — 310 045 


2 Te 
14. = 0.0661 x (1 — 0.031) x 44.4 x 10° 


The indicated mean effective pressure is 


‘ We + We _ 1597-310 _ any ura 
EP yh 2S 
imep 
or — =.146 
Py 


5.5.2. Cl Engine Cycle Simulation 
With a diesel engine fuel-air cycle calculation, additional factors must be oa 
unt. The mixture during compression is air plus a small ee ae 
residual gas. At point 2 liquid fuel is injected into the hot pene bs 2 
temperature T,; as the fuel vaporizes and heats up, the air is coole pm 
constant-volume mixing process which is adiabatic overall, the mixture 1 
energy is unchanged, i.e.: 

. mLuyy + ¢y,(Ty — To)] + MaCoa(Ta: — Tr) = 0 


into acco 


> 


(5.53) i 
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where m, is the mass of fuel injected, uy, is the latent heat of vaporization of the 
fuel, ¢,¢ is the specific heat at constant volume of the fuel vapor, T>. is the 
mixture temperature (assumed uniform) after vaporization and mixing is com- 
plete, m, is the mass of air used, and c,,, is the specific heat at constant volume of 
air. Substitution of typical values for fuel and air properties gives (T) — T,.) = 
70 K at full load. Localized cooling in a real engine will be greater. 

The limited-pressure cycle is a better approximation to the diesel engine 
than the constant-pressure or constant-volume cycles. 

Note that because nonuniformities in the fuel/air ratio exist during and 
after combustion in the CI engine, the burned gas charts which assume uniform 
composition will not be as accurate an approximation to working fluid properties 
as they are for SI engines. 


5.5.3 Results of Cycle Calculations 


Extensive results of constant-volume fuel-air cycle calculations are available.': 3.4 
Efficiency is little affected by variables other than the compression ratio r, and 
equivalence ratio ¢. Figures 5-9 and 5-10 show the effect of variations in these 
two parameters on indicated fuel conversion efficiency and mean effective pres- 
sure. From the available results, the following conclusions can be drawn: 


1. The effect of increasing the compression ratio on efficiency at a constant 
equivalence ratio is similar to that demonstrated by the constant y constant- 
volume cycle analysis (provided the appropriate value of y is used; see Fig. 
5-19). 

2. As the equivalence ratio is decreased below unity (i.e., the fuel-air mixture is 
made progressively leaner than stoichiometric), the efficiency increases. This 
occurs because the burned gas temperatures after combustion decrease, 
decreasing the burned gas specific heats and thereby increasing the effective 
value of y over the expansion stroke. The efficiency increases because, for a 
given volume-expansion ratio, the burned gases expand through a larger tem- 
perature ratio prior to exhaust; therefore, per unit mass of fuel, the expansion 
stroke work is increased. 

3. As the equivalence ratio increases above unity (i.¢., the mixture is made pro- 

gressively richer than stoichiometric), the efficiency decreases because lack of 

sufficient air for complete oxidation of the fuel more than offsets the effect of 
decreasing burned gas temperatures which decrease the mixture’s specific 
heats. : 

The mean effective pressure, from Eq. (5.2), is proportional to the product 

on,,. This exhibits a maximum between @ = 1.0 and ¢ ~ 1.1, ie, slightly rich 

of stoichiometric. For ¢ less than the value corresponding to this maximum, 
the decreasing fuel mass per unit displaced volume more than offsets the 
increasing fuel conversion efficiency. For @ greater than this value, the 
decreasing fuel conversion efficiency (due to decreasing combustion efficiency) 
More than offsets the increasing fuel mass. 
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1 atm, T, = 388 K, 


imep/p, 


Fuel/air equivalence ratio d 


FIGURE 5-10 

Fuel-air cycle results for indicated 
mean effective pressure as a function 
of equivalence ratio and compres- 
sion ratio. Fuel: octene; p, = 1 atm, 


T, = 388 K, x, = 0.05. (From Edson 
Fuel/air equivalence ratio ¢ and Taylor.*) 


5. Variations in initial pressure, inlet temperature, residual gas fraction, and 
atmospheric moisture fraction have only a modest effect on the fuel conver- 
sion efficiency. The effects of variations in these variables on imep are more 
substantial, however, because imep depends directly on the initial charge 
density. 

. Comparison of results from limited-pressure and constant-volume fuel-air 
cycles’ shows that placing a realistic limit on the maximum pressure reduces 
the advantages of increased compression ratio on both efficiency and imep. 


Compression ratio r, 


A : j - eaaieae? 
fuel conversion efficiency as a function of compression ratio and equivalence ratio. Fuel: octene; py 


5.6 OVEREXPANDED ENGINE 
CYCLES 


The gas pressure within the cylinder of a conventional four-stroke engine at 
exhaust valve opening is greater than the exhaust pressure. The available energy 
of the cylinder gases at this point in the cycle is then dissipated in the exhaust 
blowdown process. Additional expansion within the engine cylinder would 
increase the indicated work per cycle, as shown in Fig. 5-11, where expansion 
continues beyond point 4’ (the conventional ideal cycle exhaust valve opening 
Point) at V,, =r, V, to point 4 at V,=r,V,. The exhaust stroke in this over- 
€xpanded cycle is 4-5-6. The intake stroke is 6-1. The area 14/451 has been added 


Fuel-air cycle results for indicated 
= 0.05. (From Edson and Taylor.*) 


FIGURE 5-9 


x, 
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FIGURE $11 

Pressure-volume diagram for overexpanded engine 
cycle (1234561) and Atkinson cycle (1235*61). r, and r, 
are volumetric compression and expansion ratios, 
respectively. 


to the conventional cycle p-V diagram area, for the same fuel input, thereby 
increasing the engine’s efficiency. 

Complete expansion within the cylinder to exhaust pressure p, (point 5*) is 
called the Atkinson cycle. Unthrottled operation is shown in Fig. 5-11; throttled 
operating cycles can also be generated. Many crank and valve mechanisms have 
‘been propdsed to achieve this additional expansion. For example, it can be 
achieved in a conventional four-stroke cycle engine by suitable choice of exhaust 
valve opening and intake valve closing positions relative to BC. If the crank 
angle between exhaust valve opening and BC on the expansion stroke is less than 
the crank angle between BC and intake valve closing on the compression stroke, 
then the actual volumetric expansion ratio is greater than the actual volumetric 
compression ratio (these actual ratios are both less than the nominal compression 
ratio with norma! valve timing). 

The effect of overexpansion on efficiency can be estimated from an analysis 
of the ideal cycle shown in Fig. 5-11. An ideal gas working fluid with specific 
heats constant throughout the cycle will be assumed. The indicated work per 
cycle for the overexpanded cycle is 


W., = m[(ug — U4) — (uz — Uy) — Pi(va — 91)] (5.54) 
The isentropic relations for 1-2 and 3-4 are 


T, T3 


22 — py~l 3 = pr-i 
=P", =P, 


T, Ty 


With Eq. (5.33) to relate T, and T,, the following expression for indicated fuel 
conversion efficiency can be derived from Eqs. (5.1), (5.29), and (5.54): 
1 ¢,T, _ | 
nga = ar {! toe te ae ‘+0 - ora} (5.59) 
Ye 


where r= 
r, 


Note that the efficiency given by Eq. (5.55) is a function of load (via Q*), and is & 
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maximum at maximum load. This contrasts with the id 


: ar ; eal constant-volu cle: 
efficiency [Eq. (5.31)], which is independent of } . me cycle 
expansion is given by Pe of load. The ratio r./t, for complete 


ra14—2_ 


c, Tyr? 1 (5.56) 


The meet of overexpansion on fuel: conversion efficiency is shown in Fig. 5-12 for 
r. = , s an 16 with y= 13. The ratio of overexpanded cycle efficiency to the 
standard cycle efficiency is plotted against r. The Atkinson cycle (co: 
expansion) values are indicated by the transition from a continuous li 
dashed line. Significant increases in efficien 
compression ratios. , 
One major disadvantage of this c 
decrease significantly because only part 
with fresh charge. From Egs. (5.2), 


mplete 
ne toa 
cy can be achieved, especially at low 


ycle is that imep and power density 
of the total displaced volume is filled 
(5.29), and the relations V, = Vir, — Ufr, and 


r=rJr, 


r IGURE 5.12 
Adicated fuel conversi ffici 
sio i 
nction of p/p. n efficiency and mean effective 


Pressure for overexpanded engine cycle as a 
Solid to dashed li 


Efficiencies given relative to r 
ci =F, value, 4719. y = 1.3, O*c, T,) = 
ine transition marks the complete expansion point (Atkinson ak » mc ~ ree 
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p,V, = mRT, it follows that imep for the overexpanded cycle is given by 


imep_ /( Q* \/_1_ r, . | 
Pi. = (J =\; re 1G a =) (5.57) 


Values of imep/P; are plotted in Fig. 5-12 as a function of r(=r,/r,)- The substan- 
tial decrease from the standard constant-volume cycle values at r = 1 is clear. 


5.7 AVAILABILITY ANALYSIS 
OF ENGINE PROCESSES 


5.7.1 Availability Relationships 


Of interest in engine performance analysis is the amount of useful work that can 
be extracted from the gases within the cylinder at each point in the operating 
cycle. The problem is that of determining the maximum possible work output (or 
minimum work input) when a system (the charge within the cylinder) is taken 
from one specified state to another in the presence of a specified environment (the 
atmosphere). The first and second laws of thermodynamics together define this 
maximum or minimum work, which is best expressed in terms of the property of 
such a system-environment combination called availability> or sometimes 
r 6, Te 

ie Yeisen the system-atmosphere combination shown in Fig. 5-13. In the 
absence of mass flow across the system boundary, as the system changes from 
state 1 to state 2, the first and second laws give 


W,.2 = —(U, — U4) + Q1-2 
Q1.2 S To(S2 — S;) 


Combining these two equations gives the total work transfer: 


W,. 1-2 S —L(U2 — U4) — To(S2 —- S,)] (5.58) 


The work done by the system against the atmosphere is not available for pro- 


Atmosphere (7, Po) 


FIGURE 5-13 


analysis. 


“sins geo cant ae ple: Se aa a 


. 


System-atmosphere configuration for availability 
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ductive use. It must, therefore, be subtracted from the total work to obtain the 
useful work transfer: 


Wo.1-2 S —[(U2 — Uy) + pol, — Vi) — Tr(S, — S,)] (5.59) 


The maximum useful work will be obtained when the final state of the system is in 
thermal and mechanical equilibrium with the atmosphere. The availability of 
this system which is in communication with the atmosphere - 


A=U+pV—-ThS - (5.60) 


is thus the property of the system-atmosphere combination which defines its 
capacity for useful work. The useful work such a system-atmosphere combination 
can provide, as the system changes from state 1 to state 2, is less than or equal to 
the change in availability: 


Wo, 1-2 S —(A2 — A;) (5.61) 


When mass flow across the system boundary occurs, the availability associ- 
ated with this mass flow is 


B=H-T,S (5.62) 


Bis usually called the steady-flow availability function. 

With these relations, an availability balance for the gas working-fluid 
system around the engine cycle can be carried out. For any process between 
specified end states which this system undergoes (interacting only with the 
atmosphere), the change in availability AA is given by 


AA = Ain oars Agu nee Aagestroyed (5.63) 


The availability transfers in and out occur as a result of work transfers, heat 
transfers, and mass transfers across the system boundary. The availability trans- 
fer associated with a work transfer is equal to the work transfer. The availability 
transfer dAg associated with a heat transfer 5Q occurring when the system tem- 
perature is T is given by 


dAg = sol 7 2) (5.64) 


since both an energy and entropy transfer occurs across the system boundary. 
The availability transfer associated with a mass transfer is given by Eq. (5.62). 


ae 


+ The issue of chemical equilibrium with the atmosphere must also be considered. Attainment of 
chemical equilibrium with the environment requires the capacity to extract work from the partial 
Pressure differences between the various species in the working fluid and the partial pressures of those 
Same species in the environment. This would require such devices as ideal semipermeable membranes 
and efficient low input Pressure, high pressure ratio, expansion devices (which are not generally avail- 
able for mobile power plant systems). Inclusion of these additional steps to achieve full equilibrium 
beyond equality of temperature and pressure is inappropriate.* 
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Availability is destroyed by the irreversibilities that occur in any real process. The 
availability destroyed is given by 


Agestroyed = To AS irrev (5.65) 


where AS,.... is the entropy increase associated with the irreversibilities occurring 
isrev 
within the system boundary.” ® 


5.7.2 Entropy Changes in Ideal Cycles 


The ideal models of engine processes examined earlier in this chapter provide 

useful illustrative examples for availability analysis. First, however, we will con- 

sider the variation in the entropy of the cylinder gases as they proceed through 
i rating cycles. 

oe 08 ae reversible compression process, the entropy is constant. 

For the combustion process in each of the ideal gas standard cycles, the entropy 

increase can be calculated from the relations of Eq. (4.14) (with constant specific 


heats): 
T p Dog of? 
ss = ein (Z) +R In(2)=c,1n(Z) ea (2) 


For the constant-volume cycle: 


T 
S, — S, = m(s3 — s,) = me, In (2) . (5.66a) 


For the constant-pressure cycle: 


1. 
S, — 5; = ml55— 53) = me, In (2) (5.665) 


2 


For the limited-pressure cycle: 


S3, — 52, =c, In (®) +c, In (2) =c,Ina+c, In B (5.66c) 
i by Eq. (5.42). 

= ‘ae eget baie after combustion is complete, is adiabatic ae 
reversible, there is no further change in entropy, 3 to 4 (or 3b to 4). Figure . + 
shows the entropy changes that occur during each process of these three 1 a 
engine operating cycles, calculated from the above equations, on. a T: “s eee mt 
The three cycles shown correspond to those of the p-V diagrams of Fig. 5- we 
r,=12, y=1.3, and Q*/(c, T;) = 8.525. Since the combustion aaa ae 
assumed to be adiabatic, the increase in entropy during combustion ci¢ 
demonstrates the irreversible nature of this process. 
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Constant volume 


Limited pressure 


Py, = WA 


Constant pressure 


e 1.0  (s ~ si)fey 2.0 
FIGURE 5-14 


Temperature-entropy diagram for ideal gas constant-volume, constant-pressure, and limited-pressure 
cycles. Assumptions same as in Fig. 5-6. 


5.7.3 Availability Analysis of Ideal 
Cycles 


An availability analysis for each process in the ideal cycle illustrates the magni- 
tude of the availability transfers and where the losses in availability occur.? In 
general, for the system of Fig. 5-4 in communication with an atmosphere at po, 
Ty as indicated in Fig. 5-13, the change in availability between states i and j 
during the portion of the cycle when the valves are closed is given by 


As — Ar= ma; — a) = m{(u, — u) + poloj— 0) — Tols;—s)] (5.67) 


The appropriate normalizing quantity for these changes in availability is the 
thermomechanical availability of the fuel supplied to the engine cylinder each 
cycle, m—Agoog)t (see Sec. 3.6.2). However, it is more convenient to use 
md —Ah2o—)t = my Qryy as the normalizing quantity since it can be related to 
the temperature rise during combustion via Eq. (5.28). As shown in Table 3.3, 
these two quantities differ by only a few percent for common hydrocarbon fuels. 
Equation (5.67), with Eq. (5.29), then becomes 


AAs = MG) a (5.68) 
mrQuuy my, Quay Q 


er ee a 


4 Afaas is the Gibbs free energy change for the combustion reaction, per unit mass of fuel. 
A 
¢ 


29g is the enthalpy change for the combustion reaction, again per unit mass of fuel. 
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The compression process is isentropic, so: 


(uz — uy) + Polv2 — »;) 


See Nie aw 
~‘8[(B-1)-0-01-F) 
= [e-v-0-0(1-)] 


where we have assumed py = p;. The first term in the square brackets is the 
compression stroke work transfer. The second term is the work done by the 
atmosphere on the system, which is subtracted because it does not increase the 
useful work which the system-atmosphere combination can perform. 

During combustion, for the constant-volume cycle, the volume and internal 
energy remain unchanged (Eqs. 5.7a, b). Thus 


_ 43-42 _ _ TolS3 — 52) 


my, Quay Q* Q* 


CoT  (Ta\_ _ oo To => 
oe (?)- Qe ™ (+2 


This loss in availability results from the increase in entropy associated with the 
irreversibilities of the combustion process. This lost or destroyed availability, as a 
fraction of the initial availability of the fuel-air mixture, decreases as the compres- 
sion ratio increases (since T increases as the compression ratio increases, T;/T; 
decreases for fixed heat addition) and increases as Q* decreases [e.g., when the 
mixture is made leaner; see Eq. (5.46)]. The changes in availability during com- 
bustion for the constant-pressure and limited-pressure cycles are more complex 
because there is a transfer of availability out of the system equal to the expansion 
work transfer which occurs. : 
For the constant-volume cycle expansion stroke: 


(5.69) 


(5.70) 


tl 


= _ (Ug — 43) + Pola — Ys) 


my Quiv Q* 7 Q* 
_oeTs| (Te _ 7 Be) (He )| 
o* lz i)+0 v( 2) ke 


¢ 


c, Tyr! ! 1 c,T;, {t% —1 
--[(1+ 8 \1-ga)-0- 9 Se (“Jem 
The availability of the exhaust gas at state 4 relative to its availability at < 


(T;, p;) is given by ae 
(5.72) 2 j 


st. o((8-) Bo (8) 
my Quuv Q* T, T, T, 


3 
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(A — Am, Quay) 


FIGURE 5-15 

Availability of cylinder charge relative to avail- 
ability at state 1 for constant-volume ideal gas 
ce . a function of cylinder volume. Availability 
made dimensionless by m,-Q,..,. Assumpti 

WW, in Fig. 5-6. all eae 


Constant-volume cycle 
7, = 12, Q*(c, T,) = 8.525 
y = 13, T, = 300K 


The availability of the gases inside the cylinder relative to their availabilit 
at (Th P;) over the compression and expansion strokes of the scusteni volun 
operating cycle example used in Figs. 5-6 and 5-14 is shown in Fig. 5-15. Equa- 
tions (5.69) and (5.71), with T, and T, replaced by temperatures intermediate 
between T, and T, and T, and T,, respectively, were used to compute the varia- 
tions during compression and expansion. Table 5.3 summarizes the changes in 
availability during each process and the availability of the cylinder gases, at the 
beginning and end of each process, relative to the datum for the atmosphere 


TABLE 53 
Availability changes in constant-volume 
cycle 
ee 
A Yaa A; A, 
_ Process or state mys Ouuv my Qinv 
i , - 1.0294 
} 0.0976 
o 1.1270 
; —0.1710 : 
ci; 0.9560 
: — 0.6237 
Fuel conversion a 
efficiency 4, , 0.5 
+ 45, . " a 
Availability conversion 
efficiency n,; 0.511 


Reldyn 
: 27 = 13, Q%/(c, T,) = 8.525, Ty = 300 K, T, = 333 
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(1 atm, 300 K). The availability at state 1 of the fuel, air, residual-gas mixture is] 
(1.0286 + 0.0008)m, Qiuv. 1.0286 is the ratio (—Ag>og)/(—Ah3og) for isooctane | 
(see Table 3.3). The second number, 0.0008, allows for the difference between 7, 
and T,. Because both work-transfer processes in this ideal cycle case are 
reversible, the fuel conversion efficiency ,, is given by (A; — Ag)/(m; Quy) — (A A 
— A,)(m, Quy). It is, of course, equal to the value obtained for r, = 12 and 
y = 1.3 from the formula for efficiency (Eq. 5.31), obtained previously. The avail. § 
ability conversion efficiency is ,,/1.0286. Note that it is the availability 4 
destroyed during combustion, plus the inability of this ideal constant-volume 
cycle to. use the availability remaining in the gas at state 4, that decrease the : 
availability conversion efficiency below unity. Both these loss mechanisms 3 
decrease in magnitude, relative to the fuel availability, as the compression ratio HR 
increases. This is the fundamental. reason why engine indicated efficiency = 
increases with an increasing compression ratio. 


5.7.4 Effect of Equivalence Ratio 


The fuel-air cycle with its more accurate models for working fluid properties can # 
be used to examine the effect of variations in the fuel/air equivalence ratio on the 
availability conversion efficiency. Figure 5-16 shows the temperature attained and # 
the entropy rise that occurs in constant-volume combustion of a fuel-air mixture ; 

of different equivalence ratios, following isentropic compression from ambient # 
temperature and pressure through different volumetric compression ratios.® The 
entropy increase is the result of irreversibilities in the combustion process and & 
mixing of complete combustion products with excess air. The significance of these = 
combustion-related losses—the destruction of availability that occurs in this @ 
process—is shown in Fig. 5-17 where the availability after constant-volume com- 3 
bustion divided by the availability of the initial fuel-air mixture is shown asa @& 
function of equivalence ratio for compression ratios of 12 and 36.8 The loss of 4 


Initial 
compression 


Temperature, 


FIGURE 5-16 4 
Temperature and entropy of combustion product} 3 
after constant-volume combustion following ise E 3 
tropic compression from ambient conditioss ge. 
. through specified compression ratio as 2 function 3s: 
of compression ratio and equivalence ratio. (Fro ge 
Flynn et al.®) 4 


0 0.5 1.0 15 2.0 
Entropy, kI/kg*K 
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FIGURE 5-17 

Availability of combustion products after 
constant-volume combustion relative to avail- 
ability before combustion following isentropic 


é compression from ambient through specified com- 
0 0.2 0.4 0.6 0.8 1.0 pression ratio as a function of equivalence ratio. 
Fuel/air equivalence ratio (From Flynn et al.) 


availability increases as the equivalence ratio decreases.t The combustion loss is 
a stronger function of the rise in temperature and pressure which occurs than of 
the change in the specific heat ratio that occurs. 

Why then does engine efficiency increase with a decreasing equivalence 
ratio as shown in Fig. 5-9? The reason is that the expansion stroke work transfer, 
as a fraction of the fuel availability, increases as the equivalence ratio decreases; 
hence, the availability lost in the exhaust process, again expressed as a fraction of 
the fuel availability, decreases, The increase in the expansion stroke work as the 
equivalence ratio decreases more than offsets the increase in the availability lost 
during combustion; so the availability conversion efficiency (or the fuel conver- 
sion efficiency which closely approximates it) increases. 


58 COMPARISON WITH REAL 
ENGINE CYCLES 


To put these ideal models of engine processes in perspective, this chapter will 
conclude with a brief discussion of the additional effects which are important in 
real engine processes. 

A comparison of a real engine p-V diagram over the compression and 
erpansion Strokes with an equivalent fuel-air cycle analysis is shown in Fig. 
“18. The Teal engine and the fuel-air cycle have the same geometric compres- 
‘lon ratio, fuel chemical composition and equivalence ratio, residual fraction and 
mixture density before compression. Midway through the compression stroke, 


a ge ee 


oT es : ., : 
ie is consistent with the ideal gas standard cycle result (Eq. 5.70). As @ decreases, so does 
Ac, T,). The factor which multiplies the natural logarithm (which increases) has a greater impact 
the logarithmic term (which decreases). 
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| 
i 


Pressure, MPa 


Fuel-air cycle 


Actual cycle 


FIGURE 5-18 

Pressure-volume diagram for actual spark-ignition 
engine compared with that for equivalent fuel-air 
cycle. r, = 11. (From Edson and Taylor.*) 


0 0.1 02 03 04 05 0.6 0.7 
Displaced volume, dm? 


the pressure in the fuel-air cycle has been made equal to the teal cycle pressure.t 
The compression stroke pressures for the two cycles essentially coincide. Modest 
differences -in pressure during intake and the early part of the compression 
process result from the pressure drop across the intake valve during the intake 
process and the closing of the intake valve 40 to 60° after BC in the real engine. 
The expansion stroke pressures for the engine fall below the fuel-air cycle pres- 
sures for the following reasons: (1) heat transfer from the burned gases to the 
walls; (2) finite time required to burn the charge; (3) exhaust blowdown loss due 
to opening the exhaust valve before BC; (4) gas flow into crevice regions and 
leakage past the piston rings; (5) incomplete combustion of the charge. 

These differences, in decreasing order of importance, are described below. 
Together, they contribute to the enclosed area on the p-V diagram for a properly 
adjusted engine with optimum timing being about 80 percent of the enclosed 
area of an equivalent fuel-air cycle p-V diagram. The indicated fuel conversion or 
availability conversion efficiency of the actual engine is therefore about 0.8 times 
the efficiency calculated for the fuel-air cycle.’ Use is often made of this ratio to 
estimate the performance of actual engines from fuel-air cycle results. 


1. Heat transfer. Heat transfer from the unburned mixture to the cylinder walls 
has a negligible effect on the p-V line for the compression process. Heat trans- 
fer from the burned gases is much more important (see Chap. 12), Due to heat 
transfer during combustion, the pressure at the end of combustion in the real 


+ Note that in the fuel-air-cycle with idealized valve timing, the compression process starts sane 
diately after BC. In most engines, the charge compression starts later, close to the time that the 
valve closes some 40 to 60° after BC. This matching process is approximate. 
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cycle will be lower. During expansion, heat transfer will cause the gas pressure 
in the real cycle to fall below an isentropic expansion line as the volum 
increases. A decrease in efficiency results from this heat loss. : 


2 Finite combustion time. In an SI. engine with spark-timing adjusted for 
optimum efficiency, combustion typically starts 10 to 40 crank angle degrees 
before TC, is half complete at about 10° after TC, and is essentially complete 
30 to 40° after TC. Peak pressure occurs at about 15° after TC (see Fig. 1-8). 
In a diesel engine, the burning process starts shortly before TC. The pressure 
rises rapidly to a peak some 5 to 10° after TC since the initial rate of burning 
is fast. However, the final stages of burning are much slower, and combustion 
continues until 40 to 50° after TC (see Fig. 1-15). Thus, the peak pressure in 

_the engine is substantially below the fuel-air cycle peak pressure value, because 
combustion continues until well after TC, when the cylinder volume is much 
greater than the clearance volume. After peak pressure, expansion stroke pres- 
sures in the engine are higher than fuel-air cycle values in the absence of other 
loss mechanisms, because less work has been extracted from the cylinder 
gases. A comparison of the constant-volume and limited-pressure cycles in 
Fig. 5-6 demonstrates this point. 

For spark or fuel-injection timing which is retarded from the optimum 
for maximum efficiency, the peak pressure in the real cycle will be lower, and 
expansion stroke pressures after the peak pressure will be higher than in the 
optimum timing cycle. 

3. Exhaust blowdown loss. In the real engine operating cycle, the exhaust valve is 
opened some 60° before BC to reduce the pressure during the first part of the 
exhaust stroke in four-stroke engines and to allow time for scavenging in two- 
stroke engines. The gas pressure at the end of the expansion stroke is therefore 
reduced below the isentropic line. A decrease in expansion-stroke work trans- 
fer results. 


4. Crevice effects and leakage. As the cylinder pressure increases, gas flows into 
crevices such as the regions between the piston, piston rings, and cylinder wall. 
These crevice regions can comprise a few percent of the clearance volume. 
This flow reduces the mass in the volume above the piston crown, and this 
flow is cooled by heat transfer to the crevice walls. In premixed charge 
engines, some of this gas is unburned and some of it will not burn. Though 
much of this gas returns to the cylinder later in the expansion, a fraction, from 
behind and between the piston rings, flows into the crankcase. However, 
leakage in a well-designed and maintained engine is small (usually less than 
one percent of the charge). All these effects reduce the cylinder pressure during 
the latter stages of compression, during combustion, and during expansion 
below the value that would result if crevice and leakage effects were absent. 


5. Incomplete combustion. Combustion of the cylinder charge is incomplete; the 
exhaust gases contain combustible species. For example, in spark-ignition 
engines the hydrocarbon emissions from a warmed-up engine (which come 
largely from the crevice regions) are 2 to 3 percent of the fuel mass under 
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normal operating conditions; carbon monoxide and hydrogen in the exhaust 
contain an additional 1 to 2 percent or more of the fuel energy, even with 
excess air present (see Sec. 4.9). Hence, the chemical energy of the fuel which is 
released in the actual engine is about 5 percent less than the chemical energy 
of the fuel inducted (the combustion efficiency, see Sec. 3.5.5, is about 95 
percent). The fuel-air cycle pressures after combustion will be higher because 
complete combustion is assumed. In diesel engines, the combustion ineffi- 
ciency is usually less, about 1 to 2 percent, so this effect is smaller. 


SUMMARY. The effect of all these loss mechanisms on engine efficiency is best 
defined by an availability balance for the real engine cycle. A limited number of 
such calculations have been published (e.g., Refs. 8, 10, and 11). Table 5.4 shows 
- the magnitude of the loss in availability (as a fraction of the initial availability) 
that occurs due to real cycle effects in a typical naturally aspirated diesel 
engine.!° The combustion and exhaust losses are present in the ideal cycle 
models also (they are smaller, however®). The loss in availability due to heat 
losses, flow or aerodynamic losses, and mechanical friction are real engine effects. 
Figure 5-19 shows standard and fuel-air cycle efficiencies as a function of 

the compression ratio compared with engine indicated efficiency data. The top 
three sets of engine data are for the best efficiency air/fuel ratio. Differences in the 
‘data are in part due to different fuels [(12) isooctane; (13) gasoline; (14) propane] 
which affect efficiency slightly through their different composition and heating 
values (see Table D.4). They also result from different combustion chamber 
shapes which affect the combustion rate and heat transfer. The trends in the data 
with increasing compression ratio and the @ = 0.8 fuel-air cycle curve (which 
corresponds approximately to the actual air/fuel ratios used) are similar. The 
factor of 0.8 relating real engine and fuel-air cycle efficiencies holds roughly. At 
compression ratios above about 14, however, the data show that the indicated 
efficiency of actual engines is essentially constant. Increasing crevice and heat 


TABLE 5.4 
Availability losses in naturally aspi- 
rated diesel 
Loss, fraction of 
Loss mechanism fuel availability 
Combustion 0.225 
Exhaust ; 0.144 
Heat transfer 0.135 
Aerodynamic 0.047 
Mechanical friction 0,048 
Total losses 0.599 
Availability conversion 0.401 
efficiency (brake) 


Source: Traupel.'° 
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eae offset the calculated ideal cycle efficiency increase as the compression ratio 
a mia aes The standard ideal gas cycle analysis results, with an 
i € choice for the value of y (1.25 to 1. 
ede eee y ( 0 1.3), correspond closely to the fuel- 
The ideal cycle provides a conveni 
a i ient but crude approximation to th 
en Operating cycle. It is useful for illustrating the thermodynamic eeraber 
ne operation. It can also provide approximate estimates of trends as major 
ee parameters change. The weakest link in these ideal cycles is the modeling 
. tis ape aera SI and CI engines. None of the models examined 
: are sulliciently close to reality to provide a icti 
te lose ccurate predictions of 
aa performance. More sophisticated models of the spark-ignition and diesel 
© operating cycles have been developed and are the subject of Chap. 14. 
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PROBLEMS 


5.1. 


§.2. 


5.3. 


5.4. 


5.5. 


Many diesel engines can be approximated by a limited-pressure cycle. In a limited. 
pressure cycle, a fraction of the fuel is burnt at constant volume and the remaining 
fuel is burnt at constant pressure. Use this cycle approximation with y = c,/c, = 1.3 
to analyze the following problem: 


Inlet conditions: p, = 1.0 bar, T, = 289 K 
Compression ratio: 15:1 

Heat added during combustion: 43,000 kJ/kg of fuel 
Overall fuel/air ratio: 0.045 kg fuel/kg air 


(a) Half of the fuel is burnt at constant volume, then half at constant pressure. Draw 
a p-V diagram and compute the fuel conversion efficiency of the cycle. ; 

(b) Compare the efficiency and peak pressure of the cycle with the efficiency and 
peak pressure that would be obtained if all of the fuel were burnt at constant 
pressure or at constant volume. 7 

It is desired to increase the output of a spark-ignition engine by either (1) raising the 

compression ratio from 8 to 10 or (2) increasing the inlet pressure from 10 atm to 

1.5 atm. Using the constant-volume cycle as a model for engine operation, which 

procedure will give: 

(a) The highest pressure of the cycle? 

(b) The highest efficiency? 

(c) The highest mep? 

Assume y = 1.3 and (m, Quy)me, T,) = 9.3(r, — Vr. 

When a diesel engine; originally designed to be naturally aspirated, is turbocharged 

the fuel/air equivalence ratio ¢ at full load must be reduced to maintain the 

maximum cylinder pressure essentially constant. If the naturally aspirated engine 
was designed for ¢ = 0.75 at full load, estimate the maximum permissible value of ¢ 

for the turbocharged engine at full load if the air pressure at the engine inlet is 1.6 

atm. Assume that the engine can be modeled with the limited-pressure cycle, with 

half the injected fuel burned at constant volume and half at constant pressure. The 
compression ratio is 16. The fuel heating value is 42.5 Mi/kg fuel. Assume 7 = 
c,/¢, = 1.35, that the air temperature at the start of compression is 325 K, and 

(F/A)stoicn = 0.0666. | 

A spark-ignition engine is throttled when operating at part load (the inlet pressure - 

reduced) while the fuel/air ratio is held essentially constant. Part-load operation 0 

the engine is modeled by the cycle shown in Fig. 5-2d; the inlet air is at pressure Py 

the exhaust pressure is atmospheric p,, and the ambient temperature is T, . Derive an 
expression for the decrease in net indicated fuel conversion efficiency due to ae 
tling from the ideal constant-volume cycle efficiency and show that it is proportion 
to (p,/p, — 1). Assume mass fuel < mass air. ; : 

(a) Use the ideal gas cycle with constant-volume combustion to describe the bs aa 
ation of an SI engine with a compression ratio of 9. Find the pressure and tem 
perature at points 2, 3, 4, and 5 on Fig. 5-2a. Assume a pressure of 100 kPa vie < 
temperature of 320 K at point 1. Assume m,/m = 0.06, c, = 946 J/kg- K,y=!- 

. for gasoline is 44 MJ/kg. 

(b) a the aden fuel conversion efficiency and imep for this engine under these 

operating conditions. 
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56. Use a limited-pressure cycle analysis to obtain a plot of indicated fuel conversion 
efficiency versus p;/p, for a compression ratio of 15 with light diesel oil as fuel. 
Assume m,/m = 0.04, T, = 45°C. Use y = 1.3 and c, = 946 J/kg: K. 

5,7. Explain why constant-volume combustion gives a higher indicated fuel conversion 
efficiency than constant-pressure combustion for the same compression ratio. 


58. Two engines are running at a bmep of 250 kPa. One is an SI engine with the throttle 
partially closed to maintain the correct load. The second engine is a naturally aspi- 
rated CI engine which requires no throttle. Mechanical friction mep for both engines 
is 100 kPa. If the intake manifold pressures for the SI and Cl engines are 25 kPa and 
100 kPa respectively, and both exhaust manifold pressures are 105 kPa, use an ideal 
cycle model to estimate and compare the gross imep of the two engines. You may 
neglect the pressure drop across the valves during the intake and exhaust processes. 

§.9. (a) Plot net imep versus p, for 20 kPa < p, < 100 kPa for a constant-volume cycle 

using the following conditions: m,/m= 0.06, T, = 40°C, c, = 946 J/kg > K, 
y = 13,7, = 9.5, Quny = 44 MI/kg fuel. Assume p, = 100 kPa. 

(b) What additional information is necessary to draw a similar plot for the engine’s 
indicated torque, and indicated power? . 

5.10. (a) Draw a diagram similar to those in Fig. 5-2 for a supercharged cycle with 
constant-pressure combustion. 

(b) Use the ideal gas cycle with constant-pressure combustion to model an engine 
with a compression ratio of 14 through such a supercharged cycle. Find the 
pressure and temperature at points corresponding to 2, 3, 4, and 5 in Fig. 5-2. 
Assume a pressure of 200 kPa and temperature of 325 K at point 1, and a pres- 
sure of 100 kPa at points 5 and 6. m |;/m = 0.03 and the fuel is a light diesel oil. 

(c) Calculate the gross and net indicated fuel conversion efficiency and imep for this 
engine under these operating conditions. 


5.11. Use the appropriate tables and charts to carry out a constant-pressure fuel-air cycle 
calculation for the supercharged engine described in Prob. 5.10. Assume the same 
initial conditions at point 1, with @ = 0.4 and a residual gas fraction of 0.025. A 
single cycle calculation is sufficient. 

(a) Determine the pressure and temperature at points 2, 3, 4, and 5. Calculate the 
compression stroke, expansion stroke, and pumping work per cycle per kg air. ~ 

(6) Find the gross and net indicated fuel conversion efficiency and imep. 

(c) Compare the calculated residual gas fraction with the assumed value of 0.025. 


5.12. One method proposed for reducing the pumping work in throttled spark-ignition 
engines is early intake valve closing (EIVC). The ideal cycle p-V diagram shown 
illustrates the concept. The EIVC cycle is 1-2-3-4-5-6-7-8-1 (the conventional throt- 
tled cycle is 1-2-3-4-5-6-7*-1). With EIVC, the inlet manifold is held at a pressure p; 
(which is higher than the normal engine intake pressure, p¥), and the inlet valve is 
closed during the inlet stroke at 8. The trapped fresh charge and residual is then 
expanded to the normal cycle (lower) intake pressure, p}. You can assume that both 
cycles have the same mass of gas in the cylinder, temperature, and pressure at state 1 
of the cycle. ; 

(a) On a sketch of the intake and exhaist process p-V diagram, shade in the area 
that corresponds to the difference between the pumping work of the EIVC cycle 
and that of the normal cycle. : . 

(6) What value of p, and Very will give the maximum reduction in pumping work 
for the EIVC cycle. 
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6.13. Calculate the following parameters for a constant-volume fuel-air cycle (Fig. 5-2a): 


5:14. The cycle 1-2-3-4-5-6-1 is a conventional constant-volume fuel-air cycle with a com- 


 (c) The imep 
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(c) Derive an expression for this maximum difference in pumping work between the 
normal cycle and the EIVC cycle in terms of p,, pt, V,, and V,,. You can make 
the appropriate ideal cycle assumptions. 


(a) The pressures and temperatures at states 1, 2, 3, 4, 5, and 6 
(b) The indicated fuel conversion efficiency 


(d) The residual fraction 

(e) The volumetric efficiency - 
Inlet pressure = 1 atm, exhaust pressure = 1 atm, inlet temperature = 300 K, 
compression ratio = 8 : 1, equivalence ratio = @. = 1. 

Calculate the above parameters (points a-e) using the SI units charts. Use 44.4 

MJ/kg for heating value of the fuel. Hint: Start the calculations using the residual 

mass fraction 0.03 and the residual gas temperature 1370 K. 


pression ratio of 8. The fuel is isooctane, CgHi,, with a lower heating value of 

44.4 MJ/kg. The gas state at 1 is T, = 300 K,p, = 1 atmosphere with an equivalence 

ratio of 1.0 and zero residual fraction. The specific volume at state 1 is 0.9 m°/kg air 

in the mixture. The temperature at the end of compression at state 2 is 600 K. 

(a) Find the indicated fuel conversion efficiency and mean effective pressure of this 
fuel-air cycle model of a spark-ignition engine. 

(b) The efficiency of the cycle can be increased by increasing the expansion ratio F, 


while maintaining the same compression ratio r, (cycle 1-2-3-4A-5A-6-1). (This 


FIGURE P5-14 
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can be done with valve timing.) If the expansion ratio r, is 12, while the compres- 
sion ratio and other details of the cycle remain the same as in (a), what is the 
indicated efficiency and mean effective pressure (based on the new, larger, dis- 
placed volume) of this new engine cycle? 


4.15. In spark-ignition engines, exhaust gas is recycled to the intake-at part load to reduce 


5.16. 


the peak burned gas temperatures and lower emissions of nitrogen oxides. 

(a) Calculate the reduction in burned gas temperature that occurs when, due to 
exhaust gas recycle, the burned gas fraction in the unburned gas mixture (x;) 
inside the cylinder is increased from 10 percent (the normal residual fraction) to 
30 percent. Assume combustion occurs at. top-center, at constant volume, and is 
adiabatic. Conditions at the end of compression for both cases are: T = 700 K, 
p = 1000 kPa, v = 0.2 m’/kg air in the original mixture; the equivalence ratio is 
1.0. The fuel can be modeled as isooctane. . 

(b) The compression ratio is 8. The compression stroke work is 300 kJ/kg air in the 
original mixture. Find the indicated work per cycle for the compression and 
expansion strokes, per kilogram of air in the original mixture, for these two cases. 

{c) Briefly explain how you would increase the work per cycle with 30 percent 
burned gas fraction in the unburned mixture to the value obtained with 10 
percent burned gas fraction, with fixed engine geometry. (A qualitative answer, 
only, is required here.) 


The following cycle has been proposed for improving the operation of a four-stroke 
cycle engine. Its aim is to expand the postcombustion cylinder~gases to a lower 
pressure and temperature by extending the expansion stroke, and hence extract more 
work per cycle. 

The cycle consists of: (1) an intake stroke; (2) a compression stroke, where the 
inlet valve remains open (and the cylinder pressure is constant) for the first portion 
of the stroke; (3) a combustion process, which occurs rapidly close to top-center; (4) 
an expansion stroke, where the exhaust valve remains closed until the end of the 
stroke; (5) an exhaust stroke, where the cylinder pressure blows down to the exhaust 
pressure rapidly and most of the remaining combustion products are expelled as the 
piston moves from the BC to the TC position. Thus, for this engine concept, the 
compression ratio r, (ratio of cylinder volume at inlet valve closing to clearance 
volume) is less than the expansion ratio r, (ratio of cylinder volume at exhaust valve 
opening to clearance volume). 

(a) Sketch a p-V diagram for the cylinder gases for this cycle operating unthrottled, 

(b) Using the charts in SI units developed for fuel-air cycle calculations, carry out an 
analysis of an appropriate ideal model for this cycle where the compression ratio 
r, is 8 and the expansion ratio r, is (1) 8; (2) 16. Assume the following: 


Pressure in the cylinder at inlet valve close 1 atm 
Mixture temperature at inlet valve close 300 K 
Mixture equivalence ratio = 1.0 

Fuel: isooctane C,H,, © 

Lower heating value = 44.4 MJ/kg 

Residual gas mass fraction at inlet valve close 0.05 
Stoichiometric fuel/air ratio = 0.066 


Calculate the indicated work per cycle per kg of air in the original mixture (the 
standard chart units) and the indicated mean effective pressure for these two 
expansion ratios. Base the mean effective pressure on the volume displaced by 
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the piston during the expansion stroke. Tabulate your answers. (Note: bles are 
ae the initial conditions for the cycle calculation; changing the value of r, 
i i le calculation.) 
res only modest changes in the cyc C ) 
Cominent belly on the effect of increasing the ratio r,/r, above 10 with this 
~ concept on engine efficiency and specific power (power per unit engine weight), 
Ke . iced. 
Additional calculations are not require Lon 
5.17. In a direct-injection stratified-charge (DISC) engine pe Hy ot ned oe 
ia j i iesel); k discharge is the: i- 
i st before top-center (like a diesel); a sparl ‘ k ' 
soars Contaation process. A four-stroke cycle version of this engine has a displaced 
; une of 2.5 liters and a compression ratio of 12. At high load, the inlet Pressure is 
eoated by a compressor to above atmospheric pressure. The enaenes is geared 
directly to the engine drive shaft. The exhaust pressure is 1 atm. This DIS engine is 
to replace an equal displacement conventional naturally aspirated spark-ignition (SI) 
ine, which has a compression ratio of 8. ; ; 
(a Draw qualitative sketches of the appropriate constant-volume ideal cycle 


pressure-volume diagrams for the complete operating cycles for these two i ; 


engines at maximum load. 


(bd) Use available fuel-air results to estimate how much the DISC engine ee a = 
sure must be boosted above atmospheric pressure by sak apeuciorce ea : & 
i indi he naturally aspirate n = 
me maximum gross indicated power as the ) ngine 
meet engine operates with an equivalence ratio of 1.2; the DISC engine is ¥ 


limited by smoke emissions to a maximum equivalence ratio of 0.7. 


(c) Under these conditions, will the brake powers of these engines be the same, given == 


that the mechanical rubbing friction is the same? Briefly explain. 


(d) At part load, the SI engine operates at an equivalence ratio of 1.0 and inlet — : 


ressure of 0.5 atm. At part load the DISC engine has negligible peaches 
pine with an inlet pressure of 1.0 atm. Use savior cycle adel Ae : ad ie 

i i ich the DISC engine must be operate: 
the equivalence ratio at which t aikaaey 

indi i the SI engine. What is 
et indicated mean effective pressure as ; : 
DISC engine net indicated fuel conversion efficiency to SI engine efficiency at 
these conditions? ; ey 
8.18. The earliest successful reciprocating internal combustion engine was an saad ee 
oe oped by Lenoir in the 1860s. The operating cycle of this engine consiste 


. the 7 ee 
strokes (Le., one crankshaft revolution). During the first half of the first stroke, as 


ah aaa : ato the 

iston moves away from its top-center position, fuel-air mixture is iain 

aad through the inlet valve. When half the total sivas pyar rapidly 

i i i ed. The mixture is then ignited and bu 
fresh mixture, the inlet valve is clos ahr sabes s 
vered from the high-p 

ing the second half of the first stroke, power is deli th aa 

eden gases to the piston. With the piston in its bottom-center position, the ex 


as the = 
valve is opened. The second stroke, the exhaust stroke, completes the cycle % 


iston returns to top-center. ; ; ; se 
(a Sketch a cylinder pressure versus cylinder volume diagram for this engi 


(b) Using the charts in SI units developed for fuel-air cycle calculations, ca! 


. . : r d mean & 
cycle analysis and determine the indicated fuel conversion efficiency an Q 


effective pressure for the Lenoir engine. Assume the following: 


Inlet pressure = 1 atm 
Inlet mixture temperature = 300 K 
Mixture equivalence ratio = 1.0 


rry out & = 
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Fuel: isooctane C,H,, a: 
Lower heating value = 44.4 MJ/kg 
Clearance volume negligible 


(c) Compare these values with typical values for the constant-volume fuel-air cycle. 
Explain (with thermodynamic arguments) why the two cycles have such different 
indicated mean effective pressures and efficiencies. 

(d) Explain briefly why the real Lenoir engine would have a lower efficiency than the 
value you calculated in (b) (the actual brake fuel conversion efficiency of the 
engine was about 5 percent). 

§,19. Estimate from fuel-air cycle results the indicated fuel conversion efficiency, the indi- 
cated mean effective pressure, and the maximum indicated power (in kilowatts) at 
wide-open throttle of these two. four-stroke cycle spark-ignition engines: 


A six-cylinder engine with a 9.2-cm bore, 9-cm stroke, compression ratio of 7, 
operated at an equivalence ratio of 0.8 . 
A six-cylinder engine with an 8.3-cm bore, 8-cm stroke, compression ratio of 
10, operated at an equivalence ratio of 1.1 


Assume that actual indicated engine efficiency is 0.8 times the appropriate fuel. 


-air 
cycle efficiency. The inlet manifold pressure is close to 1 atmosphere. The maxi: 


mum 
permitted value of the mean piston speed is 15 m/s. Briefly summarize the reasons 
why: 


(a) The efficiency of these two engines is approximately the same despite their differ- 
ent compression ratios. 

(b) The maximum power of the smaller displacement engine is approximately the 
same as that of the larger displacement engine. 

5.20. The constant-volume combustion fuel-air cycle model can be used to estimate the 
effect of changes in internal combustion engine design and operating variables on 
engine efficiency. The following table gives the major differences between a diesel and 
a spark-ignition engine both operating at half maximum power. 


ee 
Diesel Spark-ignition 


engine — engine 
ees Se 


Compression ratio 16:1 9:1 
Fuel/air equivalence ratio 04 1.0 
Inlet manifold pressure 1 atm 0.5 atm 


(a) Use the graphs of fuel-air cycle results (Figs. 5-9 and 5-10) to estimate the ratio of 


the diesel engine brake fuel conversion efficiency to the spark-ignition engine 
brake fuel conversion efficiency. 


(6) Estimate what percentage of the hi 
comes from: : 
(1) The higher diesel compression ratio 
(2) The leaner diesel equivalence ratio 


(3) The lack of intake throttling in the diesel compared with the Spark-ignition 
engine 


gher diesel brake fuel conversion efficiency 
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; The values of fuel conversion efficiency and mean effective pressure given in 
the graphs are gross indicated values (i.e., values obtained from J paV over the 3 


compression and expansion strokes only). 


You may assume, if necessary, that for the real engines, the gross indicateg 3 
efficiency and gross indicated mean effective pressure are 0.8 times the fuel-air cycle 7 


QI ith apd a 


values. Also, the mechanical rubbing friction for each engine is 30 percent of the ner 3 


indicated power or mep. 
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CHAPTER 


GAS 
EXCHANGE 
PROCESSES 


This chapter deals with the fundamentals of the gas exchange processes—intake 


ae on in four-stroke cycle engines and scavenging in two-stroke cycle 
- The purpose of the exhaust and inlet processes or of the scavenging 


- process 1s to remove the burned gases at the end of the power stroke and admit 


th 
oe ie charge for the next cycle. Equation (2.38) shows that the indicated 
ie cites par ee engine at a given speed is proportional to the 
r. Thus, inducting the maximum air mass at wi 
. . id : - 
ie a and retaining that mass within the cylinder is the ine se 
ee sxc ange processes. Engine gas exchange processes are cha 
a ee such as volumetric efficiency (for four-stroke cycl 
st ere bee Haga paid (for two-stroke cycles). These overall 
¢ design of engine subsyste h i 
Wipe Gee > ystems such as manifolds, valves. 
, gine operating conditions. Thus, the individ: 
ai oper . Thus, the flow through individ- 
¢ engine intake and exhaust i 
ate system has been extensivel 
. Supercharging and turbochargi i : 
ork — rging are used to increase air fi 
gines, and hence power density. Obvi a 
aly en y. Obviously, whether the engine is natu- 
upercharged (or turbocharged) signi 
inch rged) significantly aff 
: pe Processes. The above topics are the subject of this Gee ier ai 
‘Ot spark-ignition engines, the fresh charge is fuel, air, and (if used for 


Mission i 
control) recycled exhaust, so mixture preparation is also an important 


mary goal of 
racterized by 
es), and scav- 
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goal of the intake process. Mixture preparation includes both achieving the 
appropriate mixture composition and achieving equal distribution of air, fuel, E 
and recycled exhaust amongst the different cylinders. In diesels, only air (or air | 


plus recycled exhaust) is inducted. Mixture preparation and manifold fiow 


phenomena are discussed in Chap. 7. A third goal of the gas exchange processes _ 


is to set up the flow field within the engine cylinders that will give a fast-enough 


combustion process for satisfactory engine operation. In-cylinder flows are the : 


subject of Chap. 8. 


6.1 INLET AND EXHAUST PROCESSES 
IN THE FOUR-STROKE CYCLE 


In a spark-ignition engine, the intake system typically consists of an air filter, a 
carburetor and throttle or fuel injector and throttle or throttle with individual 
fuel injectors in each intake port, and intake manifold. During the induction 
process, pressure losses occur as the mixture passes through or by each of these 
components. There is an additional pressure drop across the intake port and 
valve. The exhaust system typically consists of an exhaust manifold, exhaust pipe, 
often a catalytic converter for emission control, and a muffler or silencer. Figure 
6-1 illustrates the intake and exhaust gas flow processes in a conventional spark- 
ignition engine. These flows are pulsating. However, many aspects of these flows 
can be analysed on a quasi-steady basis, and the pressures indicated in the intake 
system in Fig. 6-1a represent time-averaged values for a multicylinder engine. 

The drop in pressure along the intake system depends on engine speed, the 
flow resistance of the elements in the system, the cross-sectional area through 
which the fresh charge moves, and the charge density. Figure 6-1d shows the inlet 
and exhaust valve lifts versus crank angle. The usual practice is to extend the 
valve open phases beyond the intake and exhaust strokes to improve emptying 
and charging of the cylinders and make the best use of the inertia of the gases in 

‘the intake and exhaust systems. The exhaust process usually begins 40 to 60° 
before BC. Until about BC the burned cylinder gases are discharged due to the 
pressure difference between the cylinder and the exhaust system. After BC, the 
cylinder is scavenged by the piston as it moves toward TC. The terms blowdown 
and displacement are used to denote these two phases of the exhaust process. 
Typically, the exhaust valve closes 15 to 30° after TC and the inlet valve opens 10 
to 20° before TC. Both valves are open during an overlap period, and when 
p,/Pe < 1, backflow of exhausted gas into the cylinder and of cylinder gases into 
the intake will usually occur. The advantage of valve overlap occurs at high 
engine speeds when the longer valve-open periods improve volumetric efficiency. 
As the piston moves past TC and the cylinder pressure falls below the intake 
pressure, gas flows from the intake into the cylinder. The intake valve remains 
open-until 50 to 70° after BC so that fresh charge may continue to flow into the 
cylinder after BC. 

In a diesel engine intake system, the carburetor or EFI system and the 
throttle plate are absent. Diesel engines are more frequently turbocharged. 
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Length of intake system 


@ 


FIGURE 6-1 


prcon en apr for four-stroke cycle spark-ignition engine: (a) intake system and aver- 
Pe aig se : 3 ( ' Digs timing and pressure-volume diagrams; (c) exhaust system; (d) cylin- 
aoe va ve L, versus crank angle 9. Solid lines are for wide-open throttle, dashed 

Part throttle; py, T,, atmospheric conditions; Ap,, = pressure losses in air cleaner; Ap, = 


intake losses upstream of thr = = 
otth = SS e intak 
ie; AP une losses across throttle; AD, ive losses across th Intake 
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E 6-2 j ; 
estas exhaust process for turbocharged four-stroke cycle engine. The turbocharger compressor 


C raises air pressure and temperature from ambient po, Ty to i ue se ey pees a 
i i flow through the exhaust mani > 

is less than p,. During exhaust, the cylinder gases v i : 

shart varblos T. Manifold pressure p, may vary during the exhaust process and lies between cylin 


H 1 
der pressure and ambient. 


similar set of diagrams illustrating the intake and exhaust processes - a solid 

charged four-stroke diesel is shown in Fig. 6-2. When the exhaust valve ah 
“the burned cylinder gases are fed are pclae which drives a compressor 

e air prior to entry to the cylinder. oni 

aaa das variia valve open area and cylinder volume, = eae 

effects, and wave propagation in the intake and exhaust systems, the ee is 

the intake, the cylinder, and the exhaust during these gas exchange Last ie 

in a complicated way. Analytical calculation of these processes : if tae 

Secs. 7.6.2 and 14.3 for a review of available methods). In practice, t si hss : 

are often treated empirically using overall parameters such as volum 

ciency to define intake and exhaust system performance. 
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6.2 VOLUMETRIC EFFICIENCY 


Volumetric efficiency is used as an overall measure of the effectiveness of a four- 
stroke cycle engine and its intake and exhaust systems as an air pumping device. 
It is defined [see Sec. 2.10, Eq. (2.27)] as 

| Ny = 2h (6.1) 
Pao V,N : 
The air density p, can be evaluated at atmospheric conditions; y, is then the 
overall volumetric efficiency. Or it can be evaluated at inlet manifold conditions; 
y, then measures the pumping performance of the cylinder, inlet port, and valve 
alone. This discussion will cover unthrottled (wide-open throttle) engine oper- 
ation only. It is the air flow under these conditions that constrains maximum 
engine power. Lesser air flows in SI engines are obtained by restricting the intake 
system flow area with the throttle valve. 


Volumetric efficiency is affected by the following fuel, engine design, and 
engine operating variables: 


1. Fuel type, fuel/air ratio, fraction of fuel vaporized in the intake system, and 
fuel heat of vaporization 


2. Mixture temperature as influenced by heat transfer 


3. Ratio of exhaust to inlet manifold pressures 


4. Compression ratio 

5. Engine speed 

6. Intake and exhaust manifold and port design 

7. Intake and exhaust valve geometry, size, lift, and timings 


The effects of several of the above groups of variables are essentially quasi 
Steady in nature; ie, their impact is either independent of speed or can be 
described adequately in terms of mean engine speed. However, many of these 
variables have effects that depend on the unsteady flow and pressure wave phe- 
nomena that accompany the time-varying nature of the gas exchange processes. 


6.2.1 Quasi-Static Effects 


VOLUMETRIC EFFICIENCY OF AN IDEAL CYCLE. For the ideal cycles of Fig. 
5-2d and e, an expression for volumetric efficiency can be derived which is a 
function of the following variables: intake mixture pressure p;, temperature T,, 
and fuel/air ratio (F/A); compression ratio r,; exhaust pressure p,; and molecular 
Weight M and » for the cycle working fluid. The overall volumetric efficiency is 


Ma __ MI~x) oe 
Pao;  Paoll + (F/A)] (r, — 1)V, 


No 
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where m is the mass in the cylinder at point 1 in the cycle. Since 
R R 


pV, =m ~ T, and Pao = Pao M, Tao 


and Eq. (5.38) relates T, to T;, the above expression for 4, can be written 


M\/ pi \(Tao\ sd \ fe A [() +o-o} 62) 
n= (EE) 3 (1+(F/A) Ur,—1 wee — DLP: 


@. 


For (p,/p;) = 1, the term in { } is unity. 


EFFECT OF FUEL COMPOSITION, PHASE, AND F UEL/AIR RATIO. eee saat 
ignition engine, the presence of gaseous fuel (and water vapor) in the i ake 
system reduces the air partial pressure below the mixture pressure. For ae ures 
of air, water vapor, and gaseous or evaporated fuel we can write the intake mani- 
fold pressure as the sum of each component’s partial pressure: 


Pi= Pat + Psi t Pwii 
which with the ideal gas law gives 
. : _ 1 
Pat [1 (e\( Me). me) Me) (6.3) 
Di m,/\My m,/\M,, 


The water vapor correction is usually small ($0.03), This ratio, p,,/pi, for several 
common fuels as a function of (%,/m,) is shown in Fig. 6-3. Note that (th,/tn,) 
only equals the engine operating fuel/air ratio if the fuel is fully vaporized. 


Sa 


0.9 
Pa, i 
Pi 
0.8 
0.7 
FIGURE 6-3 ; 
Effect of fuel (vapor) on inlet air partial pressure. 
Ratio of air inlet pressure p, ; to mixture inlet pres- 
sure p, versus fuel/air equivalence ratio ¢ for iso- 
a 0.5 1.0 1.5 octane vapor, propane, methane, methanol vapor, 


Equivalence ratio } and hydrogen. 
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For conventional liquid fuels such as gasoline the effect of fuel vapor, and 
therefore fuel/air ratio, is small. For gaseous fuels and for methanol vapor, the 
volumetric efficiency is significantly reduced by the fuel vapor in the intake 
mixture. 


FRACTION FUEL VAPORIZED, HEAT OF VAPORIZATION, AND HEAT 
TRANSFER. For a constant-pressure flow with liquid fuel evaporation and with 
heat transfer, the steady-flow energy equation is 


[n,h, + (1 ~ Xen Ay + Xetphy vla = 4) + (mh, h, + ty hy rp (6.4) 


where x, is the mass fraction evaporated and the subscripts denote: a, air proper- 
ties; f, fuel properties; L, liquid; V, vapor; B before evaporation; A after evapo- 
ration. Approximating the change in enthalpy per unit mass of each component 
of the mixture by c,AT, and with h,y—h,,=hy yy (the enthalpy of 
vaporization), Eq. (6-4) becomes 


_ Glin) — xAF Ay, wy 
Mv or EAE | ie) 


Since cy, , * 2c, , the last term in the denominator can often be neglected. 

If no heat transfer to the inlet mixture occurs, the mixture temperature 
decreases as liquid fuel is vaporized. For complete evaporation of isooctane, with 
$ = 1.0, T, — Tz = —19°C. For methanol under the same conditions, T, — Tp 
would be — 128°C. In practice heating occurs; also, the fuel is not necessarily 
fully evaporated prior to entry to the cylinder. Experimental data show that the 
decrease in air temperature that accompanies liquid fuel evaporation more than 
offsets the reduction in air partial pressure due to the increased amount of fuel 
vapor: for the same heating rate, volumetric efficiency with fuel vaporization is 
higher by a few percent.” 

The ideal cycle equation for volumetric efficiency [Eq. (6.2)] shows that the 
effect of gas temperature variations, measured at entry to the cylinder, is through 
the factor (T,,)/T,). Engine test data indicate that a square root. dependence of 
volumetric efficiency on temperature ratio is closer to real engine behavior. The 
Square root dependence is a standard assumption in engine test data reduction 
(seé Sec. 2.12). 


EFFECT OF INLET AND EXHAUST PRESSURE RATIO AND COMPRESSION 
RATIO. As the pressure ratio (p,/p,) and the compression ratio are varied, the 
fraction of the cylinder volume occupied by the residual gas at the intake pressure 
varies. As this, volume increases so volumetric efficiency decreases. These effects 
On ideal-cycle volumetric efficiency are given by the { } term in Eq. (6.2). For 
= 1.3 these effects are shown in Fig. 6-4. 
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geometric details and v, is the local velocity i : i 
tuted tothe cad es ooas ges Assuming the flow is quasi-steady, v; 
P 


v,A,; = 5,4, 


where A; and A, are the com 


: ponent minimu : 
respectively. Hence, the total q m flow area and the piston area, 


uasi-steady pressure loss due to friction is 


fs = a 2 
Pam — Pe =, Ap; = ¥, E,pv? = pz > “( 4) (6.6) 


Equation (6.6) indicates the importance 
reducing frictional losses, and the de 
Figure 6-5 shows an example of the 
cleaner, carburetor, throttle, and m 


UM ie bik Gethin 


of large component flow areas for 
pendence of these losses on engine speed. 
Pressure losses due to friction across the air 
anifold plenum of a standard four-cylinder 


Throttle 
Air cleaner 


FIGURE 6-4 
Effect of exhaust to inlet pressure ratio on 


ideal-cycle volumetric efficiency. 
\ 


Atmosphere 


6.2.2 Combined Quasi-Static and 
Dynamic Effects 


When gas flows unsteadily through a system of pipes, chambers, ports, and 
valves, both friction, pressure, and inertial forces are present. The relative impor- 
tance of these forces depends on gas velocity and the size and shape of these 
passages and their junctions. Both quasi-steady and dynamic effects are usually 
significant. While the effects of changes in engine speed, and intake and exhaust 
manifold, port and valve design are interrelated, several separate phenomena 
which affect volumetric efficiency can be identified. , 


4p, mmHg 


FRICTIONAL LOSSES. During the intake stroke, due to friction in each part of 
the intake system, the pressure in the cylinder p, is less than the atmospheric 
pressure p,,,, by an amount dependent on the square of the speed. This total 
pressure drop is the sum of the pressure loss in each component of the intake 
system: air filter, carburetor and throttle, manifold, inlet port, and inlet valve. 
Each loss is a few percent, with the port and valve contributing the largest drop. 
As a result, the pressure in the cylinder during the period in the intake process 
when the piston is moving at close to its maximum speed can be 10 to 20 percent 
lower than atmospheric. For each component in the intake (and the exhaust) 
system, Bernoulli’s equation gives : 


seco 
Sy 


th, gis 


oe 2a 3600 4800 


___ Engine speed, rev/min 
FIGURE 6-5 


Pressure losses in the intake system of a four-stroke 


Steady flow conditions.3 Stroke = 89 mm. Bore = 84 me cle spark-ignition engine determined under 


Ap; =; pr; 
where €, is the’ resistance coefficient for that component which depends on its 
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automobile engine intake system. These steady flow tests, conducted over the ful] 


engine speed range,? show that the pressure loss depends on speed squared. 


Equivalent flow-dependent pressure losses in the exhaust system result in 
the exhaust port and manifold having average pressure levels that are higher than 3 
atmospheric. Figure 6-6 shows the time-averaged exhaust manifold gauge pres- 


sure as a function of inlet manifold vacuum (which varies inversely to load) and 
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FIGURE 6-6 ihn 


Exhaust manifold pressure as a function of load (defined by inlet manifold vacuum) and speed, 
stroke cycle four-cylinder spark-ignition engine.* 


eT nee Ceres 


GAS EXCHANGE Processes 215 


speed for a four-cylinder automobile spark-ignition engine.* At high speeds and 
joads the exhaust manifold operates at pressures substantially above atmo- 
spheric. 


RAM EFFECT. The pressure in the inlet manifold varies during each cylinder’s 
intake process due to the piston velocity variation, valve open area variation, and 
the unsteady gas-flow effects that result from these geometric variations. The 
mass of air inducted into the cylinder, and hence the volumetric efficiency, is 
almost entirely determined by the pressure level in the inlet port during the short 

riod before the inlet valve is closed.* At higher engine speeds, the inertia of the 
gas in the intake system as the intake valve is closing increases the pressure in the 
port and continues the charging process as the piston slows down around BC 
and starts the compression stroke. This effect becomes progressively greater as 
engine speed is increased. The inlet valve is closed some 40 to 60° after BC, in 
part to take advantage of this ram phenomenon. 


REVERSE FLOW INTO THE INTAKE. Because the inlet valve closes after the 
start of the compression stroke, a reverse flow of fresh charge from the cylinder 
back into the intake can occur as the cylinder pressure rises due to piston motion 
toward TC. This reverse flow is largest at the lowest engine speeds. It is an inevi- 
table consequence of the inlet valve closing time chosen to take advantage of the 
ram effect at high speeds. 


TUNING. The pulsating flow from each cylinder’s exhaust process sets up pres- 
sure waves in the exhaust system. These pressure waves propagate at the local 
sound speed relative to the moving exhaust gas. The pressure waves interact with 
the pipe junctions and ends in the exhaust manifold and pipe. These interactions 
Cause pressure waves to be reflected back toward the engine cylinder. In multi- 
cylinder engines, the pressure waves set up by each cylinder, transmitted through 


-the exhaust and reflected from the end, can interact with each other. These pres- 


sure waves may aid or inhibit the gas exchange processes. When they aid the 
Process by reducing the pressure in the exhaust port toward the end of the 
exhaust process, the exhaust system is said to be tuned.® 

The time-varying inlet flow to the cylinder causes expansion waves to be 
propagated back into the inlet manifold. These expansion waves can be reflected 
at the open end of the manifold (at the plenum) causing positive pressure waves 
10 be propagated toward the cylinder. If the timing of these waves is appropri- 
ately arranged, the positive pressure wave will cause the pressure at the inlet 
valve at the end of the intake process to be raised above the nominal inlet pres- 
sure. This will increase the inducted air mass. Such an intake system is described 
as tuned.® 

Methods which predict the unsteady flows in the intake and exhaust 
Systems of internal combustion engines with good accuracy have been developed. 


These methods are complicated, however, so more detailed discussion is deferred 
to Chap. 14. 
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FIGURE 6-7 


Instantaneous pressures in the intake and exhaust manifolds of a four-stroke cycle four-cylinder 
spark-ignition engine, at wide-open throttle. Locations: p,, intake manifold runner 150 mm from 
cylinder 1; p,, exhaust manifold runner 200 mm from cylinder 1; p,, exhaust manifold runner 
700 mm from cylinder 1. IO and EO, intake and exhaust valve open periods for that cylinder, respec- 
tively.? Stroke = 89 mm. Bore = 84 mm. 


Examples of the pressure variations in the inlet and exhaust systems of a 
four-cylinder automobile spark-ignition engine at wide-open throttle are shown 
in Fig. 6-7. The complexity of the phenomena that occur is apparent. The ampli- 
tude of the pressure fluctuations increases substantially with increasing engine 
speed. The primary frequency in both the intake and exhaust corresponds to the 
frequency of the individual cylinder intake and exhaust processes. Higher har- 
monics that result from pressure waves in both the intake and exhaust are clearly 
important also. 


6.2.3 Variation with Speed, and Valve 
Area, Lift, and Timing 


Flow effects on volumetric efficiency depend on the velocity of the fresh mixture 
in the intake manifold, port, and valve. Local velocities for quasi-steady flow are 
equal to the volume flow rate divided by the local cross-sectional area. Since the 
intake system and valve dimensions scale approximately with the cylinder bore, 
mixture velocities in the intake system will scale with piston speed. Hence, volu- 
metric efficiencies as a function of speed, for different engines, should be com- 
pared at the same mean piston speed.’ Figure 6-8 shows typical curves of 
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FIGURE 6-8 

Volumetric efficiency versus mean piston speed 
for a four-cylinder automobile indirect-injection 
diesel® and a six-cylinder spark-ignition engine. 


0 2 4 6 8 10 12 #14 
Mean piston speed, m/s 


volumetric efficiency versus mean piston speed for a four-cylinder automobile 
indirect-injection diesel engine® and a six-cylinder spark-ignition engine.? The 
volumetric efficiencies of spark-ignition engines are usually lower than diesel 
values due to flow losses in the carburetor and throttle, intake manifold heating, 
the presence of fuel vapor, and a higher residual gas fraction. The diesel curve 
with its double peak shows the effect of intake system tuning. 

The shape of these volumetric efficiency versus mean piston speed curves 
can be explained with the aid of Fig. 6-9. This shows, in schematic form, how the 
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FIGURE 6-9 


Effect on volumetric efficiency of different phenomena which affect the air flow rate as a function of 
Speed. Solid line is final 4, versus speed curve. 
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effect on volumetric efficiency of each of the different phenomena described in | 
this section varies with speed. Non-speed-dependent effects (such as fuel vapor | 
pressure) drop 7, below 100 percent (curve A). Charge heating in the manifold 
and cylinder drops curve A to curve B. It has a greater effect at lower engine { 
speeds due to longer gas residence times. Frictional flow losses increase as the 4 
square of engine speed, and drop curve B to curve C. At higher engine speeds, the 
flow into the engine during at least part of the intake process becomes choked { 
(see Sec. 6.3.2). Once this occurs, further increases in speed do not increase the 3 
flow rate significantly so volumetric efficiency decreases sharply (curve C to D) | 
The induction ram effect, at higher engine speeds, raises curve D to curve E. Late ; 
inlet valve closing, which allows advantage to be taken of increased charging at ] 
higher speeds, results in a decrease in , at low engine speeds due to backflow # 
(curves C and D to F). Finally, intake and/or exhaust tuning can increase the 3 
volumetric efficiency (often by a substantial amount) over part of the engine 
speed range, curve F to G. . 
An example of the effect on volumetric efficiency of tuning the intake mani- 
fold runner is shown in Fig. 6-10. In an unsteady flow calculation of the gas 
exchange processes of a four-cylinder spark-ignition engine, the length of the 
intake manifold runners was increased successively by factors of 2. The 34-cm 
length produces a desirable “tuned” volumetric efficiency curve with increased , 3 
low-speed air flow and flat mid-speed characteristics. While the longest runner 
further increases low-speed air flow, the loss in 7, at high speed would be unac- 
ceptable.'° Further discussion of intake system tuning can be found in Sec. 7.6.2. 
Figure 6-11 shows data from a four-cylinder spark-ignition engine? which 
illustrates the effect of varying valve timing and valve lift on the volumetric effi- 
ciency versus speed curve. Earlier-than-normal inlet valve closing reduces back- 
flow losses at low speed and increases y,. The penalty is reduced air flow at high 
speed. Later-than-normal inlet valve closing is only advantageous at very high 
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speeds. Low valve lifts significantly restrict engine breathing over the mid-speed 
and high-speed operating ranges. Above a critical valve lift, lift is no longer a 
major constraint on effective valve open area (see Sec. 6.3). 


6.3 FLOW THROUGH VALVES 


The valve, or valve and port together, is usually the most important flow 
restriction in the intake and the exhaust system of four-stroke cycle engines. The 
characteristics of flows through poppet valves will now be reviewed. 


6.3.1 Poppet Valve Geometry and 
Timing 


Figure 6-12 shows the main geometric parameters of a poppet valve head and 
seat. Figure 6-13 shows the proportions of typical inlet and exhaust valves and 
ports, relative to the valve inner seat diameter D. The inlet port is generally 
circular, or nearly so, and the cross-sectional area is no larger than is required to 
achieve the desired power output. For the exhaust port, the importance of good 
valve seat and guide cooling, with the shortest length of exposed valve stem, leads 
to a different design. Although a circular cross section is still desirable, a4 rec- 
tangular or oval shape is often essential around the guide boss area. Typical 
valve head sizes for different shaped combustion chambers in terms of cylinder 
bore B are given in Table 6.1.1" Each of these chamber shapes (see Secs. 10.2 and 
15.4 for a discussion of spark-ignition and diesel combustion chamber design) 
imposes different constraints on valve size. Larger valve sizes (or four valves com- 
pared with two) allow higher maximum air flows for a given cylinder displace- 
ment. : 
Typical valve timing, valve-lift profiles, and valve open areas for a four- 
stroke cycle spark-ignition engine are shown in Fig. 6-14. There is no universally 
accepted criterion for defining valve timing points. Some are based upon a spe- 
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Minimum protrusion of guide boss 


Largest possible radius 


[ | 


0.075-0.085D (30° seat) D 
0.085-0.095D (45° seat)i 
1.10-1.12D (30°) 
1.09-1.10D (45°) 


(a) 


Core close to bottom of valve guide 
0.23-0.25D 


Minimum or no 
guide protrusion 


Section Z-Z 
Area > 0.75 area at ‘D’ 


0.095-0.105D - Core close to seat 
1.30-1.11D 
() 
FIGURE 6-13 
Shape, r orti ous . . . 
jonatt portions, and critical design areas of typical inlet (top) and exhaust (bottom) valves and 


cific lift criterion. For exam imi 
: ple, SAE defines valve timing events based - 
ence valve-lift points:!3 5 : tee 


« y aulic lifters, : pe: i i iti ; 
1 H x . 


2. Mechanical lifters. Valve opening and closing positions are the points of 


0.15-mm (0.006-in) Lift plus the specified lash. 
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TABLE 6.1 
Valve head diameter in terms of cylinder bore B!! 


Approximate mean 


Combustion __ piston speed, 

chamber shapet Inlet Exhaust max power, m/s 

Wedge or bathtub 0.43-0.46B 0.35-0.37B 15 

Bowl-in-piston 0.42-0.44B 0.34-0.37B 14 "3 


Hemispherical 0.48-0.5B 0.41-0.43B 18 
Four-valve pent-roof 0.35-0.37B —-0.28-0.32B 20 


t See Fig. 15-15. 


Alternatively, valve events can be defined based on angular criteria along the lift 
curve.'? What is important is when significant gas flow through the valve-open 
area either starts or ceases. 

The instantaneous valve flow area depends on valve lift and the geometric 
details of the valve head, seat, and stem. There are three separate stages to the 
flow area development as valve lift increases,!* as shown in Fig. 6-14b. For low 
valve lifts, the minimum flow area corresponds to a frustrum of a right circular 
cone where the conical face between the valve and the seat, which is perpendicu- 
lar to the seat, defines the flow area. For this stage: 


w 


anton 
and the minimum area is 
L 
A,, = ™L, Cos a(o. —2w+ = sin 28) (6.7) 


where B is the valve seat angle, L, is the valve lift, D, is the valve head diameter 
(the outer diameter of the seat), and w is the seat width (difference between the 
inner and outer seat radii). 

For the second stage, the minimum area is still the slant surface of a frus- 
trum of a right circular cone, but this surface is no longer perpendicular to the 
valve seat. The base angle of the cone increases from (90 — £)° toward that of a 

_cylinder, 90°. For this stage: 


D? — p2v 1/2 ; 7 
Shs | 2 t >L So 
( 4D,, ) “| Tee » > Sin B cos B 


Am = ™D,[(L, — w tan B)? + w?}'/? (6.8) 


where D, is the port diameter, D, is the valve stem diameter, and D,, is the mean 
seat diameter (D, — w). 
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4DL, = D} — D? 


FIGURE 6-14 
(a) Typical valve timing diagram for high-speed 2.2-dm' four-cylinder spark-ignition engine. (b) Sche- 
Matic showing three stages of valve lift. (c) Valve-lift curve and corresponding minimum intake and 


exhaust valve open areas as a function of camshaft angle. Inlet and exhaust valve diameters are 3.6 
and 3.1 cm, respectively.!? 
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Finally, when the valve lift is sufficiently large, the minimum flow area is no’ 
longer between the valve head and seat; it is the port flow area minus the section. 
al area of the valve stem. Thus, for 


2_ p2\2 1/2 
L,>| (72> 78) -w] +w tan B 


then 3 
(D2 — D? (6.9) 


Intake and exhaust valve open areas corresponding to a typical valve-lift 
profile are plotted versus camshaft angle in Fig. 6-14c. These three different flow 
regimes are indicated. The maximum valve lift is normally about 12 percent of 
the cylinder bore. = 

Inlet valve opening (IVO) typically occurs 10 to 25° BTC. Engine per- 4 
formance is relatively insensitive to this timing point. It should occur sufficiently 4 
before TC so that cylinder pressure does not dip early in the intake stroke. Inlet : 
valve closing (IVC) usually falls in the range 40 to 60° after BC, to provide more #& 
time for cylinder filling under conditions where cylinder pressure is below the 3 
intake manifold pressure at BC. IVC is one of the principal factors that deter- 4 
mines high-speed volumetric efficiency; it also affects low-speed volumetric effi- 4 
ciency due to backflow into the intake (see Sec. 6.2.3). Exhaust valve opening 
(EVO) occurs 50 to 60° before BC, well before the end of the expansion stroke, so = 
that blowdown can assist in expelling the exhaust gases. The goal here is to @ 
reduce cylinder pressure to close to the exhaust manifold pressure as soon as 
possible after BC over the full engine speed range. Note that the timing of EVO 
affects the cycle efficiency since it determines the effective expansion ratio. @ 
Exhaust valve closing (EVC) ends the exhaust process and determines the dura- “@& 
tion of the valve overlap period. EVC typically falls in the range 8 to 20° after es 
TC. At idle and light load, in spark-ignition engines. (which are throttled), it 4 
therefore regulates the quantity of exhaust gases. that flow back into the com- ¥ 
bustion chamber through the exhaust valve under the influence of intake mani- 
fold vacuum. At high engine speeds and loads, it regulates how much of the 
cylinder burned gases are exhausted. EVC timing should occur sufficiently far 
after TC so that the cylinder pressure does not rise near the end of the exhaust ¢ 
stroke. Late EVC favors high power at the expense of low-speed torque and a z 
combustion quality. Note from the timing diagram (Fig. 6-14a) that the points of 3 
maximum valve lift and maximum piston velocity (Fig. 2-2) do not coincide. 

The effect of valve geometry and timing on air flow can be illustrated con- . 
ceptually by dividing the rate of change of cylinder volume by the instantaneous . 


‘ . 12 
minimum valve flow area to obtain a pseudo flow velocity for each valve: 


nB* ds 
ps A,, 40. 4A,, d0 


where V is the cylinder volume [Eq. (2.4)], B is the cylinder bore, s is the distance = | 
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Valve area A,,, cm? 


100 60 «6200 20 60 «100 140 180 
Crank angle from TC, deg 


FIGURE 6-15 
Rate of change of cylinder volume dV/d@, valve minimum flow area A 


m» and pseudo flow velocity as 
function of crank angle for exhaust and inlet valves of Fig. 6-14.!? 


between the wrist pin and crank axis [see Fig. 2-1 and Eq. (2.5)] and A,, is the 
valve area given by Egs. (6.7), (6.8), or (6.9). Instantaneous pseudo flow velocity 
profiles for the exhaust and intake strokes of a four-stroke four-cylinder engine 
are shown in Fig. 6-15. Note the appearance of two peaks in the pseudo flow 
velocity for both the exhaust and intake strokes. The broad peaks ‘occurring at 
maximum piston velocity reflect the fact that valve flow area is constant at this 
point. The peaks close to TC result from the exhaust valve closing and intake 


valve opening profiles. The peak at the end of the exhaust stroke is important 


since it indicates a high pressure drop across the valve at this point, which will 
result in higher trapped residual mass. The magnitude of this exhaust stroke 
pseudo velocity peak depends strongly on the timing of exhaust valve closing. 
The pseudo velocity peak at the start of the intake stroke is much less important. 
That the pseudo velocities early in the exhaust stroke and late in the intake 
stroke are low indicates that phenomena other than quasi-steady flow govern the 
flow rate. These are the periods when exhaust blowdown and ram and tuning 
effects in the intake are most important. 


63.2 Flow Rate and Discharge 
Coefficients 


The mass flow rate through a poppet valve is usually described by the equation 
for compressible flow through a flow restriction [Eqs. (C.8) or (C.9) in App. C]. 


equation is derived from a one-dimensional isentropic flow analysis, and 
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real gas flow effects are included by means of an experimentally determined dis. § 


charge coefficient Cp. The air flow rate is related to the upstream stagnation 


pressure py and stagnation temperature T,, static pressure just downstream of: 3 


the flow restriction (assumed equal to the pressure at the restriction, pz), and a 
reference area Ap characteristic of the valve design: 


ET inkl si 


C,A inf 2 G- ty T) 1/2 : : 
hw oP aes ok WAR ie ee be mea oe (6.41) | 
(RT)"? \po) ty-1 Po 


When the flow is choked, ie., pr/py < [2/My + 1)]"°~, the appropriate equation 


is 
m= CoArPo 1/2, 2 \otbRa-b 
(RT)? \y+1 


(6.12) 


For flow into the cylinder through an intake valve, po is the intake system pres- : 


sure p,; and p; is the cylinder pressure. For flow out of the cylinder through an 
exhaust valve, po is the cylinder pressure and p, is the exhaust system pressure. 

The value of Cp and the choice of reference area are linked together: their 
product, Cp Ag, is the effective flow area of the valve assembly A;. Several differ- 
ent reference areas have been used. These include the valve head area D2/4,’ the 
port area at the valve seat 2D2/4,'* the geometric minimum flow area [Eqs. (6.7), 
(6.8), and (6.9)], and the curtain area xD,L,,'© where L, is the valve lift. The 
choice is arbitrary, though some of these choices allow easier interpretation than 
others. As has been shown above, the geometric minimum flow area is a complex 
function of valve and valve seat dimensions. The most convenient reference area 
in practice is the so-called valve curtain area: 


Ac = nD, L, (6.13) 


since it varies linearly with valve lift and is simple to determine. 


INLET VALVES. Figure 6-16 shows the results of steady flow tests on a typical. 


inlet valve configuration with a sharp-cornered valve seat.'® The discharge coeffi- 
cient based on valve curtain area is a discontinuous function of the valve-lift/ 


diameter ratio. The three segments shown correspond to different flow regimes as = 


indicated. At very low lifts, the flow remains attached to the valve head and seat, 
giving high values for the discharge coefficient. At intermediate lifts, the flow 
separates from the valve head at the inner edge of the valve seat as shown. An 
abrupt decrease in discharge coefficient occurs at this point. The discharge coeffi- 
cient then increases with increasing lift since the size of the separated region 
remains approximately constant while the minimum flow area is increasing. At 
high lifts, the flow separates from the inner edge of the valve seat as well.!*! 
Typical maximum values of L,/D, are 0.25. ; 
An important question is whether these steady flow data are representative 
of the dynamic flow behavior of the valve in an operating engine. There is some 
evidence that the “change points” between different flow regimes shown in Fig. 


6-16 occur at slightly different valve lifts under dynamic operation than under 
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(a) | (b) ’ () 
FIGURE 6-16 


Discharge coefficient of typical inlet poppet valve (effective flow area/valve curtain area) as a function 
of valve lift. Different segments correspond to flow regimes indicated.'® 


! 


steady flow operation. Also, as has been discussed in Sec. 6.2.2, the pressure up- 
stream of the valve varies significantly during the intake process. However, it has 
been shown that over the normal engine speed range, steady flow discharge- 
coefficient results can be used to predict dynamic performance with reasonable 
precision.!4 18 
In addition to valve lift, the performance of the inlet valve assembly is influ- 

enced by the following factors: valve seat width, valve seat angle, rounding of the 
seat corners, port design, cylinder head shape. In many engine designs the port 
and valve assembly are used to generate a rotational motion (swirl) inside the 
engine cylinder during the induction process, or the cylinder head: can be shaped 
to restrict the flow through one side of the valve open area to generate swirl. . 
Swirl production is discussed later, in Section 8.3. Swirl generation significantly 
reduces the valve (and port) flow coefficient. Changes in seat width affect the 
L/D, at which the shifts in flow regimes illustrated in Fig. 6-16 occur. Cp 
increases as seat width decreases. The seat angle B affects the discharge coefficient 
in the low-lift regime in Fig. 6-16. Rounding the upstream corner of the valve seat 
reduces the tendency of the flow to break away, thus increasing C, at higher lifts. 
At low valve lifts, when the flow remains attached, increasing the Reynolds 
number decreases the discharge coefficient. Once the flow breaks away from the 
wall, there is no Reynolds number dependence of Cp.'® : 
Pe For well-designed ports (¢.g., Fig. 6-13) the discharge coefficient of the port 

valve assembly need be no lower than that of the isolated valve (except when 
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the port is used to generate swirl). However, if the cross-sectional area of the Port 


is not sufficient or the radius of the surface at the inside of the bend is too small, 
a significant reduction in Cp for the assembly can result.‘® , 

At high engine speeds, unless the inlet valve is of sufficient size, the inlet 
flow during part of the induction process can become choked (ie., reach sonic 
velocity at the minimum valve flow area). Choking substantially reduces voly- 
metric efficiency. Various definitions of inlet Mach number have been used to 
identify the onset of choking. Taylor and coworkers’ correlated volumetric effi. 
ciencies measured on a range of engine and inlet valve designs with an inlet Mach 
index Z formed from an average gas velocity through the inlet valve: 

= Apsp 

Z= C,A,a (6.14) 
where A; is the nominal inlet valve area (1D2/4), C, is a mean valve discharge 
coefficient based on the area A,, and a is the sound speed. From the method used 
to determine C;, it is apparent that C; A; is the average effective open area of the 
valve (it is the average value of CpxD,L,). Z corresponds closely, therefore, to 
the mean Mach number in the inlet valve throat. Taylor’s correlations show that 
n, decreases rapidly for Z>0.5. An alternative equivalent approach to this 
problem has been developed, based on the average flow velocity through the 
valve during the period the valve is open.'? A mean inlet Mach number was 
defined: 


7) 
M, = . (6.15) 


where 0; is the mean inlet flow velocity during the valve open period. M, is 
related to Z via 


_ Z(n/100)180 


M, = 
8ive — Five 


i (6.16) 
This mean inlet Mach number correlates volumetric efficiency characteristics 
better than the Mach index. For a series of modern small four-cylinder engines, 

when M; approaches 0.5 the volumetric efficiency decreases rapidly. This is due 
to the flow becoming choked during part of the intake process. This relationship 
can be used to size the inlet valve for the desired volumetric efficiency at 
maximum engine speed. Also, if the inlet valve is closed too early, volumetric 
efficiency will decrease gradually with increasing M,, for M; < 0.5, even if the 

" valve open area is sufficiently large.’ - : 


EXHAUST VALVES. In studies of the flow from the cylinder through an exhaust 
poppet valve, different flow regimes at low and high lift occur, as shown in Fig. 
6-17. Values of Cp based on the valve curtain area, for several different exhaust 
valve and port combinations, are given in Fig. 6-18. A sharp-cornered isolated 
poppet valve (i.c., straight pipe downstream, no port) gives the best performance. 


ECO FETT AC MATA ee a Sie hee ae: 
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Low lift High lift 


FIGURE 6-17 
Flow pattern through exhaust valve at low and high lift.1® 


At high lifts, L,/D, > 0.2, the breakaway of the flow reduces the discharge coeffi- 
cient. (At L,/D, = 0.25 the effective area is about 90 percent of the minimum 
geometric area. For L,/D, < 0.2 it is about 95 percent.'®) The port design signifi- 
cantly affects Cp at higher valve lifts, as indicated by the data from four port. 
designs in Fig. 6-18. Good designs can approach the performance of isolated 
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FIGURE 6-18 


harge coefficient as function of valve lift for several exhaust valve and port designs. a,2° 515 
¢,20 d2 1 » 
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valves, however. Exhaust valves operate over a wide range of pressure ratios (1 to | 
5). For pressure ratios greater than about 2 the flow will be choked, but the effect 


of pressure ratio on discharge coefficient is small and confined to higher lifts (e.g, : 


+5 percent at L,/D, = 0.3).'° 


6.4 RESIDUAL GAS FRACTION 


The residual gas fraction in the cylinder during compression is determined by the 
exhaust and inlet processes. Its magnitude affects volumetric efficiency and engine 
performance directly, and efficiency and emissions through its effect on working- 
fluid thermodynamic properties. The residual gas fraction is primarily a function 


i OR held Tan Wii a eee 
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of inlet and exhaust pressures, speed, compression ratio, valve timing, and 4 E 


exhaust system dynamics. 
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Residual gas fraction for 2-dm* four-cylinder spark-ignition engine as a function of intake manif ; 


pressure for a range of speeds, compression ratios, and valve overlaps: also as a function of air/lv 


° . we ; _ min, 
ratio fot a range of volumetric efficiencies. Operating conditions, unless noted: speed = 1400 rev/' 3 


A/F = 14.5, spark timing set to give 0.95 maximum torque, compression ratio = 8.5.7? 
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The residual gas mass fraction x, (or burned gas fraction if EGR is used) is 
usually determined by measuring the CO, concentration in a sample of gas 
extracted from the cylinder during the compression stroke. Then 


_ Geode ~ 
x,= (Rco,)e (6.17) 


where the subscripts C and e denote compression and exhaust, and X¢o, are mole 
fractions in the wet gas. Usually CO, volume or mole fractions are measured in 
dry gas streams (see Sec. 4.9). A correction factor K, 


K — Eedves = — (6.18) 

(X)ary 1 + OSL W&%o, + x%q) — 0.74%F5] 
where y is the molar hydrogen/carbon ratio of the fuel and X&5,, Xfo are dry mole 
fractions, can be used to convert the dry mole fraction measurements. 

Residual gas measurements in a spark-ignition engine are given in Fig. 6-19, 
which shows the effect of changes in speed, valve overlap, compression ratio, and 
air/fuel ratio for a range of inlet manifold pressures for a 2-dm3, 88.5-mm bore, 
four-cylinder engine.?? The effect of variations in spark timing was. negligible. 
Inlet pressure, speed,.and valve overlap are the most important variables, though 
the exhaust pressure also affects the residual fraction.2 Normal settings for inlet 
valve opening (about 15° before TC) arid exhaust valve closing (about 12° after 
TC) provide sufficient overlap for good scavenging, but avoid excessive backflow 
from the exhaust port into the cylinder. 

Residual gas fractions in diesel engines are substantially lower than in SI 
engines because inlet and exhaust pressures are comparable in magnitude and the 
compression ratio is 2 to 3 times as large. Also, a substantial fraction of the 
residual gas is air. 


6.5 EXHAUST GAS FLOW RATE AND 
TEMPERATURE VARIATION 


The exhaust gas mass flow rate and the properties of the exhaust gas vary signifi- 
cantly during the exhaust process. The origin of this variation for an ideal 
exhaust process is evident from Fig. 5-3. The thermodynamic state (pressure, tem- 
perature, etc.) of the gas in the cylinder varies continually during the exhaust 
blowdown phase, until the cylinder pressure closely approaches the exhaust man- 
ifold pressure. In the real exhaust process, the exhaust valve restricts the flow out 
of the cylinder, the valve lift varies with time, and the cylinder volume changes 
during the blowdown process, but the principles remain the same. 

Measurements have been made of the variation in mass flow rate through 


~ the exhaust valve and gas temperature at the exhaust port exit during the exhaust 


Process of a spark-ignition engine.?* Figure 6-20 shows the instantaneous mass 
flow rate data at three different engine speeds. The blowdown and displacement 
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Mass flow rate of exhaust gas, g/s 


100. 140. 180 220 260 300 
: Crank angle, deg 


FIGURE 6-20 
Instantaneous mass flow rate of exhaust gas through the valve versus crank angle: equivalence 
ratio = 1.2, wide-open throttle, compression ratio = 7. Dash-dot line is one-dimensional compressible 
flow model for blowdown and incompressible displacement model for exhaust stroke.?* 


phases of the exhaust process are evident. Simple quasi-steady models of these 
phases give good agreement with the data at lower engine speeds. The blowdown 
model shown applies orifice flow equations to the flow across the exhaust valve 
using the measured cylinder pressure and estimated gas temperature for upstream 
stagnation conditions. Equation (C.9) is used when the pressure ratio across the 
valve exceeds the critical value. Equation (C.8) is used when the pressure ratio is 
less than the critical value. The displacement model assumes the gas in. the cylin- 
der is incompressible as the piston moves through the exhaust stroke. As engine 
speed increases, the crank angle duration of the blowdown phase increases. There 
is evidence of dynamic effects occurring at the transition between the two phases. 
The peak mass flow rate during blowdown does not vary substantially with speed 
since the flow is choked. The mass flow rate at the time of maximum piston speed 
during displacement scales approximately with piston speed. As the inlet mani- 
fold pressure is reduced below the wide-open throttle value, the proportion of the 
charge which exits the cylinder during the blowdown phase decreases but the 
mass flow rate during displacement remains essentially constant. 

The exhaust gas temperature varies substantially through the exhaust 
process, and decreases due to heat loss as the gas flows past the exhaust valve 
and through the exhaust system. , in) 

Figure 6-21 shows the measured cylinder pressure, calculated cylinder gas 
temperature and exhaust mass flow rate, and measured gas temperature at the 
exhaust port exit for a single-cylinder spark-ignition engine at mid-load and low 3 
speed.25 The average cylinder-gas temperature falls rapidly during blowdows, 
and continues to fall during the exhaust stroke due to heat transfer to the cylin 
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FIGURE 6-21 = 

Measured cylinder pressure p,, calculated cylinder-gas temperature T,, exhaust mass fiow rate m,, 
and measured gas temperature at exhaust port exit T,, for single-cylinder spark-ignition engine. 
Speed = 1000 rev/min, imep = 414 kPa, equivalence ratio = 1.2, spark timing = 10° BTC, r, = 7.2.75 


der walls. The gas temperature at the port exit at the start of the exhaust flow 
pulse is a mixture of hotter gas which has just left the cylinder and cooler gas 
which left the cylinder at the end of the previous exhaust process and has been 
stationary in the exhaust port while the valve has been closed. The port exit 
temperature has a minimum where the transition from blowdown flow to dis- 
placement occurs, and the gas comes momentarily to rest and loses a substantial 
fraction of its thermal energy to the exhaust port walls. 

Figure 6-22 shows the effect of varying load and speed on exhaust port exit 
temperatures. Increasing load (A + B— C) increases the mass and temperature in 
the blowdown pulse. Increasing speed (B— D) raises the gas temperature 
throughout the exhaust process. These effects are the result of variations in the 
relative importance of heat transfer in the cylinder and heat transfer to the 
exhaust valve and port. The time available for heat transfer, which depends on 
engine speed and exhaust gas flow rate, is the most critical factor. The exhaust 
‘emperature variation with equivalence ratio follows from the variation in expan- 
Sion stroke temperatures, with maximum values at ¢ = 1.0 and lower values for 

ner and richer mixtures.”* Diesel engine exhaust temperatures are significantly 
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Measured gas temperature at exhaust port exit as a function of crank angle, single-cylinder spark. 
ignition engine, for different loads and speeds. Curve A: imep = 267 kPa, 1000 rev/min; curve B: 
imep = 414 kPa, 1000 rev/min; curve C: imep = 621 kPa, 1000 rev/min; curve D: imep = 414 kPa, 
1600 rev/min. Equivalence ratio = 1.2, spark timing = 10° BTC, compression ratio = 7.2.35 


lower than spark-ignition engine exhaust temperatures because of the lean oper- 
ating equivalence ratio and their higher expansion ratio during the power stroke. 

The average exhaust gas temperature is an important quantity for deter- 
mining the performance of turbochargers, catalytic converters, and particulate 
traps. The time-averaged exhaust temperature does not correspond to the 
average energy of the exhaust gas because the flow rate varies substantially. An 
enthalpy-averaged temperature 


or Evc EVC 
T, = (| me ao) | (| me, ao) (6.19) 
EVO EVO 


is the best indicator of exhaust thermal energy. Average exhaust gas temperatures 
are usually measured with a thermocouple. Thermocouple-averaged temperatures 
are close to time-averaged temperatures. Mass-averaged exhaust temperatures 
(which are close to 7, if c, variations are small) for a spark-ignition engine at the 
exhaust port exit are about 100 K higher than time-averaged or thermocouple- 
determined temperatures. Mass-average temperatures in the cylinder during the 
exhaust process are about 200 to 300 K higher than mass-averaged port tem- 


peratures. All these temperatures increase with increasing speed, load, and spark 


retard, with speed being the variable with the largest impact.?® 
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6.6 SCAVENGING IN TWO-STROKE 
CYCLE ENGINES oer . 


6.6.1 Two-Stroke Engine Configurations 


- In two-stroke cycle engines, each outward stroke of the piston is a power stroke. 


To achieve this operating cycle, the fresh charge must be supplied to the engine 
cylinder at a high-enough pressure to displace the burned gases from the previous 
cycle. Raising the pressure of the intake mixture is done in a separate pump or 
blower or compressor. The operation of clearing the cylinder of burned gases and 
filling it with fresh mixture (or air)—the combined intake and exhaust process—is 
called scavenging. However, air capacity is just as important as in the four-stroke 
cycle; usually, a greater air mass flow rate must be achieved to obtain the same 
output power. Figures 1-12, and 1-5 and 1-24 show sectioned drawings of a 
two-stroke spark-ignition engine and two two-stroke diesels. 

The different categories of two-stroke cycle scavenging flows and the port 
(and valve) arrangements that produce them are illustrated in Figs. 6-23 and 6-24. 
Scavenging arrangements are classified into: (a) cross-scavenged, (b) loop- 
scavenged, and (c) uniflow-scavenged configurations. The location and orientation 
of the scavenging ports control the scavenging process, and the most. common 
arrangements are indicated. Cross- and loop-scavenging systems use exhaust and 
inlet ports in the cylinder wall, uncovered by the piston as it approaches BC.?7 
The uniflow system may use inlet ports with exhaust valves in the cylinder head, 


(@) (b) 6) 


FIGURE 6-23 


Stone cesveages, (b) loop-scavenged, and (c) uniflow-scavenged two-stroke cycle flow configu- 
ions. 
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FIGURE 6-24 : 
Common porting arrangements that go with (a) cross-scavenged, (b) loop-scavenged, and (c) uniflow- 
scavenged configurations. 


or inlet and exhaust ports with opposed pistons. Despite the different flow pat- 
terns obtained with each cylinder geometry, the general operating principles are 
similar. Air in a diesel, or fuel-air mixture in a spark-ignition engine, must be 
. supplied to the inlet ports at a pressure higher than the exhaust system pressure. 

Figure 6-25 illustrates the principles of the scavenging process for a uniflow 
engine design. Between 100 and 110° after TC, the exhaust valve opens and a 
blowdown discharge process commences. Initially, the pressure ratio across the 
exhaust valve exceeds the critical value (see App. C) and the flow at the valve will 
be sonic: as the cylinder pressure decreases, the pressure ratio. drops below the 
critical value. The discharge period up to the time of the scavenging port opening 
is called the blowdown (or free exhaust) period. The scavenging ports open 
between 60 and 40° before BC when the cylinder pressure slightly exceeds the 


scavenging pump pressure. Because the burned gas flow is toward the exhaust - 


valves, which now have a large open area, the exhaust flow continues and no 
backflow occurs. When the cylinder pressure falls below the inlet pressure, aif 
enters the cylinder and the scavenging process starts. This flow continues as long 
as the inlet ports are open and the inlet total pressure exceeds the pressure in the 
cylinder. As the cylinder pressure rises above the exhaust pressure, the fresh 
charge flowing into the cylinder displaces the burned gases: a part of the fresh 


charge mixes with the burned gases and is expelled with them. The exhaust valves be 


usually close after the inlet ports close. Since the flow in the cylinder is toward 
the exhaust valve, additional scavenging is obtained. Figure 1-16 illustrates the 
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FIGURE 6-25 


Gas exchange process in two-stroke cycle uniflow-scavenged diesel engine: (a) valve and port timing 


and pressure-volume diagram; (b) pressure, scavenging port open area A,., and exhaust vaive lift L. 
as functions of crank angle. ° 


similar sequence of events for a loop-scavenged engine. Proper flow patterns for 
= ey charge are extremely important for good scavenging and charging of the 
Ylinder. 


; Common methods for supercharging or pressurizing the fresh charge are 
own in Fig. 6-26. In large two-stroke cycle engines, more complex com- 
inations of these approaches are often used, as shown in Fig. 1-24. 


6.6.2 Scavenging Parameters and Models 


The following overall parameters are used to describe the scavenging process.!3 
The delivery ratio A: 


hae mass of delivered air (or mixture) per cycle 


reference mass 620) 
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FIGURE 6-26 : 
Common methods of pressurizing the fresh charge in two-stroke cycle engines: left, crankcase com- 
pression; center, roots blower; right, centrifugal compressor.” 


compares the actual scavenging air mass (or mixture mass) to that required 
in an ideal charging process.t The reference mass is defined as displaced 
volume x ambient air (or mixture) density. Ambient air (or mixture) density is 
determined at atmospheric conditions or at intake conditions. This definition is 
useful for experimental purposes. For analytical work, it is often convenient to 
use the trapped cylinder mass m,, as the reference mass. 

The trapping efficiency n,,: 


mass of delivered air (or mixture) retained 


= 6.21 
Mee mass of delivered air (or mixture) (6.21) 


indicates what fraction of the air (or mixture) supplied to the cylinder is retained 
in the cylinder. 

The scavenging efficiency n,.: 
_ mass of delivered air (or mixture) retained 


Nee = (6.22) 
. mass of trapped cylinder charge 


indicates to what extent the residual gases in the cylinder have been replaced with 
fresh air. 


The purity of the charge: 
Purity = mass of air in trapped cylinder charge (6.23) 


mass of trapped cylinder charge 


indicates the degree of dilution, with burned gases, of the unburned mixture in 
the cylinder. 


s is used 


+ If scavenging is done with fuel-air mixture, as in spark-ignition engines, then mixture mas: 
instead of air mass. 
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The charging efficiency n,,,: 


mass of delivered air (or mixture) retained 


displaced volume x ambient density (6.24) 


Non = 
indicates how effectively the cylinder volume has been filled with fresh air (or 
mixture). Charging efficiency, trapping efficiency, and delivery ratio are related by 


Non = Any (6.25) 


When the reference mass in the definition of delivery ratio is the trapped cylinder 
mass m,, (or Closely approximated by it) then 


Noe = Any (6.26) 


In real scavenging processes, mixing occurs as the fresh charge displaces the 
burned gases and some of the fresh charge may be expelled. Two limiting ideal 
models of this process are: (1) perfect displacement and (2) complete mixing. 
Perfect displacement or scavenging would occur if the burned gases were pushed 
out by the fresh gases without any mixing. Complete mixing occurs if entering 
fresh mixture mixes instantaneously and uniformly with the cylinder contents. 

For perfect displacement (with m,, as the reference mass in the delivery 
eatio), 


Nsc = A and MN, = 1 forA <1 


Nso = 1 and Ny = A™ 1 for A> 1 (6.27) 


For the complete mixing limit, consider the scavenging process as a quasi- 
steady flow process. Between time t and t + dt, a mass element dm,, of air is 
delivered to the cylinder and is uniformly mixed throughout the cylinder volume. 
An equal amount of fluid, with the same proportions of air and burned gas as the 
cylinder contents at time t, leaves the cylinder during this time interval. Thus the 
mass of air delivered between t and t + dt which is retained, dm,,,is given by 


Assuming m,, is constant, this integrates over the duration of the scavenging 


Process to give 
mM, = _ Mya 
My ; “ne ( ) (6.28) 


Thus, for complete mixing, with the above definitions, 
Ns. = 1—e“ 
(6.29) 


ne = 5 =e) 


Figure 6-27 shows Ns, and n,, for the perfect displacement and complete mixing 
assumptions as a function of A, the delivery ratio. 
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FIGURE 6-27 


Scavenging efficiency n,, and trapping efficiency ,, versus delivery ratio A for perfect displacement 
and complete mixing models. 


An additional possibility is the direct flow of fresh mixture through the 
cylinder into the exhaust without entraining burned gases. This is called short- 
circuiting; it is obviously undesirable since some fresh air or mixture is wasted. 
There is no simple model for this process. When short-circuiting occurs, lower 
scavenging efficiencies result even though the volume occupied by the short- 
circuiting flow through the cylinder does displace an equal volume of the burned 
gases. Another phenomenon which reduces scavenging efficiency is the formation 
of pockets or dead zones in the cylinder volume where burned gases can become 
trapped and escape displacement or entrainment by the fresh scavenging flow. 
These unscavenged zones are most likely to occur in regions of the cylinder that 
remain secluded from the main fresh mixture flow path. 


6.6.3 Actual Scavenging Processes 


Several methods have been developed for determining what occurs in actual 
cylinder scavenging processes.?” Accurate measurement of scavenging efficiency is 
difficult due to the problem of measuring the trapped air mass. Estimation of 7, 
from indicated mean effective pressure and from gas sampling are the most reli- 
able methods.’ Flow visualization experiments?®-*° in liquid analogs of the 
cylinder and flow velocity mapping techniques*! have proved useful in providing 
a qualitative picture of the scavenging flow field and identifying problems such as 
short-circuiting and dead volumes. 
Flow visualization studies indicate the key features of the scavenging 
process. Figure 6-28 shows a sequence of frames from a movie of one liquid 
scavenging another in a model of a large two-stroke cycle loop-scavenged 


FIGURE 6-28 
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p-scavenged engine cylinder. Top two rows: View perpen- 


quid analog experiments in model loo 


Photos of one fluid scavenging another in li 
dicular to scavenging loop. Bottom row: Ort 


hogonal views. Dark denser fluid displacing light less dense fluid.29 
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diesel.2? The physical variables were scaled to maintain the same values of the 
appropriate dimensionless numbers for the liquid analog flow and the real engine 
flow. The density of the liquid representing air (which is dark) was twice the 
density of the liquid representing burned gas (which is clear). Early in the scay- 
enging process, the fresh air jets penetrate into the burned gas and displace it first 
toward the cylinder head and then toward the exhaust ports (the schematic gives 
the location of the ports). During this initial phase, the outflowing gas contains 
no air; pure displacement of the burned gas from the cylinder is being achieved. 
Then short-circuiting losses start to occur, due to the damming-up or buildup of 
fresh air on the cylinder wall opposite the exhaust ports. The short-circuiting 
fluid flows directly between the scavenge ports and the exhaust ports above them. 
Since this damming-up of the inflowing fresh air back toward the exhaust ports 
continues, short-circuiting losses will also continue. While the scavenging front 
remains distinct as it traverses the cylinder, its turbulent character indicates that 
mixing between burned gas and air across the front is taking place. For both 
these reasons (short-circuiting and short-range mixing), the outflowing gas, once 
the “displacement ” phase is over, contains an increasing amount of fresh air. 


Outflowing fluid composition measurements from this model study of a - 


Sulzer two-stroke loop-scavenged diesel engine confirm this sequence of events. 


At 24 crank angle degrees after the onset of scavenging, fresh air due to short- _ 


circuiting was detected in the exhaust. At the time. the displacement front reached 
the exhaust port (65° after the onset of scavenging), loss of fresh air due to scav- 
enging amounted to 13 percent of the scavenge air flow. The actual plot of degree 
of purity (or 7,.) versus delivery ratio (A) closely followed the perfect displace- 
ment line for A < 0.4. For A > 0.4, the shape of the actual curve was similar in 
shape to the complete mixing curve. 

Engine tests confirm these results from model studies. Initially, the 
exhausted gas contains no fresh air or mixture; only burned gas is being dis- 
placed from the cylinder. However, within the cylinder both displacement and 
mixing at the interface between burned gas and fresh gas are occurring. The 
departure from perfect scavenging behavior is evident when fresh mixture first 
appears in the exhaust. For loop-scavenged engines this is typically when 
A x04. For uniflow scavenging this perfect scavenging phase lasts somewhat 
longer; for cross-scavenging it is over sooner (because the short-circuiting path is 
shorter). 

The mixing that occurs is short-range mixing, not mixing throughout the 
cylinder volume. The jets of scavenging mixture, on entering the cylinder, mix 
readily with gases in the immediate neighborhood of the jet efflux. More efficient 
scavenging—i.e., less mixing—is obtained by reducing the size of the inlet ports 
while increasing their number.>? It is important that the jets from the inlet ports 
slow down significantly once they enter the cylinder. Otherwise the scavenging 
front will reach the exhaust ports or valves too early. The jets are frequently 
directed to impinge on each other or against the cylinder wall. Swirl in uniflow- 
scavenged systems may be used to obtain an equivalent result. 

The most desirable loop-scavenging flow is illustrated in Fig. 6-29. The 


ee 
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FIGURE 6-29 


Desirable air flow in loop-scavenged engine: air from the entering jets impi i 
: ig Jets impinges on far cylind 
and flows toward the cylinder head.?! pune minder wall 


scavenging jets enter symmetrically with sufficient velocity to fill up about half 
the cylinder cross section, and thereafter flow at lower velocity along the cylinder 
wall toward the cylinder head. By proper direction of the scavenging jets it is 
possible to achieve almost no outfiow in the direction of the exhaust from the 
cross-hatched stagnation zone on the opposite cylinder wall. In fact, measure- 
ment of the velocity profile in this region is a good indicator of the effectiveness 
of the scavenging flow. If the flow along the cylinder wall toward the head is 
stable, ie., if its maximum velocity occurs near the wall and the velocity is near 
zero on the plane perpendicular to the axis of symmetry of the ports (which 
passes through the cylinder axis), the scavenging flow will follow the desired path. 
If there are “tongues” of scavenging flow toward the exhaust port, either in the 
center of the cylinder or along the walls, then significant short-circuiting will 
occur.3! ; 

In uniflow-scavenged configurations, the inlet ports are evenly spaced 
around the full circumference of the cylinder and are usually directed so that the 
Scavenging jets create a swirling flow within the cylinder (see Fig. 6-24). Results of 
measurements of scavenging front location in rig flow tests of a valved uniflow 
Wo-stroke diesel cylinder, as the inlet port angle was varied to give a wide range 
of swirl, showed that inlet jets directed tangentially to a circle of half the cylinder 
ns gave the most stable scavenging front profile over a wide range of condi- 

ns, 
engin ue the scavenging processes in spark-ignition and diesel two-stroke 
icalaahat similar, these two types of engine operate with quite different delivery 
fest A - mixture-scavenged spark-ignition engines, any significant expulsion of 
bed uid with the burned gas results in a significant loss of fuel and causes high 
ydrocarbon emissions as well as loss of the energy expended in pumping the 
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flow which passes straight through the cylinder. In diesels the scavenging medium 
is air, so only the pumping work is lost. One consequence of this is that two. ‘ 


stroke spark-ignition engines are usually crankcase pumped. This approach pro- 
vides the maximum pressure and thus also the maximum velocity in the 
scavenging medium at the start of the scavenging process just after the cylinder 


pressure has blown down; as the crankcase pressure falls during the scavenging } 


otion of the scavenging front within the cylinder also slows down. 
rakes iene the delivery ratio and trapping, charging, and ie sah sae 
ciencies of two crankcase-scavenged spark-ignition engines as - c si nD ol 
engine speed. These quantities depend significantly on intake ae shee : i 
design and open period and the exhaust system configuration. oe or as 
stroke cycle spark-ignition engines, which use crankcase pumping, delivery ratios 
ie ie Bs ages icone data typical of large two-stroke diesels.>” The 
purity ee of air in trapped cylinder charge/mass of trapped oe ae bE 
shown as a function of the delivery ratio. The different scavenging Ste “el joa 
have different degrees of effectiveness, with uniflow scavenging | ing is $ 
efficient. These diesel engines normally operate with delivery ratios in the range 


1.2 to 1.4. 


asta ‘ F : : at full 
lest ratio A, trapping efficiency #,,, charging efficiency n,,, and scavenging efficiency "<> © 


igniti i lid line 8 
load, as functions of speed for two single-cylinder two-stroke cycle spark-emtion po aan 
147 cm? displacement engine.** Dashed line is loop-scavenged 246 cm? displacement eng! 
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FIGURE 6-31 


Purity as a function of delivery ratio A for different types of large marine two-stroke diesel engines.>” 


6.7 FLOW THROUGH PORTS 


The importance of the intake and exhaust ports to the proper functioning of the 
two-stroke cycle scavenging process is clear from the discussion in Sec. 6.6. The 
crank angle at which the ports open, the size, number, geometry, and location of 
the ports around the cylinder circumference, and the direction and velocity of the 
jets issuing from the ports into the cylinder all affect the scavenging flow. A 
summary of the information available on flow through piston-controlled ports 
can be found in Annand and Roe.’ Both the flow resistance of the inlet and 
exhaust port configurations, as well as the details of the flow pattern produced by 
the port system inside the cylinder during scavenging, are important. Figure 6-32 
defines the essential geometrical characteristics of inlet ports. Rectangular ports 
make best use of the cylinder wall area and give precise timing control. Ports can 
be tapered, and may have axial and tangential inclination as shown. ; 
Figure 6-33 illustrates the flow patterns expected downstream of piston- 
Controlled inlet ports. For small openings, the flow remains attached to the port 
Walls. For fully open ports with sharp corners the flow detaches at the upstream 
Corners. Both a rounded entry and converging taper to the port help prevent flow 
detachment within the port. Discharge coefficients for ports have been measured 
48 a function of the open fraction of the port, the pressure ratio across the port, 
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FIGURE 6-32 . 
Parameters which define geometry of inlet ports. 


and port geometry and inclination (see Ref. 16 for a foots ores bi ea 
i i en 
riate reference area for evaluating the disc] arge coeffici 2 
aero the port (see Fig. 6-32). For the open height h, less than (Y — r) but 


greater than r this is 


Ag = Xh, — 0.43r? (6.30) 


where Y is the port height, X the port width, and r the corner radius. For h, = Y, 


ference area is 
the referen ba 


Ap = XY — 0.86r? 
The effect of variations in geometry and operating aieanrtar’ on a Seed 
i i d by reference to the flow 
coefficient Cp can usually be interprete ' f 
fd in Fig. 6-33. The effects of inlet port open fraction and port gunn he 
C, are shown in Fig. 6-34: geometry effects are most significant at smi aw 
ince open fractions.?° Cp varies with pressure ratio, increasing as the pr 


ZA-4 @€@& Wwe 


E 6-33 . ; nee - guia : 
Pain through piston-controlled inlet ports: (a) port axis perpendicular to wall; s pening 


ca epee ae 
and large opening with sharp and rounded entry; (b) port axis inclined. 
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FIGURE 6-34 


Discharge coefficients as a function of port open fraction (uncovered height/port height) for different 
inlet port designs. Pressure ratio across port = 2.35.2° 


ratio increases. Empirical relations that predict this variation with pressure ratio 
have been developed.3® ° 

Tangentially inclined inlet ports are used when swirl is desired to improve 
scavenging or when jet focusing or impingement within the cylinder off the cylin- 
der axis is required (see Sec. 6.6.3). The discharge coefficient decreases as the jet 
tangential inclination increases. The jet angle and the port angle can deviate 
significantly from each other depending on the details of the port design and the 
open fraction.3! 

In piston-controlled exhaust ports, the angle of the jet from a thin-walled 
exhaust port increases as indicated in Fig. 6-35.° In thick ports, the walls are 


40 60 80 «100. 


Uncovered port height, % 


FIGURE 6.35 
Angle of Jet exiting exhaust Port as a function of open port height.>1 
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FIGURE 6-36 

Discharge coefficient of a si 
a 51-mm bore cylinder as a 
p, = cylinder pressure, p, = exhaust system pressure.*? 


ingle rectangular exhaust port (7.6 mm wide x 12.7 mm high) in the wall of 


utward flow to diffuse. The pressure ratio across 
liy during the exhaust process. The pressure 
haust port discharge coefficient, as shown in 
Fig. 6-36. The changes in exit jet angle and separation point explain the effects of 
increasing open fraction and pressure ratio. The discharge coefficient also 
increases modestly with increasing gas temperature.°? 


usually tapered to allow the o 
the exhaust ports varies substantia 
ratio has a significant effect on the ex 


6.8 SUPERCHARGING AND 
TURBOCHARGING 


68.1 Methods of Power Boosting a 


The maximum power a given engine can deliver is limited by the amount of fuel a 
that can be burned efficiently inside the engine cylinder. This is limited by the 3g 
amount of air that is introduced into each cylinder each cycle. If the inducted a 

is compressed to a higher density than ambient, prior to entry into the cylinder. 
the maximum power an engine of fixed dimensions can deliver will be incre 
This is the primary purpose of supercharging; Eqs. (2.39) to (2.41) show how 
power, torque, and mean effective pressure are proportional to inlet air density. 


function of open fraction and pressure ratio. Steady-flow rig tests at 21°C. = 


ea ea ee 
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The term supercharging Tefers to increasing the air (or mixture) densi 
increasing its pressure Prior to entering the engine cylinder. Three nae an ol 
are used to accomplish this. The first is mechanical superchargin ane : 
separate pump or blower or compressor, usually driven by power aie : Bile 
engine, provides the compressed air. The second method is turbochargin aie 
a turbocharger—a compressor and turbine on a single shaft—is used . oe ae 
inlet air (or mixture) density. Energy available in the engine’s exhaust i ne 
me 2 drive a fastest turbine which drives the turbocharger Suiieiee 
which raises the inlet fluid density prior to i inde 

third method—pressure wave ee ae ay ce ny 
exhaust systems to compress the intake mixture. The use of intake nae i aa 
manifold tuning to increase volumetric efficiency (see Sec. 6.2 2) is o pahamrape 
this method of increasing air density. An example of a serena . 
charging device is the Comprex, which uses the pressure available in ee ace 
gas stream to compress the inlet mixture stream by direct contact of pak aati 
narrow flow channels (see Sec. 6.8.5). Figure 6-37 shows typical archaea of 


‘the different supercharging and turbocharging systems. The most common 


nin parca a serpin supercharger (Fig. 6-37a) or turbocharger (Fig 
; ions of an engine-driven compressor and is. 
6-37c) are used (e.g., in large marine engi i Paige 
i gines; Fig. 1-24). Two-stage turb i 
(tig. 6-374) is one viable ‘approach for idi i laird i 
one vial providing very high boost 
7 atm) to obtain higher engine brake i “i slagsanan SY 
7 atn ne b mean effective pressures. Turbocom 
ere use - a second turbine in the exhaust directly geared to the ee 
= ( oa Te), is an alternative method of increasing engine power (and 
a wet harge cooling with a heat exchanger (often called an aftercooler or 
intercoo er) after compression, prior to entry to the cylinder, can be used 
increase further the air or mixture density as shown in Fig 6-37 ait 
4d, Po piiee ae is used in four-stroke cycle engines to boost the power per 
en i — pen pana) of supercharging is necessary in rdutick- 
resh air (or mixture) pressure above th 
sure so that the cylinder can be scav i i Gui 
enged effectively. With iti i 
ee y. With additional 
eae, ee site ee density is aiso raised. This section ee 
aracteristics of the blowers, com: i 
; ; ; ! WweTs, pressors, turbines, and - 
essai used to increase inlet air or mixture density - Saaen 
- vailability to work. The operating characteristi 
t erist 4 
and turbocharged engine systems are discussed in Chap. 15 aa ia 


68.2 Basic Relationships 


Expressi i 
- 2 mee for the work required to drive a blower or compressor and the work 
sea nee are obtained from the first and second laws of thermody: 
, rst law, in the form of the steady fl i ‘ 
= y flow energy equ. i 
ntrol volume around the turbomachinery component bd ii rad 


: C? s 
¢-taal (tS) (00 Sen) 


(6.32) ° 


@ 


(e) 


FIGURE 6-37 ; : ; 
Supercharging and turbocharging configurations: (a) mechanical superchargin 
engine-driven compressor and turbocharger; (d) two-stage turbocharging; ) 
turbocompounding; (f) turbocharger with intercooler. C Compressor, E Engin 


Turbine. 


g; (b) turbocharging: a 
(e) turbocharging “' 
e, 1 Inter-cooler, 
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where Q is the heat-transfer rate into the control volume, W is the shaft work- 
transfer rate out of the control volume, m is the mass flow, h is the specific enth- 
alpy, C?/2 is the specific kinetic energy, and gz is the specific potential energy 
(which is not important and can be omitted), 

A stagnation or total enthalpy, hy ,can be defined as 


ho =hi— (6.33) 


For an ideal gas, with constant specific heats, a stagnation or total temperature 
follows from Eq. (6.33): 


C2 
h=T+— 6.34 
0 + 2c, (6.34) 
A stagnation or total pressure is also defined: it is the pressure attained if the gas 
is isentropically brought to rest: 


T\yvo-b : 
Po = (2) (6.35) 


0 in Eq. (6.32) for pumps, blowers, compressors, and turbines is usually small 
enough to be neglected. Equation (6.32) then gives the work-transfer rate as 


_-W= M(Ao, our — ho, ind (6.36) 


A component efficiency is used to relate the actual work-transfer rate to the 
work-transfer rate required (or produced) by an equivalent reversible adiabatic 
device operating between the same pressures. The second law is then used to 
determine this reversible adiabatic work-transfer rate, which is that occurring in 
an isentropic process. 

For a compressor, the compressor isentropic efficiency nc is 


reversible power requirement 
2 ee 


= 37 
2 actual power requirement 2?) 


Figure 6-38 shows the end states of the gas passing through a compressor on an 
h-s diagram. Both static (p,, p,) and stagnation (po;, Po2) constant-pressure lines 
are shown. The total-to-total isentropic efficiency is, from Eq. (6.37), 


ho2s = hor 
2 6.38 
Nett hoa i, hos ( ) 


which, since ¢, is essentially constant for air, or fuel-air mixture, becomes 
n _ To2s ae Tor 
aS 
To2 — To, 
Since the process 01 to 02s is isentropic, 


: Qy~ Dyy 
- To2s = To 22) 
Po1 


(6.39) 
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FIGURE 6-38 


state 01, exit state 2; equivalent isentropic com. 
pressor exit state 2s. 


Equation (6.39) becomes 


(Po2/Po1)"”—*”? — 1 
Mer = (Tya/Tox) dl (649) 
In deriving Eq. (6.40) it has been tacitly assumed that the kinetic energy 
pressure head (pp, — p2) can be recovered. In internal combustion engine applica- 
tions the compressor feeds the engine via a large manifold, and much of this 
kinetic energy will be dissipated. The blower or compressor should be designed 
for effective recovery of this kinetic energy before the exit duct. Since the kinetic 
energy of the gas leaving the compressor is not usually recovered, a more realistic 
definition of efficiency is based on exit static conditions :*° 


_ T,, — Tor _ (P2/Por)" PY —-1 
Nets == Ome (6.43) 
To2 — Tos (TM2/To1) — 1 


This is termed the total-to-static efficiency. The basis on which the efficiency is 


calculated should always be clearly stated. ; 
The work-transfer rate or power required to drive the compressor 
obtained by combining Eq. (6.36), the ideal gas model; and Eq. (6.40): 


; (- Dy 
—We = tny¢yATo2 — Tos) = tit Ton | (2) a | (6.42) 


Nett Po. 


where the subscript i denotes inlet mixture properties. If nczs is used to define the 
compressor performance, then p, replaces po, in Eq. (6.42). Equation (6.42) gives 
the thermodynamic power requirement. There will also be mechanical losses 8 


Enthalpy-entropy diagram for compressor. Inlet 4 3 
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the blower or compressor. Thus the power required to drive the device, — W, 
will be : - 
We 
Mp = ~~ 
en (6.43) 
where 1m is the blower or compressor mechanical efficiency. 
Figure 6-39. shows the gas states at inlet and exit to a turbine on an h-s 
diagram. State 03 is the inlet stagnation State; 4 and 04 are the exit static and 
stagnation states, respectively. States 4s and 04s define the static and stagnation 


exit states of the equivalent reversible adiabatic turbine. The turbine isentropic 
efficiency is defined as 


_ __ actual power output 


7” reversible power output (6.44) 
' Thus, the total-to-total turbine efficiency is 
Nut ho3 hoa 
Ios — Boas (6.45) 


If the exhaust gas is modeled as an ideal gas with constant specific heats, then Eq 
(6.45) can be written , 


_ Tos= Ton ___ 1 — (Toal/To) 
TTT = Ths — Toa, 1 — oalPoa)?= 7 (6.46) 


Note that for exhaust gas over the temperature range of interest, c may vary 
significantly with temperature (see Figs. 4-10 and 4-17). ° 


Po 


FIGURE 6-39 


Enthalpy-entropy diagram for a turbine. Inlet 
State 03, exit state 4; equivalent isentropic 
turbine exit state 4s. 
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Since the kinetic energy at the exit of a turbocharger turbine is usually | 
wasted, a total-to-static turbine isentropic efficiency, where the reversible adia. 
batic power output is that obtained between inlet stagnation conditions and the { 


exit static pressure, is more realistic:*° 
(6.47) § 
The power delivered by the turbine is given by [Eqs. (6.36) and (6.46)] 


(ye- Live 
W, = m(ho3 — hog) = m Cp. Tos — Toa) = Me Cpe Nr1T Te zs (™) | 
03 4 


where the subscript e denotes exhaust gas properties. If the total-to-static turbine # E 
efficiency (nz7s) is used in the relation for W,, then p, replaces po, in Eq. (6.48). a 
With a turbocharger, the turbine is mechanically linked to the compressor. 
Hence, at constant turbocharger speed, 


— Wo= tn Wr (6.49) 
where n,, is the mechanical efficiency of the turbocharger. The mechanical losses 3 
are mainly bearing friction losses. The mechanical efficiency is usually combined 
with the turbine efficiency since these losses are difficult to separate out. 

It is advantageous if the operating characteristics of blowers, compressors, 
and turbines'can be expressed in a manner that allows easy comparison between - 
different designs and sizes of devices. This can be done by describing the per- 
formance characteristics in terms of dimensionless numbers.*° The most impor 
tant dependent variables are: mass flow rate mm, component isentropic efficiency 4, 
and temperature difference across the device AT. Each of these are a function of 
the independent variables: Po, ins Po, out (OF Pout)» To, in» N(speed), D(characteristi¢ © 


dimension), R(gas constant), y (c,/c,),and (viscosity); i.e., 
m, n, ATo =f (Po, in? Po, out» To, in? N, D, R, Vs B) (6.50) ae 


By dimensional analysis, these eight independent variables can be reduced to four ~ 
dimensionless groups: 


my RT), in 


Po, in D? om To, in ~ 


ATy =i( ND Po, out a. r) (6.51) : 


JRTp, in Po.in UD 


The Reynolds number, m/(zD), has little effect on performance and 7 is fixed by 
the gas. Therefore these variables can be omitted and Eq. (6.51) becomes - 


tn/RTo, in dh - s( ND Pa.) 
” To, in /RTp, in Po.in 


(6.52). 
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For 2 particular device, the dimensions are fixed and the value of R is fixed. So it 
has become the convention to plot is 


iy To, : ATo ies ( N Pus 6 
Po, in To, in To, eS Po, in =) 


mn J Teal Po, in iS referred to as the corrected mass flow; N/./Tp ,, is referred to as 
calaiiee _ ee of this convention of removing D and R is 
that the groups of variables are no longer di i 
pe gabe tise ipieor entice ger dimensionless, and performance plots 
Compressor characteristics are usually plotted in terms of the pressure ratio 
(Po2/Po1) OF (P2/Po1) against the corrected mass flow (th./Tp1/po1) along lines of 
constant corrected speed (N/./T>;). Contours of constant efficiency are super- 
posed. Similar plots are used for turbines: py3/p, against m./T, /Po3 alon lines 
of constant N/./T3. Since these occupy a narrow region of the taitine 
formance map, other plots are often used (see Sec. 6.8.4). a 


‘68.3 Compressors 


Practical mechanical supercharging devices can be classified into: (1) sliding vane. 
compressors, (2) rotary compressors, and (3) centrifugal compressors The first 
es ue ae Positive displacement compressors; the last type is an aerodynamic 
ae ae bas different types of positive displacement compressors are illus- 
In the sliding vane compressor (Fig. 6-40a), deep slots are cut into the rotor 
to accommodate thin vanes which are free to move radially. The rotor is 
mounted eccentrically in the housing. As the rotor rotates, the centrifugal forces 
acting on the vanes force them outward against the housing, thereby dividing the 
crescent-shaped space into several compartments. Ambient air is drawn rs h 
Pa intake port into each compartment as its volume increases to a disci 
: a incor is a aaa: as the compartment volume decreases, and is then 
nese ike the outlet port. The flow capacity of the sliding vane com- 
aes s ~ the maximum induction volume which is determined by the 
i 8 cylinder ore, rotor diameter and length, eccentricity, number of vanes 
enstons of the inlet and outlet ports. The actual flow rate and pressure rise at 


Constant speed will be reduced by leakage. Also, heat transfer from the moving 


iced eg and stator surfaces will reduce compression efficiency unless 
ca a to remove the thermal energy generated by friction between the 
gos e rotor and stator. The volumetric efficiency can vary between 0.6 

.7 depending on the size of the machine, the quality of the design, and the 


Meth . . . e 
by od of lubrication and cooling employed. The displaced volume V, is given 


Vp = nel(2r + €) (6.54) 
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FIGURE 6-40 


3(b) roots blower; (c) Lysholm compressor; (d) screw compressor,*! 


Roots blower 
(b) 
Positive displacement compressors: (a) sliding vane compressor; 
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where r is the rotor radius, ¢ the eccentricity, and / the axial length of the com- 
pressor. The mass flow rate parameter is — 


My/ To/ Ta 


= constant x p;4, Nel(2 & 3 . 
Paps pin, Nel(2r + &) (6.55) 


where 7, is the device volumetric efficiency, N its speed, and the subscripts i, 0 
and std refer to inlet, inlet stagnation, and standard atmospheric conditions, 
respectively. Figure 6-41 shows the performance characteristics of a typical 
sliding vane compressor. The mass flow rate at constant speed depends on the 
pressure ratio only through its (weak) effect on volumetric efficiency. The isentro- 
pic efficiency is relatively low.*? 

An alternative positive displacement supercharger is the roots blower (Fig. 
6-40b). The two rotors are connected by gears. The working principles are as 
follows. Air trapped in the recesses between the rotor lobes and the housing is 
carried toward the delivery port without significant change in volume. As these 
recesses open to the delivery line, since the suction side is closed, the trapped air 
is suddenly compressed by the backflow from the higher-pressure delivery line. 
This intermittent delivery produces nonuniform torque on the rotor and pressure 
pulses in the delivery line. Roots blowers are most suitable for small pressure 
ratios (about 1.2). The volumetric efficiency depends on the running clearances, 
rotor length, rotational speed, and pressure ratio. In the three-lobe machines 
shown (two lobes are sometimes used) the volume of each recess Vz is 


V_ = 0.546R?1 
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Ormance map for sliding vane compressor.*! 
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where R is the rotor radius and / the blower length. The mass flow parameter is 


| Tle = constant x p;n, NR?l (6.56) 
0/ P std q 


A performance map of a typical small roots blower is shown in Fig. 6-42. It ig He 
similar in character to that of the sliding vane compressor. At constant speed, the a & 
"flow rate depends on increasing pressure ratio only through the resulting 3 4 
decrease in volumetric efficiency (Eq. 6.56).*1 The advantage of the roots blower %& 
is that its performance range is not limited by surge and choking as is the cen. 
trifugal compressor (see below). Its disadvantages are its high noise level, poor = 
efficiency, and large size.*? 2 

Screw compressors (Fig. 6-40c and d) must be precision machined to # 
achieve close tolerances between rotating and stationary elements for satisfactory %: 
operation. They run at speeds between 3000 and 30,000 rev/min. It is usually & 
necessary to cool the rotors internally. High values of volumetric and isentropic = 
efficiency are claimed.** 2 

A centrifugal compressor is primarily used to boost inlet air or mixture % 
density coupled with an exhaust-driven turbine in a turbocharger. It is a single- 3. 
stage radial flow device, well suited to the high mass flow rates at the relatively 
low pressure ratios (up to about 3.5) required by the engine. To operate efficiently + 
it must rotate at high angular speed. It is therefore much better suited to direct 
coupling with the exhaust-driven turbine of the turbocharger than to mechanical ~ 
coupling through a gearbox to the engine for mechanical supercharging. ie 


Pressure ratio Pr 
Poi 


Air mass flow rate, kg/s 


FIGURE 6-42 
Performance map at standard inlet conditions for roots blower.*? 
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Diffuser 


Impeller 


FIGURE 6-43 
Schematic of centrifugal compressor.*° 


The centrifugal compressor consists of a stationary inlet casing, a rotating 
bladed impellor, a stationary diffuser (with or without vanes), and a Collector or 
volute to bring the compressed air leaving the diffuser to the engine intake system 
(see Fig. 6-43). Figure 6-44 indicates, on an h-s diagram, how each component 
contributes to. the overall pressure rise across the compressor. Air at stagnation 


h 


FIGURE 6-44 


Enthalpy-entropy diagram for flow 
s through centrifugal compressor. 
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state 0 is accelerated in the inlet to pressure p, and velocity C,. The enthalpy | 
_ change 01 to 1 is Cj/2. Compression in the impeller flow passages increases the | 
pressure to p, and velocity to C,, corresponding to a stagnation state 02 if all the ? 
exit kinetic energy were recovered. The isentropic equivalent compression process 
has an exit static state 2s. The diffuser, 2 to 3, converts as much as practical of the 4 
air kinetic energy at exit to the impeller (C3/2) to a pressure rise (p3 — p,) by | i 
slowing down the gas in carefully shaped expanding passages. The final state, in 4 j 
the collector, has static pressure p;, low kinetic energy C3/2, and a stagnation § 
pressuré po; which is less than po2 since the diffusion process is incomplete as } 
well as irreversible.*° E 
The work transfer to the gas occurs in the impeller. It can be related to the @™ 
change in gas angular momentum via the velocity components at the impeller 3 
entry and exit, which are shown in Fig. 6-45. Here C, and C, are the absolute gas 
velocities, U, and U, are the tangential blade velocities, and w, and w, are the 
gas velocities relative to the impeller all at inlet (1) and exit (2), respectively. The 2 
torque T exerted on the gas by the impeller equals the rate of change of angular Gi 
momentum: = 


T = mr, Cy, —1,Co,) (6.57) ge 
The rate of work transfer to the gas is given by 


—We = Tw = tor, Cy, — 11Cg,) = (U2 Co, — U1Co,) (6.58) © 


—-——=— Ideal (no slip) 


Ee atth 


, = With prewhirl 
i} ——-— Without prewhirl 
w I 
; > 


FIGURE 6-45 ; - 
Velocity diagrams at inlet (1) and exit (2) to centrifugal compressor rotor or impeller. 
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This is often called the Euler equation. Normally in compressors the inlet flow is 
axial so Cp, = 0. Thus Eq. (6.58) can be written: ; 


We 


C, 

—~s U,C,, = u,(1 - U, cot p:) (6.59) 
where B, is the backsweep angle. In the ideal case with no slip, B, is the blade 
angle, B2,- In practice, there is slip and £, is less than f,,. Many compressors 
have radial vanes (i.e., B., = 90°). A recent trend is backswept vanes (82, < 90°) 
which give higher efficiency. Since work transfer to the gas occurs only in the 
impeller, the work-transfer rate given by Eq. (6.59) equals the change in stagna- 
tion enthalpy (ho3 — ho,) in Fig. 6-44 [see Eq. (6.36)]. 

The operating characteristics of the centrifugal compressor are usually 
described by a performance map. This shows lines of constant compressor effi- 
ciency 4c, and constant corrected speed N/ To, in, On a plot of pressure 
ratio Po, out/Po, in Against corrected mass flow m,/Tpy io/Po.i, [see Eq. (6.53)]. 
Figure 6-46 indicates the form of such a map. The stable operating range in the 
center of the map is separated from an unstable region on the left by the surge 
line. When the mass flow is reduced at a constant pressure ratio, local flow 
reversal eventually occurs in the boundary layer. Further reductions in mass flow 


_ cause the flow to reverse completely, causing a drop in pressure. This relieves the 


adverse pressure gradient. The flow reestablishes itself, builds up again, and the 
process repeats. Compressors should not be operated in this unstable regime. The 


Pressure rao 


FIGURE 6-46 


Schematic of compressor operating map showing 
stable operating range.*° 
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o 


FIGURE 6-47 
Centrifugal compressor operating map. 2 
Lines of constant corrected speed and 
compressor efficiency are plotted ona & 
graph of pressure ratio against corrected 
mass flow.*? 
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lly with only a limited increase in be 
m Figure 641 shows an actual turbocharger compressor Performance ay : 
practice, the map variables corrected speed and mass flow rate a : 


defined as** 
(6.60) - 
( Pret ) . 
\Po, in 
emperature and pressure, respee 
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ively. Though the details of different compressor ge lle 
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: : ' . ang 
tose to it for vaneless diffusers). A wide flow r On. 
or 646) is important in turbochargers used for transportation applicat 
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68.4 Turbines 


The turbocharger turbine is driven by the energy available in the engine exhaust. 
The ideal energy available is shown in Fig. 6-48. It consists of the blowdown 
work transfer produced by expanding the gas in the cylinder at exhaust valve 
opening to atmospheric pressure (area abc) and (for the four-stroke cycle engine) 
the work done by the piston displacing the gases remaining in the cylinder after 
plowdown (area cdef). 

The reciprocating internal combustion engine is inherently an unsteady pul- 
sating flow device. Turbines can be designed to accept such an unsteady flow, but 
they operate more efficiently under steady flow conditions. In practice, two 
approaches for recovering a fraction of the available exhaust energy are com- 
monly used: constant-pressure turbocharging and pulse turbocharging. . In 


_constant-pressure turbocharging, an exhaust manifold of sufficiently large volume 


to damp out the mass flow and pressure pulses is used so that the flow to the 
turbine is essentially steady. The disadvantage of this approach is that it does not 
make full use of the high kinetic energy of the gases leaving the exhaust port; the 
losses inherent in the mixing of this high-velocity gas with a large volume of 
low-velocity gas cannot be recovered. With pulse turbocharging, short small- 
cross-section pipes connect each exhaust port to the turbine so that much of the 
kinetic energy associated with the exhaust blowdown can be utilized. By suitably 
grouping the different cylinder exhaust ports so that the exhaust pulses are 
sequential and have minimum overlap, the flow unsteadiness can be held to an 
acceptable level. The turbine must be specifically designed for this pulsating flow 
to achieve adequate efficiencies. The combination of increased energy available at 
the turbine, with reasonable turbine efficiencies, results in the pulse system being 
more commonly used for larger diesels.4° For automotive engines, constant- 
pressure turbocharging is used. 

Two types of turbines are used in turbochargers: radial and axial flow tur- 
bines. The radial flow turbine is similar in appearance to the centrifugal compres- 
sor; however, the flow is radially inward not outward. Radial flow turbines are 


Pch = Charging pressure 
Pg = ambient pressure 


FIGURE 6-48 
Constant-volume cycle p-V diagram showing 
available exhaust energy. 
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of the radial turbine shown in the h-s diagram of Fig. 6- 


at entry and exit to the rotor, shown in Fig. 6-54, relat 
: , ' e the work transf 
the gas to the rotor to the change in angular momentum: fer from 


30. The velocity triangles 


Wr = wT = torr, Co, +173 Co,) 


FIGURE 6-49 
Schematic of radial flow turbine. 


normally used in automotive or truck applications. Larger engines—locomotive, 
stationary, or marine—use axial flow turbines. 

A drawing of a radial flow turbine is shown in Fig. 6-49. It consists of an 
inlet casing or scroll, a set of inlet nozzles (often omitted with small turbines), and ¢ 
the turbine rotor or wheel. The function of each component is evident from the~ = 
h-s diagram and velocity triangles in Fig. 6-50. The nozzles (01-2) accelerate the 
flow, with modest loss in stagnation pressure. The drop in stagnation enthalpy, 
and hence the work transfer, occurs solely in the rotor passages, 2-3: hence, the 
rotor is designed for minimum kinetic energy C3/2 at exit. The velocity triangles 
at inlet and exit relate the work transfer to the change in angular momentum via 
the Euler equation: — 


W, = To= mor, Co, —1r3 Co) = mnU, Co, = U; C,) (6.6!) 


where T.is the torque. and @ the rotor angular speed. For maximum work trans- 
fer the exit velocity should be axial. The work-transfer rate relates to the change 
in stagnation enthalpy via 


Wy = tilho ~ hos) = thoy — hos) (6.62) 


The turbine isentropic efficiency is given by Eqs. (6.44) to (6.47). 

Many different types of plots have been used to define radial flow turbine 
characteristics. Figure 6-51 shows lines of constant corrected speed and efficiency 
on a plot of pressure ratio versus corrected mass flow rate. As flow rate increases 
at a given speed, it asymptotically approaches a limit corresponding to the flow 
becoming choked in the stator nozzle blades or the rotor. For turbines, efficiency 
is usually presented on a different diagram because the operating regime in Fig. 
6-51 is narrow. Figure 6-52 shows an alternative plot for a radial turbine: cof- 
“rected mass flow rate against corrected rotor speed. On this map, the operating 
" regime appears broader. 


(a) 


. end fs , : af 
A schematic of a turbocharger axial flow turbine is shown in Fig. 6-53. C3 
Usually a single stage is sufficient to expand the exhaust gas efficiently through 
the pressure ratios associated with engine turbocharging. This turbine consists of Oy rae FIGURE 6-50 


{a) _Enthalpy-entropy diagram for 
radial turbine. (5) Velocity diagrams 
at turbine rotor inlet (2) and exit (3). 


an annular flow passage, a single row of nozzles or stator blades, and a rotating. 


blade ring. The changes in gas state across each component are similar to thos (b) 


266 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


2.8 

2.6 
2.4 
2.2 


2.0 


Po3 
Pa 


1.8 


1.6 


1.4 


1.2 


1,0 0.5 1.0 15 2.0 25.3.0 


FIGURE 6-51 
Radial turbine performance map showing lines of constant corrected speed and efficiency on.a plot of 


pressure ratio versus corrected mass flow rate. T,, = turbine inlet temperature (K), Pos = turbine inlet 
pressure (bar), p, = turbine exit pressure (bar), 7 = mass flow rate (kg/s), N = speed (rev/min).*° 


Since the mid-radius r, usually equals the mid-radius r;, 
W, = mU(C,, + Cos ) = mU(C, sin ao + C3 sin 3) 


= mU(C,, tan B, + C,, tan B3) (6.63) 


Equation (6.62) relates the work-transfer rate to the stagnation enthalpy change 
as in the radial turbine. 

Figure 6-55 shows axial turbine performance characteristics on the staf 
dard dimensionless plot of pressure ratio versus corrected mass flow rate. Here 
the constant speed lines converge to a single choked flow limit as th 
increased. In the radial turbine, the variation in centrifugal effects wit 


h speed 


cause a noticeable spread in the constant speed lines (Fig. 6-51). ‘. 
ade speed 


An alternative performance plot for turbines is efficiency versus bl ¢ 
ratio. This ratio is the blade speed U (at its mean height) for an axial flow turbine 


e mass flows - 
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FIGURE 6-52 
Alternative radial turbine performance map: corrected mass flow rate is plotted against corrected 


rotor speed.*5 


or the wheel tip speed for a radial flow i ivi 
I turbine, divided by the veloci i 
of the isentropic enthalpy drop across the turbine Stage, C. site. is ms ae 


Blade speed ratio = = 


s 


where 
nis ee seals: (6.64) 


FIGURE 6-53 
Schematic of single-stage axial flow turbine. 
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Velocity diagrams at entry (2) and exit (3) to axial flow turbine blade ring.*° 


Turbine choking 


FIGURE 6-55 


turbine inlet pressure (bar), Ps a 
pressure (bar), m= mass flow rate 


N = speed (rev/min).*° 


Axial flow turbine performance map: ane 
ratio is plotted against corrected mass flow 


‘= turbine i rature (K), Pos 
To; = turbine inlet tempe = turbine est 
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(a) Axial flow Radial flow 


FIGURE 6-56 ; 
Plot of turbine total-to-static efficiency versus blade speed ratio U/C, for (a) axial flow and (b) radial 
flow turbines.*° 


This method of displaying performance is useful for matching compressor and 
turbine wheel size for operation of the turbine at optimum efficiency. Figure 6-56 
shows such plots for an axial and radial flow turbine. The peak efficiency can 
occur for 0.4 < U/C, < 0.8, depending on turbine design and application.*° 

’ For a given turbocharger, the compressor and turbine characteristics are 
linked. Since the compressor and turbine are on a common shaft with speed N: 


1/2 : 
a x (®) (6.65) 


fT fea Te 


For tic = tay = mh (if m[1 + (F/A)] = my, the equation is easily modified): 


ttn) Toy _ tta/Tos (22) 2)" (6.66) 


Po. Pos Pos/\To3 
Since the compressor and turbine powers are equal in magnitude: 
hor — hor = Nalhos — hoa). (6.67) 
or, with an ideal gas model, 
€p,c(To2 — Tos) = Im €p,4(Tos — Toa) (6.68) 


Equation (6.68), with Eqs. (6.40) and (6.46), gives 
box) Vire Cur Ds (r~ Ayr Ts 
= —1l=nenyn, =| 1—( = — 6.69 
(2 sae Pos Toy ee) 


Assuming that the turbine exit pressure p, equals atmospheric pressure po,, the 
*quilibrium or steady-state running lines for constant values of Ty3/To, can be 
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FIGURE 6-57 
Steady-state turbocharger operating 
lines plotted as constant T),/Tp, lines 


teristics defined by Fig. 6-51. po, = 
compressor inlet pressure (bar), Py, = 
compressor exit pressure (bar), 7, = 


(rev/min).‘° 


determined. Figure 6-57 shows an example of such a set of aaterar tit hiagees 
isti I ap for a radial tur 
tics, plotted on a turbocharger compressor m ra ie 
gacenits similar to Fig. 6-51. The dash-dot-dash line is ior Po2 = Pos 
the right of this line, po3 > Po2; to the left of this line po2 > Pos- 


i d generating very high : 
The problem of overspeeding the turbocharger and g Sime ea 


cylinder pressures often requires that some of the exhaust be by seen eT 
turbine. The bypass valve or wastegate 1s usually built into the 


i ‘spri ing in response to the inlet mani- # 
casing. It consists of a spring-loaded valve acting in resp 


i ly a 
fold pressure on a controlling diaphragm. When the wastegate is open, on y 


‘ i wer, 2 
portion of the exhaust gases will flow through the turbine and generate po Ea 


rbine. 
the remainder passes directly into the exhaust system downstream of the tu! 


6.8.5 Wave-Compression Devices 


Pressure wave superchargers make use of the fact that if 
ent pressures are brought into direct contact in long narro ae 
lization of pressure occurs faster than mixing. One such device, the Stopeniel 
been developed for internal combustion engine ar aa alae ae 
i is princi i hematically in Fig. 6-58. : 
this principle.*° It is shown sc ae 
ais of ike Coan prek are arranged on a rotor or cell wheel (b) which is 


two fluids having differ- 


} 


w channels, equ ° 


on compressor map. Turbine charac. .2 


compressor inlet temperature (K) 2% 
To3 = turbine inlet temperature (K) | 4 
tm = mass flow rate (kg/s), N = speed ¥ 


To # 
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FIGURE 6-58 

Schematic of Comprex supercharger.*’ a Engine, b 
Cell wheel or rotor, ¢ Belt drive, d High-pressure 
exhaust gas (G-HP), e High-pressure air (A-HP), f 
Low-pressure air (A-LP), g Low-pressure exhaust 
gas (G-LP) 


between two castings by a belt driven from the crankshaft (c). There is no contact 
between the rotor and the casing, but the gaps are kept small to minimize 
leakage. The belt drive merely overcomes friction and maintains the rotor at a 
speed proportional to engine speed (usually 4 or 5 times faster): it provides no 
compression work. One casing (the air casing) contains the passage which brings 
low-pressure air (f) to one set of ports and high-pressure air (e) from another set 
of ports in the rotor-side inner casing. The other casing (the gas casing) connects 
the high-pressure engine exhaust gas (d) to one set of ports at the other end of the 
rotor, and connects a second set of ports to the exhaust system (g). Fluid can flow 
into and out of the rotor channels through these ports. The exhaust gas inlet port 
is made small enough to cause a significant pressure rise in the exhaust manifold 


_ (¢g., 2 atm) when the engine is operated at its rated power. The pressure wave 


Process does not depend on the pressure and flow fluctuations within the mani- 
fold caused by individual cylinder exhaust events: its operation can be explained 
assuming constant pressure at each set of ports. As the rotor makes one revol- 
ution, the ends of each channel are alternatively closed, or are open to a flow 
Passage. By appropriate arrangement of these passages and selection of the 
8¢ometry and location of the ports, an efficient energy transfer between the 


~ ¢ngine exhaust gases and the fresh charge can be realized.*® 


The wave-compression process in the Comprex can be explained in more 
detail with the aid of Fig. 6-59, where the rotational motion of the channels has 
n unrolled. Consider the channel starting at the top; it is closed at both ends 
and contains air at atmospheric pressure. As it opens at the upper edge of the 
high-pressure gas (G-HP) duct, a compression or shock wave (1) propagates from 
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FIGURE 6-59 

Unrolled view of the Comprex pressure-wave 
process.” A Air, G Gas, S Scavenging, HP High 
pressure, LP Low pressure; CP, EP, GP are 3 
pockets. 2 


ia 
TNT 


the right end of the channel toward the left, compressing the air through which it 
passes. The compressed air behind the wave occupies less space so the high-° 
pressure exhaust gas moves into the channel as indicated by the dotted line. This 
line is the boundary between the two fluids. As this wave (1) reaches the left end, 
the channel is opened and compressed air flows into the engine inlet duct (A-HP). 
The inlet duct is shaped to provide the same mass flow at lower velocity: this 
deceleration of the air produces a second compression wave (2) which propagates 
back into the channel. As a result the compressed air leaving the cell on the left 
has a higher pressure than the driving gas on the right. As this wave (2) arrives at 
the right-hand side, the high-pressure gas (G-HP) channel closes. An expansion 
wave (3) then propagates back to the left, separating the now motionless and 
partly expanded fluid on the right from still-moving fluid on the left. When this 
wave (3) reaches the left-hand end, A-HP is closed and all the gases in. the 
channel are at rest. Note that the first gas particles (dotted line) have not quite 
reached the air end of the channel: a cushion of air remains to prevent break- 
through. 

The cell’s contents are still at a higher pressure than the low pressure in the 
exhaust gas duct. When the right-hand end of the cell reaches this duct, the cell's 
contents expand into the exhaust. This motion is transferred through the channel 

- by an expansion wave (4) which propagates to the left at sonic speed. When this . 
wave reaches the left-hand end, the cell opens to the low-pressure air duct (A-LP) 
and fresh air is drawn into the cell. The flow to the right continues, but with 
decreasing speed due to wave action (5, 6; 7, 8) and pressure losses at each end of 
the cell. When the dotted line—the interface between air and the exhaust gas; 
reaches the right end of the cell, all the driving gas has left. The cell is then 
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purged by the scavenging air flow (A-S) and filled with fresh air at atmospheric 
pressure. At wave (9), the cell is closed at both ends, restoring it to its initial 
state. 
The speed of these pressure waves is the local sound speed and is a function 
of local gas temperature only. Thus, the above process will only work properly . 
for a given exhaust gas temperature at a particular cell speed. The operating 
range is extended by the use of “pockets” as shown in Fig. 6-59. The pockets 
prevent the reflection of sound waves from a closed channel end which would 
cause a substantial change in flow velocity in the channel. These pockets, marked 
CP and EP on the air side and GP on the exhaust gas side, allow flow from one 
channel to adjacent channels via the pocket if the wave action requires it. Thus 
the device can be tuned for full-load medium-speed operation and still give 
acceptable performance at other loads and speeds because the pockets allow the 
particle paths to change without major losses.*® 

Figure 6-60 shows the apparent compressor performance map of a 
Comprex when connected to a small three-cylinder diesel engine. Note that the 
map depends on the engine to which the device is coupled because the exhaust 
gas expansion process and fresh air compression process occur within the same 
rotor. The volume flow rate is the net air: it is the total air flow into the device 
less the scavenging air flow. The values of isentropic efficiency [defined by Eq. 
{6.39)] are comparable to those of mechanical and aerodynamic compressors. , 
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FIGURE 6-60 

Apparent compressor map of 
Comprex connected to a 1.2-dm? 
diesel engine: charge-air pressure 
ratio plotted versus net air 
volume flow rate (total air flow 
less scavenging air flow).*® 


Typical net air volume flow rate, m3/s 
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PROBLEMS : 


6.1. 


6.2. 


A conventional spark-ignition engine operating with gasoline will not run smoothly 3 
(due to incomplete combustion) with an equivalence ratio leaner than about 6 =08 | 
It is desirable to extend the smooth operating limit of the engine to leaner equiva. 
lence ratios so that at part-throttle operation (with intake pressure less than 1 3 
atmosphere) the pumping work is reduced. Leaner than normal operation can be | 
achieved by adding hydrogen gas (H.,) to the mixture in the intake system. The 3 


addition of H, makes the fuel-air mixture easier to burn. 


(a) The fuel composition with “mixed” fuel operation is H, + CgH,s—one mole of q 


hydrogen to every mole of gasoline, which is assumed the same as isooctane, #& 


What is the stoichiometric air/fuel ratio for the “ mixed” fuel? 


(b) The lower heating value of H, is 120 MJ/kg and for isooctane is 44.4 MJ/kg. q 


What is the heating value per kilogram of fuel mixture? — 


(c) Engine operation with isooctane and the mixed (H, + CH.) fuel is compared g 


in a particular engine at a part-load condition (brake mean effective pressure of 


275 kPa and 1400 rev/min). You are given the following information about the 3 : 


engine operation: 


Fuel : — CeHye H, + CgHi, 
Equivalence ratio 0.8 0.5 
Gross indicated fuel conversion efficiency 0.35 0.4 
Mechanical rubbing friction mep 138 kPa 138 kPa 
Inlet manifold pressure 46 kPa ? 
Pumping mep 55 kPa ? 


Estimate approximately the inlet manifold pressure and the pumping mean 
effective pressure with (H, + CgH,,) fuel. Explain your method and assumptions 
clearly. Note that mechanical efficiency n,, is defined as 
_ bmep _ bmep 
imep, bmep + rfmep + pmep 


"Nin 


Hydrogen is a possible future fuel for spark-ignition engines. The lower heating 
value of hydrogen is 120 MJ/kg and for gasoline (CgH,,) is 44 MJ/kg. The stoichio- 
metric air/fuel ratio for hydrogen is 34.3 and for gasoline is 14.4..A disadvantage of 
hydrogen fuel in the SI engine is that the partial pressure of hydrogen in the H,-air 
mixture reduces the engine’s volumetric efficiency, which is proportional to the 
partial pressure of.air. Find the partial pressure of air in the intake manifold down- 
stream of the hydrogen fuel-injection location at wide-open throttle when the total 
intake manifold pressure is 1 atmosphere; the equivalence ratio is 1.0. Then estimate 
the ratio of the fuel energy per unit time entering a hydrogen-fueled engine operating 
with a stoichiometric mixture to the fuel energy per unit time entering an identical 
gasoline-fueled engine operating at the same speed with a stoichiometric mixture. 
(Note that the “fuel energy” per unit mass of fuel is the fuel’s heating value.) 
Sketch (a) shows an ideal cycle p-V diagram for a conventional throttled spark- 
ignition engine, 1-2-3-4-5-6-7-1. The gas properties c,, c,, y, R throughout the cycle 
are constant. The mass of gas in the cylinder is m. The exhaust pressure is p,. 

Sketch (b) shows an ideal cycle p-V diagram 1-2-3-4-5-6-8-1 for a spark- 


ignition engine with novel inlet valve timing. The inlet manifold is unthrottled; it has — 


essentially the same pressure as the exhaust. To reduce the mass inducted at part 


SE 
& 
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FIGURE P6-3 


6.4, 


6.6. 


67. 


load, the inlet valve is closed rapidly partway through the intake stroke at point 8. 

The gas in the cylinder at inlet valve closing at 8 is then expanded isentropically to 1 

with the inlet valve closed. The pressure Pp, at the start of compression is the same 

for both cycles. ; ; : 

(a) Indicate on p-V diagrams the area that corresponds to the pumping work per 
cycle for cycles (a) and (b). Which area is greater? ; 

(6) Derive expressions for the pumping work per cycle W, in terms of m,c,, y, Ti, 
(p./p1), and the compression ratio r, for cycles (a) and (b). Be consistent about the 
signs of the work transfers to and from the gas. 

(c) For y = 1.3, r, = 8, and (p,/p,) = 2 find the ratio W,(b)/W,(a), assuming the 
values of T, and m are the same in both cases. 

For four-stroke cycle engines, the inlet and exhaust valve opening and closing crank 

angles are typically: IVO 15° BTC; IVC 50° ABC; EVO 55° BBC; EVC 10° ATC. 

Explain why these valve timings improve engine breathing relative to valve opening 

and closing at the beginnings and ends of the intake and exhaust strokes. Are there 

additional design issues that are important? 


Estimate approximately the pressure drop across the inlet valve about halfway 
through the intake stroke and across the exhaust valve halfway through the exhaust 
stroke, when the piston speed is at its maximum for a typical four-stroke cycle 
spark-ignition engine with B = L = 85 mm at 2500 and 5000 rev/min at WOT. 
Assume appropriate values for any valve and port geometric details required, and 
for the gas composition and state. : 

Using the data in Fig. 6-21, estimate the fraction of the original mass left in the 
earimt (a) at the end of the blowdown process and (5) at the end of the exhaust 
stroke. 


Compare the engine residual gas fraction data in Fig. 6-19 with ideal cycle estimates 
of residual gas fraction as follows. Using Eq. (5.47) plot the fuel-air cycle residual 
mass fraction x, against p/p, for r, = 8.5 on the same graph as the engine data in 
Fig. 6-19 at 1400 rev/min and 27° valve overlap. Assume T, = 1400 K and (y ~ 1)/ 
7 = 0.24 in Eq. (5.47). Suggest an explanation for any significant difference. 
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6.8. One concept that would increase SI engine efficiency is early intake valve closing 
(EIVC) where the intake valve closes before the piston reaches BC on the intake 
stroke, thus limiting the amount of charge inducted into the cylinder. : 
(a) Explain why EIVC improves engine efficiency at part load. (Hint: consider what 3 
must happen to the inlet manifold pressure in order to maintain constant mass in 
the cylinder as the intake valve is closed sooner.) 

(b) This part load reduction in charge could be achieved by using late intake valve 
closing where the intake valve is not closed until the compression stroke has 


pushed some of the cylinder gases back out into the intake manifold. Based ona 


comparison of p-V diagrams, is this method inferior to EIVC? 
6.9. An eight-cylinder turbocharged aftercooled four-stroke cycle diesel engine operates 


with an inlet pressure of 1.8 atmospheres at its maximum rated power at 2000 rev/ | 


min. B = 128 mm, L = 140 mn, 1, (based on inlet manifold conditions of 1.8 atm 
and 325 K after the aftercooler) = 0.9. The compressor isentropic efficiency is 0.7. 

(a) Calculate the power required to drive the turbocharger compressor. 

(b) If the exhaust gas temperature is 650°C and the turbocharger isentropic efficiency 


is 0.65, estimate the pressure at turbine inlet. The turbine exhausts to the atmo- 9 


sphere. 

6.10. The charging efficiency of two-stroke cycle diesel engines can be estimated from 
measurement of the concentration of O, and CO, in the burned gases within the 
cylinder, or in the exhaust blowdown pulse prior to any mixing with fresh air. The 
engine bore = 125 mm, stroke = 150 mm, compression ratio = 15. The fuel flow rate 
at 1800 rev/min is 1.6 g/s per cylinder. The conditions used to evaluate the air 
density for the reference mass are 300 K and 1 atm. The molar concentrations (dry) 
of CO, and O, in the in-cylinder burned gases are 7.2 and 10.4 percent (see Fig. 
4-22). The scavenging air flow rate is 80 g/s. Evaluate (a) the charging efficiency, (b) 
the delivery ratio, and (c) the trapping efficiency (assuming the trapped mass equals 


the reference mass). 
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7.1 SPARK-IGNITION ENGINE 
REQUIREMENTS eer 


Ht Pam . a eas cape and fuel phone is to prepare from ambient air 
: the tan ir-luel mixture that satisfies the requirements of the 
engine over its entire operating regime. In principle, th i i i 
for a spark-ignition engine is that which gives th pail ee eae nthe 
lowest fuel consumption, consistent ai pee ite ai Hand 
tice, the constraints of emissions control may didate cael nae a on 
fuel ratio, 
cen age edi or ne ee exhaust gases an) into om 
5 - roportions of fuel and air that provide the 
asin aia smooth reliable operation, and satisfy the icing ae 
Bes sae be lee power level, depend on engine speed and load. Mixture 
hee La preparation are usually discussed in terms of the air/fuel ratio 
teeta ee a hoe Sec. 2.9) and Percent EGR [see Eq. (4.2)]. While the fuel 
cals de : é ate to provide the appropriate fuel flow for the actual air 
ae a ae as load, the relative Proportions of fuel and air can be stated 
wae y in terms of the fuel/air equivalence ratio ¢, which is the actual 
atio normalized by dividing by the stoichiometric fuel/air ratio (Eq. 
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(3.8)]. The combustion characteristics of fuel-air mixtures and the properties of 
combustion products, which govern engine performance, efficiency, and emis. 3 
sions, correlate best for a wide range of fuels relative to the stoichiometric ! 
mixture proportions. Where appropriate, therefore, the equivalence ratio will be 
used as the defining parameter. A typical value for the stoichiometric air/fue] 3 


ratio of gasoline is 14.6.¢ Thus, for gasoline, 4 


(7.1) 


The effects of equivalence ratio variations on engine combustion, emissions, q 
and performance are discussed more fully in Chaps. 9, 11, and 15. A brief 
summary is sufficient here. Mixture requirements are different for full-load (wide. 2 
open throttle) and for part-load operation. At the former operating condition, 
complete utilization of the inducted air to obtain maximum power for a given 4 
displaced volume is the critical issue. Where less than the maximum power ata @& 
given speed is required, efficient utilization of the fuel is the critical issue. At 4 : 
wide-open throttle, maximum power for a given volumetric efficiency is obtained “= 
with rich-of-stoichiometric mixtures, @ ~ 1.1 (see the discussion of the fuel-air - 4 
cycle results in Sec. 5.5.3). Mixtures that are richer still are sometimes used to 
increase volumetric efficiency by increasing the amount of charge cooling that 
accompanies fuel vaporization [see Eq. (6.5)], thereby increasing the inducted air 
density. 
At part-load (or part-throttle) operating conditions, it is advantageous to 
dilute the fuel-air mixture, either with excess air or with recycled exhaust gas. 
This dilution improves the fuel conversion efficiency for three reasons:’ (1) the 
expansion stroke work for a given expansion ratio is increased as a result of the 
change in thermodynamic properties of the burned. gases—see Secs. 5.5.3 and 
5.7.4; (2) for a given mean effective pressure, the intake pressure increases with 
increasing dilution, so pumping work decreases—see Fig. 5-10; (3) the heat losses 
to the walls are reduced because the burned gas temperatures are lower. In the 
absence of strict engine NO, emission requirements, excess air is the obvious 
diluent, and at part throttle engines have traditionally operated lean. When tight 
control of NO,, HC, and CO emissions is required, operation of the engine with 
a stoichiometric mixture is advantageous so that a three-way catalystt{ can be 
used to clean up the exhaust. The appropriate diluent is then recycled exhaust 
gases which significantly reduces NO, emissions from the engine itself. The 
amount of diluent that the engine will tolerate at any given speed and load 
depends on the details of the engine’s combustion process. Increasing excess ait 


+ Typical value only. Most gasolines have (A/F), in the range 14.4 to 14.7. (A/F), could lie betweea. 


14.1 and 15.2. 
+ A three-way catalyst system, when operated with a close-to-stoichiometric mixture, achieves sue 
stantial reductions in NO,, CO, and HC emissions simultaneously; see Sec. 11.6.2. ae 


Equivalence rato ¢ 
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or the amount of recycled exhaust slows down the combustion proc 
increases its variability from cycle to cycle. A certain minimum ae ea 
repeatability or stability level is required to maintain smooth engine o ties 
Deterioration in combustion stability therefore limits the amount of diluilod an 
engine can tolerate. As load decreases, less dilution of the fresh mixtu: ae 
eee bers ae dilution of the mixture with residual slap aeas 
(see Sec. 6.4). idle conditions, the fresh mixture will not usually tolerate a 
m . . . . a 
cvaneietr ate to be stoichiometric or fuel-rich to obtain adequate ae 
Mixture composition requirements ov i 
are illustrated schematically for the two ee a Se Ti 
stoichiometric operation and EGR are not required for emissions pate 1 a 
increases the mixture is leaned out from a fuel-rich or close-to-stoichi se me 
composition at very light load. As wide-open throttle operation is appro ae oe 
each engine speed, the mixture is steadily enriched to richof sloschicics cet te 
maximum bmep point. With the stoichiometric operating conditions re a ey : 
three-way-catalyst-equipped engines, when EGR is used, the route ot 2 
cycled exhaust increases from zero at light load to a raiaiui at mid-los a ad 
ee apeey aia ss . wide-open throttle conditions are spbreachea 3 
can be obtai inati i 
ian a ee of these strategies are possible. 
can be used for best efficiency, and 


“alae 


EGR, & 


Intake mass flow rate 


FIGURE 7-1 


Typical mixt t trate T di hi 
ure requirements for ‘wo common pe. es. Op diagram shows equivalence 
equir ts for t te) Tating strategi g! S ivalen 


ratio variati ith i 

foil ican intake mass flow Tate (percent of maximum fiow at rated Speed) at constant lo 

tithe fow nie ae speeds. Bottom diagram shows recycled exhaust (EGR) schedule as a function of 
7 ow, mid, and high speeds for stoichiometric Operation. : 
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stoichiometric mixtures (with a three-way catalyst) and/or EGR can be used ar § 
mid loads to control NO, emissions. F 

In practical spark-ignition engine induction systems, the fuel and air dis. ' 
tribution between engine cylinders is not uniform (and also varies in each individ. 4 
ual cylinder on a cycle-by-cycle basis). A spread of one or more air/fuel ratiog | 
between the leanest and richest cylinders over the engine’s load and speed range | 
is not uncommon in engines with conventional carburetors. The average mixture 4 
composition must be chosen to avoid excessive combustion variability in the 
leanest. operating cylinder. Thus, as the spread in mixture nonuniformity = 
increases, the mean equivalence ratio must be moved toward stoichiometric and ae 
away from the equivalence ratio which gives minimum fuel consumption. : 


72 CARBURETORS 
7.21 Carburetor Fundamentals 


A carburetor has been the most common device used to control the fuel flow into 
the intake manifold and distribute the fuel across the air stream. In a carburetor, 
the air flows through a converging-diverging nozzle called a venturi. The pressure 
difference set up between the carburetor inlet and the throat of the nozzle (which 
depends on the air flow rate) is used to meter the appropriate fuel flow for that 
air flow. The fuel enters the air stream through the fuel discharge tube or ports in 
the carburetor body and is atomized and convected by the air stream past the 
throttle plate and into the intake manifold. Fuel evaporation starts within the 
carburetor and continues in the manifold as fuel droplets move with the air flow 
and as liquid fuel flows over the throttle and along the manifold walls, A modern 
carburetor which meters the appropriate fuel flow into the air stream over the 
complete engine operating range is a highly developed and complex device. There 
are many types of carburetors; they share the same basic concepts which we will 
now examine. : : 
Figure 7-2 shows the essential components of an elementary carburetor. 
The air enters the intake section of the carburetor (1) from the air cleaner which 
removes suspended dust particles. The air then flows into the carburetor venturi 
(a converging-diverging nozzle) (2) where the air velocity increases and the pres: 
sure decreases. The fuel level is maintained at a constant height in the float - 
chamber (3) which is connected via an air duct (4) to the carburetor intake : 
section (1). The fuel flows through the main jet (a calibrated orifice) (5) asa result 2 
of the pressure difference between the float chamber and the venturi throat 
_ through the fuel discharge nozzle (6) into the venturi throat where the air stream 
atomizes the liquid fuel. The fuel-air mixture flows through the diverging section 
of the venturi where the flow decelerates and some pressure recovery OCCUIS. 
flow then passes the throttle valve (7) and enters the intake manifold. , 
Note that the flow may be unsteady even when engine load and speed are 
constant, due.to the periodic filling of each of the engine cylinders which draws 
air through the carburetor venturi. The induction time, 1/(2N) (20 ms at ! 
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FIGURE 7-2 

Schematic of elementary carburetor. 
1 Intet section 

2 Venturi throat 

3 Float chamber 

4 Pressure equalizing passage 

5 Calibrated orifice 

6 Fuel discharge tube 

7 Throttle plate 


rev/min), is the characteristic time of this periodic cylinder filling process, Gener- 
ally, the characteristic times of changes in throttle setting are longer; it takes 
several engine operating cycles to reestablish steady-state engine operation after a - 


sudden change in throttle position.? It is 
. usually assumed that the flow 
in the carburetor can be modeled as quasi stead proeess 


_ FLOW THROUGH THE VENTURI. Equation (C.8) in App. C relates the mass 


fow rate of a gas through a flow restriction to the upstream stagnation pressure 
and temperature, and the pressure at the throat. For the carburetor venturi: 


he = Cp, Ar Po (22)"{ 2y [ _ (er O- DT) 4/2 
RT, Po y~ 1 Po 


where Cp, and Ay are the discharge coefficient and area of the venturi throat 


(7.2) 


Eero ee If we assume the velocity at the carburetor inlet can be neglected. 
i .2) can be rearranged in terms of the pressure drop from upstream condi- 
tons to the venturi throat for the air stream, Ap, = Po — Pr, as , 
tit, = Cy, Av(2P4, Ap.)"2® (7.3) 
where 
O= ( Y ) (r/po)”"” — ~ 
7-1) 1=@rlpe) 4) 


a . . 

We nts for the effects of compressibility. Figure C-3 shows the value of ® as 

Ap a, of pressure drop. For the normal carburetor operating range, where 
Py < 0.1, the effects of compressibility which reduce ® below 1.0 are small. 


FLOW THR 
sential nooo THE FUEL ORIFICE. Since the fuel is a liquid and therefore 
y incompressible, the fuel flow rate through the main fuel jet is given by 
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‘ Eq. (C.2) in App. C as 


tiny = Cp, Al2py APs)? 79) 


ischarge coefficient and area of the orifice, Tespec- } 
where reg 2 ne are cure Sifereme across the orifice, and the orifice area js | 
tively Ps ch less than the passage area. Usually, the fuel level in the float 4 
assumed is held below the fuel discharge nozzle, as shown in Fig. 7-2, to prevent ‘ 4q ‘ 
Fact spillage when the engine is inclined to the horizontal (e.g., in a vehicle on a | 


slope). Thus, 
Ap, = Ap, — pygh 


is typically of order 10 mm. ; _¢ 
where 1s decharge coefficient Cp, in Eq. (7.5) represents the cfiect ot a dev . 
tions from the ideal one-dimensional isentropic flow. It is influ ee ; 
; m rs of which the most important are the following: (1) fluid mass ow ate, ' 
orifice length/diameter ratio; (3) orifice/approach-area ratio; “ ) onthe 0 nace : 
area; (5) orifice surface roughness; (6) orifice inlet and exit ¢ on 5 id 
id viscosi i tension. 2 
i ity; fluid viscosity; and (9) fluid surface he # 
specie ei: lber, Re, = pVD,/p, as a correlating parameter for the dis : 
charge coefficient accounts for effects of mass flow rate pa echaree’e an vs : 
i length scale to a good first approxima ion. T ne 
or eal carburetor main fuel-metering system orifice increases smoothly with 


. ° 3 
increasing Re, . 


CARBURETOR PERFORMANCE. The air/fuel ratio delivered by this carburetor ~ 


is given by 12 
A\ _ tn, _ (Coy A2\(ea) "(Am — ® 
F Thy Cy,/\ Ao/\ Pr Ap, — psgh 


and the equivalence ratio @ [=(4/F),/(A/F)] by 


1/2 h 1/2 
0 A (EER) (Se) 

~ co) Cp, Ay Pao. Pa : 

ic ai i , and p 
where (A/F), is the stoichiometric air/fuel ratio. The terms fo ar , i cent 
all constant for a given carburetor, fuel, and ambient conditio . : , ie 
are low flows, p,gh < Ap,. The discharge coefficients, Co, ane cor eure 

vary ith flow rates, however. Hence, the equivalence ratio of the 
. i tant. 

i n elementary carburetor is not cons top 
delivered by 7.3 illustrates the performance of the elementary carburetor aoe ae 
set of curves shows how ®, Cp,, and Cp, typically vary with the reat ow, s 

h there is no fuel flow. Once fu D an 
drop.* Note that for Ap, < Ps sa eces more rapidly t 
iations. the fuel flow rate incre wie 
Ooo Ot he carbun i ixture of increasing fuel/air equ! 
i rate. The carburetor delivers a mi ( Seed 10 
Wee a tie as the flow rate increases. Suppose the venturi and orifice are 


(7.6) 


(1.7) 
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10-3] 
08 Cp, 
| 
0.6 i 
) 
? 
le 13 
14 
o 1.0 16 A/F 
08 18 FIGURE 7-3 
: Performance of elementary carburetor: varia- 
0 1 2 3 4 5 tion of C,,, Cp,, ®, m, (A/F),, m,, and equiva- 
Ap, kN/m2 


lence ratio ¢ with venturi pressure drop. 


give a stoichiometric mixture at an air flow rate corresponding to 1 kN/m? 
venturi pressure drop (middle graph in Fig. 7-3). At higher air flow rates, the 
carburetor will deliver a fuel-rich mixture; at very high flow rates it will even- 
tually deliver an essentially constant equivalence ratio. At lower air flow rates, 
the mixture delivered leans out rapidly. Thus, the elementary carburetor cannot 
provide the variation in mixture ratio which the engine requires over the com- 
plete load range at any given speed (see Fig. 7-1). 


‘The deficiencies of the elementary carburetor can be summarized as 
follows: ; 


At low loads the mixture becomes leaner; 


the engine requires the mixture to 
be enriched at low loads. 


At intermediate loads, the mixture equivalence ratio increases slightly as the 

air flow increases. The engine requires an almost constant equivalence ratio. 

As the air flow approaches the maximum wide-open throttle value, the equiva- 

lence ratio remains essentially constant. However, the mixture equivalence 

ratio should increase to 1.1 or greater to provide maximum engine power. 

. The elementary carburetor cannot compensate for transient phenomena in the 
intake manifold. Nor can it enrich the mixture during engine starting and 

warm-up. 

The elementary. carburetor cannot adjust to changes in ambient air density 

(due primarily to changes in altitude) 


12.2 Modern Carburetor Design 


The changes required in the elementary carburetor so that it 


provides the equiva- 
lence ratio versus air flow distribution shown in Fig. 7-1 are: 
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1. The main metering system must be compensated to provide essentially constant | 
lean or stoichiometric mixtures over the 20 to 80 percent air flow range. 

2. An idle system must be added to meter the fuel flow at idle and light loads. 
3. An enrichment system must be added so the engine can provide its maximum’ 

power as wide-open throttle is approached. : 

4. An accelerator pump which injects additional fuel when the throttle is opened 
rapidly is required to maintain constant the equivalence ratio delivered to the ' 
engine cylinder. 

5. A choke must be added 
warm-up to ensure a com 
ignition. 

6. Altitude compensatio 
density. 


7. 


to enrich the mixture during engine starting and. 
bustible mixture within each cylinder at the time of 3 


n is required to adjust the fuel flow to changes in air 


tude of the pressure drop 


In addition, it is necessary to increase the magni 
thods used to achieve this 


available for controlling the fuel flow. Two common me 
are the following. 


uri should give as large a-vacuum at the 
within the constraints of a low pressure 
ser. In a single venturi, as the diameter ; 


BOOST VENTURIS. The carburetor vent 
throat as possible at maximum air flow, 


loss across the complete venturi and diffu 
of the throat is decreased at a given air flow to increase the flow velocity and % 


hence the metering signal at the throat, the pressure loss increases. A higher : 
vacuum signal at the venturi throat and higher velocities for improved atom : 
ization can be obtained without increasing the overall pressure loss through the , 
‘use of multiple venturis. Figure 7-4 shows the geometry and the pressure distribu 
tion in a typical double-venturi system. A boost venturi is positioned upstream of 
the throat of the larger main venturi, with its discharge at the location of 
maximum velocity in the main venturi. Only a fraction of the air flows through | 
the boost venturi. Since the pressure at the boost venturi exit equals the pressure - 


FIGURE 7-4 
Schematic of carburetor double-venturi system. 
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st the main venturi throat, a higher vacuum Ap, = . . 
venturi throat which can be used to obtain me hacks i obtained at the boost 
as the manometer fluid density). Best results are obtained with tte b the fuet (Om 
exit slightly upstream (~5 mm) of the main venturi throat. Because ost venturi 
tion of the total air flow goes through the boost venturi the u or ya frac- 
venturis makes it possible to obtain a high velocity air stream ( se of multiple 
where the fuel is introduced at the boost venturi throat, and niean to 200 m/s) 
and to reduce the pressure loss across the total venturi system without; vacuum, 
the height of the carburetor. The fuel is better atomized in the om ler boovt 
venturi with its higher air velocity, and since this air and fuel smaller boost 
charged centrally into the surrounding venturi, a more homo mire is dis- 
results. The vacuum developed at the venturi throat of a ty ical dout) mixture 
system Is about twice the theoretical vacuum of a singl Pica! doudle-venturi 
area A triple-venturi system can be used to giv he ¢ venturi of the same flow 
signal. The overall discharge coefficient of a rnaltiple- vena ates in metering 
man ‘3 single-veniuri carburetor of equal cross-sectional area. The throat area of 
enturi in a multiple-venturi system is usually is ‘ 

above the single-venturi size to compensate for this. Some decrease in nee 

y is tolerated to maintain a high discharge coeffici ir stream 
volumetric efficiency).® ent (and hence a high 


MULTIPLE-BA [ 

wwvallel isa pARREL CARBURETORS. Use of carburetors with venturi systems in 
high volumneteie offer y of maintaining an adequate part-load metering signal 
ar engine sive and iciency at wide-open. throttle, and minimum carburetor height 
crest einen eamum air flow increases. As venturi size in a single-barrel 
the vented tone sed to provide a higher engine air flow at maximum power 
decronns Manet n mmoreases and the metering signal generated at low flows 
ti flow (the value us <-open throttle air flow is some 30 to 70 times the idle 
asually consist of wae pending on engine displacement). Two-barrel carburetors 
catbutetort morals wt single-barrel carburetors mounted in parallel. Four-barrel 
rates compounded a pair of two-barrel carburetors in parallel, with.throttle 
and intermediate ona we shafts. Air flows through the primary barrel(s) at low 
ondary barrels) (usually eas At higher loads, the throttle plate(s) on the sec- 
fow exceeds abort 0 y of larger cross-sectional area) start to open when the air 

There are wa ie of the maximum engine air flow. 
btinciples of the wat ye erent designs of complete carburetors. The operating 
fcations will now be vs $ most commonly used to achieve the above listed modi- 
modetn cerburct viewed. Figure 7-5 shows a schematic of a conventional 
or and the names of the various components and fuel passages 


COMPENS 

netering syste with MAIN METERING SYSTEM. Figure 7-6 shows a main fuel- 

throat a vit ~bleed compensation. As the pressure at t i 

fel well se air is bled through an orifice (or series of orifices) into the main 

tice whicr a ov reduces the pressure difference across the main fuel-meteri 2 
© longer experiences the full venturi vacuum. The mixing of bleed 
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FIGURE 7-5 
Schematic of modern carburetor. : 
1 Main venturi 8 Throttle plate 
2 Boost venturi 9 Idle air-bleed orifice 


3 Main metering spray tube or nozzle 10 Idle fuel orifice 
4 Air-bleed orifice 11 Idle mixture orifice 


5 Emulsion tube or well 12 Transition orifice ; 
6 Main fuel-metering orifice 13 Idle mixture adjusting screw 
7 Float chamber 14 Idle throttle setting adjusting screw 


Fuel enters the air stream from the main metering system through (3). At idle, fuel enters air at (11) 
During transition, fuel enters at (11), (12), and (3). (Courtesy S.p.A.E. Weber.) 


air with the fuel forms an emulsion which atomizes more uniformly to smaller 
drop sizes on injection at the venturi throat. The schematic in. Fig. 7-6 illustrates 
the operating principle. When the engine is not running, the fuel is at the same 
level in the float bowl and in the main well. With the engine running, as the 
throttle plate is opened, the air flow and the vacuum in the venturi throat 
increase. For Ap,(= Po — Pv) < pr gh, there is no fuel flow from the main Hee 
ing system. For p,gh, < Ap, < ps ghz, only fuel flows through the main well an 

nozzle, and the system operates just like an elementary carburetor. For ee 
p, ghz, air enters the main well together with fuel. The amount of air entering th 
well is controlled by the size of the main air-bleed orifice. The amount of air is 


FIGURE 7-6 asp 
Schematic of main metering system with alf- 


compensation. 
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small and does not significantly affect the composition of the mixture. The air- 
bleed mass flow rate is given by 


Tits, = Co, As (Po — Ps)pal*? (78) 


where Cp, and A, are the discharge coefficient and the area of the air-bleed 
orifice. The fuel mass flow rate through the fuel orifice is given by 


thy = Cp, Al2(p1 — p2)p,)'” (7.9) 


where 
P: = Po + pr gh and P2 = P3 + pr glhs — hz) 


The density of the emulsion p,,, in the main well and nozzle is usually 
approximated by 


we — ty tty 

Poss Mia/ Pq + tis/py ; fi10) 
Since typical values are p, = 730 kg/m? and p, = 1.14 kg/m, usually p > 
Pem > Pa- Thus, as the air-bleed flow rate increases, the height of the column of 
emulsion becomes less significant. However, the decrease in emulsion density due 
to increasing air bleed increases the flow velocity, which results in a significant 
pressure drop across the main nozzle. This pressure drop depends on nozzle 
length and diameter, fuel flow rate, bleed air flow rate, relative velocity between 
fuel and bleed air, and fuel properties. It is determined empirically, and has been 
found to correlate with p,,, [as defined by Eq. (7.10)].?"® The pressure loss at the 
main discharge nozzle with two-phase flow can be several times the pressure loss 
with single-phase flow. 

Figure 7-7 illustrates the behavior of the system shown in Fig. 7-6: mh, thy, 
and the fuel/air equivalence ratio @ are plotted against Ap,. Once the bleed 
system is operating (Ap, > p, gh ) the fuel flow rate is reduced below its equiva- 
lent elementary carburetor value (the A, = 0 line). As the bleed orifice area is 
increased, in the limit of large A, and neglecting the pressure losses in the main 


_ Nozzle, the fuel flow rate remains constant (A, > 00). An appropriate choice of 


bleed orifice area A, will provide the desired equivalence ratio versus pressure 
drop or air flow characteristic. 

Additional control flexibility is obtained in practice through use of a second 
orifice, or of a series of holes in the main well or emulsion tube as shown in Fig. 
7-5. Main metering systems with controlled air bleed provide reliable and stable 
control of mixture composition at part throttle engine operation. They are 
simple, have considerable design flexibility, and atomize the fuel effectively. In 
Some carburetor designs, an additional compensation system consisting of a 
tapered rod or needle in the main metering orifice is used. The effective open area 
of the main metering orifice, and hence the fuel flow rate, can thus be directly 
related to throttle position (and manifold vacuum). 

_ _ A wide range of two-phase flow patterns can be generated by bleeding an 
ar flow into a liquid flow. Fundamental studies of the generation and flow of 
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FIGURE 7-7 — 7 
Metering characteristics of system with air-bleed 

compensation: mass flow rate of air ,, mass 
flow rate of fuel rr,, and equivalence ratio gas 
functions of venturi pressure drop for different 
air-bleed orifice areas A,. 


. y = Po — Py ind 
a | ap 
prghy 


two-phase mixtures in small! diameter tubes with bleed holes similar ° those used 5 
in carburetors have been carried out.’ For a given pipe and bleed hole size, 4 
type of flow pattern set up depends on the flow rates of the two phases. : 


IDLE SYSTEM. The idle system is required because at nad air lows throwgy 
i i i d at the venturi throat to : 
carburetor insufficient vacuum Is create on ae high 2 
i i light loads, the manifold vacu ; : 
the air stream. However, at idle and OO isbe 
i i the almost-closed throttle plate. a 
with the pressure drop occurring across -oting the 
i idle i ited for the idle fuel system by conn 
manifold pressure at idle is exploite reine te 
. ifice i downstream of the throttle p' 
in fuel well to an orifice in the throitle body i ¢ 
Figure 7-5 shows the essential features of an idle system. The main vee ved 
connected through one or more orifices 9), past one or (ot ; : _ te die 
i i i usting screw , 
orifices (or holes) (9), past an idle mixture adjusting sci ee ito the idle 
i le body. Emulsifying air is admitte 
charge port (11) in the throttle | ne dle port and 
to reduce the pressure drop across ; 
system (at Oe ee i i fe to be used. Satisfac- 
i i hich are easier to manufacture) e 
TO Ee eat ont idl i i iri b s of the idle throttle 
i i le is obtained empirically by mean 
tory engine operation at id \ 1 S a3) As the throttle 
 positi j 14) and the idle mixture adjustment (13). ‘thr 
position stop adjustment ( 4) ene rforme a transition 
i d from its idle position, the idle metering sy ! i 
function One or more holes (12) located above the idle discharge port v ate 
as air bleeds when the throttle is at or near its idle position. As the thro iw 
opens and the air flow increases, these additional discharge holes ore one he ait 
iti i these ho 
ifold vacuum. Additional fuel is forced out o ; . 
stream to provide the appropriate mixture ratio. As the throttle plate 3 two . 
further, the main fuel metering system starts to supply fuel also. Beca : 
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systems are coupled, they interact and the main system behavior in this transition 
region is modified by the fuel flow through the idle system. The total combined 
fuel flow provides a rich (or close-to-stoichiometric) mixture at idle, a progressive 
jeaning of the mixture as air flow increases, and eventually (as the main system 
takes over full control of the fuel flow rate) an approximately constant mixture 
composition. 


POWER ENRICHMENT SYSTEM. This system delivers additional fuel to enrich 
the mixture as wide-open throttle is approached so the engine can deliver its 
maximum power. The additional fuel is normally introduced via a submerged 
valve which communicates directly with the main discharge nozzle, bypassing the 
metering orifice. The valve, which is spring loaded, is operated either mechani- 
cally through a linkage with the throttle plate (opening as the throttle approaches 
its wide-open position) or pneumatically (using manifold vacuum). 


ACCELERATOR PUMP. When the throttle plate is opened rapidly, the fuel-air 
mixture flowing into the engine cylinder leans out temporarily. The primary 
reason for this is the time lag between fuel flow into the air stream at the carbu- 
retor and the fuel flow past the inlet valve (see Sec. 7.6.3). While much of the fuel 
flow into the cylinder is fuel vapor or small fuel droplets carried by the air 
stream, a fraction of the fuel flows onto the manifold and port walls and forms a 
liquid film. The fuel which impacts on the walls evaporates more slowly than fuel 
carried by the air stream and introduces a lag between the air/fuel ratio produced 
at the carburetor and the air/fuel ratio delivered to the cylinder. An accelerator 
pump is used as the throttle plate is opened rapidly to supply additional fuel into 
the air stream at the carburetor to compensate for this leaning effect. Typically, 


‘fuel is-supplied to the accelerator pump chamber from the fioat chamber via a 


small hole in the bottom of the fuel bowl, past a check valve. A pump diaphragm 
and stem is actuated by a rod attached to the throttle plate lever. When the 
throttle is opened to increase air flow, the rod-driven diaphragm will increase the 
fuel pressure which shuts the valve and discharges fuel past a discharge check 
valve or weight in the discharge passage, through the accelerator pump discharge 
nozzle(s), and into the air stream. A calibrated orifice controls the fuel flow. A 
spring connects the rod and diaphragm to extend the fuel discharge over the 
appropriate time period and to reduce the mechanical strain on the linkage. 


CHOKE. When a cold engine is started, especially at low ambient temperatures, 


the following factors introduce additional special requirements for the complete 
carburetor: 


1. Because the starter-cranked engine turns slowly (70 to 150 rev/min) the intake 
manifold vacuum developed during engine start-up is low. 


2 This low manifold vacuum draws a lower-than-normal fuel flow from the car- 
buretor idle system. : 
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3. Because of the low manifold temperature and vacuum, fuel evaporation in the : 
carburetor, manifold, and inlet port is much reduced. 


Thus, during cranking, the. mixture which reaches the engine cylinder would be f 
site to ignite. Until normal manifold conditions are established, fuel distriby. 4 
oe is also impaired. To overcome these deficiencies and ensure prompt starts 4 
oa smooth operation during engine warm-up, the carburetor must supply al 
fuel-rich mixture. This is obtained with a choke. Once normal manifo d condi. : 
tions are established, the choke must be excluded. The primary element of a 
typical choke system is a plate, upstream of the carburetor, which can close off i 
i intake system. At engine start-up, the choke plate is closed to restrict the air 4 
flow into the carburetor barrel. This causes almost full manifold vacuum within 
the venturi which draws a large fuel flow through the main orifice. When the = 
engine starts, the choke is partly opened to admit the necessary air flow and @& 
iene the vacuum in the venturi to avoid flooding the intake with fuel. As the j 
engine warms up, the choke is opened either manually or automatically with a 
pissiucatatic control. For normal engine operation the choke plate is fully ve . 
and does not influence carburetor performance. A manifold vacuum control is 
often used to close the choke plate partially if the engine cee aunts during m4 
i i -up the idle speed is increased to prevent engine & 
warm-up. During engine warm-up t le 
fclliie A fast idle cam is rotated into position by the automatic choke lever. 
7 ALTITUDE COMPENSATION. An inherent characteristic of the oe 4 
is that i fuel flow in proportion to the air vo eS 
t type carburetor is that it meters flo 
rie nie Air density changes with ambient pressure and eae sariee ed % 
i e with altitude being most signi : = 
changes due to changes in pressur Laren 
level, mean atmospheric pressure 1s nl, 
example, at 1500 m above sea i i fierce 
-level value. While ambient temperatu 
83.4 percent of the mean sea-leve A ae 
wit hanges of comparable magnitude, the tem: 
winter to summer, can produce c fats 
i i tor for warmed-up engine op * 
ature of the air entering the carbure : 
Souiteolied to within much closer tolerances by drawing an appropriate fraction 
ir from around the exhaust manifold. ; ; 
= Kasai (7.6) shows how the air/fuel ratio delivered by the ae eit 
system will vary with inlet air conditions. The ee ara ~ : a : as 
a/ : i what is held constant (e.g., throttle se ; 
Cay ae jiti h smaller dependence through ® an 
te) there may be an additional, muc s row. a 
re ie 5): To a good approximation, the enrichment E with increasing 
a . 5). 


altitude z is given by 
14 B= lA (2=)" 
(F/A)o \Pa, 
For -z = 1500 m, E=9.5 percent; thus, a cruise equivalence ratio of 0.9 oF 
(A/F) = 16.2 would be enriched to close to stoichiometric. 


The effects of increase in altitude on the carburetor flow ae 4 0) 10 
Fig. 7-1 are: (1) to enrich the entire part-throttle portion of the curv 


(LN 


hown if 
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pring in the power-enrichment system at a lower air flow rate due to decreased 
manifold vacuum. To reduce the impact to changes in altitude on engine emis- 
sions of CO and HC, modern carburetors are altitude compensated. A number of 
methods can be used to compensate for changes in ambient pressure with 
altitude: ; 


1. Venturi bypass method. To keep the air volume flow rate through the venturi 
equal to what it was at sea-level atmospheric pressure (calibration condition), 
a bypass circuit around the venturi for the additional volume flow is provided. 

2. Auxiliary jet method. An auxiliary fuel metering orifice with a pressure- 
controlled tapered metering rod connects the fuel bowl to the main well in 
parallel with the main metering orifice. ; 

3. Fuel bowl back-suction method. As altitude increases, an aneroid bellows moves 
a tapered rod from an orifice near the venturi throat, admitting to the bowl an 
increasing amount of the vacuum signal developed at the throat. 

4. Compensated air-bleed method. The orifices in the bleed circuits to each carbu- 


retor system are fitted with tapered metering pins actuated by a single aneroid 
bellows.® 


TRANSIENT EFFECTS. The pulsating and transient nature of the flow through a 
carburetor during actual engine operation is illustrated by the data shown in 
Fig. 7-8.7 The changes in pressure with time in the intake manifold and at the 
boost venturi throat of a standard two-barrel carburetor installed on a pro- 
duction V-8 engine are shown as the throttle is opened from light load (22°) to 
wide-open throttle at 1000 rev/min. Note the rapid increase in boost venturi 
suction as the throttle is suddenly opened. This results from the sudden large 
increase in the air flow rate and corresponding increase in air velocity within the 
boost venturi. Note also that the pressure fluctuations decay rapidly, and within 
a few engine revolutions have stabilized at the periodic values associated with the 
new throttle angle. At wide-open throttle, the pulsating nature of the flow as each 


Throttle angle 


em HO 


Boost venturi suction FIGURE 7-8 

Throttle angle, boost venturi suction, and intake 
manifold vacuum variation with time as throttle 
is opened from light load (22°) to wide-open 
throttle at 1000 rev/min. Standard two-barrel 
carburetor and production V-8 engine.” 


Intake manifold vacuum 


Time 


294 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 
cylinder draws in its charge is evident. The pressure drop across a “as nian j 
ing jet also fluctuates. The pulsations in the venturi air flow (and hence be flow) : 
due to the filling of each cylinder in turn are negligibly small at : Tottle § 
angles and increase to a maximum at wide-open throttle. At small thrott open- 
ings, the choked flow at the throttle plate prevents the manifold pressure fluctua. 
tions from propagating upstream into the venturi. The effective iat ahaa F 
boost venturi suction is greater for the pulsating flow case than for the steady Pa 
flow case. If the ratio of the effective metering signal for a pulse sae to an for 4 
steady air flow at the same average mass flow is denoted asi+QQ,w ay is the 2 
pulsation factor, then Q is related to the amplitude and frequency of pressure La 
waves within the intake manifold as well as the damping effect of the throttle | 
plate. An empirical equation for Q is 


constant x (1 — M)p,, np 
Nn, 


where M is the throttle plate Mach number, p,, the manifold pressure, np the 
number of revolutions per power stroke, N the crank speed, and n,,, the number 
of cylinders per barrel. The value of the constant depends on Sale and 
engine geometry. For p,, in kilonewtons per square meter and N in oe ne 
per minute a typical value for the constant is 7.3. Thus, at beiear rottle : 
1500 rev/min, 9 has a value of about 0.2. The transient behavior of the air an 
fuel flows in the manifold are discussed more fully in Sec. 7.6. 


Q= (7.12) 


7.3. FUEL-INJECTION SYSTEMS 
7.3.1 


The fuel-injection systems for conventional spark-ignition engines Ee 
into the engine intake system. This section reviews systems where Pea 
injected into the intake port of each engine cylinder. Thus these ehiaion a : 
one injector per cylinder (plus, in some systems, one or more saree aie ? 
ment the fuel flow during starting and warm-up). There are Pee See 
injection systems and electronically controlled injection systems. T e seh sh 
of port fuel injection are increased power and torque through impr onion 
metric efficiency and more uniform fuel distribution, more rapid sen ory 
to changes in throttle position, and more precise control of the equiva S erat 
during cold-start and engine warm-up. Fuel injection allows the rane pie 
injected per cycle, for each cylinder, to be varied in response to saw ae 
from sensors which define actual engine operating a ac ata 
approaches have been Sareea the fe difference between the 
ed to determine the air flow rate. 

dpe 7-9 shows a schematic of a speed-density system, where oe ne 
and manifold pressure and air temperature are used to calculate the ae 
flow. The electrically driven fuel pump delivers the fuel through a cy Pe Ge 
line. A pressure regulator maintains the pressure in the line at a fixe ! 


~ 


Multipoint Port Injection 
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Fuel- 
Pressure 
Tfegulator & 


Electronic 
control 


412 
Ignition 
distributor with 
trigger contacts 


i 

ei [rate 

ture . = = 
ee he 
Thermo-time switch 
FIGURE 7-9 


Speed-density electronic multipoint port fuel-injection system: Bosch D- 


Jetronic System.? (Courtesy 
Robert Bosch GmbH and SAE.) 


270 KN/m?, 39 Ib/in?, usually relative to manifold pressure to maintain a con- 
stant fuel pressure drop across the injectors). Branch lines lead to each injector; 
the excess fuel returns to the tank via a second line. The inducted air flows 
through the air filter, past the throttle plate to the intake manifold. Separate 
runners and branches lead to each inlet port and engine cylinder. An electromag- 
netically actuated fuel-injection valve (see Fig. 7-10) is located either in the intake 
manifold tube or the intake port of each cylinder. The major components of the — 
injector are the valve housing, the injector spindle, the magnetic plunger to which 
the spindle is connected, the helical spring, and the solenoid coil. When the sole- 
noid is not excited, the solenoid plunger of the magnetic circuit is forced, with its 
seal, against the valve seat by the helical spring and closes the fuel passage. When 
the solenoid coil is excited, the plunger is attracted and lifts the Spindle about 


wird tittle dpe 


AANARAAAAAAAAARN 


Valve needle 


FIGURE 7-10 
Cross section of fuel injector.!° 


Return spring 
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0.15 mm so that fuel can flow through the calibrated annular passage around the E : 
valve stem. The front end of the injector spindle is shaped as an ee Pintle 4 
with a ground top to atomize the injected fuel. The relatively sat a 4 
of the injector, shown in the photo in Fig. 7-11, minimizes t ee 7 a se E 
wall wetting with liquid fuel. The mass of fuel injected ai pine sau ee olled 
by varying the duration of the current pulse that excites the is ae i: a Typical 
injection times for automobile applications range from a . 5 to i a 
The appropriate coil excitation pulse duration or widt 1 is se : Av oe 
tronic control unit (ECU). In the speed-density system, the primary : a 0 the | 
ECU are the outputs from the manifold pressure sensor, the engine Senter ; 
(usually integral with the distributor), and the temperature sega ma ba Ms 
intake manifold to monitor air temperature and engine bloc 8 My pee : e 
water-jacket temperature—the latter being used to indicate uel- ea 
requirements during cold-start and warm-up. For warm-engine ope , the 


mass of air per cylinder per cycle m, is given by 


Ny VaPi 


(7.13) . 
R,T; 


mn, = ntN)peATi pV, = 


where n, is the volumetric efficiency, N is engine speed, Pa is ny cas oe 
and V, is the displaced volume per cylinder. The electronic con ah a 
pulse which excites the injector solenoids. The pulse width eu s rane, 
the manifold pressure; it also depends on the variation in volume ae sae "s 
with speed N and variations in air density due to variations : es se inte 
The control unit also initiates mixture enrichment during cold-engine ope 

and during accelerations that are detected by the throttle sensor. 


7-11 .. ee 
Shear ae photograph of liquid fuel spray from Bosch-type injector. (Cour 


Bosch GmbH.) 


y Robert 
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Fuel-pressure regulator 


Injection valve 


f 
| Throttle-v: 


FIGURE 7-12 


Electronic multipoint port fuel-injection system with air-flow meter: Bosch L-Jetronic system.? 
(Courtesy Robert Bosch GmbH and SAE.) 


Figure 7-12 shows an alternative EFI system (the Bosch L-Jetronic) which 
uses an air-flow meter to measure air flow directly. The air-flow meter is placed 
upstream of the throttle. The meter shown measures the force exerted on a plate 
as it is displaced by the flowing air stream; it provides a voltage proportional to 
the air flow rate. An alternative air-flow measuring approach is to use a hot-wire 
air mass flow meter.'° The advantages of direct air-flow measurement are:!2 (1) 
automatic compensation for tolerances, combustion chamber deposit buildup, 
wear and changes in valve adjustments; (2) the dependence of volumetric effi- 
ciency on speed and exhaust backpressure is automatically accounted for; (3) less 
acceleration enrichment is required because the air-flow signal precedes the filling 
of the cylinders; (4) improved idling stability; and (5) lack of sensitivity of the 
system to EGR since only the fresh air flow is measured. 

The mass of air inducted per cycle to each cylinder, m,, varies as 


m 
m,o— 


N (7.14) 


Thus the primary signals for the electronic control unit are air flow and engine 
speed. The pulse width is inversely proportional to speed and directly pro- 
Portional to air flow. The engine block temperature sensor, starter switch, and 
throttle valve switch provide input signals for the necessary adjustments for cold- 
‘tart, warm-up, idling, and wide-open throttle enrichment. 

__ For cold-start enrichment, one (or more) cold-start injector valve is used to 
'nject additional fuel into the intake manifold (see Figs. 7-9 and 7-12). Since short 
Opening and closing times are not important, this valve can be designed to 
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provide extremely fine atomization of the fuel to minimize the enrichmeny i 


required. 


Mechanical, air-flow-based metering, continuous injection systems are als : 
used. Figure 7-13 shows a schematic of the Bosch lait phate ee ck 
drawn through the air filter, flows past the air-flow sensor, pas alve, 3 
sate he intake manifold, and into the individual cylinders. The fuel is sucked out 3 
pe ‘ cE by a roller-cell pump and fed through the fuel accumulator and filter : 
2 he fuel distributor. A primary pressure regulator in the fuel ee ae 7 
tains the fuel pressure constant. Excess fuel not required by Pi Apt ~ ' 
to the tank. The mixture-control unit consists of. the ee o Lamia P 
distributor. It is the most important part of the system, ae nee ed i: 
metering of fuel to the individual cylinders by controlling the cr : 


ENR He al ALE et 


metering slits in the fuel distributor. Downstream of each of these iene slits is = 
a differential pressure valve which for different flow rates maintains the pressure : 


drop at the slits constant. 


Fuel-injection systems offer several options regarding the timing and loca- 


tion of each injection relative to the intake event.!° The ee 
injection system injects fuel continuously in front of = se ae 

spray directed toward the valves. Thus about eed ai Sea 
for any engine cycle is stored temporarily in front of the inta 4 


quarter enters the cylinder directly during the intake process. 


With electronically controlled injection systems, the fuel is injected hare 
mittently toward the intake valves. The fuel-injection pulse bs ca eo ‘ . 
i i ir charge varies from : 
te mass of fuel for each cylinder air c’ 
ioe vet the engine load and speed range. In crank angle degrees this varies 


Injection 


Idle-speed 
Fuel distributor 

Primary | 
pressure ‘ 


regulator 


unit 


q Warm-up 
{=} as 
™~ Fuel filter 
| = 
nals: i) aaa 
RPTL LES I REELS | 
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FIGURE 7-13 


SO tint —_ 


i 2 tes 
Mechanical multipoint port fuel-injection system: Bosch K-Jetronic system.’ (Courtesy 


- GmbH and SAE.) 


he fuel required 


. the problems associa 
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FIGURE 7-14 


Injection pulse diagram for D-Jetronic system in six-cylinder engine.!° 


from about 10° at light load and low speed to about 300° at maximum speed and 
load. Thus the pulse width varies from being much less than to greater than the 
duration of the intake stroke. To reduce the complexity of the electronic control 
unit, groups of injectors are often operated simultaneously. In the Bosch L- 
Jetronic system, all injectors are operated simultaneously. To achieve adequate 
mixture uniformity, given the short pulse width relative to the intake process over 
much of the engine load-speed range, fuel is injected twice per cycle; each injec- 
tion contributes half the fuel quantity required by each cylinder per cycle. (This 
approach is called simultaneous double-firing.) In the speed-density system, the 
injectors are usually divided into groups, each group being pulsed simulta- 
neously. For example, for a six-cylinder engine, two groups of three injectors may 

be used. Injection for each group is timed to occur while the inlet valves are 
closed or just starting to open, as shown in Fig. 7-14. The other group of injec- 
tors inject one crank revolution later. Sequential injection timing, where the 
Phasing of each injection pulse relative to its intake valve lift profile is the same, 
is another option. Engine performance and emissions do change as the timing of 
the start of injection relative to inlet valve opening is varied. Injection with valve 
lift at its maximum, or decreasing, is least desirable.!° 


73.2 Single-Point Throttle-Body Injection 


Single-point fuel-injection systems, where one or two electronically controlled 
injectors meter the fuel into the air flow directly above the throttle body, are also 
used. They provide straightforward electronic control of fuel metering at lower 
cost than multipoint port injection systems. However, as with carburetor systems, 

ted with slower transport of fuel than the air from upstream 
to the cylinder must now be overcome (see Sec. 7.6). Figure 
ay of one such system.'? Two injectors, each in a separate 
h its own throttle plate, meter the fuel in response to cali- 
w based on intake manifold pressure, air temperature, and 


of the throttle plate 
4S shows a cutaw 
Ur-flow passage wit 
brations of air flo 
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FIGURE 7-15 
Cutaway drawing of a two- 
injector throttle-body electronic 
fuel-injection system.* 3 
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by the pressure drop across the throt 

sur tle shears and atomi iqui 
icteed vere di fuel and air then occurs, especially at Oe ne 
para uniformity and distribution between cylind i aoe 
livery ing is illustrated in Fig. 7-16 for an ei niece 
throttle-body fuel-injection system.!+ n eight-cylinder engine for a 


14 FEEDBACK SYSTEMS 


jt is possible to reduce engi or 
gine emissions of th 
hydrocarbons, ; the three poil = 
- ie-enhalst pes = rele and oxides of seen tae oe 
air/fuel ratio. Such syst € engine is operated very close to the st ania 
more detail in Sec 16 a4 (called three-way catalyst systems) are ie rend 
fs Gotiometie sifu ni ee air/fuel ratio is peed ais 
vides a voltage si sensor in the exhaust s i 
stream, This ae rape he = oxygen concentration a ee ee 
to the intake. a feedback system which controls the fuel a 
The sensor [called an 
. oxygen sensor or | 
used for the relative ai : or lambda sensor—A bei 
5 coli Bectoivc 1 ion ratio, Eq. (3.9)] is an oxygen pees ae symbol 
wolyte is yttria (Y,0 gh which the current is carried by oxygen i n cell with 
cas chawibera (the ? shar sre (ZrO,) ceramic which penton pn 
: anifold and the ; Ss two 
oxygen partial pr atmosphere) wh : 
follows: pressures. The cell can be represented Dulas have different 
S: as a series of interfaces as 
Exhaust Metal 


M, 


Metal 
M 


Ceramic 
ZrO,, Y,0, 


Air 


Pe 
Po. 

” 

Po, 


2 f i ( / ; 
{0} u 


librium oxy en par tla pr essure in the ¢ t je 


O, + 4M, = 202- 


€ 


and the oxy, i ; 
gen ions transport th 
Voltage of the P € current across the cell. Th i 
7 € - i 
ici ck cell V, can be related to the oxygen i See gee ue 
gh the Nernst equation: , partial pressures pp, and. pZ, 
2 


= az In (2) 

Where F is the Farad i 

by the catalytic acti 3 constant. Equilibrium is established in the exh 

Pressure in cuilibeated of the platinum metal electrodes. The ite ha Bases 

the equivalence ratio aa gases decreases by many orders of ygen partial 

sensor bittput valk changes from 0.99 to 1.01, as shown in Fig. 7 rea etases as 
age increases rapidly in this transition coke - re ns sig aes 

© a ric! 


V, 
(7.15) 


302 


INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


@) ”) 


E 


> i 
& 10 E g00 i 
s g t 
5 10 g 
gl £ 600 ; 
z & : 
5 3 : 
g soe 2 = 3 
o 5 } 
e 10-10 ; 
= 200 o 
10-8 j 
10-20 P 
0.7 0.8 0.9 1.0 1.1 1.2 1.3 0.7 08 09 1.0 1.1 1.2 13 
Rich Lean Rich Lean 
Relative air/fuel ratio \ 
FIGURE 7-17 . 


Oxygen-sensor characteristics. Variation as a function of relative air/fuel ratio and fempareture of: (a) 3 
oxygen partial pressure in equilibrated combustion products; (b) sensor output voltage. 


mixture at the stoichiometric point, as shown in Fig, 7-17b. Since this pane 
is not temperature dependent, it is well suited as a sensor signal for a feedba 
15 

Oo pie 7-18 shows a cross-section drawing of a lambda sensor, sabe be 
the wall of the exhaust manifold. This location provides rapid warm-up ie hie 
sensor following engine start-up. It also gives the shortest flow time from e ips 
injector or carburetor location to the sensor—a delay time which is sp 7 
the operation of the feedback system. The sensor body is made of Zr : st ; 
stabilized with Y,O, to give adequate low-temperature electrical = uc if 
The inner and outer electrodes are 10-ym thick porous platinum ie 
provide the required catalytic equilibration. The outer electrode which is ga 
to the exhaust gases is protected against corrosion and erosion by th reas 
spinal coat and a slotted shield. Air passes to the inner electrode throug : uae 
the protective sleeve. The shield, protective sleeve, and housing are ae eg 
heat- and corrosion-resistant steel alloys. Such sensors were first pak see 
air/fuel ratio control at close to the stoichiometric value. Use of a simi caecul : 
to control air/fuel ratios at lean-of-stoichiometric values during part- 

i ration is also feasible. ; 
Tor oe cise ode feedback control .at close-to-stoichiometric, use is sane 
the sensor’s low-voltage output for lean mixtures and a high-voltage oul point : 
rich mixtures. A control voltage reference level is chosen at about the 2 aie 
of the steep transition in Fig. 7-17b. In the electronic control aes t ae Fig 
signal is compared to the reference voltage in the comparator as $ sue soe 
7-19a. The comparator output is then integrated in the integral contro 
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FIGURE 7-18 


Cross-section drawing of exhaust 
oxygen sensor.!© 


Exhaust manifold 


output varies the fuel quantity linearly in the opposite direction to the sign of the 
comparator signal. There is a time lag t, in the loop composed of the transport 
time of fuel-air mixture from the point of fuel admission in the intake system to 
the sensor location in the exhaust, and the sensor and control system time delay. 
Because of this time lag, the controller continues to influence the fuel flow rate in 
the same direction, although the reference point @ = 1.0 has been passed, as 
shown in Fig. 7-19. Thus, oscillations in the equivalence ratio delivered to the 
engine exist even under steady-state conditions of closed-loop control. This 


behavior of the control system is called the limit cycle. The frequency f of this 
limit cycle is given by 


1 

=—— 7.16 
aera (7.16) 

Rich 

(a) Se level 
Lean 
t FIGURE 7-19 

* Rich Operation of electronic control unit for 
~~ _f__ fer —/-— \ -Stoichiometric closed-loop feedback: (a) sensor signal com- 
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and the change in equivalence ratio peak-to-peak is 


Ag = 2Kt, (7.17) 3 
where K is the integrator gain (in equivalence ratio units per unit time). a 

Depending on the details of the three-way catalyst used for cleanup of al : 
three pollutants (CO, HC, and NO,) in the exhaust, the optimum average equiva- 
lence ratio may not be precisely the stoichiometric value. Furthermore, the refer. 
ence voltage for maximum sensor durability may not correspond exactly to the : 
stoichiometric point or the desired catalyst mean operating point. While a smal] 
shift (~ +1 percent) in operating point from the stoichiometric can be obtained 
by varying the reference voltage level, larger shifts are obtained by modifying the 
control loop to provide a steady-state bias. One method of providing a bias— 
asymmetrical gain rate biasing’’—uses two separate integrator circuits with dif. 
ferent gain rates K* and K~ to integrate the comparator output, depending on 
whether the comparator output is positive (rich) or negative (lean). An alternative 
biasing technique incorporates an additional delay time tp so that the controller 
output continues decreasing (or increasing) even though the sensor signal has 
switched from the high to the low level (or vice versa). By introducing this addi- 
tional delay only on the negative slope of the sensor signal, a net lean bias is 
produced. Introducing the additional delay on the positive slope of the sensor 
signal produces a net rich bias.'? 

Note that the sensor only operates at elevated temperatures. During engine 
start-up and warm-up, the feedback system does not operate and conventional 
controls are required to obtain the appropriate fuel-air mixture for satisfactory 
engine operation. 


75 FLOW PAST THROTTLE PLATE 


Except at or close to wide-open throttle, the throttle provides the minimum flow 
area in the entire intake system. Under typical road-load conditions, more than 
90 percent of the total pressure loss occurs across the throttle plate. The- 
minimum-to-maximum flow area ratio is large—typically of order 100. Throttle 


Closed 


FIGURE 7-20 , 
Throttle plate geometry.” 
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(a) 20° throttle plate angle 


{c) 45° throttle plate angle 


(d) 60° throttle plate angle 
FIGURE 7-21 


Photographs of flow in two-dimensional hydraulic analog of carburetor venturi, throttle plate, and 
manifold plenum floor at different throttle plate angles.'® 


plate geometry and parameters are illustrated in Fig. 7-20. A throttle plate of 
Conventional design such as Fig. 7-20 creates a three-dimensional flow field. At 
Part-throttle operating conditions the throttle plate angle is in the 20 to 45° range 
and jets issue from the “crescent moon”-shaped open areas on either side of the 
throttle plate. The jets are primarily two dimensional. Figure 7-21 shows pho- 
tographs taken of a two-dimensional hydraulic analog of a typical carburetor 
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venturi and throttle plate in steady flow at different throttle angles. The path 
lines traced by the particles in the flow indicate the relative magnitude of the flow 
velocity.1® The flow accelerates through the carburetor venturi (separation occurs 
at the corners of the entrance section); it then divides on either side of the throttle 
plate. There is a stagnation point on the upstream side of the throttle plate. The 
wake of the throttle plate contains two vortices which rotate in opposite direc. 
tions. The jets on either side of the wake (at part throttle) are at or near sonic 
velocity. There is little or no mixing between the two jets. Thus, if maldistribution 
of the fuel-air mixture occurs above the throttle plate, it is not corrected imme. 
diately below the throttle plate. 

In analyzing the flow through the throttle plate, the following factors 
should be considered:?: 19 2° 


1; The throttle plate shaft is usually of sufficient size to affect the throttle open 
area. 

2. To prevent binding in the throttle bore, the throttle plate is usually completely 
closed at some nonzero angle (5, 10, or 15°). 

3. The discharge coefficient of the throttle plate is less than that of a smooth 
converging-diverging nozzle, and varies with throttle angle, pressure ratio, and 
throttle plate Reynolds number. 

4. Due to the manufacturing tolerances involved, there is usually some minimum 
leakage area even when the throttle plate is closed against the throttle bore. 
This leakage area can be significant at small throttle openings. 

5, The measured pressure drop across the throttle depends (+ 10 percent) on the 
circumferential location of the downstream pressure tap. 

6. The pressure loss across the throttle plate under the actual flow conditions 
(which are unsteady even when the engine speed and load are constant, see 
Fig. 7-8) may be less than under steady flow conditions. 


The throttle plate open area A,,, as a function of angle wy for the geometry 
in Fig. 7-20, is given by” 


‘Ap _ (: 2 sae) 42 f 4 (cos? y — a? cos? Yo)"? 
1. 


cos Wo nx |_cos w 


cos sin-? (: cos ¢s) —a(i — a2)? + sin“! a| (7.18) 


~ COS Wo cos w 


where a = d/D, d is the throttle shaft diameter, D is the throttle bore diameter, 
and wo is the throttle plate angle when tightly closed against the throttle bore. 
When w = cos! (a cos Wo), the throttle open area reaches its maximum value 
(= nD?/4 — dD). The throttle plate discharge coefficient (which varies with Aw 
and minimum leakage area, must be determined experimentally. 

The mass flow rate through the throttle valve can be calculated from stan- 
dard orifice equations for compressible fiuid flow [see App. C, Eqs. (C-8) and 
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(C-9)]. For pressure ratios across the throttle less than the criti 
0,528), the mass flow rate is given by € critical value (py/po = 


ih, — CoAmPo (Pr\'"f_2y pr\r- Dir) 12 
th = = {= ——J1-—f22 71.19 
RT, \Po y-1 Po (7. ) 


where Aw, is the throttle plate open area (Eq. (7.18)], po and Tp are the upstream 
pressure and temperature, p; is the pressure downstream of the ‘ote lat 

(assumed equal to the pressure at the minimum area: iLe., nO pressure r aie 
occurs), and Cp is the discharge coefficient (determined experi aan 


j : entally). For pres- 
sure ratios greater than the critical ratio pres 
eed, , when the flow at the throttle plate is 


: C. (y+ 1)/2y-1 
hice Dp Aw Do n(. 2 i W2y- 1) 
y 


JSRTe +1 


The relation between air flow rate, throttle angle, i i 
and engine speed for a two-barrel carburetor and aren Gis dis a - 
ment eight-cylinder production engine is shown in Fig. 7-22. While the tes = 
predictions from a quasi-steady computer simulation, the agreement with data is 
excellent. The figure shows that for an intake manifold pressure below the critical 


(7.20) 
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FIGURE 7-22 

Variation in air flow rate past a 
throttle, with inlet manifold pres- 
sure, throttle angle, and engine 
speed. 4.7-dm? displacement 
eight-cylinder engine. 


=N 


0 10 20 30 40 50 60 70 
Intake manifold pressure, cmHg 


308 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


value (0.528 x Pam = 53.5 KN/m? = 40.1 cmHg) the air flow rate at a given | 


throttle position is independent of manifold pressure and engine speed because 
the flow at the throttle plate is choked.? - 


76 FLOW IN INTAKE MANIFOLDS 
76.1 Design Requirements 


The details of the air and fuel flow in intake manifolds are extremely complex, 
’ The combination of pulsating flow into each cylinder, different geometry flow 
paths from the plenum beneath the throttle through each runner and branch of 
the manifold to each inlet port, liquid fuel atomization, vaporization and trans- 
port phenomena, and the mixing of EGR with the fresh mixture under steady- 
state engine operating conditions are difficult enough areas to untangle. During 
engine transients, when the throttle position is changed, the fact that the pro- 
cesses which govern the air and the fuel flow to the cylinder are substantially 
different introduces additional problems. This section reviews our current under- 
standing of these phenomena. 

Intake manifolds consist typically of a plenum, to the inlet of which bolts 
the throttle. body, with individual runners feeding branches which lead to each 
cylinder (or the plenum can feed the branches directly). Important design criteria 
are: low air flow resistance; good distribution of air and fuel between cylinders; 
runner and branch lengths that take advantage of ram and tuning effects; suffi- 
cient (but not excessive) heating to ensure adequate fuel vaporization with carbu- 
reted or throttle-body injected engines. Some compromises are necessary; ¢.g., 
runner and branch sizes must be large enough to permit adequate flow without 
allowing the air velocity to become too low to transport the fuel droplets. Some 
of these design choices are illustrated in Fig. 7-23 which shows an inlet manifold 
and carburetor arrangement for a modern four-cylinder 1.8-dm? engine. In this 


design the four branches that link the plenum beneath the carburetor and throt- 


tle with the inlet ports are similar in length and geometry, to provide closely 
comparable flow paths. This manifold is heated by engine coolant as shown and 
uses an electrically heated grid beneath the carburetor to promote rapid fuel 
evaporation.?! Exhaust gas heated stoves at the floor of the plenum are also used 
in some intake manifolds to achieve adequate fuel vaporization and distribution. 
Note that with EGR, the intake manifold may contain passages to bring the 
exhaust gas to the plenum or throttle body. 

With port fuel-injection systems, the task of the inlet manifold is to control 
the air (and EGR) flow. Fuel does not have to be transported from the throttle 
body through the entire manifold. Larger and longer runners and branches, with 
larger angle bends, can be used to provide equal runner lengths and take greater 
advantage of ram and tuning effects. With port fuel injection it is not normally 
necessary to heat the manifold. 

A large number of different manifold arrangements are used in practice. 
Different cylinder arrangements (e.g., four, V-six, in-line-six, etc.) provide quite 
different air and fuel distribution problems. Air-flow phenomena in manifolds cao 
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ea, FIGURE 7-23 
Distributor” L Inlet manifold for four-cylinder 1.8-dm? displace- 
Throttle linkage “4 ment spark-ignition engine.?! 


be considered as unaffected by the fuel flow. The reverse is definitely not the case: 
the fuel flow—liquid and vapor—depends strongly on the air flow. These two 
topics will therefore be reviewed in sequence. 


7.6.2 . Air-Flow Phenomena 


The air flow out of the manifold occurs in a series of pulses, one going to each 
cylinder. Each pulse is approximately sinusoidal in shape. For four- and eight- 
cylinder engines, these flow pulses sequence such that the outflow is essentially 
zero between pulses. For six-cylinder arrangements the pulses will overlap. When 
the engine is throttled, backflow from the cylinder into the intake manifold 
occurs during the early part of the intake process until the cylinder pressure falls 
below the manifold pressure. Backflow can also occur early in the compression 
stroke before the inlet valve closes, due to rising cylinder pressure. The flow at 
the throttle will fluctuate as a consequence of the pulsed flow out of the manifold 
into the cylinders. At high intake vacuum, the flow will be continuously inward at 
the throttle and flow pulsations will be small. When the outflow to the cylinder 


" which is undergoing its intake stroke is greater than the flow through the throt- 


tle, the cylinder will draw: mixture from the rest of the intake manifold. During 
the portion of the intake stroke when the flow into the cylinder is lower than the 
flow through the throttle, mixture will flow back into the rest of the manifold. At 
wide-open throttle when the flow restriction at the throttle is a minimum, flow 
pulsations at the throttle location will be much more pronounced.'® 

The air flows to each cylinder of a multicylinder engine, even under steady 
Operating conditions, are not identical. This is due to differences in runner and 
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branch length and other geometric details of the flow path to each cylinder. 

as each cylinder’s intake flow commences, air is drawn from the branch ang i 
runner leading to the cylinder, the plenum, and the other runners and branches 
feeding the plenum, as well as past the throttle. This “drawing down” of other 


parts of the intake manifold depends on the arrangement of the plenum, runners, 3 
and branches, and the firing order of the cylinders. Thus the air flow to each : 
individual cylinder is affected by the details of its own branch, how that branch 4 
connects to the rest of the intake manifold, and the cylinder firing order.?? The } 


differences between the air flows to individual cylinders have been measured. 


Variations in the average air mass flow rate to each individual cylinder of up to 3 
about 5 percent above and below the average are quite common. Larger peak-to- 3 
peak variations (+ 15 percent) have been measured. The extent of each cylinder’s 3 
difference from the average flow varied significantly as engine speed and load 


were varied.?> 24 


Typical quantities that characterize manifold air flow are given in Table 7.1 4 
for a four- and an eight-cylinder spark-ignition engine. The volume of mixture } 
pulled into each cylinder per cycle is about the same as the volume of one direct bE. 
flow path between the throttle plate and inlet valve. Thus, one stroke loads the # 


manifold, the next one pulls the charge into the cylinder. 


An additional phenomenon becomes important when engine load is ¥ 
changed by opening or closing the throttle: the mass of air in the induction ; 
system volume takes, a finite time to adjust to the new engine operating condi- 4 
tions. For example, as the throttle is opened the air flow into the manifold - 


increases as the throttle open area increases. However, due to the finite volume of 


TABLE 7.1 
Parameters that characterize manifold air flow 


Engine geometry 4f V-8t 
a 


Typical flow-path distance between 


throttle bore and intake valve, cm 33 30 
Average intake-passage flow area, cm? 94 16 
Volume of one direct flow path from 

throttle bore to intake valve, cm* 300 500 
Range of speeds, etc. Maximum Minimum 
Crankshaft, rev/min 5000 650 


Peak air velocity in 
manifold branch, m/s 
Peak Reynolds number 
in manifold branch 
Duration of individual 
cylinder intake process, ms 


130t, 100f 15 
4x 10° 5 x 10* 
6 46 


+ 1.8-dm? four-cylinder in-line ST engine." 
¢ 5.6-dm? V eight-cylinder SI engine.?* 


Hebe nibidviss BR Paaninin asia Sie re eT 
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Manifold pressure 


0 0.05" 0.1 0.15 0.2 
Time, s 
FIGURE 7-24 


Throttle angle, intake manifold pressure, and air flow rate 


wad throttle opening. 5-dm? V-8 engine.25 past the throttle versus time for 10° part- 


the manifold, the pressure level in the manifold increases more slowly than would 
be the case if steady-state conditions prevailed at each throttle position. Thus : 

pressure difference across the throttle is larger than it would be under stead fl 
conditions and the throttle air flow overshoots its steady-state value. The aii flow 
into each cylinder depends on the pressure in the manifold, so this lags the th at 
tle air flow. This transient air-flow phenomenon affects fuel metering For 


_ throttle-body injection or a carburetor, fuel flow should be related to throttle air 


ee i. Laas Na fuel flow should be related to cylinder air flow. 
ctual results for the air flow rate and manifold i 
\ctuz : Ww re pressure in response to a 
ties of the throttle (increase in throttle angle) are shown in Fig. 7-24 The 
eit io in throttle air flow and lag in manifold pressure as the throttle angle is 
creased are evident. Opposite effects will occur for a decrease in throttle angle. 


ddl eiang Several models of the flow in an intake manifold have been 

ne sae Ae ae manifold model that describes many of the above 
is the plenum or filling and emptying model. It i 

é 7 : s based on th 

assumption that at any given time the manifold pressure is uniform. The satin 


» ulty equation for air flow into and out of the intake manifold is 


dm 


dt = 'a,th oy ™, cyl (7.21) 
Where m, ,, is the mass of air in the manifold, and 7h, 4, and 1 i 
2 a, mM, 
Ree past the throttle and into each cylitider, ose Ae ‘tow 
— : ashe is given by Eq. (7.19) or (7.20). For manifold pressures 
nara a . choke the flow past the throttle plate, the flow rate is indepen- 
ea, ifo andy The mass flow rate to the engine. cylinders can be 
Sec several levels of accuracy. The air flow through the valve to each 
T can be computed from the valve area, discharge coefficient, and pressure 
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difference across the valve; or a sine wave function can be assumed. In the 

general case, Eq. (7.21) must be combined with the first law for an open system | 
(see Sec. 14.2.2). For calculating the manifold response to a change in load or 3 
throttle setting, simplifying assumptions can be made. A quasi-steady approx. % 
imation for the cylinder air flow: 4g 


; hp Pam VaN 

3 Mg, cyl >= 2 . 
is usually adequate, and the air temperature can be assumed constant.?> Then, q 
using the ideal gas law for the manifold, pp, Vi, = Ma, mRaTm> Eq. (7.21) can be 
written as ’ 
RT, 


oy 


OP MeVAN iy 
dt 2V,0=°™ 
Both 1, and 7,, , have some dependence on p,, [e.g., see Eq. (6.2)]. In the absence : 
of this weak dependence, Eq. (7.22) would be a first-order equation for p,, witha 3 
time constant t = 2V,/(n, V; N) © Vp/Wj, which is 2 to 4 times the intake stroke = 
duration. The smooth curves in Fig. 7-24 are predictions made with Eq. (7.22) = 
and show good agreement with the data. The plenum model is useful for investi: 2 
gating manifold pressure variations that result from load changes. It provides no @ 
information concerning pressure variations associated with momentum effects. = 
Helmholtz resonator models for the intake system have been proposed. This =: 
type of model can predict the resonant frequencies of the combined intake and @& 
engine cylinder system, and hence the engine speeds at which increases in air flow = 
due to intake tuning occur. It does not predict the magnitude of the increase in 
volumetric efficiency. The Helmholtz resonator theory analyzes what happens 
during one inlet stroke, as the air in the manifold pipe is acted on by a forcing & 
function produced by the piston motion. As the piston moves downward during @ 
the intake stroke, a reduced pressure occurs at the inlet valve relative to the ge 
pressure at the open end of the inlet pipe. A rarefraction wave travels down the 
intake pipe to the open end and is reflected as a compression wave. A positive — ; 
tuning effect occurs when the compression wave arrives at the inlet valve as the 
valve is closing.?” A single-cylinder engine modeled as a Helmholtz resonator is 
shown in Fig. 7-25a. The effective resonator volume Vig is chosen to be one-half 
of the displaced volume plus the clearance volume; the piston velocity is then 
close to its maximum and the pressure in the inlet system close to its minimum. 
The tuning peak occurs when the natural frequency of the cylinder volume 
coupled to the pipe is about twice the piston frequency. For a single-cylinder, fed 
by a single pipe open to the atmosphere, the resonant tuning speed N, is given by 


fi . 5 1/2 

| N{rev/min) = > z iv -) (7.23) 
where a is the sound speed (m/s), A the effective cross-sectional area of the 
system (cm), | the effective length of the inlet system (cm), K a constant equ 
about 2 for most engines, and Vare = Vr, + 1)/[2(r. — 1)] (cm*).* 


(722) 4 


inlet: 
al to. 
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go 


(a) (b) 


FIGURE 7-25 
Helmholtz resonator models for (a) single-cylinder engine and (b) multicylinder engine.?” 


The Helmholtz theory for multicylinder engines treats the pipes of cylinders 
not undergoing induction as an additional volume. The. two Pipes, (1 a ) and 
(I; Az), and two volumes, V, and V,, in Fig. 7-25b form a vibrating ayia with 
two degrees of freedom and two resonant frequencies. The following equation 
based on an electrical analog (in which capacitors represent volumes ee induc- 


tors pipes); gives the two frequenci i : eas 
sould hedoaad2e quencies at which the manifold shown in Fig. 7-25b 


fa \ +041) ¥ [OB +at 1) ~4eppryye 
2n 2aBL,C, i 124) 
sisi ee ee B=C,/C,, C,=V,, C,= Va, L, = (V/A), L, =(I/A)2, and 
at = V,. The Helmholtz theory predicts the engine speeds at which Positive 
tuning resonances occur with reasonable accuracy.?7 , 
The dynamics of the flow in multicyli in 
ylinder intake (and exhaust) systems ca 
a inodeled most completely using one-dimensional unsteady compiendbte flow 
ee The standard method of solution of the governing equations has been 
¢ method of characteristics (see Benson??). Recently, finite difference techniques 


: . : : 


I. The intake (or exh / 
re aust) system can be modeled as a inati i 
Junctions, and plenums. ae ee 


2 ; ee ‘ : 

‘ : low " the pipes is one dimensional and no axial heat conduction occurs. 

: tates in the engine cylinders and plenums are uniform in space. 
Boundary conditions are considered quasi steady. 


5. Coefficients of disch: i 
arge, heat transfer, pipe friction. 
flow are valid for unsteady flow. ns Brennen 


. The gases can be modeled as ideal gases. 


This ‘nthke oe 
Sec. vey cua to intake and exhaust flow analysis is discussed more fully in 
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7.6.3 Fuel-Flow Phenomena 


TRANSPORT PROCESSES. With conventional Lunar ue ae 
metering systems, the fuel enters the air stream as a sa is - iquid je 
atomizes into droplets. These mix with the air and sae a on ce af 
the intake system components. The droplets vaporize; aaine nue i e i uid) 
fuel on the walls occurs. The flow of liquid fuel along the walls ar e ae of 
The transport of fuel as vapor, droplets, and liquid gin : = : all bg 
important. The fuel transport processes in the intake system viously 
ee uncae the fuel transport process are different for multipoint. fue : 
injection systems than for carburetor and throttle-body aah chin a the! 
latter systems, fuel must be transported past the throttle : rane = oug the, 
complete intake manifold. For the former systems, the liquid fue : i ri in the 
inlet port, toward the back of the intake valve. For all these prac e ze a a 
ing systems, the quality of the mixture entering the ae ae pe be: 
air, recycled exhaust, mixture is not homogeneous; a z a ee br 
vaporized as it enters the engine. The charge going to eac mu Stuer rhe 
uniform in fuel/air ratio throughout its volume, and t ae Ti ee 
between the different engine cylinders is ee ae ae . ea 4 
sients, when engine fuel and air requiremen inifo ane ae 
i vious ve fuel transport processes will not all vary with time ia, 
the cane peaches addition to te transient non-quasi-steady eta Phe 
nomena described above, there are ee, fuel-flow phenomena. These have 
for in the fuel metering strategy. oo 
ia eee aie the standard spark-ignition engine fuel, is a sean 
large number of individual Lauer ries Eo hyaass saree 
rather than a single boiling point. ypically, this ape tee of a punt 
hydrocarbons have the saturation NAGASE pes sae Sa ae 
substance. The lower the molecular weight, the hig ile ese ions 
pressure at a given temperature. The boiling point cen TORE, 
marily on their molecular weight: the vapor pressure alse fa devas ia 
structure. The equilibrium state of a hydrocarbon-air u en ae aie 
on the vapor pressure of the hydrocarbon at the given temp ioe Bere ™ 
he hydrocarbon and air, and the total pressure of the 
ead pare of fuel evaporated at a given temperature and on bet 
be calculated from Bridgeman charts*! and the distillation ceaniscie ee 
fuel (defined by the ASTM distillation curve*?). Figure a an cae : 
mixture temperature on percent of indolene fuel (a specific erst pase 
at equilibrium at atmospheric agai ee ae atk oes usualy 
i the amount evapo : I ae ied 
ead: ta nes manifold to establish equilibrium, the trends shown are hee is 
of what happens in practice: lower pressures increase the relative eae tial (oo 
vaporized and charge heating is usually required to vaporize a su 3 
tion of the fuel. = 


- 2ation from these liquid 
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FIGURE 7-26 


(s) Percentage of indolene fuel evaporated at eq 


uilibrium at 1 atmosphere Pressure. (b) Effect of 
pressure on amount of indolene fuel evaporated.'® 


For carbureted and throttle-body injection systems, the fuel path is the fol- 
lowing. Until the throttle plate is close to fully opened, most of the fuel metered 
into the air stream impacts on the throttle plate and throttle-body walls. Only a 
modest fraction of the fuel vaporizes upstream of the throttle. The liquid is re- 
entrained as the air flows at high velocity past the throttle plate. The fuel does 
nut usually divide equally on either side of the throttle plate axis. The air under- 
goes a 90° bend in the plenum beneath the throttle; much of the fuel which has 
fot evaporated is impacted on the manifold floor. Observations of fuel behavior 
in intake manifolds with viewing ports or transparent sections show that there is 
substantial liquid fuel on the walls with carburetor fuel metering systems, Figure 
7.27 shows the engine conditions under which liquid fuel was observed on the 
floor of the manifold plenum beneath the throttle plate and in the manifold 
funners, in a standard four-cylinder production engine.*? This manifold was 
heated by engine coolant at 90°C. The greatest amount of liquid was present at 
high engine loads and low speeds. Heating the manifold to a higher temperature 
with steam at 115°C resulted in a substantial reduction in the amount of liquid: 
there was no extensive puddling on the plenum floor, liquid films or rivulets were 
Sdserved in a zone bounded by 120 mmHg vacuum and 2500 rev/min, and there 
‘ere no films or rivulets in the manifold runner. Depending on engine operating 
‘onditions, transport of fuel as a liquid film or rivulet in the manifold and vapor- 

fuel films and rivulets and subsequent transport as 
‘apor may occur. . 


Vaporized fuel and liquid droplets which remain suspended in the air 
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of the liquid fuel droplets decreases rapidly (by up to about 30°C3*), and the 
fraction of the fuel vaporized is small (in the 2 to 15 percent range?* 36), 

Liquid fuel drops, due to their density being many times that of the air, will 
got exactly follow the air flow. Droplet impaction on the walls may occur iis the 
flow changes direction, and the greater inertia of the droplets causes them to 
move across the streamlines to the outer wall. Deposition on the manifold floor 
due to gravity may also occur. The equation of motion for an individual droplet 
ina flowing gas stream is 


No liquid films 
or rivulets 


No liquid films or rivulets 


Intake manifold vacuum, mmHg 
N 
3 


(8xDip,)a = mgg — 4(v4 — v,)|Va — Vgl Pp Cp ——t (7.25) 


3 » D2 
0 1000 ©2000 3000 4000 5000 4 


big eae RE sit 


Engine speed, rev/min Engine. speed, rev/min . : . Mead : 
where D, is the droplet diameter, p, and p, are liquid and gas densities, vg and y, 


(@) 2) E 3 are the droplet and gas velocities, a is the droplet acceleration, g acceleration due 
-_ to gravity, and Cp is the drag coefficient. For 6 < Re < 500 the drag coefficient of 


FIGURE 7-27 : : : 
an evaporating droplet is a strong function of the Reynolds number, Re: e.g. 


Regions of engine load and speed range where extensive pools or puddles, liquid films, or rivulets 3 
were observed: (a) on manifold plenum floor and (b) in manifold runner. Four-cylinder automobile 4 Cp = 27 Re~ 84 
engine. Manifold heated by coolant at 90°C.?9 ° vo 
where Re = (0, Dal Va — Vu | /Hg)- 
Studies of droplet impaction and evaporation using the above equations 
and typical manifold conditions and geometries indicate the following.2® 35-37 
For 90° bends, drops of less than 10 xm diameter are essentially carried by the 
gas stream (<10 percent impaction); almost all droplets larger than 25 pm 
impact on the walls. Droplet sizes produced first in the carburetor venturi or fuel 
injector spray and then by secondary atomization as liquid fuel is entrained from 
the throttle plate and throttle-body walls depend on the local gas velocity: higher 
local relative velocities between the gas and liquid produce smaller drop sizes, 
Approximate estimates which combine the two phenomena outlined above show 
that at low engine air flow rates, almost all of the fuel will impact first on the 
throttle plate and then on the manifold fioor as the flow turns 90° into the mani- 
fold runners. At high air flows, because the drops are smaller, a substantial frac- 
‘uon of the drops may stay entrained in the air flow. Secondary atomization at 
the throttle at part-load operating conditions is important to the fuel transport 
Process: the very high air velocities at the edge of the throttle plate produce 
droplets of order or less than 10 um diameter. However, coalescence and deposi- 
tion on the walls and subsequent reentrainment probably increase the mean 
droplet size. In the manifold, gravitational settling of large (>100 um) droplets 
would occur at low air flow rates,3® but these drops are also likely to impact the 
Walls due to their inertia as the flow is turned. : 
ie annie of droplet evaporation rates in the manifold indicate the follow- 
nie a representative residence time in the manifold of about one crank 
i ee (10 ms at 6000 rev/min, 100 ms at 600 rev/min), only drops of size less 
a out 10 um will evaporate at the maximum speed; 100 um droplets will 
. 70l vaporize fully at any speed. Most of these large droplets impact on the walls, 


anyway. Drops small enough to be carri ir: i 
Ahi ae 2 arried by the air stream are likely to vapor- 


stream will be transported with the air stream. However, droplet deposition on 4 
the manifold walls may occur due to gravitational settling and to inertial effects 
as the flow goes round bends in the manifold. 4 

The fuel transport processes for port fuel-injection systems are different and ; 
will depend significantly on the timing and duration of the injection pulse. Fuel is _ 
injected onto the back of the inlet valve (and surrounding port wall), usually . 
while the valve is closed or only partly open. Vaporization of liquid fuel off the 
valve and walls occurs, enhanced by the backflow of hot residual gases from the | 
cylinder (especially at part load). There is evidence that, even under fully warmed: _ 
up engine conditions, some fuel is carried as liquid drops into the cylinder.*? 


FUEL DROPLET BEHAVIOR. With carburetor and throttle-body injection 
systems, the liquid fuel atomizes as it enters the air stream. In the carburetor 
venturi this occurs as the fuel-air emulsion from the fuel jet(s) enters the high: 
velocity (> 100 m/s) air stream. With an injector, the velocity of the liquid jet as it 
exits the nozzle is high enough to shatter the flowing liquid, and its interaction 
with the coaxial air flow further atomizes the fuel. Typical droplet-size distribu- 
tions are not well defined; size would vary over the load and speed range. 
Droplet diameters in the 25 to 100 ym range are usually assumed to be represen: 
tative: larger drops are also produced. The liquid fuel drops are accelerated by 
the surrounding air stream and start to vaporize. Vaporization rates have bees 
calculated using established formulas for heat and mass transfer between 8 
droplet and a surrounding flowing gas stream (see Ref. 34 for a review of methods 
of calculating droplet vaporization rates). Calculations of fuel vaporization in § 
carburetor venturi and upstream of the throttle plate show that the temperature 
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FUEL-FILM BEHAVIOR. The fuel which impacts on the wall will also vaporizg 
and, depending on where in the manifold deposition occurs and the local Manz. 
fold geometry, may be transported along the manifold asa liquid film or rivulets 
If the vaporization rate off the wall is sufficiently high, then a liquid film will nog 
build up. Any liquid film or pool on the manifold floor or walls is important] 
because it introduces additional fuel transport processes—deposition, liquid! 
transport, and evaporation—which together have a much longer time Constant] 
than the air transport process. Thus changes in the air and the fuel flow into cach J 
engine cylinder, during a change in engine load, will not occur in phase with each ' 
other unless compensation is made for the slower fuel transport. q 

Several models of the behavior of liquid-fuel wall-films have been devel. § 
oped. One approach analyzes a liquid puddle on the floor of the manifold 
plenum.*® Metered fuel enters the puddle; fuel leaves primarily through vapor. § 
‘ization. The equation for rate of change of mass of fuel in the puddle is ; 


yp 
tT 


my,» = My in — My, ont = xm m= (7.27) 

where m,, is the mass of fuel in the puddle, mm, ,, is the metered fuel flow rate, . 
and x is the fraction of the metered flow that enters the puddle. It is assumed that : 
the reentrainment/evaporation rate is proportional to the mass of fuel in the 
puddle divided by the characteristic time + of the reentrainment/evaporation 
process. The. puddle behavior predicted by this model in response to a step 
increase in engine load is shown in Fig. 7-28a. Because only part (1 — x) of the 

fuel flows directly with the air, as the throttle is opened rapidly a lean air/fuel 
ratio excursion is predicted. Figure 7-28b shows that this behavior (without any 
‘metering compensation) is observed in practice. Estimates of ane volume of fuel in 
the puddle (for a 5-liter V-8 engine) are of order 1000 mm”, and increase with 


tig, m + A My m 


Mf, m Metered fuel flow 


Tx(Mp m + A my, m) 5 
THIN, m Film mass 


Leaner | Equivalence ratio 
t ¢o 
Tt 


Air/fuel ratio 


‘ 
Richer 


Time —+ 
(a) 


FIGURE 7-28 ; " 
(a) Predicted behavior of the fuel film for an uncompensated step change in engine ae Si 
tions. (b) Observed variation in air/fuel ratio for uncompensated throttle opening at 1600 rev, 

which increased manifold pressure from 48 to 61 cmHg.** 
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FIGURE 7-29 — 

Schematic of fuel flow paths in the manifold when 
liquid film flows along the manifold runner floor. 

A Air 

F Fuel 

Sf Liquid fuel film 

d Liquid fuel droplets 

v Fuel vapor 


Liquid film 


increasing load and speed. The time constant is of order 2 seconds for a fully 
warmed-up engine; it varies with engine operating conditions and is especially 
sensitive to intake manifold temperature. Such models have been used primarily 
to develop fuel metering strategies which compensate for the fuel transport lag.3® 

“An alternative model, for liquid film fiow in the manifold runner and 

branch, has been developed.*” Fuel is deposited on the manifold walls and forms 
a film which flows toward the cylinder due to the shear force at the gas/liquid 
interface as shown in Fig. 7-29. Vaporization from the film also occurs. An 
analysis of the dynamics of the fuel film leads to expressions for steady-state film 
velocity and thickness. As air and metered fuel flows change due to a throttle 
position change, the characteristic time for reestablishing steady state is 1/(2u irs 
where J is the manifold length and u, the average film velocity. This characteristic 
response time is of order 1 second for typical manifold conditions, in approx- 
imate agreement with values obtained from transient engine experiments. 

A more extensive analysis of both fuel droplet and film evaporation in a _ 
complete carburetor, throttle, manifold system,**> with a multicomponent model 
for gasoline based on its distillation curve, indicates the following phenomena are 
important. Secondary atomization of the liquid fuel at the throttle, which pro- 
duces the smallest droplet sizes when the throttle open angle is small, signifi- 
cantly increases the fraction of fuel evaporation in the manifold. Increasing inlet 
air temperature increases the fraction of fuel vaporized; this effect is larger at 
lower loads since secondary atomization under these conditions increases the 
liquid fuel surface area significantly. Heating the wall, which heats the liquid film 
on the wall directly, provides a greater increase in fraction evaporated than does 
equivalent heating of the air flow upstream of the carburetor. Due to the multi- 
component nature of the fuel, the residual liquid fuel composition changes signifi- 
cantly as fuel is transported from the carburetor to the manifold exit. Of the full 
boiling range liquid composition at entry, all the light ends, most of the mid- 
range components, but only a modest amount of the high boiling point fraction 
have evaporated at the manifold exit. The predicted fuel fraction evaporated 
ranged from 40 to 60 percent for the conditions examined. One set of measure- 
ments of the fraction of fuel vaporized in the manifold of a warmed-up four- 
cylinder engine showed that 70 to 80 percent of the fuel had vaporized, 
confirming that under these operating conditions “most” but not necessarily 
“all” the fuel enters the cylinder in vapor form.*? 

The engine operating range where fuel puddling, fuel films, and rivulets are 
observed (see Fig. 7-27) can now be explained. At light load, secondary atom- 
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ization at the throttle and the lower manifold pressure would reduce the amoung 
of liquid fuel impinging on the manifold plenum floor. Also, typical manifoig’ 
heating at light load substantially exceeds the heat required to vaporize the fug}' 
completely,*° and manifold floor temperatures are of order 15°C higher than at 
full load. All the above is consistent with less liquid on the floor and none in the’ 
runners at light load, compared to what occurs at full load. At high speed, dr 
sizes produced in the carburetor are much smaller, so impingement on the walig' 
is much reduced. 4 
The fuel flow to each cylinder per cycle is not exactly the same. There is g 3 
geometric variation where fuel is not divided equally among individual cylinders, 3 
There is also a time variation under steady-state engine conditions where the! 
air/fuel ratio in a given cylinder varies cycle-by-cycle.*' Data on time-averaged | 
air/fuel ratios in each cylinder of multicylinder engines show that the extent of | 
the maldistribution varies from engine to engine, and for a particular engine’ 
varies over the load and speed range. Spreads in the equivalence ratio (maximum 3 
to minimum) of about 5 percent of the mean value are typical at light load for 3 
carbureted engines. Largest variations between cylinders usually occur at wide. § 
open throttle. WOT spreads in the equivalence ratio of about 15 percent of the 3 
mean appear to be typical, again for carbureted engines, while spreads as high as @ 
20 to 30 percent are not uncommon at particular speeds for some engines,2>* ; 
Time variations are less well defined; the limited data available suggest they 
could be of comparable magnitude.*? es 
With multipoint port fuel-injection systems, the fuel transport processes 
substantially different and are not well understood. Air-flow phenomena are com- 
parable to those with carbureted or throttle-body injection systems. However, 
manifold design can be optimized for air flow alone since fuel transport from the 
throttle through the manifold is no longer a design constraint. Because the manu- 
facture and operation of individual fuel injectors are not identical, there is still 
some variation in fuel mass injected cylinder-to-cylinder and cycle-to-cycle. Since 
individual cylinder air flows depend on the design of the manifold, whereas the 
amount of fuel injected does not, uniform air distribution is especially important 
with port injection systems. The fuel vaporization and transport processes will 
depend on the duration of injection and the timing of injection pulse(s) relative 
to the intake valve-lift profile. Some of the injected fuel will impinge on the port 
walls, valve stem, and backside of the valve, especially when injection toward & 
closed valve occurs. Backflow of hot residual gases at part-load operation will 
have a substantial effect on fuel vaporization. Compensation for fuel lag during 
transient engine operation is still required; sudden throttle openings are accom . 
panied by a “lean spike” in the mixture delivered to the engine, comparable to 
though smaller than that shown in Fig. 7-28 for a throttle-body fuel-injectos 
system. Thus wall wetting, evaporation off the wall, and liquid flow along 
wall are all likely to be important with port fuel-injection systems also. 4 
With port fuel-injection systems, liquid fuel enters the cylinder and droplets 
are present during intake and compression. Limited measurements have bere 
made of the distribution, size, and number density of these fuel droplets. Dung, 
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take, the droplet number density in the clearance volume increased t 
maximum at the end of injection (the injection lasted from 45 to 153° ATC) and 
then decreased due to evaporation during compression to a very small value at 
the time of ignition. Average droplet size during intake was 10 to 20 um in diam- 
eter; it increased during compression as the smaller drops in the distributi 
evaporated. At the conditions tested, some 10 to 20 percent of the fuel was ‘a 
droplet form at the end of injection. At ignition, the surviving droplets contained 
3 negligible fraction or the fuel. During injection, the distribution of droplets 
oss the clearance volume was i i i 
sro oe ton onten? nonuniform. It became much more uniform with 


PROBLEMS 


1A. The equivalence ratio in a conventional spark-ignition engine varies from no load 
(idle) to full load, at a fixed engine speed, as shown at the top of Fig. P7-1. (By | ad 
is meant the percentage of the maximum brake torque at that speed.) Also shown i 
the variation in total friction (pumping plus mechanical rubbing. plus acces. ory 
friction). Using formats similar to those shown, draw carefully proportioned lita. 
ive graphs of the following parameters versus load (0 to 100 percent): eae 


Combustion efficiency, 7, 

Gross indicated fuel conversion efficiency, 4 hai 

Gross indicated. mean effective pressure, imep, 
Brake mean effective pressure, bmep © , 
Mechanical efficiency, 7,, 


Indicate clearly where the maximum occurs if there is one, and where the value is 


zero or unity or some other obvious value. if a i i 
, ropriate, P ief justificati 
for the shape of the curves you draw. Pere rownde a rif justification 


0 100% 
Total 
fmep 
oF +t 
100% FIGURE P7-1 


owe 


42, : . eae . 
The four-cylinder spark-ignition engine shown in the figure uses an oxygen sensor in 


oat cystem to determine whether the exhaust gas composition is lean or rich 
vraintan jometric point, and a throttle-body injection system with feedback to 
tne gine operation close to stoichiometric. However, 
. y etween a change in the fuel/air ratio at the injector locat 
of that change by the sensor (corresponding to the flow time 
and the sensor), the control system shown results in oscillati 
about the stoichiometric point. 


( ) Estimate the avera; i J T the se: 
a ge flow time between the injecto and i 
/ * 4 h nsor at an engine 


Since there is a time 
ion and the detection 
between the injector 
ons in fuel/air ratio 


322 


73. 


INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


(b) The sensor and control unit provide a voltage V of + V, volts when the fuel/aig' 
equivalence ratio ¢ is less than one and a voltage of — V, volts when ¢ is greater 
than one. The feedback injection system provides a fuel/air ratio (F/A) given by 4 


F F 
(5) rs (F)_¢ wren 


where t is the time (in seconds) after the voltage signal last changed sign, ' 
(F/A), <0 is the fuel/air ratio at the injector at t = 0, and C is a constant. Develop ° 
carefully proportioned quantitative sketches of the variation in the fuel/air ratig 
at the injector and at the exhaust sensor, with time, showing the phase relation 
between the two curves. Explain briefly how you developed these graphs. 

(c) Find the value of the constant C, in volts” -seconds~' (the feedback system 
gain), such that (F/A) variations about the stoichiometric value do not exceed i 


+10 percent for V, = 1 V. 
unit 


k 
Sensor 


Engine 


Intake manifold, 
3 cm diam Exhaust manifold, 


3 cm diam 


Fuel 


Vz = 500 cm3 
per cylinder 


Feedback 
injector 


FIGURE P7-2 


In many spark-ignition engines, liquid fuel is added to the inlet air upstream of the 
inlet manifold above the throttle. The inlet manifold is heated to ensure that under 
steady-state conditions the fuel is vaporized before the mixture enters the cylinder. : 
(a) At normal wide-open throttle operating conditions, in a four-stroke cycle E 
1.6-dm? displacement four-cylinder engine, at 2500 rev/min, the temperature of = 
the air entering the carburetor is 40°C. The heat of vaporization of the fuel is & 
350 kJ/kg and the rate of heat transfer to the intake-mixture is 1.4 kW. Estimate 2 
the temperature of the inlet mixture as it passes through the inlet valve, assuming S 
that the fuel is fully vaporized. The volumetric efficiency is 0.85. The air density 8 
1.06 kg/m? and c, for air is 1 kJ/kg-K. You may neglect the effects of the heat 
capacity of the liquid and vapor fuel. ; 
(b) With port electronic fuel-injection systems, the fuel is injected directly into the : 
intake port. The intake manifold is no longer heated. However, the fuel is only + 
partly vaporized prior to entering the cylinder. Estimate the mixture.temperature 
as it passes through the inlet valve with the EFI system, assuming that the ar = 
temperature entering the intake manifold is still 40°C and 50 percent of the fuel s z 
vaporized. ? ss Z 
Estimate the ratio of the maximum indicated power obtained at these conditions = 
with this engine with a carburetor, to the maximum power obtained with port 
fuel injection. Assume that the inlet valve is the dominant restriction in the flow 
into the engine and that the pressure ratio across the inlet valve is the same for 
both carbureted and port-injection fueled engines. The intake mixture pressure 
and equivalence ratio remain the same in both these cases. 


(c 
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74 Port fuel-injection systems are replacing carburetors in automobile spark-ignition 
engines. List the major advantages and any disadvantages of fuel metering with port 
fuel injection relative to carburetion. : 


78 With multipoint port fuel injection and single-point injection systems, the fuel flow 
rate is controlled by the injection pulse duration. If each injector operates contin- 
uously at the maximum rated power point (wide-open throttle, A/F = 12, 5500 
rev/min) of an automobile spark-ignition engine, estimate approximately the injec- 
tion pulse duration (in crank angle degrees) for the same engine at idle. Idle condi- 
tions are: 700 rev/min, 0.3 atm inlet manifold pressure, stoichiometric-mixture. 


7.6. The fuel-air cycle results indicate that the maximum imep is obtained with gasoline- 
ait mixtures at equivalence ratios of about 1.0. In practice, the maximum wide-open 
throttle power of a spark-ignition engine at a given speed is obtained with an air/fuel 
ratio of about 12. The vaporization of the additional gasoline lowers the temperature 
of the inlet air and the richer mixture has a lower ratio of specific heats y, during 
compression. Estimate approximately the change in mixture temperature due to 
vaporization of the additional fuel used to decrease A/F from 14.6 (an equivalence 
ratio of 1.0) to 12.2 in the intake system, and the combined effect of vaporization and 
lower y, on the unburned mixture temperature at WOT. when the cylinder pressure 
is at a peak of 40 atm. (The principal effect of the richer mixture is its: impact on 
knock. 


7.7, (a) Plot dimensionless throttle plate open area 4A,,/(mD2) as a function of throttle 
plate angle y. Assume = 10°, D (throttle bore diameter) = 57 mm, d (throttle 
shaft diameter) = 10.4 mm. What is the throttle plate area? 

(b) Estimate the average velocity of the air flowing through the throttle plate open 
area for y = 26° at 3000 rev/min and w = 36° at 2000 rev/min. Use the relation- 
ship between w, engine speed, and inlet manifold pressure given in Fig. 7-22. 
Assume a discharge coefficient Cp = 0.8. 

(c) For the throttle of part (a), estimate and plot the total force on the throttle plate 
and shaft, and the force parallel and perpendicular to the throttle bore axis (ie., 
in the mean flow direction and normal to that direction) as a function of throttle 
angle at 2000 rev/min. Again use Fig. 7-22 for the relationship between y and 
inlet manifold pressure. 


78. For the engine and intake manifold shown in Fig. 7-23, estimate the ratio of the 
intake manifold runner cross-sectional area to (xB?/4), the ratio of the length of the 
flow path from the intake manifold entrance to the inlet valve seat to the bore, the 
ratio of the volume of each inlet port to each cylinder’s displaced volume, and the 
ratio of the volume of each intake manifold runner to each cylinder’s displaced 
volume. The cylinder bore is 89 mm. 
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CYLINDER | 


Gas motion within the engine cylinder is one of the major factors that controls 
the combustion process in spark-ignition engines and the fuel-air mixing and 
combustion processes in diesel engines. It also has a significant impact on heat 
transfer. Both the bulk gas motion and the turbulence characteristics of the flow 
are important. The initial in-cylinder flow pattern is set up by the intake process. 
It may then be substantially modified during compression. This chapter reviews 
the important features of gas motion within the cylinder set up by flows into and 
out of the cylinder through valves or ports, and by the motion of the piston. 


81 INTAKE JET FLOW 


The engine intake process governs many important aspects of the flow within the 
cylinder. In four-stroke cycle engines, the inlet valve is the minimum area for the 


flow (see Sec. 6.3) so gas velocities at the valve are the highest velocities set Up 4 


during the intake process. The gas issues from the valve opening into the cylinder 
as a conical jet and the radial and axial velocities in the jet are about 10 times the 
mean piston speed. Figure 8-1 shows the radial and axial velocity components 
close to the valve exit, measured during the intake process, in a motored m 


engine with transparent walls and single valve located on the cylinder axis, using : 
laser doppler anemometry (see next section).' The jet separates from the valve 
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FIGURE 8-1 

Radial mean velocity b, and root mean square (rms) velocity fluctuations v;, at the valve exit plane, 
and axial mean velocity 0, and rms velocity fluctuation x, 15 mm below the cylinder head, at 36° ATC 
in model engine operated at 200 rev/min. Valve lift = 6 mm. Velocities normalized by mean piston 


speed.! 


seat and lip, producing shear layers with large velocity gradients which generate 
turbulence. This separation of the jet sets up recirculation regions beneath the 
valve head and in the corner between the cylinder wall and cylinder head. 

The motion of the intake jet within the cylinder is shown in the schlieren 
photographs in Fig. 8-2 taken in a transparent engine. This engine had a square 
cross-section cylinder made up of two quartz walls and two stee! walls, to permit 
¢asy optical access. The schlieren technique makes regions with density gradients 
in the flow show up as lighter or darker regions on the film.? The engine was 
throttled to one-half an atmosphere intake pressure, so the jet starts after the 
ae stroke has commenced, at 35° ATC, following backflow of residual into 
the intake manifold. The front of the intake jet can be seen propagating from the 
oes to the cylinder wall at several times the mean piston speed. Once the jet 
fe a a wall (@ > 41° ATC), the wall deflects the major portion of the jet 
i War toward the piston; however, a substantial fraction flows upward 

ward the cylinder head. The highly turbulent nature of the jet is evident. 
es The interaction of the intake jet with the wall produces large-scale rotating 
W patterns within the cylinder volume. These are easiest to visualize where the 


gine geometry has been simplified so the flow is axisymmetric. The photograph 
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of the intake generated flow in a thin illuminated plane through the cylind . 
The streaks are records of the paths of tracer particles in the Roa da sire 
period the alert shutter is open. The bulk of the cylinder as the pi ee Sad 
down is filled with a large ring vortex, whose center moves d piston moves 
remains about halfway between the piston and the head. The u ownward and 
cylinder contains a smaller vortex, rotating in the opposite deci i ee of the 
tices persist until about the end of the intake stroke, when th n. These vor- 
and break up.3 i ey became unstable 
With inlet valve location and inle : 
engine practice, the intake generated ioe se Beene kei series 
sence of large-scale rotating flow patterns can still be sient) the pre- 
shows the effect of off-axis valve location (with the flow into the valy. ree 8-4a 
lel to the cylinder and valve axis). During the first half of the inlet str ke me 
a flow pattern similar in character to that in Fig. 8-3 is evident. Th ae ope 
now displaced to one side, however, and the planes of their ae xt meas oe 
no longer perpendicular to the cylinder axis but are tipped at an a pana are 
vortices become unstable and break up earlier in the intake siekaths esi 
case with the axisymmetric flow.* With an offset valve and a nor li ae 
configuration which turns the flow through 50 to 70° (see Fig Pati nee 
: , s 


(a) 30° (b) 35° {c) 36° 


(a) 39° (e) 41° (f) 70° 


FIGURE 8-2 
Sequence of schlieren photographs of intake jet as it develops during intake stroke. Numbers are 


crank angle degrees after TC. 


in Fig. 8-3 of a water analog of an engine intake flow was taken in a transparent 
d piston. The valve is located in the center of the 


mode! of an engine cylinder an 
cylinder head, and the flow into the valve is along the cylinder axis. The experi: 
mental parameters have been scaled so that the appropriate dimensionless 3 


numbers which govern the flow, the Reynolds and Strouhal numbers, were main- =; 
tained equal to typical engine values. The photograph shows the major features «. 


“pegs MGE 
Sk NS iH i.) 
A weap Veo 


(a) () 


SGURE 8-4 
ketches from: ( 
: (a) streak photographs of i i i 
ee ; > in-cylinder intake generated i i 
ei a aetaahee with mio inlet valve, at 90° ATC;? (6) EAL pepted = rae 
; im below cylinder head, with i ereonere 
ene pie Vici cae intake port and valve geometry shown, with steady 


FIGURE 8-3 
Large-scale rotating flow patter® 
set up within the cylinder by the 
intake jet. Photograph of st 
lines in water flow into ™ 
engine with axisymmetric valve. 
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i jametral plane show an additional large-scale rotation 3 
ts Perr aes a eee observed in a water-flow model of the cylin. § 
ae in a plane 30 mm (one-third of the bore) from the cylinder head, with 03 
standard inlet port design. The direction of flow with this vortex ae is toward : 
the left across the center of the cylinder. This flow pattern aay fens the 
cylinder wall closest to the valve impedes the flow out of the i ve na orces the § 
flow on either side of the plane passing through the valve and cylin mf axes to 
circulate around the cylinder in opposite directions. The upper eras ollows the ; 
flow direction of the port and becomes larger still as the valve li t increases. The j 
details of this aspect of the intake flow depend on the at oe yells stem i 
orientation, and the valve lift.* With suitable port and/or cy ie “a en pice : 
is possible to develop a single vortex flow within the bulk of t = i oe 
roduction and characteristics of such “swirling flows are reviewed in Sec. 83. 
p In summary, the jet-like character of the intake flow, interacting with the ; 
cylinder walls and moving piston, creates large-scale rotating flow a ae 
the cylinder. The details of these flows are strongly dependent on oo Por 
valve, and cylinder head geometry. These flows appear car uns a is = 4 
during the intake or the compression process, and brea own nea = 
dimensional turbulent motions. Recirculating flows of this type a ee 
tive to small variations in the flow: hence there are probably s : 


cycle-by-cycle flow variations.° 


8.2 MEAN VELOCITY AND © 
TURBULENCE CHARACTERISTICS 


8.2.1 Definitions 


The flow processes in the engine cylinder are turbulent. 7 een wae = 
ixi l times greater than the rates due 
rates of transfer and mixing are severa ee eae 
iffusi i “ diffusion” results from the local fluc 
ular diffusion. This turbulent “ di pene 
i tes of momentum and heat and m ! 
flow field. It leads to increased ra’ im and he rte nee 
i i i tion of spark-ignition and die 
nd is essential to the satisfactory operatic ‘aia 
Turbulent flows are always dissipative. Viscous antes ine epee os dee 
i ie fluic ich increases its internal energy at the : 
tion work on the fivid whic Stas 
turbulence kinetic energy. So energy is required to aga ei 
i i lence decays. A common source 0 C - 
energy is supplied, turbu ps Se at 
i i i i ow. Turbulence is rota 
Jocity fluctuations is shear in the mean ule : fe 
Gace by high fluctuating vorticity: these ere fluctuations ¢ 
ist i i i three dimensional. ine 
rsist if the velocity fluctuations are 2 
az The character of a turbulent flow depends on its een oe . a 
i involves a complicated combination of turbu nib 
cylinder, the flow invo pases eeipete 
i i i layers. The flow is. unsteady 
recirculating regions, and boundary issue 
i -( tions. Both large-scale and small- 
substantial cycle-to-cycle fluctua : 
motions are important factors governing the overall behavior of the oe a, 
An important characteristic of a turbulent flow is its irregula 
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domness. Statistical methods are therefore used to define such a flow field. The 
quantities normally used are: the mean velocity, the fluctuating velocity about 
the mean, and several length and time scales. In a steady turbulent flow situation, 
the instantaneous local fluid velocity-U (in a specific direction) is written: 


‘ U(t) = U + u(t) 


(8.1) 
For steady flow, the mean velocity U is the time average of U(t): 
es 1 fy be 
U = lim - [ U(t) dt (8.2) 
t~ 00 to ° 


The fluctuating velocity component u is defined by its root mean square value, 
the turbulence intensity, u’: 


1 tote 1/2 
uv = lim € [ u? a) 
to T to 


1 tot: ~ = : 1/2 
u’ = lim E [ (U2 ~ 0?) a] 
tro Lt to 


since the time average of (uU/) is zero. | 


In engines, the application of these turbulence concepts is complicated by 
the fact that the flow pattem changes during the engine cycle. Also, while the 
overall features of the flow repeat each cycle, the details do not because the mean 
flow can vary significantly from one engine cycle to the next. There are both 
cycle-to-cycle variations in the mean or bulk flow at any point in the cycle, as 
well as turbulent fluctuations about that specific cycle’s mean flow. 

One approach used in quasi-periodic flows such as that which occurs-in the 
engine cylinder is ensemble-averaging or phase-averaging. Usually, 
surements are made over many engine cycles, and over a range of 


The instantaneous velocity at a specific crank angle position @ in 
cycle ican be written as 


(8.3a) 


Alternatively, 


(8.3b) 


velocity mea- 
crank angles. 
a particular 


U(O, i) = U(6, i) + u(@, i) (8.4) 


The ensemble- or phase-averaged velocity, U(9), is defined as the average of 
Values at a specific phase or crank angle in the basic cycle. Figure 8-5 shows this 


. 4PProach applied schematically to the velocity variation during a two-stroke 


engine cycle, with small and large cycle-to-cycle variations. The ensemble- 
Averaged velocity is the average over a large number of measurements taken at 
the same crank angle (two such points are indicated by dots): 


Ne 
Dea) = a 2 U(O, i) (8.5) 


Where N, is the number of cycles for which data are available. By repeating this 
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+ (a) Low cycle-to-cycle variation 


Instantaneous 


Velocity 


Instantaneous 


Velocity 


Ensemble average 


RE 8-5 : re, Pi ; ; 
ae of velocity variation with crank angle at a fixed location in the cylinder during two con 


secutive cycles of an engine. Dots indicate measurements of instantaneous velocity at the seaarian 
angle. Ensemble- or phase-averaged velocity obtained by averaging hed : large hea a iat 
} i ine. Top graph: low cycle-to-cycle flow vari 2 
measurements shown as solid smooth line age a 
indivi i ble-averaged velocity are closely compara e. B 
individual-cycle mean velocity and ensem averé ; : Ries 
iati le mean velocity (dotted line) is 
: cycle-to-cycle variations. Here the individual-cyc 2 : s 
So teenie eed mean by U. The turbulent fluctuation u is then defined in relation to the 


individual-cycle mean.* 


process at many crank angle locations, the ensemble-averaged velocity profile 

over the complete cycle is obtained. — ‘“ 
The ensemble-averaged mean velocity is only a function of geal pa 

since the cyclic variation has been averaged out. The difference between asia 

velocity in a particular cycle and the ensemble-averaged mean velocity 0 

cycles is defined as the cycle-by-cycle variation in mean velocity: 


U(6, i) = UO, i) — Uga(O) (8:6) 


. Po. con 
Thus the instantaneous velocity, given by Eq. (8.4), can be split into three : 


an 


ponents:’ 
U(6, i) = Ug,(O) + U(6, i) + U9, i) 
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FIGURE 8-6 
Schematic of jet created by flow through the intake 
valve indicating its turbulent structure.>: © 


Figure 8-5 illustrates this breakdown of the instantaneous Velocity. into an 
ensemble-averaged component, an individual-cycle mean velocity, and a com- 
ponent which randomly fluctuates in time at a particular point in space in a 
single cycle. This last component is the conventional definition of the turbulent 
velocity fluctuation. Whether this differs significantly from the fluctuations about 
the ensemble-averaged velocity depends on. whether the cycle-to-cycle fluctua- 
tions are small or large. The figure indicates these two extremes. f 

In turbulent flows, a number of length scales exist that characterize different 
aspects of the flow behavior. The largest eddies in the flow are limited in size by 
the system boundaries. The smallest scales of the turbulent motion are limited by 
molecular diffusion. The important length scales are illustrated by the schematic 
of the jet issuing into the cylinder from the intake valve in Fig. 8-6. The eddies 
responsible for most of the turbulence production during intake are the large 
eddies in the conical inlet jet flow. These are roughly equal in size to the local jet 
thickness. This scale is called the integral scale, |,: it is a measure of the largest 
scale structure of the flow field. Velocity measurements made at two points 
separated by a distance x significantly less than I, will correlate with each other; 
with x >J1,, no correlation will exist. The integral length scale is, therefore, 
defined as the integral of the autocorrelation coefficient of the fluctuating velocity 
at two adjacent points in the flow with‘respect to the variable distance between 


Ee See Sy + 


* There is considerable debate as to whether the fluctuating components of the velocity U(8, i) defined 
by Eq. (8.7) (cycle fluctuations in the mean velocity and fluctuations in time about the individual cycle 
Mean) are Physically distinct phenomena. The high-frequency fluctuations in velocity are often defined 
4s “turbulence.” The low-frequency fluctuations are generally attributed to the variations in the mean 
flow between individual cycles, a phenomenon that is well established. Whether this distinction is 
valid has yet to be resolved. 
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FIGURE 8-7 q F 
Spatial velocity autocorrelation R, as a function of 
x, defining the integral length scale 1, and the § 
micro length scale Iy,.° 


‘the points, as shown in Fig. 8-7: Le. 
@ 
L= { R,, dx 
‘0 
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This technique for determining the integral scale de bated pa pein eatin aah a 
i ifficulty of applying such a tec’ 
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ne the integral time scale, t;. The in sale | | 
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time: 
t= { R, at (8.94) 
0 
where 
oot u(to)ults + t) (8.90) 
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iti ulence 
and N,, is the number of measurements. Under conditions aay pananlaa me 
iy servation point without significan 
ttern is convected past the observa clad 
a turbulence is relatively weak, the integral length and time scales ar 
by ; 
l ; io Ut, 


i f the tims 
In flows where the large-scale structures are convected, t,isa pure Ha 
it takes a large eddy to pass a point. In flows withost mean motion, sae 
time scale is an indication of the lifetime of an eddy.” wenn and 
Superposed on this large-scale flow is a range Saremar a 
i i f larger eddies. mallet 
size, fed by the continual breakdown o sore fk 
re more rapidly to changes in local flow pattern, they are 


per unit mass in the large-scale eddies is proportional to u’? 
substantial fraction of this 


situation the rate of energy 


budget can be used to relate I, and 1,,:6 
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to be isotropic (have no preferred direction) than are the large eddies, and have a 
structure like that of other turbulent flows. The dissipation of turbulence energy 
takes place in the smallest structures. At this smallest scale of the turbulent 
motion, called the Kolmogorov scale, molecular viscosity acts to dissipate small- 
scale kinetic energy into heat. If ¢ is the energy dissipation rate per unit mass and 
rthe kinematic viscosity, Kolmogorov length and time scales are defined by 


y> 1/4 y 1/2 
m-(F)" x-(? 


The Kolmogorov length scale indicates the size of the smallest eddies. The 
Kolmogorov time scale characterizes the momentum-diffusion of these smallest 
structures. 

A third scale is useful in characterizing a turbulent flow. It is called the 
microscale (or Taylor microscale). The micro length scale ly is defined by relating 
the fluctuating strain rate of the turbulent flow field to the turbulence intensity: 


(8.11) 


ou 

ax lin 

It can be determined from the curvature of the spatial correlation curve at the 

origin, as shown in Fig. 8-7.5-© More commonly, the micro time scale Tx is deter- 
mined from the temporal autocorrelation function of Eq. (8.9): 


(8.12) 
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Sake ere 
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For turbulence which is homogeneous (has no spatial gradients 


) and is isotropic 
(has no preferred direction), 


the microscales |, and t,, are related by 

ly = Uty (8.13) 
ulent kinetic energy 
. Large eddies lose a 
energy in one “turnover” time i,/u’. In an equilibrium 
supply equals the rate of dissipation: 


These different scales are related as follows. The turb 
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é ~ La 
Thus, 
U -3/4 
a Pw (4) = Re; 3/4 (8.14) 
T 


where Re, is the turbulent Reynolds number, u'l,/v. 


Within the restrictions of homogeneous and isotropic turbulence, an energy 


Au? _ 15vu’? 
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where A is a constant of order 1. Thus, - a 
Iy  (15\¥2_ 4 
M™o( =1/2 
L (*) R B19) 


These restrictions are not usually satisfied within the engine cylinder during 
intake. They are approximately satisfied at the end of compression. ‘ 


8.2.2 Application to Engine Velocity Data 


As has been explained above, it is necessary to analyze velocity data on an indj. 4 
vidual cycle basis as well as using ensemble-averaging techniques. The basic defi. 3 
nitions for obtaining velocities which characterize the flow will now be developed, 4 
The ensemble-averaged velocity U,, has already been defined by Eq. (8.5). The 4 
ensemble-averaged fluctuation intensity up, p, is given by a 

2 


r Ne 1} 1 Ne - _ 1/2 
ur, ea(O) = 1 ye, ar = ie + We, 0 - 0.4071} 


It includes all fluctuations about the ensemble-averaged mean velocity. Ee 

Use of Eqs. (8.5) and (8.16) requires values for U and u at each specific g 4 
crank angle under consideration. While some measurement techniques (¢.g., hot- et 
wire anemometry) provide this, the preferred velocity measurement method (laser 4 
doppler anemometry) provides an intermittent signal. With laser doppler ane- iB | 
mometry (LDA), interference fringes are produced within the small volume 3 
created by the intersection of two laser beams within the flow field. When a small 
particle passes through this volume, it scatters light at a frequency proportional 3 
to the particle velocity. By seeding the flow with particles small enough to be : 
carried without slip by the flow and collecting this scattered light, the flow veloc: ; 
ity is determined.? A signal is only produced when a particle moves through the 
measurement volume; thus one collects data as velocity crank angle pairs. It is - 
necessary, therefore, to perform the ensemble-averaging over a finite crank angle 
window A@ around the specific crank angle of interest, 6. The ensemble-averaged 
velocity equation becomes 


~ - 1% & . Ad 
Veal) = > yi U;,, {ox%) 


ti=i j= 


(8.17) : 


where N, is the number of velocity measurements recorded in the window during 
the ith cycle, N, is the number of cycles, and N, is the total number of measure 
ments.t The corresponding equation for the ensemble-averaged root mean square 3 


alled crank 


+ This need to ensemble-average over a finite crank angle window introduces an error ¢ he 
on ht 


angle broadening, due to change in the mean velocity across the window. This error depends 
velocity gradient, and can be made negligibly small by suitable choice of window size.?-'! 
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selocity fluctuation is 
is ¥ ~ A@\]?)12 
© Ea(O) = 4 — A6 
ur, ca(9) \t 2 » [+4 + 5 | i (8.18) 
where 
4, ) >= U,,- Ug, (8.19) 


As has already been explained, this definition of fluctuation intensity [the 
ensemble-averaged rms velocity fluctuation, Eq. (8.18)] includes cyclic variations 
in the mean flow as well as the turbulent fluctuations about each cycle’s mean 
flow.’ It is necessary to determine the mean and fluctuating velocities on an 
individual-cycle basis to characterize the flow field more completely. The critical 
pact of this process is defining the mean velocity at a specific crank angle (or 
within a small window centered about that crank angle) in each cycle. Several 
methods have been used to determine this individual-cycle mean velocity (e.g. 
moving window, low-pass filtering, data smoothing, conditional sampling; see 
Ref. 7 for a summary). A high data rate is required. 

In this individual-cycle velocity analysis the individual-cycle time-averaged 
or mean velocity U(0, i) is first determined.”-12 The ensemble average of this 
mean velocity 


> mi & Wf, , Ab 
U =~ —,1 
ea(9) N. >» a(a +5 .i) (8.20) 
is identical to the ensemble-averaged value given by. Eq. (8.17). The root mean 
square fluctuation in individual-cycle mean velocity can then be determined from 
. 1 Ne _f- A@é . 7 _ fz) 4/2 
Upus(4) ={t x [a(a t>: i) - 046)| } (8.21) 


e i=l 


This indicates the magnitude of the cyclic fluctuations in the mean motion. The 
instantaneous velocity fluctuation from the mean velocity, within a specified 
window Ad at a particular crank angle 6, is obtained from Eq. (8.4). This instan- 
out. velocity fluctuation is ensemble-averaged, because it varies substantially 

e-by-cycle and because the amount of data is usually insuffici i i 

~by-c} icien - 
able individual-cycle results: , ‘0 give ret 


- Ne 
thf ota) of) 


This quantity is the ensemble-averaged turbulence intensity. 

the e neveral aifierent techniques have been used to measure gas velocities within 

techninns wae ler (see Refs. 13 and 14 for brief reviews and references). The 

mom q A ich provides most complete and accurate data is laser doppler ane- 
¢try.” Sample results obtained with this technique will now be reviewed to 


(8.22) 
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i j of the in-cylinder gas motion. The available resuigg’ 
ee ee ii ae since fie have been obtained in special engines 
ae ie pac and flow have been modified to make the experiments and 
their interpretation easier. Also, the flow within the aac et ain 
in nature. It takes measurements at many points within t . he and the use 
of a flow visualization technique to characterize the flow a es el - q 
Figure 8-8 shows ensemble-averaged velocities throug ieee gine cycte' 
asurement locations in a special L-head engine designed to generate aj 

iting fl ithin the cylinder. The engine was motored at 300 rev/min, giving’ 
opens of 0.76 m/s. Figure 8-8b shows the mean velocity in the path 
e flow within the clearance volume, in the swirl direction, 4 
High velocities are generated during the intake ee oe be Sapa =< 
then decreasing in response to the piston motion (see Fig. 2- iA ria ee! 
ression stroke, the velocity continues to decrease but at a mu ’ : - This 3 
i tored engine cycle. A comparison of intake and compression velocities | 
ad equivalent firing cycle showed close agreement. The expansion and 3 


at 
swirling flow 
a mean pisto 
of the swirling intak 


(a) 


20 
_ ana 
: | 
10 
ay : 
37 3 
§ ol § 0 
§ 10 g 
=" 
3 mae 540 720 
180 3600 ; 
me: 340 720 2 
? pa ee sees Exhaust Intake Compression Exhaust Expanst 
Intake Comp 


Crank angle, deg 
Crank angle, deg 


(c) 
(b) 


i a -head engine: 
; ee velocities throughout the engine cycle in motored four-stroke L 


> Pp’ . hi i Ww) a nt locations a 
i i iematic sho ing me: sureme: 

rev/min, mean iston speed 0.76 m/s. (a) Engine se. : : zo 

ity isa (b) velocity atb in intake flow path, () velocity atcon cylinder axis. 


CHARGE MOTION WITHIN THE CYLINDER 339 


— Smoothed ensemble 
--- Cycle by cycle b 


—— Smoothed ensemble 
--- Cycle by cycle c 


ve 


: v1 
720 360 


Turbulence or rms velocity fluctuation, m/s 


Cryetralnnies ws rene wmtem trp Wen testzeee ams. @ 
- 


9% 180 360 540 0 180 540 720 
Intake Compression Expansion Exhaust Intake Compression Expansion Exhaust 
Crank angle, deg Crank angle, deg 
(a) (6) 
FIGURE 8-9 


tnvemble-averaged rms velocity fluctuation and ensemble-averaged individual-cycle turbulence inten- 
uty as a function of crank angle: (a) at location b in Fig. 8-8a; (b) at location cin Fig. 8-80.21 


exhaust stroke velocities are not typical of firing engine behavior, however.t 
Figure 8-8c shows the mean velocity in the clearance volume in the same direc- 
tion but on the cylinder axis. At this location, positive and negative flow veloc- 
ities were measured. Since this location is out of the path of the intake generated 
flow, velocities during the intake stroke are much lower. The nonhomogeneous 
character of this particular ensemble-mean flow is evident. 

Figure 8-9 shows the ensemble-averaged rms velocity fluctuation (which 
includes contributions from cycle-by-cycle variations in the mean flow and 
turbulence) and the ensemble-averaged individual-cycle turbulence intensity at 
these same two locations and directions. The difference between the two curves in 
each graph is an indication of the cycle-by-cycle variation in the mean flow {see 
£4. (8.7)]. During the intake process, within the directed intake flow pattern, the 
cycle-by-cycle variation in the mean flow is small in comparison to the high 
turbulence levels created by the intake flow. Outside this directed flow region, 
again during intake, this cycle-by-cycle contribution is more significant relative to 
the turbulence. During compression, the cycle-by-cycle mean flow variation is 
comparable in magnitude to the ensemble-averaged turbulence intensity. It is 
therefore highly significant. 

Two important questions regarding the turbulence in the engine cylinder 
ate whether it is homogeneous (i.e., uniform) and whether it is isotropic (i.e., 
independent of direction). The data already presented in Figs. 8-8 and 8-9 show 
that during intake the flow is far from homogeneous. Nor is it isotropic.!! 


oe a ee 


* The increase in velocity when the exhaust valve opens is due to the flow of gas into the cylinder 
use. due primarily to heat losses, the cylinder pressure is then below 1 atm. 
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it i character of the turbulence at the end of the compr 

mrocess that is most important: that is what controls the fuel-air mixing | nd 
burning rates. Only limited data are available which relate to these questiong 
With open disc-shaped combustion chambers, measurements at different locas 
tions in the clearance volume around TC at the end of compression show " 
turbulence intensity to be relatively homogeneous. In the absence 7 an intake! 
generated swirling flow, the turbulence intensity was also essentially isotropig] 
near TC.'© These specific results support the more general conclusion that the 
inlet boundary conditions play the dominant role in the generation of the meag | 
flow and turbulence fields during the intake stroke. However, in the absence of 
swirl, this intake generated flow structure has almost disappeared by the time the’ 
compression process commences. The turbulence levels follow this trend in the | 
mean flow, with the rapid decay process lasting until intake valve closing. Later 7 
in the compression process the turbulence becomes essentially homogeneous. : 

When a swirling flow is generated during intake, an almost Solid-body ; 
rotating flow develops which remains stable for much Jonger than the inlet jet: 
generated rotating flows illustrated in Fig. 8-3. With simple disc-s aped chen ’ 
bers, the turbulence still appears to become almost homogeneous *t the are 
compression. With swirl and bowl-in-piston geometry chambers, however, : 

i lex (see Sec. 8.3). ‘a 
no Stee theoush the intake valve or port is responsible for many rane 
-of the in-cylinder motion. The flow velocity through the valve is ree 20) t 1 
the piston speed [see Eq. (6.10) for pseudo valve flow velocity, an q. ‘ ) ay 
would be expected therefore that in-cylinder flow velocities at d “ a ; 
speeds would scale with mean piston speed [Eq. (2.11)). oa ote no 
ensemble-averaged mean and rms velocity fluctuations, normal n y he me | 
piston speed through the cycle at three different engine speeds. T . mes bth F 
location is in the path of the intake generated swirling flow (Pomt in Pe le 
All the curves have approximately the same shape and magnitude, indi g 
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E 8-10 ; ; 
Eeceabi-averaged mean and rms velocity fluctuations, normalized by mean 


: an tl 
out the engine cycle for three engine speeds. Location b in Fig. 8-8a. 
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Mean piston speed, m/s 
FIGURE 8-11 / 


Individual-cycle turbulence intensity u,., (OX) and ensemble-averaged rms fluctuation velocity 
(remaining symbols) at TC at the end of compression, for a number of different flow configurations 
and chamber geometries as a function of mean piston speed.!® Two data sets for two-stroke ported 
engines. Four data sets with intake generated swirl. 


appropriateness of this velocity scaling.t Other results support this conclusion, 
though in the absence of an ordered mean motion such as swirl when the 
ensemble-averaged mean velocities at the end of compression are low, this scaling 
-for the mean velocity does not always hold.'® Figure 8-11 shows a compilation of 
ensemble-averaged rms fluctuation velocity or ensemble-averaged individual- 
cycle turbulence intensity results at TC at the end of compression, from 13 differ- 
ent flow configurations and combustion chamber geometries. Two of these sets of 
tesults are from two-stroke cycle ported configurations. The measured fluctuating 
velocities or turbulence intensities are plotted against mean piston speed. The 
linear relationship holds well. There is a substantial variation in the proportion- 

ality constant, in part because in most of these studies (identified in the figure) the 

énsemble-averaged rms fluctuation velocity was the quantity measured. Since this 

includes the cycle-by-cycle fluctuation in the mean velocity, it is larger (by up to a 
factor of 2) than the average turbulence intensity up, 

A consensus conclusion is emerging from these studies that the turbulence 

sity at top-center, with open combustion chambers in the absence of swirl, 
48. a maximum value equal to about half the mean piston speed:!®- 18 


uy, pa(TC) = 0.55, 


inten 


(8.23) 


ee 


' Note that because of the valve and combustion chamber of this particular engine, the ratio of U to 
» 8 higher than is typical of normal engine geometries. 
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The available data show that the turbulence intensity at TC with swirl is usuay 
higher than without swirl’® (see the four data sets with swirl in Fig. 8-11), Some’ 
data, however, indicate that the rms fluctuation intensity with swirl May be’ 
lower.'® The ensemble-averaged cyclic variation in individual-cycle mean velocity 3 
at the end of compression also scales with mean piston speed. This quantity can | 
be comparable in magnitude to the turbulence intensity. It usually decreases 
when a swirling flow is generated within the cylinder during the intake 4 
process.!!; 16 q 
During the compression stroke, and also during combustion while the 3 
cylinder pressure continues to rise, the unburned mixture is compressed. Turby. % 
lent flow properties are changed significantly by the large and rapidly imposed Se 
distortions that result from this compression. Such distortions, in the absence of ae 
dissipation, would conserve the angular momentum of the flow: rapid compres. “S 
sion would lead to an increase in vorticity and turbulence intensity. There is 
evidence that, with certain types of in-cylinder flow pattern, an increase in turbu- 
lence intensity resulting from piston motion and combustion does occur toward “e 
the end of the compression process. The compression of large-scale rotating flows 
can cause this increase due. to the increasing angular velocity required to con. 2 
serve angular momentum resulting in a growth in turbulence generation by @- 
shear.'? = 

Limited results are available which characterize the turbulence time and 
length scales in automobile engine flows. During the intake process, the integral 
length scale is of the order of the intake jet diameter, which is of the order of the 
valve lift (¢10 mm in automobile-size engines). During compression the flow 
relaxes to the shape of the combusion chamber. The integral time scale at the end 
of compression decreases with increasing engine speed. It is of order 1 ms at 
engine speeds of about 1000 rev/min. The integral length scale at the end of 
compression is believed to scale with the clearance height and varies little with 
engine speed. It decreases as the piston approaches TC to about 2mm 
(0.2 x clearance. height). The micro time scale at the end of compression is of 
order 0.1 ms at 1000 rev/min, and decreases as engine speed increases (again in 
automobile-size engine cylinders). Micro length scales are of order 1 mm at the 
end of compression and vary little with engine speed. Kolmogorov length scales 
at the end of compression are of order 107? mm.®: 2 2! 


# 
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8.3 SWIRL 


Swirl is usually defined as organized rotation of the charge about the cylinder ~~ 
axis. Swirl is created by bringing the intake flow into the cylinder with an initial 
angular momentum. While some decay in swirl due to friction occurs during the 
engine cycle, intake generated swirl usually persists through the compression — 
combustion, and expansion processes. In engine designs with bowl-in-pistoa —; 
combustion chambers, the rotational motion set up during intake is substantially - 
modified during compression. Swirl is used in diesels and some stratified-chargt - 
engine concepts to promote more rapid mixing between the inducted air charge - 
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and the injected fuel. Swirl is also used to-speed up the combustion process in 
spark-ignition engines. In two-stroke engines it is used to improve scavenging. In 
some designs of prechamber engines, organized rotation about the prechamber 
atis is also called swirl. In prechamber engines where swirl within the precom- 
bustion chamber is important, the flow into the prechamber during the compres- — 
sion process creates the rotating flow. Prechamber flows are discussed in Sec. 8.5. 


83.1 Swirl Measurement 


The nature of the swirling flow in an actual operating engine is extremely difficult 
to determine. Accordingly, steady flow tests are often used to characterize the 
swirl. Air is blown steadily through the inlet port and valve assembly in the 
cylinder head into an appropriately located equivalent of the cylinder. A common 
technique for characterizing the swirl within the cylinder has been to use a light 
paddle wheel, pivoted on the cylinder centerline (with low friction bearings) 
mounted between 1 and 1.5 bore diameters down the cylinder. The paddle wheel 
diameter is close to the cylinder bore. The rotation rate of the paddle wheel is 
used as a measure of the air swirl. Since this rotation rate depends on the loca- 
tion of the wheel and its design, and the details of-the swirling flow, this tech- 
nique is being superseded by the impulse swirl meter shown in Fig. 8-12. A 
honeycomb flow straightener replaces the paddle wheel: it measures the total 
torque exerted by the swirling flow. This torque equals the flux of angular 


FIGURE 8-12 


Schematic of steady-flow impulse torque swirl 
meter.?? 


Restraining torque 
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momentum through the plane coinciding with the flow-straightener upstream 
face. 4 
For each of these approaches, a swirl coefficient is defined which essentially 
compares the flow’s angular momentum with its axial momentum. For the! 
paddle wheel, the swirl coefficient C, is defined by 3 


§ 
by 


7 (8.24 
where a, is the paddle wheel angular velocity (=2xN,, where N, is the rotation. 3 
al speed) and the bore B has been used as the characteristic dimension. The 4 
characteristic velocity, v9, is derived from the pressure drop across the valve ’ 
using an incompressible flow equation: 7 


2 
si E= ea" 
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(8.25) 3 


or a compressible flow equation: 


‘ -{ 2y Po E 7 (zy 
°~ Le = 1 po Po 


where the subscripts 0 and c refer to upstream stagnation and cylinder values, 
respectively. The difference between Eqs. (8.25) and (8.26) is usually small. With 
the impulse torque meter, characteristic velocity and length scales must also be 
introduced. Several swirl parameters have been defined.??: 7? The simplest is 


_ 8T 
tho B 


26 


s (8.27) 
where T is the torque and zh the air mass flow rate. The velocity vo, defined by 
Eq. (8.25) or Eq. (8.26), and the bore have again been used to obtain a dimension- 
less coefficient. Note that for solid-body rotation of the fluid within the cylinder 
at the paddle wheel speed w,, Eqs. (8.24) and (8.27) give identical swirl coeffi- 
cients. In practice, because the swirling flow is not solid-body rotation and 
because the paddle wheel usually lags the flow due to slip, the impulse torque 
meter gives higher swirl coefficients.7* When swirl measurements are made in an 
operating engine, a swirl ratio is normally used to define the swirl. It is defined as 
the angular velocity of a solid-body rotating flow @,, which has equal angular 
momentum to the actual flow, divided by the crankshaft angular rotational 


speed: 


4 : a 
es (8.28) 
R, 2nN 


During the induction stroke in an engine the flow and the valve open area. 


and consequently the angular momentum flux into the cylinder, vary with cr 
angle. Whereas in rig tests the flow and valve open area are fixed and the angular 
momentum passes down the cylinder continuously, in the engine intake process 
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the momentum produced under corresponding conditions of flow and valve lift 
remains in the cylinder. Steady-state impulse torque-meter flow rig data can be 
gsed to estimate engine swirl in the following manner. Assuming that the port 
snd valve retain the same characteristics under the transient conditions of the 
engine as on the steady-flow rig, the equivalent solid-body angular velocity a, at 
the end of the intake process is given by 


ong(['7a)/(["aa) 


where 9, and 0, are crank angles at the start and end of the intake process and 
the torque T and mass flow rate m are evaluated at the valve lift corresponding 
to the local crank angle. Using Eq. (8.27) for T, Eq. (6.11) for rn, assuming Vo and 
p are constant throughout the intake process, and introducing volumetric effi- 
ciency 7, based on intake manifold conditions via Eq. (2.27), it can be shown that 


Q, os . F 
negjenm[Liaciea]|ficoa 


where A, Cp is the effective valve open area at each crank angle. Note that the 
crank angle in Eq. (8.29) should be in radians. Except for its (weak) dependence 
on n,, Eq. (8.29) gives R, independent of operating conditions directly from rig 
test results and engine geometry. 

The relationship between steady-flow rig tests (which are extensively used 
because of their simplicity). and aetual engine swirl patterns is not fully under- 
stood. Steady-flow tests adequately describe the swirl generating characteristics of 
the intake port and valve (at fixed valve lift) and are used extensively for this 
purpose. However, the swirling flow set up in the cylinder during intake can 
change significantly during compression. 


(8.29) 


83.2 Swirl Generation during Induction 


Two general approaches are used to create swirl during the induction process. In 
one, the flow is discharged into the cylinder tangentially toward the cylinder wall, 
Where it is deflected sideways and downward in a swirling motion. In the other, 
the swirl is largely generated within the inlet port: the flow is forced to rotate 
about the valve axis before it enters the cylinder. The former type of motion is 
achieved by forcing the flow distribution around the circumference of the inlet 
valve to be nonuniform, so that the inlet flow has a substantial net angular . 
momentum about the cylinder axis. The directed port and deflector wall port in 
Fig. 8-13 are two common ways of achieving this result. The directed port brings 
the flow toward the valve opening in the desired tangential direction. Its passage 
‘s straight, which due to other cylinder head requirements restricts the flow area 
i results in a relatively low discharge coefficient. The deflector wall port uses 
€ port inner side wall to force the flow preferentially through the outer periph- 
ery of the valve opening, in a tangential direction. Since only one wall is used to 
obtain a directional effect, the port areas are less restrictive. 
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m (d) 


FIGURE 8-13 


Different types of swirl-generating inlet ports: (a) deflector wall; (b) directed; (c) shallow ramp helical; 


(d) steep ramp helical.** 


Flow rotation about the cylinder axis can also be generated by aap: - 
or shrouding part of the peripheral inlet valve open area, as shown in Be 
Use is often made of a mask or shroud on the valve in research naga ca 4 
changes can readily be made. In production engines, the added cost hes bee 
problems of distortion, the need to prevent valve rotation, and re poe Vv i 
metric efficiency make masking the valve an unattractive reer pet 
practical alternative of building a mask on the cylinder head around par eae 
inlet valve periphery is used in production spark-ignition engines to ge 
swirl. It can easily be incorporated in the cylinder head casting process. coaeae 

The second broad approach is to generate swirl within the port, sane 
valve axis, prior to the flow entering the cylinder. Two examples of es aie 
ports are shown in Fig. 8-13. Usually, with helical ports, a higher flow es neue 
coefficient at equivalent levels of swirl is obtained; since the whole perip asthe 
the valve open area can be fully utilized. A higher volumetric Sd ay 
Also, helical ports are less sensitive to position displacements, such as va a 
in casting, since the swirl generated depends mainly on the port geometry 
the valve and not the position of the port relative to the cylinder me ee 

Figure 8-15 compares steady-state swirl-rig measurements of exa ae a 
the ports in Fig. 8-13. The rig swirl number increases with increasing V 


ae the = 
reflecting the increasing impact of the port shape and decreasing ea 
flow restriction between the valve head and seat. Helical ports normally 2 


; : 23,25 i 
more angular momentum at medium lifts than do directed ports. The s 


ae Hit Rete apains ate wigs as oo 
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Shrouded 


FIGURE 8-14 


Shrouded inlet valve and masked cylinder head approaches for 


producing net in-cylinder angular 
momentum. 


ratios for these ports calculated from this tig data using Eqs. (8.27) and (8.29) are: 
2.5 for the directed port, 2.9 for the shallow ramp helical, and 2.6 for the steep 
ramp helical. Vane swirl-meter swirl ratios were about 30 percent less. These 
impulse-swirl-meter derived engine swirl ratios are within about 20 percent of the 
solid-body rotation rate which has equal angular momentum to that of the cylin- 
der charge determined from tangential velocity measurements made within the 


cylinder of an operating engine with the same port, at the end of the induction 
process,?> 
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Directed and deflector wall ports, and masked valve or head designs’ 


produce a tangential flow into the cylinder by increasing the flow resistance 
through that part of the valve open area where flow is not desired. A highly 


nonuniform flow through the valve periphery results and the flow into the cylin. 4 
der has a substantial v, velocity component in the same direction about the cylin. | 
der axis. In contrast, helical ports produce the swirl in the port upstream of the ' 
valve, and the velocity components v,, and v, through the valve opening, and p, # 
about the valve axis are approximately uniform around the valve open area, 
Figure 8-16 shows velocity data measured at the valve exit plane in steady-flow § 


rig tests with examples of these two types of port. The valve and cylinder wal] 


locations are shown. In Fig. 8-16a, the deflector wall of the tangentially oriented j 
port effectively prevents any significant flow around half the valve periphery. In 4 
contrast, in Fig. 8-16b with the helical port, the air flows into the cylinder around + 


FIGURE 8-16 
Swirl, axial, and radial velocities measured 2 mm from cylinder head around the valve circumference 


for (a) tangential deflector-wall port and (6) helical port; magnitude of velocity is given by the ata ; 
along a radial line (from valve axis), from valve outline to the respective curve scaled by the re ferent 


length (examples of radial velocity indicated by two arrows); valve lift = 12.8 mm.?*?7 
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the full valve open area. The radial and axial velocities are essentially uniform 
jround the valve periphery. The swirl velocity about the valve axis (anticlockwise 
when viewed from above) for this helical port is relatively uniform and is about 
half the magnitude of the radial and axial velocities. 
The swirling air flow within the cylinder of an operating engine is not 
uniform. The velocities generated at the valve at each point in the induction 
process depend on the valve open area and piston velocity. The velocities are 
highest during the first half of the intake process as indicated in Fig. 6-15. Thus, 
the swirl velocities generated during this portion of the induction stroke are 
higher than the swirl generated during the latter half of the stroke: there is swirl 
stratification. Also, the flow pattern close to the cylinder head during induction is 
comparatively disorganized, and not usually close to a solid-body rotation. It 
consists of a system of vortices, created by the high-velocity tangential or spiral- 
ing intake jet. Further down the cylinder, the flow pattern is closer to solid-body 
rotation with the swirl velocity increasing with increasing radius.?*:2* This more 
ordered flow directly above the piston produces higher swirl velocities in that 
region of the cylinder. As the piston velocity decreases during intake, the swirl 
pattern redistributes, with swirl speeds close to the piston decreasing and swirl 


" speeds in the center of the cylinder increasing.?” Note that the axis of rotation of 


the in-cylinder gases may not exactly coincide with the cylinder axis. 


8.3.3 Swirl Modification within the Cylinder 


The angular momentum of the air which enters the cylinder at each crank angle 
during induction decays throughout the rest of the intake process and during the 
compression process due to friction at the walls and turbulent dissipation within 
the fluid. Typically one-quarter to one-third of the initial moment of momentum 
about the cylinder axis will be lost by top-center at the end of compression. 
However, swirl velocities in the charge can be substantially increased during 
compression by suitable design of the combustion chamber. In many designs of 
direct-injection diesel, air swirl is used to obtain much more rapid mixing 
between the fuel injected into the cylinder and the air than would occur in the 
absence of swirl. The tangential velocity of the swirling air flow set up inside the 
cylinder during induction is substantially increased by forcing most of the air into 
4 compact bowl-in-piston combustion chamber, usually centered on the cylinder 
axis, as the piston approaches its top-center position. Neglecting the effects of 
friction, angular momentum is conserved, and as the moment of inertia of the air 
is decreased its angular velocity must increase. 

However, the total angular momentum of the charge within the cylinder 


does decay due to friction at the chamber walls. The angular momentum of the 


cylinder charge I, changes with time according to the moment of. momentum 
conservation equation: 
dr, 
dt 


=J,-T, (8.30) 
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where J; is the flux of angular momentum into the cylinder and T; is the torque’ 
due to wall friction. At each point in the intake process J;is given by ; 


J,= { prvgy° dA, (8.31) ' 
Ap s 


where dA, is an element of the valve open area, as defined in Fig. 8-17. While the 3 
angular momentum entering the cylinder during the intake process is ’ 


tive 
T,, = { | prvg* dA, dt 
tive oA 


the actual angular momentum within the cylinder at the end of induction will be : 
less, due to wall friction during the intake process. Friction continues through the 2a 
compression process so the total charge angular momentum at the end of com- 9 q 


pression is further reduced. 


There is friction on the cylinder wall, cylinder head, and piston crown ae 
(including any combustion chamber within the crown). This friction can be esti. 3 
mated with sufficient accuracy using friction formulas developed for flow overa 4 
flat plate, with suitable definition of characteristic length and velocity scales. Frice q 


tion on the cylinder wall can be estimated from the wall shear stress: 
o,B\* ; 
t= in( 22) Cr (8.32) 


where , is the equivalent solid-body swirl. The friction factor Cy is given by the 
flat plate formula: 


C; = 0.037A(Re,)~°? (8.33) 


where / is an empirical constant introduced to allow for differences between the 


flat plate and cylinder wall (1 ~ 1.5)?* and Re, is the equivalent of the flat plate — 


Reynolds number [Res = p(Bo,/2\2B)/p]. Friction on the cylindrical walls of a 
piston cup or bowl can be obtained from the above expressions with Dg, the 
bowl diameter, replacing the bore. 

Friction on the cylinder head, piston crown, and piston bowl floor can be 
estimated from expressions similar to Eqs. (8.32) and (8.33). However, since the 


FIGURE 8-17 
Definition of symbols in equation for angulat 
momentum flux into the cylinder [Eq. (8.31)]- 


i Ai Rib islet ett ie, 
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tangential velocity v6 at the wall varies with radius, the shear stress should be 
evaluated at each radius and integrated over the surface: e.g.,2° 


ar) = Cy3p[og(r)]? Re-°? (8.34) 
with Re = Pes 
BL 


where C, is an empirical constant (+0.055). An alternative approximate 
approach is to evaluate these components of the wall shear stress at the mean 
radius.”° 

Next, consider the effects on swirl of radially inward. displacement of the air 
charge during compression. The most common example of this phenomenon 
occurs with the bowl-in-piston combustion chamber design of medium- and high- 
speed direct-injection diesels (see Sec. 10.2.1). However, in spark-ignition engines 
where swirl is used to increase the burning rate, the shape of the combustion 
chamber close to top-center can also force radially inward motion of the charge. 
For a given swirling in-cylinder flow at.the end of induction and neglecting the 
effects of friction, as the moment of inertia of the air about the cylinder axis is 
decreased the air’s angular velocity must increase to conserve angular momen- 
tum. For example, for solid-body rotation of the cylinder air charge of mass m,, 
the initial angular momentum I, ; and solid-body rotation w, ; are related at 
bottom-center by 


Yr. = [Qs j 


where I, is the moment of inertia of the charge about the cylinder axis. For a 


. disc-shaped combustion chamber, I, = m, B?/8 and is constant. For a bowl-in- 


piston combustion chamber, 


y= B? [G/hg) + Ds/B)*] 
<8 [efhg) + Da/BF] ae 
where D, and hy are the diameter and depth of the bowl, respectively, and z is the 
distance of the piston crown from the cylinder head. At TC crank position, z ~ 0 
and I, = m, D/8. At the end of induction, J, ~ m, B?/8. Thus, in the absence of 
friction w, would increase by (B/D,)*, usually a factor of about 4. 

In an operating engine with this bowl-in-piston chamber design, the 
abserved increase in swirl in the bowl is less; it is usually about a factor of 2 to 
3.°:?5 This is because of wall friction, dissipation in the fluid due to turbulence 
and velocity gradients, and the fact that a fraction of the fluid remains in the 
Clearance height above the piston crown. The loss in angular momentum due to 
se effects will vary with geometric details, initial swirl flow pattern, and engine 

ed. 

; Swirl velocity distributions in the cylinder at the end of induction show the 
dane velocity increasing with radius, except close to the cylinder wall where 
eae the velocity to decrease. While the velocity distribution is not that 
ola solid-body rotation, depending on port: design and operating conditions it is 
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often close to solid-body rotation.?°:?° Departures from the solid-body velggse: 
distribution are greater at higher engine speeds, suggesting that the flow patters 
in the cylinder at this point in the cycle is still developing with time.?3-3° Jy 
absence of radially inward gas displacement during compression, the flow patters 
continues to develop toward a solid-body distribution throughout the comp 

- sion stroke.?° Swirl ratios of 3 to 5 at top-center can be achieved with the ports 
shown in Fig. 8-13, with flat-topped pistons (i.e, in the absence of any swirl 
amplification during compression).?* 7° 
With combustion chambers where the chamber radius is less than the cytin.} 

der bore, such as the bowl in piston, the tangential velocity distribution with’ 

. radius will change during compression. Even if the solid-body rotation assump. } 
tion is reasonable at the end of induction, the profile will distort as gas move’ 
into the piston bowl. Neglecting the effects of friction, the angular momentum of 
each fluid element will remain constant as it moves radially inward. Thus the’ 
increase in tangential velocity of cach fluid element as it moves radially inward i 3 
proportional to the change in the reciprocal of its radius. Measurements of the’ 
swirl velocity distribution within the cylinder of bowl-in-piston engine designs ” 
support this description. The rate of displacement of gas into the bowl depends 
on the bowl volume V,, cylinder volume V, and piston speed S,, at that particu. 


lar piston position: 
ding _m (Va\( Va), 
d L\vAvs? 


The gas velocity into the bowl will therefore increase rapidly toward the end of 
the compression stroke and reach a maximum just before TC (see Sec. 8.4 where 
this radial “squish” motion is discussed more fully). Thus, there is a rapid 
increase in v, in the bowl as the crank angle approaches TC. The lower layers of 
the bowl rotate slower than the upper layers because that gas entered the bowl 
earlier in the compression process.?>: ?° 
Velocity measurements illustrating the development of this radial distribu 
tion in tangential velocity are shown in Fig. 8-18. These measurements were 
made by analysing the motion of burning carbon particles in the cylinder of aa 
operating diesel engine from movies of the combustion process. The figure shows 
the engine geometry and the data compared with a model based on gas displace 
ment and conservation of angular momentum in each element of the charge as t 
is displaced inward. Different swirl velocity profiles exist within and outside the 
bowl as the piston approaches TC. Swirl velocities within the bowl increase &$ 
TC is approached, roughly as predicted by the ideal model. Outside the bowl, the 
swirl velocity decreases with increasing radius due to the combined effects of 
friction and inward gas displacement as the clearance height decreases. : 
Swirl ratios in. bowl-in-piston engine designs of up to about 15 can be 
achieved with D, ~ 0.5B, at top-center. Amplification factors relative to flate 3 
topped piston swirl are typically about 2.5 to 3, some 30 percent lower than the 
ideal factor of (B/D,)* given by Eq. (8.35) as z+ 0. This difference is due to the 
mass remaining within the clearance height which does not enter the bowl, 
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Vg, m/s 


Vg, m/s 


Radius, mm 


FIGURE 8-18 

Velocity measurements as a function of radius across the combustion chamber of a firing, bowl-in- 
piston, direct-injection diesel engine. Schematic shows the chamber geometry. Solid lines are calcu- 
lations based on the assumption of constant angular momentum for fluid elements as they move 
tadially inward.3? 


the effects of wall friction (enhanced by the higher gas velocities in the bowl). 
Sometimes the bowl axis is offset from the cylinder axis and some additional loss 
in swirl amplification results.?5 

The effect of swirl generation during induction on velocity fluctuations in 
the combustion chamber at the end of compression has been examined.?? The 
turbulence intensity with swirl was higher than without swirl (with the same 
chamber geometry). Integral scales of the turbulence were smaller with swirl than 
without. Cyclic fluctuations in the mean velocity are, apparently, reduced by 
swirl. Also, some studies show that the ensemble-averaged fluctuation intensity 
goes down when swirl is introduced.'® There is evidence that swirl makes the 
turbulence intensity more homogeneous.*° 


84 SQUISH 


Squish is the name given to the radially inward or transverse gas motion that 
occurs toward the end of the compression stroke when a portion of the piston 
face and cylinder head approach each other closely. Figure 8-19 shows how gas is 
thereby displaced into the combustion chamber. Figure 8-19a shows a typical 
wedge-shaped SI engine combustion chamber and Fig. 8-19b shows a bowl-in- 
Piston diesel combustion chamber. The amount of squish is often defined by the 
Percentage squish area: i.e., the percentage of the piston area, xB2/4, which closely 
‘proaches the cylinder head (the shaded areas in Fig. 8-19). Squish-generated 
®s motion results from using a compact combustion chamber geometry. 

A theoretical squish velocity can be calculated from the instantaneous dis- 
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URE 8-19 : : . = 
amen of how piston motion generates squish: (a) wedge-shaped SI engine combustion chamber; q 


(b) bowl-in-piston direct-injection diesel combustion chamber. 


placement of gas across the inner edge of the squish region (across the dashed 
lines in the drawings in Fig. 8-20a and b), required to satisfy mass conservation. 
Ignoring the effects of gas dynamics (nonuniform pressure), friction, ieakare past 
the piston rings, and heat transfer, expressions for the squish velocity are: 


1. Bowl-in-piston chamber (Fig. 8-20a):°* 


2 -2((B)— Nae 

S, 4z\\Dp A,z + Vz 
where V; is the volume of the piston bowl, A, is the Resin ae : . 
cylinder (xB?/4), S, is the instantaneous piston speed [Eq. (2.1 Mh, an aries 
distance between the piston crown top and ‘the cylinder head (z e 
where Z = 1 + a — s; see Fig. 2-1). : : 
Simple wedge chamber (Fig. 8-20b):3* 


Yq _ __ As (:-2+5) 
S, bzZt+o\ C+Z 


where A, is the squish area, b is the width of the squish region, 
Zr. — 1) evaluated at the end of induction. 


(836) 


N 


(83n 


and ce 
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FIGURE 8-20 


(a) Schematic of axisymmetric bowl-in-piston chamber for Eq. (8.36). (b) Schematic of wedge chamber 
with transverse squish for Eq. (8.37). 


The theoretical squish velocity for a bowl-in-piston engine normalized by 
the mean piston speed S$, is shown in Fig. 8-21 for different ratios of D,/B and 
clearance heights c. The maximum squish velocity occurs at about 10° before TC. 
After TC, v,, is negative; a reverse squish motion occurs as gas flows out of the 
bowl into the clearance height region. Under motored conditions this is equal to 
the forward motion. . 

These models omit the effects of gas inertia, friction, gas leakage past the 
piston rings, and heat transfer. Gas inertia and friction effects have been shown to 
be small. The effects of gas leakage past the piston rings and of heat transfer are 
More significant. The squish velocity decrement Av, due to leakage is proportion- 
al to the mean piston speed and a dimensionless leakage number: 


(8.38) 


where Ar, , is the effective leakage area and Ty, is the temperature of the cylin- 
der gases at inlet valve closing. Leakage was modeled as a choked flow through 
the effective leakage area. Values of Av,/v,, are shown in Fig. 8-22. The effect of 

kage on Y., is small for normal gas leakage rates. A decrement on squish 
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FIGURE 8-23 
Comparison of measured squish velocities in bowl-in-piston combustion chambers, with different 


bowl diameter/bore ratios and clearance heights, to calculated ideal squish velocity (solid lines) and 
calculations corrected for leakage and heat transfer (dastied lines). Bore = 85 mm, stroke = 93 mm, 
$00 rev/min.?* 


FIGURE 8-21 ‘ : 3 
Theoretical squish velocity divided by mean piston speed for bowl-in-piston chambers, for different 
D,/B and c/L (clearance height/stroke). B/L = 0.914, V,/V, = 0.056, connecting rod length/crank *% 
radius = 3.76.55 


fie lyst tin dt eps Aa gn oe 


velocity due to heat transfer, Av,,, has also been derived, using standard engine 
heat-transfer correlations (see Sec. 12.4). Values of Av,/v,, are also shown in 
Fig. 8-22. Again the effects are small in the region of maximum squish, though 
they become more important as the squish velocity decreases from its maximum 
value as the piston approaches TC. 
Velocity measurements in engines provide good support for the above 
theory. The ideal theory adequately predicts the dependence on engine speed.*® 
2 With appropriate corrections for leakage and heat-transfer effects, the above 
= theory predicts the effects of the bow] diameter/bore ratio and clearance height 
t on squish velocity (see Fig. 8-23). The change in direction of the radial motion as 
= the piston moves through TC has been demonstrated under motored engine con- 
= ditions. Under firing conditions, the combustion generated gas expansion in the 
open portion of the combustion chamber substantially increases the magnitude of 

the reverse squish motion after TC.>” 


85 PRECHAMBER ENGINE FLOWS 


Small high-speed diesel engines use an auxiliary combustion chamber, or pre- 
chamber, to achieve adequate fuel-air mixing rates. The prechamber is connected 
{o the main combustion chamber above the piston via a nozzle, passageway, or 
One or more orifices. Flow_of air through this restriction into the prechamber 
during the compression process sets up high velocities in the prechamber at the 
time the fuel-injection process commences. This results in the required high fuel- 
air mixing rates. Figures 1-21 and 10-2 show examples of these prechamber or 


Crank angle, deg 


FIGURE 8-22 ne 
Values of squish velocity decrement due to leakage Av, and heat transfer Avy, normalized by q 


ideal squish velocity, as a function of crank angle.>5 
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indirect-injection diesels. The two most common designs of auxiliary chamber 1 
are: the swirl chamber (Fig. 10-2a), where the flow through the passageway enters | 
the chamber tangentially producing rapid rotation within the chamber, and the | 


prechamber (Fig. 10-2b) with one or more connecting orifices designed to 
produce a highly turbulent flow but no ordered motion within the chamber. Aux. 
iliary chambers are sometimes used in spark-ignition engines. The torch-ignition 
three-valve stratified-charge engine (Fig. 1-27) is one such concept. The precham- 
ber is used to create a rich mixture in the vicinity of the spark plug to promote 
rapid flame development. An alternative concept uses the prechamber around the 
spark plug to generate turbulence to enhance the early stages of combustion, but 
has no mixture stratification. 

The most critical phase of flow into the prechamber occurs towards the end 
of compression. While this flow is driven by a pressure difference between the 
main chamber above the piston and the auxiliary chamber, this pressure differ- 
ence is small, and the mass flow rate and velocity at the nozzle, orifice, or pas- 
sageway can be estimated using a simple gas displacement model. Assuming that 
the gas density throughout the cylinder is uniform (an adequate assumption 
toward the end of compression—the most critical period), the mass in the pre- 
chamber mp is given by m,(Vp/V), where m, is the cylinder mass, V the cylinder 
volume, and V, the prechamber volume. The mass flow rate through the throat of 
the restriction is, therefore, 


n= P= ee (8.39) 
Using the relations dV/dt = —(nB?/4)S, where S, is the instantaneous piston 
speed, V, = 2B?L/4, and S, = 2NL, Eq. (8.39) can be written as 
V. 


fa Ve\(S,\(¥.\? 
wen MANENG) wa 


where V, is the clearance volume, S,/5, is given by Eq. (2.11), and V/V, is given by 
Eq. (2. 6). The gas velocity at the throat v; can be obtained from m via the rela- 
tion pu; Ay = m, the density p = m,/V, and Eq. (8.40): 


LS 


172) 


where A; is the effective cross-sectional area of the throat. The variation of 
m/(m, N) and v;/5, with crank angle during the compression process for values of 
r., Vp/V., and Ay/(nB?/4) typical of a swirl prechamber diesel are shown in 
Fig. 8-24. The velocity reaches its peak value about 20° before TC: very high gas 
velocities, an order of magnitude or more larger than the mean piston speed, can 
be achieved depending on the relative effective throat area. Note that as the 
piston approaches TC, first the nozzle velocity and then the mass flow rate 
decrease to zero. After TC, in the absence of combustion, an equivalent flow in 
the reverse direction out of prechamber would occur. Combustion in the pre- 


chide: a 


2 be 


ats ems ra ae ‘) | fan, 


CHARGE MOTION WITHIN THE CYLINDER 359 


7, = 23,R=3.5 


vp 
v = 0.5 
Ar 


«Bt4 


= 0.008 


10 +150 120 90 60 30 0 
BC TC 
Crank angle, deg 
FIGURE 8-24 


Velocity and mass flow rate at the prechamber nozzle throat, during compression, for a typical small 
switl-prechamber automotive diesel. 


chamber diesel usually starts just before TC, and the pressure in the prechamber 
then rises significantly above the main chamber pressure. The outflow from the 
prechamber is then governed by the development of the combustion process, and 
the above simple gas displacement model no longer describes the flow. This com- 
bustion generated prechamber gas motion is discussed in Sec. 14.4.4. 

In prechamber stratified-charge engines, the flow of gas into the precham- 
ber during compression is critical to the creation of an appropriate mixture in the 
prechamber at the crank angle when the mixture is ignited. In the concept shown 
in Fig. 1-27, a very rich fuel-air mixture is fed directly to the prechamber during 
intake via the prechamber intake valve, while a lean mixture is fed to the main 
chamber via the main intake valve. During compression, the flow into the pre- 
chamber reduces the prechamber equivalence ratio to a close-to-stoichiometric 
value at the time of ignition. Figure 8-25 shows a gas displacement calculation of 


. this process and relevant data; the prechamber equivalence ratio, initially greater 


‘ 
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. 


Effect of gas flow into the prechamber during com- 
pression on the prechamber equivalence ratio in a 
three-valve prechamber stratified-charge engine. 
Calculations based on gas displacement model.?® 
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FIGURE 8-26 
Calculations of developing flow field in (two-dimensional) swirl prechamber during compression 


process. Lines are instantaneous flow streamlines, analogous to streak photographs of flow field.** 


than 3, is leaned out to unity as mass flows through the orifice into the precham- 
ber (whose volume is 8.75 percent of the clearance volume).** Charts for estimat- 
ing the final equivalence ratio, based on gas displacement, for this prechamber 
concept are available.°? 

The velocity field set up inside the prechamber during compression is 
strongly dependent on the details of the nozzle and prechamber geometry. Velo- 
cities vary linearly with mean piston speed.*° In swirl prechambers, the nozzle 
flow sets up a vortex within the chamber. Figure 8-26 shows calculations of this 
developing flow field; instantaneous flow streamlines have been drawn in, with 
the length of the streamlines indicating how the particles of fluid move relative to 
each other.*? The velocities increase with increasing crank angle as the compres- 
sion process proceeds, and reach a maximum at about 20° before TC. Then, as 
the piston approaches TC and the flow through the passageway decreases to 
zero, the vortex in the swirl chamber expands to fill the entire chamber and mean 
velocities decay. Very high swirl rates can be achieved just before TC: local swirl 
ratios of up to 60 at intermediate radii and up to 20 at the outer radius have been 
measured. These high swirl rates produce large centrifugal accelerations. 


8.6 CREVICE FLOWS AND BLOWBY 


The engine combustion chamber is connected to several small volumes usually 
called crevices because of their narrow entrances. Gas flows into and out of these 
volumes during the engine operating cycle as the cylinder pressure changes. 
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The largest crevices are the volumes between the piston, piston rings, and 
cylinder wall. Some gas flows out of these regions into the crankcase; it is called 
blowby. Other crevice volumes in production engines are the threads around the 

spark plug, the space around the plug center electrode, the gap around the fuel 
injector, crevices between the intake and exhaust valve heads and cylinder head 

and the head gasket cutout. Table 8.1 shows the size and relative importance of 
these crevice regions in one cylinder of a production V-6 spark-ignition engine 
determined from measurements of cold-engine components. Total crevice volume: 
is a few percent of the clearance volume, and the piston and ring crevices are the 
dominant contributors. When the engine is warmed up, dimensions and crevice 
volumes will change. 

The important crevice processes occurring during the engine cycle are the 
following. As the cylinder pressure rises during compression, unburned mixture 
or air is forced into each crevice region. Since these volumes are thin they have a 
large surface/volume ratio; the gas flowing into the crevice cools by heat transfer 
to close to the wall temperature. During combustion while the pressure continues 
to rise, unburned mixture or air, depending on engine type, continues to flow into 
these crevice volumes. After flame arrival at the crevice entrance, burned gases 
will flow into each crevice until the cylinder pressure starts to decrease. Once the 
crevice gas pressure is higher than the cylinder pressure, gas flows back from each 
crevice into the cylinder. 

The volumes between the piston, piston rings, and cylinder wall are shown. 
schematically in Fig. 8-27. These crevices consist of a series of volumes 
(numbered 1 to 5) connected by flow restrictions such as the ring side clearance 
and ring gap: The geometry changes as each ring moves up and down in its ring 
groove, sealing either at the top or bottom ring surface. The gas flow pressure 
distribution, and ring motion are therefore coupled. Figure 8-28 illustrates this 
behavior: pressure distributions, ring motion, and mass flow. of gas into and out 


TABLE 8.1 
V-6 engine crevice datat*? 


Displaced volume per cylinder 632 


Clearance volume per cylinder 89 100 
aS TE a a 
Volume above first ring 0.93 ‘1.05 
Volume behind first ring 0.47 0.52. 
Volume between rings 0.68 0.77 
Volume behind second ring 0.47 0.52 
Total ring crevice volume - 2.55 29 
’ Spark plug thread crevice 0.25 0.28 
Head gasket crevice 0.3 0.34 
a NA SA 

Total crevice volume 31 35 


+ Determined for cold engine. 
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FIGURE 8-27 
Schematic of piston and ring assembly in automotive spark-ignition engine. 


of the regions defined by planes a, b, c, d, and through the ring gap g are plotted 
versus crank angle through compression and expansion. These results come from 
an analysis of these regions as volumes connected by passageways, with a pre- 
scribed cylinder pressure versus crank angle profile coupled with a dynamic 
model for ring motion, and assuming that the gas temperature equals the wall 
temperature.*? During compression and combustion, the rings are forced to the 
groove lower surfaces and mass flows into all the volumes in this total crevice 
region. The pressure above and behind the first ring is essentially the same as the 
cylinder pressure; there is a substantial pressure drop across each ring, however. 
Once the cylinder pressure starts to decrease (after 15° ATC) gas flows out of 
regions | and 2 in Fig. 8-27 into the cylinder, but continues to flow into regions 3, 
4, and 5 until the pressure in the cylinder falls below the pressure beneath the top 
ring. The top ring then shifts to seal with the upper grove surface and gas flows 
out of regions 2, 3, and 4 (which now have the same pressure), both into the 
cylinder and as blowby into the crackcase. Some 5 to 10 percent of the total 
cylinder charge is trapped in these regions at the time of peak cylinder pressure. 
Most of this gas returns to the cylinder; about 1 percent goes to the crankcase as 
blowby. The gas flow back into the cylinder continues throughout the expansion 
process. In spark-ignition engines this phenomenon is a major contributor to 
unburned hydrocarbon emissions (see Sec. 11.4.3). In all engines it results in 4 
” loss of power and efficiency. 
There is substantial experimental evidence to support the above description 
of flow in the piston ring crevice region. In a special square-cross-section flow 
visualization engine, both the low-velocity gas expansion out of the volume 
above the first ring after the time of peak pressure and the jet-like flows through 
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FIGURE 8-28 

(a) Pressures in the combustion chamber (1), in region behind top ring (2), in region between rings (3) 
and behind second ring (4); (b) relative position of top and second rings; (c) percentage of tot f 
cylinder mass that flows into and out of the different crevice regions across planes a, b, c, and d and 
through the ring gap g in Fig. 8-27, and the’ percentage of mass trapped beneath these plane asa 
function of crank angle. Automotive spark-ignition engine at wide-open throttle and 2000 rev/min”? 


the top ring gap later in the expansion process when the pressure difference 
across the ring changes sign have been observed. Figure 8-29 shows these flows 
with explanatory schematics. 


Blowby is defined as the gas that flows from the combustion chamber past 


‘the piston rings and into the crankcase. It is forced through any leakage paths 


afforded by the piston-bore-ring assembly in response to combustion chamber 
pressuré, If there, is good contact between the compression rings and the bore. 
and the Tings and the bottom of the grooves, then the only leakage path of 
Consequence is the ring gap. Blowby of gases from the cylinder to the crankcase 
removes gas from these crevice regions and thereby prevents some of the crevice 
ion returning to the cylinder. Crankcase blowby gases used to be vented 
The ied ° the atmosphere and constituted a significant source of HC emissions. 
are nae case is now vented to the engine intake system and the blowby gases 
sreates. a ed. Blowby at a given speed and load is controlled primarily by the 
Thien a resistance in the flow path between the cylinder and the crankcase. . 
ho e smallest of the compression ring ring-gap areas. F igure 8-30 shows 
W measured blowby flow rates increase linearly with the smallest gap area.*3 
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FIGURE 8-29 
Schlieren photographs of the flow out of the piston-cylinder wall crevices during the expansion 


stroke. A production piston was inserted into the square cross-section piston of the visualization 
engine. Gas flows at low velocity out of the crevice entrance all around the production piston circum- 
ference once the cylinder pressure starts decreasing early in the expansion stroke. Gas flows out of the 
ring gap as a jet once the pressure above the ring falls below the pressure beneath the ring.*? 


1200 rev/min o,--— Experimental 


Pia = 0.6 atm (Wentworth) 
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FIGURE 8-30 


in’ 


an pee ariel ae : ; 
o 12.34 #5 6x10 tion of the smallest ring gap area, com 
cm? with blowby calculations based © 


Smaller ring gap area model described in text.*?-*? 


Measured blowby for one cylinder of #9 
automobile spark-ignition engine as 2 func- 


n flow : 4 
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Calculations of blowby based on the model described earlier es oe 
ment. Extrapolation back to the zero gap area gives nearly zero blowby. Note. 
ais pen the bore finish is rough, or if the rings do not contact the bore all 
around, or if the compression rings lift off the botto is li 

relationship may no longer hold. m of the groove, this linear 


3.7 FLOWS GENERATED BY 
PISTON-CYLINDER WALL INTERACTION 


Because a boundary layer exists on the cylinder wall, the motion of the piston 
generates unusual flow patterns in the corner formed by the cylinder wall ae th 

piston face. When the piston is moving away from top-center a sink-ty: pie 
occurs. When the piston moves toward top-center a vortex flow is ae d. 
Figure 8-31 shows schematics of these flows (in a coordinate ae is the 
piston face at rest). The vortex fiow has been studied because of its effect 0 : 
motion at the ba of ignition and because it has been suggested as a mmechaden 
. hh ydrocarbons off the cylinder wall during the exhaust stroke (see 

The vortex flow has been studied in cylinders with water as the fluid ove 

the range of Reynolds numbers typical of engine operation.** *5 Laminar. Nar 
sition, and turbulent flow regimes have been identified. It has been show ‘th : 
quasi-steady flow assumption is valid and that’ . unas 


Ay _ pf vob 
po v 


by Ay is the vortex area (area inside the dashed line in Fig. 8-31), L is the 
roke, v,, is the wall velocity in piston stationary coordinates (v = in the 
engine), v is the kinematic viscosity, and (v, L/v) is a Reynolds number ‘ 


Entrained area 


Boundary layer 


(a) i a 


Ce 8-31 
hemati : i ; 
ae sa the flow pattern set up in the piston face-cylinder wall corner, in piston-stationary 
archos 5 Hae bir bated layer on the cylinder wall. Piston crown on left: cylinder wall at 
. up during intake and expansion; (b e 
ad f pansion; (b) vortex flow set up d i 
exhaust.** Arrow shows cylinder wall velocity relative to piston. Ep ae ee, 
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For the laminar flow regime, a good assumption is that Ay is proportionay 


to the shear area in the vortex (shown cross-hatched), which equals the 
boundary-layer area; this can be estimated from boundary-layer theory. In the : 
turbulent flow regime, an entrainment theory was used, which assumed that the 4 


rate of change of vortex area was proportional to the product of the exposed 


perimeter of the vortex and the velocity difference between the vortex and the # 


stationary fluid (~v,,). The relevant relationships are: 


Ay. (6,L\-*? 7 
For (v,, L/v) < 2 x 10*: 7 = (*=4) ; (8.420) 3 

A . 3 
For (v, L/v) = 2 x 10*: 7 = 0.006 (8.42b) 


Figure 8-32 shows these two theories correlated against hydraulic analog data. 

: These theories are for constant values of v. During compression, v decreases 
substantially as the gas temperature and pressure increase (v decreases by a factor 
of 4 for a compression ratio of 8). This will decrease the size of the vortex until 
the turbulent regime is reached. During the exhaust stroke following blowdown, v 
will remain approximately constant as the pressure and temperate do not 
change significantly. Typical parameter values at 1500 rev/min ime S,=5 m/s, 
L =0.1 m; average values of v are 1.2 x 1075 and 1.4 x 10~* m?/s for compres- 
sion and exhaust stroke, respectively. Hence a Reynolds number for the compres- 
sion stroke is 4 x 10*, A,/I? ~ 0.006, and the vores diameter dy = 0.09L. bud 
the exhaust stroke, the Reynolds number is 4 x 10°, A,/L’ = 0.015, and dy 
0.14L. Thus the vortex dimensions at the end of the upward stroke of the piston 


are comparable to the engine clearance height. 


0.06 


Transition 


<I 0.01 


aa 104 10° 


L 
Reynolds number = 


FIGURE 8-32 as a function of 


Ratio of area of vortex in piston face-cylinder wall corner to square of Stroke, en 
Reynolds number based on piston velocity, for piston moving toward the cylinder head. 
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60° BTC 


FIGURE 8-33 

Schlieren photographs of in-cylinder flow during later stages of exhaust stroke. Growing vortex in the 
piston face—cylinder wall corner and turbulent outflow toward the valve are apparent at 60° BTC. At 
20° BTC, the vortex has grown to of order 0.2B diameter.*? 


This vortex flow has been observed in an operating engine. Figure 8-33 
shows schlieren photographs taken during the exhaust stroke in a special square-. 
cross-section flow visualization spark-ignition engine. The accompanying sche- 
matic identifies the vortex structure which is visible in the photo because the cool 
boundary-layer gas is being scraped off the cylinder wall by the upward-moving 
piston and “rolled up.” The vortex diameter as the piston approaches TC is 
about 20 percent of the bore. 


PROBLEMS 


81. (a) Estimate the ratio of the maximum gas velocity in the center of the hollow cone 
inlet jet to the mean piston speed from the data in Fig. 8-1. 
(5) Compare this ratio with the ratio of inlet valve pseudo flow velocity determined 
from Fig. 6-15 to the mean piston speed at the same crank angle. The engine is 
that of Fig. 1-4. . 
(c) Are the engine velocity data in (a) consistent with the velocity calculated from the 
simple piston displacement model of (b)? Explain. 


82. Given the relationship between turbulence intensity and mean piston speed [Eq. 
(8.23)] and that the turbulence integral scale is ~ 0.2 x clearance height, use Eqs. 
(8.14) and (8.15) to estimate the following quantities for a spark-ignition engine with 
bore = stroke = 86 mm, r, = 9, at 1000 and 5000 rev/min and wide-open throttle: 

(a) Mean and maximum piston speed, maximum gas velocity through the inlet valve 
(see Prob. 8.1) 

(6) Turbulence intensity, integral length scale, micro length scale, and Kolmogorov 
length scale, all at TC 


p 


8.4. 


85. 


8.6. 


8.7. 
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The swirl ratio at the end of induction at 2000 rev/min in a direct-injection diesej q 


engine of bore = stroke = 100 mm is 4.0. What is the average tangential velocity 


(evaluated at the inlet valve-axis radial location) required to give this swirl ratio? ' 


What is the ratio of this velocity to the mean piston speed and to the mean flow 

velocity through the inlet valve estimated from the average valve open area and 

open time? , 

(a) Derive a relationship for the depth (or height) hy of a disc-shaped bowl-in-piston 
direct-injection diesel engine combustion chamber in terms of compression ratio 
r,, bore B, stroke L,.bowl diameter Dg, and top-center cylinder-head to piston- 
crown clearance c. For B = L = 100 mm, r, = 16, Dg = 0.5B, c = 1 mm find the 
fraction of the air charge within the bowl at TC. 

(b) If the swirl ratio at the end of induction at 2500 rev/min is 3 find the swirl ratio 
and average angular velocity in the bowl-in-piston chamber of dimensions given 
above. Assume the swirling flow is always a solid-body rotation. Compare the 
tangential velocity at the bowl edge with the mean piston speed. Neglect any 
friction effects. 

(c) What would the swirl ratio be if the top-center clearance height was zero? 

Using Eq. (8.37) and Fig. 8-20b plot the squish velocity divided by the mean piston 

speed at 10° BTC (the approximate location of the maximum) as a function of squish 

area expressed as a percentage of the cylinder cross section, A//(1B?/4) x 100, from 

50 to 0 percent. r, = 10, c/B = 0.01, B/L = 1, R = V/a = 3.5. 

Figure 8-24 shows the velocity at the prechamber nozzle throat during compression 

for dimensions typical of a small swirl chamber indirect-injection diesel. Assuming 
that the swirl chamber shape is a disc of height equal to the diameter, that the nozzle 
throat is at 0.8 x prechamber radius, and that the flow enters the prechamber 
tangentially, estimate the swirl ratio based on the total angular momentum about 
the swirl chamber axis in the prechamber at top-center. Assume B = L; neglect fric- 


tion. 

The total crevice volume in an automobile spark-ignition engine is about 3 percent 
of the clearance volume. If the gas in these crevice regions is close to the wall tem- 
perature (450 K) and at the cylinder pressure, estimate the fraction of the cylinder 
mass within these crevice regions at these crank angles: inlet valve closing (50° ABC), 
spark discharge (30° BTC), maximum cylinder pressure (15° ATC), exhaust valve 
opening (60° BBC), TC of the exhaust stroke. Use the information in Fig. 1-8 for 
your input data, and assume the inlet pressure is 0.67 atm. 
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CHAPTER 


COMBUSTION IN 
SPARK-IGNITION 
ENGINES 


9.1 ESSENTIAL FEATURES OF PROCESS 


Sapir: spark-ignition engine the fuel and air are mixed together in the 
che sie in paiva through the intake valve into the cylinder, where mixing 
ee sf ta es Place, and then compressed. Under normal operating 
ci i = tess is initiated towards the end of the compression stroke at 
ris ets . y an electric discharge. Following inflammation, a turbulent 
cane fo suid through this essentially premixed fuel, air, burned gas 
Aitostahs rir es the combustion chamber walls, and then extinguishes. 
ea Fao ae aria taken in operating engines illustrate its essential fea- 
a he ie or plate) shows a sequence of frames from a high-speed color 
Rena sa ustion Process in a special single-cylinder engine with a glass 
Pepe . The spark discharge is at — 30°. The flame first becomes visible in 

S at about —24°. The flame, approximately circular in outline in this 
TT 
FIGLRE 9.4 (On color plate opposite p. 498) . 


Color photo i 
gtaphs from high-speed movie of igniti : ‘ 
through : speed movie of spark-ignition engine combustion pi 
gh glass piston crown. Ignition timing 30° BTC, light load, 1430 rev/min, (A/F) = oe = 
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view through the piston, then propagates outward from the spark plug location. | 
The blue light from the flame is emitted most strongly from the front. The irregu._ ; 


lar shape of the turbulent fiame front is apparent. At TC the flame diameter is 
about two-thirds of the cylinder bore. The flame reaches the cylinder wall farthest 
from the spark plug about 15° ATC, but combustion continues around parts of 
the chamber periphery for another 10°. At about 10° ATC, additional radiation— 
initially white, turning to pinky-orange—centered at the spark plug location is 
evident. This afterglow comes from the gases behind the flame which burned 
earlier in the combustion process, as these are compressed to the highest tem- 
peratures attained within the cylinder (at about 15° ATC) while the rest of the 
charge burns.?:* . 

Additional features of the combustion process are evident from the data in 
Fig. 9-2, taken from several consecutive cycles of an operating spark-ignition 
engine. The cylinder pressure, fraction of the charge mass which has burned 
(determined from the pressure data, see Sec. 9.2), and fraction of the cylinder 
volume enflamed by the front (determined from photographs like Fig. 9-1) are 
shown, all as a function of crank angle.* Following spark discharge, there is a 
period during which the energy release from the developing flame is too small for 
the pressure rise due to combustion to be discerned. As the flame continues to 
grow and propagate across the combustion chamber, the pressure then steadily 
rises above the value it would have in the absence of combustion. The pressure 
reaches a maximum after TC but before the cylinder charge is fully burned, and 
then decreases as the cylinder volume continues to increase during the remainder 
of the expansion stroke. 

The flame development and subsequent propagation obviously vary, cycle- 
by-cycle, since the shape of the pressure, volume fraction enflamed, and mass 
fraction burned curves for each cycle differ significantly. This is because flame 
growth depends on local mixture motion and composition. These quantities vary 
in successive cycles in any given cylinder and may vary cylinder-to-cylinder. 
Especially significant are mixture motion and composition in the vicinity of the 
spark plug at the time of spark discharge since these govern the early stages of 
flame development. Cycle-by-cycle and cylinder-to-cylinder variations in com- 
bustion are important because the extreme cycles limit the operating regime of 
the engine (see Sec. 9.4.1). 

Note that the volume fraction enflamed curves rise more steeply than the 
mass fraction burned curves. In large part, this is because the density of the 
unburned mixture ahead of the flame is about four times the density of the 
burned gases behind the flame. Also, there is some unburned mixture behind the 
visible front to the flame: even when the entire combustion chamber is fully 
enflamed, some 25 percent of the mass has still to burn. From this description it 
is plausible to divide the combustion process into four distinct phases: (1) spark 
ignition; (2) early flame development; (3) flame propagation; and (4) flame term 
nation. Our understanding of each of these phases will be developed in the 
remainder of this chapter. 

The combustion event must be properly located relative to top-center to 


FIGURE 9-2 


SPark-ignition engine as a function 
fev/min, d = 0.98.4 


Cylinder Pressure, mass fraction burned, and volume fraction 
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Crank angle, deg 


enflamed for five consecutive cycles in 
of crank angle. Ignition timing 30° BTC, wide-open fica 1044 
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obtain the maximum power or torque. The combined. duration of the flame | 


development and propagation process is typically between 30 and 90 crank angle 


degrees. Combustion starts before the end of the compression stroke, continues ° 


through the early part of the expansion stroke, and ends after the eis the 
cycle at which the peak cylinder pressure occurs. The pressure versus gs angle 
curves shown in Fig. 9-3a allow us to understand why engine torque (a given 
engine speed and intake manifold conditions) varies as spark oe : varied 
relative to TC. If the start of the combustion process magia y advanced 
before TC, the compression stroke work transfer (which is from the piston to the 
cylinder gases) increases. If the end of the combustion process is vee 
delayed by retarding the spark timing, the peak cylinder agri ape ater = 
the expansion stroke and is reduced in magnitude. These c sr . uce = e 
expansion stroke work transfer from the cylinder gases to the pis sie “ 
optimum timing which gives the maximum brake torque—called maximum bra 

torque, or MBT, timing—occurs when the magnitudes of these pa Phos 
trends just offset each other. Timing which is advanced or retar ‘ ee t! : 
optimum gives lower torque. The optimum spark setting will vena = : e rate 
of flame development and propagation, the length of the flame trave pa ee 
the combustion chamber, and the details of the flame termination en a ets 
reaches the wall: These depend on engine design and operating con : ee 
the properties of the fuel, air, burned gas mixture. Figure 9-3b wee o ar - 
variations in spark timing on brake torque for a typical spark-ignition engine. 
The maximum is quite flat. 


1.0 I 
Spark advance = 50 deg 
3 

& 
$ : 
a? 2 09 
5 3 MBT 
ay — 
3 2 F 
z= 
> 1 
1?) 

0 i= —t 

10 20 30 40 


op 40 220 TE 2040 60 80 100° 
Crank angle, deg 
a () 


Spark advance, deg 


E 9-3 _ : 4 
aeaad pressure versus crank angle for overadvanced spark timing (50°), MBT timing (30°), 


at 
retarded timing (10°). (b) Effect of spark advance on brake torque at constant speed and (A/F) 
wide-open throttle. MBT is maximum brake torque timing.® 
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Empirical rules for relating the mass burning profile and maximum cylinder 
pressure to crank angle at MBT timing are often used. For example, with 
optimum spark timing: (i) the maximum pressure occurs at about 16° after TC; 
(2) half the charge is burned at about 10° after TC. In practice, the spark is often 
retarded to give a 1 or 2 percent reduction in brake torque from the maximum 
value, to permit a more precise definition of timing relative to the optimum. 

So far we have described normal combustion in which the spark-ignited 
flame moves steadily across the combustion chamber until the charge is fully 
consumed. However, several factors—e.g., fuel composition, certain engine design 
and operating parameters, and combustion chamber deposits—may prevent this 

‘normal combustion process from occurring. Two types of abnormal combustion 
have been identified: knock and surface ignition. 

Knock is the most important abnormal combustion phenomenon. Its name 
comes from the noise that results from the autoignition of a portion of the fuel, 
air, residual gas mixture ahead of the advancing flame. As the flame propagates 
across the combustion chamber, the unburned mixture ahead of the flame— 
called the end gas—is compressed, causing its pressure, temperature, and density 
to increase. Some of the end-gas fuel-air mixture may undergo chemical reactions 
prior to normal combustion. The products of these reactions may then autoig- 
nite: L€., spontaneously and rapidly release a large part or all of their chemical 
energy. When this happens, the end gas burns very rapidly, releasing its energy at 
a rate 5 to 25 times that characteristic of normal combustion. This causes high- 
frequency pressure oscillations inside the cylinder that produce the sharp metallic 
noise called knock. 

The presence or absence of knock reflects the outcome of a race between 
the advancing flame front and the precombustion reactions in the unburned end 
gas. Knock will not occur if the flame front consumes the end gas before these 
reactions have time to cause the fuel-air mixture to autoignite. Knock will occur 
if the precombustion reactions produce autoignition before the flame front 
arrives, : 

The other important abnormal combustion phenomenon is surface ignition. 
Surface ignition is ignition of the fuel-air charge by overheated valves or spark 
plugs, by glowing combustion-chamber deposits, or by any other hot spot in the 
engine combustion chamber: it is ignition by any source other than normal spark 
ignition. It may occur before the spark plug ignites the charge (preignition) or 
after normal ignition (postignition). It may produce a single flame or many 
flames. Uncontrolled combustion is most evident and its effects most severe when 
it results from preignition. However, even when surface ignition occurs after the 
spark plug fires (postignition), the spark discharge no longer has complete 
Control of the combustion process. 

Surface ignition may result in knock. Knock which occurs following normal 
Spark ignition is called spark knock to distinguish it from knock which has been 


Preceded by surface ignition. Abnormal combustion phenomena are reviewed in 
More detail in Sec. 9.6. 
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9.2 THERMODYNAMIC ANALYSIS OF 
SI ENGINE COMBUSTION 


9.2.1 Burned and Unburned Mixture States 


Because combustion occurs through a flame propagation process, the changes in 

state and the motion of the unburned and burned gas are much more complex 
than the ideal cycle analysis in Chapter 5 suggests. The gas pressure, temperature, 
and density change as a result of changes in volume due ‘to piston motion. 
During combustion, the cylinder pressure increases due to the release of the fuel’s 
chemical energy. As each element of fuel-air mixture burns, its density decreases’ 
by about a factor of four. This combustion-produced gas expansion compresses 

. the unburned mixture ahead of the flame and displaces it toward the combustion 
chamber walls. The combustion-produced gas expansion also compresses those 
parts of the charge which have already burned, and displaces them back toward 
the spark plug. During the combustion process, the unburned gas elements move 
away from the spark plug; following combustion, individual gas elements move 
back toward the spark plug. Further, elements of the unburned mixture which 
burn at different times have different pressures and temperatures just prior to 
combustion, and therefore end up at different states after combustion. The ther- 
modynamic state and composition of the burned gas is, therefore, non-uniform. A 
first law analysis of the spark-ignition engine combustion process enables us to 
quantify these gas states. 

Consider the schematic of the engine cylinder while combustion is in 
progress, shown in Fig. 9-4. Work transfer occurs between the cylinder gases and 
the piston (to the gas before TC; to the piston after TC). Heat transfer occurs to 
the chamber walls, primarily from the burned gases. At the temperatures and 
pressures typical of spark-ignition engines it is a reasonable approximation to 
assume that the volume of the reaction zone where combustion is actually 
occurring is a negligible fraction of the chamber volume even though the thick- 
ness of-the turbulent flame may not be negligible compared with the chamber 
dimensions (see Sec. 9.3.2). With normal engine operation, at any point in time or 
crank angle, the pressure throughout the cylinder is close to uniform. The condi- 


FIGURE 9-4 

Schematic of flame in the engine cylinder during 
combustion: unburned gas (U) to left of flame, 
burned gas to right. A denotes adiabatic burned-gas 
core, BL denotes thermal boundary layer in bul 
gas, W is work-transfer rate to piston, @ is heat- 
transfer rate to chamber walls. — 
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tions in the burned and unburned gas are then determined by conservation of 


. mass: 
V Xb . 1 
aa os dx+ [ode (9.1) 


b 


and conservation of energy: 


Uy— W-Q Xb 1 
ge [ u,dx + { u, dx (9.2) 


b 


where V is the cylinder volume, m is the mass of the cylinder contents, v is the 
specific volume, x, is the mass fraction burned, Ug is the internal eer of th 

cylinder contents at some reference point 6y, u is the specific internal si W 
is the work done on the piston, and Q is the heat transfer to the rails he 


subscripts u and b denote unburned and burned ga i i 
work and heat transfers are Fay eg oe 


w=|" dV’ : Q ) 


where @ is the instantaneous heat-transfer rate to the chamber walls 

To proceed further, models for the thermodynamic properties of the burned 
and unburned gases are required. Several categories of models are described in 
Chap. 4. Accurate calculations of the state of the cylinder gases require an equi 
librium model (or good approximation to it) for the burned gas and an ideal ; 
mixture model (of frozen composition) for the unburned gas (see Table 42) 
However, useful illustrative results can be obtained by assuming that the inet 


and unburned gases are di i : : 
ie., 8 different ideal gases, each with constant specific heats;® 


pu, = R, T, My = OT, + hy, — ” (9.4) 
pv, = R, T, u, = Cou tT, + a (9.5) 
Combining Egg. (9.1) to (9.5) gives 


pv rare a 
ay =X, R, T, + (1 = x,)R, T, (9.6) 
U,-W-Q 
and 1 T . T 
m = X4(Cv,p T, + hy») + (1 a: XXCo,u T,, + hy) (9.7) 
where 
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are the mean temperatures of the burned and unburned gases. Equations 0.9) 
~ and (9.7) may now be solved to obtain . d 
_ PY = Po Vo + (Ys — 1XW + Q) + (M5 — vmey,,(T, ~ To) ont 

mln — Wha — bys) + Os — Wow Te) a 


Xp 


(9.9) 


If we now assume the unburned gas is initially uniform and undergoes isep. 4 


tropic compression, then 
T, (e~ Dive 3 
7 (4) (9.10 
0 0, 


This equation, with Eqs. (9.8) and (9.9) enables determination of both x, and Tf, 3 
from the thermodynamic properties of the burned and unburned gases, and 
known values of p, V, m, and Q. Alternatively, if x, is known then p can be 
determined. Mass fraction burned and cylinder gas pressure are uniquely related, 

While Eq. (9.9) defines a mean burned gas temperature, the burned gas is 
not uniform. Mixture which burns: early in the combustion process is further 
compressed after combustion as the remainder of the charge is burned. Mixture © 
which burns late in the combustion process is compressed prior. to combustion : 
and, therefore, ends up at a different final state. A temperature gradient exists : 
across the burned gas with the earlier burning portions at the higher tem- 
perature.” ® Two limiting models bracket what occurs in practice: (1) a fully ; 
mixed model, where it is assumed that each element of mixture which burns 
mixes instantaneously with the already burned gases (which therefore have a 2g 
uniform temperature), and (2) an unmixed model, where it is assumed that no .4 
mixing occurs between gas elements which burn at different times. 

In the fully mixed model the burned gas is uniform, T, = T,, and the equa- 
tions given above fully define the state of the cylinder contents. In the unmixed 
model, the assumption is made that no mixing occurs between gas elements that 
burn at different times, and each burned gas element is therefore isentropically 
compressed (and eventually expanded) after combustion.t Thus: 


T(x, Xs) _ Fea L)/yp 
T%4) P(x) 


9.10) 


. 
+ This model applies to burned gas regions of the chamber away from the walls. Heat transfer to "a 
walls results in a thermal boundary layer on the walls which grows with time. The gas in the boun 
ary layer is not isentropically compressed and expanded. 
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FIGURE 9-5 

Cylinder pressure, mass fraction burned, 
and gas temperatures as functions of 
crank angle during combustion. T, is 
unburned gas temperature, 7, is burned 
gas temperature, the subscripts e and | 
denote early and late burning gas ele- 
ments, and 7, is the mean burned gas 
temperature.’ (Reprinted with _ per- 
mission. Copyright 1973, American 
Chemical Society.) 


Crank angle, deg 


where 7,(x,, X,) is the temperature of the element which burned at the pressure 
plx,) when the pressure is p(x,), and 


hey — hy gy + Cy y TAX 
ty) Ltt fs pu i! 
Tix) = & ( ») 


; (9.12) 


ab . 

is the temperature resulting from isenthalpic combustion of the unburned gas at 
T(x;), p(x,). An example of the temperature distribution computed with this 
model is shown in Fig. 9-5. A mixture element that burns right at the start of the 
combustion process reaches, in the absence of mixing, a peak temperature after 
combustion about 400 K higher than an element that burns toward the end of 
the combustion process. The mean burned gas temperature is closer to the lower 
of these temperatures. These two models approximate respectively to situations 
where the time scale that characterizes the turbulent mixing process in the 
burned gases is (1) much less than the overall burning time (for the fully mixed 
model) or (2) much longer than the overall burning time (for the unmixed model). 
The real situation lies in between. 

Measurements of burned gas temperatures have been made in engines using 
spectroscopic techniques through quartz windows in the cylinder head. Examples 
of measured temperatures are shown in Fig. 9-6. The solid lines marked A, B, and 
C are the burned gas temperatures measured by Rassweiler and Withrow’ using 
the sodium line reversal technique in an L-head engine, for the spark plug end 
(A), the middle (B), and the opposite end (C) of the chamber, respectively. Curves 
labeled W, and W, were measured by Lavoie® through two different windows, W, 
and W; (with W, closer to the spark), again in an L-head engine. Each set of 
¢xperimental temperatures shows a temperature gradient across the burned gas 
‘omparable to that predicted, and the two sets have similar shapes. 
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A Near spark 
B Middie 


C Opposite spark 


FIGURE 9-6 

Burned gas temperatures measured using spec- 
troscopic techniques through windows in the 
cylinder head, as a function of cylinder pressure, 


Temperatures measured closer to spark plug 
have higher values. Dashed lines show isentropic 
p, MPa -  behavior.”"® 


In the unmixed model, the temperature of each burned gas element follows 
a different isentropic line as it is first compressed as p. increases to p,,,, and then 
expanded as the pressure falls after p,,,,. The measured temperature curves in 
Fig. 9-6 do not follow the calculated isentropes because of gas motion past the 
observation ports. As has already been mentioned, the expansion of a gas 
element which occurs during combustion compresses the gas ahead of the flame 
and moves it away from the spark plug. At the same time, previously burned gas 
is compressed and moved back toward the spark plug. Defining this motion in an 
engine requires sophisticated flow models, because the combustion chamber 
shape is rarely symmetrical, the spark plug is not usually centrally located, and 
often there is a bulk gas motion at the time combustion is initiated. However, the 
gas motion in a spherical or cylindrical combustion bomb with central ignition 
which can readily be computed illustrates the features of the combustion-induced 
motion in an engine. Figure 9-7 shows calculated particle trajectories for a stoi- 
chiometric methane-air mixture, initially at ambient conditions, as a laminar 


1.0 
Hy 0.8 
= al& 
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= r=] 
E 04 $ FIGURE 9-7 
Zz ™ Particle trajectories in unburned and burned gas 


as flame propagates outward at constant velocity 
from the center of a spherical combustion bomb. 
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Stoichiometric methane-air mixture initially at t 
atm and 300 K. 
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fame with a constant burning velocity propagates outward from the center of a 
spherical container. Applying this gas motion model to an engine, it can be con- 
cluded that a window in the cylinder head initially views earlier burned gas (of 
higher temperature and entropy) and that as more of the charge burns, the 
window views later burned gas of progressively lower entropy. The experimental 
curves fit this description: they cross the constant entropy lines toward lower 
entropy. Note that the gradient in temperature persists well into the expansion 
stroke, indicating that the “unmixed” model is closer to reality than the “fully 
mixed” model. ; 

More accurate calculations relating the mass fraction burned, gas pressure, 
and gas temperature distribution are often required. Note that the accuracy of 
such calculations depends on the accuracy with which the time-varying heat loss 
to the chamber walls can be estimated (see Sec. 12.4.3) and whether flows into 
and out of crevice regions are significant (see Sec. 8.6), as well as the accuracy of 
the models used to describe the thermodynamic properties of the gases. Appro- 
priate more accurate models for the thermodynamic properties are: an equi- 
librium model for the burned gas, and specific heat models which vary with 
temperature for each of the components of the unburned mixture (see Secs. 4.1 
and 4.7). In the absence of significant crevice effects, Eqs. (9.1) and (9.2) can be 
written as . 


=D, x, + 5,(1 — x,) (9.13) 


= iy x, + (1 — x) , 9.14) 


where 


- 1 {* 1 1. 
v,=— | v0, dx and b, = v, dx - 
x 


and similar definitions hold for u, and u,. For a given equivalence ratio, fuel and 
burned gas fraction: 


h, =h(T,) h, = h,(T,. p) (9.15a, b) 
R R 
py, = (A)n pe, = (a) (9.16a, b) 
and i, =h,— pi, iy = hy, — po, (9.174, b) ” 


To simplify the calculations, it is convenient to assume that, for the burned gas, 
“= u(T,, p) and 0, = »,(T,, p). This corresponds to the fully mixed assumption 
described: above. The effect of neglecting the temperature distribution in the cal- 
culation of mass fraction burned is small. In addition, the heat losses from the 
unburned gas can usually be neglected; the unburned gas is then compressed 
'sentropically. T, is specified for some initial state of the unburned gas (where 


a 
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x, = 0) by po, Vo, M,, and the mass of charge m. Then, since for any isentrg ie 
process E. 


rr) _v—(@h/ep)r 
dp},  (@h/8T), 
T, can be determined. 


Equations (9.13) to (9.18) constitute a set of nine equations for the 
unknowns 3,, 3), i, %, hy, hy, T,, T,, and x, or p. One convenient solutiog! 
method is to eliminate x, from Egs. (9.13) and (9.14) to obtain 

(Vim) - 8, Ulm) iy _ ap 7) 20 ow 
. dD, by Up Uy y 
where U = Uy — W — Q. T, can be determined from Eq. (9.18). Equation (9.1 
can then be solved using an appropriate iterative technique for T,, and x, can 
obtained from Eq. (9.13). An alternative formulation based on the rate of c 
of pressure dp/d@ and equations for dT,/d0, aT,/d0, dm,/d6, and aV,/a6 can be} 
found in Ref. 10. Some examples of mass fraction burned curves obtained fro, 
measured pressure data, with gasoline and methanol fuels, are shown in Fig. 
With accurate pressure versus crank angle records, values of final mass fraction: 
burned should be close to but lower than unity, usually in the range 0.93 to 0.9 E 
the difference from unity is the combustion inefficiency for lean mixtures (see Fig-3 
3-9) and incomplete oxygen utilization for rich mixtures (see Fig. 4-20). a 

More accurate burned gas temperature calculations need to account for the, 
presence of a thermal boundary layer (of order 1 mm thick) around the cou 


bustion chamber walls (see Sec. 12.6.5). The burned gas region in Fig. 9-4 can be 
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FIGURE 9-9 

Calculated temperature distribution in 
the adiabatic core of the burned gas 
zone for the unmixed model assuming 
thermodynamic equilibrium. ¢ = 1.0. 
Dashed line. is temperature of each 
element just after it burns. 


Pressure, atm 


divided into an adiabatic core and a boundary layer that grows in thickness with 
ume. In the adiabatic core, in the absence of mixing between gas elements that 
burn at different times, burned gas is compressed and then expanded isentropi- 
cally. The burned gas-temperature distribution can be calculated as follows. 
Given the pressure versus crank angle data, the unburned mixture state can be 
determined using Eq. (9.18) above. Each small element of unburned mixture 
burns in a constant-enthalpy constant-pressure process. So the burned state of an 


element of unburned charge, which burns at p = p,, can be obtained from the 
telation 


h(T i» Pp) = hAT i Pa 


After combustion, this element which burned at P =p; is compressed and 
expanded along the isentropic: 


s{T,, P) = sATh,:> Pi) 


An example of the temperature distribution computed in this manner for this 
‘amixed model in the burned gas adiabatic core is shown in Fig. 9-9. The 
dement ignited by the spark is compressed to the highest peak temperature at 


Pus. The temperature difference across the bulk of the charge (0.05 < x, < 0.95) 


’ 


922 Analysis of Cylinder Pressure Data 
Cylinder pressure changes with crank angle as a result of cylinder volume change, 
Sombustion, heat transfer to the chamber walls, flow into and out of crevice 
PBions, and leakage. The first two of these effects are the largest. The effect of 
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volume change on the pressure can readily be accounted for; thus, combustion 


rate information can be obtained from accurate pressure data provided models | 


for the remaining phenomena can be developed at an appropriate level of 


approximation. The previous section has developed the fundamental basis for | 


such calculations. 


Cylinder pressure is usually measured with piezoelectric pressure trans. - 
ducers. This type of transducer contains a quartz crystal. One end of the crystal is 7 
exposed through a diaphragm to the cylinder pressure; as the cylinder pressure 4 
increases, the crystal is compressed and generates an electric charge which js ‘ 
proportional to the pressure. A charge amplifier is then used to produce an 3 


RS IA AD Sen Nit ate blak AB 


output voltage proportional to this charge. Accurate cylinder pressure versus #6 


crank angle data can be obtained with these systems provided the following steps 3 


are carried out: (1) the correct reference pressure is used to convert the measured ae 


pressure signals to absolute pressures; (2) the pressure versus crank angle (or 


volume) phasing is accurate to within about 0.2°; (3) the clearance volume is 
estimated with sufficient accuracy; (4) transducer temperature variations (which #e 


can change the transducer calibration factor) due to the variation in wall heat 


flux during the engine cycle are held to a minimum. Log p versus log V plots can 


be used to check the quality of cylinder pressure data. The first three of the above @& 


requirements can be validated using log p-log V diagrams for a motored engine. = 


"If the effects of thermal cycling are significant, the expansion stroke on the log p- 
log V plot for a firing engine shows excessive curvature.!? 

Figure 9-10 shows pressure-volume data from a firing spark-ignition engine 
on both a linear p-V and a log p—log V diagram. On the log p-log V diagram the 
compression process is a straight line of slope 1.3. The start of combustion can be 
identified by the departure of the curve from the straight line. The end of com- 
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FIGURE 9-10 
(a) Pressure-volume diagram ; (b) log p-log (V/V,,,,) plot. 1500 rev/min, MBT timing, imep = 513 kPa 
@ = 0.8, r, = 8.72, propane fuel.'? 
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pustion can be located approximately in similar fashion; the expansion stroke 
following combustion is essentially linear with slope 1.33. Since both the com- 
pression of the unburned mixture prior to-combustion and the expansion of the 
burned gases following the end of combustion are close to adiabatic isentropic 
processes (for which pV’ = constant; y =c,/c,), the observed behavior is as 
expected. More extensive studies‘ +> show that the compression and expansion” 
processes are well fitted by a polytropic relation: 


pV" = constant (9.20) 


The exponent n for the compression and expansion processes is 1.3 (+0.05) for. 
conventional fuels. It is comparable to the average value of y, for the unburned 
mixture over the compression process, but is larger than », for the burned gas 
mixture during expansion due to heat loss to the combustion chamber walls (see 
Figs. 4-13 and 4-16). 

Log p-log V plots such as Fig. 9-10 approximately define the start and end 
of combustion, but do not provide a mass fraction burned profile. One well- 
established technique for estimating the mass fraction burned profile from the 
pressure and volume data is that developed by Rassweiler and Withrow.” They 
correlated cylinder pressure data with flame photographs, and showed how Eq. 
(9.20) could be used to account for the effect of cylinder volume change on the 
pressure during combustion. Assuming that the unburned gas filling the volume 


_ V, ahead of the flame at any crank angle during combustion has been compressed 


polytropically by the advancing flame front, then the volume V, , it occupied at 


time of spark is 
1jn 
P 
Ko= V2) 
0 Po 


Similarly, the burned gas behind the flame filling the volume V, would, at the end 
of combustion, fill a volume V, , given by 2: 


p ljn 
on (2) 


The mass fraction burned x, is equal to 1—(V,, o/Vo) and to V, ,/V,, where Vo 
amd V, are the total cylinder volumes at time of spark and at the end of com- 
bustion, respectively. Since V = V, + V,, Eqs. (9.21) and (9.22) then give: 


(9.21) 


(9.22) 


pi" — po"Vo . 
X,= DPV, = pio (9.23) 

This method is widely used, though it contains several approximations. 
Heat-transfer effects are included only to the extent that the polytropic exponent 
nin Eq. (9.22) differs appropriately from y. The pressure rise due to combustion is 
Proportional to the amount of fuel chemical energy released rather than the mass 
of mixture burned. Also, the polytropic exponent n is not constant during com- 
bustion. Selecting an appropriate value for n (whether n is assumed to be con- 
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stant or to vary through the combustion process) is the major difficulty jg 
applying this pressure data analysis procedure. 3 
The effects of heat transfer, crevices, and leakage can be explicitly incorpg. 
rated into cylinder pressure data analysis by using a “ heat release” approach 
based on the first law of thermodynamics. A major advantage of such ag4 
approach is that the pressure changes can be related directly to the amount of; 
fuel chemical energy released by combustion, while retaining the simplicity of 
treating the combustion chamber contents as a single zone. Figure 9-11 shows’ 
the appropriate open-system boundary for the combustion chamber.'* The first} 
law for this open system is od 


5Q on = dU, + 50, + OW + Y) hy, dm; (9.24) } 
The change in sensible energy of the charge dU, is separated from that due to} 
change in composition: the term 5Q,, represents the “ chemical energy” Teleased § 
by combustion. The work is piston work and equal to p dV. 6Q,, is heat transfer 
to the chamber walls. The mass flux term represents flow across the system 3 
boundary. In the absence of fuel injection, it represents flow into and out 
crevice regions (see Sec. 8.6). 3 

The accuracy with which this energy balance can be made depends on how 
adequately each term in the above equation can be quantified. Assuming that U,: 
is given by mu(T), where T is the mean charge temperature and m is the mass ; 
within the system boundary, then 


dU, = me,(T) dT + u(T) dm 


Note that this mean temperature determined from the ideal gas law is close to the 
mass-averaged cylinder temperature during combustion since the molecular ; 
weights of the burned and unburned gases are essentially identical. Crevice effects . 
can usually be modeled adequately by flow into and out of a single volume at the 
cylinder pressure, with the gas in the crevice at a substantially lower temperature. 
Leakage to the crankcase can usually be neglected. Then Eq. (9.24), on substitute 
ing for dU, and dm, (=dm,, = —dm), becomes, 


50.n = mc, dT + (h’ — u)dm,, + p dV + 5Qn (9.25) 


"Open system 


FIGURE 9-11 
Open system boundary for comb 
chamber for heat-release analysis. 
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where - 
dm., > 0 when flow is out of the cylinder into the crevice 
dm., < 0 when flow is from the crevice to the cylinder 
i’ is evaluated at cylinder conditions when dm,, > 0 and 
at crevice conditions when dm,, <0 


Use of the ideal gas law (neglecting the change in gas constant R) with Eq. (9.25) 
then gives 


Cy Cy , 
60.4 = (=\v dp+ (3 + t)p dV + (h' —u+c,T) dm, +5Qy (9.26) 


This equation can be used in several ways. When the heat or energy release 
term, 5Q.,, is combined with the heat-transfer and crevice terms, the com- 
bination is termed net heat release—the combustion energy release less heat lost 
to the walls. It is equal to the first two terms on the right-hand side of Eq. (9.26) 
which, together, represent the sensible energy change and work transfer to the 
piston. While heat losses during combustion are a small fraction of the fuel 
energy (10 to 15 percent), the distributions of heat release and heat transfer with 
crank angle are different; heat transfer becomes more important as the com- 
bustion process ends and average gas temperatures peak. The net heat-release 
profile obtained from integrating the first two terms on the right-hand side of Eq. 
(9.26), normalized to give unity at its maximum value, is often interpreted as the 
burned mass fraction (or, more correctly, the energy-release fraction) versus crank 
angle profile. 

Use of Eq. (9.26) requires a value for c,/R [=1/(y — 1)]. The ratio of specific 
heats y for both unburned and burned gases decreases with “increasing tem- 
perature and varies with composition (see Figs. 4-13, 4-16, and 4-18). As the mean 
charge temperature increases during compression and combustion and then 
decreases during expansion, y should vary. An approximate approach, modeling 
(T) with a linear function of temperature fitted to the appropriate curves in F: igs. 
4-13, 4-16, and 4-18 and with y constant during combustion, has been shown to 
give adequate results:'5 

The convective heat-transfer rate to the combustion chamber walls can be 
calculated from the relation 
dQ. 

a ANAT — Th) 
Where A is the chamber surface area, T is the mean gas temperature, T,, is the 
mean wall temperature, and h, is the heat-transfer coefficient (averaged over the 
chamber surface area). h, can be estimated from engine heat-transfer correlations 
(see Sec. 12.4.3). Since crevice effects are usually small, a sufficiently accurate 
Model for their overall effect is to consider a single aggregate crevice volume 
Where the gas is at the same pressure as the combustion chamber, but at-a differ- 
ent temperature. Since these crevice regions are narrow, an appropriate assump- 
“on is that the crevice gas is at the wall temperature. Inserting this crevice model 
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into Eq. (9.26), with »(T)=a+ bT, gives the chemical energy- or gross heat. 3 


release rate: 


d@ ~y-1? d0y—1 40 


T’ T 1 y— *)| dp dQn, q 
—_— ——_ — | fe —~ 4 —=h : 
* lr yoy iE 0 (2 aot ao 2) | 


An example of the use of Eq. (9.27) to analyze an experimental pressure 


’ versus crank angle curve for a conventional spark-ignition engine is shown in © 


Fig. 9-12. The integrated heat release is plotted against crank angle. The lowest 
curve shown is the net heat release. The addition of heat transfer and crevice 
models gives the chemical energy release. The curve at the top of the figure is the 
mass of fuel within the combustion chamber times its lower heating value. It 
decreases slightly as p,,., is approached due to flow into crevices. The difference 
between the final value of Q,, and (m; Q;nv) should equal the combustion ineffi- 
ciency (which is a few percent of m;Q,yy). The combustion inefficiency can be 
determined from the exhaust gas composition (see Sec. 4.9.4). Inaccuracies in the 
cylinder pressure data and the heat-release calculation will also contribute to this 
difference. An important advantage of a heat-release analysis that relates the 


pressure changes to the amount of fuel chemical energy within the cylinder is that - 


this error can be determined. In the example in Fig. 9-12, the measured com- 
bustion inefficiency was close to the amount shown. 


Two-zone models (one zone representing the unburned mixture ahead of 
the flame and one the burned mixture behind the flame) are used to calculate the 
mass fraction burned profile from measured cylinder pressure data.!° Figure 9-8 
shows results from such an analysis, using the. methodology described in Sec. 
9.2.1. The advantage of a two-zone analysis is that the thermodynamic properties 
of the cylinder contents can be quantified more accurately. The disadvantages are 
that the unburned and the burned zone heat-transfer areas must both now be 
estimated, and a model for the composition of the gas flowing into the crevice 


FIGURE 9-12 


-50 () 50 .. 100 150 _ the effects of heat transfer, crevices, 
Degrees ATC combustion inefficiency.’* 


Results of heat-release analysis showing 
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region must be developed. Due to this complexity, crevice models are usually 
omitted despite the fact that their impact can be significant. 


9.2.3 Combustion Process Characterization 


The mass fraction burned profiles as a function of crank angle in each individual 
cycle shown in Fig. 9-2 and the chemical energy- or gross heat-release curve in 
Fig. 9-12 have a characteristic S-shape. The rate at which fuel-air mixture burns 
increases from a low value immediately following the spark discharge to a 
maximum about halfway through the burning process and then decreases to 
close to zero as the combustion process ends. It proves convenient to use these 
mass fraction burned or energy-release fraction curves to characterize different 
stages of the spark-ignition engine combustion process by their duration in crank 
angles, thereby defining the fraction of the engine cycle that they occupy. The 
flame development process, from the spark discharge which initiates the com- 
bustion process to the point where a small but measurable fraction of the charge 
has burned, is one such stage. It is influenced primarily by the mixture state, 
composition, and motion in the vicinity of the spark plug (see Sec. 9.3). The stage 
during which the major portion of the charge burns as the flame propagates to 
the chamber walls is next. This stage is obviously influenced by conditions 
throughout the combustion chamber. The final stage, where the remainder of the 
charge burns to completion, cannot as easily be quantified because energy-release 
rates are comparable to other energy-transfer processes that are occurring. 

The following definitions are most commonly used to characterize the 
energy-release aspects of combustion: 


Flame-development angle A@,. The crank angle interval between the spark discharge 
and. the time when a small but significant fraction of the cylinder mass has burned 
or fuel chemical energy has been released. Usually this fraction is 10 percent, though 
other fractions such as 1 and 5 percent have been used.t 


Rapid-burning angle AO,. The crank angle interval required to burn the bulk of the 
charge. It is defined as the interval between the end of the flame-development stage 
(usually mass fraction burned or energy-release fraction of 10 percent) and the end 
of the flame-propagation process (usually mass fraction burned or energy-release 
fraction of 90 percent).t 


Overall burning angle AQ, . The duration of the overall burning process. It is the sum 
“of AO, and AQ, . 


ee ; 

* This angle is sometimes called the ignition delay. Since the flame starts to propagate outward imme- 

sately following the spark discharge there is no delay, and the terminology used here is preferred (see 
. 9.3), _ 

¢ An alternative definition for AO, uses the maximum burning rate to define an angle or time charac- 


wets of the bulk charge burning process* (see Fig. 9-13). AO, and A@# are usually closely compara- 
le. : 
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Percent 


FIGURE 9-13 
ot Definition of flame-development angle, AQ@,, 
+ A0,—-}+-—— 46, —-] rapid-burning angle, A@,, on mass fraction b 
6, 910% 900% versus crank angle curve. 


Figure 9-13 illustrates these definitions on a mass fraction burned, or frag. 
tion of fuel energy released, versus crank angle plot. While the selection of the 10' 
and 90 percent points is arbitrary, such a choice avoids the difficulties involved ig’ 
determining accurately the shape of the curve at the start and end of combustion’ 
These angles can be converted to times (in seconds) by dividing by 6N (with N in 
revolutions per minute). 

A functional form often used to represent the mass fraction burned versug’ 
crank angle curve is the Wiebe function: os ‘ 


x,=1—exp] — 6 — 8\""" 
amie Canta WO: 028) ) 


where @ is the crank angle, 0) is the start of combustion, AQ is the total com | 
bustion duration (x, =0 to x, = 1), and a and m are adjustable parameters, @ 


Varying a and m changes the shape of the curve significantly. Actual mass frac @ 


tion burned curves have been fitted with a = 5 and m = 2.'® 


9.3 FLAME STRUCTURE AND SPEED 
9.3.1 Experimental Observations 


The combustion process in the spark-ignition engine takes place in a turbulent 
flow field. This flow field is produced by the high shear flows set up during the; 
intake process and modified during compression, as described in Chap. 8. The. 


importance of the turbulence to the engine combustion process was recognized § 


long ago through experiments where the intake event, and the turbulence it gen-J 
erates, was eliminated and the rate of flame propagation decreased substantially. 


Understanding the structure of this engine flame as it develops from the spark j 
discharge and the speed at which it propagates across the combustion chambef,4 


and how that structure and speed depend on charge motion, charge composition, 
and chamber geometry, are critical to engine optimization. This section reviews 
experimental evidence that describes the essential features of the flame develop", 
ment and propagation processes. # 

Direct flame photographs such as those in Fig. 9-1 indicate the location ij 
shape of the actual reaction zone which radiates in the blue region of the visiIOWy 
spectrum. An irregular front is apparent. Further insight into the structure of the, 


§ 

a 

ry 

3 3 
a 

: s 

”~ Dad 
= 

= 46 130 5 > ae 5,09 


COMBUSTION IN SPARK-IGNITION ENGINES 39] 


fame can be obtained from photographs taken with techniques that are sensitive 
io density changes in the flow field, such as schlieren and shadowgraph.. With 
techniques, a parallel light beam is passed through the combustion 
chamber. Portions of the beam which pass through regions where density gra- 
dents normal to the beam exist are deflected, due to the refractive index gra- 
dients that result from the density gradients. In the schlieren technique, the beam 
s focused on a knife edge; the deflected parts of the beam are displaced relative 
to the knife edge and produce lighter or darker regions when subsequenily refo- 
cused onto film. With the shadowgraph technique, the parallel beam emerging 
from the combustion chamber is photographed directly; deflected parts of the 
team produce lighter and darker regions on the film. With these techniques 
details of flame structure can be discerned. \ , 
Figure 9-14 shows a set of photographs from one engine cycle, from a high- 
speed schlieren movie taken in a special visualization spark-ignition engine oper- 
ating at 1400 rev/min and 0.5 atm inlet pressure. Also shown are the cylinder 
pressure versus crank angle data, and the mass fraction burned profile calculated’ 
from the pressure data using the method of Rassweiler and Withrow? (see Sec 
9.2.2). T his engine had a square-cross-section cylinder with two quartz walls to 
permit easy optical access, but otherwise operated normally.!” Visualization of 


Crank angle, deg 


FIGURE 9-14 
Sequence of movie frames from one 
engine with two glass wails, 
un, 0.5 atm inlet pressure. 


engine cycle in a square-cross-section cylinder, single-cylinder, 
and corresponding pressure and mass fraction burned curves. 1400 rev/ 
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the flame is especially important during the early stages of flame development } 
when the pressure rise due to combustion is too small to be detected. 

These photographs show how the flame “ball,” roughly spherical in shape, | 
grows steadily from the time of spark discharge. The effect of turbulence js 3 
already visible in the convoluted fiame surface in Fig. 9-14a. The volume 
enflamed behind the front continues to grow in a roughly spherical manner, 
except where intersected by the chamber walls, as seen in Fig. 9-14b and c. The 
mass fraction burned and the associated pressure rise due to combustion become 
significant by the time the flame front has traversed two-thirds to three-quarters 
of the field of view. Note that the fraction of the cylinder filled with enflamed 
charge is less than is suggested by the photos because the front of the flame is 
approximately spherical and the cylinder has a square cross section. Maximum 
cylinder pressure occurs close to the time the flame makes contact with the far 
wall, as seen in Fig. 9-14e. Finally, the unburned mixture ahead of and within the 
front burns out and the density gradients associated with the flame reaction zone 
disappear, clearing the field of view as shown in Fig. 9-14e and f. 

A useful relationship between the mass fraction burned, x,(=m,/m), and the 
volume fraction occupied by the burned gas, y,(=V,/V), can be obtained from the 
identities 


No sworl 


Pir nS Ee Tr 


Normal swirl 


High swirt 


m=m+m V=VY4+4%, 


Xs -[: + fe(1 |" (9.29) 
Po \Yo 


While the density ratio (p,/p,) does depend on the equivalence ratio, burned gas 
fraction in the unburned mixture, gas temperature, and pressure, its value is close 
to 4 for most spark-ignition engine operating conditions. Thus, the plot of x, 
against y, has a universal form,!° as shown in Fig. 9-15. This curve is an impor- 
tant aid in interpreting flame geometry information. 


and the ideal gas law: 


No swirl 


No swirl 


1.0 
_ 08 Crank angle, degrees from ignition 
: FIGURE 9-16 
; me a shadowgraph photographs of engine combustion process taken in single-cylinder engine with 
g <i parent cylinder head. From top to bottom: side plug without swirl; side plug with normal swirl; 
g € plug with high swirl; central plug without swirl; two plugs without swirl.18 
E 0.4 
E Th 
a o> pany e above-described features of the developing and propagating flame are 
ouaeatk 3 cha : to almost all engine geometries and operating conditions. Figure 9-16 
ws shadowgraph photograph j 
: Palnticn beieeentnide Racion bored an Orc : graph p graphs of the flame at fixed crank angle intervals after 


'gnition, taken through a transparent cylinder head with different geometric and 


0 02 04 0.6 0.8 1.0 ume fraction burned y,. x, is residual mass free flow fi : 18 : ; 
3 onhigurations.’” The approximately spherical development of the flame 


Burned volume fraction, y, tion.* 
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from the vicinity of the spark plug, except where it intercepts the chamber walig’ 
is evident for side and center ignition with one plug, and for ignition with two’ 
plugs in the absence of any intake generated swirl. With normal levels of swirl: 
the flame center is convected with the swirling flow, but the flame front as i’ 
grows is still approximately spherical in shape. Only with unusually high levels of 
swirl and aerodynamic stabilization of the flame at the spark plug location dogg’ 
the flame become stretched out and distorted by the flow in a major way.'® 

At any given flame radius, the geometry of the combustion chamber ang 
the spark plug location govern the flame front surface area—the area of the j 
approximately spherical surface corresponding to the leading edge of the flame} 
contained by the piston, cylinder head, and cylinder wall. The larger this surface 4 
area, the greater the mass of fresh charge that can cross this surface and enter the 3 
flame zone. The photos in Fig. 9-16 illustrate the importance of flame area. The 
center plug location gives approximately twice the flame area of the side plug? 
geometry at a given flame radius, and burns about twice as fast (the fraction of. 
the cylinder volume enflamed is about twice the size, at a fixed crank angle inter. 9 
val after spark). The arrangement with two spark plugs at opposite sides of the 3 
chamber is not significantly different in enflamed volume from the single center 4 
plug because, once the flame fronts are intersected by the cylinder wall, the flame q 
front areas are comparable. 3 

Mixture burning rate is strongly influenced by engine speed. It is well estab- 4 
lished that the duration of combustion in crank angle degrees. only increases 4 
slowly with increasing engine speed.'? Figure 9-17 shows how the interval 4 
between the spark discharge and 10 percent mass fraction burned, the flame 4 
development angle A@,, and the interval between the spark and 90 percent mass 4q 
fraction burned, the overall burning angle A@, + A@, (see Sec. 9.2.3), vary with 4 
engine speed.2° Both intervals increase by a factor of about 1.6 for a factor of 4 3 
increase in engine speed; ie., the burning rate throughout the combustion process 4 
increases almost, though not quite, as rapidly as engine speed. Additionally, at a 
given engine speed, increasing in-cylinder gas velocities (e.g., with intake gen- 
erated swirl) increases the burning rate: the flame size for the swirling flows in 
Fig. 9-16 is larger than for the quiescent case with the same plug location at the 
crank angle intervals after spark shown. Increasing engine speed and introducing 
swirl both increase the levels of turbulence in the engine cylinder at the time of 
combustion (see Sec. 8.2.2). Increased turbulence increases the rate of develop- 
ment and propagation of the turbulent premixed engine flame. 
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It is also well established that unburned mixture composition and state 
affect the burning rate. Reducing the inlet pressure (and maintaining the ratio of 
exhaust to inlet pressure fixed to hold the residual gas fraction constant) increases 
both the flame development and rapid burning angles.'° The fuel/air equivalence 
ratio affects the burning rate. Both flame development and burning angles showa_ 
minimum for slightly rich mixtures (@ ~ 1.2) and increase significantly as the 
mixture becomes substantially leaner than stoichiometric.'®?° The burned gas 
fraction in the unburned mixture, due to the residual gas fraction and any recy- | 
cled exhaust gases, affects the burning rate: increasing the burned gas fraction — 
slows down both flame development and propagation.?° Fuel composition 
changes can be significant also. While mixtures of isooctane or conventional gas- 
olines with air and burned gases (at identical conditions) have closely comparable 
burning rates, propane, methane, methanol, and ethanol mixtures exhibit modest 
differences in burning rate and hydrogen-air mixtures substantial differences. The 
basic combustion chemistry of the fuel, air, burned gas mixture influences the 
combustion process. However, the relative importance of combustion chemistry 
effects depends on combustion chamber design and burn rate. Faster burning 
engines (which have higher turbulence) are less sensitive to changes in mixture 
composition, pressure, and temperature than are slower burning engines (which 
have lower turbulence). The effects of chamber geometry, gas motion, and gas 

composition and state are interrelated.?! 


93.2 Flame Structure 


Laminar flames in premixed fuel, air, residual gas mixtures are characterized bya 
laminar flame speed S, and a laminar flame thickness 5, (see Sec. 9.3.3). The 
laminar flame speed is the velocity at which the flame propagates into quiescent 
premixed unburned mixture ahead of the flame. There are several ways to define 
the thickness of a laminar flame.?? Given the molecular diffusivity D, (see Sec. 
4.8), dimensional arguments give the most commonly used definition: 6, = 
DSJS,. Turbulent flames are also characterized by the root mean square velocity 
fluctuation, the turbulence intensity u’ [Eq. (8.3)], and the various length scales of 
the turbulent flow ahead of the flame. The integral length scale J, [Eq. (8.8)] is a 
measure of the size of the large energy-containing structures of the flow. The 
Kolmogorov scale Ix [Eq. (8.11)] defines the smallest structures of the flow where 
small-scale kinetic energy is dissipated via molecular viscosity. 

__ Several dimensionless parameters are used to characterize turbulent pre- 
mixed flames. The dimensionless parameter used to define the turbulence is the 
turbulent Reynolds number, Re; = w'l,/v. For homogeneous and isotropic (no 
Preferred direction) turbulence, the integral and Kolmogorov scales are related 


by Eq. (8.14): I,/l, = Rez /*. A characteristic turbulent eddy turnover time t; can 
be defined as , 
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A characteristic chemical reaction time is the residence time in a laminar flame: 7 
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It is an inverse measure of the influence of the turbulent peta a el ’ 
processes occurring in the flame. Other ratios are of gastos era ae Be 
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Values of Da and Re; for a typical spark-ignition engine (the cross-hatched 
region in Fig. 9-18) lie predominantly in the reaction sheet flame regime. Engine 
operation at high speed (the lower right boundary) and low load (the lower left 
boundary) gives values of Da and Re; which fall below the Ix/6, = 1 line. This is 
largely due to the low values of laminar flame speed that result from the high 
amounts of residual gas and EGR under these conditions (see Sec. 9.3.4 and Fig. 
6-19). Whether the flame structure under these conditions is significantly different 
is not known. Observations of engine flames to date, described below, lie above 
the /,/5, = 1 line, within the reaction sheet regime. One would expect, then, the 
structure of the flame in a spark-ignition engine, once developed, to be that of a 
thin reaction sheet wrinkled and convoluted by the turbulent flow. : 

Detailed observations have been made of flame structure from ignition to 
flame extinguishing at the far cylinder wall. A flame develops from the spark 
discharge which causes ignition as follows. In the initial breakdown phase of 
ignition, a cylindrical discharge between the spark plug electrodes is estab- 
lished.?3 As electrical energy is fed into the discharge, the arc expands and exo- 
thermic chemical reactions capable of sustaining a propagating flame develop. 
Figure 9-19 shows how this development of a flame kernel occurs, with a set of 
shadowgraph photographs taken at 40-ys intervals of the spark plug electrode 
gap in one cylinder of a 2-liter conventional engine. The first photograph is. 
between 20 and 50 ys after the spark breakdown occurred. The complete 
sequence (~ 200 ys) corresponds to 1.3 crank angle degrees. The outer boundary 
of this developing. flame kernel is approximately spherical and is smooth with 
modest irregularities, corresponding to a thin reaction zone. with high- 
temperature gases inside. As this developing sheetlike flame grows it interacts 
with the turbulent flow field in the vicinity of the spark plug: the flame outer 
surface becomes increasingly convoluted and the flame center can be convected 
away from the plug in a direction and with a velocity that can vary substantially 
cycle-by-cycle, as seen in Fig. 9-20. 17 

The structure of the flame continues to develop as it propagates across the 
chamber. Evidence, largely from schlieren photographs -and studies of flame 
structure with laser diagnostics, shows that early in the burning process the flame 


FIGURE 9.19 


Owgraph photographs of spark-generated kernel between the spark plug electrodes. First pho- 
‘ograph on left, 20 to 50 ys after breakdown; 40 ys between photos. Stoichiometric mixture, 1100 
fev/min. (Courtesy A. Douad, Institut Francais du Petrole.) 
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FIGURE 9-20 
Schlieren photographs of developing flame, 5° after spark discharge, showing different convectiog 4 : 
processes in two different cycles. Spark plug wires 0.8 mm diameter. 1400 rev/min; 0.5 atm inlet 3 
pressure; propane fuel; ¢ = 0.9; spark advance 45° BTC.'” 7 


is a thin, moderately wrinkled but simply connected, front or reaction sheet 
between unburned and burned gas. The thickness of the front is about 0.1 mm 
which is comparable to the thickness of a laminar flame under the prevailing ¥ 
conditions. The scale of the wrinkles is typically about 2 mm at engine speeds of @ 
1000 to 2000 rev/min. As the flame propagates across the chamber, the thickness g 
of the reaction sheet front remains roughly constant, the flame front becomes 4 
more convoluted, and the scale of the wrinkles tends to decrease with time.?4 a 
Further evidence that the thin reaction sheet front becomes highly wrinkled 
and convoluted by the turbulent flow field into a thick turbulent flame “brush” 
is provided by the schlieren photographs in Fig. 9-21. These show a flame propa- 
gating across the combustion chamber of a square-cross-section single-cylinder 
engine with a special transparent piston crown containing a 13-mm wide channel 4 
to isolate a small section of the flame.?* The flame on the left is for a propane-air % 
mixture; that on the right is hydrogen-air. The energy density per unit volume of 4 
mixture and the flow field are comparable for each fuel. The effective thickness of 3 
this turbulent flame—the average distance between the region ahead of the flame, . 
where only unburned mixture exists, and the region behind the flame, where only 2am 


(a) 
(6) 


FIGURE 9-22 


Enlarged schlieren photographs of (a) flame front and (6) fl i 
arged ; ame back in square-cross-sectio i 
engine with two glass side walls. 1400 rev/min, 0.5 atm inlet pressure, propane fuel, ¢ = 0.9 i one 


burned mixture exists—is apparent. It was 4 to 5 mm for pro ane an 
- peut The difference is due to the substantially higher ae 
ee asf pa _ Hara gas mixture (see Sec. 9.3.4) which increases 
nrc oaies : se - ce flame toward the weak-turbulence (ie., less 
Additional insight into the structure of the developed engine flame 
a by Herp photographs of the leading and trailing edge of iene 
aca nie the schlieren or shadowgraph technique. Figure 9-22a shows the 
eae ee . sae 40° after the spark, when it has propagated about halfway 
Sanne . me er. It shows the irregular but smoothly curved surfaces which 
W the, Ni eading edge of the flame. Figure 9-22b shows the back of the flame 
Sas e ae when the front of the flame has just reached the wall of the 
fice DC! amber farthest from the spark plug. It shows large clear regions of 
gas behind the flame and smaller clear regions connected by a lacelike 


(6) 


FIGURE 9-21 ae 
Schlieren photographs of flame in square-cross-section cylinder engine, with narrow channel in pow 
crown (at bottom of pictures) which permits observation of 13-mm wide section of flame. (a) Propaes 
fuel, spark timing 36° BTC, photograph at 14° ATC, flame thickness ~ 4.6 mm. (b) Hydrogen "3 
spark timing 3° BTC, photograph at 10° ATC, flame thickness ~ 1.5 mm. Stoichiometric MAOH" 
1380 rev/min, 0.5 atm inlet pressure.?* : 3 


* These Photo: 


: graphs were sel : Rg 
ponding to th P! lected from a large number to give the minimum flame thickness corre- 


€ flame front perpendicular to the channel length. 
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£ Vj WY, Upper picture: oscillogram of output of optical 
os EFL OO Itichannel al: r showing the i ‘of 
Yy multichannel analyze g the intensity of 
e >» CG ' light scattered from a narrow laser beam as a fune 


tion of distance through the flame. Intensity is g 
measure of gas density. Lower picture: schematic 
of flame structure corresponding to this signal. 600 
rev/min, 1 atm inlet pressure, propane fuel, 
@ = 1.0.24 


30 29 28 27 
Flame radius, mm 


structure within which the remaining regions of unburned mixture are being con- 
sumed.!” The analogy with a crumpled sheet of paper is appropriate. 

Laser scattering experiments, where “snapshots” of the density profile 
along a laser beam passed through the flame were obtained using Rayleigh scat- 
tered light from the gas molecules, provide explicit evidence of this structure.? 
Figure 9-23 shows an oscillogram of the output of the optical analyzer. Each dot 
represents the intensity of the scattered light which is a measure of the gas 
density. The signal on the left corresponds to unburned gas. The flame is propa> 
gating from right to left. The oscillogram shows a thin transition zone of width 
0.25 mm between unburned and burned gas, followed at a distance of 1.5 mm by 
an “island” of unburned gas. The fraction of oscillograms showing such 
“islands” varied from 0 at 300 rev/min to 20 percent at 1800 rev/min. An intet- 
pretation of this signal consistent with the available photographic evidence is 
shown underneath.?* 

The above results suggest that increasing engine speed, which increases 
turbulence levels in the unburned charge, increasingly convolutes and probably 
multiply-connects the thin reaction sheet flame front. Enlarged schlieren pho- 
tographs of a 9-mm diameter section of the developed engine flame, viewed 
normal to the flame surface, indicate that increasing turbulence intensity and 
decreasing turbulence scales result in increasingly finely wrinkled flame struc 
tures, Figure 9-24 shows a set of such photographs, arranged in order of increas 
ing turbulent Reynolds number. Increases in turbulence intensity, which wet 
measured, were achieved by increases in engine speed and by modifying the inlet 
valve. Relevant parameters for each photograph are given in Table 9.1. 

- The above theoretical discussion and experimental evidence indicates that 
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FIGURE 9-24 
Shadowgraph photographs, with light beam normal to flame front, of 10-mm diameter section of 


flame. Photographs, arranged in order of increasing turbulent Re tos 
. : ynolds number, su; 
appropriate scaling parameter (see Table 9.1).?7 ; ggest this is an 


developed turbulent flames in spark-ignition engines, under normal operating 
conditions, are highly wrinkled and probably multiply-connected thin reaction 
sheets. The overall thickness of the turbulent flame “ brush,” front to back, is of 
order 1 cm, The thickness of the thin reaction sheet is comparable to estimates of 
the laminar flame thickness under the prevailing unburned mixture conditions 
which are of order 0.1 mm. The scale of the wrinkles is of order 1 mm.24 Direct 
evidence to date is limited to the low to mid engine speed and low to high engine 


TABLE 9.1 
Parameters for shadowgraph photographs in Fig. 9-24 
pu rarE ethernet 


Engine Turbulence 

speed, intensity, 
Photograph —_ rev/min m/s Valve Rey Rey 
300 0.44 S$ 106 229 
‘ 600 0.88 S 157 503 
; 300 1.07 US 173 611 
900 1.33 S 193 760 
t 1200 1.80 Ss 224 1024 
; 600 1.95 US 234 1117 
h 900 2.90 US 285 1658 

1200 40 US 333 2263 


See GA eS 


Note: . 
ake S, shrouded; US, unshrouded (produced higher turbulence due to 
ered flow). Rey = ly u'/v; Rey = I,u'/v (see Sec, 8.2,1).?7 


402 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 
COMBUSTION IN SPARK-IGNITION ENGINES 403 


load ranges. Whether the structure becomes significantly different at high engine 1 
speed is not known. Models of this turbulent flame development and propaga. 
tion process are reviewed in Chap. 14. 3 


seated as negligibly thin. Laminar burning velocities for methane propane, iso- 
octane, methanol, gasoline, and hydrogen—premixed with air—at pressures. ‘tem- 
ratures, and equivalence ratios which occur in engines have been measured 
using this technique.*°-39 Also, the effect of a burned gas diluent on laminar 
burning velocity with gasoline-air mixtures has been determined.22 Correlations 
derived from these data are the most accurate means available for estimatin 
laminar burning velocities for mixtures and conditions relevant to spark-ignition 
engines. 

The effect of the mixture fuel/air equivalence ratio on laminar burnin 
velocity for several hydrocarbon fuels and methanol is shown in Fig. 9-25 The 
burning velocity peaks slightly rich of stoichiometric for all the fuels shown. The 
values for isooctane and gasoline are closely comparable. Data at higher pres- 
sures and temperatures have been fitted to a power law of the form: 


T\'( 2 
v= sd a)(F) oa 


9.3.3 Laminar Burning Speeds 


An important intrinsic property of a combustible fuel, air, burned gas mixture is q 
its laminar burning velocity. This burning velocity is defined as the velocity, rela- : 
tive to and normal to the flame front, with which unburned gas moves into the q 
front and is transformed to products under laminar flow conditions. Some details 
of flame structure help explain the significance of this quantity. A flame is the 4 
result of a self-sustaining chemical reaction occurring within a region of space 4 
called the flame front where unburned mixture is heated and converted into pro- | 
ducts. The flame front consists of two regions: a preheat zone and a reaction | 
zone. In the preheat zone, the temperature of the unburned mixture is raised j 
mainly by heat conduction from the reaction zone: no significant reaction or 7 
energy release occurs and the temperature gradient is concave upward (@2T/ | _ _ 

Ax? > Q). Upon reaching a critical temperature, exothermic chemical reaction q ‘ md 5,0 x and f and constants for a pinch Rat cea nperature and pressure, 
begins. The release of chemical energy as heat results in a zone where the tem- @e __ gas diluent fraction. For propane, isooctane, and methanol these constants on 


perature gradient is concave downward (@?7/dx? < 0). The region between the | be represented by 
temperature where exothermic chemical reaction begins and the hot boundary at | 
the downstream equilibrium burned gas temperature is called the reaction zone. 4 a = 2.18 — 0.8(¢ — 1) (9.34a) 
The thicknesses of the preheat and reaction zones can be calculated for one- | , 
dimensional flames from conservation equations of mass and energy. The thick- a B= —0.16 + 0.22 — 1) (9.345) 
ness of the preheat zone 4,, p41 18 a and Sto = B, + Bod — ¢,)” (9.35) 

L, ph = 46k 931) = where ¢,, is the equivalence ratio at which Sz,o is a maximum with value B,,. 

Cp Pu Si a 
50 


where k and é, are the mean thermal conductivity and specific heat at constant : 
pressure in the preheat zone and S, is the laminar burning velocity.?® Thus, the j 
factors which govern the laminar burning velocity of a specific unburned § 
mixture—the velocity at which this flame structure propagates relative to the 1 
unburned gas ahead of it—are the temperature and species concentration gra- 40 
dients within the flame and the mixture transport and thermodynamic properties. a 
Laminar burning velocities at pressures and temperatures typical of a 
unburned mixture in engines are usually measured in spherical closed vessels by | 
propagating a laminar flame radially outward from the vessel center. The laminar 
burning velocity is then given by 3 


te 
A) 


Burning velocity, cm/s 
s 


B&R 


S,= dm,/at (9.32) 
As Pu : 

where the mass burning rate is determined from the rate of pressure rise in the = 

vessel and A, is the flame area. Because the laminar flame thickness [e.g., given | 

by Eq. (9.31)] under engine conditions is of order 0.2 mm?° and is therefore much q 06 081.012 1a Te tion of equivalence ratio, at 1 atm and 300 K. 

less than characteristic vessel dimensions, in applying Eq. (9.32) the flame can be @ Fuel/air equiv alence ratio ’ ines are least-squares polynomial fits to 


FIGURE 9-25 
Laminar burning velocity for several fuels as func- 
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TABLE 9.2 
Parameters >, B,,, and B, for Eq. 
(9.35) 
plea 
Bu; By 
Fuel on cm/s cm/s Ref. 
seen 
Methanol 1.11 36.9 — 140.5 2 
Propane 1.08 34.2 — 138.7 S 
Isooctane 113 263 oes : 
Gasoline 1.21 30.5 — 54, 


ee a 


Note: Values of S,9 given ‘ss a vias spas 
least-squares fits of Eq. (9.33) to dai 

ager T, = 300-700 K. They do not igang 

case to the Jaminar flame speed data at 1 atm an 

298 K in Fig. 9-25. 


iven i le 9.2.29 For gasoline (a reference 

, B,, and B, are given in Tab! ‘ 

at average siolecalar weight of 107 and an H/C ratio of 1.69) addi. 
conal data were available and were correlated by 


a, = 2.4 — 0.2719? 
B, = —0.357 + 0.14g?-77 


thi 
i i 34a, b) do not adequately correlate t 

, simple equations such as (9.34a, ( 
a cae of p and T, relevant to engines. However, jaminar burnin 


i -volume bomb experiment liave been : 
: from a spherical constant-vo = 
ean te an unburned gas isentropic path, as the pressure in the bo 


i i i i such 
ises during combustion. Variation in laminar burning velocity along 
aubared gas isentropes does correlate with a power law: 


Pu \ 
=§ 2s) 
Shs L, a Dighs 


Values for S;, 9 and ¢ from the literature are summarized in Table 9.3. 


(9.37) 


TABLE 93 : ; 
Parameters for methane-air laminar 
burning velocity correlation [ Eq. (9.37)] 
—— 


P, St, ot 
o iii cm/s £ Ref. 
nee 
1.0 0.5 49 0.51 31 
10 10 35 0.2 31 
0.8-1.2 1-8 t 0.17-0.19 33 
+ At 298 K initial temperature. 


{ See Fig. 9-25. 
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FIGURE 9-26 


Effect of burned gas mole fraction X, in unburned 


mixture on laminar burning velocity. Fuel: gas- 
oline.3? 


0.1 0.2 
Mole fraction diluent £, 


The presence of burned gas in the unburned cylinder charge due to residual 
gases and any recycled exhaust gases causes a substantial reduction in the 
laminar burning velocity. Any burned gas in the unburned mixture reduces the 
heating value per unit mass of mixture and, thus, reduces the adiabatic flame 
temperature. It acts as a diluent. The effect of increasing burned gas or diluent 
fraction on laminar flame speed is shown in Fig. 9-26. The diluent used was a 
mixture of CO, and N,, chosen to match the heat capacity of actual gasoline-air 
combustion products.+ The proportional reduction in laminar burning velocity is 
essentially independent of the unburned mixture equivalence ratio, pressure, and 
temperature over the range of interest in engines. The data in F ig. 9-26 are corre- 
lated by the relation: 


S(X,) = S1(% _ Ont — 2.06%2:77) 


_ where X, is the mole fraction of burned 
magnitude of this burned gas effect.>? 


Note that for equal heat capacity added to the unburned mixture, burned 
_ gases have a much larger effect on laminar burning velocity than does excess air. 
' For example, the laminar burning velocity of a stoichiometric mixture as it is 
leaned to ¢ = 0.8 is reduced by 23 percent. The excess air required has a heat 


capacity of about 0.2 times that of the combustion products of the undiluted 
mixture. Adding the same heat capacity by adding stoichiometric burned gases 
(which requires a burned gas mole fraction of 0.175) reduces the laminar burning 


(9.38) 


gas diluent. Other studies corroborate the 


The water in actual residual and exhaust 


gas was omitted. A mixture of 80 percent N, and 20 
Percent CO, , by volume, was used. 
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velocity by 55 percent.?? Proper allowance for the burned gas fraction in estima, 
ing laminar burning velocities for spark-ignition engines is most important. 
The above correlations define the laminar burning velocity as a function 
unburned mixture thermodynamic properties and composition, only. It has bee 
assumed that flame thickness and curvature effects are negligible.?® Our interes 
in laminar burning velocity is twofold: first, it is used to define the characteristic 
chemical reaction time of the mixture in Eq. (9.30); second, a presumed conge.: 
quence of the wrinkled thin-reaction-sheet turbulent-flame structure is that, 
locally, the sheet propagates at the laminar burning velocity. The above correla. 
tions adequately characterize a quiescent burning process. However, laminar 
flame propagation can be influenced by the local flow field in the unburned gas, 
If the flame thickness is less than the Kolmogorov scale, the primary effect is one 
of straining which affects both the flame area (usually referred to as flame stretch. 
ing for an area increase) and the local (laminar) burning velocity. While this 
problem is not yet well understood, it is known that straining can affect the 
laminar burning velocity and can cause flame extinction. The laminar burning 
velocity decreases with increasing strain rate, and the Lewis number of the 


unburned mixture has a significant influence on this rate of decrease. The Lewis 4 
number is the ratio of diffusivities of heat and mass. For stoichiometric mixtures 3 
it is close to one; it increases above about unity as the unburned fuel-air mixture 4 
is leaned out. Thus the local flow field may ‘have a discernable effect on the local q 
burning velocity of the thin laminarlike reaction-sheet flame, especially for lean 7 


or dilute mixtures.** 


9.3.4 Flame Propagation Relations 


If the heat-release or mass burning rate analysis of Sec. 9.2.2 is coupled with an 
analysis of flame geometry data, substantial additional insight into the behavior 


of spark-ignition engine flames is obtained. Flame photographs (such as those in : 
Figs. 9-1, 9-14, and 9-16 and Refs. 4 and 35) effectively define the position of the | 
front or leading edge of the turbulent engine flame. The “shadow” of the | 
enflamed zone, under normal engine conditions, is close to circle: only in the | 
presence of very high swirl does substantial distortion of the flame shape occur.'® | 
Thus, to a good approximation, the surface which defines the leading edge of the ; 
turbulent flame (ahead of which only unburned mixture exists) is a portion of the | 
surface of a sphere. Figure 9-27 indicates the geometrical parameters which define 7 
this flame surface: r,, «,, Z,, the coordinates of the flame center; r,, the radius of 
the best-fit circle to the flame front silhouette; and the geometry of the com- | 
bustion chamber walls. The flame is initiated at the spark plug; however, it may | 
move away from the plug during the early stages of its development as shown. | 
We define the flame front area A, as the spherical surface of radius r, coinciding _ 
with the leading edge of the flame contained within the combustion chamber, and ; 


the enflamed volume V, as the volume within the chamber behind this flame front. 


The thermodynamic analysis of cylinder pressure data allows us to define | 
additional geometrical parameters. The burned gas radius r, is the radius of the | 
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Cylinder wail 


Angle after spark 


FIGURE 9-27 
Schematic of spherical flame front in engine com- 
bustion chamber identifying parameters which 


+R Spark 0 R 
Distance define flame geometry. (From Beretta et al.*) 


spherical surface within the combustion chamber which would contain all the 
burned gas behind it; i.e., 


Aun Tos Xes 2.) = Vip. 9) (9.39) 
The spherical burning area A, is the area of this spherical surface; i.e., 


_ Nils Tes es Ze) 


A 
» Or, 


(9.40) 


The laminar burning area A, is the surface area the flame would have if it burned 
at the laminar flame speed, i.e., 
_ dm,/dt 
i Pu S, 
where S, is the laminar flame speed in the unburned mixture ahead of the flame 
(see Sec. 9.3.3). 


Several velocities can be defined. The mean expansion speed of the front u if 
is given by 


(9.41) 


_ dAs/dt 


We (9.42) 
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where As is the “shadow” area enclosed by the “best-fit” circle through th 
leading edge of the flame and 


is the arc length within the chamber of this “best-fit” circle. The mean expansio 
speed of the burned gas u, is 


_ 6V,/at 


My = (9.43) 


This derivative is taken with the piston position fixed since only burned volume 
changes due to combustion are of interest. The burning speed S,is defined by 


__ dm,/dt 


b 


The mean gas speed just ahead of the flame front u, is 
u, = u, — S, (9.45) 3 

Note that combining Eqs. (9.41) and (9.44) gives the relation q 
5S, Ay = 5, At 


Also, it follows from Eqs. (9.29), (9.43), and (9.44) that 


(9.46) 


Uy Puy __ Pu Py 
So pe ode = Ts 


As x, and y,— 0, u,/S, approaches the expansion ratio p,/p,. As x, and y, > 1, 
u,/S, approaches unity. 

The variation of the above quantities during the engine combustion 
process, coupled with the photographs and discussion in Sec. 9.3.2, provide sub- 
stantial insight into the flame development and propagation process. Figure 9-28 
shows results from an analysis of cylinder pressure data and the corresponding 
flame front location information (determined from high-speed movies through a 
window in the piston) of several individual engine operating cycles. The com- 
bustion chamber was a typical wedge design with a bore of 102 mm and a com- 
pression ratio of 7.86. The flame radius initially grows at a rate that increases 
with time and exhibits substantial cycle-by-cycle variation in its early develop- 
ment (Fig. 9-28). Later (r, 2 30 mm) the growth rate, which approximates the 
expansion speed u,, reaches an essentially constant value. The flame radius ry is 
initially equal to the burned gas radius r,; it increases above r, as the flame grows 
and becomes increasingly distorted by the turbulent flow field (Fig. 9-285). Even- 
tually r; — 7, goes to an essentially constant value of about 6 mm for r, 2 30 
mm. This difference, r, — r,, is approximately half the thickness of the turbulent 
flame brush. 


(9.47) 
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FIGURE 9-28 

Variation of flame geometry and velocity parameters during four individual combustion cycles at 
1044 rev/min, ¢ = 0.98, 1 atm inlet pressure: (a) flame radius 7 'y versus crank angle; (b) flame radiusr t 
versus burned gas radius r,; (c) normalized enflamed volume y,, burned volume y,, normalized flame 
front area a ;, and laminar area a, versus flame radius; (d) front expansion speed u,, burning speed 
5,, and laminar flame speed S, versus flame radius. (From Beretta et al.*) 
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Normalized enflamed and burned volumes, and flame front area and 


laminar burning area, are shown in Fig. 9-28c. Volumes are normalized by the 


cylinder volume, and areas by 2Rh, where h is the average clearance height and R 
the cylinder radius. Discontinuities occur in the flame area a, at the points where 
the flame front contacts first the piston face and then the near cylinder wall. The 
laminar area A, is initially close to the flame area A, and then increases rapidly 
as the flame grows beyond 10 mm in radius. During the rapid burning com. 
bustion phase (y, 2 0.2) the value of y, is significantly greater than y,. During 
this phase, the laminar area exceeds the flame area by almost an order of magni- 
tude. These observations indicate the existence of substantial pockets of 
unburned mixture behind the leading edge of the fiame.* 

The ratio of the volume of the unburned mixture within the turbulent flame 
zone (V, — V,) to the reaction-sheet area within the flame zone (A;,, — A,) defines 
a characteristic length 


lp = Vi — Vy (9.48) 
A, — Ay 


which can be thought of as the scale of the pockets of unburned mixture within 
the flame. For the data set of Fig. 9-28, 1; is approximately constant and of order 
1 mm.?* 

These flame geometry results would be expected from the previous pho- 
tographic observations of how the flame grows from a small approximately 
spherical smooth-surfaced kernal shortly after ignition to a highly wrinkled 
reaction-sheet turbulent flame of substantial overall thickness. Initially, the 
amount of unburned gas within the enflamed volume is small. During the rapid 
burning phase of the combustion process, however, a significant fraction (some 25 
percent; see Fig. 9-2) of the gas entrained into the flame zone is unburned. 

The front expansion speed u,, burning speed S,, and laminar flame speed 
S, are shown in Fig. 9-28d. The expansion speed increases as the flame develops 
to a maximum value that is several times the mean piston speed of 3.1 m/s and is 
comparable to the mean flow velocity through the inlet valve of 18 m/s.?* The 
burning speed increases steadily from a value close to the laminar flame speed at 
early times to almost an order of magnitude greater than S, during the rapid 
burning phase. During this rapid burning phase, since (r, — ry) is approximately 
constant, the flame front expansion speed and the mean burned gas expansion 
speed are essentially equal. The difference between u, ~ u, and S, is the unburned 
gas speed u, just ahead of the flame front. Note that the ratio u,/S» (~u,/S,) 
decreases monotonically from a value equal to the expansion ratio (p,/p,) at 
spark to unity as the flame approaches the far wall, as required by Eq. (9.47). 

The effect of flame propagation on the flow field in the unburned mixture 
ahead of the flame is important because it is the turbulence just ahead of the 
flame that determines the local burning velocity. Measurements of mean veloc- 
ities, rms fluctuation velocities, and turbulence intensities have been made using 
laser doppler anemometry (see Sec. 8.2.2) at different locations within engine 
combustion chambers (e.g., Refs. 36 and 37). Such data are difficult to interpret 
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ms fluctuation U,,,, and uy, m/s 
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FIGURE 9-29 

Laser doppler anemometer measurements of ensemble-averaged mean velocity U,, [Eq. (8.20)], rms 
fluctuation in individual-cycle mean velocity U,,,, [Eq. (8.21)] and turbulence intensity ui, [Eq. (8.22)], 
close to the cylinder axis, from before ignition to after flame arrival. Disc-shaped chamber, spark plug 
in cylinder wall, measurement at x/B = 0.57, B = 76 mm, 300 rev/min. 5, = 0.83 m/s.3¢ 


because the mean flow varies cycle-by-cycle, the turbulence is not homogeneous, 
and the flame motion and shape show substantial cyclic variations. The results in 
Fig. 9-29 were taken in a special single-cylinder engine with a disc-shaped com- 
bustion chamber where the spark plug was located in the cylinder liner. Shown 
are the ensemble-averaged mean velocity, cyclic variation in mean velocity, and 
the turbulence intensity, normal to the front, during the major portion of the 
combustion process, close to the chamber center. 

The mean velocity normal to the front increases steadily from shortly after 
ignition, as the combustion-produced gas expansion displaces unburned mixture 
toward the wall. It peaks as the flame arrives at the measurement location. The 
cyclic variation in mean velocity and the turbulence intensity normal to the front 
remain essentially constant until a few degrees before the flame arrival. These two 
quantities are comparable in magnitude; thus the turbulence intensity is lower 
than the rms fluctuation velocity (in this case by about a factor of 2) (see Sec. 
8.2.2). Whether the increase in turbulence as the flame approaches is due to rapid 
distortion resulting from the compression of the unburned mixture which occurs 
during combustion or is the result of inadequate resolution of cycle-to-cycle flow 
variations is unclear. Rapidly imposed distortions of a turbulent flow field, such 
as those imposed by combustion-produced gas expansion, would lead to an 
increase in vorticity and turbulence intensity. Other studies, e.g., Ref. 37, indicate 
there is little or no increase in turbulence intensity ahead of the flame. 

The variation of burning speed with engine speed has also been carefully 
examined in a study where flame position was determined from high-speed 
movies, mass burning rates from cylinder pressure, and turbulence information 
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from experiments at equivalent motored conditions.°* The turbulence quantity: 
obtained during motoring experiments was the ensemble-averaged root mean 
square velocity fluctuation defined by Eq. (8.18). Values of S,/S, and up/S, were. 
determined at two points in the combustion process: at a flame radius of 30 mm 
(the end of the flame development process) and at mass fraction burned equal to 
0.5 (halfway through the rapid burning phase). To correct the motored turbu- 
lence data for the higher pressure levels corresponding to engine firing condi- 
tions, a simple rapid distortion model (see Sec. 14.4.2) based on conservation of 
angular momentum in turbulent eddies was used. A linear correlation between §, 
and uj results, as shown in Fig. 9-30, for the rapid burning combustion phase, 
Note that as u;/S, goes to zero, S,/S,; approaches a value close to unity. 

Once the flame front reaches the far cylinder wall (see Fig. 9-27) the front 
can no longer propagate: however, combustion continues behind the front until 


all the unburned mixture entrained into the enflamed region is consumed. This 7 
final burning or termination phase of the combustion process can be approx- % 
imated by an exponential decay in the mass burning rate with a characteristic | 
time constant t, of order | ms. Since these “islands” or “pockets” of unburned 4 
mixture behind the leading edge of the flame have a characteristic scale 1; based | 


on the laminar flame area [Eqs. (9.41) and (9.48)], it follows that 


fates. 0.49) | 


In summary, the above flame data analysis procedures show that the 
relationships between r, and r,, V; and V,, A, and A,, uy, S, and S, are dis- 
tinctly different in the three phases of combustion: (1) the development phase, 
where a highly wrinkled reaction-sheet “thick”-overall turbulent flame evolves 
from the essentially spherical flame kernal established by the spark discharge; (2 


the rapid-burning phase, where this thick “developed” turbulent flame propa- 4 
gates across the combustion chamber to the far wall, during which most of.the % 


mass is burned; and (3) the termination phase after the flame front has reached 
the far wall and propagation of the front is no longer possible, when the remain- 
ing unburned mixture within the flame burns up. The burning velocity, in the 
rapid-burning phase of the combustion process, scales with turbulence intensity, 
which in turn scales with engine speed. 


FIGURE 9-30 

Variation of burning speed with turbulence 
intensity. The ensemble-averaged rms velocity 
fluctuation was measured during motoring 


motoring pressure) corrects for the effect of addi- 
tional compression on the turbulence intensity. 
Range of engine speeds and spark timings.** 


engine operation. The ratio p/p,, (firing pressure/ a 
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4 CYCLIC VARIATIONS IN 


‘COMBUSTION, PARTIAL BURNING, 
‘AND MISFIRE 


9.4.1 Observations and Definitions 


Observation of cylinder pressure versus time measurements from a spark-ignition 
engine, for successive operating cycles, shows that substantial variations on a 
cycle-by-cycle basis exist. Since the pressure development is uniquely related to 
the combustion process, substantial variations in the combustion process on a 
cycle-by-cycle basis are occurring. In addition to these variations in each individ- 
ual cylinder, there can be significant differences in the combustion process and 
pressure development between the cylinders in a multicylinder engine. Cyclic 
variations in the combustion process are caused by variations in mixture motion 
within the cylinder at the time of spark cycle-by-cycle, variations in the amounts 
of air and fuel fed to the cylinder each cycle, and variations in the mixing of fresh 
mixture and residual gases within the cylinder each cycle, especially in the vicin- 
ity of the spark plug. Variations between cylinders are caused by differences in 
these same phenomena, cylinder-to-cylinder. 

Cycle-by-cycle variations in the combustion process are important for two 
reasons. First, since the optimum spark timing is set for the “average” cycle, 
faster-than-average cycles have effectively overadvanced spark-timing and 
slower-than-average cycles have retarded timing, so losses in power and efficiency 
result. Second, it is the extremes of the cyclic variations that limit engine oper- 
ation. The fastest burning cycles with their overadvanced spark timing are most 
likely to knock. Thus, the fastest burning cycles determine the engine’s fuel 
octane requirement and limit its compression ratio (see Sec. 9.6.3). The slowest 
burning cycles, which are retarded relative to optimum timing, are most likely to 
burn incompletely. Thus these cycles set the practical lean operating limit of the 
engine or limit the amount of exhaust gas recycle (used for NO emissions control) 
which the engine will tolerate. Due to cycle-by-cycle variations, the spark timing 
and average air/fuel ratio must always be compromises, which are not necessarily 
the optimum for the average cylinder combustion process. Variations in cylinder 
pressure have been shown to correlate with variations in brake torque which 
directly relate to vehicle driveability. 

An example of the cycle-by-cycle variations in cylinder pressure and the 
variations in mixture burning rate that cause them are shown in Fig. 9-31. Pres- 
sure and gross heat-release rate [calculated from the cylinder pressure using Eq. 
(9.27)] for several successive cycles at a mid-load, mid-speed point are shown as a 
function of crank angle. The maximum heat-release rate and the duration of the 
heat release or burning process vary by a factor of two from the slowest to the 
fastest burning cycle shown. The peak cylinder pressure varies accordingly. The 
faster burning cycles have substantially higher values of maximum pressure than 
do the slower burning cycles; with the faster burning cycles peak pressure occurs 
closer to TC. 

The heat-release rate data in Fig. 9-31 show that there are cycle-by-cycle 
variations in the early stages of flame development (from zero to a few percent of 
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FIGURE 9-31 
Measured cylinder pressure and calculated gross heat-release rate for ten cycles in single-cylinder 
spark-ignition engine operating at 1500 rev/min, @ = 1.0, pjai., = 0.7 atm, MBT timing 25° BTC.'* 


the total heat release) and in the major portion of the combustion process—the 
rapid-burning phase—indicated by the variations in the maximum burning rate. 
As the mixture becomes leaner with excess air or more dilute with a higher 
burned gas fraction from residual gases or exhaust gas recycle, the magnitude of 
cycle-by-cycle combustion variations increases. Eventually, some cycles become 
sufficiently slow burning that combustion is not completed by the time the 
exhaust opens: a regime where partial burning occurs in a fraction of the cycles is 
encountered. For even leaner or more dilute mixtures, the misfire limit is reached. 
At this point, the mixture in a fraction of the cycles fails to ignite. While spark- 
ignition engines will continue to operate with a small percentage of the cycles in 
the partial-burn or misfire regimes, such operation is obviously undesirable from 
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the point of efficiency, hydrocarbon emissions, torque variations, and roughness. 
The partial-burn and misfire regimes are discussed in Sec. 9.4.3. 
Various measures of cycle-by-cycle combustion variability are used. It can 
be defined in terms of variations in the cylinder pressure between different cycles, 
or in terms of variations in the details of the burning process which cause the 
differences in pressure. The following quantities have been used: 


1. Pressure-related parameters. The maximum cylinder pressure p,,,,; the crank 
angle at which this maximum pressure occurs 6,,.,; the maximum rate of 
pressure rise (dp/d®).;; the crank angle at which (dp/d6),,,, occurs; the indi- 
cated mean effective pressure [which equals J p dV/V,, see Eqs. (2.14), (2.15), 
and (2.19)]. 

2. Burn-rate-related parameters. The maximum heat-release rate (net or gross, see 
Sec. 9.2.2); the maximum mass burning rate; the flame development angle A, 
and the rapid burning angle, A@, (see Sec. 9.2.3). 

3. Flame front position parameters. Fiame radius, flame front area, enflamed or 
burned volume, all at given times; flame arrival time at given locations. 


Pressure-related quantities are easiest to determine; however, the relation 
between variations in combustion rate and variations in cylinder pressure is 
complex.** Equation (9.26) defines the factors that govern this relationship. 
Because the rate of change of pressure is substantially affected by the rate of 
change of cylinder volume as well as rate of burning, changes in the phasing of 
the combustion process relative to TC (e.g., which result from changes in flame 
development angle) as well as changes in the shape and magnitude of the heat- 
release rate profile affect the pressure. Figure 9-32 illustrates how the magnitude 
of the maximum cylinder pressure p,,,, and the crank angle at which it occurs 
9ymax Vaty as the crank angle at which combustion effectively starts (e.g., 0 at 
which 1 percent of the cylinder mass has burned) and the burning rate are varied. 
Curve CABE shows how Py; 20d Oymax Vary for a fixed fast-burning heat-release 
profile (the duration of the heat-release process and its maximum value are held 


Fast burn 


FIGURE 9-32 
Schematic of variation in maximum cylinder pressure 
and crank angle at which it occurs, in individual 
cycles. CABE typical of fast heat-release process; 
C’A'B'D’E’ typical of slow heat-release process. (From 
Matekunas.>*) 
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constant), as the phasing of this combustion process relative to TC is varied, 4 
corresponds to MBT timing where the start of combustion is phased to give 
maximum brake torque, B corresponds to retarded timing, and C to over. 
advanced timing. C’A’B’D’E’ is a similar curve for a slow-burning heat-release 
profile. A’ corresponds to MBT timing, and B’ and D’ to increasingly retarded 


timing. Note that with a sufficiently slow-burning heat-release profile, beyond D’, | 


@ max decreases as the burn process is increasingly retarded, This occurs when the 
rate of increase of pressure due to combustion becomes so low that it is more 
than offset by the pressure decrease due to volume increase: eventually for 
extremely slow and late burning, the maximum pressure approaches the motored 
pressure at TC. The dashed lines show the constant start-of-combustion timing 
relative to MBT for each burn rate curve. Note that 6,,,,, for constant relative 
timing varies little as the heat-release profile or burn rate varies.?® 

We can now explain the effects of variations in the heat-release profile (both 
in the development stage of the burning process, which effectively changes the 
location of the start of combustion, and in the rate of burning throughout the 
process) ON Prax and @,,,.,, When the spark timing occurs at a fixed crank angle. 
For a fixed burning rate profile (duration of burn and maximum burning rate) as 
the start of combustion is delayed to be closer to TC, p,,,, decreases and @,,.,, 
initially increases (A to B or A’ to B’). This is the effect of a change in relative 
timing or phase of the burning process due to a slower initial rate of flame devel- 
opment with fixed spark timing. If, in addition to the flame development being 
slower, the heat-release rate throughout the burning process is lower, then that 
combustion process is even more retarded from the optimum and p,,,, decreases 
and 05mx increases further, to their values at D’. The effect of a faster initial flame 
development and faster burning rate, with fixed spark time, is the opposite. The 
magnitudes of the changes in Pmex 2Nd Aymax depend, obviously, on the extent of 
the cyclic variations; they also depend on whether the average burn process is 
fast or slow. For fast-burning engines, a larger fraction of the heat release occurs 
near TC when the chamber volume is changing relatively slowly. Thus pressure 
variations are mainly due to combustion variations. With slow-burning engines, 
where a significant fraction of the energy release occurs well after TC, the effect of 
volume change also becomes significant and augments the effect of combustion 
variations. For large variations and a slow average burning process, Prax can fall 
below E’, and @yms, then decreases. A fast-burning combustion process signifi- 
cantly reduces the impact of cyclic combustion variations on engine per- 
formance.*? 

We can now evaluate the various measures of combustion variability. The 
maximum pressure variation has been shown to depend on both changes in 
phasing and burning rate. The magnitude of this variation depends on whether 
the combustion chamber is faster or slower burning, on average. It also depends 
on whether the burning process is substantially retarded relative to MBT. It 
depends, too, on cyclic cylinder fuel and air charging variations. Thus the inter- 
pretation of variations in p,,, [or in the maximum rate of pressure rise 
(dp/d4)n,,| in terms of variations in the rate and phasing of the burning process 
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ust be done with care. The location of maximum pressure 0 ms. also depends on 
relative phasing of combustion and on the burn rate profile. In addition, for 
slow-burning chambers and retarded timing (around E’) variations produce little 
change in 6,max- However, for fast-burning chambers, with MBT or only slightly 
retarded timing, the location of peak pressure depends essentially on the phasing 
of each combustion process relative to its MBT phasing, and is independent of 
charging variations. For these reasons, @,,,,, is a useful measure of variability in 
combustion event phasing.®® 

One important measure of cyclic variability, derived from pressure data, is 
the coefficient of variation in indicated mean effective pressure. It is the standard 
deviation in imep divided by the mean imep, and is usually expressed in percent: 


Sime 
COVimep = fen x 100 (9.50) 
It defines the cyclic variability in indicated work per cycle, and it has been found 
that vehicle driveability problems usually result when COVimep exceeds about 10 
percent. 
Figure 9-33 illustrates the relationships between p,,,,; max» and imep for 
120 cycles of an engine cylinder at fixed operating conditions and three different 
spark timings.*® The MBT timing data show a spread in imep at a fixed value of 
9pnax- This imep data band is relatively flat and is centered around Oomax © 16°; 
only at later values of 9,.., does imep fall off significantly. The vertical spread in 
imep around 6,.,, = 16° is due to variations in the amount of fuel entering the 
cylinder each cycle; normal variations in the burn profile under these conditions, 
which effectively change the phasing of the combustion process, produce only 
modest reductions in imep. For early O;nax (the extreme upper left of Fig. 9-33a), 
the variations in p,,,, are also due mainly to these fuel-charging variations, cycle- 
by-cycle; these are the fastest burning cycles with the most advanced phasing. As 


+ MBT 
e¢ MBT = 10° 
+ MBT — 20° 


Maximum pressure, kPa 


FIGURE 9-33 


(a) Individual-cycle maximum pressure versus crank angle at which p,,, occurs. (b) Individual-cycle 
indicated mean effective pressure versus @,,,,,.°° 
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Oymax increases, the dispersion increases as cyclic variations in phasing an 
burning rate have increasing impact. 

An important issue is whether variations in the early stages of flame deve! 
opment and variations in subsequent portions of the burning process are ind 
pendent of each other or are correlated. Plots of early flame development ang| 
(spark to 1 percent mass burned) against the burning angle (1 to 90 percen 
burned) from individual cycles for several different combustion chambers indica 
the following. There is a trend with increasing flame development angle for th 
burning angle to increase (or the burning rate to decrease); however, there 
much scatter about this trend (for a given value of flame development ang} 
different cycles show a substantial range in burning angle), and the quantitative. 
aspects of the trend depend on operating conditions and on combustion chamber 
design. In addition, as the mean rapid burning angle increases (due to changing 
operating conditions or a slower-burning chamber design) the mean flame devel- 
opment angle, the cyclic variation in the flame development angle, and the cyclic. 
variation in the rapid burning angle all increase.*° This topic is discussed more 
fully in the following section. 

The shapes of the frequency distributions in individual-cycle pressure data 
(e.g. iN Pmax> (4P/40)max> pmax) and in burn rate data such as AQ,, Aé,, (dQ/d)rsax 
depend on whether the combustion process is fast and “robust” (¢.g., with close- 
to-stoichiometric mixtures at higher loads at optimum timing—~well away from 
the lean operating limit of the engine) or slower and less repeatable, closer to the 
lean or dilute-mixture operating limit. Under robust combustion conditions these 
distributions are close to normal distributions.*‘+*? When the combustion 
process is much slower, the cyclic variability becomes large and the distribution 
becomes skewed toward the slower burning cycles which have low imep (due to 
the substantial retard of these slower cycles). When partial burning and then 
misfire occur, the low-pressure tail of the distribution approaches the motored 
pressure value at TC.** Examples of the frequency distributions of imep in these 
two combustion variability regimes are shown later in Fig. 9-36. 

Cylinder pressure data are often averaged over many cycles to obtain the 
mean cylinder pressure at each crank angle. The primary use of this average 
pressure versus crank angle data is in calculating the average indicated mean 
effective pressure (which is a linear function of p). Since combustion parameters 
are not linearly related to the cylinder pressure [see Eq. (9-27)], analysis of the 
average pressure data will not necessarily yield accurate values of average com- 
bustion parameters. The error will be most significant when the combustion 
variability is largest. It is best to determine mean combustion parameters by 
averaging their values obtained from a substantial number of individual cycle 
analysis results. The number of cycles which must be averaged to obtain the 
desired accuracy depends on the extent of the combustion variability. For 
example, while 40 to 100 cycles may define imep to within a few percent when 
combustion is highly repeatable, several hundred cycles of data may be required 
when cyclic combustion variations are large.‘? 


COMBUSTION IN SPARK-IGNITION ENGINES 419 
9.4.2 Causes of Cycle-by-Cycle and 
Cylinder-to-Cylinder Variations 


Cycle-by-cycle combustion variations are evident from the beginning of the com- 
bustion process. Analysis of flame photographs from many engine cycles taken in 
special research engines with windows in the combustion chamber has shown 
that dispersion in the fraction of the combustion chamber volume inflamed is 
present from the start of combustion (e.g., see Refs. 3 and 23). Dispersion in 
burning rate is also evident throughout the combustion process (see Figs. 9-2 and 
9-31). Three factors have been found to influence this dispersion:*5 


1. The variation in gas motion in the cylinder during combustion, cycle-by-cycle 

2. The variation in the amounts of fuel, air, and recycled exhaust gas supplied to 
a given cylinder each cycle 

3. Variations in mixture composition within the cylinder each cycle—especially 
near the spark plug—due to variations in mixing between air, fuel, recycled 
exhaust gas, and residual gas 


The relative importance of these factors is not yet fully defined, and depends 
on engine design and operating variables. The variation in the velocity field 
within the engine cylinder throughout the cycle, and from one cycle to the next, 
has been reviewed in Sec. 8.2.2. Toward the end of the compression stroke, the 
ensemble-averaged rms velocity fluctuation is of comparable magnitude to the 
mean piston speed, and may be larger than the mean flow velocity if there is no 
strongly directed local mean flow pattern (see Figs. 8-8 and 8-9). This ensemble- 
averaged velocity fluctuation combines both cycle-by-cycle variation in the mean 
flow and the turbulent velocity fluctuations. During compression, these two com- 
ponents are of comparable magnitude (see Figs. 8-9 and 9-29). While this data 
base is limited, it indicates that substantial variations in the mean flow exist, 
cycle-by-cycle, both in the vicinity of the spark plug and throughout the com- 
bustion chamber. Velocity variations contribute in a major way to variations in 
the initial motion of the flame center as it grows from the kernel established by 
the spark, and in the initial rate of growth of the flame; they can also affect the 
burning rate once the flame has developed to fill a substantial fraction of the 
combustion chamber. Variations in gas motion near the spark plug convect the 
flame in its early stages in different directions and at different velocities, cycle-by- 
cycle. This affects the flame’s interaction with the cylinder wails, changing the 
flame area development with time. Variations in the turbulent velocity fiuctua- 
tions near the spark plug will result in variations in the rate at which the small 
initially laminarlike flame kernel develops into a turbulent flame. Variations in 
the mean flow throughout the chamber will produce differences in flame front 
shape; also, they may produce differences in turbulence which affect the propaga- 
tion velocity of the front (see Fig. 9-30 for the relation between mean burning 
speed and turbulence intensity). 
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It is well known that, on a time-averaged basis, the fuel, air, and recycleq 
exhaust gas flows into each cylinder of a multicylinder engine are not identical, 
These flow rate differences are typically a few percent (see Secs. 7.6.2 and 7.6.3), It 
is also known that the flow patterns within the different cylinders are not neces. 
sarily identical due to differences between the individual intake manifold runner 
and port geometries in many production engines. All these factors contribute to 
cylinder-to-cylinder variations in the combustion process: there can be significant - 
differences in the mean burn rate parameters as well as in the cyclic variations in 
these parameters.*? Also, the limited data available on the variation in mixture 
composition within each cylinder for each cycle indicates that cyclic charging 
variations in individual cylinders are comparable in magnitude to cylinder-to- 
cylinder differences (.c., of order +5 percent*®). Whether the amount of residual 
gas left in the cylinder varies significantly, cycle-by-cycle, is not known. At higher 
loads, where the combustion process is more repeatable (and always completed 
relatively early in the expansion stroke) and the residual gas fraction smaller (see 
Sec. 6.4), variations in the total amount of residual are not expected to be signifi- 
cant. At light loads (particularly at idle), where combustion variability is much 
higher and partial-burning cycles may occur, and especially with high valve 
overlap engine designs, variations in the residual gas mass and its composition 
may become important. 

In addition, mixing of fuel, air, recycled exhaust, and residual is not com- 
plete: nonuniformities in composition exist within the cylinder at the start of 
combustion. Composition variations, cycle-by-cycle, in the vicinity of the spark 
plug electrode gap will affect the early stages of flame development, especially as 
the flame grows through the laminarlike burning phase following the creation of 
a small flame kernel by the spark discharge (see Sec. 9.5.1). Figure 9-34 indicates 
the extent of these composition nonuniformities. The available data comes from 
experiments where a small rapid-acting sampling valve located in the spark plug 
center electrode was used to extract gas from the vicinity of the electrode gap, 
close to the start of combustion, for individual cycle composition analysis. Figure 
9-34a shows the cycle-by-cycle air/fuel ratio fluctuations in the burned gases 
sampled from one cylinder of a four-cylinder gasoline-fueled carbureted engine 
just after combustion has started. The standard deviation was typically 2 to 6 
percent of the mean (A/F).“©~*® Figure 9-34b shows the relationship between 
total hydrocarbon and CO, concentrations in unburned mixture, sampled just 
before spark discharge. The CO, concentration is a measure of the burned gas 
fraction in the sampled unburned mixture; hence on average it correlates 
inversely with the total hydrocarbon concentration. However, there is substantial 
fluctuation in CO, concentration about the mean value, at a given fuel fraction, 
indicating significant fluctuations, cycle-by-cycle, in the mixing of fresh mixture 
with residual gas. Nonuniformities in EGR distribution between cylinders and 
EGR mixing within the cylinder would also increase the variations in burned gas 
fraction locally at the spark gap, cycle-by-cycle.** 

Experiments in a multicylinder production SI engine, where the fuel/air 
ratio nonuniformities and the nonuniform mixing of fresh mixture with residual 
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FIGURE 9-34 

(a) Air/fuel ratio in 50 consecutive cycles, in vicinity of spark plug, measured just after ignition with a 
rapid-acting sampling valve located in the plug center electrode. Engine Operated at 1400 rev/min 
MBT timing, imep = 314 kPa.*” (b) CO, and unburned HC concentrations in gas sampled in individ 


ual cycles from the vicinity of the spark plug just prior to ignition. Engine o i 
. perated at 1200 rev/mi 
¢ = 0.98, Pine: = 0.5 atm, gasoline fuel.4* /min, 


gas were removed in turn as contributors to cycle-by-cycle variations (by com- 
paring premixed propane operation with conventional carbureted operation with 
gasoline, and by removing residual gas by purging with nonfiring cycles), showed 
that the three contributing factors to cyclic combustion variations—velocity 
variations, fuel/air ratio variations, and residual gas mixing variations—are of 
comparable importance at road-load conditions,*5 

An explanation for cycle-by-cycle variations can be developed from the 
description of the turbulent flame propagation process in Sec. 9.3. Conditions in 
the vicinity of the spark plug will influence the initial stages of the flame propaga- 
tion process—establishing a stable kernel and its development into a turbulent 
flame. During the developed flame propagation phase, the average conditions in 
the bulk gas within the combustion chamber will be the determining factors since 
the flame front spans the chamber, effectively averaging out local non- 
uniformities. By conditions are meant the turbulent velocity fluctuations and 
length scales in the flow, proportions of fuel, air, and burned gas in the mixture 
and the mixture state. 

Using the turbulent combustion model described in Sec, 14.4.2 (which is 
based on the description of the flame development and propagation process in 
Sec. 9.3), the flame development angle AQ, (the time to burn a few large eddies 
and establish a developed turbulent flame) can be expressed as?° 


L 1/3 lu 2/3 
Ad, = () () (9.51) 
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The turbulent fiow field influences A@, through 1,, u’, and l,,, the integral sca] 
the turbulence intensity, and the microscale, respectively. The mixture compos; 
tion influences AO, through the laminar flame speed S,. There is therefore 
variability in the flame development period, since all of these quantities can ya; 
in the vicinity of the spark plug on a cycle-by-cycle basis. 

The pressure development during the rapid-burning developed turbulent 
flame propagation phase, when the flame spans the combustion chamber, 
depends on the average rate of burning in the flame. Thus, variations in the 
turbulent flow field and mixture composition across the gas entering the flame 
front are averaged out and are not important. However, variation in chamber- 
average quantities are significant. The combustion model in Sec. 14.4.2 leads to 
the following expression for the maximum burning rate: 


(én) _ Crm fh*/BY pt/o) PL * SY hI? (059) 


gyoles being retarded and faster developing and/or burning cycles being over- 
advanced. The curve of torque versus combustion timing (relative to optimum 
timing), Fig. 9-3b, is almost independent of the burning rate; ie., a given magni- 
tude retard (of say 10°) relative to optimum timing gives almost the same 
reduction in torque for a very fast burn as it does for a very slow burn. This is 
because the burning process, for optimum timing, is centered at about 10° ATC 
independent of the burn rate, and retard or advance shifts this “center” by equal 
amounts for all burn rates.’® One of the major advantages of fast-burn engines is 
now apparent. The magnitude of the variations in the flame development process 
and subsequent flame propagation rate are decreased as the burning rate is 
increased (see Fig. 9-35): the ratio of standard deviation in A@, and A@, to the 
“mean values remains approximately constant. Thus, these smaller combustion 
* variations in fast-burn engines, which correspond to modest retard and over- 
advance in nonaverage burn rate cycles, have little effect on torque. In contrast, 
. the larger combustion variations of slow-burning engines result in significant 
cyclic torque variations. 


yrl/3 


Here, m, is the mass of fuel in the chamber, h is the instantaneous (mean) clear- 
ance height, B is the bore, p the density, i’ the average turbulence intensity across 
the flame front, and v the kinematic viscosity; the * denotes the value at the time 
of the maximum burning rate and the subscript i the value at spark; C is a 
constant depending on engine design. It can be seen from Eq. (9.52) that cycle-by- 
cycle variations in the maximum burning rate can result from variations in the 
overall flow pattern within the combustion chamber (which vary i#’*) and from 
variations in the amount of fuel (m,) that enters the cylinder each cycle.f Also, it 
can be seen that variations in the flame development process will result in varia- 
tions in the maximum burning rate because the crank angle at which the 
maximum burning rate occurs is shifted, and all the starred parameters in Eq. 
(9.52) will have different values. 

From the discussion of flame development and structure in Sec. 9.3, and 
Eggs. (9.51) and (9.52) above, we would expect that mixture conditions and motion 
leading to slower flame development rates (longer flame development angles, 
A@,}—lower turbulence intensities and more dilute mixtures—would also give 
lower burning rates (longer rapid burning angles, A@,). Data from many different 
engines and a wide range of operating cases show that this is the case, on 
average, though there is substantial variation about the mean trend. Figure 9-35 
shows these trends; it also shows that the standard deviation of A@, and the 
standard deviation of A@, for a given chamber and operating condition generally 
increase as the average burning process becomes slower.*° 

One final factor of importance is how variations in flame development and 
burning rate affect engine torque. With fixed spark timing, such variations in the 
combustion process cycle-by-cycle result in slower developing and/or burning 


FIGURE 9-35 

Variation in mean value of flame development angle 
A@, (spark to 1 percent mass burned) and standard 
deviations of flame development angle and rapid 
burning angle A@, (1 to 90 percent mass burned) 
with mean rapid burning angle A@,. - 
20 30 40 50 a 70 80 90 100110  bustion chamber romttio’ and gine operating 

A6,, deg conditions.*° 


+ Variations in the total amount of air, recycled exhaust gas, and residual in the chamber could also, 
for some operating regimes, be significant. 
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9.4.3 Partial Burning, Misfire, and Engine Stability 


As the unburned mixture in a spark-ignition engine is leaned out with excess aj 
or is diluted with increasing amounts of burned residual gas and exhaust ga 
recycle, the flame development period, the duration of the rapid burning phase 
and the cycle-by-cycle fluctuations in the combustion process all increase. Even. 


tually a point is reached where engine operation becomes rough and unstable, — 
and hydrocarbon emissions increase rapidly. The point at which these phenom. : 


ena occur effectively defines the engine’s stable operating limit.t These phenomena 
result from the lengthening of all stages of the combustion process as the 
unburned mixture is diluted. With increasing dilution, first a fraction of the cycles 
burns so slowly that combustion is only just completed prior to exhaust valve 
opening. Then as burning lengthens further, in some cycles there is insufficient 
time to complete combustion within the cylinder; also, flame extinguishment 
before the exhaust valve opens and before the flame has propagated across the 
chamber may start to occur in some cycles. Finally, misfiring cycles where the 
mixture never ignites may start to occur. The proportion of partial burning or 
nonburning cycles increases rapidly if the mixture is made even more lean or 
dilute, and the point is soon reached where the engine will not run at all. 

The impact on engine stability of increasing combustion variability, due to 
increased exhaust gas recycle at part-load, is shown in Fig. 9-36. Figure 9-36a 
shows the distributions of individual-cycle indicated mean effective pressure 
values for 0, 20, and 28 percent EGR. Without EGR at these conditions, the 
spread in imep is narrow. Increasing EGR widens the distribution significantly 
and cycles with low imep, and eventually zero imep, occur. Figure 9-36b shows 
how the coefficient of variation of imep and hydrocarbon emissions increase as 
EGR is increased. Slow burn, then partial burn, and then misfire cycles occur 
with increasing frequency. In the slow-burn cycles, combustion is complete but 
ends after 80° ATC and the indicated mean effective pressure is low (between 85 
and 46 percent of the mean value). Imep in partial-burn cycles was less than 46 
percent of the mean. In misfiring cycles, imep < 0. Empirically, it has been found 
that COVimep [see Eq. (9.50)] is about 10 percent at the engine’s stable operating 
limit, which here occurs just before the onset of partial-burning cycles*?. 

An explanation of combustion phenomenon at the engine stable operating 
limit has been developed by Quader.*° It involves the following terms: 


Ignition-limited spark timing or the ignition limit. The spark timing [advanced from 
maximum brake torque (MBT) timing] at which misfire (ic. failure of flame 
initiation) first occurs at a given mixture composition, in a given small but arbitrary 
fraction of cycles (e.g., 0.5 to 1 percent). 


+ This limit has often been called the lean operating limit. Since what limits engine operation in 
practice is excessive torque fluctuations, cycle-by-cycle, and high hydrocarbon emissions, resulting 
from the use of mixtures made overly dilute with either air or burned gases (or with both), stable 
operating limit is a more appropriate term. 
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FIGURE 9-36 

(a) Frequency distributions in indicated mean effective pressure at different EGR rates; 0 percent gave 
excellent engine stability, 20 percent acceptable stability, and 28 percent poor stability. (b) Coefficient 
of variation in imep, HC emissions, and percentage of normal, slow, partial-burn, and misfire cycles. 
Engine conditions: 1400 rev/min, ¢ = 1.0, MBT timing, imep = 324 kPa.*° 


Partial-burn-limited spark timing or the partial-burn limit. The spark timing 
(retarded from MBT) at which incomplete flame propagation occurs at a given 
mixture composition in a given small percent of the cycles (again, this frequency is 
selected arbitrarily for experimental convenience). 


Lean misfire limit at MBT spark. The leanest mixture stoichiometry at which the 
engine could be stabilized to operate at MBT spark timing with a misfire frequency 
below a specified value (again, this frequency, usually a percent or less of the cycles, 
is selected arbitrarily for convenience). A dilute misfire limit, the maximum amount 
of exhaust gas recycle that can be absorbed at a given stoichiometry for stable 
engine operation, can be similarly defined. 


Engine experiments have defined the locations of the ignition limit line and 
the partial-burn limit line; they are shown qualitatively in Fig. 9-37. At a given 
spark timing, on this spark timing versus equivalence ratio plot, progressive 
leaning of the mixture fed to the engine will lead to the onset of misfire or to the 
onset of partial burning, depending on the location of the lines and the spark 
timing selected. The individual figures show the possible interactions of the 
maximum brake torque (MBT) timing line—leaner mixtures require greater 
advance—with the ignition limit and partial-burn limit lines. At MBT timing, the 
Partial-burn limit may or may not be reached prior to misfire or the ignition 
limit. It will depend on the engine and ignition system design and operating 
conditions. For spark timings retarded relative to MBT, partial burning and not 
failure of flame initiation is the primary cause of unstable engine operation. 
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2 |  agation following successful ignition is usually the factor which limits engine 

ay a ree operation with dilute mixtures. Experiments have shown that a limited interval, 

8 Z—Lean limit iad ee fe ieee of order 80 crank angle degrees (depending on engine geometry and spark plug 

3 if, vA location), is available suring te engine cycle when conditions are favorable for 
z : : ae : 

| ae MBT sat ver aie MBT complete flame propagation.**:°* Outside of this interval, the mixture pressure 

aioe . a wa Hed ae purn limit and temperature are too low, and the turbulence intensity is too low to sustain a 


sufficiently rapid rate of combustion. Thus, it is factors which increase the flame 
development and propagation rates which primarily extend the partial-burn 
limit. 


Lean Rich Lean Rich Lean Rich 
Fuel/air equivalence ratio 
FIGURE 9-37 


Schematics of three possible combinations of ignition limit, partial-burn limit, and MBT timing - 
curves as function of fuel/air equivalence ratio. (From Quader.°°) 


95 SPARK IGNITION 


In spark-ignition engines, the electrical discharge produced between the spark 
plug electrodes by the ignition system starts the combustion process close to the 
end of the compression stroke. The high-temperature plasma kernel created by 
the spark develops into a self-sustaining and propagating flame front—a thin 
reaction sheet where the exothermic combustion chemical reactions occur. The 
function of the ignition system is to initiate this flame propagation process, in a 
repeatable manner cycle-by-cycle, over the full load and speed range of the engine 
at the appropriate point in the engine cycle. Shadowgraph and schlieren pho- 
tographs of the kernel created by the discharge between the plug electrodes, the 
growth of that kernal, and its transition to a propagating flame have already 
been presented in Figs. 9-19 and 9-20, and described in the accompanying text. A 
spark can arc from one electrode to another when a sufficiently high voltage is 
applied. Ignition systems commonly used to provide this spark are: battery igni- 
tion systems where the high voltage is obtained with an ignition coil (coil ignition 
systems); battery systems where the spark energy is stored in a capacitor and 
transferred as a high-voltage pulse to the spark plug by means of a special trans- 
former (capacitive-discharge ignition systems); and magneto ignition systems 
where the magneto—a rotating magnet or armature—generates the current used 
to produce a high-voltage pulse. 

This section reviews our basic understanding of electrical discharges in 
inflammable gas mixtures relevant to engine ignition (Sec. 9.5.1), the major design 
and operating characteristics of conventional engine ignition systems (Sec. 9.5.2), 
and, briefly, some alternative approaches to generating a propagating flame (Sec. 
9.5.3). 


An example of these limiting combustion regimes for lean engine operation 
is shown in Fig. 9-38. With MBT timing, as the mixture is leaned out (at constant 
air flow rate), complete combustion in all cycles changes to partial burning in 
some cycles which changes to no ignition in some cycles at the ignition limit. In 
the partial-burning regime, the most common type of incomplete-combustion 
cycle was a slow-burning cycle which required more time to complete burning 
than was available: flame extinguishment during expansion was much less 
common. Engine performance measurements showed that the engine stability 
limit—evidenced by minimum fuel consumption and onset of rapid increase in 
HC emissions—occurred at ¢ = 0.65, just before the partial-burn limit line where 
some slow-burning cycles occur but combustion is still complete in all cycles.*4 

From the above it is clear that flame initiation is a necessary but not suffi- 
cient condition for complete combustion. Too-slow flame development and prop- 
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95.1 Ignition Fundamentals 


A spark can arc from one plug electrode to the other only if a sufficiently high 
voltage is applied. In a typical spark discharge, the electrical potential across the 
electrode gap is increased until breakdown of the intervening mixture occurs. 
Ionizing streamers then propagate from one electrode to the other. The imped- 
ance of the gap decreases drastically when a streamer reaches the opposite elec- 
trode, and the current through the gap increases rapidly. This stage of the 


0.65 


Equivalence ratio 


FIGURE 9-38 : 
Actual limiting combustion regimes for lean-operating engine. 1200 rev/min, volumetric 
efficiency ~ 60 percent, methane fuel, 40 mJ spark energy, 2.5 ms spark duration.“* 
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discharge is called the breakdown phase. It is followed by the arc phase, where the. 
thin cylindrical plasma expands largely due to heat conduction and diffusion and, - 
with inflammable mixtures, the exothermic reactions which lead to a propagating” 
flame develop. This may be followed by a glow discharge phase where, depending 
on the details of the ignition system, the energy storage device (¢.g., the ignition 
coil) will dump its energy into the discharge circuit.° °° 

Figure 9-39 shows the behavior of the discharge voltage and current as q 
function of time for a conventional coil ignition system. Typical values are 
shown; actual values depend on the details of the electrical components. The 
breakdown phase is characterized by a high-voltage (~ 10 kV), high-peak current 
(~200 A), and an extremely short duration (~ 10 ns). A narrow (~40 um 
diameter) cylindrical ionized gas channel is established very early. The energy 
supplied is transferred almost without loss to this plasma column. The tem- 
perature and pressure in the column rise very rapidly to values up to about 
60,000 K and a few hundred atmospheres, respectively. A strong shock or blast 
wave propagates outward, the channel expands, and, as a result, the plasma tem- 
perature and pressure fall. Some 30 percent of the plasma energy is carried away 
by the shock wave; however, most of this is regained since spherical blast waves 
transfer most of their energy to the gas within a small (~2 mm diameter) sphere 
into which the breakdown plasma soon expands.** °* 

A breakdown phase always precedes arc and glow discharges: it Creates the 
electrically conductive path between the electrodes. The arc phase voltage is low 
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FIGURE 9-39 
Schematic of voltage and current variation with 
time for conventional coil spark-ignition system. 
Typical values for energy and voltage in the three 
phases—breakdown, arc, and glow discharge—are 
given.5? 
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(<100 V), though the current can be as high as the external circuit permits. In 
contrast to the breakdown phase where the gas in the channel is fully dissociated 
and ionized, in the arc phase the degree of dissociation may still be high at the 
center of the discharge, but the degree of ionization is much lower (about 1 
percent). Voltage drops at the cathode and anode electrodes are a significant 
fraction of the arc voltage, and the energy deposited in these electrode sheath 
regions, which is conducted away by the metal electrodes, is a substantial fraction 
of the total arc energy (see Table 9.4 below). The arc requires a hot cathode spot, 
so evaporation of the cathode material occurs. The arc increases in size due pri- 
marily to heat conduction and mass diffusion. Due to these energy transfers the 
gas temperature in the arc is limited to about 6000 K: the temperature and 
degree of dissociation decrease rapidly with increasing distance from the arc axis. 
Currents less than 200 mA, a large electrode voltage drop at the cathode (300 to 
500 V), a cold cathode, and less than 0.01 percent ionization are typical for the 
glow discharge. Energy losses are higher than in the arc phase, and peak equi- 
librium gas temperatures are about 3000 K.5? 

_ About 0.2 mJ of energy is required to ignite a quiescent stoichiometric fuel- 
air mixture at normal engine conditions by means of a spark. For substantially 
leaner and richer mixtures, and where the mixture flows past the electrodes, an 
order of magnitude greater energy (~3 mJ) may be required.** Conventional 
ignition systems deliver 30 to 50 mJ of electrical energy to the spark. Due to the 
physical characteristics of the discharge modes discussed above, only a fraction of 
the energy supplied to the spark gap is transmitted to the gas mixture. The 
energy balance for the breakdown, arc, and glow phases of the discharge is given 
in Table 9.4. Radiation losses are small throughout. The end of the breakdown 
phase occurs when a hot cathode spot develops, turning the discharge into an 
arc; heat losses to the electrodes then become substantial. The breakdown phase 
reaches the highest power level (~ 1 MW), but the energy supplied is small (0.3 to 
1 mJ). The glow discharge has the lowest power level (~ 10 W) but the highest 
energy (30 to 100 mJ), due to its long discharge time. The arc phase lies between. 

The proportions of the electrical energy supplied, which can be transferred 
to the plasma in these three phases of the discharge, are shown in Fig. 9-40.5> 55 
The different transfer capabilities for breakdown arc and glow discharges arise 


TABLE 9.4 
Energy distribution for breakdown, arc, and glow 
dischargest 

Breakdown, % Arc, % Glow, % 
Radiation loss <1 5 <1 
Heat loss to electrodes 5 45 70 
Total losses 6 50 70 
Plasma energy 94 50 30 


t Typical values, under idealized conditions with small electrodes. 
Source: Maly and Vogel.5? 
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FIGURE 9-40 ; 
Energy transferred to the spark kernal as a function of supplied electrical energy for breakdown, arc, 


and glow discharges.** 


Diameter, mm 


FIGURE 9-41 a —_ 
Diameters (d) and expansion velocities (v) of volumes activated by a capacitive-discharge ignition 
system: 3 mJ electrical energy, 100 ys duration. Subscripts denote: 1, shock in air at It atm; 2, plasma 
in air at 1 atm; 3, electrical and chemical plasma in stoichiometric methane-air mixture at 1 atm. 
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primarily from the differences in heat losses to the electrodes, as explained above. 
These losses increase with increasing supplied energy. In arc and glow discharges, 
increases in either discharge time or discharge current (or in both) always lead to 
substantial decreases in energy-transfer efficiency. If the glow discharge current is 
increased above about 100 mA, the discharge changes to the arc mode and heavy 
electrode erosion will result. Thus there are practical limits to the arc and glow 
discharge currents; also, the time available for ignition in the engine limits 
increases in discharge time. 

The initial expansion velocities in the discharge are much higher than those 
in self-propagating flames. Figure 9-41 shows the expansion velocities and diam- 
eters of the volumes activated by a 3-mJ, 100-us discharge from a capacitor- 
discharge ignition system as a function of time after spark onset.°? The curves 
shown are (1) for the shock wave following a discharge in air at | atm; (2) the 
plasma in air at 1 atm; (3) the electrical and chemical plasma following a dis- 
charge in a stoichiometric methane-air mixture at 1 atm. The initially strong 
shock wave attenuates rapidly to the local sound speed. Up to times of order 
microseconds, the effects of fuel combustion chemistry are small. The change in 
slope of the velocity curves for the plasmas at about 100 us indicates the tran- 
sition from an expansion caused by the initial high pressure in the breakdown 
discharge to expansion resulting from heat conduction and diffusion. 

The temperature distributions within the three different types of discharge 
provide additional insight. During the breakdown discharge, on a time scale of 
nanoseconds, the temperature rises to 60,000 K. Increasing the breakdown 
energy does not produce higher kernel temperatures; instead the channel diam- 
eter increases, producing a larger plasma volume. The kernel temperatures then 
decrease to the order of 10,000 K on a microsecond time scale as the plasma 
expands behind the shock wave. Arc and glow discharges, because their power 
inputs are much lower, do not increase the kernel temperatures; rather, they 
extend the cooling period on a microsecond and millisecond time scale, respec- 
tively.5? 

The characters of the temperature profiles that each of these three types of 
discharge create in air, with essentially the same total electrical energy input (30 
to 33 mJ), are indicated in Fig. 9-42. The radial profiles in the undisturbed mid- 
plane of the arc are shown. The expansion-wave-induced expansion of the plasma 
behind the shock with the breakdown discharge produces a larger plasma, earlier, 
with a steep temperature front. Thus it creates favorable conditions for trans- 
ferring heat and radicals to the surrounding unburned mixture. In addition cold 
gas flows into the central region of the plasma, due to the boundary layers which 
the rapidly expanding flow sets up on the electrodes, effectively insulating the 
hottest plasma region from the cold electrode surfaces.°* The arc and glow dis- 
charges, each preceded by a much lower energy initial breakdown process, show 
a much slower expansion rate and the more gradual temperature profile produc- 
ed by heat conduction and diffusion. 

Chemical reactions can be observed spectroscopically a few nanoseconds 
after spark onset. They are initiated by the very high radical density in the break- 
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2000 FIGURE 9-42 : 
FI Radial temperature profiles at selected times 
5 after spark onset for ignition systems with differ. 
E 2000 ent electrical energies and discharge times in air 
5 at latm. T,, breakdown discharge, 30 mJ 
energy, 60 ns duration; T,, capacitive discharge, 
3 mJ energy, 100 ys duration with superimposed 
aca . current arc of 2 A, 30 mJ energy, for 230 ys; T;, 
capacitive-discharge system, 3 mJ energy, 100 ys 
duration with superimposed constant-current 
9% 1 2 3 glow discharge of 60 mA, 30 mJ energy, 770 ys 


Radius, mm duration.5? 


down plasma where all the heavy particles are present as highly excited atoms 
and ions. Since the kernel temperatures are much too high to allow the species 
present in normal combustion products to exist, combustion reactions take Place 
at the outer plasma surface where the conditions are ideal for rapid chemical 
activity (temperatures of one thousand to a few thousand kelvins). The chemical 
energy released is added to the plasma energy and becomes evident when the 
plasma velocity falls below about 100 m/s (see Fig. 9-41). At this point, the inte- 


TABLE 9.5 ae ; 
Equilibrium composition of stoichiometric 
isooctane-air combustion products 


Temperature, Kt 

Species 2000 3000 4000 5000 
co 2.4(— 3) 6.1(—-2) 9.4(—2) 9.0(— 2) 
co, 1.2(—1) 5.1 —2) 5.0( — 3) 3.5(—4) 
H 2-5) 9.7(—3) 1.2(—1) 1.%—1) 
H, 6.1(-4) 1.5(—2) 2.4(—2) 3.5(—3) 
H,0 1.4(—1) 14-1) 1.1(—2) 1.4-—4) 
N n 1(-5) 6.6(—4) 1.2(—2) 
NH n n 2-5) &—5) 
NO 5.1 -4) 1.5(—2) 2.% —2) 1.7(—2) 
N, TX-—Y) 6.%—1) 5.1-Y) 5.1(-1) 
(@) 1(—5) 8.6 —3) 9.8(—2) 1.—1) 
OH 4.5(—4) 2.2(—2) 3.3(—2) 5.6(—3) 
O, 1.1(-3) 2.3(—2) 1.7(-—2) 2.2(—3) 


eS 
+At 4 atm pressure: mole fractions, 9.0(—2) = 9.0 x 1077. 
n= <5x 107° 
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rior of the plasma still consists of a fully dissociated reacted gas mixture with 


most of its energy stored in radicals. An indication of the gas composition across 
the steep temperature profile at the plasma interface can be obtained from Table 
9.5, which shows the equilibrium composition of CgH,,-air combustion products 
over the relevant temperature range. Note, however, that the gas will not be in 
equilibrium. The different radicals have different diffusivities, with the hydrogen 
atom some five times that of other species. Thus the H radical will diffuse furthest 
into the as-yet unreacted mixture. On the high-temperature side of the inflamma- 
tion zone, the large number of radical particles transfer their energy to the 
mixture molecules within a few collisions. On the low-temperature side of the 
zone, above-equilibrium concentrations of combustion-initiating radicals (O and 
H) build up. In addition, a high heat flux into the region occurs, from the plasma 
core, by conduction down the steep temperature gradient. As a consequence of 
these conditions, reactions will occur and energy will be released more rapidly 
than in a normal flame.5? 

Figure 9-43a shows the size of the activated volume as a function of time 
for several types of discharge, both in a stoichiometric mixture and in air. It can 
be seen from the air curves for the capacitive discharge (CDI) and breakdown 
discharge that, after about 10 ys, the plasma ceases to be the energy source for 
continued growth of the activated volume. At this time, the plasma temperature 
at the interface has fallen to a value comparable to flame temperatures. With 
combustible mixtures, molecules such as OH, CH, C,, CO, etc., appear, indicat- 
ing that combustion reactions are now occurring. Figure 9-43a shows that for 
t > 20 us, the volume activated by the discharge with the combustible mixture 
grows much faster than the volume activated in air. Continuing the supply of 
electrical energy in the arc and glow discharge does produce a higher expansion 
rate in both the combustible mixture and in air, due to additional heat conduc- 
tion and diffusion to the interface, but the onset of inflammation is not signifi- 
cantly affected. The radial temperature profiles across the discharge at selected 
times, shown in Fig. 9-435, illustrate these points. This, therefore, is the critical 
point in the inflammation process: at some 20 ys after onset of the discharge the 
flame reactions must be proceeding sufficiently rapidly to be self-sustaining; i.e., 
chemical energy release must more than offset heat losses across the front to the 
surrounding unburned mixture via diffusion and conduction.*? 

Thus the characteristics of the breakdown phase of the discharge have the 
greatest impact on inflammation. The size of the activated volume a given time 
interval after spark initiation, the temperature difference across the kernel inter- 
face, and the velocity of the interface are all substantially increased by increasing 
the breakdown phase energy (see Fig. 9-43). Additional energy input during the 
arc and glow discharge phases has a more modest effect on these critical kernel 
properties. This is graphically illustrated by Fig. 9-44 where the same energy 
input into breakdown, arc, and glow discharge modes produces substantially dif- 
ferent ignition limits. 

Several models of the plasma—unburned mixture interface have been devel- 
oped in attempts to quantify the complex phenomena described above (e.g., Refs. 
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FIGURE 9-43 Relative air/fuel ratio \ glow discharge. v = mixture velocity.*? 


(a) Size of discharge-activated 
volume as function of time for 
several types of discharge in air 
and in stoichiometric methane-air 
mixture at 1 atm. a: CDI, 3 mJ 
10 100 1000 energy, 100 ys duration; b: break- 
down discharge, 30 mJ energy, 
20 ns duration; c: CDI plus arc 
discharge, 1.5A, 40 V, 500 us 
duration; d: CDI+ glow dis- 


growth (up to 10 to 100 us) is not greatly affected by the mixture equivalence 
ratio, the inflammation process and the thickness and rate of propagation of the 
resulting flame are strongly affected. The lean side of the minimum is of more 
practical interest than the rich side. Because the chemical energy density of the 
mixture and flame temperature decrease as the mixture is leaned out, the flame 
speed decreases and the flame becomes thicker. Thus more time is available for 
heat losses from the inflammation zone, less energy is available to offset these 
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~~ fe ae ioe carey losses, and the rate of energy transfer into the zone decreases. The consequence is 
5000 different discharge iniodes: at dit that, as the mixture is leaned out, the approximately spherical discharge-created 
eee ferent times in stoichiometric plasma must grow to a larger size before inflammation will occur. Substantially, 
g methane-air mixture at 300 K, more energy must therefore be supplied to the discharge.** 
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56 and 57). They are based on the requirement that the energy release due to 
chemical reaction in the plasma front (and production of radical species) exceed 
the losses due to conduction and diffusion to the unburned gas ahead of the 
front. While these models are incomplete, they do provide a theoretical basis for 
the well-known fact that the minimum energy required to ignite a premixed fuel- 
air mixture depends strongly on mixture composition. Figure 9-45 shows a 
typical set of results on the minimum ignition energy as a function of the equiva- 
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lence ratio under quiescent conditions.** The curve shows a minimum for slightly FIGURE 9-450 

: heet ‘ 2 ie % Syne 0 Effect of mixture equivalence ratio and flow veloc- 
rich-of-stoichiometric mixtures; the minimum energy required for successful igni- 05 1.0 5 2.0 2.5 ity on minimum ignition energy for propane-air 
tion increases rapidly as the mixture is leaned out. While the initial plasma kernel Equivalence ratio mixtures at 0.17 atm.5® 
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4, The time over which the ignition energy can be used effectively for inflamma- 
tion decreases as the initial flame velocity increases. Ignition energy supplied 
after inflammation has occurred will have only a modest impact on flame 
propagation. 


9.5.2 Conventional Ignition Systems 


The ignition system must provide sufficient voltage across the spark plug elec- 
trodes to set up the discharge and supply sufficient energy to the discharge to 
ignite the combustible mixture adjacent to the plug electrodes under all operating 
conditions. It must create this spark at the appropriate time during the compres- 
sion stroke. Usually spark timing is set to give maximum brake torque for the 
specific operating condition, though this maximum torque may be constrained by 
emission control or knock control requirements. For a given engine design, this 
optimum spark timing varies as engine speed, inlet manifold pressure, and 
mixture composition vary. Thus, in most applications, and especially the automo- 
tive applications, the system must have means for automatically changing the 
spark timing as engine speed and load vary. 

With an equivalence ratio best suited for ignition and with homogeneous 
mixture distribution, spark energies of order 1 mJ and durations of a few micro- 
seconds would suffice to initiate the combustion process. In practice, circum- 
stances are less ideal. The air, fuel, and recycled exhaust are not uniformly 
distributed between cylinders; the mixture of air, fuel, recycled exhaust gas, and 
residual gas within each cylinder is not homogeneous. Also, the pressure, tem- 
perature, and density of the mixture between the spark plug electrodes at the time 
the spark is needed affect the voltage required to produce a spark. These vary 
significantly over the load and speed range of an engine. The spark energy and 
duration, therefore, has to be sufficient to initiate combustion under the most 
unfavorable conditions expected in the vicinity of the spark plug over the com- 
plete engine operating range. Usually if the spark energy exceeds 50 mJ and the 
duration is longer than 0.5 ms reliable ignition is obtained. 

In addition to the spark requirements determined by mixture quality, pres- 
sure, temperature, and density, there are others determined by the state of the 
plugs. The erosion of the plug electrodes over extended mileage increases the gap 
width and requires a higher breakdown voltage. Also, spark plug fouling due to 
deposit buildup on the spark plug insulator can result in side-tracking of the 
spark. When compounds formed by the burning of fuel, lubricating oil, and their 
additives are deposited on the spark plug insulator, these deposits. provide an 
alternative path for the spark current. If the resistance of the spark plug deposits 
is sufficiently low, the loss of electrical energy through the deposits may prevent 
the voltage from rising to that required to break down the gas. The influence of 
side-tracking on spark generation decreases with lower source impedance of the 
high-voltage supply, and therefore with a higher available energy. 

The fundamental requirements of the high-voltage ignition source can be 
summarized as: (1) a high ignition voltage to break down the gap between the 


FIGURE 9-46 a : 
Photographs of single glow discharge (30 mJ, 0.77-1.5 ms) in air at 2 atm flowing perpendicular to 
axis of electrodes. Below 25 m/s almost no multiple discharges; above 25 m/s only multiple dis. 
charges. 1.2 mm electrode gap.*° 


by the flow and lengthened accordingly, as illustrated in Fig. 9-46. For velocities 
below 15 m/s a steady increase in discharge channel length occurs. For higher 
velocities, an increasing number of reignitions occur, so the discharge energy is 
distributed into many separate channels. As the channel lengthens, the ratio of 
total discharge voltage to anode plus cathode voltage drop increases substan- 
tially, and the relative importance of heat losses to the electrodes decreases. Thus 
more energy is transferred to the gas—the energy-transfer efficiency increases. 
However, as the channel is lengthened, the energy transferred is spread over a 
larger volume. Depending on flow velocity, and mixture and discharge condi- 
tions, increasing velocity may increase or decrease the minimum ignition energy 
or the lean ignition limit for a specific ignition system. Both the mean flow veloc- 
ity and turbulence levels are important.°*-°* With a conventional coil ignition 
system, increasing mean flow velocity up to the point where reignitions start to 
occur extends the lean limit. With breakdown discharge systems, the lean ignition 
limit decreases as flow velocity increases.°* With capacitive-discharge systems at 
low flow velocities, the flow has little impact: at high flow velocities the minimum 
ignition energy increases.°° 

oP ates 2 has summarized these fundamental aspects of spark-discharge 
ignited flames as follows: 


1. Of the total electrical energy supplied to the spark, only that fraction con- 
tained within the outer surface layer of the plasma (of thickness of the order of 
the inflammation zone) is available for initiating the flame propagation 
process. The energy density and the temperature gradient in this layer depend 
on the discharge mode. Highest energy densities and temperature gradients 
are achieved if the ignition energy is supplied in the shortest time interval. 

2. A minimum radius of the spark plasma is required for inflammation of the 
fuel-air mixture to occur. This radius increases rapidly as the mixture is leaned 
out (or diluted); it decreases with increasing pressure and increasing plasma 
expansion velocity. 

3. After inflammation, burning rates are proportional to flame surface area. Thus 
discharges and plasma geometries that produce the largest inflammation zone 
surface area, most rapidly, are advantageous. 


438 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


plug electrodes; (2) a low source impedance or steep voltage rise; (3) a high 
energy storage capacity to create a spark kernel of sufficient size; (4) sufficient 
duration of the voltage pulse to ensure ignition. There are several commonly used 
concepts that partly or fully satisfy these requirements.°** 80 


COIL IGNITION SYSTEMS. Breaker-operated inductive ignition systems have 
been used in automotive engines for many years. While they are being replaced 
with more sophisticated systems (such as transistorized coil ignition systems), 
they provide a useful introduction to ignition system design and operation. 
Figure 9-47 shows the circuit of a typical breaker ignition system. The system 
includes a battery, switch, resistor, coil, distributor, spark plugs, and the neces- 
sary wiring. The circuit functions as follows. If the breaker point is closed when 
the ignition is switched on, current flows from the battery, through the resistor, 
primary winding of the ignition coil, contacts, and back to the battery through 
ground. This current sets up a magnetic field within the iron core of the coil. 
When ignition is required, the breaker points are opened by the action of the 
distributor cam, interrupting the primary current flow. The resulting decay of 
magnetic flux in the coil induces a voltage in both the primary and secondary 
windings. The voltage induced in the secondary winding is routed by the dis- 
tributor to the correct spark plug to produce the ignition spark. 
The current and voltage waveforms are shown in Fig. 9-48. The primary 
current for any given time of contact closure ¢ is given by 
V, es 
I,= R (1 — e7 Ril) (9.53) 
where I, is the primary current, Vo is the supply voltage, R is the total primary 
circuit resistance, and L, is the primary circuit inductance. The primary current 
requires time to build up. At low speeds the time of contact closure is sufficient 
for the primary current to reach the maximum permitted by the circuit resis- 
tance; at high speeds the primary current may not reach its maximum. Thus, 
only at higher engine speeds does the term e~ *"» become significant. When the 
points open the primary current falls to zero and a voltage of order 15 kV is 
induced in the secondary winding. If the coil is not connected to a spark plug, 
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FIGURE 9-47 - 
condenser plugs 4 Schematic of conventional coil ignition system. 
Contact breaker ne f (Courtesy Robert Bosch GmbH and SAE.**) 
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this induced voltage will have a damped sinusoidal waveform, as shown in the 
center trace. The peak value of this voltage is the maximum voltage that can be 
produced by the system and is called the available voltage V, of the system. The 
maximum energy transferred to the secondary system is given by 


where C, is the total capacitance of the secondary circuit. Hence, the available 
voltage of the system is given by 


E. 1/2 
Y= (7s) (9.54) 


If all the energy stored in the primary circuit of the coil, 4L, 7, is transferred to 
the secondary, 


L 1/2 
V, = 1,(2) (9.55) 


When the coil is connected to a spark plug, the secondary voltage will rise 
to the breakdown potential of the spark plug, and a discharge between the plug 
electrodes will occur. This alters the waveform as shown in the bottom trace of 
Fig. 9-48. After the spark occurs, the voltage is reduced to a lower value until all 
the energy is dissipated and the arc goes out. The value of this voltage which 
caused breakdown to occur is called the required voltage of the spark plug. The 
interval during which the spark occurs is called the spark duration. The available 
voltage of the ignition system must always exceed the required voltage of the 
spark plug to ensure breakdown. The spark must then possess sufficient energy 
and duration to initiate combustion under all conditions of operation. 

The major limitations of the breaker-operated induction-coil system are the 
decrease in available voltage as engine speed increases due to limitations in the 
current switching capability of the breaker system, and the decreasing time avail- 
able to build up the primary coil stored energy. Also, because of the high source 
impedance (about 500 kQ) the system is sensitive to side-tracking across the 
spark plug insulator. A further disadvantage is that due to their high current 
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load, the breaker points are subject to electrical wear in addition to mechanicaj 
wear, which results in short maintenance intervals. The life of the breaker points 
is dependent on the current they are required to switch. Acceptable life is 
obtained with I, ~ 4 A; increased currents cause a rapid reduction in breaker 
point life and system reliability. 


TRANSISTORIZED COIL IGNITION (TCI) SYSTEMS. In automotive applica- 
tions, the need for much reduced ignition system maintenance, extended spark 
plug life, improved ignition of lean and dilute mixtures, and increased reliability 
and life has led to the use of coil ignition systems which provide a higher output 
voltage and which use electronic triggering to maintain the required timing 
without wear or adjustment (see Refs. 54 and 61). These are called transistorized 
coil ignition (TCI) or high-energy electronic-ignition systems. The higher output 
voltage is required because spark plugs are now set to wider gaps (¢.g., about 
1 mm) to extend the ability to ignite the fuel mixture over a wider range of engine 
operation, and because during the extended mileage between spark plug replace- 
ment electrode erosion further increases the gap. In automotive applications an 
available ignition voltage of 35 kV is now usually provided. In addition to higher 
voltage, longer spark duration (about 2 ms) has been found to extend the engine 
operating conditions over which satisfactory ignition is achieved. 

Most of the solid-state ignition systems now in use operate on the same 
basic principle. Figure 9-49 shows the block circuit diagram of a transistorized 
coil ignition system. The distributor points and cam assembly of the conventional 
ignition system are replaced by a magnetic pulse generating system which detects 
the distributor shaft position and sends electrical pulses to an electronic control 
module. The module switches off the flow of current to the coil primary windings, 
inducing the high voltage in the secondary windings which is distributed to the 
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FIGURE 9-49 
Schematic of transistorized coil ignition system with induction pulse generator. (Courtesy Robert 


Bosch GmbH and SAE.>*) 
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spark plugs as in the conventional breaker system. The control module contains 
timing circuits which then close the primary circuit so that buildup of primary 
circuit current can occur. There are many types of pulse generators that could 
trigger the electronic circuit of the ignition system.®° A magnetic pulse generator, 
where a gear-shaped iron rotor driven by the distributor shaft rotates past the 
stationary pole piece of the pickup, is usually used. The number of teeth on the 
rotor is the same as the number of cylinders. A magnetic field is provided by a 
permanent magnet. As each rotor tooth passes the pole piece it first increases and 
then decreases the magnetic field strength y linked with the pickup coil, produc- 
ing a voltage signal proportional to dw/dt. The electronic module switches off the 
coil current to produce the spark as the rotor tooth passes through alignment 
and the pickup coil voltage abruptly reverses and passes through zero. The 
increasing portion of the voltage waveform, after this voltage reversal, is used by 
the electronic module to establish the point at which the primary coil current is 
switched on for the next ignition pulse. 


CAPACITIVE-DISCHARGE IGNITION (CDI) SYSTEMS. With this type of system 
(shown schematically in Fig. 9-50) a capacitor, rather than an induction coil, is 
used to store the ignition energy. The capacitance and charging voltage of the 
capacitor determine the amount of stored energy. The ignition transformer steps 
up the primary voltage, generated at the time of spark by the discharge of the 
capacitor through the thyristor, to the high voltage required at the spark plug. 
The CDI trigger box contains the capacitor, thyristor power switch, charging 
device (to convert battery voltage to the charging voltage of 300 to 500 V by 
means of pulses via a voltage transformer), pulse shaping unit, and control unit. 

q 4 The principal advantage of CDI is its insensitivity to electrical shunts in the 
4 4 high-voltage ignition circuit that result from spark plug fouling. Because of the 
4 a fast capacitive discharge, the spark is strong but short (0.1 to 0.3 ms). This can 


pet ee ignition failure at operating conditions where the mixture is very lean or 
ute. 


Ignition 
transformer 
To induction-type 

pulse generator FIGURE 9-50 

Schematic of capacitive-discharge system. (Courtesy 


Robert Bosch GmbH and SAE.**) 
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FIGURE 9-51 
Schematic of breaker-triggered magneto system with 
ignition armature. (Courtesy Robert Bosch GmbH ang 
SAE.**) 


Pole wheel 


MAGNETO IGNITION. With this type of ignition system, a magneto supplies the 
ignition voltage for the spark discharge independent of a battery or generator. 
Magneto ignition is commonly used in small four-stroke and two-stroke engines, 


Figure 9-51 illustrates the system and its operation. A time-varying magnetic flux : 


@, is set up in the ignition armature (IA) as the rotating permanent magnets on 


the pole wheel generate a current in the closed primary winding W1. This | 


primary current generates an additional flux ®,, giving a resultant flux Dp = ®, 
+ ®,. To generate the ignition voltage, the primary current flow is interrupted 


and the flux collapses rapidly from ®, to ®), producing a high-voltage pulse in 


the winding which is connected to the spark plug electrode. The current can be 
interrupted with contact breakers (breaker-triggered magneto) or with a tran- 
sistor (semiconductor magneto). Since the flux generated by the rotating pole 
wheel depends on engine speed, the magnitude of the ignition voltage varies with 
speed.54 


SPARK PLUG DESIGN. The function of the spark plug is to provide an electrode 
gap across which the high-voltage discharge occurs which ignites the compressed 
mixture of fuel vapor and air in the combustion chamber. In addition, it must 
provide a gas-tight conducting path from the high-voltage wire to the electrode 
gap. Figure 9-52 shows a typical spark plug design. There are three principal 
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FIGURE 9-52 
Cutaway drawing of conventional spark _ plug. 
Insulator nose (Courtesy Robert Bosch GmbH and SAE.**) 
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‘components: an insulator, electrodes, and a shell. The insulated material must 
have adequate thermal shock resistance, tensile and compressive strength, and 
impact strength. It must also have low porosity to limit absorption of com- 
pustion gases and high resistivity to prevent leakage of high-voltage charge at 
poth ambient temperatures and normal operating temperatures. Alumina is 
usually used as the insulator material. 

The electrodes are normally made of high-nickel alloys to withstand the 
high ignition voltage, high temperatures, and corrosive gases with minimum 
erosion. The center-electrode surface temperatures can average 650-700°C under 
normal operating conditions. A wide range of electrode geometries are available. 

The location of the special conductive seal within the shell affects the heat 
rating of the spark plug. For a “hot” plug, an insulator with a long conical nose 
js used; for a “cold” plug a short-nosed insulator is used. The length of the heat 
conduction path from the insulator nose to the shell is changed in this way to 
vary and control the temperature of the exposed part of the insulator. The spark 
plug insulator tip temperature increases with increasing speed. It is desirable to 
have the tip hotter than about 350°C to prevent fouling at low speed. High-speed 
high-load tip temperatures must be kept below about 950°C to prevent preigni- 
tion. Normally, the gap between the center and ground electrodes is 0.7 to 
0.9mm. For extremely dilute mixtures this is usually increased to 1.2 mm. 
Magneto ignition systems use smaller gaps (~0.5 mm). High-compression-ratio 
racing engines use smaller gaps (0.3 to 0.4 mm).** 


95.3 Alternative Ignition Approaches 


A large number of methods for initiating combustion in spark-ignition engines 
with electrical discharges, in addition to those described in the previous section, 
have been proposed and examined. These include different designs of spark plug, 
use of more than one plug, use of higher power, higher energy, or longer-duration 
discharges, and ignition systems that initiate the main combustion process with a 
high-temperature reacting jet—plasma-jet and flame-jet ignition systems.°? Con- 
ventional ignition systems normally ignite the unburned fuel, air, burned gas 
mixture within the cylinder and perform satisfactorily under conditions away 
from the lean or dilute engine stable operating limit. Thus, these alternative igni- 
tion approaches have the goal of extending the engine stability limit (and/or of 
reducing the cyclic combustion variability near the stability limit), usually by 
achieving a faster initial burning rate than can be obtained with conventional 
systems. This section describes the more interesting of these alternative ignition 
approaches. 


ALTERNATIVE SPARK-DISCHARGE APPROACHES. There are many different 
designs of spark plugs. These use different geometry electrodes, gap widths, and 
gap arrangements. The effects of the major plug electrode design features on the 
engine’s stable lean operating limit are illustrated in Fig. 9-53.° Ignition system 
effects are important when misfire due to the quenching effect of the spark plug 
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FIGURE 9-53 
Effect of spark plug electrode diameter, plug gap width, and projection of gap into chamber on 
air/fuel ratio at engine’s lean stable operating limit. Baseline conditions: 30 mJ spark energy, 3.5 mm 
projection, center electrode diameter 2.5 mm, gap width 0.75 mm, 40° BTC spark timing. 1600 rev/ 
min, intake pressure 300 mmHg.*? 


electrodes determines the stable operating limit.t Thus, smaller spark plug 
center-electrode diameters (Fig. 9-53a), larger electrode gap widths (Fig. 9-535), 
and higher electrode temperatures (obtained by projecting the gap further into 
the combustion chamber; Fig. 9-53c), all extend the lean stability limit to leaner 
(or more dilute) mixtures for the more advanced spark timings and smaller gap 
widths. For spark timing closer to TC and for larger gap widths, these data show 
the lean stability limit to be much less sensitive (or not sensitive at all) to plug 
geometry or spark energy. Multigap plugs, designed to produce a series of dis- 
charges which together form a long arc, have also been used to generate a larger 
initial flame kernel and thereby extend the lean limit. 

Use of more than one plug, at separate locations in the combustion 
chamber and fired simultaneously, is also common.*® The advantages are 
twofold. First, the effective flame area in the early stages of flame development is 
increased substantially (e.g., by almost a factor of two for two widely spaced 
plugs). Second, the variations in flow velocity and mixture composition in the 
vicinity of the (multiple) plugs produce less variability in the initial mixture 
burning rate than occurs with a single plug. Studies of heat-release rates, flame 


+ See Sec. 9.4.3 for a detailed discussion of the stable operating limit. 


COMBUSTION IN SPARK-IGNITION ENGINES 445 


development angle, and rapid-burning angle, and imep and torque fluctuations 
have defined the effects of both increasing the number of ignition sites from 1 to 
12 and of changing their geometric location.°* These results confirm that increas- 
ing the number of simultaneously developing flame kernels increases the initial 
mixture burning rate, as anticipated. It also extends the lean stable operating 
limit and reduces cyclic combustion variability under conditions where slow and 
occasional partial-burning cycles would occur with fewer spark plug gaps. 

Many studies have examined the effects of higher-energy discharges on 
engine operation near the lean operating limit. It is useful to differentiate between 
higher current discharges and longer duration discharges: most high-energy 
(conventional-type) ignition systems have both these features. The results of these 
studies show that away from the lean or dilute stable operating limit, increasing 
the discharge current or duration has no significant effect on engine operating 
characteristics. The higher current does, as would be expected, result in a larger 
flame kernel during the inflammation process and thereby modestly reduces the 
spark advance required for maximum brake torque with a given combustion 
chamber and set of operating conditions. Figure 9-54 shows these trends for rich, 
stoichiometric, and slightly lean mixtures. The figure also shows that both higher 
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FIGURE 9-54 

Effect of higher spark currents I, and longer spark durations t, on fuel consumption, HC emissions, 
and MBT spark timing, as a fonction of relative air/fuel ratio 4 (=1/¢). 2000 rev/min, bmep = 3 atm, 
2.8-dm! six-cylinder engine.®* 
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trodes is substantially increased above values used in normal ignition systems by 
allowing a capacitor to discharge at a relatively low voltage and high current 
through the spark generated in a conventional manner with a high-voltage low- 
current ignition system. Stored energies of about 1 J are typically used, and this 
energy is discharged in some 20 ys. This high-power discharge creates a high- 
temperature plasma so rapidly that the pressure in the cavity increases substan- 
tially, causing a supersonic jet of plasma to flow from the cavity into the main 
combustion chamber. The plasma enters the combustion chamber as a turbulent 
jet, preceded by a hemispherical blast wave. The gas dynamic effects of the blast 
wave are dissipated by the time combustion starts, which is typically of order 
1 ms after the discharge commences. Ignition in the main combustion chamber 
takes place in the turbulent jet; the flame starts out as a turbulent flame in con- 
trast to the flame with conventional ignition systems, which is initially lami- 
narlike. The penetration of the jet depends on its initial momentum; it thus 
depends on the amount of energy deposited, cavity size, and orifice area. If the 
cavity is filled prior to ignition with a hydrocarbon (or a mixture of 
hydrocarbons) the ignition capabilities are enhanced due to the large increase in 
hydrogen atoms created in the plasma.°? 

The effects of plasma-jet ignitors on engine combustion are similar to those 
of breakdown ignition systems: the flame development period is significantly 
shortened, and the engine’s lean stable operating limit is extended. In addition 
the phenomenon of misfire, which is the failure to initiate combustion in a frac: 
tion of the engine’s operating cycles, no longer occurs.°* The lean operating limit 
of the engine is, however, normally controlled by flame extinguishment. 
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FIGURE 9-55 : 
(a) MBT spark timing and location of 5 and 95 percent mass fraction burned points for conventional E 
transistorized coil ignition (TCI) system (43 mJ energy, 2 ms duration) and breakdown system (BD) 4 
(43 mJ energy, ~ 10 ns duration) as function of relative air/fuel ratio 4 (= 1/¢). (b) Standard deviation a 
in indicated mean effective pressure as a function of relative air/fuel ratio 4 for TCI and BD a 


systems.°° 


currents and longer duration discharges do extend the lean engine stability limit | 
[and also the dilute (with EGR) stability limit]. Note the HC emissions data, a 
which indicate that longer discharges have a greater impact than higher currents 
on extending the misfire limit. The increase in fuel consumption as the lean oper- 
ating limit is approached is due to the rapidly increasing cycle-by-cycle com- 
bustion variability. 

The discussion of discharge fundamentals in Sec. 9.5.1 showed that depos- { 
iting energy into the discharge during the initial short breakdown phase resulted 7 
in faster flame kernel growth than did depositing the same energy at slower rates. a 
Ignition systems of this type have been used. In such systems, a capacitor is 4 
connected in parallel with the spark plug electrodes, and a low-impedance dis- 3 
charge path allows the energy stored in the capacitor to be discharged into the 
gap very rapidly. The anticipated effects on the engine’s combustion process are 
observed. Away from the lean engine stability limit, the primary impact is a 4 
reduction in the flame development period due to the more rapid initial flame 3 
kernel growth. Thus MBT timing is less advanced with these breakdown systems a 
than with conventional systems (see Fig. 9-55a). The lean limit can also be 
extended, and acceptable engine stability obtained (i.e., tolerable cycle-by-cycle 
combustion variations) for leaner or more dilute engine operation, as shown in 3 
Fig, 9-55. ®7 


FLAME-JET IGNITION. With this type of system, ignition occurs in a precham- 
ber cavity which is physically separated from the main chamber above the piston 
and is connected to it via one or more orifices or nozzles. As the flame develops 
in this cavity the pressure of the gases in the prechamber rises, forcing gas out 
into the main chamber through the orifice (or orifices) as one or more turbulent 
burning jets. The jet or jets penetrate into the main chamber, igniting the 
unburned mixture in the main chamber, thereby initiating the primary com- 
bustion process. Ignition within the cavity is usually achieved with a convention- 
al spark discharge. The function of the prechamber or cavity is to transform the 
initial flame around the spark plug electrodes into one or more flame jets in the 
main chamber, which have a substantial surface area that can ignite extremely 
lean or dilute mixtures in a repeatable manner. Many different systems for 
achieving this goal have been developed; some of these have been used in pro- 
duction spark-ignition engines. Examples of the three major types of flame-jet 
ignition systems are shown in Fig, 9-56. 

Figure 9-56a shows an example of the simplest t of flame-jet igniti 
concept (often called a torch cell). The cavity ee ae ees “iE 
unscavenged; nor is there any prechamber fuel metering system. The function of 
the prechamber cavity is to increase the initial growth rate of the flame imme- 
diately following spark discharge by having this flame growth take place in a 


PLASMA-JET IGNITION. In a plasma-jet ignitor, the spark discharge is confined 1 
within a cavity that surrounds the plug electrodes, which connects with the com- 4 
bustion chamber via an orifice. The electrical energy supplied to the plug elec- g 
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Figure 9-56b and c shows two prechamber stratified-charge engine flame-jet 
jgnition concepts. Here the mixture in the prechamber cavity is enriched by addi- 
tion of fuel so that it ends up being slightly rich-of-stoichiometric at the time of 
spark discharge. The initial inflammation process in the cavity then occurs more 
rapidly and more repeatably. The operating principle of these stratified-charge 
systems is described briefly in Sec. 1.9. Figure 9-56b shows a system where the 
prechamber is unscavenged and fuel is injected directly into the prechamber 
cavity (in addition to the main fuel-injection process which occurs into the fresh 
charge in the intake system) to richen the mixture (which is lean overall) at the 
time of spark to an easily ignitable rich-of-stoichiometric composition. With this 
approach, the prechamber volume is usually 20 to 25 percent of the clearance 
volume. Figure 9-56c shows a prechamber stratified-charge flame-jet ignition 
system where the prechamber is scavenged between each combustion event. With 
this approach, a separate small intake valve feeds very rich mixture into the 
prechamber during the intake process, while the main fuel metering system feeds 
lean mixture to the main intake valve. During intake the prechamber is com- 
pletely scavenged by the rich intake stream. During compression the lean mixture 
flowing from the main chamber to the prechamber brings the prechamber 
mixture equivalence ratio to slightly rich-of-stoichiometric at the time of spark 
discharge.’* 

The number and size of the orifices connecting the prechamber and the 
main chamber have a significant effect on the development of the main chamber 
burning process. Two different approaches are shown in the flame development 
stage in Fig. 9-57. Figure 9-57a shows the jets produced when the prechamber 
has more than one small nozzle which direct the burning prechamber mixture 
deep into the main chamber charge. A fast burning of the lean main-chamber 
charge results. With this approach, prechamber volumes of 2 to 3 percent of the 
clearance volume and nozzle area/prechamber volume ratios of 0.03 to 0.04 cm~! 
are used. Figure 9-57b shows the approach used by Honda in their CVCC engine. 
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FIGURE 9-56 
Flame-jet ignition concepts: (a) turbulence-generating torch cell;°® (b) prechamber stratified-charge 
engine with auxiliary fuel injector with no prechamber scavenging;’° (c) prechamber stratified-charge 
engine with prechamber inlet valve and auxiliary carburetor.’! 


more turbulent region than the main combustion chamber: the flame jet or jets 
which then emerge from the cavity produce a large initial flame surface area in 
the main chamber to start the bulk charge combustion process. The prechamber 
system shown was called a turbulent generating pot.°® Another approach is to 
incorporate the cavity into the spark plug. Systems with prechamber volumes 
varying from 20 percent of the clearance volume to less than 1 percent have been 
developed. The fiow pattern produced within the prechamber by the flow into the 
cavity during compression and the location of the spark plug electrodes within 
the cavity and of the nozzle or orifice are critical design issues. A major problem 
with these systems is that the prechamber is never completely scavenged by fresh 
mixture between cycles, so the burned gas fraction in the unburned mixture 
within the prechamber is always substantially higher than the burned gas fraction 
in the unburned main chamber mixture.’? 


() 


FIGURE 9-57 

Two different approaches to prechamber orifice design with the prechamber stratified-charge carbu- 
Teted and scavenged engine: (2) one or more small orifice(s) for deep jet penetration and faster 
burning process; (b) large orifice for lower-velocity jet and slower burn.7? 
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A larger prechamber (5 to 12 percent) and larger orifice (orifice area/prechambe; 
volume ratio of 0.04 to 0.2 cm~+) gives a lower velocity jet which penetrates th 
main chamber charge more slowly, resulting in a slower burn. : 

All these concepts extend the engine’s lean stable operating limit, relative to 
equivalent conventional engines, by several air/fuel ratios. For example, the 
unscavenged cavity without auxiliary fueling can operate satisfactorily at part- 
load with air/fuel ratios of 18 (equivalence ratio @ ~ 0.8, relative air/fuel ratio 
A = 1.25). The prechamber stratified-charge flame-jet ignition concepts can 
operate much leaner than this; however, the best combination of fuel consump- 
tion and emissions characteristics is obtained with 0.9 —0.75, 
Aw 1.1 — 1.3.77! One performance penalty associated with all these flame-jet 
ignition concepts is the additional heat losses to the prechamber walls due to 4 
increased surface area and flow velocities. The stratified-charge prechamber con- 
cepts also suffer an efficiency penalty, relative to equivalent operation with 
uniform air/fuel ratios, due to the presence of fuel-rich regions during the com- 
bustion process. 


9.6 ABNORMAL COMBUSTION: KNOCK 
AND SURFACE IGNITION 


9.6.1 Description of Phenomena 


Abnormal combustion reveals itself it many ways. Of the various abnormal com- 
bustion processes which are important in practice, the two major phenomena are | 
knock and surface ignition. These abnormal combustion phenomena are of — 
concern because: (1) when severe, they can cause major engine damage; and (2) 
even if not severe, they are regarded as an objectionable source of noise by the 
engine or vehicle operator. Knock is the name given to the noise which is trans- 
mitted through the engine structure when essentially spontaneous ignition of a 
portion of the end-gas—the fuel, air, residual gas, mixture ahead of the propagat- 
ing flame—occurs. When this abnormal combustion process takes place, there is 
an extremely rapid release of much of the chemical energy in the end-gas, causing 
very high local pressures and the propagation of pressure waves of substantial 
amplitude across the combustion chamber. Surface ignition is ignition of the fuel- 
air mixture by a hot spot on the combustion chamber walls such as an overheat- 
ed valve or spark plug, or glowing combustion chamber deposit: ie., by any 
means other than the normal spark discharge. It can occur before the occurrence 
of the spark (preignition) or after (postignition). Following surface ignition, a turb- 
ulent flame develops at each surface-ignition location and starts to propagate 
across the chamber in an analogous manner to what occurs with normal spark 
ignition. 

Because the spontaneous ignition phenomenon that causes knock is gov- 
erned by the temperature and pressure history of the end gas, and therefore by 
the phasing and rate of development of the flame, various combinations of these 
two phenomena—surface ignition and knock—can occur. These have been cate- 
gorized as indicated in Fig. 9-58. When autoignition occurs repeatedly, during 
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Abnormal combustion 


A combustion process in which a flame 
front may be started by hot combustion- 
chamber surfaces either prior to or after 
spark ignition, or a process in which some 
part or all of the charge may be consumed 
at extremely high rates. 


Normal combustion 


A combustion process which is initiated 
solely by a timed spark and in which the 
flame front moves completely across the 
combustion chamber in a uniform manner at 
a normal velocity. 


Surface ignition 
hot spots—combustion-chamber deposits 
Surface ignition is ignition of the fuel-air 
charge by any hot surface other than the 
spark discharge prior to the arrival of the 
normal flame front. It may occur before the 
spark ignites the charge (preignition) or 
after normal ignition (postignition). 


Spark knock* 


A knock which is recurrent and repeatable 
in terms of audibility. It is controllable by 
the spark advance; advancing the spark 
increases the knock intensity and retarding 
the spark reduces the intensity. 


Run-on 
Continuation of engine firing 
after the electrical ignition is 
shut off. 


Knocking* surface ignition 
Knock which has been 


preceded by surface 
ignition. It is not controlla- 
ble by spark advance. 


Nonknocking surface 
ignition 

Surface ignition which does 

not result in knock. 


Runaway surface ignition 


Surface ignition which 
occurs earlier and earlier in 
the cycle. It can lead to 
serious overheating and 
structural damage to the 
eigine: Rumble 
A low-pitched thudding 
noise accompanied by 
engine roughness. Probably 
caused by the high rates of 
Pressure rise associated with 
very early ignition or 
multiple surface ignition. 


Wild ping 


Knocking surface ignition 
ized by one or 


more erratic sharp cracks. It 
is probably the result of 
early surface ignition from 
deposit particles. 


ha The noise associated with autoignition of a portion of the fuel-air mixture ahead of the advancing flame front 
‘oignition is the spontaneous ignition and the resulting very rapid reaction of a portion or all of the fuel : 


FIGURE 9-58 


Definition of combustion phenomena—normal 
tion | 1 — and abnormal (knock and surface ignition)—i 
Spark-ignition engine. (Courtesy Coordinating Research Council.) sa 


-air mixture. 
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otherwise normal combustion events, the phenomena is called spark-knock 


Repeatedly here means occurring more than occasionally: the knock phenome. — 
non varies substantially cycle-by-cycle, and between the cylinders of a multi- 


cylinder engine, and does not necessarily occur every cycle (see below). 
Spark-knock is controllable by the spark advance: advancing the spark increases 
the knock severity or intensity and retarding the spark decreases the knock. Since 
surface ignition usually causes a more rapid rise in end-gas pressure and tem- 
perature than occurs with normal spark ignition (because the flame either starts 
propagating sooner, or propagates from more than one source), knock is a likely 
outcome following the occurrence of surface ignition. To identify whether or not 
surface ignition causes knock, the terms knocking surface ignition and non- 
knocking surface ignition are used. Knocking surface ignition usually originates 
from preignition caused by glowing combustion chamber deposits: the severity of 
knock generally increases the earlier that preignition occurs. Knocking surface 
ignition cannot normally be controlled by retarding the spark timing, since the 
spark-ignited flame is not the cause of knock. Nonknocking surface ignition is 
usually associated with surface ignition that occurs late in the operating cycle. 

The other abnormal combustion phenomena in Fig. 9-58, while less 
common, have the following identifying names. Wild ping is a variation of knock- 
ing surface ignition which produces sharp cracking sounds in bursts. It is thought 
to result from early ignition of the fuel-air mixture in the combustion chamber by 
glowing loose deposit particles. It disappears when the particles are exhausted 
and reappears when fresh particles break loose from the chamber surfaces. 
Rumble is a relatively stable low-frequency noise (600 to 1200 Hz) phenomenon 
associated with deposit-caused surface ignition in high-compression-ratio 
engines. This type of surface ignition produces very high rates of pressure rise 
following ignition. Rumble and knock can occur together. Run-on occurs when 
the fuel-air mixture within the cylinder continues to ignite after the ignition 
system has been switched off. During run-on, the engine usually emits knocklike 
noises. Run-on is probably caused by compression ignition of the fuel-air 
mixture, rather than surface ignition. Runaway surface ignition is surface ignition 
that occurs earlier and earlier in the cycle. It is usually caused by overheated 
spark plugs or valves or other combustion chamber surfaces. It is the most 
destructive type of surface ignition and can lead to serious overheating and struc- 
tural damage to the engine.’”* 

After some additional description of surface-ignition phenomena, the 
remainder of Sec. 9.6 will focus on knock. This is because surface ignition is a 
problem that can be solved by appropriate attention to engine design, and fuel 
and lubricant quality. In contrast, knock is an inherent constraint on engine 
performance and efficiency since it limits the maximum compression ratio that 
can be used with any given fuel. 

Of all the engine surface-ignition phenomena in Fig. 9-58, preignition is 
potentially the most damaging. Any process that advances the start of com- 
bustion from the timing that gives maximum torque will cause higher heat rejec- 
tion because of the increasing burned gas pressures and temperatures that result. 
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Higher heat rejection causes higher temperature components which, in turn, can 
advance the preignition point even further until critical components can fail. The 
parts which can cause preignition are those least well cooled and where deposits 
puild up and provide additional thermal insulation: primary examples are spark 
plugs, exhaust valves, metal asperities such as edges of head cavities or piston 
bowls. Under normal conditions, using suitable heat-range spark plugs, preigni- 
tion is usually initiated by an exhaust valve covered with deposits coming from 
the fuel and from the lubricant which penetrates into the combustion chamber. 
Colder running exhaust valves and reduced oil consumption usually alleviate this 
problem: locating the exhaust valve between the spark plug and the end-gas 
region avoids contact with both the hottest burned gas near the spark plug and 
the end-gas. Engine design features that minimize the likelihood of preignition 
are: appropriate heat-range spark plug, removal of asperities, radiused metal 
edges, well-cooled exhaust valves with sodium-cooled valves as an extreme 
option.”* 7° 

Knock primarily occurs under wide-open-throttle operating conditions. It is 
thus a direct constraint on engine performance. It also constrains engine effi- 
ciency, since by effectively limiting the temperature and pressure of the end-gas, it 
limits the engine compression ratio. The occurrence and severity of knock depend 
on the knock resistance of the fuel and on the antiknock characteristics of the 
engine. The ability of a fuel to resist knock is measured by its octane number: 
higher octane numbers indicate greater resistance to knock (see Sec. 9.6.3). Gas- 
oline octane ratings can be improved by refining processes, such as catalytic 
cracking and reforming, which convert low-octane hydrocarbons to high-octane 
hydrocarbons. Also, antiknock additives such as alcohols, lead alkyls, or an 
organomanganese compound can be used. The octane-number requirement of an 
engine depends on how its design and the conditions under which it is operated 
affect the temperature and pressure of the end-gas ahead of the flame and the 
time required to burn the cylinder charge. An engine’s tendency to knock, as 
defined by its octane requirement—the octane rating of the fuel required to avoid 
knock—is increased by factors that produce higher temperatures and pressures 
or lengthen the burning time. Thus knock is a constraint that depends on both 
the quality of available fuels and on the ability of the engine designer to achieve 
the desired normal combustion behavior while holding the engine’s propensity to 
knock at a minimum.’* 

The pressure variation in the cylinder during knocking combustion indi- 
cates in more detail what actually occurs. Figure 9-59 shows the cylinder pressure 
variation in three individual engine cycles, for normal combustion, light knock, 
and heavy knock, respectively.’7”7 When knock occurs, high-frequency pressure 
fluctuations are observed whose amplitude decays with time. Figures 9-59a and b 
have the same operating conditions and spark advance. About one-third of the 
cycles in this engine at these conditions had no trace of knock and had normal, 
smoothly varying, cylinder pressure records as in Fig. 9-59a. Knock of varying 
severity occurred in the remaining cycles. With light or trace knock, knock 
occurs late in the burning process and the amplitude of the pressure fluctuations 
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Pressure 


-20 TC 20 40 °CA -20 TC 2 40 °CA ~-20 TC 20 40 °CA 
(a) Normal combustion, (b) Slight knock, (c) Intense knock, 
spark 28°BTC spark 28°BTC spark 32°BTC 


FIGURE 9-59 
Cylinder pressure versus crank angle traces of cycles with (a) normal combustion, (5) light knock, and 
(c) heavy knock. 4000 rev/min, wide-open throttle, 381-cm* displacement single-cylinder engine.”’ 


is small (Fig. 9-59b). With heavy knock, illustrated here with more advanced 
spark timing and by selecting an especially high intensity knocking cycle, knock 
occurs closer to top-center earlier in the combustion process and the initial 
amplitude of the pressure fluctuation is much larger. These pressure fluctuations 
produce the sharp metallic noise called “knock.” They are the result of the essen- 
tially spontaneous release of much of the end-gas fuel’s chemical energy. This 
produces a substantial local increase in gas pressure and temperature, thereby 
causing a shock wave to propagate away from the end-gas region across the 
combustion chamber. This shock wave, the expansion wave that accompanies it, 
and the reflection of these waves by the chamber walls create the oscillatory 
pressure versus time records shown in Fig. 9-59b and c. Note that once knock 
occurs, the pressure distribution across the combustion chamber is no longer 
uniform: transducers located at different points in the chamber will record differ- 
ent pressure levels at a given time until the wave propagation phenomena 
described above have been damped out.’® 

Many methods of knock detection and characterization have been used. 
The human ear is a surprisingly sensitive knock detector and is routinely used in 
determining the octane requirement of an engine—the required fuel quality the 
engine must have to avoid knock. Knock detectors used for knock control 
systems normally respond to the vibration-driven acceleration of parts of the 
engine block caused by knocking combustion pressure waves. A high-intensity 
flash is observed when knock occurs; this is accompanied by a sharp increase in 
ionization. Optical probes and ionization detectors have therefore been used. The 
spark plug can serve as an ionization detector. For more detailed studies of 
knock in engines, the piezoelectric pressure transducer is the most useful moni- 
toring device. Often the transducer signal is filtered so that the pressure fiuctua- 
tions caused by knock are isolated.”* 

The amplitude of the pressure fluctuation is a useful measure of the inten- 
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sity of knock because it depends on the amount of end-gas which ignites sponta- 
neously and rapidly, and because engine damage due to knock results from the 
high gas pressures (and temperatures) in the end-gas region. Use of this measure 
of knock severity or intensity shows there is substantial variation in the extent of 
knock, cycle-by-cycle. Figure 9-60 shows the knock intensity in one hundred con- 
secutive cycles in a given cylinder of a multicylinder engine operating at fixed 
conditions for knocking operation. The intensity varies randomly from essentially 
no knock to heavy knock.”? Cylinder-to-cylinder variations are also substantial 
due to variations in compression ratio, mixture composition and conditions, burn 
rate, and combustion chamber cooling. One or more cylinders may not knock at 
all while others may be knocking heavily.®° 

Since the knock phenomenon produces a nonuniform state in the cylinder, 
and since the details of the knock process in each cycle and in each cylinder are 
different, a fundamental definition of knock intensity or severity is extremely diffi- 
cult. The ASTM-CFR method for rating fuel octane quality (see Sec. 9.6.3) by the 
severity of knocking combustion uses the time derivative of pressure during the 
cycle. Cylinder pressure is determined with a pressure transducer. The low- 
frequency component of pressure change due to normal combustion is filtered 
out and the rate of pressure rise is averaged over many cycles during the pressure 
fluctuations following knock. This approach obviously provides only an average 
relative measure of knock intensity. The maximum rate of pressure rise has been 
used to quantify knock severity. An accelerometer mounted on the engine can 
give indications of relative knock severity provided that it is mounted in the same 
location for all tests. The most precise measure of knock severity is the maximum 
amplitude of the pressure oscillations that occur with knocking combustion. The 
cylinder pressure signal (from a high-frequency response pressure transducer) is 
filtered with a band-pass filter so that only the component of the pressure signal 
that corresponds to the fluctuations occurring after knock remains. The filter is 
set for the first transverse mode of gas vibration in the cylinder (in the 3 to 
10 kHz range, depending on bore and chamber geometry). The maximum ampli- 
tude of pressure oscillation gives a good indication of the severity of knock.®! 
The knock intensities in individual cycles shown in Fig. 9-60 were determined in 


8 


Knock intensity, kPa 


FIGURE 9-60 

Knock intensity (maximum amplitude of band- 

of pass-filtered pressure signal) in one hundred indi- 
20 40 60 80 100 vidual consecutive cycles. One cylinder of V-8 

Firing cycle number engine, 2400 rev/min, wide-open throttle.79 
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this manner.”? Note that because the pressure fluctuations are the consequence of 
a wave propagation phenomenon, the location of the pressure transducer in rela- 
tion to the location of the knocking end-gas and the shape of the combustion 
chamber will affect the magnitude of the maximum recorded pressure-fluctuation 
amplitude. 

The impact of knock depends on its intensity and duration. Trace knock 
has no significant effect on engine performance or durability. Heavy knock can 
lead to extensive engine damage. In automobile applications, a distinction is 
usually made between “acceleration knock” and “ constant-speed knock.” Accel- 
eration knock is primarily an annoyance, and due to its short duration is unlikely 
to cause damage. Constant-speed knock, however, can lead to two types of 
engine damage. It is especially a problem at high engine speeds where it is 
masked by other engine noises and is not easily detected. Heavy knock at con- 
stant speed can easily lead to: 


1. Preignition, if significant deposits are present on critical combustion chamber 
components, This could lead to runaway preignition.t 

2. Runaway knock—spark-knock occurring earlier and earlier, and therefore 
more and more intensely. This soon leads to severe engine damage. 


3. Gradual erosion of regions of the combustion chamber, even if runaway knock 
does not occur. 


The engine can be damaged by knock in different ways: piston ring stick- 
ing; breakage of the piston rings and lands; failure of the cylinder head gasket; 
cylinder head erosion; piston crown and top land erosion; piston melting and 
holing. Examples of component damage due to preignition and knock are shown 
in Fig. 9-61.8?-®* 

The mechanisms that cause this damage are thought to be the following. 
Preignition damage is largely thermal as evidenced by fusion of spark plugs or 
pistons. When knock is very heavy, substantial additional heat is transferred to 
the combustion chamber walls and rapid overheating of the cylinder head and 
piston results. Under these conditions, knock is not stable: the overheating 
increases the engine’s octane requirement which in turn increases the intensity of 
knock. It becomes heavier and heavier, and the uncontrolled running away of 
this phenomena can lead to engine failure in minutes. This damage is due to 
overheating of the engine: the piston and rings seize in the bore. The damage due 
to heavy knock over extended periods—erosion of piston crowns and (aluminum) 
cylinder heads in the end-gas region—is due primarily to the high gas pressures 
in this region. Extremely high pressure pulses of up to 180 atm due to heavy 
knock can occur locally in the end-gas region, in the 5 to 10 kHz frequency 


+ Note that heavy knock can also remove deposits from the combustion chamber walls, thereby 
decreasing the octane requirement of the engine. 
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FIGURE 9-61 
Examples of component damage from abnormal engine combustion. (a) Piston holing by preigni- 
tion;°? (b) piston crown erosion after 10 hours of high-speed knocking;*? (c) cylinder head gasket 


splitting failure due to heavy knock;8? (d) erosion of aluminum cylinder head al: 
cylinder liner due to heavy knock.®? : il 


range. These high local pressures are combined with the higher-than-normal local 
surface temperatures which occur with the higher knocking heat fluxes and 
weaken the material. Pitting and erosion due to fatigue with these excessive 
mechanical stresses, and breakage of rings and lands, can then occur.7® 82-84 


9.6.2 Knock Fundamentals 


As yet, there is no complete fundamental explanation of the knock phenomenon 
over the full range of engine conditions at which it occurs. It is generally agreed 
that knock originates in the extremely rapid release of much of the energy con- 
tained in the end-gas ahead of the propagating turbulent flame, resulting in high 
local pressures. The nonuniform nature of this pressure distribution causes pres- 
sure waves or shock waves to propagate across the chamber, which may cause 
the chamber to resonate at its natural frequency. Two theories have been 
advanced to explain the origin of knock: the autoignition theory and the detona- 
tion theory. The former holds that when the fuel-air mixture in the end-gas 
region is compressed to sufficiently high pressures and temperatures, the fuel oxi- 
dation process—starting with the preflame chemistry and ending with rapid 
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energy release—can occur spontaneously in parts or all of the end-gas region, 
The latter theory postulates that, under knocking conditions, the advancing 
flame front accelerates to sonic velocity and consumes the end-gas at a rate much 
faster than would occur with normal flame speeds.’5 These theories attempt to 
describe what causes the rapid release of chemical energy in the end-gas which 
creates very high pressures, locally, in the end-gas region. The engine phenome. 
non “knock” includes also the propagation of strong pressure waves across the 
chamber, chamber resonance, and transmission of sound through the engine 
structure. The detonation theory has led many to call knock “detonation.” 
However, the more general term “knock” is preferred, since this.engine pheno- 
menon includes more than the end-gas energy release, and there is much less 
evidence to support the detonation theory than the autoignition theory as the 
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initiating process. Most recent evidence indicates that knock originates with the Re + n on o 
spontaneous or autoignition of one or more local regions within the end-gas. 3. eee s 
Additional regions (some adjacent to already ignited regions and some separated g 7 
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from these regions) then ignite until the end-gas is essentially fully reacted. This 
sequence of processes can occur extremely rapidly. Thus, the autoignition theory 
is most widely accepted. 

Photographic studies of knocking combustion have been an important 
source of insight into the fundamentals of the phenomenon over the past fifty 
years.t Figure 9-62 shows two sets of schlieren photographs, one from a cycle 
with normal combustion and the other from a cycle with knock.8* These pho- 
tographs were taken in an overhead valve engine with a disc-shaped combustion 
chamber, with a window which permits observation of the chamber opposite to 
the spark plug. A reflecting mirror on the piston crown permits use of the sch- 
lieren technique which identifies regions where changes in gas density exist. Oper- 
ating conditions, except for spark advance, were the same for both cycles. In the 
normal combustion sequence, the turbulent flame front moves steadily through 
the end-gas as combustion goes to completion. The cylinder pressure varies 
smoothly throughout this process. When the spark is advanced by 15°, the 
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FIGURE 9-62 
Schlieren photographs from high-speed movies of (2) normal flame propagation through the end gas 


and (b) knocking combustion (autoignition occurs in photograph 4), with corresponding cylinder 
pressure versus crank angle traces. Disc-shaped combustion chamber with details of window shown in 
insert. 1200 rev/min, 80 percent volumetric efficiency, (A/F) = 12.5; spark timing: (a) 10° BTC, (b) 25° 
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the entire region ahead of the flame appears dark (photograph 4). Between pho 
tographs 3 and 4 substantial changes in the density and temperature throughout 
most of the end-gas region have occurred. Examination of the cylinder pressure 
trace shows that this corresponds closely to the time when the pressure recorded 
by the pressure transducer rises rapidly. Immediately after this, pressure oscil- 
lations (at 6 to 8 kHz) are detected. In photograph 5 the flame is no longer 
visible: the end-gas expansion has pushed the flame back out of the field of view, 
Subsequent photographs are alternatively lighter and darker, indicative of chang- 
ing local density fields as pressure waves propagate back and forth across the 
chamber. 
More extensive studies of this type, which relate photographs from high- 
speed movies of the combustion process to the cylinder pressure development, 
indicate that the location or locations where ignition of one or more portions of 
the end-gas first occur and the subsequent rate with which the ignition process 
develops throughout the rest of the end-gas vary substantially cycle-by-cycle and 
with the intensity of the knocking process. Figure 9-63 shows five shadowgraph 
photographs from a knocking engine cycle in a research engine similar to that 
shown in Fig. 9-62.8° The photographs are 33 ys apart; the total sequence shown 
lasts 1°. The first photograph shows the flame front prior to onset of knock. The 
second photograph shows the onset of autoignition with the appearance of dark 
regions near the wall (two identified by arrows) where substantial density gra- 
dients resulting from local energy release exist. The third, fourth, and fifth pho- 
tographs show the spread of these ignited regions with time through the 
remaining end-gas. The exact location where autoignition occurred was identified 
with a photodigitizing system which ranked regions of the photograph by their 
brightness or darkness. The digitized version of the second photograph is also 
shown in Fig. 9-63. Additional smaller regions of autoignition are evident adjac- 
ent to the wall and in the vicinity of the flame front. While the location of autoig- 
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FIGURE 9-63 eee 2 beh 
Five shadowgraph photographs of knocking combustion cycle identifying location of eee 
sites (arrows). Crank angle of each photo indicated: 33 us between frames. Operating ioean 
engine details as in Fig. 9-62. Photodigitized picture of second photograph showing additional details 
of the autoignition sites in the end-gas region on right.®? 
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nition sites varied with engine operating conditions, the majority of occurrences 
in this study were in the vicinity of the cylinder wall. The rate of spread of the 
autoignited end-gas region also varied significantly. Under heavy knocking con- 
ditions the entire end-gas region became ignited very rapidly and high-amplitude 
pressure oscillations occurred. Under trace knock conditions, autoignition could 
occur; yet the spread of the autoignited region could be sufficiently slow for no 
pressure oscillations to be detected. 

When the above-described end-gas ignition process occurs rapidly, the gas 
pressure in the end-gas region rises substantially due to the rapid release of the 
end-gas fuel’s chemical energy. The erosion damage that knock can produce, due 
to stress-induced material fatigue as described in the previous section, indicates 
the location of this high-pressure region. With the chamber geometry typical of 
most engines where the flame propagates toward the cylinder wall, the damage is 
confined to the thin crescent-shaped region on the opposite side of the chamber 
to the spark plug, where one expects the end-gas to be located. A shock wave 
propagates from the outer edge of this high-pressure end-gas region across the 
chamber at supersonic velocity, and an expansion wave propagates into the high- 
pressure region toward the near wall. The presence of such a shock wave has 
been observed photographically.°° The shock wave and expansion wave reflect 
off the walls of the chamber, eventually producing standing waves. Usually these 
standing waves are due to transverse gas vibration and are of substantial ampli- 
tude. The amplitude of the pressure oscillations builds up as the standing waves 
are established, and then decays as the gas motion is damped out. The frequency 
of the pressure oscillations (normally in the 5 to 10 kHz range) decreases with 
time as the initially finite-amplitude supersonic pressure waves decay to small- 
amplitude sound waves.®° Thus the pressure signal detected with a transducer 
during a knocking combustion cycle will depend on the details of the end-gas 
ignition process, the combustion chamber geometry, and the location of the 
transducer in relation to the end-gas region. 

The pressure variation across the cylinder bore, due to knock, can be illus- 
trated by the following example. Consider the disc-shaped combustion chamber 
with the spark plug located in the cylinder wall shown in Fig, 9-64a. Figure 9-64b 
shows the pressure and temperature distribution across the combustion chamber 
due to the normal flame propagation process, at the time rapid ignition of the 
end-gas occurs. If the end-gas ignites completely and instantaneously, its pressure 
and temperature will suddenly rise, as shown. A shock wave will now propagate 
to the right and an expansion wave to the left, as shown in the distance-time 
diagram in Fig. 9-64c. These waves reflect off the walls and interact. The pres- 
sures at the cylinder wall, in the end-gas region and on the opposite side of the 
chamber at the spark plug, develop as shown in Fig. 9-64d. Figure 9-65 shows 
two simultaneously recorded pressure traces with heavy knock from two trans- 
ducers at the top of the cylinder liner, one located near the spark plug and one in 
the end-gas region. In the end-gas region the pressure rises extremely rapidly 
when knock occurs, to a value considerably higher than that recorded on the 
opposite side of the chamber where the pressure rises more gradually. Standing 
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Illustration of how cylinder pressure distribution develops following knock. (a) Schematic of disc- 
shaped combustion chamber at time of knock. (b) Pressure and temperature across the diameter of a 
disc-shaped engine combustion chamber, before and after end-gas autoignition (assumed to occur 
very rapidly, at constant end-gas density). (c) Schematic of shock and expansion wave pattern follow- 
ing end-gas autoignition on distance-time plot. (d) Pressure variation with time at cylinder wall in the 
end-gas region, and at the opposite side of the cylinder. : 


waves are then set up and the amplitudes of the oscillations decay as the waves 
damped out.7® = 
Pe BS cise theories of knock are based on models for the autoigni- 
tion of the fuel-air mixture in the end-gas. Autoignition is the term used for a 
rapid combustion reaction which is not initiated by any external ignition source. 
Often in the basic combustion literature this phenomenon is called an explosion. 
Before discussing the relevant theories of hydrocarbon oxidation, the necessary 
terminology will be defined and illustrated with the autoignition behavior of the 
much simpler hydrogen-oxygen system. For the hydrocarbons commonly found 
in practical fuels, the chemical reaction schemes by which the fuel molecules are 
broken down and react to form products are extremely complicated, and are as 


yet imperfectly understood. ee 
The autoignition of a gaseous fuel-air mixture occurs when the energy re- 
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FIGURE 9-65 

80. Simultaneously recorded pressure 
traces on opposite sides of spark- 
ignition engine combustion 
chamber in heavily knocking cycle. 
Position 1: at top of cylinder liner 
closest to spark plug. Position 2: 
at top of cylinder liner farthest 
(9) from spark plug. 2000 rev/min, 
180 200220 40 260280 wide-open throttle, (A/F) = 12.3, 

Crank angle, deg spark advance 20° BTC.78 


Cylinder pressure, atm 


Position 2 


leased by the reaction as heat is larger than the heat lost to the surroundings; as 
a result the temperature of the mixture increases, thereby rapidly accelerating, 
due to their exponential temperature dependence, the rates of the reactions 
involved. The state at which such spontaneous ignition occurs is called the self- 
ignition temperature and the resulting self-accelerating event where the pressure 
and temperature increases rapidly is termed a thermal explosion. 

In complex reacting systems such as exist in combustion, the “reaction” is 
not a single- or even a few-step process; the actual chemical mechanism consists 
of a large number of simultaneous, interdependent reactions or chain reactions. In 
such chains there is an initiating reaction where highly reactive intermediate 
species or radicals are produced from stable molecules (fuel and oxygen). This 
step is followed by propagation reactions where radicals react with the reactant 
molecules to form products and other radicals to continue the chain. The process 
ends with termination reactions where the chain propagating radicals are 
removed. Some propagating reactions produce two reactive radical molecules for 
each radical consumed. These are called chain-branching reactions. When, due to 
chain-branching, the number of radicals increases sufficiently rapidly, the reac- 
tion rate becomes extremely fast and a chain-branching explosion occurs. While 
the terms thermal and chain-branching explosions have been introduced sepa- 
tately, in many situations the self-accelerations in temperature and radicals occur 
simultaneously and the two phenomena must be combined.9?: 93 

The oxidation of hydrogen at high pressures and temperatures provides a 
good illustration of these phenomena. For stoichiometric hydrogen-oxygen mix- 
tures, no reaction occurs below 400°C unless the mixture is ignited by an external 
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source such as a spark; above 600°C explosion occurs spontaneously at all 
pressures. 

The initiating steps proceed primarily through hydrogen peroxide (H.,0,) 
to form the hydroxyl radical (OH) at lower temperatures, or through dissociation 
of H, at higher temperatures to form the hydrogen atom radical H. The basic 
radical-producing chain sequence is composed of three reactions: 


(R1) H+0,=0+0OH 
(R2) O+H,=H+0OH (9.56) 
(R3) H,+OH=H,O+H 


The first two reactions are chain-branching; two radicals are produced for each 
one consumed, The third reaction is necessary to complete the chain sequence: 
starting with one hydrogen atom, the sequence R1 then R2 and R3 produces two 
H; starting with OH, the sequence R3, then R1, then R2 produces two OH. Since 
all three reactions are required, the multiplication factor is less than 2 but greater 
than 1. Repeating this sequence over and over again rapidly builds up high con- 
centrations of radicals from low initial levels. 

However, these three reactions do not correspond to the overall stoichiom- 
etry 

H, + 40, = H,0 


and other reactions must become important. In flames, the chain-branching 
process ceases when the reverse of reactions RI~R3 become significant. A quasi 
equilibrium is established; while the overall process has proceeded a considerable 
way toward completign, a substantial amount of the available energy is still con- 
tained in the high radical concentrations. Over a longer time scale, this energy is 
released through three-body recombination reactions (the principal chain termi- 
nating reactions): 


(R4) H+H+M=H,+M 
(R5) 0+0+M=0,+M (9.57) 
(R6) H+OH+M=H,0+M 


M refers to any available third-body species, required in these recombination 
reactions to remove the excess energy.” 

With this introductory background let us now turn to the autoignition of 
hydrocarbon-air mixtures. The process by which a hydrocarbon is oxidized can 
exhibit four different types of behavior, or a sequential combination of them, 
depending on the pressure and temperature of the mixture: slow reactions; single 


+ In between, three separate explosion limits—pressure-temperature boundaries for specific mixture 
ratios of fuel and oxidizer that separate regions of slow and fast reaction—exist; these are not, 
however, of interest to us here. 
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or multiple cool flames (slightly exothermic reactions); two-stage ignition (cool 
flame followed by a hot flame); single-stage ignition (hot flame). Slow reactions 
are a low-pressure, low-temperature (<200°C) phenomenon not normally 
occurring in engines. At 300 to 400°C one or more combustion waves often 
appear, accompanied by faint blue light emission; the reaction is quenched, 
however, when only a small fraction of the reactants have reacted and the tem- 
perature rise is only tens of degrees. These are called cool flames. Depending on 
conditions and the fuel, a cool flame may be followed by a “hot flame” or high- 
temperature explosion where the reaction accelerates rapidly after ignition. This 
is termed two-stage ignition. As the temperature of the mixture increases, a tran- 
sition from two-stage to single-stage ignition occurs. While all hydrocarbons 
exhibit induction intervals which are followed by a very rapid reaction rate, some 
hydrocarbon compounds do not exhibit the cool flame or two-stage ignition 
behavior. 

Figure 9-66 shows these ignition limits for isooctane, methane, and benzene. 
For isooctane, ignition in the low-temperature regions is by a two-stage process: 
there is a first time interval before the cool flame appears and then a second time 
interval from the appearance of the cool flame to the hot flame combustion 
process. Ignition in the high-temperature region is by a continuous one-stage 
process. The cool flame phenomena vary enormously with hydrocarbon struc- - 
ture. Normal paraffins give strong cool flames, branched-chain paraffins are more 
resistant. Olefins give even lower luminosity cool flames with longer induction 
periods. Methane shows only the high-temperature ignition limit, as indicated in 
Fig. 9-66. Benzene, also, does not exhibit the cool flame phenomenon and other 
aromatics give hardly detectable luminosity.’> It is thought that some com- 
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Ignition diagrams for isooctane, methane, and benzene. Two-stage ignition occurs in the low- 
temperature region; the first stage may be a cool flame. Single-stage ignition occurs in the high- 
temperature region.°* 
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Pressure 


FIGURE 9-67 

Pressure records of the autoignition of isooctane-air 
mixture (@ = 0.9) in a rapid compression machine. 
A—B-+C is the compression process. Top: two- 
stage ignition (at D, then at E) at postcompression 
pressure of 1.86 MPa and temperature of 686 K. 
Bottom: single-stage ignition at E at post- 
compression conditions of 2.12 MPa and 787 K. 
Vertical scale: 690 kPa/division. Horizontal scale: 
Time 1 ms/division.?> 


Pressure 


pounds knock by a low-temperature two-stage ignition mechanism, some via a 
high-temperature single-stage ignition mechanism, and for some fuels both 
mechanisms may play a role. 

Examples of these two mechanisms in rapid-compression machine experi- 
ments, where a homogeneous isooctane-air mixture was compressed to different 
final conditions in a piston-cylinder apparatus and allowed to autoignite, are 
shown in Fig. 9-67. A + B— C is the piston-motion-produced compression. The 
top trace shows a well-defined cool flame at D, preceding hot ignition at E. The 
lower trace, at a higher temperature, shows a single-stage ignition process.?* 

Many of the above phenomena—ing induction periods, initial slow 
increase in reaction rate, two-stage ignition process—cannot be explained with 
simple mechanisms like the hydrogen oxidation process reviewed above. 
Although chain-branching reactions are taking place, the radical generation 
process must be more complex. Explanations of the long induction periods are 
based on the formation of unstable but long-lived intermediates. These interme- 
diates can then either react to form stable molecules or to form active radicals, 
the dominance and rate of either of these paths depending on the temperature: 


ie.,?* 
I Stable molecules - 
A- ve (9.58) 
II Radicals 


This is called a degenerate-branching mechanism. Hydroperoxides are an impor- 
tant metastable intermediate produced in the chain propagation process in the 
low-temperature ignition process. They have the form ROOH, where R is an 
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organic radical (formed by abstracting a hydrogen atom from a fuel hydrocarbon 
molecule). However, at higher temperatures, ROOH is no longer the major 
product of the chain propagation process: instead, it is hydrogen peroxide, 
H,0,. While HO, is relatively stable at lower temperatures, above 500°C it 
decomposes into two OH radicals. 

An outline of the basic hydrocarbon (RH) oxidation process due to 
Semenov is as follows :°3 


(R1) RH + O, ----- +R+HO0, } Chain initiation 

(R2) R +0, ----- > RO, 

(R3) R +0, ----- » olefin + HO, 

(R4) RO, + RH ----- +ROOH+R Chain propagation 

(R5) RO, ----- + R’‘CHO + R’O (9.59) 
(R6) HO, + RH ----- +H,0,4+R 

(R7) ROOH ----- +RO+0OH 

Rs) R'CHO + 0, ----- + R'CO + HO, } Degenerate branching 


(R9) RO, ----- + destruction } Chain termination 


The dot denotes an active radical; each dash denotes the number of free bonds 
on the organic radical R. 

Reaction R1 is slow and explains the induction period in hydrocarbon com- 
bustion. R2 is fast and of near-zero activation energy. R3 leads to olefins known 
to occur in the oxidation of saturated hydrocarbons. R4 and R5 yield the main 
intermediates. The degenerate branching comes about from the delay in decom- 
position of the reactive species in R7 and R8. As one radical is used up to form 
the reactants in R7 and R8, the multiple radicals do not appear until these reac- 
tants decompose.?? A more extensive discussion of hydrocarbon oxidation 
mechanisms can be found in Benson.°® 

The following evidence indicates the relevance of the above mechanism to 
knock in engines. End-gas sampling studies have identified products of slow com- 
bustion reactions of isooctane; these principally include olefins, cyclic ethers 
aldehydes (R’'CHO), and ketones (R”CO).°” Such studies have shown increasing 
concentrations of peroxides (predominantly H,O, with traces of organic 
peroxides) with isoparaffinic fuels which show two-stage ignition behavior. 
Higher temperature, single-stage ignition fuels such as benzene and toluene gave 
no detectable peroxide. Aldehydes and ketones have been measured in significant 
and increasing concentrations in motored engines where the peak ‘cycle tem- 
perature was ‘steadily increased. In motored engines, the occurrence of cool 
flames, the two-stage nature of the autoignition ignition process at intermediate 
compression temperatures, and the transition to a single-stage ignition process at 
very high compression ratios (i.e., motored-engine gas temperatures with a peak 
much higher than normal to simulate end-gas conditions in a firing engine) have 
also been demonstrated.’> 94 
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Two types of models of this autoignition process have been developed and 
used: (1) empirical induction-time correlations; (2) chemical mechanisms which 
embody many or all of the features of the “full” hydrocarbon oxidation process 
given in Eq. (9.59). 

Induction-time correlations are derived by matching an Arrhenius function 


to measured data on induction or autoignition times, for given fuel-air mixtures, 


over the relevant mixture pressure and temperature ranges. It is then assumed 
that autoignition occurs when 
“ dt 
| —= (9.60) 


where t is the induction time at the instantaneous temperature and pressure for 
the mixture, t is the elapsed time from the start of the end-gas compression 
process (t = 0), and t; is the time of autoignition. This equation can be derived by 
assuming that the overall rate of production of the critical species in the induc- 
tion period chemistry, for a given mixture, depends only on the gas state and that 
the concentration of the critical species required to initiate autoignition is fixed 
(i.e., independent of the gas state).9° 

A number of empirical relations for induction time for individual hydrocar- 
bons and blended fuels have been developed from fundamental or engine studies 
of autoignition (see Ref. 99). These relations have the form 


t= Ap "exp (3) (9.61) 


where A, n, and B are fitted parameters that depend on the fuel. The ability of 
these types of equations to predict the onset of knock with sufficient accuracy is 
unclear. The most extensively tested correlation is that proposed by Douaud and 


Eyzat:1©° 
3.402 3 
t= 17.69( 2) p7* exp (=) (9.62) 


where 1 is in milliseconds, p is absolute pressure in atmospheres, and T is in 
kelvin. ON is the appropriate octane number of the fuel (see Sec. 9.6.3). if the 
temperature and pressure time history of the end-gas during an individual cycle 
are known, Eqs. (9.60) and (9.62) together can be used to determine whether 
autoignition occurs before the normally propagating flame consumes the end-gas. 

An important question with any model of the end-gas autoignition process 
is characterizing the end-gas temperature. During intake, the combustion 


chamber walls are hotter than the entering gases: thus, heat is transferred from _ 
the walls to the fresh mixture. During compression, the mixture temperature rises 


to levels substantially above the wall temperature. A thermal boundary layer will 
build up adjacent to the wall, as heat is now transferred to the wall. Unburned 
mixture away from the wall will be compressed essentially adiabatically (see Sec. 
12.6.5). In addition, any unburned mixture which for some portion of time during 
intake and compression has been in close proximity to the exhaust valve and 
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piston (which run at higher temperatures than the water-cooled wall regions) 
could be at higher temperatures than adiabatically compressed mixture, due to 
substantial heat transfer to the unburned mixture. Thus, the end-gas temperature 
js not uniform and the distribution of temperature is extremely complex. Often, 
the mean unburned mixture temperature is used to characterize its state. Alterna- 
tively, the core temperature corresponding to adiabatic compression of mixture 
from conditions at the start of compression is used. In the absence of substantial 
heating by the exhaust valve and piston, the core temperature is a better repre- 
sentation of the maximum unburned mixture at any point in the cycle. 

While more complex and complete chemical models of the autoignition 
process are being developed for simple paraffinic hydrocarbon fuel compounds 
(e.g., Refs. 91 and 101), no detailed models are yet available for use with real 
blended fuels in engines. However, a generalized kinetic model for hydrocarbon 
oxidation based on a degenerate branched-chain mechanism, known as the Shell 
model, has been developed and tested with some success. The model uses generic 
chemical entities representative of a variety of individual species which undergo a 
set of generalized reactions. This is justified by the broadly similar (though 
complex) ignition behavior of a variety of different fuel molecules and the similar 
kinetics exhibited by the organic radicals of the same type in the hydrocarbon 
oxidation process [Eq. (9.59)].?> 19? 

The Shell model is based on a generic eight-step degenerate chain- 
branching reaction scheme. The scheme involves the fuel (RH), oxygen, radicals 
formed from the fuel (R), products (P), intermediate product (Q), and degenerate- 
branching agent (B). The rate constants are either fixed at values consistent with 
the literature or fitted so that measured induction times (such as those illustrated 
in Fig. 9-67) are adequately predicted.1°? An example of results obtained with 
this scheme is shown in Fig. 9-68. It shows the calculated pressure, temperature, 
and species concentrations in the end-gas region of an operating spark-ignition 
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Pressure, temperature, and composition in the end-gas, before, during, and after autoignition, predict- 
ed by the Shell model in spark-ignition engine combustion process. B, Q, R defined in text,!°3 
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engine, leading up to knock at 209° ABC. In this example, the autoignition mode] 
has been incorporated in a multidimensional model of the flow and flame propa. 
gation processes within the combustion chamber (see Sec. 14.5). 


9.6.3 Fuel Factors 


The tendency to knock depends on engine design and operating variables which 
influence end-gas temperature, pressure, and the time spent at high values 0 
these two properties before flame arrival. Thus, for example, the tendency to 

knock is decreased through reductions in the end-gas temperature that follow | 
from decreasing the inlet air temperature and retarding the spark from MBT . 
timing. However, knock is a phenomenon that is governed by both engine and 
fuel factors; its presence or absence in an engine depends primarily on the anti- 

ity of the fuel. 7 

ena wioal hydrocarbon compounds vary enormously in their ability to 
resist knock, depending on their molecular size and structure. Their tendency to 
knock has been measured by the critical compression ratio of an engine: ic., the 
compression ratio at which, under specified operating conditions, the specific fuel 


compound will exhibit incipient knock. Knocking tendency is related to molecu- 


lar structuret as follows:°* *°° 


Paraffins 
1, sing the length of the carbon chain increases the knocking tendency. 


2. Compacting the carbon atoms by incorporating side chains (thereby short- 
ening the length of the basic chain) decreases the tendency to knock. _ 

3. Adding methyl groups (CH;) to the side of the basic carbon chain, in the 
second from the end or center position, decreases the knocking tendency. 


Olefins ; 
4. ms introduction of one double bond has little antiknock effect; two or three 


i i king tendency. 

double bonds generally result in appreciably less knoc 

5, Exceptions to this rule are acetylene (C,H,), ethylene (C,H,), and propylene 
(C;H,), which knock much more readily than the corresponding saturated 
hydrocarbons. 

Napthenes and aromatics the cone 

6. Napthenes have significantly greater knocking tendency than have the c 
sponding size aromatics. 

7. Introducing one double bond has little antiknock effect; two and three double 
bonds generally reduce knocking tendency appreciably. 


+ See Sec. 3.3 for a review of hydrocarbon structure and its nomenclature. A more extensive dis- 
cussion is given by Goodger.'°* 
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§. Lengthening the side chain attached to the basic ring structure increases the 
knocking tendency in both groups of fuels, whereas branching of the side 
chain decreases the knocking tendency. 


Figure 9-69 identifies the magnitude of these trends on a plot of the critical 
compression ratio against the number of carbon atoms in the molecule. The 
strong dependence of knocking tendency on fuel molecular size and structure is 
apparent. 

Practical fuels are blends of a large number of individual hydrocarbon com- 
pounds from all the hydrocarbon series of classes: alkanes (paraffins), cyclanes 
(napthenes), alkenes (olefins), and aromatics (see Sec. 3.3). A practical measure 
of a fuel’s resistance to knock is obviously required.'°”:1°° This property is 
defined by the fuel’s octane number. It determines whether or not a fuel will knock 
in a given engine under given operating conditions: the higher the octane 
number, the higher the resistance to knock. Octane number is not a single-valued 
quantity, and may vary considerably depending on engine design, operating con- 
ditions during test, ambient weather conditions during test, mechanical condition 
of engine, and type of oil and fuel used in past operation. The octane number 
(ON) scale is based on two hydrocarbons which define the ends of the scale. By 
definition, normal heptane (n-C,H,,) has a value of zero and isooctane (CgH,,: 
2,2,4-trimethylpentane) has an octane number of 100. These hydrocarbons were 
chosen because of the great difference in their ability to resist knock and the fact 
that isooctane had a higher resistance to knock than any of the gasolines avail- 
able at the time the scale was established. Blends of these two hydrocarbons 
define the knock resistance of intermediate octane numbers: e.g. a blend of 10 
percent n-heptane and 90 percent isooctane has an octane number of 90. A fuel’s 
octane number is determined by measuring what blend of these two hydrocar- 
bons matches the fuel’s knock resistance. 

Several octane rating methods for fuels have been developed. Two of 
these—the research method (ASTM D-2699)+ and the motor method (ASTM 
D-2700)}—are carried out in a standardized single-cylinder engine. In the motor 
method, the engine operating conditions are more severe; ie., the conditions are 

more likely to produce knock. In addition, road octane rating methods have been 
developed to define the antiknock quality of fuels in cars operated on the road or 
on chassis dynamometers. The engine used in the ASTM research and motor 
methods is the single-cylinder engine developed under the auspices of the Co- 
operative Fuel Research Committee in 1931—the CFR engine. This test engine 
is a robust four-stroke overhead-valve engine with an 82.6-mm (3.25-in) bore and 
114.3-mm (4.5-in) stroke. The compression ratio can be varied from 3 to 30 while 


} ASTM denotes American Society for Testing and Materials: the letter and number defines the 
specific testing code. 
{ The Cooperative Fuel Research Committee is now the Coordinating Research Council, Inc. 
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TABLE 9.6 
Operating conditions for research and motor methods 


En 
Research method Motor method 


Inlet temperature 52°C (125°F) 149°C (300°F) 
Inlet pressure Atmospheric 
Humidity 0.0036-0.0072 kg/kg dry air 
, Coolant temperature 100°C (212°F) 
\ Engine speed 600 a ee 
: i vance 13° BT 1 7 
Aromatics Spark a ee paar 
\ compression ratio) 
: Air/fuel ratio Adjusted for maximum knock 


the engine is operating, with a mechanism which raises or lowers the cylinder and 
cylinder head assembly relative to the crankcase. A special valve mechanism 
maintains a constant tappet clearance with vertical adjustment of the head. The 
engine is equipped with multiple-bowl carburetors so two reference fuels (usually 
blends of n-heptane and isooctane) and the fuel being rated can be placed in 
separate bowls. By means of a selector valve, the engine can be operated on any 
of the three fuels. The engine operating conditions of the research and motor 
methods are summarized in Table 9.6. The test conditions are chosen to represent 
the engine operating range where knock is most severe. With the fuel under test, 
the fuel/air ratio is adjusted for maximum knock. The compression ratio is then 
adjusted to produce knock of a standardized intensity, as measured with a mag- 
netostriction knock detector. The level of knock obtained with the test fuel is 
bracketed by two blends of the reference fuels not more than two octane numbers 
apart (with one knocking more and one less than the test fuel). The octane 
number of the gasoline is then obtained by interpolation between the knock- 
meter scale readings for the two reference fuels and their octane numbers. For 
fuels below 100 ON, the primary reference fuels are blends of isooctane and n- 
heptane; the percent by volume of isooctane in the blend is the octane number. 
For fuels above 100 ON, the antiknock quality of the fuel is determined in terms 
of isooctane plus milliliters of the antiknock additive, tetraethyl lead, per U.S. 
gallon.t 

The octane ratings of several individual hydrocarbon compounds and 
common blended fuels are summarized in App. D, Table D.4. Practically all fuels 
exhibit a difference between their research and motor octane numbers. The motor 
method of determining ON uses more severe operating conditions than the 


_ 
° 


Critical compression ratio 


Number of carbon atoms 


FIGURE 9-69 ; 
Critical compression ratio (for incipient knock at 600 rev/min a 


function of number of carbon atoms in Bydrocirben molecule, 
molecular structure. (Developed from Lovell.*"”) 


nd 450 K coolant temperature) asa 
illustrating the effects of changes 10 


{The octane number of the fuel is calculated from ON = 100 + 28.287/ 
(1.0 + 0.736T + (1.0 + 1.472T — 0.035216T7)/?}, where T is milliliters of tetraethyl lead per U.S. 


gallon. Tetraethyl lead, (C,H,),Pb, contains 64.06 weight percent lead; 1 ml of TEL contains 1.06 
gtams of lead. 
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research method (higher inlet mixture temperature, more advanced timing). Thus 
the motor octane number (MON) is usually lower than the research octan 
number (RON). The numerical difference between these octane numbers is called 


the fuel sensitivity: 
Fuel sensitivity = RON — MON (9.6 


Fuel sensitivity varies with the source of crude petroleum and refining pr 
cesses used. The primary reference fuels themselves (mixtures of isooctane and | 
n-heptane), by definition, have the same octane numbers by both the researc 
and motor methods. Since the primary reference fuels are paraffins, we wou. 
expect other paraffins to have little or no sensitivity. In contrast, olefins an 
aromatics have high sensitivity. In general, therefore, straight-run gasolines co 
taining high percentages of saturated hydrocarbons have low sensitivity, while 
cracked or reformed gasolines containing large percentages of unsaturated hydro. 
carbons have high sensitivity. Fuels having high sensitivity generally, but not: 
always, have lower road octane ratings (i.e., octane ratings determined in cars in: 
on-the-road use) than do low-sensitivity fuels of the same research octane: 
number. Regular grade unleaded gasoline typically has a RON of at least 91 and 
a MON of about 83, giving a sensitivity of 8. 

Research and motor octane number fuel ratings are made in a single- 
cylinder engine run at constant speed, wide-open throttle and fixed spark timing, 
These methods do not always predict how a fuel will behave in an automobile 
engine operated under a variety of speed, load, and weather conditions. Several 
methods of rating a gasoline in actual vehicles, either on the road or on chassis 
dynamometers which duplicate outdoor road conditions, have, therefore, been 
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Modern gasolines contain a number of chemical additives designed to 
improve fuel quality. These additives are used to raise the octane number of the 
fuel, control surface ignition, reduce spark plug fouling, resist gum formation, 
prevent rust, reduce carburetor icing, remove carburetor or injector deposits, 
minimize deposits in the intake system, and prevent valve sticking. The octane 
number of hydrocarbon fuels can be increased by antiknock agents. Their use 


generally allows an increase in antiknock quality to be achieved at less expense 


than modifying the fuel’s hydrocarbon composition by refinery processing. The 
most effective antiknock agents are lead alkyls. Tetraethyl lead (TEL) (C,H) 
Pb, was first introduced in 1923. Tetramethyl lead (TML), (CH;)4Pb, was jntto: 
duced in 1960. Since TML boils in the mid-range of a gasoline (110°C), whereas 
TEL boils at the high end (200°C), the introduction of TML permitted better 
distribution of octane amongst the cylinders of an engine. In 1959 a manganese 
antiknock compound (methylcyclopentadienyl manganese tricarbonyl), now 
known as MMT, was introduced as a supplementary antiknock agent for TEL It 
is also an antiknock agent in its own right. 
About 1970, in the United States, low-lead and unleaded gasolines were 
introduced. Two factors influenced the reduction in the use of lead alkyls: 
concern about the toxicological aspects of lead in the urban environment and the 
use of catalytic devices for emission control that are poisoned by lead. Unleaded 
and reduced-lead-content gasolines are now required in the United States Japan 
has almost completely converted to unleaded fuel. In Europe, requirements which 
reduce the lead content of gasolines and introduce unleaded fuel were implement- 


ed in the late 1980s. MMT is sometimes used as an antiknock additive in 


unleaded gasoline. However, its role as a deposit in plugging exhaust catalytic 


converters limits its use to low concentrations. The expandin 

fuels has increased interest in other methods of bostite ie ie ee 
gasolines. The use of oxygenates—alcohols and ethers—as gasoline extenders 
which due to their excellent antiknock quality increase the fuel’s octane rating, is 
becoming more common. A brief review of the mechanism by which these addi- 
tives and compounds improve the knock resistance of gasolines follows. 

Lead is the most effective antiknock element known. In the form of lead 
alkyls, it is stable and fuel-soluble. The precise mechanism by which lead alkyls 
control knock is not fully known. It is generally agreed that the alkyls decompose 
before they exert their antiknock action. The decomposed material—iead bide 


developed. These methods determine the fuel’s road octane number.1°7 The road 
ratings of current fuels usually lie between the motor and research ratings. Road 
octane number can be related to motor and research ratings with equations of 


the form 


Road ON = a (RON) + 6 (MON) +c 


where a, b, and c are experimentally derived constants. Recent studies show 
a= b = 0.5 gives good agreement. An antiknock index which is the mean of the 
research and motor octane numbers is now used in the United States to charac- | 


terize antiknock quality: 


< Pb ; : : , 
ere RON + MO (9.64) pease as a vapor or as a fog (a dispersion of fine particles), inhibits the 
rer ae preflame chain-branching reaction which leads to autoignition of the fuel-air 


charge, thus slowing the reaction rate. However, lead has little effect on t 
ane until after the cool flame.'°? Commercially available tetraalkyl lead He 
nock fluids are based on TEL, TML, physical mixtures of TEL and TML. and 
mixed ethyl-methyl compounds produced by reacting TML and TEL. This ran e 
of compounds offers volatilities between the extremes of TEL and TML The 
individual alkyls vary in antiknock behavior as a function of fuel composition 
a combustion conditions. The average effect of various amounts of TEL ina 
‘arge number of regular gasolines is summarized in Fig. 9-70: the effectiveness of 


Refiners and automobile manufacturers are interested in the octane number 
requirement of engines or vehicles on the road. The octane number requirement 
(usually abbreviated to OR) of an engine or vehicle-engine combination is defined 
as the minimum fuel octane number that will resist knock throughout the 
engine’s operating speed and load range. The octane number requirement of a 
single engine or vehicle does not usually provide adequate information for tha 
particular model; every model has a range of requirements due to production 
tolerances and variations in engine and vehicle condition. 
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2 0 Gasoline octane number increase resulting fro; 
0 02 04 06 O8 1.0 1.2 use of antiknock additive tetraethyl lead. Vari 

g Pb per liter with fuel composition: average values shown. 


each successive increment added steadily decreases. The addition of about 08 g 
lead per liter (3. g Pb per U.S. gallon, the maximum economic limit to lead 
concentration) provides an average gain of about 10 octane numbers in modern 
gasolines, though effectiveness varies with chemical composition of the fuel. TML 
offers a greater octane number gain than TEL in many gasolines, particularly in 
highly aromatic fuels with a low sulfur content. One of its major values, however, 
is in overcoming engine knock that results from fuel component segregation in 
the intake manifold; gasoline fractions of different volatility separate in the intake 
manifold of a multicylinder engine and the heavier fractions lag behind (see Sec. 
7.6.3). When a gasoline containing a lead alkyl is burned in a spark-ignition 
engine, it produces nonvolatile combustion products. These deposit on the walls 
of the combustion chamber and on the spark plug, causing lead-fouling of the 
spark plug electrodes and tracking across the plug insulator, and hot corrosion of 
the exhaust valve. Commercial antiknock fiuids, therefore, contain scavenging 
agents—combinations of ethylene dibromide and ethylene dichloride—which 
transfer the lead oxides which would otherwise deposit into volatile lead-bromine ~ 
compounds which are largely exhausted with the combustion gases. 
Low concentrations of methylcyclopentadienyl manganese tricarbonyl 
(MMT) act as an octane promoter; it is most effective in highly paraffinic gas- 
olines. It is sometimes used as a supplement to TEL. MMT-TEL antiknock fluids 
are tailored to optimize octane cost effectiveness and the average fluid contains . 
about 0.03 g Mn/g Pb. The octane gains vary significantly with fuel composition. 
In unleaded fuels MMT is sometimes used in low concentrations to provide from 
0.5 to 1 octane number gain. On a weight of metal basis, MMT is about twice as 
effective as TEL in terms of research octane number gain and about equally 
effective in terms of motor octane number gain.'°? a 
The use of oxygenates (oxygen containing organic compounds) as extenders 
or substitutes for gasoline is increasing.11° In some cases, this is because the 
oxygenate can be produced from nonpetroleum sources (e.g., biomass, coal) and 
thus may offer strategic or economic benefits. In other cases, the good antiknock 
blending characteristics of oxygenates can aid in meeting octane quality demands 
where increasingly stringent regulations limit lead alkyl use. Several oxygenates - 
have been used as automotive fuels; those of major interest are methanol 
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(CH30H), ethanol (C,H;OH), tertiary butyl alcohol (TBA) (C,H,OH), and 
methyl! tertiary butyl ether (MTBE). 

Table 9.7 lists the antiknock characteristics of these compounds and their 
physical and chemical characteristics relative to gasoline. The blending value of 
antiknock index [Eq. (9.64)] given in the table is not necessarily the same as the 
compound’s antiknock index [(R + M)/2 from App. D, Table D.4] when used 
alone as a fuel, and depends on the gasoline composition with which the com- 
pound is blended. MTBE-gasoline blends have good water stability, and MTBE 
has little effect on vapor pressure and material compatibility. TBA is moderately 
susceptible to water extraction and loss. Ethanol is technically feasible as a high 
octane supplement or substitute for gasoline; economically it is less attractive 
than methanol. 

Methanol, because it can be made from natural gas, coal, or cellulose 
materials, has near- and long-term potential. Its high octane quality (130 RON, 
95 MON), when used in low-concentration (~5 percent) methanol-cosolvent- 
gasoline blends, can help offset the octane loss from lead alkyl phase-out. Prob- 
lems with these blends include poor solubility in gasoline in the presence of 
water; toxicity; an energy content about half that of gasoline; high latent heat of 
vaporization and oxygen content which contribute to poor driveability; incom- 
patibility with many commonly used metals and elastomers; blending effects on 
gasoline volatility which may force the displacement of large volumes of butane. 
Some of these problems can be partially reduced by using cosolvents such as 
TBA or isobutanol. Use of methanol as a neat fuel in specially designed engines 
permits advantage to be taken of its high octane rating via high compression 
ratios. Problems include its energy content of one-half that of gasoline; engine 
starting problems which require starting aids such as 5 to 10 percent isopentane 
at temperatures below 10°C or intake system heaters; toxicity; extensive engine 
modifications.*1° 

The octane requirement of an engine-vehicle combination usually increases 
during use, primarily due to the buildup of combustion chamber deposits within 
the engine cylinder. While these deposits increase the engine’s compression ratio 
modestly, their largest effect is to increase the temperature of the outer surface of 


TABLE 9.7 
Oxygenate properties! !° 


rr rr ep eS 


Methanol MTBE Gasoline 


A 


Typical (R + M)/2 blending value 112 110 98 105 87-93 
Weight percent oxygen 50 35 22 18 0 
Stoichiometric (A/F) 6.5 9.0 11.2 11.7 14.5 
Specific gravity 0.796 0.794 0.791 0.746 0.74 
Lower heating value, MI/kg 20.0 26.8 32.5 35.2 44.0 
Latent heat of vaporization, MJ/kg 1.16 0.84 0.57 0.34 035 
Boiling temperature, °C 65 78 83 55 27-227 


SS SS tS Sy Sy 
TBA, tertiary butyl alcohol; MTBE, methyl teriary butyl ether. 
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the combustion chamber. This increases heat transfer to the fresh mixture durig; 
induction and decreases heat transfer from the unburned charge during comp 
sion. End-gas temperatures are therefore higher, thus increasing the likelihood 9 
knock. As the combustion chamber deposits stabilize (over 15,000 to 25,000 ky, 
of driving), the engine’s octane requirement typically increases by about 5 octan 
numbers; the increase can vary from between 1 to over 13 octane numbers. 
Essentially all of the octane requirement increase results from the buildy 
of deposits on the combustion chamber walls: when the deposits are complete] 
removed from the engine the octane requirement returns to close to its original ‘ 
value. The volume of deposits for leaded and unleaded fuels which build y 
inside the engine cylinder are similar in magnitude, and are in the range 0.3 to” 
1 cm? per cylinder. The compression ratio increase associated with this volume of - 
deposits is small (0.1 compression ratio) and contributes therefore on the order o 
10 percent of the octane requirement increase. The primary effect of the deposits _ 
is thought to be changes in heat transfer between the end-gas and the combustion - 
chamber walls, as explained above. In an experiment where the deposits were | 
removed from various regions of the combustion chamber in sequence and the 
octane requirement after each removal was determined, it was found that the 4 
deposits on the cylinder head around the end-gas region were the cause of about { 
two-thirds of the total ORI observed. Though the volume of the deposits for 4 
leaded and unleaded fuels are comparable, the composition and density are sub- 7 
stantially different. For unleaded fuels the major element is carbon (one-third to 
one-half by mass). The deposit density with leaded fuels is 2 to 5 g/cm*; with 7 
unleaded fuels it is a factor of 5 lower.'** q 


PROBLEMS 


9.1. The table gives relevant properties of three different spark-ignition engine fuels. The 
design and operating parameters of a four-cylinder 1.6-liter displaced volume engine 
are to be optimized for each fuel over the engine’s operating load and speed range. 
You may assume that for each engine-fuel combination, the gross indicated fuel 4 
conversion efficiency and imep at any operating condition are given by 0.8 times the 4 4 
fuel-air cycle efficiency at those conditions. Also, assume that for every five research 4 - 
octane number increase above 95 (the gasoline value) in fuel antiknock rating, the a 
compression ratio can be increased by one unit. For gasoline, the engine compres- 
sion ratio is 9, so if the octane number of the fuel is 100, a compression ratio of 10 4 
can be used. : 
(a) At part-throttle operation—at an intake pressure of 0.5 atm and a speed of 2500 4 

rev/min—estimate the gross indicated fuel conversion efficiency and specific fuel 
consumption for each engine-fuel combination. Each engine-fuel combination 7 
operates at the lean limit given. ; q 
(b) At the appropriate equivalence ratio for maximum power, with 1 atm inlet pres- | 
sure at the same speed (2500 rev/min), the volumetric efficiencies are as shown. a 
Explain these volumetric efficiency values. Each fuel is fully vaporized in the inlet 4 : 
manifold and the inlet mixture temperature is held constant for all fuels. Mani- | 
fold and valve design remains the same. 7 
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(c) Estimate the ratios of the maximum indicated mean effective pressure, at the 
same conditions as in (b), of the natural gas and methanol fueled engines to the 
maximum imep of the gasoline engine. 

(d) If the methane engine burns 33 percent faster than the gasoline engine (i.e., its 
combustion event takes three-quarters of the time), sketch a carefully drawn 
qualitative cylinder pressure versus crank angle curve for the two engines, from 
halfway through the compression stroke to halfway through the expansion 
stroke. Put both curves on the same graph. Conditions are as in (b). Show the 
motored and firing pressure curves for each engine. The spark timing should be 
set for maximum brake torque for each engine. Show the location of spark 
timing, the location of maximum cylinder pressure, and the approximate location 
of the end of combustion. 


Fuel properties 


> at 

Research lean Stoichiometric Heating 

octane operating _ air/fuel value, 
Fuel Formala number limit ratio MJ/kg nh 
Natural CH, 120 0.7 17.2 50 0.78 
gas 
Methanol CH;,0H 105 0.8 6.4 20 0.75 
Gasoline (CH,), 95 0.9 14.9 44 0.85 


¢ = fuel/air equivalence ratio. 


The figure shows the flame propagating radially outward from the center of a disc- 
shaped combustion chamber. Combustion in such a device has many features in 
common with spark-ignition engine combustion. The chamber diameter is 10 cm 
and the height is 1.5 cm. For this problem, the flame can be thought of as a thin 
cylindrical sheet. Its radius increases approximately linearly with time. The volume 
of the chamber is constant. The fuel is a typical hydrocarbon fuel; the mixture is 
stoichiometric; the initial temperature is room temperature. 
(a) Sketch qualitative but carefully proportioned graphs of the following quantities 
versus time from the start of combustion to the end of combustion: 
(1) The ratio of actual pressure in the chamber to the initial pressure 
(2) The ratio of average density of the gas ahead of the flame to the initial density 
(3) The ratio of the average density of the gas behind the flame to the initial 
density 
(b) On a qualitative but carefully proportioned graph of r/R. versus time show how 
the radial positions of gas elements, initially at r/Ry = 0, 0.5, and 1.0 before com- 
bustion, change during the combustion process as the flame propagates radially 
outward from the center (r = 0) to the outer wail (r = Ry). 
Note: Accurate numerical calculations are not required to answer this question. You 
will be graded on the amount of physical insight your diagrams and the supporting 
brief explanations of your logic communicate. You should write down any equations 
or approximate numerical values for relevant quantities that help explain your 
reasoning. 
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Disc-shaped chamber 


Flame 


Gas element 
at radius r 


FIGURE P9-2 


Highly compact bowl-in-piston or bowl-in-head combustion chambers permit § 
engine operation at higher-than-normal compression ratios and with leaner mix 
tures. A vigorous swirling flow in the combustion chamber just prior to combustio 
is achieved by these chamber designs. The table compares the characteristics of 
compact-chamber spark-ignition engine (Fig. P9-3) with a more conventional spark 
ignition engine which has an open chamber (see Fig. 9-4). 


Compact chamber Conventional 


15 liter 15 liter 
Compression ratio 14:1 9:1 
Fuel octane requirement 97 RON 97 RON 
Maximum bmep 980 kPa 965 kPa 
Air/fuel ratio at WOT 17:1 13:1 
MBT timing at 2000 rev/min 5° BTC 25° BTC 
and WOT 
Air/fuel ratio at cruise 22:1 16:1 
conditions 


For gasoline, the stoichiometric air/fuel ratio is 14.6. RON = research octane q 


number, WOT = wide-open throttle, MBT = maximum brake torque. 


Use the data provided, and any additional quantitative information you have a 


or can generate easily, to answer the following questions: 


(a) Explain whether the combustion process rate in the compact-chamber engine 4 
will be faster, slower, or about the same rate as the conventional engine com- 4 


bustion process. 


(b) The compact-chamber engine has a higher compression ratio than the conven- % 
tional engine, yet it has about the same maximum bmep at WOT in the mid- | 
speed range. Explain quantitatively how the differences in compression ratio, 7 
air/fuel ratio, and MBT spark timing at WOT between the two engines influence 3 


maximum bmep and result in negligible total change. 


(c) Both engines have been designed to have the same fuel octane requirement, yet 4 
the compact-chamber engine has a much higher compression ratio. Explain . 
which features of the engine allow it to operate without knock at a 14:1 com- @ 
pression ratio while the conventional engine can only operate without knock at 2 
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aa 4 


Compact chambers FIGURE P9-3 

(d) The efficiency of the compact-chamber engine at part-throttle conditions is 
higher than that of the conventional engine. Briefly explain why this is the case 
and estimate approximately the ratio of the two engine efficiencies. 

In a spark-ignition engine, a turbulent flame propagates through the uniform pre- 

mixed fuel-air mixture within the cylinder and extinguishes at the combustion 

chamber walls. 

(a) Draw a carefully proportioned qualitative graph of cylinder pressure p and mass 
fraction burned x, as a function of crank angle @ for —90° <@ < 90° for a 
typical SI engine at wide-open throttle with the spark timing adjusted for 
maximum brake torque. Mark in the crank angles of spark discharge, and of the 
flame development period (0 to 10 percent burned) and end of combustion, on 
both p and x, versus 6 curves relative to the top-center crank position. 

(b) Estimate approximately the fraction of the cylinder volume occupied by burned 
gases when the mass fraction burned is 0.5 (ie. halfway through the burning 
process). 

(c) A simple model for this turbulent flame is shown on the left in Fig. P9-4. The 

rate of burning of the charge dm,/dt is given by 


where A 1 is the area of the flame front (which can be approximated by a portion 
of a cylinder whose axis is at the spark plug position), p, is the unburned mixture 


eS 


* Spark plug 


Spark Flame 


Unburned 


FIGURE P9-4 
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density, and S, is the turbulent flame speed (the speed at which the front mo 
relative to the unburned mixture ahead of it). The rate of mass burning is ingj 
enced therefore by combustion chamber geometry (through A,) as well as thog 
factors that influence S, (turbulent intensity, fuel/air ratio, residual gas fractio; 
and EGR). Compare combustion chambers A and B shown in Fig. P9-4. Sketc 
the approximate location of the flame front when 50 percent of the mass has bee; 
burned. (A careful qualitative sketch is sufficient; however, provide a quantitatj 
justification for your sketch.) Sketch the mass fraction burned versus crank ang] 
curves for these two combustion chambers on the same graph, each with j 
spark timing set for maximum brake torque. You may assume the value of §, 
the same for A and B. 
(d) Compare combustion chambers A and C in Fig. P9-4 which have the same flame’ 
travel distance but have different chamber shapes. Which chamber has 
(J) the faster rate of mass burning during the first half of the combustion 
process; 

(2) the faster rate of mass burning during the second half of the combustion 
process; 

(3) the more advanced timing for maximum brake torque? 

Explain your answers. 

A new synthetic fuel with chemical formula (CH,O), is being developed from coal 

for automotive use. You are making an evaluation of what changes in the spark- 

ignition engines you produce might be required if gasoline is replaced by this fuel 

“X.” First make the following calculations: 

(a) What is the stoichiometric air/fuel ratio for “X”? How does this compare with 
the stoichiometric air/fuel ratio for gasoline? 

(b) Given that in a constant-volume calorimeter experiment to determine the heating 
value of “X” the combustion of 50 g of fuel with excess air at standard condi- 
tions resulted in a temperature rise of 1.25°C of the water and calorimeter (of | 
combined heat capacity 650 kJ/K), what is the heating value of a stoichiometric : 
mixture of “X” and air, per kilogram of mixture? How does this value compare — 
with a stoichiometric gasoline-air mixture? 

Then, 

(c) Compare approximately the specific fuel consumption of a spark-ignition engine 
operated on stoichiometric gasoline and “X” mixtures. What do you conclude : 
about the relative size of the fuel systems required to provide equal power? 

(d) “X”-air mixtures take twice as long to burn as gasoline-air mixtures (the crank 
angle between the spark and end of combustion is twice as large). Sketch care- 
fully drawn pressure-time curves over the entire engine four-stroke cycle for the 
two mixtures, for the same displacement and compression ratio engines, for the 
same imep (for throttled engine operation) for stoichiometric mixtures, with 
optimum spark timing, indicating the relative crank angle location of spark, peak 
cylinder pressure, and end of combustion, and the relative values of intake pres- 
sure, peak cylinder pressure, and pressure at the exhaust valve opening, for the 
two mixtures at the same equivalence ratio. (You do not need to make calcu- 
lations to sketch these graphs.) : 

(e) Though “X”-air mixtures are slower burning than gasoline-air mixtures, the . 
engine compression ratio can be increased to 14:1 from the 8:1 values typical - 
for gasoline. Using typical fuel-air cycle efficiencies and the relation between the - 
fuel-air cycle and real cycle efficiency, determine whether the slower-burnin 
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higher-compression-ratio engine using “X ” will be more efficient, have about the 

same efficiency, or be less efficient than the faster-burning lower-compression- 

ratio gasoline engine. 
Knock in spark-ignition engines is an abnormal combustion condition, Almost 
everyone who rides a motorcycle or drives a car experiences this phenomenon at 
some time and usually changing into a lower gear will take the engine away from 
this condition. Use your experience of what changes in other variables do, and 
consult this and other textbooks to complete a table with the dependent variables 
shown at the top of the columns. 

The independent variables are: speed, compression ratio, chamber surface/ 
volume ratio, spark plug distance from cylinder axis, percent EGR, inlet mixture 
temperature, inlet mixture pressure, (F/A), wall temperature, air swirl, squish motion, , 
fuel octane number. In these columns show the corresponding influence on the 
dependent variables by a “ +” for an increase and a “ —” for a decrease. Show the 
effect of increase in engine system independent variables on: cylinder pressure and 
temperature, flame speed, total burn time, autoignition induction period, tendency to 
knock. Provide in the extreme right-hand column brief comments to explain your 


answers. 


Dependent variables 


increase 
in engine A 
independent shag cages 
variable Flame/ burn | Induction | to 
speed | time | period knock Explanation 


Speed, 


rev/min 


The attached graph gives the pressure-crank angle curve for a spark-ignition engine 
Tunning at @ = 1.0. The mass fraction burned x, is also shown. Estimate the tem- 


2500 
2000 
1.0 
08 SS 1500 
p, kPa 
Xp 0.6 1000 
0.4 
0.2 ” 
0.0 0 
—40 —20 0 20 40 60 
Crank angle, deg ATC 
FIGURE P9-7 
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perature of the reactants at a number of crank angles and plot a graph of T, vers 
6. Assume the reactants in the cylinder are at 333 K and i atm pressure at the start. 
of compression. It is necessary to make simplifications in order to do this and you 
should explain clearly what other assumptions you make; they should be compatible 
with Prob. 9.8 below. 


If the combustion takes place progressively through a large number of very small 

zones of gas and there is no mixing between the zones, determine: 

(a) the temperature at —30°, just after combustion, of the zone which burns at 
—30°; 

{b) the temperature at 0°, just after combustion, of the zone which burns at 0°; 

(c) the temperature at + 30°, just after combustion of the zone which burns at + 30°; 

(d) the temperature of the products in these three zones at + 30°. 

Plot your results versus crank angle to show whether there is a spatial distribution 
of temperature in the cylinder after combustion. 
Note: Each small unburned gas element burns at essentially constant pressure and is 
subsequently compressed and/or expanded. Use charts (Chap. 4) or an equilibrium 
computer code. The unburned gas state is given by Prob. 9.7. 


An approximate way to calculate the pressure in the end-gas just after knock occurs 
is to assume that all the end-gas (the unburned gas ahead of the flame) burns instan- 
taneously at constant volume. We assume that the inertia of the burned gases pre- 
vents significant gas motion while the end-gas autoignites. 

For the pressure data in Fig. P9-7, assume autoignition occurs at 10 crank 
angle degrees after the top-center position. Determine the maximum pressure 
reached in the end-gas after knock occurs. From the mass fraction burned and 
approximate average burned gas conditions at this time, estimate the volume 
occupied by the end-gas as a fraction of the cylinder volume just before autoignition 
occurs. Use the charts (Chap. 4) or an equilibrium computer code. 

At spark timing (30° BTC) in an automobile spark-ignition engine (with 

bore = stroke = 85 mm and r, = 9) at 2000 rev/min, operating on gasoline, the 

cylinder pressure is 7.5 atm and the mixture temperature is 650 K. The fuel-air 

mixture is stoichiometric with a residual gas fraction of 8 percent. The rapid burning 

angle AQ, (10 to 90 percent mass burned) is 35°. Estimate (a) the mean piston speed; 

(b) the average flame travel speed based on AQ, (the spark plug is located 15 mm 

from the cylinder axis); (c) the turbulence intensity at TC [see Eq. (8.23)]; (d) the 

laminar flame speed at spark; (e) the turbulent burning speed S, at TC using Fig. 

9-30 (appropriate firing and motored pressures are given in Fig. 9-2a); ({) the mean 

expansion speed of the burned gases u, at TC. Discuss briefly the relative magni- 

tudes of these velocities. 

The following combustion chamber design changes increase the mass burning rate in 

a spark-ignition engine at fixed compression ratio, bore, speed, and inlet mixture 

conditions. Explain how each change affects the burning rate. 

(a) Reducing the amount of EGR. 

(b) Using two spark plugs per cylinder instead of one. 

(c) Generating swirl within the cylinder using a mask on the cylinder head (see Fig. 
8-14). 

(d) Using a combustion chamber with higher clearance height near the spark plug 
and a more central plug location. 


9.12. Explain why SI engine torque varies, at fixed speed and inlet mixture conditions, as 
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the spark timing is varied from very advanced (e.g., 60° before TC) to close to TC. 
What is the “best” spark timing? Explain how it varies with engine speed and load. 


9,13. (a) Explain the causes of the observed variation in cylinder pressure versus crank 


angle and imep in spark-ignition engines, cycle-by-cycle. 
(b) What impacts do these cylinder pressure variations have on engine operation? 


9.14. (a) Describe briefly what occurs when a spark-ignition engine “knocks.” 


(b) SI engine knock is primarily a problem at wide-open throttle and lower engine 
speeds. Explain why this is the case. 

(c) With a knock sensor, the normal knock control strategy is to retard the spark 
timing when knock is detected, until knock no longer occurs. Explain why this 
strategy is effective and is preferred over other possible approaches (e.g, throt- 
tling the inlet, adding EGR). 

(a) In a knocking engine, the crank angle at which autoignition occurs and the mag- 
nitude of the pressure oscillations which result vary substantially, cycle-by-cycle. 
Suggest reasons why this happens. 


9.15. (a) The electrical energy stored in a typical ignition system coil is 50 mJ. Almost all 


this energy is transferred from the coil during the glow discharge phase. If the 
glow discharge lasts for 2 ms, use the data in Fig. 9-39 to estimate the glow 
discharge voltage and current. 

(6) Only a fraction of this energy is transferred to the fuel-air mixture between the 
spark plug electrodes. Estimate the energy transferred during the breakdown and 
glow phases of the discharge, using the data in Fig. 9-40. 

(c) Overall about one-tenth of the coil energy is transferred to the fuel-air mixture. 
What fraction of the cylinder contents’ chemical energy (m 7 Dury) does this corre- 
spond to at a typical part-load condition (p,=0.5 atm, ¢ = 1.0)? Assume 
500 cm? per cylinder displaced volume. If the average burned gas temperature 
within the flame kernal just after spark is 3500 K and the cylinder pressure is 
6 atm, what radius of kernal has fuel chemical energy equal to the electrical 
energy transferred to the kernal? 
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CHAPTER 


10 


COMBUSTION IN 
COMPRESSION-IGNITION 


10.1 ESSENTIAL FEATURES OF PROCESS 


ENGINES 


The essential features of the compression-ignition or diesel engine combustion 
process can be summarized as follows. Fuel is injected by the fuel-injection 
system into the engine cylinder toward the end of the compression stroke, just 
before the desired start of combustion. Figures 1-17, 1-18, and 1-19 illustrate the 
major components of common diesel fuel-injection systems. The liquid fuel, 
usually injected at high velocity as one or more jets through small orifices or 
nozzles in the injector tip, atomizes into small drops and penetrates into the 
combustion chamber. The fuel vaporizes and mixes with the high-temperature 
high-pressure cylinder air. Since the air temperature and pressure are above the 
fuel’s ignition point, spontaneous ignition of portions of the already-mixed fuel 
and air occurs after a delay period of a few crank angle degrees. The cylinder 
Pressure increases as combustion of the fuel-air mixture occurs. The consequent 
compression of the unburned portion of the charge shortens the delay before 
ignition for the fuel and air which has mixed to within combustible limits, which 
then burns rapidly. It also reduces the evaporation time of the remaining liquid 
fuel. Injection continues until the desired amount of fuel has entered the cylinder. 
Atomization, vaporization, fuel-air mixing, and combustion continue until essen- 
tially all the fuel has passed through each process. In addition, mixing of the air 
remaining in the cylinder with burning and already burned gases continues 


throughout the combustion and expansion processes. 


ana 


492 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 
9 COMBUSTION IN COMPRESSION-IGNITION ENGINES 493 


It will be clear from this summary that the compression-ignition com. 
bustion process is extremely complex. The details of the process depend on the’ 
characteristics of the fuel, on the design of the engine’s combustion chamber and 
fuel-injection system, and on the engine’s operating conditions. It is an unsteady, 
heterogeneous, three-dimensional combustion process. While an adequate con- 
ceptual understanding of diesel engine combustion has been developed, to date 
an ability to describe many of the critical individual processes in a quantitative 
manner is lacking. 

Some important consequences of this combustion process on engine oper- 
ation are the following: 


~ foregoing discussion indicates (and more detailed analysis will confirm) that 
mixing rates control the fuel burning rate. Commercial diesel engines are made 
with a very large range of cylinder sizes, with cylinder bores varying from about 
70 to 900 mm. The mean piston speed at maximum rated power is approximately 
constant over this size range (see Sec. 2.2), so the maximum rated engine speed 
will be inversely proportional to the stroke [see Eq. (2.9)]. For a fixed crank 
angle interval for combustion (of order 40 to 50° to maintain high fuel conversion 
efficiency), the time available for combustion will, therefore, scale with the stroke 

Thus, at the small end of the diesel engine size range, the mixing between the 
injected fuel and the air must take place on a time scale some 10 times shorter 
than in engines at the large end of this range. It would be expected, therefore. 

that the design of the engine combustion chamber (including the inlet port and 
valve) and the fuel-injection system would have to change substantially over this 
size range to provide the fuel and air motion inside the cylinder required to 
achieve the desired fuel-air mixing rate. As engine size decreases, more vigorous 
air motion is required while less fuel jet penetration is necessary. It is this logic. 

primarily, that leads to the different diesel combustion chamber designs and 


fuel injection systems found in practice over the large size range of commercial 
diesel engines. 


1. Since injection commences just before combustion starts, there is no knock | 
limit as in the spark-ignition engine resulting from spontaneous ignition of the © 
premixed fuel and air in the end-gas. Hence a higher engine compression ratio | 
can be used in the compression-ignition engine, improving its fuel conversion | 
efficiency relative to the SI engine. 

2. Since injection timing is used to control combustion timing, the delay period _ 
between the start of injection and start of combustion must be kept short (and 
reproducible). A short delay is also needed to hold the maximum cylinder gas 
pressure below the maximum the engine can tolerate. Thus, the spontaneous 
ignition characteristics of the fuel-air mixture must be held within a specified 
range. This is done by requiring that diesel fuel have a cetane number (a 
measure of the ease of ignition of that fuel in a typical diesel environment; see 
Sec. 10.6.2) above a certain value. 

3. Since engine torque is varied by varying the amount of fuel injected per cycle 
with the engine air flow essentially unchanged, the engine can be operated 
unthrottled. Thus, pumping work requirements are low, improving part-load 
mechanical efficiency relative to the SI engine. 

4. As the amount of fuel injected per cycle is increased, problems with air uti- 
lization during combustion lead to the formation of excessive amounts of soot 
which cannot be burned up prior to exhaust. This excessive soot or black 
smoke in the exhaust constrains the fuel/air ratio at maximum engine power 
to values 20 percent (or more) lean of stoichiometric. Hence, the maximum 
indicated mean effective pressure (in a naturally aspirated engine) is lower than 

values for an equivalent spark-ignition engine. 

5, Because the diesel always operates with lean fuel/air ratios (and at part load 
with very lean fuel/air ratios), the effective value of y (=c,/c,) over the expan- 
sion process is higher than in a spark-ignition engine. This gives a higher fuel 
conversion efficiency than the spark-ignition engine, for a given expansion 
ratio (see Sec. 5.5.3). 


10.2 TYPES OF DIESEL COMBUSTION 
SYSTEMS 


Diesel engines are divided into two basic categories according to their com- 
bustion chamber design: (1) direct-injection (DI) engines, which have a single open 
combustion chamber into which fuel is injected directly; (2) indirect-injection 
(IDI) engines, where the chamber is divided into two regions and the fuel is 
injected into the “prechamber” which is connected to the main chamber 
(situated above the piston crown) via a nozzle, or one or more orifices. IDI 
engine designs are only used in the smallest engine sizes. Within each category 


there are several different chamber geometry, air-flow, and fuel-injection arrange- 
ments. 


10.2.1 Direct-Injection Systems 


In the largest-size engines, where mixing rate requirements are least stringent 
quiescent direct-injection systems of the type shown in Fig. 10-1a are used “The 
momentum and energy of the injected fuel jets are sufficient to achieve adequate 
fuel distribution and rates of mixing with the air. Additional organized air 
Motion is not required. The combustion chamber shape is usually a shallow bowl 
in the crown of the piston, and a central multihole injector is used, 
fast “s engine size decreases, increasing amounts of air swirl are used to achieve 
ster fuel-air mixing rates. Air swirl is generated by suitable design of the inlet 
Port (see Sec. 8.3); the swirl rate can be increased as the piston approaches TC by 
orcing the air toward the cylinder axis, into a bowl-in-piston type of combustion 


The major problem in diesel combustion chamber design is achieving suffi- 
ciently rapid mixing between the injected fuel and the air in the cylinder to com- 
plete combustion in the appropriate crank angle interval close to top-center. The 
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(b) 


FIGURE 10-2 


Two common types of small indirect-injection diese) engine combusti . : . 
(6) turbulent prechamber. ee ustion system: (a) swirl prechamber; 


jf 
Cs) 
Air swirl 


“ (b) (c) 
(a) ing passage and chamber are shaped so that this flow within the auxiliary 
chamber rotates rapidly. 

Fuel is usually injected into the auxiliary chamber at lower injection-system 
pressure than is typical of DI systems through a pintle nozzle as a single spray, as 
shown in Fig. 1-18. Combustion starts in the auxiliary chamber; the pressure rie 
associated with combustion forces fluid back into the main chamber where the jet 
issuing from the nozzle entrains and mixes with the main chamber air. The glow 
plug shown on the right of the prechamber in Fig. 10-2 is a cold-starting aid. The 
plug is heated prior to starting the engine to ensure ignition of fuel early in the 
engine cranking process. 


FIGURE 10-1 
Common types of direct-injection compression-ignition or diesel engine combustion systems: (a) 
quiescent chamber with multihole nozzle typical of larger engines; (b) bowl-in-piston chamber with 
swirl and multihole nozzle; (c) bowl-in-piston chamber with swirl and single-hole nozzle. (b) and (c) 
used in medium to small DI engine size range. 


chamber. Figure 10-1b and c shows the two types of DI engine with swirl in 
common use. Figure 10-1b shows a DI engine with swirl, with a centrally located 
multihole injector nozzle. Here the design goal is to hold the amount of liquid 
fuel which impinges on the piston cup walls to a minimum. Figure 10-1c shows 
the M.A.N. “M system” with its single-hole fuel-injection nozzle, oriented so that 
most of the fuel is deposited on the piston bowl walls. These two types of designs 
are used in medium-size (10- to 15-cm bore) diesels and, with increased swirl, in 
small-size (8- to 10-cm bore) diesels. 


10.2.3 Comparison of Different Combustion 
Systems 


The number of different combustion chamber types proposed and tried since the 
beginnings of diesel engine development is substantial. Over the years, however, 
through the process of evolution and the increased understanding of the physical 
and chemical processes involved, only a few designs based on a sound principle 
have survived. The important characteristics of those chambers now most com- 
waar a are summarized in Table 10.1. The numbers for dimensions and 
rating characteristics are typical r i i i 
i pe acneadiog yp anges for each different type of diesel engine 
__ The largest, slowest speed, engines for power generation or marine applica- 
tions use open quiescent chambers which are essentially disc shaped; the motion 
of the fuel jets is responsible for distributing and mixing the fuel. These are 
usually two-stroke cycle engines. In the next size range, in large truck and loco- 
Motive engines, a quiescent chamber consisting of a shallow dish or bowl in the 


10.2.2 Indirect-Injection Systems 


Inlet generated air swirl, despite amplification in the piston cup, has not provided — 
sufficiently high fuel-air mixing rates for small high-speed diesels such as those : 
used in automobiles. Indirect-injection or divided-chamber engine systems have 
been used instead, where the vigorous charge motion required during fuel injec- — 
tion is generated during the compression stroke. Two broad classes of IDI 
systems can be defined: (1) swirl chamber systems and (2) prechamber systems, as 
illustrated in Fig. 10-2a and }, respectively. During compression, air is forced 
from the main chamber above the piston into the auxiliary chamber, through the | 
nozzle or orifice (or set of orifices). Thus, toward the end of compression, a vigor- 
ous flow in the auxiliary chamber is set up; in swirl chamber systems the connect- 


496 INTERNAL COMBUSTION ENGINE FUNDAMENTALS COMBUSTION IN COMPRESSION-IGNITION ENGINES 497 


TABLE 10.1 
Characteristics of Common Diesel Combustion Systems 


ere ene San 


-quxiliary chamber during the latter part of the compression stroke, using a nozzle 
or connecting passage that enters the auxiliary chamber tangentially, or they 


eae Indirect injecti erate intense turbulence in the prechamber through use of several small ori- 
cota or peciettiaites xe 3 and obstructions to the dow within the seechanier The most common 
Medium _— High swirl = High swirl Swirl Pre- design of swirl chamber is the Ricardo Comet design shown in Fig. 10-2a. An 
System Quiescent swirl “M” multispray chamber chamber alternative IDI engine to the two types listed in Table 10-1 is the air cell system. 
; L Medium  Medium—- Medium— Smallest Smallest In that system the fuel is injected into the main chamber and not the auxiliary 
ae ee : smaller small “gir cell.” The auxiliary chamber acts as a turbulence generator as gas flows into 
Cycle 2-/ 4-stroke  4-stroke 4-stroke 4-stroke 4-stroke and out of the cell. 
4-stroke 
Turbocharged/ TC/S TC/NA TC/NA NA/TC NA/TC NA/TC 
supereneraee 10.3 PHENOMENOLOGICAL MODEL OF 
ete) COMPRESSION-IGNITION ENGINE 
Niacinan speed, 120-2100 1800-3500 2500-5000 3500-4300 3600-4800 4500 COMBUSTION 
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High-speed photography at several thousand frames per second has been used 
extensively to study diesel engine combustion. Some of these studies have been 
carried out in combustion chambers very close to those used in practice, under 
normal engine operating conditions (e.g., Refs. 1 and 2). Sequences of individual 
_ frames from movies provide valuable information on the nature of the com- 
bustion process in the different types of diesel engines. Figure 10-3 shows four 
» combustion chamber geometries that have been studied photographically. These 
are: (a) a quiescent chamber typical of diesel engines in the 3 to 20 dm?/cylinder 
displacement used for industrial, marine, and rail traction applications. (only the 
burning of a single fuel spray of the multispray combustion system could be 
studied”); (b) a smaller high-speed DI engine with swirl and four fuel jets centrally 
injected; (c) an M.A.N. “M” DI system; and (d) a Ricardo Comet V swirl 
chamber IDI system.! 


The combustion sequences were recorded on color film and show the fol- 
lowing features: 


piston crown is often used. The air utilization in these engines is low, but they are 
invariably supercharged or turbocharged to obtain high power density. 
In the DI category, as engine size decreases and maximum speed Tises, swirl 
is used increasingly to obtain high-enough fuel-air mixing rates. The swirl is gen- 
erated by suitably shaped inlet ports, and is amplified during compression by 
forcing most of the air toward the cylinder axis into the deep bowl-in-piston 
combustion chamber. In about the same size range, an alternative system to the 
multihole nozzle swirl system is the M.A.N. “M” system (or wall-wetting system), 
where most of the fuel from the single-hole pintle nozzle is placed on the wall of 
the spherical bow! in the piston crown. 
In the smallest engine sizes, the IDI engine has traditionally been used to 
obtain the vigorous air motion required for high fuel-air mixing rates. There ar 
several different geometries in use. These either generate substantial swirl in th 
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10° 


Exhaust valve Spark plug 


Inlet valve 


(a) () 
FIGURE 10-3 
Four diesel combustion chambers used to obtain photographs of the compression-ignition com- 
bustion process shown in Fig. 10-4 on color plate: (a) quiescent DI chamber; (b) multihole nozzle DI» 
chamber with swirl: on p. 499; (c) M.A.N. “M” DI chamber; (d) Ricardo Comet IDI swirl chamber.! 


Fuel spray(s). The fuel droplets refiect light from spot lamps and define the 
extent of the liquid fuel spray prior to complete vaporization. 

Premixed flame. These regions are of too low a luminosity to be recorded 
with the exposure level used. The addition of a copper additive dope to the fuel 
gives these normally blue flames a green color bright enough to render them 
visible. 

Diffusion flame. The burning high-temperature carbon particles in this flame 
provide more than adequate luminosity and appear as yellow-white. As the flame 
cools, the radiation from the particles changes color through orange to red. 

Over-rich mixture. The appearance of a brown region, usually surrounded — 
by a white diffusion flame, indicates an excessively rich mixture region where 
substantial soot particle production has occurred. Where this fuel-rich soot-laden 
cloud contacts unburned air there is a hot white diffusion flame. 


Table 10.2 summarizes the characteristics of these different regions, discernable in 
the photographs shown in Fig. 10-4 on the color plate. 


~1° 
11° 

20° 

31° 


S & 
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Figure 10-4a shows a sequence of photographs from one combustion event 
of the single spray, burning under conditions typical of a large quiescent DI 
engine. The fuel spray is shown penetrating into the chamber. Ignition occurs at 
~ 8° in the fuel-air mixture left behind on the edge of the spray not far from the 
injector. The flame then spreads rapidly (7°) along the outside of the spray to 
the spray tip. Here some of the fuel, which has had a long residence time in the 
chamber, burns with a blue-green low-luminosity flame (colored green by the 
copper fuel additive), The flame engulfing the remainder of the spray is brilliant 
white-yellow from the burning of the soot particles which have been formed in 


FIGURE 10-4 (On Color Plate, facing this page) 

= Sequence of photographs from high-speed movies taken in special visualization diesel engines shown 

in Fig. 10-3: (a) combustion of single spray burning under large DI engine conditions; (b) combustion 

of four sprays in DI engine with counterclockwise swirl; (c) combustion of single spray in M.A.N. 

“M” DI diesel; (d) combustion in prechamber (on left) and main chamber (on right) in Ricardo 
met IDI swirl chamber diesel. 1250 rev/min, imep = 827 kPa (120 Ib/in?)*+? (Courtesy Ricardo 

Consulting Engineers.) 
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TABLE 10.2 
Interpretation of diesel engine combustion color photographs’ 
Color interpretation 
Grey Background; the gas (air in early 
stages, combustion products later) 
is transparent and not glowing 
Green Early in combustion process; low 


luminosity “ premixed ”-type flame, 
rendered visible by copper added to 
fuel. Later; burned gas above 
about 1800°C 

Carbon particle burnup in diffusion 
flame, 2000-2500°C 

Carbon burnup in diffusion flame 
at lower temperatures; last visible 
in film at 1000°C 

Soot clouds from very fuel-rich 
mixture regions. Where these meet 
air (grey) there is always a white 
fringe of hot flame 


White, and yellow-white 


Yellow, orange-red 


Brown 


the fuel-rich spray core. At this stage (— 1°), about 60 percent of the fuel has been 
injected. The remainder is injected into this enflamed region, producing a very 
fuel-rich zone apparent as the dark brown cloud (11°). This soot cloud moves to 
the outer region of the chamber (11° to 20°); white-yellow flame activity con- 
tinues near the injector, probably due to combustion of ligaments of fuel which 
issued from the injector nozzle as the injector needle was seating. Combustion 
continues well into the expansion stroke (31°C). 

This sequence shows that fuel distribution is always highly nonuniform 
during the combustion process in this type of DI engine. Also the air which is 
between the individual fuel sprays of the quiescent open-chamber diesel mixes 
with each burning spray relatively slowly, contributing to the poor air utilization 
with this type of combustion chamber. 

Figure 10-4b shows a combustion sequence from the DI engine with swirl 
(the chamber shown in Fig. 10-3b). The inner circle corresponds to the deep bowl 
in the piston crown, the outer circle to the cylinder liner. The fuel sprays (of 
which two are visible without obstruction from the injector) first appear at — 13°. 
At —7° they have reached the wall of the bowl; the tips of the sprays have been 
deflected slightly by the anticlockwise swirl. The frame at —3° shows the first 
ignition. Bright luminous flame zones are visible, one on each spray. Out by the 
bowl walls, where fuel vapor has been blown around by the swirl, larger greenish 
burning regions indicating the presence of premixed flame can be seen. The fuel 
downstream of each spray is next to ignite, burning yellow-white due to the soot 
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formed by the richer mixture. Flame propagation back to the injector follows 
extremely rapidly and at TC the bow is filled with flame. At 5° ATC the flame 
spreads out over the piston crown toward the cylinder wall due to combustion- 
produced gas expansion and the reverse squish flow (see Sec. 8.4). The brown 
regions (13°) are soot-laden fuel-rich mixture originating from the fuel which 
impinges on the wall. The last frame (30° ATC) shows the gradual diminution of 
the soot-particle-laden regions as they mix with the excess air and burn up. The 
last dull-red flame visible on the film is at about 75° ATC, well into the expansion 
stroke. 

Figure 10-4c shows the combustion sequence for the M.A.N. “M”-type DI 
engine. In the version of the system used for these experiments, the fuel was 
injected through a two-hole nozzle which produces a main jet directed tangen- 
tially onto the walls of the spherical cup in the piston crown, and an auxiliary 
spray which mixes a small fraction of the fuel directly with the swirling air flow. 
More recent “M” systems use a pintle nozzle with a single variable orifice.? At 
— 5° the fuel spray is about halfway round the bowl. Ignition has just occurred of 
fuel adjacent to the wall which has mixed sufficiently with air to burn. The flame 
spreads rapidly (—2°, 1°) to envelop the fuel spray, and is convected round the 
cup by the high swirl air flow. By shortly after TC the flame has filled the bowl 
and is spreading out over the piston crown. A soot cloud is seen near the top 
right of the picture at 5° ATC which spreads out around the circumference of the 
enflamed region. There is always a rim of flame between the soot cloud and the 
cylinder liner as excess air is mixed into the flame zone (10.5°). The flame is of the 
carbon-burning type throughout; little premixed green fiame is seen even at the 
beginning of the combustion process. 

Figure 10-4d shows the combustion sequence in a swirl chamber IDI engine 
of the Ricardo Comet V design. The swirl chamber (on the left) is seen in the view 
of the lower drawing of Fig. 10-3d (with the connecting passageway entering the 
swirl chamber tangentially at the bottom left to produce clockwise swirl). The 
main chamber is seen in the plan view of the upper drawing of Fig. 10-3d. Two 
sprays emerge from the Pintaux nozzle after the start of injection at — 11°. The 
smaller auxiliary spray which is radial is sharply deflected by the high swirl. 
Frame 1 shows how the main spray follows the contour of the chamber; the 
auxiliary spray has evaporated and can no longer be seen. The first flame occurs 
at —1° in the vaporized fuel from the auxiliary spray and is a green premixed 
flame. The flame then spreads to the main spray (TC), becoming a yellow-white 
carbon-particle-burning flame with a green fringe. At 4° ATC the swirl chamber 
appears full of carbon-burning flame, which is being blown down the throat and 
into the recesses in the piston crown by the combustion generated pressure rise in 
the prechamber. The flame jet impinges on the piston recesses entraining the air 
in the main chamber, leaving green patches where all carbon is burned out (4° 
11°, 15°). A brown soot cloud is emerging from the throat. By 15° ATC this sot 
cloud has spread around the cylinder, with a bright yellow-white fiame at its 
Periphery. This soot then finds excess air and burns up, while the yellow-white 
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flame becomes yellow and then orange-red as the gases cool on expansion. By 
38° ATC most of the flame is burnt out. 

Magnified color photographs of the flame around a single fuel spray under 
conditions typical of a direct-injection diesel engine, shown in Fig. 10-5 on the 
color plate, provide additional insight into the compression-ignition and flame- 
development processes.* These photographs were obtained in a rapid compres- 
sion machine: this device is a cylinder-piston apparatus in which air is rapidly 
compressed by moving the piston to temperatures and pressures similar to those 
in the diesel engine combustion chamber at the time of injection. A single fuel 
spray was then injected into the disc-shaped combustion chamber. The air flow 
prior to compression was forced to swirl around the cylinder axis and much of 
that swirl remains after compression. 

Figure 10-5a shows a portion of the liquid fuel spray (which appears black 
due to back lighting) and the rapidly developing flame 0.4 ms after ignition 
occurs. Ignition commences in the fuel vapor—air mixture region, set up by the jet 
motion and swirling air flow, away from the liquid core of the spray. In this 
region the smaller fuel droplets have evaporated in the hot air atmosphere that 
surrounds them and mixed with sufficient air for combustion to occur. Notice 
that the fuel vapor concentration must be nonuniform; combustion apparently 
occurs around small “lumps” of mixture of the appropriate composition and 
temperature. Figure 10-5b shows the same flame at a later time, 3.2 ms after 
ignition. The flame now surrounds most of the liquid spray core. Its irregular 
boundary reflects the turbulent character of the fuel spray and its color variation 
indicates that the temperature and composition in the flame region are not 
uniform. 

Figure 10-5c shows a portion of this main flame region enlarged to show its 
internal structure. A highly convoluted flame region is evident, which has a 
similar appearance to a gaseous turbulent diffusion flame. The major portion of 
the diesel engine flame has this character, indicative of the burning of fuel vapor- 
air pockets or lumps or eddies of the appropriate composition. Only at the end of 
the combustion process is there visible evidence of individual fuel droplets 
burning with an envelope flame. Figure 10-Sd shows the same region of the com- 
bustion chamber as Fig. 10-5c, but at the end of the burning process well after 
injection has been completed. A few large droplets are seen burning with individ- 
ual droplet flames. It is presumed that such large drops were formed at the end of 
the injection process as the injector nozzle was closing. 


fn 


FIGURE 10-5 (On Color Plate, facing page 498) 

Photographs from high-speed movie of single fuel spray injected into a swirling air flow in a rapid- 
compression machine. (a) Spray and flame 0.4 ms after ignition; scale on right in millimeters. 
(b) Flame surrounding spray 3.2 ms after ignition. (c) Magnified photograph of main portion of flame. 
(@) Individual droplet burning late in combustion process after injection completed. Air temperature 
~ 500°C. 50 mg fuel injected.* (Courtesy Professor M. Ogasawara, Osaka University.) 
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10.3.2 Combustion in Direct-Injection, 
Multispray Systems 


Figure 10-6 shows typical data for cylinder pressure (p), fuel-injector needle-lift, 
and fuel pressure in the nozzle gallery through the compression and expansion 
strokes of a direct-injection diesel. The engine had central fuel injection through a 
four-hole nozzle into a disc-shaped bowl-in-piston combustion chamber. The rate 
of fuel injection can be obtained from the fuel-line pressure, cylinder pressure, 
nozzle geometry, and needle-lift profiles by considering the injector as one or 
more flow restrictions;* it is similar in phasing and comparable in shape to the 
needle-lift profile. There is a delay of 9° between the start of injection and start of 
combustion [identified by the change in slope of the p(0) curve]. The pressure 
rises rapidly for a few crank angle degrees, then more slowly to a peak value 
about 5° after TC. Injection continues after the start of combustion. A rate-of- 
heat-release diagramf from the same study, corresponding to this rate of fuel 
injection and cylinder pressure data, is shown in Fig. 10-7. The general shape of 
the rate-of-heat-release curve is typical of this type of DI engine over its load and 
speed range. The heat-release-rate diagram shows negligible heat release until 
toward the end of compression when a slight loss of heat during the delay period 
(which is due to heat transfer to the walls and to fuel vaporization and heating) is 


Pi 


er FIGURE 10-6 
=80 —60 —40 eae TC ae aa ee 80 Cylinder pressure p, injector needle lift ly, and 


injection-system fuel-line pressure p,, as functions of 
Crank angle, deg crank angle for small DI diesel engine.* 


} The heat-release rate plotted here is the net heat-release rate (see Sec. 10.4), It is the sum of the 
change of sensible internal energy of the cylinder gases and the work done on the piston. It differs 
from the rate of fuel energy released by combustion by the heat transferred to the combustion 
chamber walls. The heat loss to the walls is 10 to 25 percent of the fuel heating value in smaller 
engines; it is less in larger engine sizes. This net heat release can be used as an indicator of actual heat 
release when the heat loss is small. 
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evident. During the combustion process the burning proceeds in three distj 
guishable stages. In the first stage, the rate of burning is generally very high an 
lasts for only a few crank angle degrees. It corresponds to the period of rap 
cylinder pressure rise. The second stage corresponds to a period of gradually 
decreasing heat-release rate (though it initially may rise to a second, lower, peak 
as in Fig. 10-7). This is the main heat-release period and lasts about 40°. Nor- 
mally about 80 percent of the total fuel energy is released in the first two periods, 
The third stage corresponds to the “tail” of the heat-release diagram in which a 
small but distinguishable rate of heat release persists throughout much of the 
expansion stroke. The heat release during this period usually amounts to about 
20 percent of the total fuel energy. 
From studies of rate-of-injection and heat-release diagrams such as those in 
Fig. 10-7, over a range of engine loads, speeds, and injection timings, Lyn® devel- 
oped the following summary observations. First, the total burning period is much 
longer than the injection period. Second, the absolute burning rate increases pro- 
portionally with increasing engine speed; thus on a crank angle basis, the 
burning interval remains essentially constant. Third, the magnitude of the initial 
peak of the burning-rate diagram depends on the ignition delay period, being 
higher for longer delays. These considerations, coupled with engine combustion 
photographic studies, lead to the following model for diesel combustion. 
Figure 10-8 shows schematically the rate-of-injection and rate-of-burning 
diagrams, where the injected fuel as it enters the combustion chamber has been 
divided into a number of elements. The first element which enters mixes with air 
and becomes “ready for burning” {i.e., mixes to within combustible limits), as 
shown conceptually by the lowest triangle along the abscissa in the rate-of- — 
burning figure. While some of this fuel mixes rapidly with air, part of it will mix 
much more slowly. The second and subsequent elements will mix with air in a 
similar manner, and the total “ready-for-burning” diagram, enclosed by the 
dashed line, is obtained. The total area of this diagram is equal to that of the 
rate-of-injection diagram. Ignition does not occur until after the delay period is 
over, however. At the ignition point, some of the fuel already injected has mixed 
with enough air to be within the combustible limits. That “premixed” fuel-air 


Pressure, MPa 


FIGURE 10-7 
Cylinder pressure p, rate of fuel 
injection mm,, and net heat- 
release rate Q, calculated from p 
for small DI diesel engine, 
1000 rev/min, normal injection — 
timing, bmep = 620 kPa.* 


Crank angle, deg 
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FIGURE 10-8 
Schematic of relationship between rate of fuel injection and rate of fuel burning or energy release.® 


mixture (the shaded region in Fig. 10-8) is then added to the mixture which 
becomes ready for burning after the end of the delay period, producing the high 
initial rate of burning as shown. Such a heat-release profile is generally observed 
with this type of naturally aspirated DI diesel engine. Photographs (such as those 
in Fig. 10-4a and b) show that up to the heat-release-rate peak, flame regions of 
low green luminosity are apparent because the burning is predominantly of the 
premixed part of the spray. After the peak, as the amount of premixed mixture 
available for burning decreases and the amount of fresh mixture mixed to be 
“ready for burning” increases, the spray burns essentially as a turbulent diffusion 
flame with high yellow-white or orange luminosity due to the presence of carbon 
particles. 

To summarize, the following stages of the overall compression-ignition 
diesel combustion process can be defined. They are identified on the typical heat- 
release-rate diagram for a DI engine in Fig. 10-9. 


Ignition delay (ab). The period between the start of fuel injection into the 
combustion chamber and the start of combustion [determined from the change 
in slope on the p-6 diagram, or from a heat-release analysis of the p(@) data, or 
from a luminosity detector]. 

Premixed or rapid combustion phase (bc). In this phase, combustion of the 
fuel which has mixed with air to within the flammability limits during the igni- 
tion delay period occurs rapidly in a few crank angle degrees. When this burning 
mixture is added to the fuel which becomes ready for burning and burns during 
this phase, the high heat-release rates characteristic of this phase result. 
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Premixed combustion phase 


Mixing-controlled combustion phase 


Rate of heat release 


Late 
—»{+— combustion 
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FIGURE 10-9 
Typical DI engine heat-release-rate diagram identifying different diesel combustion phases. 


Mixing-controlled combustion phase (cd). Once the fuel and air which pre- 
mixed during the ignition delay have been consumed, the burning rate (or heat- 
release rate) is controlled by the rate at which mixture becomes available for 
burning. While several processes are involved—liquid fuel atomization, vapor- 
ization, mixing of fuel vapor with air, preflame chemical reactions—the rate of 
burning is controlled in this phase primarily by the fuel vapor—air mixing process. 
The heat-release rate may or may not reach a second (usually lower) peak in this 
phase; it decreases as this phase progresses. 

Late combustion phase (de). Heat release continues at a lower rate well into 
the expansion stroke. There are several reasons for this. A small fraction of the 
fuel may not yet have burned. A fraction of the fuel energy is present in soot and 
fuel-rich combustion products and can still be released. The cylinder charge is 
nonuniform and mixing during this period promotes more complete combustion 
and less-dissociated product gases. The kinetics of the final burnout processes 
become slower as the temperature of the cylinder gases fall during expansion. 


10.3.3 Application of Model to Other 
Combustion Systems 


In the M.A.N. “M” DI engine system, and in IDI systems, the shapes of the 
heat-release-rate curve are different from those of the quiescent or moderate swirl 
DI shown in Figs. 10-7 and 10-9. With the “M” system, the initial heat-release 
“spike” is much less pronounced (in spite of the fact that a large fraction of the 
fuel is injected during the delay period) though the total burning period is about 
the same. Lyn® has suggested that the lower initial burning rate is due to the fact 
that the smaller number of nozzle holes (one or two instead of about four or 
more) and the directing of the main spray tangentially to the wall substantially 
reduce the free mixing surface area of the fuel jets. However, since the burning 
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rates after ignition are relatively high, mixing must speed up. This occurs due to 
the centrifugal forces set up in the swirling flow. Initially, the fuel is placed near 
the wall, and mixing is inhibited by the effect of the high centrifugal forces on the 
fuel vapor which is of higher density than the air and so tends to remain near the 
wall. Once ignition occurs, the hot burning mixture expands, decreases in density, 
and is then moved rapidly toward the center of the chamber. This strong radial 
mixing is the rate-determining process. An additional delaying mechanism exists 
if significant fuel is deposited on the wall. At compression air temperatures, the 
heat transferred to the fuel film on the wall from the gases in the cylinder is too 
small to account for the observed burning rates. Only after combustion starts will 
the gas temperature and heat-transfer rates be high enough to evaporate the fuel 
off the wall at an adequate rate. 

In the swirl chamber IDI engine, where the air in the main chamber is not 
immediately available for mixing, again the rate-determining processes are differ- 
ent.® There is no initial spike on the rate-of-heat-release curve as was the case 
with DI engines. The small size of the chamber, together with the high swirl rate 
generated just before injection, results in considerable fuel impingement on the 
walls. This and the fact that the ignition delay is usually shorter with the IDI 
engine due to the higher compression ratio used account for the low initial 
burning rate. 

Based on the above discussion Lyn® proposed three basic injection, mixing, 
and burning patterns important in diesel engines: 


A. Fuel injection across the chamber with substantial momentum. Mixing pro- 
ceeds immediately as fuel enters the chamber and is little affected by com- 
bustion. 


B. Fuel deposition on the combustion chamber walls. Negligible mixing during 
the delay period due to limited evaporation. After ignition, evaporation 
becomes rapid and its rate is controlled by access of hot gases to the surface, 
radial mixing being induced by differential centrifugal forces. Burning is there- 
fore delayed by the ignition lag. 

C. Fuel distributed near the wall: mixing proceeds during the delay, but at a rate 


smaller than in mechanism A. After ignition, mixing is accelerated by the 
same mechanism as in mechanism B. 


Figure 10-10 shows, schematically, the construction of the burning-rate or 
heat-release-rate diagrams (from the same injection-rate diagram) for the DI 
diesel combustion system with a central multihole nozzle, for the “M”-type DI 
diesel, and for the swirl chamber IDI. For the DI engine with multihole nozzle, 
mechanism A is predominant. For the DI engine with fuel sprayed tangentially to 
the wall, mechanisms B and C prevail; the delayed mixing prevents excessively 
high initial burning rates. For the IDI swirl chamber engine, the shorter ignition 


: delay together with mixing process C during the delay period produces a gradual 
_-Ancrease in burning rate, as shown in Fig. 10-10c. 
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Injection Injection Mechanism C 
Delayed mixing by 
mechanisms B and C 
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Ignition Long 
delay (a) delay ) 
FIGURE 10-10 


Schematic injection-rate and burning-rate diagrams in three different types of naturally aspirated 
diesel combustion system: (a) DI engine with central multihole nozzle; (b) DI “M”-type engine with 
fuel injected on wall; (c) IDI swirl chamber engine. Mechanisms A, B, and C defined in text.® 


10.4 ANALYSIS OF CYLINDER 
PRESSURE DATA 


Cylinder pressure versus crank angle data over the compression and expansion 
strokes of the engine operating cycle can be used to obtain quantitative informa- 
tion on the progress of combustion. Suitable methods of analysis which yield the 
rate of release of the fuel’s chemical energy (often called heat release), or rate of 
fuel burning, through the diesel engine combustion process will now be described. 
The methods of analysis are similar to those described in Sec. 9.2.2 for spark- 
ignition engines and start with the first law of thermodynamics for an open 
system which is quasi static (.¢., uniform in pressure and temperature). The first 
law for such a system (see Fig. 9-11) is 

dQ dv : aU 

ae a + 2 mh, = i (10.1) 
where dQ/dt is the heat-transfer rate across the system boundary into the system, 
p(dV /dt) is the rate of work transfer done by the system due to system boundary 
displacement, ri, is the mass flow rate into the system across the system boundary 
at location i (flow out of the system would be negative), h, is the enthalpy of flux i 
entering or leaving the system, and U is the energy of the material contained 
inside the system boundary. 

The following problems make the application of this equation to diesel 

combustion difficult: 


1. Fuel is injected into the cylinder. Liquid fuel is added to the cylinder which 
vaporizes and mixes with air to produce a fuel/air ratio distribution which is 
nonuniform and varies with time. The process is not quasi static. 

2. The composition of the burned gases (also nonuniform) is not known. 

3. The accuracy of available correlations for predicting heat transfer in diesel 
engines is not well defined (see Chap. 12). 

4. Crevice regions (such as the volumes between the piston, rings, and cylinder 
wall) constitute a few percent of the clearance volume. The gas in these regions 
is cooled to close to the wall temperature, increasing its density and, therefore, 
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the relative importance of these crevices. Thus crevices increase heat transfer 
and contain a nonnegligible fraction of the cylinder charge at conditions that 
are different from the rest of the combustion chamber. 


Due to difficulties in dealing with these problems, both sophisticated 
methods of analysis and more simple methods give only approximate answers. 


10.4.1 Combustion Efficiency 


In both heat-release and fuel mass burned estimations, an important factor is the 
completeness of combustion. Air utilization in diesels is limited by the onset of 
black smoke in the exhaust. The smoke is soot particles which are mainly carbon. 
While smoke and other incomplete combustion products such as unburned 
hydrocarbons and carbon monoxide represent a combustion inefficiency, the 
magnitude of that inefficiency is small. At full load conditions, if only 0.5 percent 
of the fuel supplied is present in the exhaust as black smoke, the result would be 
unacceptable. Hydrocarbon emissions are the order of or less than 1 percent of 
the fuel. The fuel energy corresponding to the exhausted carbon monoxide is 
about 0.5 percent. Thus, the combustion inefficiency [Eq. (4.69)] is usually less 
than 2 percent; the combustion efficiency is usually greater than about 98 percent 
(see Fig. 3-9). While these emissions are important in terms of their air-pollution 
impact (see Chap. 11), from the point of view of energy conversion it is a good 
approximation to regard combustion and heat release as essentially complete. 


10.4.2 Direct-Injection Engines 


For this type of engine, the cylinder contents are a single open system. The only 
mass flows across the system boundary (while the intake and exhaust valves are 
closed) are the fuel and the crevice flow. An approach which incorporates the 
crevice flow has been described in Sec. 9.2.2; crevice flow effects will be omitted 
here. Equation (10.1) therefore becomes 


aQ ave, dU 
Fae a tla a (10.2) 
Two common methods are used to obtain combustion information from 
pressure data using Eq. (10.2). In both approaches, the cylinder contents are 
assumed to be at a uniform temperature at each instant in time during the com- 
bustion process. One method yields fuel energy- or heat-release rate; the other 
method yields a fuel mass burning rate. The term apparent is often used to 
describe these quantities since both are approximations to the real quantities 
which cannot be determined exactly. 


HEAT-RELEASE ANALYSIS. If U and h, in Eq. (10.2) are taken to be the sensible 
internal energy of the cylinder contents and the sensible enthalpy of the injected 
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fuel, respectively,t then dQ/dt becomes the difference between the chemical 
energy or heat released by combustion of the fuel (a positive quantity) and the 
heat transfer from the system (in engines, the heat transfer is from the system and 
by thermodynamic convention is a negative quantity). Since h, , ~ 0, Eq. (10,2) 
becomes 


dQ, dQ, dQn dV dU, 
a dt ke a a (10.3) 
The apparent net heat-release rate, dQ,/dt, which is the difference between the 
apparent gross heat-release rate dQ.,/dt and the heat-transfer rate to the walls 
dQ,,/dt, equals the rate at which work is done on the piston plus the rate of 
change of sensible internal energy of the cylinder contents. 
If we further assume that the contents of the cylinder can be modeled as an 
ideal gas, then Eq. (10.3) becomes 


BO ele ae 10.4 
ea a (10.4) 


From the ideal gas law, pV = mRT, with R assumed constant, it follows that 


Heat release, % fuel energy 


FIGURE 10-11 

Gross and net heat-release profile during com- 

bustion, for a turbocharged DI diesel engine in mid- 

load, mid-speed range, showing relative magnitude 

-50 0 50 100 150 of heat transfer, crevice, and fuel vaporization and 
Crank angle, deg ATC heatup effects. 


Fuel vaporization 


and (3) the effects of the crevice regions. These additional phenomena must be 
dealt with at an equivalent level of accuracy for more complex heat-release 
models to be worth while. For many engineering applications, Eq. (10.6) is ade- 
quate for diesel engine combustion analysis. 


dp av _ aT (10.5) Additional insight can be obtained by incorporating a model for the largest 
? tT rT ; of the effects omitted from Eq. (10.6), the heat transfer dQ,,,/dt (see Chap. 12); we 


thereby obtain a close approximation to the gross heat-release rate. The integral 
of the gross heat-release rate over the complete combustion process should then 
equal (to within a few percent only, since the analysis is not exact) the mass of 
fuel injected m, times the fuel lower heating value Q, yy: i.e., 


Equation (10.5) can be used to eliminate T from Eq. (10.4) to give 


Vic d 
40s (1 a) av 


dQ,__y ,a¥ 1 jdp «i 


m dt y-1? dt y—1 dt 
Here is the ratio of specific heats, c,/c,. An appropriate range for y for diesel 
heat-release analysis is 1.3 to 1.35; Eq. (10.6) is often used with a constant value 
of y within this range. More specifically, we would expect for diesel engine 
heat-release analysis to have values appropriate to air at end-of-compression- 
stroke temperatures prior to combustion (~1.35) and to burned gases at the 
overall equivalence ratio following combustion (~ 1.26-1.3). The appropriate 
values for y during combustion which will give most accurate heat-release infor- 
mation are not well defined.” ® 

More complete methods of heat-release analysis based on Eq. (10.2) have 
been proposed and used. These use more sophisticated models for the gas proper- 
ties before, during, and after combustion, and for heat transfer and crevice 
effects.® However, it is also necessary to deal with the additional issues of: (1) 
mixture nonuniformity (fuel/air ratio nonuniformity and burned and unburned 
gas nonuniformities); (2) accuracy of any heat-transfer model used (see Chap. 12); 


tend 

Quon = [ we dt = m; Quay (10.7) 
tstart 

Of course, Eqs. (10.1) to (10.4), (10.6), and (10.7) also hold with crank angle 6 as 

the independent variable instead of time t. 

Figure 10-11 illustrates the relative magnitude of gross and net heat release, 
heat transfer, crevice effects, and heat of vaporization and heating up of the fuel 
for a turbocharged DI diesel engine operating in the mid-load, mid-speed range. 
The net heat release is the gross heat release due to combustion, less the heat 
transfer to the walls, crevice effects, and the effect of fuel vaporization and heatup 
(which was omitted above by neglecting the mass addition term in dU/dt). This 
last term is sufficiently small to be neglected. The enthalpy of vaporization of 
diesel fuel is less than 1 percent of its heating value; the energy change associated 
with heating up fuel vapor from injection temperature to typical compression air 
temperatures is about 3 percent of the fuel heating value. The heat transfer inte- 
grated over the duration of the combustion period is 10 to 25 percent of the total 
heat released. 


FUEL MASS BURNING RATE ANALYSIS. If the internal energies of the fuel, air, 
and burned gases in Eq. (10.1) are evaluated relative to a consistent datum (such 


+ That is, U = U, = U(T) — U(298 K) and h, = h, , = hAT) — h, (298 K); see Sec. 5.5 for definition. 
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as that described in Sec. 4.5.2), then this equation can be used to obtain an appa: 
ent fuel mass burning rate from cylinder pressure versus crank angle data. (Wit : 
such a species energy datum the “heat release” is properly accounted for in the | 
internal energy and enthalpy terms.) Following Krieger and Borman,” Eq. (10,2) 
can be written as 


w 


N 


FIGURE 10-12 

Cylinder pressure p and fuel mass 

burning rate calculated from p, as 

a function of crank angle, using 

the Krieger and Borman method? 

160 TC 200 220 240 260 for DI diesel engine at 3200 rev/ 
Crank angle, deg min and full load. ‘ 


— (mu) = —p — +— +h, — (10.8) 


Fuel mass burning rate, mg/deg 


o 


Here @Q is the heat transfer to the gas within the combustion chamber (that is, 
= —Q,,), m is the mass within the combustion chamber, and dm/dt has been 
substituted for m,. 
Since the properties of the gases in the cylinder during combustion 
(assumed to be uniform and in chemical equilibrium at the pressure p and 
average temperature T) are in general a function of p, T, and the equivalence 


ratio d Equation (10.12) can be solved numerically for m(t) given mo, %o, p(t), and appro- 

: priate models for the working fluid properties (see Sec. 4.7) and for the heat- 
u=u(T,p,¢) and R=R(T,p, 9) transfer term dQ/dt (see Chap. 12). 

Therefore Figure 10-12 shows cylinder pressure data for an open chamber DI diesel 

and fuel mass burning rate dm/d@ calculated from that data using the above 

du _ Su aT + ou dp + an a (10.9a) method. The heat-transfer model of Annand was used (see Sec. 12.4.3). The result 

dt OT dt Opdt dp dt obtained is an apparent fuel mass burning rate. It is best interpreted, after multi- 

dR @RdT @Rdp @Rdd plying by the heating value of the fuel, as the fuel chemical-energy or heat- 

7 BT dt + ap a ae it (10.96) release rate. The actual fuel burning rate is unknown because not all the fuel 

“burns” with sufficient air available locally to produce products of complete 

Also, combustion. About 60 percent of the fuel has burned in the first one-third of the 

; eo 1 +(F/A)o total combustion period. The integral of the fuel mass burning rate over the 

b= ¢o+ (= 7 1) —— (10.10) combustion process should equal the total fuel mass burned; in this case it is 3 

mp (F/A), percent less than the total fuel mass injected. Note that chemical energy con- 

dp 1+(F/A)o dm (10.11) tinues to be released well into the expansion process. The accuracy of this type of 

and it = (E/A), Ig at . calculation then decreases, however, since errors in estimating heat transfer sig- 


nificantly affect the apparent fuel burning rate. 

Krieger and Borman also carried out sensitivity analyses for the critical 
assumptions and variables. They found that the effect of dissociation of the 
product gases was negligible. This permits a substantial simplification of Eq. 
(10.12). With no dissociation, u = u(T, ¢), and R = R/M can be taken as con- 
stant, since the molecular weight M changes little. Then 


dm _[1+(c,/R)]p(dV/dt) + (c,/R)V(dp/dt) — (dQ/at) 
dt hy + (c,/RXpV/m) — u — D(du/é¢) 


where D, as before, is [1 + (F/A)p]m/[(F/A),m,]. Given the uncertainties inherent 
in the heat-transfer model and the neglect of nonuniformities and crevices, Eq. 


(F/A) is the fuel/air ratio; the subscript 0 denotes the initial value prior to fuel 
injection and the subscript s denotes the stoichiometric value. It then follows that 


1 dm _ —(RT/V\dV at) — (Ou/apNdp/dt) + (L/mXdQ/dt) — CB (49 4» 
m dt u — hy + D(u/dg) — CL1 + (D/RXAR/04)] 


where 


1dp 1 OR dp 1 dV (10.13) 


“pdt Ropdt V dt 
T(eu/0T) 


C= 1 + (T/RXOR/2T) (10.13) represents an adequate level of sophistication. 
The other sensitivity variations studied by Krieger and Borman were: shift- 
D= [1 + (F/A)o|m ing of the phasing of the pressure data 2° forward and 2° backward; translating 


(F/A), Mo the pressure data +34 kPa (5 lb/in?); changing the heat transfer +50 percent: 
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Pas Tay Vax ta i 
Here am/at is the mass flow rate between the chambers with positive flow from 
the prechamber to the main chamber. If dm/dt >0, hy, =h,; if dm/dt <0 
hoa = hy. If we define U, and U, as sensible internal energies and hy as the 
sensible enthalpy own the fuel, then dQ,/dt and dQ,/dt represent the net heat- 
release rates—the difference between the combustion energy-rel 
rates of heat transfer to the walls. Byrnetoase Fans tad the 
If we use an ideal gas model for the workin id i i 
g fluid in each chamber, with 
Cys Cps and M constant, the relation p,V, = m,RT, and p,V, = m, RT, can be 
used to eliminate m and T from the dU/dt terms and, with the fact that h. - = 0. 
can be used to write Eqs. (10.14) and (10.15) as aa 


Prechamber 


Main chamber 


FIGURE 10-13 
Schematic defining variables in main chamber = Pott eH p am 
(subscript 1) and prechamber (subscript 2) for IDI dt y—1"" dt y—1 ' dt Cp Tas dt (10.16) 
engine heat-release analysis. 
dt y—1 2 de + OP 2 (10.17) 


increasing the initial mass 5 percent. The initial mass change had a negligible 
effect on the fuel burning rate calculations. The heat-transfer changes of +50 
percent changed the mass of fuel burned by about +5 percent. The change in 
phasing of the pressure data was more significant. It needs to be stressed that 
accurate (in magnitude and phasing) pressure data are a most important require- 
ment for useful heat-release or fuel mass burning rate analysis. 


When Eas ve) and (10.17) are added together, the term representing the en- 
alpy flux between the two chambers cancels out, and th i i 
total net heat-release results: © following equation for 


—— p, —1 4 ——_ 


dt dt dt y—1"? at Ty 


10.4.3 Indirect-Injection Engines 


In IDI diesel engines, the pressures in each of the two chambers, main and aux- 
iliary, are not the same during the combustion process. Since combustion starts 
in the auxiliary or prechamber, the fuel energy release in the prechamber causes 
the pressure there to rise above the main chamber pressure. Depending on com- 
bustion chamber design and operating conditions, the prechamber pressure rises 
to be 0.5 to 5 atm above that in the main chamber. This pressure difference 
causes a flow of fuel, air, and burning and burned gases into the main chamber, 
where additional energy release now occurs. The analysis of the DI diesel in the 
previous section was based on uniform pressure throughout the combustion 
chamber. For IDI engines the effect of the pressure difference between the cham- 
bers must usually be included. 

Figure 10-13 shows an IDI combustion chamber divided at the nozzle into 
two open systems. Applying the first law [Eq. (10.1)] to the main chamber yields 


qa, ava dm _ aU, (10.14) 


The comments made in the previous section regarding the interpretation of the 
net heat release (it is the gross heat release due to combustion less the heat 
transfer to the walls, and other smaller energy transfers due to crevices, fi <s 
vaporization, and heatup) also hold here. mse 
In Practice, Eq. (10.18) is difficult to use since it requires experimental data 
for both the main and auxiliary chamber pressures throughout the combustion 
process. Access for two pressure transducers through the cylinder head is not 
often available; even when access can be achieved, the task of obtaining pressur 
data from two different transducers under the demanding thermal loading co di. 
tions found in IDI diesels, of sufficient accuracy such that the difference betwe 1 
the pressures (of order 0.5 to 5 atm) at pressure levels of 60 to 80 atm ca “he 
interpreted, requires extreme diligence in technique.*® 1! Figure 10-14a and b 
shows apparent net heat-release rate profiles for an IDI diesel obtained using E 
(10.18) with y = 1.35.14 Curves of dQ/dt and dQ/d6 are shown at three different 
speeds and essentially constant fuel mass injected per cycle. While the absolut 
heat-release rates increase with increasing speed, the relative rates are essentially 
independent of speed, indicating that combustion rates, which depend on fuel i 
ming rates, scale approximately with engine speed. “ 
; quation (10.18) (or its equivalent) has been used assumi = 
using either main chamber or auxiliary chamber pressure data alone: Thea 
associated with this approximation can be estimated as follows. If we write p, = 


a} de 2 ae dt 


and to the auxiliary chamber yields 


dQ, dm dm, dU, 
a2 — =—-+ 10.15 
dt ha dt hy dt — dt (10.15) 
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Calculated net heat-release-rate profiles for IDI diesel engine at constant load (0.29 < ¢ < 0,32). (a) 3 1 3 
Heat-release rate in kilowatts. (b) Heat-release rate in joules per degree.'* = 2 
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p, + Ap then Eq. (10.18) becomes 2 
0 
d ad, VitV,d Vv, dA 0 
dQ = Be Pi pede ere Yt 12 Pi + Bek Ee d(Ap) (10.19) —40 0 40 80 120 -40 0 40 80 120 
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If the last term is omitted, Eq. (10.19) is identical to Eq. (10.6) derived for the DI (2) ® 
FIGURE 10-15 


diesel. Since the term V(dp,/dt)/(y — 1) is much larger than the first term on the 
right-hand side of Eq. (10.19) during the early stages of the combustion process, 
the error involved in omitting the last term is given to a good approximation by 
[Vo/(V, + V2)]d(Ap)/dp,. In the initial stages of combustion this error can be quite | 
large (of order 0.25 based on data in Ref. 10 close to TC). Later in the com- 
bustion process it becomes negligible (of order a few percent after 20° ATC).!° 
Thus, neglecting Ap will lead to errors in predicting the initial heat-release rate. 
The magnitude of the error will depend on the design of the combustion chamber 
and on engine speed and load (with more restricted passageways, higher loads 
and speeds, giving higher values of Ap and, therefore, greater error). Later in the 
combustion process the error is much less, so integrated heat-release data derived 
ignoring Ap will show a smaller error. 

A model analogous to the above, but using the approach of Krieger and 
Borman? (see Sec. 10.4.2), for the IDI diesel has been developed and used by 
Watson and Kamel.!° The energy conservation equation for an open system 
developed in Sec. 14.2.2, with energy and enthalpy modeled using a consistent 
datum (see Sec. 4.5.2), with appropriate models for convective and radiation heat 
transfer and for gas properties, was applied to the main chamber and also to the 
prechamber. These equations were solved using accurately measured main 
chamber and prechamber pressure data to determine the apparent rate of heat 
release (here, the rate of fuel burning multiplied by the fuel heating value) in the 
main chamber and prechambers through the combustion process. The engine was 
a Ricardo Comet swirl chamber IDI design. Some results are shown in Fig. 


Calculated gross heat-release rates in IDI swirl-chamber diesel engine at full load. 1 Prechamber heat 
release. 2 Main chamber heat release. Top figures: integrated heat release. Bottom figures: heat- 
release rate. (a) 1320 rev/min; (b) 2800 rev/min.}° 


10-15. For this particular engine, at low engine speeds two-thirds of the heat 
release occurs in the prechamber; at higher engine speeds about two-thirds of the 
heat release occurs in the main chamber. 


10.5 FUEL SPRAY BEHAVIOR 
10.5.1 Fuel Injection 


The fuel is introduced into the cylinder of a diesel engine through a nozzle with a 
large pressure differential across the nozzle orifice. The cylinder pressure at injec- 
tion is typically in the range 50 to 100 atm. Fuel injection pressures in the range 
200 to 1700 atm are used depending on the engine size and type of combustion 
system employed. These large pressure differences across the injector nozzle are 
required so that the injected liquid fuel jet will enter the chamber at sufficiently 
high velocity to (1) atomize into small-sized droplets to enable rapid evaporation 
and (2) traverse the combustion chamber in the time available and fully utilize 
the air charge. 

Examples of common diesel fuel-injection systems were described briefly in 
Sec. 1.7 and illustrated in Figs. 1-17 to 1-19. (See also Refs. 12 and 13 for more 
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extensive descriptions of diesel fuel-injection systems.) The task of the fue} 
injection system is to meter the appropriate quantity of fuel for the given engin 
speed and load to each cylinder, each cycle, and inject that fuel at the appropriat 
time in the cycle at the desired rate with the spray configuration required for th 
particular combustion chamber employed. It is important that injection begin 
and end cleanly, and avoid any secondary injections. 

To accomplish this task, fuel is usually drawn from the fuel tank by 
supply pump, and forced through a filter to the injection pump. The injectio 
pump sends fuel under pressure to the nozzle pipes which carry fuel to the injec 
tor nozzles located in each cylinder head. Excess fuel goes back to the fuel tan 
Figures 1-17 and 1-19 show two common versions of fuel systems used wit 
multicylinder engines in the 20 to 100 kW per cylinder brake power range which 
operate with injection pressures between about 300 and 1200 atm. 

In-line injection pumps (Fig. 1-17) are used in engines in the 40 to 100 kW 
per cylinder maximum power range. They contain a plunger and barrel assembly 
for each engine cylinder. Each plunger is raised by a cam on the pump camshaft. 
and is forced back by the plunger return spring. The plunger stroke is fixed. The 
plunger fits sufficiently accurately within the barrel to seal without additional 
sealing elements, even at high pressures and low speeds. The amount of fuel 
delivered is altered by varying the effective plunger stroke. This is achieved by 
means of a control rod or rack, which moves in the pump housing and rotates 
the plunger via a ring gear or linkage lever on the control sleeve. The plunger 
chamber above the plunger is always connected with the chamber below the 
plunger helix by a vertical groove or bore in the plunger. Delivery ceases when 
the plunger helix exposes the intake port (port opening), thus connecting the 
plunger chamber with the suction gallery. When this takes place depends on the 
rotational position of the plunger. In the case of a lower helix, delivery always 
starts (port closing) at the same time, but ends sooner or later depending on the 
rotational position of the plunger. With a plunger with an upper helix, port 
closing (start of delivery) not port opening is controlled by the helix and is varied 
by rotating the plunger. Figure 1-18 illustrates how the plunger helix controls 
fuel delivery.’* 

Distributor-type fuel-injection pumps (such as that illustrated in Fig. 1-19) 
are normally used in multicylinder engines with less than 30 kW per cylinder 
maximum power with injection pressures up to 750 atm. These pumps have only | 
one plunger and barrel. The pump plunger is made to describe a combined rotary 
and stroke movement by the rotating cam plate. The fuel is accurately metered to 
each injection nozzle in turn by this plunger which simultaneously acts as the 
distributor. Such units are more compact and cheaper than in-line pumps but 
cannot achieve such high injection pressures. The distributor-type fuel-injection 
pump is combined with the automatic timing device, governor, and supply pump 
to form a single unit. 

Single-barrel injection pumps are used on small one- and two-cylinder 
diesel engines, as well as large engines with outputs of more than 100 kW per 
cylinder. Figure 10-16 shows the layout of the injection system and a section 
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FIGURE 10-16 


Fuel-injection system with single-barrel pump. Left: system la shee : 
A . : em layout. Right: sect 2 
injection pump. (Courtesy Robert Bosch GmbH and SAE.'*) er eeren epee feel 


through the fuel-injection pump.'* Such pumps are driven by an auxiliary cam 
on the engine camshaft. Also used extensively on larger engines are unit injectors 
where the pump and injector nozzle are combined into a single unit. An example 
of a unit injector and its driving mechanism used on a large two-stroke cycle 
diesel engine is shown in Fig. 10-17. Fuel, supplied to the injector through a 
fuel-distributing manifold, enters the cavity or plunger chamber ahead of the 
plunger through a metering orifice. When fuel is to be injected, the cam via the 
rocker arm pushes down the plunger, closing the metering orifice and compres- 
sing the fuel, causing it to flow through check valves and discharge into the 
cylinder through the injector nozzles or orifices. The amount of fuel injected is 
controlled by the rack, which controls the spill of fuel into the fuel drain manifold 
by rotating the plunger with its helical relief section via the gear. 

The most important part of the injection system is the nozzle. Examples of 
different nozzle types and a nozzle holder assembly are shown in Fig. 1-18. The 
nozzles shown are fluid-controlled needle valves where the needle is forced 
against the valve seat by a spring. The pressure of the fuel in the pressure 
chamber above the nozzle aperture opens the nozzle by the axial force it exerts 
on the conical surface of the nozzle needle. Needle valves are used to prevent 
dribble from the nozzles when injection is not occurring. It is important to keep 
the volume of fuel left between the needle and nozzle orifices (the sac volume) as 
small as possible to prevent any fuel flowing into the cylinder after injection is 
over, to control hydrocarbon emissions (see Sec. 11.4.4). Multihole nozzles are 
used with most direct-injection systems; the M.A.N. “M” system uses a single- 
hole nozzle. Pintle nozzles, where the needle projects into and through the nozzle 
hole, are used in indirect-injection engine systems. The shape of the pin on the 
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FIGURE 10-18 
Electronically controlled unit fuel-injection system.'® 


sophisticated hydraulic models: Hiroyasu’’ provides an extensive reference list of 
such models. However, approximate estimates of the injection rate through the 
injector nozzles can be made as follows. If the pressure upstream of the injector 
nozzle(s) can be estimated or measured, and assuming the fiow through each 
~ nozzle is quasi steady, incompressible, and one dimensional, the mass flow rate of 
fuel injected through the nozzle m, is given by 


FIGURE 10-17 
Unit fuel injector and its driving mechanism, typically used in large diesel engines.15 


end of the nozzle needle controls the spray pattern and fuel-delivery character- 
istics. Auxiliary nozzle holes are sometimes used to produce an auxiliary smaller 
spray to aid ignition and starting. Open nozzle orifices, without a needie, are also 
used. 3 m, = Cp A,,/2p, Ap (10.20) 
The technology for electronic control of injection is now available. In an 
electronic injector, such as that shown in Fig. 10-18, a solenoid operated control 
valve performs the injection timing and metering functions in a fashion analo- 
gous to the ports and helices of the mechanical injector. Solenoid valve closure 
initiates pressurization and injection, and opening causes injection pressure decay 
and end of injection. Duration of valve closure determines the quantity of fuel 
injected. The unit shown uses camshaft/rocker arm driven plungers to generate 
the injection pressure, and employs needle-valve nozzles of conventional design. 
Increased flexibility in fuel metering and timing and simpler injector mechanical 
design are important advantages.'© 
Accurate predictions of fuel behavior within the injection system require | 


where A, is the nozzle minimum area, Cp the discharge coefficient, p 7; the fuel 
density, and Ap the pressure drop across the nozzle. If the pressure drop across 
the nozzle and the nozzle open area are essentially constant during the injection 
period, the mass of fuel injected is then 


= Ad 
where A@ is the nozzle open period in crank angle degrees and N is engine speed. 
Equations (10.20) and (10.21) illustrate the dependence of injected amounts of fuel 
on injection system and engine parameters. 
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FIGURE 10-19 
Schematic of diesel fuel spray defining its major parameters.*® 


10.5.2 Overall Spray Structure 


The fuel is introduced into the combustion chamber of a diesel engine thro 
one or more nozzles or orifices with a large pressure differential between the fuel: 
supply line and the cylinder. Different designs of nozzle are used (e.g., single-; 
orifice, multiorifice, throttle, or pintle; see Fig. 1-18), depending on the needs off 
the combustion system employed. Standard diesel injectors usually operate with 
fuel-injection pressures between 200 and 1700 atm. At time of injection, the ai 
the cylinder has a pressure of 50 to 100 atm, temperature about 1000 K, an 
density between 15 and 25 kg/m*. Nozzle diameters cover the range 0.2 to 1 mm; 
diameter, with length/diameter ratios from 2 to 8. Typical distillate diesel fu 
properties are: relative specific gravity of 0.8, viscosity between 3 and 10 kg/m 
and surface tension about 3 x 10~? N/m (at 300 K). Figure 10-19 illustrates the 
structure of a typical DI engine fuel spray. As the liquid jet leaves the nozzle it; 
becomes turbulent and spreads out as it entrains and mixes with the surroundin 
air. The initial jet velocity is greater than 10? m/s. The outer surface of the j 
breaks up into drops of order 10 ym diameter, close to the nozzle exit. The liqu 
column leaving the nozzle disintegrates within the cylinder over a finite lengt 
called the breakup length into drops of different sizes. As one moves away fro 
the nozzle, the mass of air within the spray increases, the spray diverges, its width 
increases, and the velocity decreases. The fuel drops evaporate as this ati 
entrainment process proceeds. The tip of the spray penetrates further into t 
combustion chamber as injection proceeds, but at a decreasing rate. Figure 10-20 
shows photographs of a diesel fuel spray injected into quiescent air in a rapi 
compression machine which simulates diesel conditions.1? Two different ph 
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FIGURE 10-20 

Shadowgraph and back-illuminated pho- 
tographs of evaporating spray injected into 
nitrogen at 3.4MPa and 670K in rapid- 
compression machine. Times in milliseconds 
are after start of injection: injection duration 
3.3ms. Top (shadowgraph) photographs 
show full vapor and liquid region. Bottom 
(back-iliuminated) photographs only show 
liquid-containing core.'9 


tographic techniques, back lighting and shadowgraph,+ have been used to 
distinguish the liquid-containing core of the jet and the extent of the fuel vapor 
region of the spray which surrounds the liquid core. The region of the jet closest 
to the nozzle (until injection ceases at 3.3 ms) contains liquid drops and liga- 
ments; the major region of the spray is a substantial vapor cloud around this 
narrow core which contains liquid fuel. 

Different spray configurations are used in the different diesel combustion 
systems described earlier in this chapter. The simplest configuration involves 
multiple sprays injected into quiescent air in the largest-size diesels (Fig. 10-1a) 
Figures 10-19 and 10-20 illustrate the essential features of each spray under these 
circumstances until interactions with the wall occur. Each liquid fuel jet atomizes 
into drops and ligaments at the exit from the nozzle orifice (or shortly thereafter). 
The spray entrains air, spreads out, and slows down as the mass flow in the spray 
increases. The droplets on the outer edge of the spray evaporate first, creating a 
fuel vapor~air mixture sheath around the liquid-containing core. The highest 
velocities are on the jet axis. The equivalence ratio is highest on the centerline 
(and fuel-rich along most of the jet), decreasing to zero (unmixed air) at the spray 
boundary. Once the sprays have penetrated to the outer regions of the com- 
bustion chamber, they interact with the chamber walls. The spray is then forced 
to flow tangentially along the wall. Eventually the sprays from multihole nozzles 


ce nar ae ne regions where sufficient liquid fuel (as ligaments or drops) is present to 
¢ light. The shadowgraph technique responds to density i i i i 

atten 4 gradients in the t 

identifies regions where fuel vapor exists. ji iaacs 


| 
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FIGURE 10-21 : 
Sketches of outer vapor boundary of diesel fuel spray 
-2 Combustion from 12 successive frames of rapid-compression- 

chamber wall machine high-speed shadowgraph movie showing 
interaction of vaporizing spray with cylindrical wall of 
combustion chamber. Injection pressure 60 MPa. 
Time between frames 0.14 ms.?° 


interact with one another. Figure 10-21 shows diesel fuel sprays interacting with 
the cylindrical outer wall of a disc-shaped combustion chamber in a rapid- 
compression machine, under typical diesel-injection conditions. The cylinder wall 
causes the spray to split with about half flowing circumferentially in either direc- 
tion. Adjacent sprays then interact forcing the flow radially inward toward the 
chamber axis.?° Rae 
Most of the other combustion systems in Figs. 10-1 and 10-2 use air swirl to 
increase fuel-air mixing rates. A schematic of the spray pattern which results 
when a fuel jet is injected radially outward into a swirling flow is shown in Fig. 
10-22. Because there is now relative motion in both radial and tangential direc- 
tions between the initial jet and the air, the structure of the jet is more complex 
As the spray entrains air and slows down it becomes increasingly bent toward the 
swirl direction; for the same injection conditions it will penetrate less with swirl 
than without swirl. An important feature of the spray is the large vapor- 


containing region downstream of the liquid-containing core. Figure 10-23 shows : 
schlieren photographs of four fuel jets injected on the axis of an IDI diesel engine 


Nozzle hole 


FIGURE 10-22 


of equivalence ratio (¢) distribution within jet i 
indicated. 


Schematic of fuel spray injected radially outward 
from the chamber axis into swirling air flow. Shape 
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FIGURE 10-23 

Schlieren photographs of vaporizing sprays injected into swirling air flow in transparent prechamber 
of special IDI diesel.” Left: high sensitivity, showing boundaries of the vapor regions of spray. Right: 
low sensitivity, showing liquid-containing core (dark) in relation to vapor regions (mottled). 


prechamber with high clockwise swirl. The photograph on the left, with high 
sensitivity, shows the outer boundary of the fuel vapor region of the spray; the 
low-sensitivity photograph on the right locates the liquid phase regions of the 
spray. The interaction between the swirl and both liquid and vapor spray 
regions is evident, as is the spray interaction with the chamber wall. 

Other spray fiow patterns are used. The spray may enter the swirling air 
flow tangentially as in the M.A.N. “M” system shown in Fig. 10-1c. The spray 
then interacts immediately with the combustion chamber walls. 

To couple the spray-development process with the ignition phase of the 
combustion, it is important to know which regions of the spray contain the fuel 
injected at the beginning of the injection process. These regions of the sprays are 
likely to autoignite first. Each spray develops as follows. At the start of injection 
the liquid fuel enters the quiescent air charge, atomizes, moves outward from the 
nozzle, and slows down rapidly as air is entrained into the spray and accelerated. 
This start-up process forms a vortex or “puff” at the head of the spray. The 
injected fuel which follows encounters less resistance; thus drops from that fuel 
overtake the drops from first-injected fuel, forcing them outward toward the per- 
iphery of the spray. At the tip of the unsteady spray the drops meet the highest 
aerodynamic resistance and slow down, but the spray continues to penetrate the 
air charge because droplets retarded at the tip are continually replaced by new 
higher-momentum later-injected drops.?? Accordingly, droplets in the periphery 
of the spray and behind the tip of the spray come from the earliest injected fuel.2? 
As Figs. 10-20 and 10-23 indicate, these drops evaporate quickly. 


10.5.3 Atomization 


Under diesel engine injection conditions, the fuel jet usually forms a cone-shaped 


Spray at the nozzle exit. This type of behavior is classified as the atomization 
breakup regime, and it produces droplets with sizes very much less than the 


nozzle exit diameter. This behavior is different from other modes of liquid jet 
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breakup. At low jet velocity, in the Rayleigh regime, breakup is due to ¢ 
unstable growth of surface waves caused by surface tension and results in dro 
larger than the jet diameter. As jet velocity is increased, forces due to the relati 
motion of the jet and the surrounding air augment the surface tension force, ang 
lead to drop sizes of the order of the jet diameter. This is called the first win 
induced breakup regime. A further increase in jet velocity results in breakup 


characterized by divergence of the jet spray after an intact or undisturbed length 3 


downstream of the nozzle. In this second wind-induced breakup regime, the 
unstable growth of short-wavelength waves induced by the relative motion 
between the liquid and surrounding air produces droplets whose average size is 
much less than the jet diameter. Further increases in jet velocity lead to breakup 
in the atomization regime, where the breakup of the outer surface of the jet 
occurs at, or before, the nozzle exit plane and results in droplets whose average 
diameter is much smaller than the nozzle diameter. Aerodynamic interactions at 
the liquid/gas interface appear to be one major component of the atomization 
mechanism in this regime.?? 2* 

A sequence of very short time exposure photographs of the emergence of a 


liquid jet from a nozzle of 0.34 mm diameter and L,/d, = 4 into high-pressure 
nitrogen at ambient temperature is shown in Fig. 10-24. The figure shows how 


the spray tip penetrates and the spray spreads during the early part of its 


travel.25 Data such as these were used to examine the dependence of the spray - 


development on gas and liquid density, liquid viscosity, and nozzle 


geometry.24-?® The effects of the most significant variables, gas/liquid density — 


ratio and nozzle geometry, on initial jet spreading angle are shown in Fig. 10-25. 


For a given geometry (cylindrical hole and length/diameter = 4), the initial jet : 


spreading or spray angle increases with increasing gas/liquid density ratio as 
shown in Fig. 10-25a. Typical density ratios for diesel injection conditions are 
between 15 x 1073 and 30 x 10~>. Of several different nozzle geometry param 


eters examined, the length/diameter ratio proved to be the most significant (see 


Fig, 10-256). 


For jets in the atomization regime, the spray angle 6 was found to follow. 


1/2 
ee an( £2) ae (10.22) 4 


the relationship 


2 =A Pr 


where p, and p, are gas and liquid densities and A is a constant for a given nozzle « 
geometry.t The data in Fig. 10-25a are fitted by A = 4.9. This behavior is in’ 
accord with the theory that aerodynamic interactions are largely responsible for 
jet breakup. Note that the data in Fig. 10-25b show a continuous trend as the jet 
breakup regime makes a transition from second wind-induced breakup (solid ” 


+ An empirical equation for A is A = 3.0 + 0.28 (L,/d,), where L,/d, is the length/diameter ratio of th 
nozzle.?> 
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Steady state 
FIGURE 10-24 


Photographs showing initial emergence and steady state (bottom right) of high-pressure liquid spray. 


Time between frames 2.1 ys. Liquid: water. Gas: nitrogen at 1380 kPa. Ap acr 
: ; : . 0S 
Nozzle diameter 0.34 mm.?° : aia haan 


symbols) to atomization regime breakup (open symbols). The growth of aero- 
dynamic surface waves is known to be responsible for jet breakup in the second 
wind-induced breakup regime. Such a mechanism can explain the observed data 
trends in the atomization regime, if an additional mechanism is invoked to 
explain nozzle geometry effects. One possible additional mechanism is liquid 
cavitation. A criterion for the onset of jet atomization at the nozzle exit plane was 
developed. For (p,/p,(Re,/We,)” > 1 (which is true for distillate fuel injection 
applications) the design criterion is 
1/2 
(2) <k (10.23) 


Pa 
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where k is an empirical constant depending on nozzle geometry in the range 6 to 
2 (k = 18.3/,/A). 

Jet breakup trends can be summarized as follows. The initial jet divergence 
angles increase with increasing gas density. Divergence begins progressively 
= closer to the nozzle as gas density increases until it reaches the nozzle exit. Jet 
divergence angles increase with decreasing fuel viscosity; divergence begins at the 
nozzle exit once the liquid viscosity is below a certain level. Nozzle design affects 
the onset of the jet atomization regime. Jet divergence angles decrease with 
increasing nozzle length. For the same length, rounded inlet nozzles produce less 
divergent jets than sharp-edged inlet nozzles. The initial jet divergence angle and 
intact spray length are quasi steady with respect to changes in operating condi- 
tions which occur on time scales longer than about 20 ps.25 Note that while all 
these results were obtained under conditions where evaporation was not 
occurring, the initial spray-development processes are not significantly affected 
by evaporation (see Sec. 10.5.6). 


10.5.4 Spray Penetration 


The speed and extent to which the fuel spray penetrates across the combustion 
chamber has an important influence on air utilization and fuel-air mixing rates. 
In some engine designs, where the walls are hot and high air swirl is present, fuel 
impingement on the walls is desired. However, in multispray DI diesel com- 
bustion systems, overpenetration gives impingement of liquid fuel on cool sur- 
faces which, especially with little or no air swirl, lowers mixing rates and increases 
emissions of unburned and partially burned species. Yet underpenetration results 
in poor air utilization since the air on the periphery of the chamber does not then 
contact the fuel. Thus, the penetration of liquid fuel sprays under conditions 
typical of those found in diesel engines has been extensively studied. 

Many correlations based on experimental data and turbulent gas jet theory 
have been proposed for fuel spray penetration.'’ These predict the penetration S 
of the fuel spray tip across the combustion chamber for injection into quiescent 
air, as occurs in larger DI engines, as a function of time. An evaluation of these 
correlations” indicated that the formula developed by Dent,?® based on a gas jet 
mixing model for the spray, best predicts the data:t 


1/4 1/4 
S= 307(2) cag'9( =) (10.24) 


g g 


© Divergence at nozzle exit 
@ Intact before diverging 
@ Marginal 


Eq. (10.23) 
‘a 


o 
Eq. (10.22) 2.1 (RD (©) 
ZL 


/ 


where Ap is the pressure drop across the nozzle, t is time after the start of injec- 
®) tion, and d, is the nozzle diameter. All quantities are expressed in SI units: t in 
FIGURE 10-25 : nt ee ; 

(a) Initial spray angle of atomizing jets versus density ratio (p,/p, = gas density/liquid icaaeitihird 
fixed nozzle geometry shown. Various fluids and gases at liquid pressures of 3.4-92 MPa. N : 
diameters d, = 0.254, 0.343, and 0.61 mm.?? (6) Initial spray angle versus density ratio for a wide 
range of nozzle geometries. L,/d, = nozzle length/diameter ratio (RI = rounded inlet geometry). So 
symbols indicate jets which break up and diverge downstream of nozzle exit. Open symbols indica! 


jet breakup at nozzle exit.?5 


} For nozzles where 2< L/d, <4, and for t>0.5 ms. At exceptionally high chamber densities 
- (P > 100 atm) Eq. (10.24) overpredicts penetration. 
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FIGURE 10-26 
Spray tip penetration as function of time at various ambient pressures (p,) and injection pressures (p,). 
Fuel jets injected into quiescent air at room temperature.”° 


seconds, S and d, in meters, Ap in pascals, p, in kilograms per cubic meter, and T, 
in kelvins. 

More detailed studies have examined the spray tip location as a function of 
time, following start of a diesel injection process in high-pressure bombs. Data 
taken by Hiroyasu et al.,2° shown in Fig. 10-26, illustrate the sensitivity of the 
spray tip position as a function of time to ambient gas state and injection pres- 
sure for fuel jets injected into quiescent air at room temperature. These data show 
that the initial spray tip penetration increases linearly with time t (ie., the spray 
tip velocity is constant) and, following jet breakup, then increase as Ji. Injection 
pressure has a more significant effect on the initial motion before breakup; 
ambient gas density has its major impact on the motion after breakup. Hiroyasu 
et al. correlated their data for spray tip penetration S(m) versus time as 


2Ap\!? 
t <threax! S= 0.39( 2) t 
: (10.25) 
Ap 1/4 
t > tbreak: S$ =2.95(—]} (do? 
Pg 
where 
299, d, 


lbreak = (, Ap)? (10.26) 


and Ap is the pressure drop across the nozzle (pascals), p, and p, are the liquid 
and gas densities, respectively (in kilograms per cubic meter), d, is the nozzle 
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FIGURE 10-27 


(a) Measured outer boundary of sprays injected into swirling air flow. (b) Spray tip penetration as a 
function of time for different swirl rates. Solid lines show Eq. (10.27).2° 


diameter (meters), and t is time (seconds). The results of Reitz and Bracco2> indi- 
cate that the breakup or intact length depends on nozzle geometry details in 
addition to the diameter (see Fig. 10-25b). Note that under high injection pres- 
sures and nozzle geometries with short length/diameter ratios, the intact or 
breakup length becomes very short; breakup can occur at the nozzle exit plane. 
The effect of combustion air swirl on spray penetration is shown in Fig. 
10-27. Figure 10-27a shows how the spray shape and location changes as swirl is 
increased ; Fig. 10-27b shows how spray tip penetration varies with time and swirl 
rate.?? These authors related their data on spray tip penetration with swirl, S,, 


through a correlation factor to the equivalent i i irl gi 
penetration, S, without swirl given 
by Eq. (10.25): " 


S, (: n mR,NS\~! 
Sot ae (10.27) 
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where R, is the swirl ratio which equals the swirl rate in revolutions per min 
divided by the engine speed N (revolutions per minute), and v, is the initial 
jet velocity (meters per second). The curves in Fig. 10-27b correspond to 
(10.27). Swirl both reduces the penetration of the spray and spreads out the sp 
more rapidly. 


10.55 Droplet Size Distribution 


Previous sections in Sec. 10.5 have discussed the overall characteristics of th 
diesel engine fuel spray—its spreading rate and penetration into the combustio 
chamber. While the distribution of fuel via the spray trajectory throughout th 
combustion chamber is important, atomization of the liquid fuel into a larg 
number of small drops is also necessary to create a large surface area acros 
which liquid fuel can evaporate. Here we review how the drop size distribution j 
the fuel spray depends on injection parameters and the air and fuel properties,” 
Since the measurement of droplet characteristics in an operating diesel engine j 
extremely difficult, most results have come from studies of fuel injection into 
constant-volume chambers filled with high-pressure quiescent air at room tem- 
perature. 

During the injection period, the injection conditions such as injection pres- 
sure, nozzle orifice area, and injection rate may vary. Consequently, the droplet 
size distribution at a given location in the spray may also change with time. 
during the injection period. In addition, since the details of the atomization 
process are different in the spray core and at the spray edge, and the trajectories 4 
of individual drops depend on their size, initial velocity, and location within the 3 
spray, the drop size distribution will vary with position within the spray.”° None 3 
of these variations has yet been adequately quantified. 4 

The aerodynamic theory of jet breakup in the atomization regime sum- 
marized in Sec. 10.5.3 (which is based on work by G. I. Taylor) leads to the 
prediction that the initial average drop diameter D, is proportional to the length 
of the most unstable surface waves :?? 

5. =C a as 


gr 


(10.28) 4 


where a is the liquid-fuel surface tension, p, is the gas density, v, is the relative 4 
velocity between the liquid and gas (taken as the mean injection velocity v,), C is 
a constant of order unity, and A* is the dimensionless wavelength of the fastest 
growing wave. J* is a function of the dimensionless number (p/p, XRe,/We,’, 
where the jet Reynolds and Weber numbers are given by Re, = p,0;4,/, and 
We, = p,v7d,/o and d, is the nozzle orifice diameter. 4* goes to 3/2 as this. 
number increases above unity. Near the edge of the spray close to the nozzle, this. 
equation predicts observed drop size trends with respect to injection velocity, fuel 
properties, nozzle L/d, and nozzle diameter, though measured mean drop sizes. 
are larger by factors of 2 to 3.°° However, within the dense early region of the 
spray, secondary atomization phenomena—coalescence and breakup—occuf 
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FIGURE 10-28 

Droplet size distribution in diesel fuel spray injected through throttling pintle nozzle into quiescent 
room-temperature air at 11 atm. Nozzle opening pressure 9.9 MPa. Pump speed 500 rev/min. Drop- 
lets are sampled well downstream of injector at given radial distances from spray axis.5? 


which will change the droplet size distribution and mean diameter. The down- 
stream drop size in the solid-cone sprays used in diesel-injection systems is mark- 
edly influenced by both drop coalescence and breakup. Eventually a balance is 
reached as coalescence decreases (due to the expansion of the spray) and breakup 
cise (due to the reduced relative velocity between the drops and the entrained 
gas). 

Measurements of droplet size distributions within a simulated diesel spray 
indicate how size varies with location. Figure 10-28 shows the variation in drop 
size distribution with radial distance from the spray axis, at a fixed axial location. 
The drop sizes were measured with a liquid immersion technique where a sample 
of drops is collected in a small cell filled with an immiscible liquid. Size distribu- 
tions can be expressed in terms of: 


1. The incremental number of drops An within the size range D, — AD,/2 < 
Dy < Dy + AD,/2 


2. The incremental volume AV of drops in this size range 
3. The cumulative number of drops n less than a given size D, 
4. The cumulative volume V of drops less than a given size D, 


Since the drops are spherical: 


dn 6 dV 


aD, = D3 aD, (10.29) 
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FIGURE 10-29 
Normalized drop-size cumulative frequency distribution in spray injected into ambient-temperature 
air for air pressures from 0.1 to 5 MPa. Throttling pintle nozzle -with nozzle opening pressure of : 
9.9 MPa. Median drop diameter D,, = 1.224D,, .°? 


FIGURE 10-30 
Effect of fuel-injection pressure and nozzle geometry and size on Sauter mean drop diameter. (a) 
Effect of nozzle length/diameter ratio L,/d, and injection pressure. (b) Effect of nozzle diameter d, and 


injection pressure.’® 


An empirical expression for the Sauter mean diameter D,, (in micrometers) for 
typical diesel fuel properties given by Hiroyasu and Kadota*? is 


Dsuy — A(Ap)~ ° 19599123 ores (10.32) 


where Ap is the mean pressure drop across the nozzle in megapascals, p, is the air 
density in kilograms per cubic meter, and V, is the amount of fuel delivered per 
cycle per cylinder in cubic millimeters per stroke. A is a constant which equals 
25.1 for pintle nozzles, 23.9 for hole nozzles, and 22.4 for throttling pintle nozzles. 
Other expressions for predicting Dsy can be found in Ref. 17. 

The effects of injection pressure, nozzle geometry and size, air conditions, 
and fuel properties on Sauter mean diameter in sprays obtained with diesel fuel- 
injection nozzles have been extensively studied. Various immersion, photo- 
graphic, and optical techniques for making such measurements have been used.!” 
Some of the major effects are illustrated in Figs. 10-30 and 10-31 which show 


The distributions shown in the figure are frequency distributions of drop 
volume.*? The peak in the distribution shifts to larger drop diameters as the 
radial position decreases: on average, the drops are smaller at the periphery of 
the spray. 

To characterize the spray, expressions for drop size distribution and mean 
diameter are desirable. An appropriate and commonly used mean diameter is the 


Sauter mean diameter: 
Dsy = (| D3 in) | ( D2 an) (10.30) 


where dn is the number of drops with diameter D, in the range D, — dD,/2 < 
D,< D,+4D,/2. The integration is usually carried out by summing over an 
appropriate number of drop size groups. The Sauter mean diameter is the diam- 


eter of the droplet that has the same surface/volume ratio as that of the total g 150 = 300 a 
4 = 0.7 — 1.4 x 107-6 ms a . 
spray. $ 6 iS 50 x 1076 m/s 
Various expressions for the distribution of drop sizes in liquid sprays have gy a eden ad ; Q aes ey, 
been proposed. One proposed by Hiroyasu and Kadota?” based on the chi- 8 61 x 10 3 200 licen cinil ae ae 
square statistical distribution fits the available experimental data. Figure 10-29 : FE o = 51 x 10-3 : 
shows how the chi-square distribution with a degree of freedom equal to 8 fits i 50 = 100 Glycerine-water solution 
well to experimental measurements of the type shown in Fig. 10-28. Here D,, is & g 
the median drop diameter which for this chi-square curve is 1.224Dsy. The non- 5 g 
dimensional expression for drop size distribution in sprays injected through hole a ae ce Gee Se Bir yct 6 a ah tah 
Injection pressure, MPa Injection pressure, MPa 


nozzles, pintle nozzles, and throttling pintle nozzles given by the chi-square dis- 
tribution is : (a) (b) 
7 B55) | -(e) Moe) 
= = 13.5|—~} exp] —3{ — } Idi — (10.31) 
v De) PL \ Daa Ds 


FIGURE 10-31 
Effect of (a) liquid viscosity v and (b) liquid surface tension ¢ on Sauter mean drop diameter as a 
function of injection pressure. Air conditions: 3 MPa and ambient temperature.” 
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average Sauter mean diameters determined optically from studies of steady die 
fuel sprays in a pressurized vessel. Figure 10-30 shows that nozzie size affects ¢ 
mean drop size in the expected direction. Nozzle length/diameter ratio is aj. 
shown to be important: an L,/d, = 4 gives the minimum mean drop size at loy 
and intermediate injection pressures. This L,/d, also corresponds to the minim 
value of spray breakup length and to the maximum spray cone angle. Fuel y; 
cosity and surface tension also affect mean drop size as shown in Fig. 10-31, wi 
the effects being most significant at lower injection pressures. 


10.5.6 Spray Evaporation 


The injected liquid fuel, atomized into small drops near the nozzle exit to form 4 
spray, must evaporate before it can mix with air and burn. Figure 10-20 showed 
the basic structure of an evaporating diesel spray under conditions typical of'g 
large direct-injection engine. Back illumination showed that a core exists along 
the axis of the spray where the liquid fuel ligaments or drops are sufficient! 
dense to attenuate the light beam. Once the start-up phase of the injection 
process is over, the length of this core remains essentially constant until injectior 
ends. This core is surrounded by a much larger vapor-containing spray regio 
which continues to penetrate deeper into the combustion chamber: the cor 
extends only partway to the spray tip. Additional insight into the physical struc 
ture of evaporating sprays can be obtained from the schlieren photographs take 
just after the end of injection in a prechamber engine with air swirl, shown in Fig. 
10-32. The lowest magnification picture (A) shows the overall structure of th 
spray. The only liquid-containing region evident is that part of the core neares 
the nozzle which shows black on the left of the photograph. The spreading vapo: 
region of the spray, carried around the chamber by the swirling air flow, appear 
mottled due to local turbulent vapor concentration and temperature fluctuations 
The dark region within the spray vapor region is due to soot formed where the: 
fuel vapor concentration is sufficiently high. It is probable that, after the breaku 


length, the dense black liquid core of the spray is composed of individual drople ey de : Droplets | 
but the concentration is so high along the optical path that the light beam is fully 9 : : vapor rails 
extinguished. However, the last part of the core close to the nozzle tip (B) dis- : ey ve SCA "Background due to 


air turbulence 
near window 


perses sufficiently for individual features to be resolved. The small black dots are, 
liquid fuel drops in the size range 20 to 100 ym. Fuel drop vapor trails can be 
observed in the highest magnification photo (C) corresponding to various stag 
of evaporation. These range from drops showing little surrounding vapor to 
vapor trails with little liquid remaining at the head. The vapor trails show 
random orientations relative to the spray axis, presumably due to local air turbu- @ 
lence. The process of droplet evaporation under normal engine operating condi- 
tions appears to be rapid relative to the total combustion period.”? 

Let us examine the drop evaporation process in more detail. Consider 
liquid drop at close to ambient temperature injected into air at typical end-o 
compression engine conditions. Three phenomena will determine the history © 
the drop under these conditions: 


FIGURE 10-32 


Shadowgraph Photographs at three magnifications taken just after the end of injection of diesel-fuel 
spray into swirling air flow in prechamber of special diesel engine. Nozzle hole diameter = 0.25 mm.2! 


1. Deceleration of the drop due to aerodynamic drag 
2. Heat transfer to the drop from the air 


3. Mass transfer of vaporized fuel away from the drop 
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FIGURE 10-33 
Schematic of variation of mass, diameter, tem: 
perature, evaporation rate, heat-transfer rate from” 
air, and heat-transfer rate to liquid drop core as: 
function of time during evaporation process of 
individual drop in diesel environment at the time 
of injection. 


Equilibrium temperature, K 


FIGURE 10-34 

Adiabatic-saturation conditions for equilibrium mixtures formed by injecting n-dodecane and n- 
heptane, initially liquid at 300 K, into air at initial temperature T, between 600 and 1200 K and initial 
density 6.5 kg/m3. Equilibrium mixture temperature (T,) and ratio of fuel vapor mass (m,,) to air mass 
(m,) shown as function of ratio of total fuel mass m, to m,. Fuel vapor only present to left of peaks in 
m,,/m, curves: liquid fuel also present to right of peaks.°5 


As the droplet temperature increases due to heat transfer, the fuel vapor pressure 
increases and the evaporation rate increases. As the mass transfer rate of vapor 
away from the drop increases, so the fraction of the heat transferred to the drop 
surface which is available to increase further the drop temperature decreases. As 
the drop velocity decreases, the convective heat-transfer coefficient between the 
air and the drop decreases. The combination of these factors gives the behavior 
shown in Fig. 10-33 where drop mass, temperature, velocity, vaporization rate, 
and heat-transfer rate from the air are shown schematically as a function of time 
following injection.** Analysis of individual fuel drops 25 um in diameter, 
injected into air at typical diesel conditions, indicates that evaporation times are 
usually less than 1 ms.°* 
Such an analysis is relevant to drops that are widely separated (2. at the 
edge of the spray). In the spray core, where drop number densities are high, the 
evaporation process has a significant effect on the temperature and fuel-vapor 
concentration in the air within the spray. As fuel vaporizes, the local air tem- 
perature will decrease and the local fuel vapor pressure will increase. Eventually 
thermodynamic equilibrium would pertain: this is usually called adiabatic satura- 
tion.*3 Calculated thermodynamic equilibrium temperatures for diesel spray con- 
ditions are plotted in Fig. 10-34 as a function of the fuel/air mass ratio for 
n-dodecane and n-heptane. The initial liquid fuel temperature was 300 K. The 
ratio of fuel vapor to air mass at these equilibrium conditions is also shown. To 
the left of the peaks in the m,,/m, curves, only fuel vapor is present. To the right 
of these peaks, liquid fuel is also present because the vapor phase is saturated. 
Liquid fuel vaporization causes substantial reductions in gas temperature. While 
this equilibrium situation may not be reached within the spray, these results are 
useful for understanding the temperature distribution within an evaporating 
spray. 
To quantify accurately the fuel vaporization rate within a diesel fuel spray. 
requires the solution of the coupled conservation equations for the liquid drop- 


lets and the air within the combustion chamber. Various phenomenological 
models and computational fluid dynamic models have been developed for this 
purpose (see Secs. 14.4.3 and 14.5.5). In the most sophisticated of these, the spray 
is assumed to be composed of discrete computational particles each of which 
represents a group of droplets of similar size, temperature, etc. The distribution 
functions in droplet size, velocity, temperature, etc., produced by the fuel injector 
are statistically sampled and the resulting discrete particles are followed along 
lagrangian trajectories as they interact and exchange mass, momentum, and 
energy with the surrounding gas. Drops interact directly with each other via 
collisions and indirectly via evaporation by modifying the ambient vapor concen- 
tration and gas temperature. Studies with such models indicate that, under 
normal diesel engine conditions, 70 to 95 percent of the injected fuel is in the 
vapor phase at the start of combustion. Evaporation is more than 90 percent 
complete after 1 ms. However, only 10 to 35 percent of the vaporized fuel has 
mixed to within flammability limits in a typical medium-speed DI diesel engine. 
Thus combustion is largely mixing-limited, rather than evaporation-limited.?® Of 
course, under cold-starting conditions, evaporation becomes a major constraint. 


10.6 IGNITION DELAY 
10.6.1 Definition and Discussion 


The ignition delay in a diesel engine was defined as the time (or crank angle) 
interval between the start of injection and the start of combustion. The start of 
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rature and pressure, as well as the physical processes described above which 
govern the distribution of fuel throughout the air charge. 

Since the ignition characteristics of the fuel affect the ignition delay, this 
property of a fuel is very important in determining diesel engine operating char- 
acteristics such as fuel conversion efficiency, smoothness of operation, misfire, 
smoke emissions, noise, and ease of starting. The ignition quality of a fuel is 
defined by its cetane number. Cetane number is determined by comparing the 
ignition delay of the fuel with that of primary reference fuel mixtures in a stan- 
dardized engine test (see below). For low cetane fuels with too long an ignition 
delay, most of the fuel is injected before ignition occurs, which results in very 
rapid burning rates once combustion starts with high rates of pressure rise and 
high peak pressures. Under extreme conditions, when autoignition of most of the 
injected fuel occurs, this produces an audible knocking sound, often referred to as 
“diesel knock.” For fuels with very low cetane numbers, with an exceptionally 
long delay, ignition may occur sufficiently late in the expansion process for the 
burning process to be quenched, resulting in incomplete combustion, reduced 
power output, and poor fuel conversion efficiency. For higher cetane number 
fuels, with shorter ignition delays, ignition occurs before most of the fuel is 
injected. The rates of heat release and pressure rise are then controlled primarily 
by the rate of injection and fuel-air mixing, and smoother engine operation 
results. 


injection is usually taken as the time when the injector needle lifts off its se. 
(determined by a needle-lift indicator). The start of combustion is more difficy} 
to determine precisely. It is best identified from the change in slope of the hea 
release rate, determined from cylinder pressure data using the techniqu 
described in Sec. 10.4, which occurs at ignition. Depending on the character 
the combustion process, the pressure data alone may indicate when pressu: 
change due to combustion first occurs; in DI engines under normal conditio 
ignition is well defined, but in IDI engines the ignition point is harder to identif 
Flame luminosity detectors are also used to determine the first appearance of the: 
flame. Experience has shown that under normal conditions, the point of appea 
ance of the flame is later than the point of pressure rise and results in greater 
uncertainty or error in determining the ignition point. 

Both physical and chemical processes must take place before a significant 
fraction of the chemical energy of the injected liquid fuel is released. The physical 
processes are: the atomization of the liquid fuel jet; the vaporization of the fuel @ 
droplets; the mixing of fuel vapor with air. The chemical processes are the pre- 
combustion reactions of the fuel, air, residual gas mixture which lead to autoigni- 
tion. These processes are affected by engine design and operating variables, and 
fuel characteristics, as follows. 

Good atomization requires high fuel-injection pressure, small injector hole 
diameter, optimum fuel viscosity, and high cylinder air pressure at the time of 
injection (see Sec. 10.5.3). The rate of vaporization of the fuel droplets depends on 
the size of the droplets, their distribution, and their velocity, the pressure and 
temperature inside the chamber, and the volatility of the fuel. The rate of fuel-air 
mixing is controlled largely by injector and combustion chamber design. Some 
combustion chamber and piston head shapes are designed to amplify swirl and 
create turbulence in the air charge during compression. Some engine designs use 
a prechamber or swirl chamber to create the vigorous air motion necessary for 
rapid fuel-air mixing (see Sec. 10.2). Also, injector design features such as the 
number and spatial arrangement of the injector holes determine the fuel spray 
pattern. The details of each nozzle hole affect the spray cone angle. The penetra: 
tion of the spray depends on the size of the fuel droplets, the injection pressure 
the air density, and the air-flow characteristics. The arrangement of the sprays, 
the spray cone angle, the extent of spray penetration, and the air flow all affect 
the rate of air entrainment into the spray. These physical aspects of fuel-injection 
and fuel-spray behavior are reviewed in Sec. 10.5. 

The chemical component of the ignition delay is controlled by the precom: 
bustion reactions of the fuel. A fundamental discussion of autoignition or sponta 
neous hydrocarbon oxidation in premixed fuel-air mixtures is given in Sec. 9.6.2 
Since the diesel engine combustion process is heterogeneous, its spontancou 
ignition process is even more complex. Though ignition occurs in vapor phase 
regions, oxidation reactions can proceed in the liquid phase as well between th 
fuel molecules and the oxygen dissolved in the fuel droplets. Also, cracking 0! 
large hydrocarbon molecules to smaller molecules is occurring. These chemical 
processes depend on the composition of the fuel and the cylinder charge tem 


10.6.2 Fuel Ignition Quality 


The ignition quality of a diesel fuel is defined by its cetane number. The method 
used to determine the ignition quality in terms of cetane number is analogous to 
that used for determining the antiknock quality of gasoline in terms of octane 
number. The cetane number scale is defined by blends of two pure hydrocarbon 
reference fuels. Cetane (n-hexadecane, C,¢H3,), a hydrocarbon with high ignition 
quality, represents the top of the scale with a cetane number of 100. An isocetane, 
heptamethylnonane (HMN), which has a very low ignition quality, represents the 
pects of the scale with a cetane number of 15.t Thus, cetane number (CN) is 
given by 


CN = percent n-cetane + 0.15 x percent HMN (10.33) 


; The engine used in cetane number determination is a standardized single- 
cylinder, variable compression ratio engine with special loading and accessory 
equipment and instrumentation. The engine, the operating conditions, and the 
test procedure are specified by ASTM Method D613.°” The operating require- 
ments include: engine speed—900 rev/min; coolant temperature—100°C; intake 
air temperature—65.6°C (150°F); injection timing—13° BTC; injection 


ie the original procedure o-methylnapthalene (C,,H,,) with a cetane number of zero Ttepresented 
¢ bottom of the scale. Heptamethylnonane, a more stable compound, has replaced it. 
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pressure—10.3 MPa (1500 Ib/in?). With the engine operating under these condj 
tions, on the fuel whose cetane number is to be determined, the compression ratj 
is varied until combustion starts at TC: ie, an ignition delay period of 13 
(2.4 ms at 900 rev/min) is produced. The above procedure is then repeated usinj 
reference fuel blends. Each time a reference fuel is tried, the compression ratio ; 
adjusted to give the same 13° ignition delay. When the compression rati 
required by the actual fuel is bracketed by the values required by two reference 
blends differing by less than five cetane numbers, the cetane number of the fuel j 
determined by interpolation between the compression ratios required by the tw 
reference blends. 
Because of the expense of the cetane number test, many correlations which _ 
predict ignition quality based on the physical properties of diesel fuels have been 
developed.3*: *° A calculated cetane index (CCI) is often used to estimate ignition _ 
quality of diesel fuels (ASTM D976*°). It is based on API gravity and the mid- 
boiling point (temperature 50 percent evaporated). It is applicable to straight-run 
fuels, catalytically cracked stocks, and blends of the two. Its use is suitable for 
most diesel fuels and gives numbers that correspond quite closely to cetane 
number. A diesel index is also used. It is based on the fact that ignition quality is . 
linked to hydrocarbon composition: n-paraffins have high ignition quality, and 
aromatic and napthenic compounds have low ignition quality. The aniline point 
(ASTM D6114!—the lowest temperature at which equal volumes of the fuel and 
aniline become just miscible) is used, together with the API gravity, to give the 
diesel index: 
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FIGURE 10-35 

(a) Ignition delay as function of reciprocal air temperature for light oil spray injected into constant- 
volume combustion bomb. Injection pressure 9.8 MPa (100 atm). Air pressures indicated.*? (b) Igni- 
tion delay x (pressure)? measured in steady-flow reactor for No. 2 diesel fuel as function of reciprocal 
temperature. Fuel/air equivalence ratio @ varied from 0.3 to 1.0.43 


API gravityt 


10. 
a (10.34) 


Diesel index = aniline point (°F) x ar : 

tion into constant-temperature and pressure environments have shown that the 
temperature and pressure of the air are the most important variables for a given 
fuel composition. Ignition delay data from these experiments have usually been 


correlated by equations of the form: 


The diesel index depends on the fact that aromatic hydrocarbons mix completely 
with aniline at comparatively low temperatures, whereas paraffins require con- 
siderably higher temperatures before they are completely miscible. Similarly, a. 
high API gravity denotes low specific gravity and high paraffinicity, and, again, 
good ignition quality. The diesel index usually gives values slightly above the 
cetane number. It provides a reasonable indication of ignition quality in many 
(but not all) cases. 


_ E 
tia = Ap—" exp (z) (10.35) 


where t,, is the ignition delay (the time between the start of injection and the 
start of detectable heat release), E, is an apparent activation energy for the fuel 
autoignition process, R is the universal gas constant, and A and n are constants 
dependent on the fuel (and, to some extent, the injection and air-flow 
characteristics). 

Figure 10-35a shows ignition delay data obtained by injecting liquid fuel 
sprays into a high-pressure heated constant-volume bomb.*? Figure 10-35b 
shows ignition delay data from a steady-flow high-pressure reactor where vapor- 
ized fuel was mixed rapidly with the heated air stream.*? The match between the 
form of Eq. (10.35) and the data is clear. F igure 10-35b also shows an equivalence 
ratio dependence of the ignition delay. Representative values for A, n, and E, for 
Eq. (10.35), taken from these and other studies, are given in Table 10.3. Ignition 
delay times calculated with these formulas for various diesel engines are given in 


10.6.3 Autoignition Fundamentals 


Basic studies in constant-volume bombs, in steady-flow reactors, and in rapid- 
compression machines have been used to study the autoignition characteristics of 
fuel-air mixtures under controlled conditions. In some of these studies the fuel 
and air were premixed; in some, fuel injection was used. Studies with fuel inj 


. E 
+ API gravity is based on specific gravity and is calculated from: API gravity, deg = (141.5/specific 
gravity at 60°F) — 131.5. 
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TABLE 103 ; oe 

Constants for Arrhenius equation for ignition delay 
tya(mns) = Ap@* exp [E,/(RT)I 


TABLE 10.4 


“4 Calculated ignition delay times*+ 


Conditions Ta) mS 
Conditions aieasraibe Spadaccini and 
43 
A EjJ&xK: TeVelde’ : 
Investigator Apparatus Fuel nem Ee : ia Speed,  p, = T,_ - Stringer , Hiroyasa 
ere any Gees 10-30 650-9002 2.43 x 107? 20,926 Engine revimin atm = K No. 1 No. 2 et al. Wolfer* et al. 

Spadaccini . 2 diese! 

aad Teves ahs ae pe 1 600 45.6 690 17.3 38.2 6.26 3.94 9.60 

No. 1 d -10 1. Low swirl . ‘ s . 5 . 
Spadaccini Steady ‘No. 2 diesel 10-30 GO). et amt) ae 1200 493.-747,—Ss«.47 383 3.22 215 3.90 

and TeVelde** flow 1800 52.5 758 0.86 2.44 2.76 1.82 3.13 

No. 2 7 0-60 0.757 ==: 0,0405 5,473 2. High swirl 600 45.2 674 36.3 76.9 7.60 4.68 12.5 
Stringer Steady Diesel 3 Fae 1200 484 721 418 10.3 4,25 2.75 5.67 

et al.*® flow 45-50 cetane 1800 518 744.47 4.07 3.19 2.08 3.82 

pgared 8-48 590-782 119 0.44 4,650 DI Diesel 
46 mstant- Fuel with ‘ . : . 
Wolfer — ager oe 1, Low compression 428 781 0.57 1372.60 1.92 2.39 
bomb >50 6 7.280 ratio 

Hiroyasu Constant- Kerosene 1-30 673-973 = 1.23 0.027 ’ 2. High compression 1500 58.8 975 0.0015 0.0060 0.508 0.407 0.322 

et al.?9 volume ratio 

bomb 


renee 


affect the ignition delay. While the work of Spadaccini and TeVelde probably 
describes the chemical ignition delay more accurately, since great care was taken 
to obtain a uniform mixture and flow, the experiments in constant-volume bombs 
with diesel-type fuel injectors are more relevant to the diesel engine compression- 
ignition combustion process because they include the appropriate physical and 
chemical processes. The available engine ignition delay data suggest that for 
delays less than about 1 ms, the rate of decrease in delay with increasing tem- 
perature becomes much less than that indicated by the data in Fig. 10-35. This is 
due to the increasing relative importance of physical processes relative to chemi- 
cal processes during the delay period. Thus relations of the form of Eq. (10.35) 
should be used with caution. 

In general, 1,4 is a function of mixture temperature, pressure, equivalence 
tatio, and fuel properties (though no accepted form for the variation with equiva- 
lence ratio is yet established), In the above referenced studies, the fuel was 
injected into a uniform air environment where the pressure and temperature only 
changed due to the cooling effect of the fuel-vaporization and fuel-heating pro- 
cesses. In an engine, pressure and temperature change during the delay period 
due to the compression resulting from piston motion. To account for the effect of 
changing conditions on the delay the following empirical integral relation is usu- 


ally used: 
tsi t+ ta 1 
{ (*) dt=1 (10.36) 
tsi T 


Where t,, is the time of start of injection, 1,4 is the ignition delay period, and t is 
the ignition delay at the conditions pertaining at time t. Whether the variation in 
conditions is significant depends on the amount of injection advance before TC 
that is used and the length of the delay. 


Table 10.4. Air pressures and temperatures at TC piston position were serie 
from measured cylinder pressure data. Measured ignition delay times in these | 
types of engines are: 0.6 to 3 ms for low-compression-ratio DI diesel engines pie 3 
a wide range of operating conditions; 0.4 to 1 ms for high-compression-ratio an ) 
turbocharged DI diesel engines; 0.6 to 1.5 ms for IDI diesel engines. ‘ 
The variation in the calculated delay times can be attributed to several 


factors: 


1. In some cases the correlations are being extrapolated outside their original 
range of operating conditions. 

2. The methods used to detect the start of combustion, and hence the duration of 
the delay, are not identical. _— 

3. The experimental apparatus and the method of fuel-air mixture preparation 
are different. 


The third factor is probably the most significant. As has been oe a 
phenomenon of autoignition of a fuel spray consists of sequences of physi yee 
chemical processes of substantial complexity. The relative aterm Ra ive 
process depends on the ambient conditions, on fuel properties, and on ha 
fuel-air mixture is prepared. For example, fuel evaporation times are me at 
in cold engines, but not under fully warmed-up conditions. Thus, an aN nee 
the simple form of Eq. (10.35) can only fit the cate yea a limited ial Saal 
tions. The correlations of Spadaccini and TeVelde have much higher . pny 

energies. Normally, lower values of E,/R imply that physical ghee oy 
vaporization and mixing are important and relevant to chemical aS ha, 
fuel preparation, mixture inhomogeneity, heat loss, and nonuniform flow p: 
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10.6.4 Physical Factors Affecting Delay 


The physical factors that affect the development of the fuel spray and the ap 
charge state (its pressure, temperature, and velocity) will influence the ignition 
delay. These quantities depend on the design of the fuel-injection system and 
combustion chamber, and the engine operating conditions. The injection system 
variables affecting the fuel-spray development are injection timing, quantity 
velocity, rate, drop size, and spray form or type. The relevant charge conditions : 
depend on the combustion system employed, the details of the combustio 
chamber design, inlet air pressure and temperature, compression ratio, Injectio 
timing, the residual gas conditions, coolant and oil temperature, and engin 
speed. Data on these interactions are available for different types of diese 
engines. The trends observed with the different diesel combustion systems ar 
generally similar, though some of the details are different. In this section the = 
ignition delay trends during normal (fully warmed-up) engine operation are con- ” 
sidered. The dependence of the ignition delay on engine design and operatin 
variables during engine starting and warm-up is also very important, and may be 
different from fully warmed-up behavior due to lower air temperature and pres- | 
sure. 


INJECTION TIMING. At normal engine conditions (low to medium speed, fully 
warmed engine) the minimum delay occurs with the start of injection at about 10 
to 15° BTC.*” The increase in the delay with earlier or later injection timing 
occurs because the air temperature and pressure change significantly close to TC. 
If injection starts earlier, the initial air temperature and pressure are lower so the 
delay will increase. If injection starts later (closer to TC) the temperature and 
pressure are initially slightly higher but then decrease as the delay proceeds. The 
most favorable conditions for ignition lie in between. 


INJECTION QUANTITY OR LOAD. Figure 10-36 shows the effect of increasing 
injection quantity or engine load on ignition delay. The delay decreases approx- 
imately linearly with increasing load for this DI engine. As load is increased, the 
residual gas temperature and the wall temperature increase. This results in higher 
charge temperature (and also, to a lesser extent, charge pressure) at injection, thus 
shortening the ignition delay. When adjustment is made for this increasing tem- 
perature, it is found that increasing the quantity of fuel injected has no significant 
effect on the delay period under normal operating conditions. Under engine start- 
ing conditions, however, the delay increases due to the larger drop in aan 
temperature associated with evaporating and heating the increased amount 0 
fuel.*7 This latter result should be expected since it is the first part of the injected 
fuel which ignites first; subsequent injected fuel (above the minimum required to 
maintain the fuel-air mixture within the flammability limits during the delay) 
does not influence the delay. 


DROP SIZE, INJECTION VELOCITY, AND RATE. These quantities are deter- 
mined by injection pressure, injector nozzle hole size, nozzle type, and geometry. : 
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Ignition delays measured in a small four-stroke cycle 
DI diesel engine with r, = 16.5 as a function of load at 
1980 rev/min. Fuel cetane numbers 30, 39, and 52.48 
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Experiments by Lyn and Valdmanis*’ have shown that none of these factors has 
a significant effect on the delay. At normal operating conditions, increasing injec- 
tion pressure produces only modest decreases in the delay. Doubling the nozzle 
hole diameter at constant injection pressure to increase the fuel flow rate (by a 
factor of about 4) and increase the drop size (by about 30 percent) had no signifi- 
cant effect on the delay. Studies of different nozzle hole geometries showed that 
the length/diameter ratio of the nozzle was not significant; nor did changes in 
nozzle type (multihole, pintle, pintaux) cause any substantial variation in delay at 
normal engine conditions. 


INTAKE AIR TEMPERATURE AND PRESSURE. Figure 10-35 showed values of 
ignition delay for diesel fuels plotted against the reciprocal of charge temperature 
for several charge pressures at the time of injection. The intake air temperature 
and pressure will affect the delay via their effect on charge conditions during the 
delay period. Figure 10-37 shows the effects of inlet air pressure and temperature 
as a function of engine load. The fundamental ignition data available show a 
strong dependence of ignition delay on charge temperatures below about 1000 K 
at the time of injection. Above about 1000 K, the data suggest that the charge 
temperature is no longer so significant. Through this temperature range there is 
an effect of pressure at the time of injection on delay: the higher the pressure the 
shorter the delay, with the effect decreasing as charge temperatures increase and 
delay decreases. Since air temperature and pressure during the delay period are 
such important variables, other engine variables that affect the relation between 
the inlet air state and the charge state at the time of injection will influence the 
delay. Thus, an increase in the compression ratio will decrease the ignition delay, 
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Effect of inlet air pressure and temperature on ignition delay over load range of smal! DI diesel at 

1980 rev/min. (a) Engine naturally aspirated and with 1 atm boost; inlet air temperature T; = 25°C; FIGURE 10-38 


Effect of spray impingement on wall 100 mm from nozzle on ignition delay from combustion bomb 
studies. (a) Effect of air temperature as a function of air pressure; T,, = T,,,. (b) Effect of wall tem- 
perature at 440°C air temperature.?° 


50 cetane number fuel. (6) Engine naturally aspirated; T, = 25 and 66°C; 34 and SO cetane number 
fuel,“® 


pressures and temperatures studied, but has no significant effect at the high pres- 
sures and temperatures more typical of normal diesel operation. Engine experi- 
ments where the delay was measured while the jet impingement process was 
varied showed analogous trends. The jet impingement angle (the angle between 
the fuel jet axis and the wall) was varied from almost zero (jet and wall close to 
parallel) to perpendicular. The delay showed a tendency to become longer as the 
impingement angle decreased. The most important result is not so much the 
modest change in delay but the difference in the initial rate of burning that results 
from the differences in fuel evaporation and fuel-air mixing rates. 


and injection timing will affect the delay (as was discussed earlier), largely due to 
the changes in charge temperature and pressure at the time of injection. 


ENGINE SPEED. Increases in engine speed at constant load result in a slight 
decrease in ignition delay when measured in milliseconds; in terms of crank angle 
degrees, the delay increases almost linearly.** A change in engine speed changes 
the temperature/time and pressure/time relationships. Also, as speed increases, 
injection pressure increases. The peak compression temperature increases with 
increasing speed due to smaller heat loss during the compression stroke.*” 


SWIRL RATE. Changes in swirl rate change the fuel evaporation and fuel-air 
mixing processes. They also affect wall heat transfer during compression and, 
hence, the charge temperature at injection. Only limited engine studies of the 
effect of swirl rate variations on ignition delay have been made. At normal oper- 
ating engine speeds, the effect of swirl rate changes on the delay are small. Under 
engine starting conditions (low engine speeds and compression temperatures) the 
effect is much more important,*’ due presumably to the higher rates of evapo- 
tation and mixing obtained with swirl. 


COMBUSTION CHAMBER WALL EFFECTS. The impingement of the spray on 
the combustion chamber wall obviously affects the fuel evaporation and mixing 
processes. Impingement of the fuel jet on the wall occurs, to some extent, in 
almost all of the smaller, higher speed engines. With the “M” system, this 
impingement is desired to obtain a smooth pressure rise. The ignition delay with 
the “M” system is longer than in conventional DI engine designs.*” Engine and 
combustion bomb experiments have been carried out to examine the effect of 
wall impingement on the ignition delay. Figure 10-38 shows the effect of jet wall 
impingement on ignition delay measured in a constant-volume combustion 
bomb, for a range of air pressures and temperatures, and wall temperatures. 

The wall was perpendicular to the spray and was placed 100 mm from the nozzle | 
tip. The data shows that the presence of the wall reduces the delay at the lower. 


OXYGEN CONCENTRATION. The oxygen concentration in the charge into 
Which the fuel is injected would be expected to influence the delay. The oxygen 
concentration is changed, for example, when exhaust gas is recycled to the intake 
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for the control of oxides of nitrogen emissions (see Chap. 11). Results of a study 
carried out in a single-cylinder DI engine operated at a constant air/fuel ratio 
(30: 1), manifold temperature, injection timing, and speed (1800 rev/min), where 
the oxygen concentration was varied by recirculating known amounts of cooled 
exhaust, are shown in Fig. 10-39.‘ Oxygen density is normalized by the natu- 
rally aspirated no-recirculation test value. As oxygen concentration 1s decreased, 
ignition delay increases. 


10.6.5 Effect of Fuel Properties 


Since both physical and chemical processes take place during the ignition delay, 
the effects of changes in the physical and chemical properties of fuels on the delay 
petiod have been studied. The chemical characteristics of the fuel are much the 
more important. The ignition quality of the fuel, defined by its cetane number, 
will obviously affect the delay. The dependence of cetane number on fuel molecu- 
lar structure is as follows. Straight-chain paraffinic compounds (normal alkanes) 
have the highest ignition quality, which improves as the chain length increases. 
Aromatic compounds have poor ignition quality as do the alcohols (hence, the 
difficulties associated with using methanol and ethanol, possible alternative fuels, 
in compression-ignition engines). Figure 10-40 illustrates these effects. A base fuel 
was blended with pure paraffinic (normal, iso-, and cycloalkanes), aromatic, and 
olefinic hydrocarbons of various carbon numbers, by up to 20 percent by volume 
The base fuel, a blend of 25 percent n-hexadecane and 75 percent isooctane, ha 

a cetane number of 38.3. The figure shows that the resulting ignition delays corre- 
late well as a function of cetane number at constant compression ratio and engine 
operating conditions. Addition of normal alkanes (excluding n-pentane and ene 
carbon number alkanes) improve the ignition quality. As the chain length of the 
added paraffin gets longer (higher carbon number) the cetane number improve-. 
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FIGURE 10-40 


Effect of type of hydrocarbon structure on ignition quality of fuels in DI diesel combustion process at 
constant compression ratio and engine operating conditions.>° 


ment increases. Isoalkanes, depending on the degree of branching, degrade igni- 
tion quality (unless the branching is concentrated at one end of the molecule, 
when these types of isoalkanes improve ignition quality). Cycloalkanes and aro- 
matics generally reduce the cetane number, unless they have a long n-alkane 
chain attached to the ring. The cetane number of a fuel (a measure of its ability to 
autoignite) generally varies inversely with its octane number (a measure of its 
ability to resist autoignition; see Fig. 9-69 for the effect of hydrocarbon structure 
on knock). The cetane number of commercial diesel fuel is normally in the range 


40 to 55. 


Engine ignition delay data with diesel fuels of different cetane number, at 


various constant loads and speeds, shown in Fig. 10-41, demonstrate similar 
trends. Within the normal diesel fuel cetane number range of 40 to 55, an approx- 
imately linear variation is evident. However, decreasing fuel cetane number below 
about 38 may result in a more rapid increase in ignition delay. 


Cetane number is controlled by the source of crude oil, by the refining 


process, and by additives or ignition accelerators. Just as it is possible to reduce 
the tendency to knock or autoignite in spark-ignition engine fuels by adding 
antiknock agents, so there are additives that improve the ignition quality of 
compression-ignition engine fuels. Generally, substances that increase the ten- 
dency to knock enhance ignition, and vice versa. Ignition-accelerating additives 
include organic peroxides, nitrates, nitrites, and various sulfur compounds. The 
most important of these commercially are the alkyl nitrates (isopropyl nitrate, 
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Effect of fuel cetane number on ignition delay over the load and speed range of 6.2-dm? eight-cylinder 
IDI swirl-chamber diesel engine. Top curve indicates typical fit between data and least-squares 
straight line over this cetane number range.*! 


primary amyl nitrates, primary hexy] nitrates, octyl nitrate).°? Typically, about 
0.5 percent of these additives by volume in a distillate fuel gives about a 10 cetane 
number increase in a fuel’s ignition quality, though their effectiveness may 
depend on the composition of the base fuel. The incremental effect of increasing 
amounts of ignition-accelerating additives on cetane number decreases.*® 
Usually, the ignition delay obtained with cetane improved blends are found to be 
equivalent to those obtained with natural diesel fuels of the same cetane number. 
Two potential practical uses for ignition accelerators are in upgrading the igni- 
tion characteristics of poorer quality diesel fuel and (in much larger amounts) 
making possible the use of alcohols in compression-ignition engines. oa 

The physical characteristics of diesel fuel do not significantly affect the igni- 
tion delay in fully or partially warmed-up engines. Tests with fuels of different 
front-end volatility (over the cetane number range 38 to 53), and with substan- 
tially different front-end ignition quality for the same average cetane number, 
showed no discernible differences. Fuel viscosity variations over a factor of 25 
were also tested and showed no significant effect.*® Thus, in a warmed-up engine, 
variations in fuel atomization, spray penetration, and vaporization rate over rea- 
sonable ranges do not appear to influence the duration of the delay period signifi- 
cantly (see also Sec. 10.5.6 on fuel vaporization). 
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Comparison of engine ignition delays 
predicted with Eq. (10.37) with corre- 
sponding measured values.** 
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10.6.6 Correlations for Ignition Delay in Engines 


Many correlations have been proposed for predicting ignition delay as a function 
of engine and air charge variables. These usually have the form of Eq. (10.35) and 
have been based on data from more fundamental experiments in combustion 
bombs and fiow reactors. An important factor in assessing the appropriateness of 
any correlation is how it is to be used to predict the magnitude of the delay. If an 
equation for predicting the complete delay process (including all the physical and 
chemical processes from injection to combustion) is required, then the data show 
that such a simple form for the equation is unlikely to be adequate for the full 
range of engine conditions (see Table 10.4), However, if a model for the autoigni- 
tion process of a premixed fuel-air mixture during the delay period is required, 
for use in conjunction with models for the physical processes of fuel evaporation 
and fuel-air mixing, then correlations such as those listed in Table 10.3 may be 
sufficiently accurate. 

An empirical formula, developed by Hardenberg and Hase*? for predicting 
the duration of the ignition delay period in DI engines, has been shown to give 
good agreement with experimental data over a wide range of engine conditions 
(see Fig. 10-42).°* This formula gives the ignition delay (in crank angle degrees) in 
terms of charge temperature T (kelvins) and pressure p (bars) during the delay 
(taken as TC conditions) as 


21.2 


0.63 
tia(CA) = (0.36 + 0.225.) exp ECG. = Tiss 3) | (10.37) 
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40.7 MIXING-CONTROLLED COMBUSTION 
40.7.1 Background 


Earlier sections of this chapter have developed our current understanding of the 
individual processes which together make up the total injection-mixing-burning 
sequence—atomization, vaporization, fuel spray development, air entrainment, 
ignition, and combustion. While the phenomenological model developed by Lyn® 
provides satisfactory logical links between these processes, quantitative links are 
still lacking. Especially difficult to quantify are the relations between fuel spray 
behavior, flame structure, and fuel burning rate—the area of focus of this section. 
The color photographs of the compression-ignition combustion process in differ- 
ent types of diesel engines in Figs, 10-4 and 10-5 (see color plate between 498 and 
499) show how the flame immediately following ignition spreads rapidly and 
envelops the spray. Depending on the spray configuration, the visible flame may 
then fill almost the entire combustion chamber. The flame and spray geometries 
are closely related. Mixing processes are also critical during the ignition delay 
period: while the duration of the delay period is not influenced in a major way by 
the rates of spray processes which together control “mixing,” the amount of fuel 
mixed with air to within combustible limits during the delay (which affects the 
rate of pressure rise once ignition has occurred) obviously is directly related to 
mixing rates. Thus substantial observational evidence supports the mixing- 
controlled character of diesel engine combustion. 

However, while it is well accepted that diesel combustion is normally con- 
trolled by the fuel-air mixing rate, fundamentally based quantitatively accurate 
models for this coupled mixing and combustion process are not yet available. 
The difficulties are twofold. First, the spray geometry in real diesel combustion 
systems is extremely complex. Second, the phenomena which must be described 
(and especially the unsteady turbulent diffusion diesel engine flame) are inade- 
quately understood. Current capabilities for modeling these phenomena are 
reviewed in Chap. 14. Thermodynamic-based models of the diesel combustion 
process with atomization, vaporization, and spray development described by 
empirical or turbulent-jet-based submodels have been developed and used to 
predict burning rates. These are described in Secs. 14.4.3 and 14.4.4, and show 
reasonable but not precise agreement with data. Fluid-mechanic-based models of 
air flow, fuel spray behavior, and combustion are under active development (see 
Sec. 14.5). While realistic air-flow predictions are now feasible, predictions of 
spray behavior are less well developed and combustion-rate predictions are still 
exploratory. 

In the following sections, the evidence linking spray characteristics to flame 
structure and burning rates is summarized. 


Warm engine 
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FIGURE 10-43 
Exponent n for polytropic model of compression process in Eq. (10.39) and conesponting end-of- 
compression air temperature at TC. Warm and cold DI diesel engine with 130 mm stroke. 


where S, is the mean piston speed (meters per second) and R is the universal gas 
constant (8.3143 J/mol-K). E, (joules per mole) is the apparent activation 
energy, and is given by 


618,840 


- 10.38 
4 CN + 25 (1038) 


where CN is the fuel cetane number. The apparent activation energy decreases 
with increasing fuel cetane number. The delay in milliseconds is given by 


Tig(CA) 


tial) = 0 OO6N 


where N, engine speed, is in revolutions per minute. Values for T and p can be 
estimated using a polytropic model for the compression process: 


Tre = Tire" Pre = Pile (10.394,b) 


where n is the polytropic exponent (see Sec. 9.2.2), r, is the compression ratio, and 
the subscript i denotes intake manifold conditions. Values of the polytropic expo- 
nent are given in Fig. 10-43 for a direct-injection diesel under warm and cold 
engine operating conditions.** 5% 


10.7.2. Spray and Flame Structure 


The structure of each fuel spray is that of a narrow liquid-containing core 
(densely filled with drops of order 20 ym in diameter) surrounded by a much 
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FIGURE 10-45 

Contours of constant CO and CO, concentration in a plane along the spray axis calculated from gas 
composition data obtained with a rapid-acting sampling valve in a large 30.5-cm bore DI quiescent- 
chamber diesel engine with r, = 12.85 operated at 500 rev/min. Injection starts 17° BTC, ignition 
occurs 8° BTC, injection ends 5° ATC.®° 
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FIGURE 10-44 : ; 
Tracings of outer boundary of liquid fuel spray and flame from high-speed movies of diesel com- 
bustion taken in a rapid-compression machine, looking down on Piston through sansparcat head. 
First occurrence of luminous flame at A, 1.17 ms after start of injection. End of injection at D. 


later-injected fuel as explained in Sec. 10.5.2) and the injector nozzle. Experiments 
where air/fuel ratio contours for a gaseous fuel jet injected into a swirling air flow 
in a rig simulated the fuel-air mixing process in open-chamber diesels,5® under 
conditions chosen to match a set of diesel combustion rapid-compression- 
machine experiments where the autoignition sites and subsequent flame develop- 
ment were recorded on movies,*® showed that autoignition occurred in a 
concentration band between the equivalence ratios of 1 and 1.5. Subsequent 
flame development, along mixture contours close to stoichiometric, occurs 
rapidly, as indicated in Fig. 10-44. Initially, this is thought to be due to sponta- 
neous ignition of regions close to the first ignition site due to the temperature rise 
associated with the strong pressure wave which emanates from each ignition site 
due to local rapid chemical energy release. Also, spontaneous ignition at addi- 
tional sites on the same spray, well separated from the original ignition location, 
can occur. Turbulent mixing provides another flame-spreading mechanism. From 
this point flame development is rapid, and the gas expansion which occurs on 
burning deforms the original spray form. These processes take place in each fuel 
spray in a closely comparable though not necessarily identical manner. Com- 
bustion movies such as those in Figs. 10-4 and 10-44 show that flame rapidly 
envelops each spray once spontaneous ignition occurs. 

Gas-sampling data indicate that the burned gases within the flame- 
enveloped spray are only partially reacted and may be fuel-rich. Figure 10-45 
shows CO and CO, concentration contours determined from rapid-acting 
sample valve measurements from the combustion chamber of a large quiescent- 
chamber two-stroke cycle diesel engine.©° The contour maps shown correspond 
to the centerline of one of the five injected fuel sprays. Injection commenced at 


larger gaseous-jet region containing fuel vapor (see Fig. 10-20). The fuel concen- 
tration in the core is extremely high: local fuel/air equivalence ratios near the 
nozzle of order 10 have been measured during the injection period. Fuel concen- 
trations within the spray decrease with increasing radial and axial pestuon at any 
given time, and with time at a fixed location once injection has ended. T he fuel 
distribution within the spray is controlled largely by turbulent-jet mixing pro- 
cesses. Fuel vapor concentration contours determined from interferometric 
studies of unsteady vaporizing diesel-like sprays, presented by Lakshminarayan 
and Dent,** confirm this gaseous turbulent-jet-like structure of the spray, with its 
central liquid-containing core which evaporates relatively quickly once fuel injec- 
re te location of the autoignition sites and subsequent spreading of the 
enfiamed region in relation to the fuel distribution in the spray provides further 
evidence of the mixing-controlled character of combustion. Figure 10-44 kei 
how this process occurs under conditions typical of direct-injection quiescent- 
chamber diesel engines. It shows tracings of the liquid fuel spray and flame 
boundaries taken from high-speed movies of the injection and combustion pro- 
cesses with central injection of five fuel jets into a disc-shaped chamber nA 
rapid-compression machine.*’ These and other similar studies show arrcate 
nition first occurs toward the edge of the spray, between the spray tip (whic an 
by then have interacted with the combustion chamber walls, and which contain 
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17° BTC and ended about 5° ATC; ignition occurred at 8° BTC. The contours at 
3° BTC show high CO concentrations in the burned gases which now occupy 
most of the spray region, indicating locally very fuel-rich conditions. Later, at 12° 
ATC, fuel injection has ceased, this rich core has moved outward to the piston- 
bowl wall, and combustion within the expanded spray region is much more com- 
plete. This oxidation of CO, as air is entrained into the spray region, mixes, and 
burns, releases substantial additional chemical energy. 

The role of air swirl in promoting much more rapid fuel-air mixing in 
medium-size and smaller diesel engines is evident from similar gas-sampling 
studies in engines with these different combustion systems. The variation of gas 
species and unburned hydrocarbon concentrations within critical regions of the 
combustion chamber have been mapped out by a number of investigators.°!-®3 
These data show that during the early stages of injection and combustion, the 
boundaries of the individual sprays can be identified as they are convected 
around the combustion chamber bowl by the swirl. The fuel distribution within 
the combustion chamber is highly nonuniform. However, within each spray, suffi- 
cient air has mixed into the spray to bring the peak fuel/air equivalence ratios 
within the spray, in the outer regions of the chamber, to close to stoichiometric 
values.°? This substantially different character of the spray with swirl is clear 
from the data in Fig. 10-46. Figure 10-46a shows equivalence ratio values deter- 
mined from gas sampling, versus crank angle, from several studies with different 
designs of combustion chamber. While the local values obviously depend on the 
relation of the sample valve location to spray position at any given crank angle, 
the much lower values of equivalence ratio with swirl relative to quiescent cham- 
bers, during injection and the early stages of combustion, clearly indicate that 
swirl enhances mixing rates substantially. As combustion ends, these data indi- 
cate relatively uniform fuel distribution within the combustion chamber, at least 
on a gross geometric scale. However, early in the combustion process the high 
CO levels, found in all these combustion systems as shown in Fig. 10-46b, indi- 
cate that the burned gases are only partially reacted. With quiescent chambers 
this is largely due to lack of oxygen. With swirl, however, substantial oxygen is 
present. Whether the high CO with swirl is due to kinetic limitations or to 
smaller-scale mixture nonhomogeneities is unclear. 


10.7.3. Fuel-Air Mixing and Burning Rates 


The model of diesel combustion obtained from heat-release analyses of cylinder 
pressure data identifies two main stages of combustion (see Fig. 10-9). The first is 
the premixed-combustion phase, when the fuel which has mixed sufficiently with 
air to form an ignitable mixture during the delay period is consumed. The second 
is the mixing-controlled combustion phase, where rates of burning (at least in 
naturally aspirated engines) are lower. Experimental evidence from heat-release 
analysis indicates that the majority of the fuel (usually more than 75 percent) 
burns during the second mixing-controlled phase. Such evidence forms the basis 
for the heat-release models used in diesel engine cycle simulations. For example, 
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FIGURE 10-46 

Time and space-resolved gas-composition data obtained from rapid-acting sampling valves from 
within the combustion chambers of quiescent and high-swirl bowl-in-piston DI diesel engines. (a) 
Local fuel/air equivalence ratios on spray centerline and periphery with quiescent chamber, edge of 
deep bow] with swirl, and within a shallow bowl with swirl, three-quarters of the way out to the bowl 
wall, for two injection timings (—22° and —27°). (b) CO concentration on spray centerline with 
quiescent chamber, edge of deep bowl, and within shallow bowl with swirl.6!—63 
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the fraction of the fuel 6 which burns in the premixed phase has been correlateg 


Initial air temperature 


a a — ; r 


by Watson et al. (see Sec. 14.4.3) by the relation 2000 
a b 

poi-e (10.40) is 
Tia 


where @ is the fuel/air equivalence ratio, tg the ignition delay (in milliseconds), 
and a+ 0.9, b ~ 0.35, and c x 0.4 are constants depending on engine design. 
Equation (10.40) shows the expected trends for the premixed fraction, with 
changes in the overall equivalence ratio ¢ (increasing injection duration as load is 
increased) and changes in the ignition delay. 

That the fuel-burning or heat-release rate is predominantly mixing con- 
trolled is supported by the following types of evidence. Estimates of the rate at 
which fuel-air mixture with composition within the combustible limits is produc- 
ed in diesel sprays under typical engine conditions, based on a variety of 
turbulent-jet models of the spray (e.g., see Refs. 29, 36, and 59 and also Sec. 
14.4.3}, show that mixing rates and burning rates are comparable in magnitude. 
Estimates of characteristic times for the turbulent-jet mixing processes in diesel 
combustion chambers show these to be comparable to the duration of the heat- 
release process, and much longer than characteristic times for evaporation and’ 
the combustion chemical kinetics.>© *4 

Then, measured diesel-combustion heat-release profiles show trends with 
engine design and operating parameter changes that correspond to fuel-air 
mixing being the primary controlling factor. Examples of heat-release profiles 
measured in rapid-compression-machine studies of diesel combustion, shown in 
Fig. 10-47, illustrate this clearly. The rapid-compression machine had a disc- 
shaped chamber of 10 cm diameter with a 3.1 cm clearance height at the end of a 
compression process through a volume ratio of 15.4; a five-hole centrally located 
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fuel-injector nozzle was used. Figure 10-47a@ shows the heat-release profiles for 2000) TT 
different initial air temperatures which produce different ignition delays. Longer $ 1600 Swirl 
delays allow more fuel to mix to within combustible limits during the delay, so g on in 
the peak premixed heat-release rate increases. However, the mixing-controlled- = 12001 No swirl 4 
phase heat-release-rate magnitudes are essentially the same because the spray- E 
mixing processes are little affected by these changes in air temperature. Figure £800; 
10-47b and c shows that heat-release rates throughout the combustion process i r Z 
are increased by increased fuel-injection rate (achieved by increasing the fuel- 3 400; { 
injection pressure) and by swirl. Both these changes increase the fuel-air mixing 0 : 
rates within the fuel spray and therefore increase the heat-release rate during the ee 

0 2 4 6 8 10 


mixing-controlled combustion phase. 

Diesel engine heat-release rate trends, as design and operating variables are 
changed, can be related to mixing rates in analogous fashion. Table 10.5 sum- 
marizes the trends that have been investigated. The directional effects of changes 
in engine parameters on the ignition delay period and the fuel-air mixing rate are 
all consistent with the measured changes in premixed and mixing-controlled 
heat-release rates. The controlling role of fuel-air mixing in the diesel engine fuel 
spray on combustion is clear. 


Time after start of injection, ms 


FIGURE 10-47 
Net heat-release rates, as a function of time aft injecti 

» as é er start of injection, calculated from cylinder pressure 
data from rapid-compression-machine studies of DI diesel combustion. (a) Effect of varying initial ‘ait 
emperature: 4000 rev/min swirl, injection pressure 60 MPa. (b) Effect of varying injection pressure: 
no swirl. (c) Effect of varying swirl: injection pressure 60 MPa.2° 
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TABLE 10.5 

Effects of engine design and operating variables on heat- 

release rates 

Effect on 

Reference § Parameter varied ta ttm QO, On 
5, 64 Injection rate fT ba t t t 
65 Turbocharger boost fT J bd 1 . 
66 Compression ratio | t bd t * 
66 Number of injector holes f * t tT T 
67, 68 Injection advance f t bs tT * 
67, 68 Swirl fT * tT T t 
67 Intake-air temperature | t = Tt * 
68, 69 Injection pressure T , Tt T tT 
11, 69 Speed tf , t t t 


Tia» ignition delay; m,, = (dm/dt),,, fuel-air mixing rate; 0d, = (dQ/dt),, heat-release 
rate during premixed-combustion phase; Q,, = (dQ/dt),,, heat-release rate during 
mixing-controlled-combustion phase. f increase; | decrease; * minor effect. 

Source: From Plee and Ahmad.* 


PROBLEMS 


10.1. Describe the sequence of processes which must occur before the liquid fuel in the 
injection system in a direct-injection compression-ignition engine is fully burned. 
Small high-swirl direct-injection CI engines have fuel conversion efficiencies which 
are about 10 percent higher than values typical of equivalent indirect-injection 
engines. (IDI engines are used because they achieve higher bmep.) What 


combustion-system-related differences contribute to this higher efficiency? 


In a diesel engine, because the fuel distribution is nonuniform the burned gas tem- 
perature is nonuniform. Consider small fuel-air mixture elements initially at 1000 K 
and 6.5 MPa at top-center with a range of equivalence ratios. Each element burns 
at essentially constant pressure. Calculate (using the charts in Chap. 4, or an appro- 
priate chemical equilibrium thermodynamic computer code) the burned gas tem- 
perature for mixture equivalence ratios of 0.4, 0.6, 0.8, 1.0, 1.2. Assume the fuel is 
isooctane. 


The levels of combustible species in the exhaust of a direct-injection diesel engine 
are: HC, 0.8 g/kW -h; CO, 3 g/kW-h; particulates, 0.7 g/kW -h. If the specific fuel 
consumption is 210 g/kW -h calculate the combustion efficiency. 
Consider the naturally aspirated direct-injection diesel engine in Fig. 1-23 operating 
at 2300 rev/min and an equivalence ratio of 0.7. Estimate the following: 
(a) Mass of air in each cylinder per cycle, mass, and volume (as liquid) of diesel fuel 
injected per cylinder per cycle. 
(b) Estimate the average drop size [e.g., use Eq. (10.32)]. The cylinder pressure at 
time of injection (close to TC) is 50 atm; the fuel injection pressure is 500 atm. 
(c) Assuming all fuel droplets are the same size as the average drop, how many 
drops are produced per injection? If these drops are uniformly distributed 
throughout the air charge at TC, what is the approximate distance between 
drops? (Neither of these assumptions is correct; however, the calculations illus- 
trate the difficulty of the fuel-air mixing process.) 


10.2. 


10.3. 


10.4. 


10.5. 


107. 


» 10.8. 
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a6 Estimate the following quantities for a typical direct-injection diesel fuel spray. The 


injection pressure is 500 atm; the cylinder pressure during injection is 50 atm. 

(a) Assuming that the flow through the nozzle orifice is incompressible and quasi 
steady, estimate the liquid fuel velocity at the orifice exit. At this velocity, how 
long would the fuel take to reach the cylinder wall? The bore is 125 mm. 

(b) Each nozzle orifice diameter d, is 0.34 mm and L,/d, = 4. Determine the spray 
angle and plot spray tip penetration versus time. 

(c) Use Eq. (10.32) to estimate the initial average drop size assuming that the injec- 
tion process in (a) above continues for 1 millisecond and the injector nozzle has 
four orifices. 


Diesel fuel is injected as a liquid at room temperature into air at 50 atm and 800 K, 
close to TC at the end of compression. If the overall equivalence ratio is 0.7, esti- 
mate the reduction in average air temperature which would occur when the fuel is 
fully vaporized and uniformly mixed. Assume such mixing takes place at constant 
volume prior to any combustion. 


Using Eq. (10.37) estimate the ignition delay in milliseconds and crank angle 
degrees for these operating conditions in Table 10.4: low swirl IDI diesel 600 and 
1800 rev/min; high swirl IDI diesel 1800 rev/min; DI diesel low and high compres- 
sion ratio. The fuel cetane number is 45; stroke = 0.1 m. Discuss whether the pre- 
dicted trends with speed, swirl, and compression ratio are consistent with Sec. 
10.6.4. 


10.9. The compression ratio of truck diesel engines must be set at about 18 so that the 


engine will start when cold. Using Eqs. (10.37) to (10.39) develop a graph of 1, (in 
degrees) as a function of compression ratio for r, = 12 to 20. Assume p, = 1 atm, 
T, = 255 K, n = 1.13, speed = 100 rev/min, bore = stroke = 120 mm, fuel cetane 
number = 45. If the ignition delay must be less than 20° CA for satisfactory start- 
ing, what compression ratio is required? 


10.10. Equation (10.40) predicts the fraction f of the fuel injected into a direct-injection 


diesel engine which burns in the premixed phase. Plot f as a function of 1,4 for 
¢ = 0.4. Show that for turbocharged DI diesel engines where 1,, is 0.4 to 1 ms, the 
premixed combustion phase is much less important than it normally is for naturally 
aspirated engines where 1,, is between 0.7 and 3 ms. 
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CHAPTER 
I] 


POLLUTANT 
FORMATION 
AND 
CONTROL 


11.1 NATURE AND EXTENT OF 
_ PROBLEM 


Spark-ignition and diesel engines are a major source of urban air pollution. The 
_ spark-ignition engine exhaust gases contain oxides of nitrogen (nitric oxide, NO, 
and small amounts of nitrogen dioxide, NO,—collectively known as NO,), 
carbon monoxide (CO), and organic compounds which are unburned or partially 
burned hydrocarbons (HC). The relative amounts depend on engine design and 

perating conditions but are of order: NO,, 500 to 1000 ppm or 20 g/kg fuel; 
CO, 1 to 2 percent or 200 g/kg fuel; and HC, 3000 ppm (as C,) or 25 g/kg fuel. 
Piston blowby gases, and fuel evaporation and release to the atmosphere through 
- vents in the fuel tank and carburetor after engine shut-down, are also sources of 
unburned hydrocarbons. However, in most modern engines these nonexhaust 
sources are effectively controlled by returning the blowby gases from the crank- 
_ ase to the engine intake system and by venting the fuel tank and carburetor float 

bowl through a vapor-absorbing carbon cannister which is purged by some of 
the engine intake air during normal engine operation. In diesel engine exhaust, 
_ concentrations of NO, are comparable to those from SI engines. Diesel hydro- 
_carbon emissions are significant though exhaust concentrations are lower by 
bout a factor of 5 than typical SI engine levels. The hydrocarbons in the exhaust 
May also condense to form white smoke during engine starting and warm-up. 
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Specific hydrocarbon compounds in the exhaust gases are the source of dies Deposits absorb HC 


odor. Diesel engines are an important source of particulate emissions; betwe, 
about 0.2 and 0.5 percent of the fuel mass is emitted as small (~0.1 um diamete 
particles which consist primarily of soot with some additional absorbed hydro. 
carbon material. Diesel engines are not a significant source of carbon monoxide. . 

Use of alcohol fuels in either of these engines substantially increases alde: 
hyde emissions. While these are not yet subject to regulation, aldehydes would be 
a significant pollutant if these fuels were to be used in quantities comparable to 
gasoline and diesel. Currently used fuels, gasoline and diesel, contain sulfur: gas. 
oline in small amounts (<600 ppm by weight S), diesel fuel in larger amounts 
(<0.5 percent), The sulphur is oxidized (or burned) to produce sulfur dioxide 
SO,, of which a fraction can be oxidized to sulfur trioxide, SO;, which combines 
with water to form a sulfuric acid aerosol. 

In general, the concentrations of these pollutants in internal combustion 
engine exhaust differ from values calculated assuming chemical! equilibrium. Thus 
the detailed chemical mechanisms by which these pollutants form and the 
kinetics of these processes are important in determining emission levels. For some 
pollutant species, e.g. carbon monoxide, organic compounds, and particulates, 
the formation and destruction reactions are intimately coupled with the primary © 
fuel combustion process. Thus an understanding of the formation of these species 
requires knowledge of the combustion chemistry. For nitrogen oxides and sulfur _ 
oxides, the formation and destruction processes are not part of the fuel com- 
bustion process. However, the reactions which produce these species take place in | 
an environment created by the combustion reactions, so the two processes are 
still intimately linked. A summary of the mechanisms by which these pollutants 
form in internal combustion engines provides an introduction to this chapter. In 
subsequent sections, the details of the basic formation mechanisms of each pol- 
lutant and the application of these mechanisms to the combustion process in nr 
both spark-ignition and compression-ignition engines will be developed. Roolt tenets 

The processes by which pollutants form within the cylinder of a convention Toe pane 
al spark-ignition engine are illustrated qualitatively in Fig. 11-1. The schematic. 
shows the combustion chamber during four different phases of the engine oper 
ating cycle: compression, combustion, expansion, and exhaust. Nitric oxide (NO 
forms throughout the high-temperature burned gases behind the flame through 
chemical reactions involving nitrogen and oxygen atoms and molecules, which do 
not attain chemical equilibrium. The higher the burned gas temperature, the 
higher the rate of formation of NO. As the burned gases cool during the expan: 
sion stroke the reactions involving NO freeze, and leave NO concentrations far 
in excess of levels corresponding to equilibrium at exhaust conditions. Carbon 
monoxide also forms during the combustion process. With rich fuel-air mixtures 
there is insufficient oxygen to burn fully all the carbon in the fuel to CO,; also, in 
the high-temperature products, even with lean mixtures, dissociation ensures 
there are significant CO levels. Later, in the expansion stroke, the CO oxidation 
process also freezes as the burned gas temperature falls. 3 

The unburned hydrocarbon emissions have several different sources 


CO present at 
high temperature 
and if fuel rich 


HC if 
combustion 
incomplete 


layers Unburned 
mixture 
forced into 


\\  awvies 


(a) Compression 


(6) Combustion 


burned gases cool, 
first NO chemistry, then 
CO chemistry freezes 


Deposits desorb HC 


(c) Expansion 
FIGURE 11-1 
Summary of HC, CO, and NO pollutant formation mechanisms in a spark-ignition engine. 


(d) Exhaust 


Durj . . . . 
one. compression and combustion, the increasing cylinder pressure forces 
me of the gas in the cylinder into crevices, or narrow volumes, connected to the 


combustion chamber: the volumes between the piston, rings, and cylinder wall 


are the largest of these. Most of this gas is unburned fuel-air mixture; much of it 
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escapes the primary combustion process because the entrance to these crevices 
too narrow for the flame to enter. This gas, which leaves these crevices later. 
the expansion and exhaust processes, is one source of unburned hydrocarbogg 
emissions. Another possible source is the combustion chamber walls. A quen 
layer containing unburned and partially burned fuel-air mixture is left at the wajf! 
when the flame is extinguished as it approaches the wall. While it has been shoy 
that the unburned HC in these thin (<0.1 mm) layers burn up rapidly when t 
combustion chamber walls are clean, it has also been shown that the poro 
deposits on the walls of engines in actual operation do increase engine HC emis. 
sions. A third source of unburned hydrocarbons is believed to be any engine 
left in a thin film on the cylinder wall, piston and perhaps on the cylinder head, 
These oil layers can absorb and desorb fuel hydrocarbon components, before and 
after combustion, respectively, thus permitting a fraction of the fuel to escape the 
primary combustion process unburned. A final source of HC in engines is incom- 
plete combustion due to bulk quenching of the flame in that fraction of the 
engine cycles where combustion is especially slow (see Sec. 9.4.3). Such conditions 
are most likely to occur during transient engine operation when the air/fuel ratio, 
spark timing, and the fraction of the exhaust recycled for emission control may 
not be properly matched. 

The unburned hydrocarbons exit the cylinder by being entrained in the 
bulk-gas flow during blowdown and at the end of the exhaust stroke as the « 
piston pushes gas scraped off the wall out of the exhaust valve. Substantial oxida- 
tion of the hydrocarbons which escape the primary combustion process by any o 
the above processes can occur during expansion and exhaust. The amount o 
oxidation depends on the temperature and oxygen concentration time histories o 
these HC as they mix with the bulk gases. 

One of the most important variables in determining spark-ignition engine 
emissions is the fuel/air equivalence ratio, @. Figure 11-2 shows qualitatively how 
NO, CO, and HC exhaust emissions vary with this parameter. The spark-ignition 
engine has normally been operated close to stoichiometric, or slightly fuel-rich, to 
ensure smooth and reliable operation. Figure 11-2 shows that leaner mixtures 
give lower emissions until the combustion quality becomes poor (and eventuall 
misfire occurs), when HC emissions rise sharply and engine operation becomes 
erratic. The shapes of these curves indicate the complexities of emission control 
In a cold engine, when fuel vaporization is slow, the fuel flow is increased t 
provide an easily combustible fuel-rich mixture in the cylinder. Thus, until th 
engine warms up and this enrichment is removed, CO and HC emissions ar 
high. At part-load conditions, lean mixtures could be used which would produce 
lower HC and CO emissions (at least until the combustion quality deteriorates 
and moderate NO emissions. Use of recycled exhaust to dilute the engine intak 
mixture lowers the NO levels, but also deteriorates combustion quality. Exhaus 
gas recirculation (EGR) is used with stoichiometric mixtures in many engin 
control systems. Note that the highest power levels are obtained from the engin 
with slightly rich-of-stoichiometric mixtures and no recycled exhaust to dilute th 
incoming charge. As we will see, several emission control techniques are required 


NO, CO, and HC concentrations (not to scale) 
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FIGURE 11-2 

Variation of HC, CO, and NO concentration in 
the exhaust of a conventional spark-ignition 
engine with fuel/air equivalence ratio. 


0.9 1.0 Ld 
Fuel/air equivalence ratio 
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to reduce emissions of all three pollutants, over all engine operating modes, and 
achieve acceptable average levels. 

In the diesel engine, the fuel is injected into the cylinder just before com- 
bustion starts, so throughout most of the critical parts of the cycle the fuel dis- 
tribution is nonuniform. The pollutant formation processes are strongly 
dependent on the fuel distribution and how that distribution changes with time 
due to mixing. Figure 11-3 illustrates how various parts of the fuel jet and the 
flame affect the formation of NO, unburned HC, and soot (or particulates) during 
the i premixed ” and “mixing-controlled ” phases of diesel combustion in a direct- 
injection engine with swirl. Nitric oxide forms in the high-temperature burned 
gas regions as before, but temperature and fuel/air ratio distributions within the 
burned gases are now nonuniform and formation rates are highest in the close- 
to-stoichiometric regions. Soot forms in the rich unburned-fuel-containing core of 
the fuel sprays, within the flame region, where the fuel vapor is heated by mixing 
with hot burned gases. Soot then oxidizes in the flame zone when it contacts 
unburned oxygen, giving rise to the yellow luminous character of the flame. 
Hydrocarbons and aldehydes originate in regions where the flame quenches both 
on the walls and where excessive dilution with air prevents the combustion 
Process from either starting or going to completion. Fuel that vaporizes from the 
nozzle sac volume during the later stages of combustion is also a source of HC 
Combustion generated noise is controlled by the early part of the combustion 
Process, the initial rapid heat release immediately following the ignition-delay 


~ period. 
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TABLE 11.1 
Rate constants for NO formation mechanism! 
a a a 


Lean flame-out Initial rapid 
region: HC combustion: 


noise 


Rate constant, Temperature  Uncertai 
Fuel jet i : ; or 
Ful none Reaction em”*/mol:s range, K factor of or % 
rich mixture () O+N,+NO+N 7.6 x 10!3 exp [—38,000/T] 2000-5000 2 
(-I)N+NO>N,+0O = 16x 10 300-5000 +20% at 300 K 
2 at 2000-5000 K 
Q) N+0,7-NO+0 6.4 x 10° T exp [~3150/T] 300-3000 +30% 300-1500 K 
2 at 3000 K 
(-22.0+NO>0,+N 1.5 x 10° T exp [—19,500/T] 1000-3000 +30% at 1000 K 
White/yellow flame: 2 at 3000 K 
3) N+OH~+NO+H 41x 108 300-2500 +80% 


soot oxidation 


Burned gas: NO 
(-3)H+NO- OH+N 2.0 x 10" exp [—23,650/T} 2200-4500 2 


Rich zones 
in fuel jet: 
soot formation 


Flame quench 
on walls: HC 


FIGURE 11-3 
Summary of pollutant formation 
Hiei veoee mechanisms in a direct-injection 
compression-ignition engine 
during “ premixed ” and “mixing- 
Mixing controlled controlled ” combustion phases. 


The forward and reverse rate constants (k;* and k; , respectively) for these reac- 
tions have been measured in numerous experimental studies. Recommended 
values for these rate constants taken from a critical review of this published data 
are given in Table 11.1. Note that the equilibrium constant for each reaction, K 
Ce re naes to the forward and reverse rate constants by K. i = 
i /k; . The rate of formation of NO vi i is gi 
ee hart ee a reactions (11.1) to (11.3) is given by [see 


d[NO] 
dt 


11.2 NITROGEN OXIDES 
11.2.1 Kinetics of NO Formation 


While nitric oxide (NO) and nitrogen dioxide (NO,) are usually grouped together 
as NO, emissions, nitric oxide is the predominant oxide of nitrogen produced 
inside the engine cylinder. The principal source of NO is the oxidation of atmo- 
spheric (molecular) nitrogen. However, if the fuel contains significant nitrogen, 
the oxidation of the fuel nitrogen-containing compounds is an additional source 
of NO. Gasolines contain negligible amounts of nitrogen; although diesel fuels 
contain more nitrogen, current levels are not significant. 

The mechanism of NO formation from atmospheric nitrogen has been 
studied extensively. It is generally accepted that in combustion of near- 
stoichiometric fuel-air mixtures the principal reactions governing the formation 
of NO from molecular nitrogen (and its destruction) are 


O+N,=NO+N (11.1) 
N+0,=NO+0 (11.2) 
N+OH=NO+H (11.3) 


= kT LOJLN2] + k2[N][O2] + 3 [N]LOH] 


— ky [NO][N] — kz [NO][O] — ks [NOJ[H] (11.4) 


where [ ] denote species concentrations in moles per cubic centimeter when k, 
have the values given in Table 11.1. The forward rate constant for reaction (i 1.1) 
and the reverse rate constants for reactions (11.2) and (11.3) have large activation 
— which results in a strong temperature dependence of NO formation 
rates. 

A similiar relation to (11.4) can be written for d[N]/dt: 


aN] = yt $ 
ar = HELOJIN2] — kd [NJLO,] — kf [NI[OH] 


— kr LNOJN] + kz [NOJLO] + k3[NO][H) (11.5) 


ere is much less than the concentrations of other species of interest 
~ mole fraction), the steady-state approximation is appropriate: d[N]/dt is 


set equal t imi i 
rd nae a — and Eq. (11.5) used to eliminate [N]. The NO formation rate 


d 
Se = 2k LOUIN,] 


Where K = (ki /ky\(kt /kz). 


1 — [NO]’*(K[O,][N2]) 
1 + ky [NO}/(kz[0,] + ks[OH]) 


+ This is often called the extended Zeldovich mechanism. Zeldovich' was the first to suggest the (11.6) 


importance of reactions (11.1) and (11.2). Lavoie et al.? added reaction (11.3) to the mechanism; it 
does contribute significantly. 
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TABLE 11.2 
Typical values of R,, R,/R,, and R,/(R, + R3)t 


| —— Adiabatic flame 
temperature 
Equivalence t 
ratio R,t R,/R, R,/(R, + Rs) 
0.8 5.8 x 1075 1.2 0.33 4 
1.0 28 x 1075 2.5 0.26 10 
1.2 7.6 x 107° 9.1 0.14 L 


+ At 10 atm pressure and 2600 K. 
¢ Units gmol/cm? :s. 


FIGURE 11-4 

Initial NO formation rate, mass fraction per 

] second (for [NO]/[NO], < 1), as a function of 

temperature for different equivalence ratios (¢) and 

0-4 : 7 ; | 15 atm pressure. Dashed line shows adiabatic 

2000 2100 2200 2300 2400 2500 2600 flame temperature for kerosene combustion with 
Temperature, K 700 K, 15 atm air.’ 


NO forms in both the flame front and the postflame gases. In engines, | 
however, combustion occurs at high pressure so the flame reaction zone is 
extremely thin (~0.1 mm) and residence time within this zone is short. Also, the 
cylinder pressure rises during most of the combustion process, so burned gases 
produced early in the combustion process are compressed to a higher tem- 
perature than they reached immediately after combustion. Thus, NO formation 
in the postflame gases almost always dominates any flame-front-produced NO. It 
is, therefore, appropriate to assume that the combustion and NO formation pro- 
cesses are decoupled and to approximate the concentrations of 0, O2, OH, H, 
and N, by their equilibrium values at the local pressure and equilibrium tem- 
perature. 

To introduce this equilibrium assumption it is convenient to use the nota- 
tion R, = kf [O].[N2]. = ky [NOJ.[N]., where [], denotes equilibrium con- 
centration, for the one-way equilibrium rate for reaction (11.1), with similiar 
definitions for R,=k[N],[O2].=kz[NO][O], and R; =k3[N],[OH], 
= k3[NO}],[H].. Substituting [O]., [02], [OH]., [H]., and [Nz]. for [0], 
[O,], [OH], [H], and [N,] in Eq. (11.6) yields 


g{NO]__2R, {1 — ([NOJ/[NO],)’} 
dt 1+ ((NOJ/[NO}])Ri(Rz + Rs) 


Typical values of R,, R,/Rz and R,/(Rz + Rs) are given in Table 11.2. The differ- 
ence between R,/R, and R,/(R, +Rs3) indicates the relative importance of 
adding reaction (11.3) to the mechanism. 

The strong temperature dependence of the NO formation rate can be 
demonstrated by considering the initial value of d[-NO]/dt when (NOJ/[NO], < 
1. Then, from Eq. (11.7), 


where Ko) is the equilibrium constant for the reaction 
20, =O 
and is given by 


— 31,090 
Kyo) = 3.6 x 10° exp (a) atm?!/2 (11.10) 


The initial NO formation rate may then be written [combining Egg. (11.8), (11.9), 
and (11.10) with kf from Table 11.1] as 


d[NO] 6 x 10%6 »(=3" 


i Pie OO" [nN mol/em?-s (11.11) 


(11.7) 
The strong dependence of d[NO]/dt on temperature in the exponential term is 
evident. High temperatures and high oxygen concentrations result in high NO 
formation rates. Figure 11-4 shows the NO formation rate as a function of gas 
temperature and fuel/air equivalence ratio in postflame gases. Also shown is the 
adiabatic flame temperature attained by a fuel-air mixture initially at 700 K at a 
constant pressure of 15 atm. For adiabatic constant-pressure combustion (an 


appropriate model for each element of fuel that burns in an engine), this initial 
a = 2R, = 2k*[0],0No]. (11.8) iat ieee ie asso : : bipiaantara composition, and decreases 
The equilibrium oxygen atom concentration is given by A characteristic time for the NO formation process, tyo , can be defined by 
= 1 a{NO}] 
Kyo lO2]2” 1. 11.12 
[0]. = “Ria un "No TNO], dt re 
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[NO], can be obtained from the equilibrium constant 
Kyo = 20.3 x exp (—21,650/T) 
for the reaction 
O, +N, =2NO 


as [NO], = (KnolO2].[N2],)"”. Equations (11.11) and (11.12) can be combined © 


to give 
8 x 107!°T exp (58,300/T) 


No = ee eee (11.13) 


P 
where tno is in seconds, T in kelvins, and p in atmospheres. Use has been made 


of the fact that Xy, ¥ 0.71. For engine combustion conditions, tuo is usually com- | 


parable to or longer than the times characteristic of changes in engine saree 
so the formation process is kinetically controlled. However, for close-to- 
stoichiometric conditions at the maximum pressures and burned Ae tem- 
peratures, tyo is of the same ce ane linees combustion times (1 ms) and 
ilibri trations may be attained. 7 
SN eae al tah ashen model is valid under conditions typical of 
those found in engines is provided by high-pressure combustion aes pay 
Newhall and Shahed* have measured the NO production, oe the q-ban 
absorption technique, behind hydrogen-air and propane-air anil neg ah 
gating axially in a cylindrical bomb. Some results are compar . : st 
made with this kinetic scheme (coupled with an “unmixed” com us os ae : 
lation to determine local pressure and temperature; see Sec. 9.2.1) in ba : -5, 
The agreement is excellent. Note that the NO concentration rises smoothly from 


5 x 1077 


NO concentration, moles/em 


FIGURE 11-5 

Measured and calculated rate-limited NO area 
trations behind flame in high-pressure cylindri 
bomb experiments with H,-air mixture. 
= equivalence ratio.* 
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TABLE 113 
Typical nitrogen content of distillate fuels? 


Fraction Average nitrogen, wt % Range, wt % 


Heavy distillates 1.40 0.60—2.15 
Light distillates 0.07 0-0.60 


close to zero, indicating that at these high pressures there is negligible NO pro- 
duction within the flame front itself. 

Fuel nitrogen is also a source of NO via a different and yet to be fully 
explained mechanism. Table 11.3 shows the typical nitrogen content of 
petroleum-derived fuels. During distillation, the fuel nitrogen is concentrated in 
the higher boiling fractions. In distillate fuels, the nitrogen can exist as amines 
and ring compounds (e.g., pyridine, quinoline, and carbazoles). During com- 
bustion these compounds are likely to undergo some thermal decomposition 
prior to entering the combustion zone. The precursors to NO formation will 
therefore be low molecular weight nitrogen-containing compounds such as NH;, 
HCN, and CN. The detailed information on the kinetics of NO formation from 
these compounds is limited. Oxidation to NO is usually rapid, occurring on a 
time scale comparable to that of the combustion reactions. The NO yield 
(amount of fuel nitrogen converted to NO) is sensitive to the fuel/air equivalence 
ratio. Relatively high NO yields (approaching 100 percent) are obtained for lean 
and stoichiometric mixtures; relatively low yields are found for rich mixtures. NO 
yields are only weakly dependent on temperature, in contrast to the strong tem- 
perature dependence of NO formed from atmospheric nitrogen.! 


11.2.2 Formation of NO, 


Chemical equilibrium considerations indicate that for burned gases at typical 
flame temperatures, NO,/NO ratios should be negligibly small. While experimen- 
tal data show this is true for spark-ignition engines, in diesels NO, can be 10 to 
30 percent of the total exhaust oxides of nitrogen emissions.° A plausible mecha- 
nism for the persistence of NO, is the following.® NO formed in the flame zone 
can be rapidly converted to NO, via reactions such as 


NO + HO, + NO, + OH (11.14) 
Subsequently, conversion of this NO, to NO occurs via 
NO, +O>NO+0, (11.15) 


unless the NO, formed in the flame is quenched by mixing with cooler fluid. This 
explanation is consistent with the highest NO./NO ratio occurring at light load 


in diesels, when cooler regions which could quench the conversion back to NO 
are widespread.> 
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6000 SI engine 


1t 12 13 14 15 16 17 18 19 
Air/fuel ratio 
(a) 


FIGURE 11-6 


(a) NO and NO, concentrations in SI engine exhaust as function of air/fuel ratio, 1500 rev/min, 


wide-open throttle; (b) NO, as percent of total NO, in diesel exhaust as function of load and speed.* 


Figure 11-6 shows examples of NO and NO, emissions data from a spark- 


ignition and a diesel engine. The maximum value for the ratio (NO,/NO) for the : 
SI engine is 2 percent, at an equivalence ratio of about 0.85. For the diesel this _ 


ratio is higher, and is highest at light load and depends on engine speed. 


It is customary to measure total oxides of nitrogen emissions, NO plus - 


NO,, with a chemiluminescence analyzer and call the combination NO,. It is 
always important to check carefully whether specific emissions data for NO, are 
given in terms of mass of NO or mass of NO,, which have molecular weights of 
30 and 46, respectively. 


11.2.3 NO Formation in Spark-Ignition Engines 


In conventional spark-ignition engines the fuel and air (and any recycled exhaust) 
are mixed together in the engine intake system, and vigorous mixing with the 
residual gas within the cylinder occurs during the intake process. Thus the fuel/ 
air ratio and the amount of diluent (residual gas plus any recycled exhaust) is 
approximately uniform throughout the charge within the cylinder during com- 
bustion.t Since the composition is essentially uniform, the nature of the NO for- 
mation process within the cylinder can be understood by coupling the kinetic 
mechanism developed in Sec. 11.2.1 with the burned gas temperature distribution 
and pressure in the cylinder during the combustion and expansion processes. The 


+ It is well known that the mixture composition within the cylinder is not completely uniform and 
varies from one cycle to the next. Both these factors contribute to cycle-by-cycle combustion varia- 
tions. For the present discussion, the assumption of mixture uniformity is adequate. 
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FIGURE 11-7 


Illustration of SI engine NO formation model: (a) measured cylinder pressure p and calculated mass 
fraction burned x,; (b) calculated temperature of unburned gas T, and burned gas 7, in early- and 


late-burning elements; (c) calculated NO concentrations in earl i 
3 y- and late-burni | - 
controlled model and at equilibrium.’ me clements for rate 


temperature distribution which develops in the burned gases due to the passage 
of the flame across the combustion chamber has been discussed in Sec. 9.2.1. 
Mixture which burns early is compressed to higher temperatures after com- 
bustion, as the cylinder pressure continues to rise; mixture which burns later is 
compressed primarily as unburned mixture and ends up after combustion at a 
lower burned gas temperature. Figure 11-7a and b shows measured cylinder pres- 
sure data from an operating engine, with estimates of the mass fraction burned 
(x,) and the temperatures of a gas element which burned just after spark dis- 
charge and a gas element which burned at the end of the burning process. The 
model used to estimate these temperatures assumed no mixing between mixture 
elements which burn at different times. This assumption is more realistic than the 
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alternative idealization that the burned gases mix rapidly and are thus uniform 
(see Sec. 9.2.1). If the NO formation kinetic model [Eq. (11.7)] is used to calculate 
NO concentrations in these burned gas elements, using the equilibrium concen- 
trations of the species O, O2, N., OH, and H corresponding to the average 
fuel/air equivalence ratio and burned gas fraction of the mixture and these pres- 
sure and temperature profiles, the rate-limited concentration profiles in Fig. 11-7¢ 
are obtained. Also shown are the NO concentrations that would correspond to 
chemical equilibrium at these conditions. The rate-controlled concentrations rise 
from the residual gas NO concentration, lagging the equilibrium levels, then 
cross the equilibrium levels and “freeze ” well above the equilibrium values corre- 
sponding to exhaust conditions. Depending on details of engine operating condi- 
tions, the rate-limited concentrations may or may not come close to equilibrium 
levels at peak cylinder pressure and gas temperature. Also, the amount of decom- 
position from peak NO levels which occurs during expansion depends on engine 
conditions as well as whether the mixture element burned early or late. 
Once the NO chemistry has frozen during the early part of the expansion 
stroke, integration over all elements will give the final average NO emirates 
in the cylinder which equals the exhaust concentration. Thus, if {NO} is the local 
mass fraction of NO, then the average exhaust NO mass fraction is given by 


(NO) = { "{NO}, dx, (11.16) 
10 


i ion in the element of charge which 
where {NO}, is the final frozen NO mass fraction in t 
sia ten the mass fraction burned was x,. Note that {NO} = [NO]Myo/p, 
where Myo = 30, the molecular weight of NO. The average exhaust concentra- 
tion of NO as a mole fraction is given by 


Sno. = {NO} Meee (11.17) 

Xnoay = {NO} Myo 
and the exhaust concentration in ppm is Xnoay X 10°. The earlier burning sine 
tions of the charge contribute much more to the exhausted NO than ee ater 
burning fractions of the charge: frozen NO concentrations in these early-t rake 
elements can be an order of magnitude higher than concentrations in : ; 
burning elements. In the absence of hci bulk gas motion, the highest 

ations occur nearest the spark plug. i 

Oe aati experimental evidence supports this description of NO ate 
tion in spark-ignition engines. The NO concentration gradient across ctu . 
gas in the engine cylinder, due to the temperature gradient, has Linde seer et 
strated using gas sampling techniques® ° and using measurements of the c he i 
minescent radiation from the reaction NO + O> NO, + hv to aaa : 
local NO concentration. Figure 11-8 shows NO concentration data asa = mn : 
of crank angle, taken by Lavoie’® through two different windows in the c jest 
head of a specially constructed L-head engine where each window was . i ei 
distance from the spark plug. The stars indicate the estimated initial N men a 
tration that results from mixing of the residual gas with the fresh charge, a 
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o Experiment W, 
~-~ Kinetic solutions 


NO, mole fraction 


FIGURE 11-8 

Spectroscopically measured NO concentrations 
through two windows W, and W, in special 

r i $= 0.9 | L-head SI engine (W, is closer to spark than W,), 

The asterisks mark estimated initial conditions 

and flame arrival times. The dashed lines are cal- 


ale js ape hoe Ar Se ES culated rate-limited concentrations for parts of 
10 —20 0 20 40 60 charge burning at these flame arrival times with 
Crank angle, deg zero initial NO concentration.!° 


time of arrival of the flame at each window. The observed NO mole fractions rise 
smoothly from these initial values and then freeze about one-third of the way 
through the expansion process. NO levels observed at window W,,, closest to the 
spark plug, were substantially higher than those observed at window W,. The 
dashed lines show calculated NO concentrations obtained using the NO forma- 
tion kinetic model with an “unmixed” thermodynamic analysis for elements that 
burned at the time of flame arrival at each window. Since the calculated values 
started from zero NO concentration at the flame front (and not the diluted 
residual gas NO level indicated by the star), the calculations initially fall below 
the data. However, the difference between the two measurement locations and the 
frozen levels are predicted with reasonable accuracy. Thus, the rate-limited for- 
mation process, freezing of NO chemistry during expansion, and the existence of 
NO concentration gradients across the combustion chamber have all been 
observed. 

The most important engine variables that affect NO emissions are the fuel/ 
air equivalence ratio, the burned gas fraction of the in-cylinder unburned mixture, 
and spark timing. The burned gas fraction depends on the amount of diluent 
such as recycled exhaust gas (EGR) used for NO,, emissions control, as well as 
the residual gas fraction. Fuel properties will affect burned gas conditions; the 
effect of normal variations in gasoline properties is modest, however. The effect of 
variations in these parameters can be explained with the NO formation mecha- 
nism described above: changes in the time history of temperature and oxygen 
concentration in the burned gases during the combustion process and early part 
of the expansion stroke are the important factors. 


EQUIVALENCE RATIO. Figure 11-9 shows the effect of variations in the fuel/air 
equivalence ratio on NO emissions. Maximum burned gas temperatures occur at 
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Fuel/air equivalence ratio 3000 
3000! 1.0 0.9 0.8 0.75 
"aaa 2000 4 150 
S E 16x 
Z rool g 174 
1000 
FIGURE 11-9 o 
7 a | | 30 Variation of exhaust NO concentration with A/F and FIGURE 11-10 
A fuel/air equivalence ratio. Sperk-ignition engine, 1600 Variation of exhaust NO concentration with per 
f rev/min, 7, = 50 percent, MBT timing. 0 ; 6 m cent uae hime exhaust gas (EGR). Spark-ignition 
engine, 1600 rev/min, 7, = : 
EGR, % ing? A n, = 50 percent, MBT tim- 


@ = 1.1; however, at this equivalence ratio oxygen concentrations are low. As the 
mixture is enriched, burned gas temperatures fall. As the mixture is leaned out, 
increasing oxygen concentration initially offsets the falling gas temperatures and 
NO emissions peak at  ~ 0.9. Detailed predictions of NO concentrations in the 
burned gases suggest that the concentration versus time histories under fuel-lean 
conditions are different in character from those for fuel-rich conditions. In lean 
mixtures NO concentrations freeze early in the expansion process and little NO 
decomposition occurs. In rich mixtures, substantial NO decomposition occurs 
from the peak concentrations present when the cylinder pressure is a maximum. 
Thus in lean mixtures, gas conditions at the time of peak pressure are especially 
significant.’ 


heat capacity of the cylinder charge, per unit mass of fuel. Fi - 

effect of different diluent gases added to the engine oe ree ae 
cylinder engine operated at constant speed, fuel flow, and air flow.!3 The data in 
Fig. 11-1la show that equal volume percentages of the different diluents produce 
different reductions in NO emissions. The same data when plotted against diluent 
heat capacity (diluent mass flow rate x specific heat, c,) collapse to a single 


BURNED GAS FRACTION. The unburned mixture in the cylinder contains fuel 
vapor, air, and burned gases. The burned gases are residual gas from the previous . 
cycle and any exhaust gas recycled to the intake for NO, emissions control. The | 
residual gas fraction is influenced by load, valve timing (especially the extent of — 
valve overlap), and, to a lesser degree, by speed, air/fuel ratio, and compression 
ratio as described in Sec. 6.4. The burned gases act as a diluent in the unburned 
mixture; the absolute temperature reached after combustion varies inversely with 
the burned gas mass fraction. Hence increasing the burned gas fraction reduces — 
NO emissions levels. However, it also reduces the combustion rate and, therefore, 
makes stable combustion more difficult to achieve (see Secs. 9.3 and 9.4). 

Figure 11-10 shows the effect of increasing the burned gas fraction by recy- 
cling exhaust gases to the intake system just below the throttle plate. Substantial — 
reductions in NO concentrations are achieved with 15 to 25 percent EGR, which 
is about the maximum amount of EGR the engine will tolerate under normal 
part-throttle conditions. Of course, increasing the EGR at fixed engine load and 
speed increases the inlet manifold pressure, while fuel flow and air flow remain 
approximately constant. 

The primary effect of the burned gas diluent in the unburned mixture on the 
NO formation process is that it reduces flame temperatures by increasing th 
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FIGURE 11-11 


() Percentage reduction in mass NO emissions with various diluents. (b) Correlation of NO reduction 


with diluent heat capacity. S igniti i 
‘ . Spark-ignition engine operated at 1 i 
(intake pressure ~0.5 atm), with MBT spark timing)? ro ntsc orareereae eet 
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curve.t A similiar study where the burned gas fraction in the unburned charge 


was varied by changing the valve overlap, compression ratio, and EGR, separ- 
ately, showed that, under more realistic engine operating conditions, it is the heat 
capacity of the total diluent mass in the in-cylinder mixture that is important. 
Whether the diluent mass is changed by varying the valve overlap, EGR, or even 
the compression ratio is not important.'* 


EXCESS AIR AND EGR. Because of the above, it is possible to correlate the influ- 


ence of engine operating variables (such as air/fuel ratio, engine speed, and load) — 


and design variables (such as valve timing and compression ratio) on NO emis- 
sions with two parameters which define the in-cylinder mixture composition: the 
fuel/air equivalence ratio (often the air/fuel ratio is used instead) and the gas/fuel 
ratio. The gas/fuel ratio (G/F) is given by 


G total mass in cylinder A ( Xp ) 
= = + 
F fuel mass in cylinder F 1-x, 


(11.18) 


where x, is the burned gas fraction [Eq. (4.3)]. These together define the relative 
proportions of fuel, air, and burned gases in the in-cylinder mixture, and hence 


Indicated specific NO, emissions, g/kW-h 


FIGURE 11-12 ; 
Correlation between gas/fuel ratio (G/F) and indi- 
cated specific NO, emissions at various air/fuel 
ratios (A/F) and volumetric efficiencies (n,). Spark- 


fe vey Se ignition engine operated at 1400 rev/min with spark 
°0 14 18 22 timing retarded to give 0.95 of. maximum brake 
Gas/fuel ratio torque.'> 


‘ oF aS). tas - t 
+ Some of the scatter in Fig. 11-11 is due to the fact that the residual gas fraction is slightly differen! 


for each diluent. 
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- will correlate NO emissions.t Figure 11-12 shows the correlation of specific NO 
emissions, from a four-cylinder engine, over a wide range of engine operating 
conditions with the air/fuel ratio and gas/fuel ratio. Lines of constant air/fuel 
ratio and volumetric efficiency are shown; the direction of increasing dilution 
with residual gas and EGR at constant air/fuel ratio is to the right. Excessive 
dilution results in poor combustion quality, partial burning, and, eventually, 
misfire (see Sec. 9.4.3). Lowest NO emissions consistent with good fuel consump- 
tion (avoiding the use of rich mixtures) are obtained with a stoichiometric 
mixture, with as much dilution as the engine will tolerate without excessive dete- 
rioration in combustion quality.!* 

Comparisons between predictions made with the NO formation model 
(described at the beginning of this section) and experimental data show good 
agreement with normal amounts of dilution.’ With extreme dilution, at NO 
levels of about 100 ppm or less, the NO formed within the flame reaction zone 
cannot, apparently, be neglected. Within the flame, the concentrations of radicals 
such as O, OH, and H can be substantially in excess of equilibrium levels, 
resulting in much higher formation rates within the flame than in the postflame 
gases. It is believed that the mechanism [reactions (11.1) to (11.3)] and the forma- 
tion rate equation (11.6) are valid. However, neglecting flame-front-formed NO is 
no longer an appropriate assumption.!” 


SPARK TIMING. Spark timing significantly affects NO emission levels. Advanc- 
ing the timing so that combustion occurs earlier in the cycle increases the peak 
cylinder pressure (because more fuel is burned before TC and the peak pressure 
moves closer to TC where the cylinder volume is smaller); retarding the timing 
decreases the peak cylinder pressure (because more of the fuel burns after TC). 
Higher peak cylinder pressures result in higher peak burned gas temperatures, 
and hence higher NO formation rates. For lower peak cylinder pressures, lower 
NO formation rates result. Figure 11-13 shows typical NO emission data for a 
spark-ignition engine as a function of spark timing. NO emission levels steadily 
decrease as spark timing is retarded from MBT timing and moved closer to TC. 
Since exact determination of MBT timing is difficult (and not critical for fuel 
consumption and power where the variation with timing around MBT is 
modest), there is always considerable uncertainty in NO emissions at MBT 
timing. Often, therefore, an alternative reference timing is used, where spark is 
retarded from MBT timing to the point where torque is decreased by 1 or 2 
percent from the maximum value. Great care with spark timing is necessary to 
obtain accurate NO emissions measurements under MBT-timing operating con- 


ditions. 


} Spark timing also affects NO emissions, as discussed next. The above discussion relates to engines 


fun with timing at MBT or with torque at a fixed percentage of (and close to) the maximum. 
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0 20 0 Variation of exhaust NO concentration with spark 
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Spark timing, deg BTC of curve corresponds to MBT timing for each A/F,!? 


11.2.4 NO, Formation in Compression-Ignition 
Engines 
The kinetic mechanisms for NO and NO, formation described in Secs. 11.2.1 and 
11.2.2 and the assumptions made regarding equilibration of species in the 
C—O-—H system apply to diesels as well as to spark-ignition engines. The criti- 
cal difference, of course, is that injection of fuel into the cylinder occurs just 
before combustion starts, and that nonuniform burned gas temperature and com- 
position result from this nonuniform fuel distribution during combustion. The 
fuel-air mixing and combustion processes are extremely complex. During the 
“premixed” or uncontrolled diesel combustion phase immediately following the 
ignition delay, fuel-air mixture with a spread in composition about stoichiometric 
burns due to spontaneous ignition and flame propagation. During the mixing 
controlled combustion phase, the burning mixture is likely to be closer to stoi- 
chiometric (the flame structure is that of a turbulent, though unsteady, diffusion 
flame). However, throughout the combustion process mixing between already 
burned gases, air, and lean and rich unburned fuel vapor—air mixture occurs, 
changing the composition of any gas elements that burned at a particular equiva- 
lence ratio. In addition to these composition (and hence temperature) changes 
due to mixing, temperature changes due to compression and expansion occur as 
the cylinder pressure rises and falls. 
The discussion in Sec. 11.2.1 showed that the critical equivalence ratio for 
NO formation in high-temperature high-pressure burned gases typical of engines 
is close to stoichiometric. Figure 11-4 is relevant here: it shows the initial NO 
formation rate in combustion products formed by burning a mixture of a typical 
hydrocarbon fuel with air (initially at 700 K, at a constant pressure of 15 atm). 
NO formation rates are within a factor of 2 of the maximum value for 0.85 $ 
@<s 1.1. 
The critical time period is when burned gas temperatures are at a 
maximum: i.e., between the start of combustion and shortly after the occurrence - 
of peak cylinder pressure. Mixture which burns early in the combustion process _ 
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FIGURE 11-14 
Concentrations of soot, NO, and other combustion product species measured at outer edge of bowl- 
in-piston combustion chamber (location S) of quiescent DI diesel with rapid sampling valve. Cylinder 
gas pressure p, mean temperature T, and local equivalence ratio @ shown. Bore = 95 mm 
stroke = 110 mm, r, = 14.6. Four-hole nozzle with hole diameter = 0.2 mm.1® 


is especially important since it is compressed to a higher temperature, increasing 
the NO formation rate, as combustion proceeds and cylinder pressure increases. 
After the time of peak pressure, burned gas temperatures decrease as the cylinder 
gases expand. The decreasing temperature due to expansion and due to mixing of 
high-temperature gas with air or cooler burned gas freezes the NO chemistry. 
This second effect (which occurs only in the diesel) means that freezing occurs 
more rapidly in the diesel than in the spark-ignition engine, and much less 
decomposition of the NO occurs. 

The above description is supported by the NO concentration data obtained 
from experiments where gas was sampled from within the cylinder of normally 
operating diesel engines with special gas-sampling valves and analyzed. Figure 
11-14 shows time histories of major species concentrations, through the com- 
bustion process, determined with a rapid-acting sampling valve (1 ms open time) 
In a quiescent direct-injection diesel engine. Concentrations at different positions 
in the combustion chamber were obtained; the sample valve location for the Fig. 
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FIGURE 11-15 Exhaust NO, and NO concentrations as a function 
Ratio of cylinder-average NO concentration at 0.3 0.4 0.5 0.6 0.7 of overall equivalence ratio or engine load. DI 
given crank angle (determined from cylinder. Equivalence ratio diesel, 1000 rev/min, injection timing at 27° BTC.'9 


dumping experiments) to exhaust NO concen- 
-20 -10 O 10 20 30 40 tration. DI diesel, equivalence ratio = 0,6, 


Crank angle, deg injection timing at 27° BTC.19 cok . 
B amount of fuel injected decreases proportionally as the overall equivalence ratio 


is decreased, much of the fuel still burns close to stoichiometric. Thus NO emis- 
sions should be roughly proportional to the mass of fuel injected (provided 
burned gas pressures and temperatures do not change greatly). 

Similar gas-sampling studies have been done with indirect-injection diesel 
engines. Modeling studies suggest that most of the NO forms within the pre- 
chamber and is then transported into the main chamber where the reactions 
freeze as rapid mixing with air occurs. However, the prechamber, except at light 
load, operates rich overall so some additional NO can form as the rich com- 
bustion products are diluted through the stoichiometric composition.?° Figure 
11-17 shows local NO concentrations and equivalence ratios as a function of 
crank angle determined with a rapid-acting sampling valve at different locations 


11-14 data is shown. Local NO concentrations rise from the residual gas value 
following the start of combustion, to a peak at the point where the local burned 
gas equivalence ratio changes from rich to lean (where the CO, concentration 
has its maximum value). As the local burned gas equivalence ratio becomes 
leaner due to mixing with excess air, NO concentrations decrease since formation 
becomes much slower as dilution occurs. At the time of peak NO concentrations 
within the bowl (15° ATC), most of the bowl region was filled with flame. The 
total amount of NO within the cylinder of this type of direct-injection diesel 
during the NO formation process has also been measured.’® At a predetermined 
time in one cycle, once steady-state warmed-up engine operation had been 
achieved, the contents of the cylinder were dumped into an evacuated tank by 
rapidly cutting open a diaphragm which had previously sealed off the tank 
system. Figure 11-15 shows how the ratio of the average cylinder NO concentra- 


tion divided by the exhaust concentration varies during the combustion process. Distance of sample valve from wall 


NO concentrations reach a maximum shortly after the time of peak pressure. 2mm —~--— 10mm 
There is a modest amount of NO decomposition. Variations in engine speed have —— Bmm —---— 18.5 mm 
little effect on the shape of this curve. The 20 crank angle degrees after the start of 1.5 
combustion is the critical time period. e 

Results from similar cylinder-dumping experiments where injection timing g P xy 
and load (defined by the overall equivalence ratio) were varied also showed that . me 
almost all of the NO forms within the 20° following the start of combustion. As = 
injection timing is retarded, so the combustion process is retarded; NO forma- 3 0.5 
tion occurs later, and concentrations are lower since peak temperatures are gs 
lower. The effect of the overall equivalence ratio on NO, concentrations is shown 0 
in Fig. 11-16. At high load, with higher peak pressures, and hence temperatures, Ignition -5{ TC 10 20 30 40 
and larger regions of close-to-stoichiometric burned gas, NO levels increase. Both — a deg Ignition Crank 7 deg 
NO and NO, concentrations were measured; NO, is 10 to 20 percent of total FIGURE. 11-17 


NO,. Though NO levels decrease with a decreasing overall equivalence ratio, 
they do so much less rapidly than do spark-ignition engine NO emissions (see 
Fig. 11-9) due to the nonuniform fuel distribution in the diesel. Though the 


(a) NO concentrations measured with rapid sampling valve and (b) calculated equivalence ratios at 
different distances from the wall in swirl chamber of IDI diesel engine, as function of crank angle. 
Engine speed = 1000 rev/min, injection at 13° BTC, ignition at 5° BTC?! 
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within the prechamber of a Comet swirl chamber IDI engine.”? The gas mixtur 
rapidly becomes stoichiometric or fuel-rich. Composition nonuniformities acros 
the prechamber are substantial. Peak NO concentrations, as expected, corre. 


spond approximately to locally stoichiometric regions. Because the mixture 


remains fuel-rich in the prechamber as the burned gases expand (after the time of 
peak pressure which occurs between 6 and 10° ATC), substantial NO decomposi- 
tion within the prechamber can occur. However, by this time much of the gas 
(and NO) in the prechamber has been transferred to the main chamber where 
freezing of the NO chemistry will occur. Cylinder-gas dumping experiments, 
where both main chamber and prechamber gases were dumped and quenched, 
confirm this description. Cylinder average NO concentrations, determined by 
rapidly opening a diaphram which separated the engine cylinder from an evac- 
uated tank at predetermined points in the cycle of an otherwise normally oper- 
ated IDI engine, rise rapidly once combustion starts, until the NO chemistry is 
effectively frozen at about 15° ATC. Little net NO decomposition occurs.”? Heat- 
release-rate diagrams obtained from pressure data analysis for the same IDI 
engine indicate that combustion is only about one-half complete at the time the 
NO formation process ceases. 
Diluents added to the intake air (such as recycled exhaust) are effective at 
reducing the NO formation rate, and therefore NO, exhaust emissions. As with 
spark-ignition engines, the effect is primarily one of reducing the burned gas tem- 
perature for a given mass of fuel and oxygen burned. Figure 11-18 shows the 
effect of dilution of the intake air with N,, CO,, and exhaust gas on NO, 
exhaust levels.23 The heat capacity of CO, (per mole) at the temperatures rele- 
vant to diesel combustion is about twice that of N.. That of exhaust gas is 
slightly higher than that of N,. Therefore these data show that the effect is pri- 
marily one of reduced burned gas temperatures. Note that the composition of the 
exhaust gas of a diesel varies with load. At idle, there is little CO, and H,O, and 
the composition does not differ much from that of air. At high load the heat 
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Effect of reduction in oxygen concentration by dif- 
co. ferent diluents (exhaust gas, CO,, N,) on NO, 
oH Exhaust ~N2 “| emissions in DI diesel. Bore = 140 mm, 
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(a) (b) 
FIGURE 11-19 
Correlation of NO, emissions index Elyo, for a wide range of operating conditions with reciprocal of 
stoichiometric mixture flame temperature for: (a) DI engines; (b) IDI engines. Flame temperatures 


varied by addition of different diluents and oxygen.?*:?6 Values of Elyo, normalized with value at 
standard conditions. 


capacity increases as the concentrations of CO, and H,O are substantially 
higher. Similar studies in an indirect-injection engine show comparable trends. 
Addition of diluents [exhaust gas (EGR) and nitrogen] reduce peak flame tem- 
peratures and NO, emissions; also, addition of oxygen (which corresponds to a 
reduction in diluent fraction) increases flame temperatures and therefore increases 
NO, emissions.?* 

Confirmation that NO forms in the close-to-stoichiometric burned gas 
regions and the magnitude of the stoichiometric burned gas temperature controls 
NO, emissions is given by the following. Plee et al.25»2° have shown that the 
effects of changes in intake gas composition (with EGR, nitrogen, argon, and 
oxygen addition) and temperature on NO, emissions can be correlated by 


E 
Elxo, = constant x exp (ee) (11.19) 
f 


T, (kelvin) is the stoichiometric adiabatic flame temperature (evaluated at a suit- 


able reference point: fuel-air mixture at top-center pressure and air temperature) 
and E is an overall activation energy. Figure 11-19 shows Elxo, for a range of 
intake air compositions and temperatures, and two DI and two IDI engines for 
several loads and speeds, normalized by the engine NO, level obtained for stan- 
dard air, plotted on a log scale against the reciprocal of the stoichiometric adia- 
batic flame at TC conditions. A single value of E/R correlates the data over two 
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orders of magnitude. There is, of course, some scatter since the model used js 


overly simple, and load, speed, and other engine design and operating parameters | 
affect the process. The overriding importance of the burned gas temperature 


of close-to-stoichiometric mixture is clear, however. 


11.3 CARBON MONOXIDE 


Carbon monoxide (CO) emissions from internal combustion engines are con- 
trolled primarily by the fuel/air equivalence ratio. Figure 11-20 shows CO levels 
in the exhaust of a conventional spark-ignition engine for several different fuel 
compositions.27 When the data are plotted against the relative air/fuel ratio or 
the equivalence ratio, they are correlated by a single curve. For fuel-rich mixtures 
CO concentrations in the exhaust increase steadily with increasing equivalence 
ratio, as the amount of excess fuel increases. For fuel-lean mixtures, CO concen- 
trations in the exhaust vary little with equivalence ratio and are of order 10~* 


mole fraction. 


Since spark-ignition engines often operate close to stoichiometric at part 
load and fuel rich at full load (see Sec. 7.1), CO emissions are significant and must 
be controlled. Diesels, however, always operate well on the lean side of stoichio- 
metric; CO emissions from diesels are low enough to be unimportant, therefore, 


and will not be discussed further. 
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Variation of SI engine CO emissions with eleven fuels of different H/C ratio: (a) with air/fuel ratio; (6) 


with relative air/fuel ratio 2.2” 
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The levels of CO observed in spark-ignition engine exhaust gases are lower 
than the maximum values measured within the combustion chamber, but are 
significantly higher than equilibrium values for the exhaust conditions. Thus the 
processes which govern CO exhaust levels are kinetically controlled. In premixed 
hydrocarbon-air flames, the CO concentration increases rapidly in the flame zone 
to a maximum value, which is larger than the equilibrium value for adiabatic 
combustion of the fuel-air mixture. CO formation is one of the principal reaction 
steps in the hydrocarbon combustion mechanism, which may be summarized by! 


RH > RRO, > RCHO > RCO >CO (11.20) 


where R stands for the hydrocarbon radical. The CO formed in the combustion 
process via this path is then oxidized to CO, at a slower rate. The principal CO 
oxidation reaction in hydrocarbon-air flames is 


CO+0OH =CO,+H (11.21) 


The rate constant for this reaction is! 


kéo = 6.76 x 10!° exp (a) cm?/gmol (11.22) 
It is generally assumed that in the postflame combustion products in a spark- 
ignition engine, at conditions close to peak cycle temperatures (2800 K) and pres- 
sures (15 to 40 atm), the carbon-oxygen-hydrogen system is equilibrated. Thus 
CO concentrations in the immediate postflame burned gases are close to equi- 
librium. However, as the burned gases cool during the expansion and exhaust 
strokes, depending on the temperature and cooling rate, the CO oxidation 
process [reaction (11.21)] may not remain locally equilibrated. 

Newhall carried out a series of kinetic calculations for an engine expansion 
stroke assuming the burned gas at the time of peak cylinder pressure was uniform 
and in equilibrium.?® Of the reactions important to CO chemistry, only three- 
body radical-recombination reactions such as 


H+H+M=H,+M (11.23) 
H+OH+M=H,0+M (11.24) 
H+0,+M=HO,+M (11.25) 


were found to be rate controlling. The bimolecular exchange reactions and the 
CO oxidation reaction (11.21) were sufficiently fast to be continuously equili- 


brated. Only during the later stages of the expansion stroke was the CO concen- 
tration predicted to depart from equilibrium, as shown in Fig. 11-21. Using this 


technique to predict average CO levels at the end of expansion over a range of 
equivalence ratios (rich to lean), Newhall obtained a good match to experimental 
data (see Fig. 11-22). The kinetically controlled aspects of the CO emissions 
mechanism have thus been confirmed. 


These calculations showed that a partial equilibrium amongst the bimolecu- 


lar exchange reactions occurred a posteriori. Analyses based explicitly on this 
Partial equilibrium assumption (which are considerably simpler) have been 
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‘reactions were assumed to be equilibrated. The studies using this simplified 
inetic model have confirmed that at peak cylinder pressures and temperatures, 
equilibration times for CO are faster than times characteristic of changes in burnt 
gas conditions due to compression or expansion. Thus the CO concentration 
rapidly equilibrates in the burnt gases just downstream of the reaction zone fol- 
jowing combustion of the hydrocarbon fuel. However, it has already been 
pointed out in Sec. 9.2.1 that the burnt gases are not uniform in temperature. 
Also, the blowdown of cylinder pressure to the exhaust manifold level during the 
exhaust process and the decrease in gas temperature that accompanies it occupies 
a substantial portion of the cycle—about 60 crank angle degrees. Thus, the 
‘temperature- and pressure-time profiles of parts of the charge at different loca- 
tions throughout the cylinder differ, depending on when these parts of the charge 
burn and when they exit the cylinder through the exhaust valve and enter the 
exhaust manifold. 

The results of an idealized calculation which illustrate these effects are 
shown in Fig. 11-23. The CO mole fractions in different elements or parts of the 
burnt gas mixture are plotted versus crank angle; x, is the fraction of the total 
charge which had burned when each element shown burned; z is the mass frac- 
tion which had left the cylinder at the time each element left the cylinder. The 
partial equilibrium calculations show the burned gases are close to equilibrium 
until about 60 crank angle degrees after top-center. During the exhaust blow- 
down process after the exhaust valve opens, gas which leaves the cylinder early 
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FIGURE 11-21 
Results of kinetic calculations of CO con- 
centrations during expansion stroke following 
TC combustion in SI engine; stoichiometric 
Time, ms mixture.?® 


carried out.?93° The appropriate three-body atom and radical recombination 
reactions [e.g., (11.23) to (11.25)] were treated as the rate-limiting constraint on 
the total number of particles or moles per unit volume of burnt gases, ie., 


1 \ dn Bias + 
(3) f= SR Ri) (11.26) 


V is the volume of the elemental system considered, n is the total number of 
moles, R;* and R; are the forward and backward rates for reaction i, and k 
represents the number of three-body recombination reactions included. All other 
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FIGURE 11-23 

CO concentrations in selected 
elements of SI engine cylinder 
charge, which burn at different 
times and which exit the cylinder 
at different times. x, is mass frac- 
tion burned when clement 
burned. z is fraction of gas which 
has already left cylinder during 
exhaust process prior to element 
leaving cylinder. Speed = 3000 
rev/min, r,=7, equivalence 
Time, ms ratio = 1.0,° 
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FIGURE 11-22 
Predicted CO concentration at end of expansion 
stroke, compared with measured exhaust concentra- 
tions, as function of air/fuel ratio. Equilibrium levels 
at TC combustion and exhaust conditions also 
Air/fuel ratio shown.?® : 
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(z < 1) cools more rapidly than gas which leaves late (z ~ 1). In these calg 
lations, mixing between gas elements which burn at different times was negle 
It can be seen that a CO gradient exists across the burned gases and that the ¢ 
concentration in the exhaust gases is unlikely to be uniform. Experiments wj 
single-cylinder engines support these conclusions that CO is in equilibriy 
during the combustion process but deviates from equilibrium late in the exp; 
sion stroke (e.g., see Refs. 10 and 31). 

Conclusions from these detailed studies are as follows. The measur 
average exhaust CO concentrations for fuel-rich mixtures are close to equilibriy: 
concentrations in the burned gases during the expansion process. For close-t 
stoichiometric mixtures, the partial equilibrium CO predictions are in agreement 
with measurements and are orders of magnitude above CO equilibrium concen. 
trations corresponding to exhaust conditions. For fuel-lean mixtures, measured 
CO emissions are substantially higher than predictions from any of the models 
based on kinetically controlled bulk gas phenomena. One possible explanation o 
this lean-mixture discrepancy is that only partial oxidation to CO may occur 0 
some of the unburned hydrocarbons emerging during expansion and exhaust 
from crevices in the combustion chamber and from any oil layers or deposits on 
the chamber wails. 

While many questions about details of the CO oxidation mechanism 
remain, as a practical matter exhaust emissions are determined by the fuel/air 
equivalence ratio. The degree of control achieved within the engine to date has 
come from improving mixture uniformity and leaning-out the intake mixture. In 
multicylinder engines, because CO increases rapidly as the inlet mixture becomes | 
richer than stoichiometric, cylinder-to-cylinder variations in equivalence ratio | 
about the mean value are important; nonuniform distribution can significantl 
increase average emissions. Thus improved cylinder-to-cylinder fuel/air ratio 
tribution has become essential. Also, because it is necessary to enrich the fuel-air 
mixture when the engine is cold, CO emissions during engine warm-up are muc 
higher than emissions in the fully warmed-up state. Further, in transient engin 
operation during acceleration and deceleration, control of fuel metering has ha 
to be improved. Additional reductions in CO beyond what can be achieved in th 
engine are possible with exhaust treatment devices, which are reviewed in Sec, 
11.6. Oxidation of CO in the exhaust system without use of special exhaust treat 
ment devices does not occur to any significant degree because the exhaust ga 
temperature is too low (Fig. 11-23 shows that the CO oxidation reactions effec 
tively freeze as the gas passes through the exhaust valve). 


11.4 UNBURNED HYDROCARBON 
EMISSIONS 
11.4.1 Background 


Hydrocarbons, or more appropriately organic emissions, are the consequence 0 
incomplete combustion of the hydrocarbon fuel. The level of unburned hydrocar 
bons (HC) in the exhaust gases is generally specified in terms of the total hydro: 
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TABLE 11.4 
Hydrocarbon composition of spark-ignition engine exhaust 
(by class)?” 


A 


Carbon, percent of total HC 
Paraffins Olefins Acetylene Aromatics 
Without catalyst 33 21 8 32 
With catalyst 57 15 2 26 


Cee en ne asaETnTIsEnInII ARES SmEnnnInD Oneness 


carbon concentration expressed in parts per million carbon atoms (C,).f While 
total hydrocarbon emission is a useful measure of combustion inefficiency, it is 
not necessarily a significant index of pollutant emissions. Engine exhaust gases 
contain a wide variety of hydrocarbon compounds, Table 11.4 shows the average 
breakdown by class of the hydrocarbons in spark-ignition engine exhaust gases, 


both with and without a catalytic converter, with gasoline fuel. Some of these 


hydrocarbons are nearly inert physiologically and are virtually unreactive from 
the standpoint of photochemical smog. Others are highly reactive in the smog- 
producing chemistry. (Some hydrocarbons are known carcinogens; see Sec. 
11.5.2). Based on their potential for oxidant formation in the photochemical smog 
chemistry, hydrocarbon compounds are divided into nonreactive and reactive 
categories. Table 11.5 shows one reactivity scale which has been used to estimate 
the overall reactivity of exhaust gas hydrocarbon mixtures. Other scales are used 
for the same purpose.** Scales that assign high values for reactivity to the olefins 
(like Table 11.5), which react most rapidly in the photochemical smog reaction, 
probably best approximate smog-formation potential near the sources of hydro- 
carbon pollution. The simplest scale, which divides the HC into two classes— 
methane and nonmethane hydrocarbons—probably best approximates the end 
result for all HC emissions. All hydrocarbons except methane react, given enough 
time. More detailed breakdowns of the composition of spark-ignition and diesel 
engine exhaust HC are available in the literature.?*: 35 

Fuel composition can significantly influence the composition and magni- 
tude of the organic emissions. Fuels containing high proportions of aromatics 
and olefins produce relatively higher concentrations of reactive hydrocarbons. 
However, many of the organic compounds found in the exhaust are not present 


t This is because the standard detection instrument, a flame ionization detector (FID), is effectively a 
carbon atom counter: e.g., one propane molecule generates three times the Tesponse generated by one 
methane molecule. Some data in the literature are presented as ppm propane (C,), or ppm hexane 
(Co); to convert to ppm C, multiply by 3 or by 6, respectively. Older measurements of hydrocarbon 
emissions were made with nondispersive infrared (NDIR) detectors which had different sensitivities 
for the different hydrocarbon compounds. For gasoline-fueled engines, HC emissions determined by 


FID analyzers are about twice the levels determined by NDIR analyzers,?? though this scaling is not 
exact. 
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TABLE 115 

Reactivity of classes of hydrocarbons 
Hydrocarbons Relative reactivityt 
C,-C, paraffins 

Acetylene 0 
Benzene 


C, and higher molecular weight 
paraffins 
Monoalky] benzenes 2 
Ortho- and para-dialkyl benzenes 
Cyclic paraffins 


Ethylene 
Meta-dialky! benzenes 5 
Aldehydes 


1-Olefins (except ethylene) 
Diolefins 10 
Tri- and tetraalkyl benzenes 


Internally bonded olefins 30 
Internally bonded olefins with 


substitution at the double bond 100 
Cycloolefins 


+ General Motors Reactivity Scale (0-100). Based on the NO, for- 
mation rate for the hydrocarbon relative to the NO, formation rate 
for 2,3-dimethyl-2-benzene.>* 


in the fuel, indicating that significant pyrolysis and synthesis occur during the 


combustion process. 


Oxygenates are present in engine exhaust, and are known to participate in — 
the formation of photochemical smog. Some oxygenates are also irritants and » 
odorants. The oxygenates are generally categorized as carbonyls, phenols, and - 
other noncarbonyls. The carbonyls of interest are low molecular weight alde 
hydes and aliphatic ketones. The volatile aldehydes are eye and respiratory tract _ 
irritants. Formaldehyde is a major component (<20 percent of total carbonyls). 4 
Carbonyls account for about 10 percent of the HC emissions from diesel pas- 
senger car engines, but only a few percent of spark-ignition engine HC emissions. _ 
Phenols are odorants and irritants: levels are much lower than aldehyde levels 
Other noncarbonyls include methanol, ethanol, nitromethane, methyl! formate 
Whether these are significant with conventional hydrocarbon fuels is unclear.’ 
Use of alcohol fuels increases oxygenate emissions. Both methanol and aldehyd 
emissions increase substantially above gasoline-fueled levels with methanol-fueled 


spark-ignition engines. 
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1.4.2 Flame Quenching and Oxidation 
‘undamentals 


Flame quenching or extinction occurs at the walls of engine combustion cham- 
bers. The cool walls of the chamber act as a sink for heat and the active radical 
species generated within the flame. Quenching of the flame occurs under several 
different geometrical configurations: the flame may be propagating normal to, 
parallel to, or at an angle to the wall; the flame may quench at the entrance to a 
“grevice—a thin volume with a narrow entrance to the combustion chamber such 
as the region between the piston crown and the cylinder wall. When the flame 
quenches, it leaves a layer or volume of unburned mixture ahead of the flame. 
(Whether this results in unburned hydrocarbon emissions depends on the extent 
to which these quench region hydrocarbons can subsequently be oxidized.) 
Flame-quenching processes are analyzed by relating the heat release within 
the flame to the heat loss to the walls under conditions where quenching just 
occurs. This ratio, a Peclet number (Pe), is approximately constant for any given 
geometrical configuration. The simplest configuration for study is the two-plate 
quench process, where the minimum spacing between two parallel plates through 
which a flame will propagate is determined. The Peclet number for this two-plate 
configuration is given by: 


Sic A= 1) p Seca 
Pe, = Pe SuplTy — Ty) _ PuSiepp der 
2 kKAT, — Todga ky 2) 


which is approximately constant over a wide range of conditions. p, S,, c,, T, 
and k are the density, laminar flame speed, specific heat at constant pressure, gas 
temperature, and thermal conductivity, respectively, with the subscripts u and f 
referring to unburned and flame conditions. d,, is the two-plate quench distance. 
The wall temperature and unburned gas temperature are assumed to be equal; 
this assumption is also appropriate in the engine context since there is ample 
time during the compression stroke for a thermal boundary layer to build up to a 
thickness of at least the quench distance. 

Lavoie*® has developed empirical correlations for two-plate quench- 
, distance data for propane-air mixtures: only limited data for liquid hydrocarbon 
_ fuels such as isooctane are available. The data in the pressure range 3 to 40 atm 


- are well fitted by 
9.5 0.26 min (1, 1/¢2) 
Pe, =— (5) (11.28) 


where p is the pressure in atmospheres and ¢ is the fuel/air equivalence ratio. The 
two-plate quench distance d,. is then obtained from Eq. (11.27) and Prandtl 
number and viscosity relations for the flame conditions (see Sec. 4.8 or Ref. 36). 
Thus the minimum size crevice region into which a flame will propagate can be 
determined. 

For the process of a flame front quenching on a single wall, there are many 
Possible geometries. The simplest is where the flame front is parallel to the wall 
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and approaches it head on. The one-wall quench distance d,,, defined 
position of closest approach of the reaction zone to the wall, scales with 
properties in a similar way to the two-plate quench distance. Thus, a onewy, 
Peclet number relation can be formed: 


Py Sy Cou doy xB 


‘u 


Pe, = (11, 
where the subscript u denotes properties evaluated at unburned gas conditions, 

Using the wall temperature as representative of the unburned gas te 
perature (because the thermal boundary-layer thickness is greater than typi 
quench distances), Lavoie showed that 


der _ Pes 


dj. Pe, 


is a reasonable fit to the single-wall quench data. Typical two-wall quench dis. 
tances for spark-ignition engine conditions are 0.2 to 1 mm; these distances rep- 
resent the minimum crevice size the flame will enter. Single-wall quench distances 
are, therefore, in the range 0.04 to 0.2 mm. 

While a fraction of the fuel hydrocarbons can escape the primary com 
bustion process unburned or only partially reacted, oxidation of some of these 4 
hydrocarbons can occur during the expansion and exhaust processes. Hydrocar, 
bon oxidation rates have been determined in a number of different studies an 
several different empirical correlations of the data in the form of overall reactio 
rate equations have been proposed. A reasonable fit to the experimental data o: 
unburned HC burnup is the rate expression :*° 


a[HC —18,735\. . (p\? 
ie = —6.7 x 105 exp (=A he tof) 


where [ ] denotes concentration in moles per cubic centimeter, X4¢ and Xo, ar 
the mole fractions of HC and O,, respectively, t is in seconds, T in kelvins, an 
the density term (p/RT) has units of moles per cubic centimeter. The spread i 
the data about this equation is substantial, however. 

Studies of combustion of premixed fuel-air mixtures at high pressure in 
closed vessels or bombs have been useful in identifying the mechanisms by whic 
hydrocarbons escape complete combustion. The residual unburned hydrocarbon 
left in the bomb following a combustion experiment have been shown to com 
primarily from crevices in the bomb walls. Unburned HC levels were proportion: 
al to total crevice volume, and decreased to very low values (~ 10 ppm C) as a 
the crevices were filled with solid material. Thus wall quench hydrocarbon 
apparently diffuse into the burned gases and oxidize following the quenchin 
event.>” Analytical studies of the flame quenching process, and postquench diffu 
sion and oxidation with kinetic models of the hydrocarbon oxidation process, @ 
in agreement with these bomb data.>* Flame quenching can be thought of as 
two-stage process. The first step is the extinction of the flame at a short distance 
from the cold wall, determined by a balance between thermal conduction of hea’ 


= 0.2 


(11.31 
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from the hot reaction zone to the wall and heat released in the reaction zone by 
the flame reactions. The second step is the postquench diffusion and oxidation 
occurring on a time scale of one or a few milliseconds after quenching. The diffu- 


sion and oxidation process ultimately reduces the mass of wall quench hydrocar- 
pons to several orders of magnitude below its value at the time of quenching. 


Closed-vessel combustion experiments have also been used to show that oil 
layers on the walls of the bomb cause an increase in residual unburned HC levels 
after combustion is complete. The additional HC that result in experiments with 
oil films present are primarily (>95 percent) fuel molecules, and are directly pro- 
portional to the amount of oil placed on the walls of the reactor and the solu- 
bility of the specific fuel in the oil. These results show that absorption of fuel in 
the oil occurs prior to ignition. This dissolved fuel is then desorbed into the 
burned gases well after combustion is complete. Thus fuel absorption into and 
desorption from any oil layers is a potentially important engine HC mecha- 
nism.? 


11.4.3 
Engines 
Unburned hydrocarbon levels in the exhaust of a spark-ignition engine under 


normal operating conditions are typically in the range 1000 to 3000 ppm C,. This 
corresponds to between about 1 and 24 percent of the fuel flow into the engine; 


HC Emissions from Spark-Ignition 


_ the engine combustion efficiency is high. As indicated in Fig. 11-2, HC emissions 


rise rapidly as the mixture becomes substantially richer than stoichiometric. 
When combustion quality deteriorates, e.g, with very lean mixtures, HC emis- 
sions can rise rapidly due to incomplete combustion or misfire in a fraction of the 
engine’s operating cycles. As outlined in Sec. 11.1, there are several mechanisms 
that contribute to total HC emissions. Also, any HC escaping the primary com- 
bustion process may oxidize in the expansion and exhaust processes. While a 
complete description of the HC emissions process cannot yet be given, there are 
sufficient fundamental data available to indicate which mechanisms are likely to 
be most important, and thus how major engine variables influence HC emission 
levels. 

Four possible HC emissions formation mechanisms for spark-ignition 
engines (where the fuel-air mixture is essentially premixed) have been proposed: 
(1) flame quenching at the combustion chamber walls, leaving a layer of 
unburned fuel-air mixture adjacent to the wall; (2) the filling of crevice volumes 
with unburned mixture which, since the flame quenches at the crevice entrance, 
escapes the primary combustion process; (3) absorption of fuel vapor into oil 
layers on the cylinder wall during intake and compression, followed by desorp- 
tion of fuel vapor into the cylinder during expansion and exhaust; (4) incomplete 
combustion in a fraction of the engine’s operating cycles (either partial burning 
or complete misfire), occurring when combustion quality is poor (e.g., during 


engine transients when A/F, EGR, and spark timing may not be adequately 


controlled). In addition, as deposits build up on the combustion chamber walls, 
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Variation in HC concentration and HC mass flow rate at the exhaust valve during the exhaust 
process. SI engine operating at 1200 rev/min and ¢ = 1.2, unthrottled.*° 


HC emissions increase. Whether the deposits constitute an additional mechanism a 
or merely modify one of the above mechanisms is unclear. 

All these processes (except misfire) result in unburned hydrocarbons close — 
to the combustion chamber walls, and not in the bulk of the cylinder gases. Thus, - 
the distribution of HC in the exhaust gases would not be expected to be uniform. 
Experiments have been done to determine the unburned HC concentration dis- 
tribution in the exhaust port during the exhaust process to provide insight into 
the details of the formation mechanisms. Gas concentrations were measured with 
a rapid-acting sampling valve placed at the exhaust port exit. Figure 11-24 shows 
results from these time-resolved HC concentration measurements. HC concentra 
tions vary significantly during the exhaust process. Gas which remains in the — 
exhaust port between exhaust pulses has a high HC concentration, so purging © 
techniques where air or nitrogen was bled into the exhaust port were used to” 
displace this high HC gas while the exhaust valve was closed. The high HC’ 
concentration in the blowdown exhaust gases is clearly discernible, as is the rapid 
rise in HC concentration toward the end of the exhaust stroke. The cylinder-exit 
HC concentrations were then multiplied by the instantaneous exhaust gas mass- 
flow rate to obtain the instantaneous HC mass emission rate from the cylinder 
throughout the exhaust process, also shown in Fig. 11-24. The unburned HC are 
exhausted in two peaks of approximately equal mass: the first of these coincides 
with the exhaust blowdown mass flow pulse (which removes the majority of th 
mass from the cylinder); the second occurs toward the end of the exhaust strok 
where HC concentrations are very high and the mass flow rate is relatively low.‘ 
Other experiments have confirmed these observations.*! Clearly, mixing © 
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unburned HC with the bulk cylinder gases occurs during expansion and/or the 


- exhaust blowdown process. Then, the final stages of piston motion during the 


exhaust stroke push most of the remaining fraction of the cylinder mass with its 
high HC concentration into the exhaust. This would be expected to leave a high 
concentration of HC in the residual gas in the cylinder. Experiments conducted 
in which the valve mechanism of a single-cylinder engine was arranged to disen- 
gage during operation and trap residual gases in the cylinder confirm this. For 
one set of typical engine operating conditions, approximately one-third of the 


hydrocarbons left unburned in an engine combustion event was retained in the 
cylinder and recycled.*? 


FLAME QUENCHING AT THE WALLS. The existence of quench layers on the 
cold combustion chamber walls of a spark-ignition engine was shown photo- 
graphically by Daniel.*°? Photographs of the flame region immediately after flame 
arrival at the wall through a window in the cylinder head showed a thin non- 
radiating layer adjacent to the wall. The quench layer thicknesses measured were 
in the range 0.05 to 0.4 mm (thinnest at high load), in rough agreement with 
predictions based on experiments in combustion bombs. However, more recent 
work in bombs and engines indicates that diffusion of hydrocarbons from the 
quench layer into the burned gases and its subsequent oxidation occur on a time 
scale of a few milliseconds, at least with smooth clean combustion chamber walls. 
The constant-volume combustion bomb data which suggested this conclusion 
and the kinetic calculations which support this explanation of why quench layers 
are not significant with smooth clean walls have already been described in Sec. 
11.4.2. The following evidence shows these conclusions are also valid in an 
engine. 

A special rapid-acting poppet valve was used in a single-cylinder engine to 
sample the gases from a torus-shaped region, of height of order 0.25 mm and 
diameter about 6 mm, adjacent to the wall over a 1-ms period. Sampling was 
repeated every cycle to provide a steady stream of sampled gases for analysis. 
Figure 11-25 shows the variation in concentrations of HC species through the 


combustion, expansion, and exhaust processes. The fuel was propane (C,H,). The 
fuel concentration drops rapidly to a low value when the flame arrives at the 
valve; at the same time, intermediate hydrocarbon product concentrations rise 
and then fall sharply to values below 1 ppm. Beginning at 60° ATC, all HC 
concentrations rise and vary somewhat during the remainder of the cycle in a 
way that depends strongly on engine operating conditions. The observed rapid 
rise in partial oxidation products immediately after flame arrival is consistent 
with the flame quenching short of the wall. The presence of CH,O and CH,;,CHO 
in significant quantities indicates that low-temperature oxidation processes are 
occurring. However, since all HC product concentrations fall rapidly within 2 ms 
of flame arrival to very low values, the unburned HC in the quench layer diffuse 
ito the bulk burned gases and oxidize. The increase in HC concentrations later 


in the cycle results from the sampling of hydrocarbons from sources other than 
quench layers.*4 
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Flame EVO EVC flame arrives at each crevice, it can either propagate into the crevice and fully or 
' i i ially burn the fuel and air within the crevice or it can quench at the crevice 
entrance. Whether the flame quenches depends on crevice entrance geometry, the 

10 - composition of the unburned mixture, and its thermodynamic state as described 

~ jn Sec. 11.4.2. After flame arrival and quenching, burned gases will flow into each 

Ew} Exhaust crevice until the cylinder pressure starts to decrease. Once the crevice gas pres- 
g nt sure is higher than the cylinder pressure, gas flows back from each crevice into 

F 1° Nearer FIGURE 11-25 the cylinder. .s 

oe CHa | Concentrations (mole fractions) of selected The most important of these crevices, the volumes between the piston, pis- 
g Ci hydrocarbons adjacent to combustion ton rings, and cylinder wall, is shown schematically in Fig. 8-27. This crevice 
10 CH,CHO = can chamber wall, as a function of crank angle consists of a series of volumes, connected by flow restrictions such as the ring side 

: during combustion, expansion, and exhaust clearance and ring gap whose geometry changes as the ring moves up and down 
ener sacar rani ott, in the ring groove sealing either at the top or bottom ring surface. The gas flow, 


pressure distribution, and ring motion are therefore coupled, and their behavior 
during the compression and expansion strokes has already been discussed in Sec. 
- $6. During compression and combustion, mass flows into the volumes in this 
total crevice region. Once the cylinder pressure starts to decrease (after about 15° 
; ATC) gas flows out of the top of these crevice regions in Fig. 8-27 into the cylin- 
Eder at low velocity adjacent to the cylinder wall. The important result is that the 
| fraction of the total cylinder charge (5 to 10 percent) trapped in these regions at 
| the time of peak cylinder pressure escapes the primary combustion process. Most 
= of this gas flows back into the cylinder during the expansion process. Depending 
on spark plug location in relation to the position of the top ring gap, well above 
50 percent of this gas can be unburned fuel-air mixture. Its potential contribution 
to unburned HC emissions is obvious. 

There is substantial evidence to support the above description of crevice 
| HC phenomena and the piston ring crevice region in particular. Visualization 
E studies in a special engine have identified the spark plug crevice outflow, low- 
| velocity gas expansion out of the volume above the first ring after the time of 
| . peak pressure, and the jet-like flows through the top ring gap later in the expan- 
7 sion process when the pressure difference across the ring changes sign.4® Gas 
_. sampling from the volume above the top ring, using a rapid-acting sample valve 
- mounted in the piston crown, has shown that the gas composition in this region 
corresponds to unburned fuel-air mixture until flame arrival at the crevice 
entrance closest to the sampling valve location. Next, product gases enter the 
‘crevice as the cylinder pressure continues to rise. Then, during expansion as gas 
flows out of this region, the composition of the gas sampled reverts back toward 
that of the unburned mixture which enters the crevice region earlier.*” 

4 Direct evidence that the piston and ring crevice regions are a major contrib- 
= utor to exhaust HC emissions comes from experiments where the volume of this 
| CTevice region was substantially changed. Wentworth*® almost completely elimi- 
nated this crevice by moving the top piston ring as close to the crown of the 
Piston as possible, and sealing this ring at top and bottom in its groove with O 
‘Tings. Tests of this sealed ring-orifice design in a production engine showed 
‘Teductions of between 47 and 74 percent from baseline HC levels over a range of 


Total exhaust HC = 400 ppmC. Engine | 
speed = 1250 rev/min, imep = 380 kPa, 
0 100 200 300 equivalence ratio = 0.9, MBT spark timing, 

Crank angle, deg ATC no EGR.** 


Though quench layers on clean smooth combustion chamber walls are not 4 
a significant source of unburned hydrocarbons, it has been shown that wall 3 
surface finish does affect exhaust HC levels. Comparisons have been made | 
between the standard “rough” as-cast cylinder head surfaces and the same cylin- 4 
der heads when smoothed. The average exhaust HC concentration decreased by 
103 ppm C, or 14 percent; the smoothed surface area was 32 percent of the total 
combustion chamber surface area.*5 Buildup of deposits on the combustion 
chamber surfaces also affect HC emission levels, as will be discussed later. 


CREVICE HC MECHANISM. The crevices in the combustion chamber walls— 
small volumes with narrow entrances—into which the flame is unable to pen-— 
etrate have been shown to be a major source of unburned HC. The largest of. 
these crevice regions is the volumes between the piston, piston rings, and cylinder ‘ 
wall. Other crevice volumes in production engines are the threads around the 
spark plug, the space around the plug center electrode, crevices around the intake : 
and exhaust valve heads, and the head gasket crevice. Table 8.1 shows the size 
and relative importance of these crevice regions in one cylinder of a production | 
V-6 engine determined from measurements of cold-engine components. Total 
crevice volume is a few percent of the clearance volume and the piston and ring | 
pack crevices are the dominant contributor. “ 
The important crevice processes occurring during the engine cycle are 
following. As the cylinder pressure rises during compression, unburned mixture 
forced into the crevice regions. Since these volumes are thin they have a larg 
surface/volume ratio; the gas flowing into each crevice cools by heat transfer t 
close to the wall temperature. During combustion, while the pressure continu 
to rise, unburned mixture continues to flow into the crevice volumes. When t 
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(a) Piston top-land crevice volume. (b) Effect of increasing top-land clearance on exhaust hydrocarbon 
emissions. Unthrottled spark-ignition engine, r, = 6, 885 rev/min, A/F = 13, MBT timing. 


piston-bore-ring assembly in response to combustion chamber pressure. Blowby 
of gases from the cylinder to the crankcase removes gas from this crevice region 
and thereby prevents some of the crevice gases from returning to the cylinder. 
Crankcase blowby gases used to be vented directly to the atmosphere and consti- 
tuted a significant source of HC emissions. The crankcase is now vented to the 
engine intake system, the blowby gases are recycled, and this source of HC emis- 
sions is now fully controlled. Blowby at a given speed and load is controlled 
primarily by the greatest flow resistance in the flow path between the cylinder 
and the crankcase. This is the smallest of the compression ring ring-gap areas. 
Figure 8-30 shows how blowby increases linearly with the smallest gap area. 
Figure 11-27 shows how exhaust HC levels decrease as blowby increases and 
more crevice HC flows to the crankcase. Crankcase blowby gases represent a 
direct performance loss. They are a smaller efficiency loss because crankcase 
gases are now recycled to the engine intake system. 

The location of the ring gap in relation to the spark plug also affects HC 
emission levels. Experiments have shown that HC emissions are highest when the 
top ring gap is farthest from the spark plug; the gas flowing into the crevice 
directly above the gap is then unburned mixture for the longest possible time. 
With the top ring gap closest to the spark plug, HC exhaust levels are lowest 
because burned gas reaches the gap location at the earliest time in the com- 
bustion process. The difference, highest to lowest, was between 9 and 42 percent 
of the average level for any set of operating conditions, and in most cases was 
above 20 percent.>! 

The fate of these crevice HC when they flow back into the cylinder during 
expansion and exhaust is not well understood. Both jet-like flows (e.g., that from 
the ring gap) and low-velocity creeping flows (e.g., that from the piston top-land 
crevice) have been observed (see Fig. 8-29). While the former could mix rapidly 
with the high-temperature bulk burned gases, the latter will enter the cool gases 


speeds and loads. Haskell and Legate,*® in experiments in a single-cylinder CFR 
engine, steadily increased the piston top-land clearance (see Fig. 11-26a) and me 
sured the effect on exhaust HC emissions. Figure 11-26b shows the results: HC 
emissions increase as the top-land clearance increases until the clearance equals 
about 0.18 mm, when emissions drop to the zero clearance level. This clearance 
(0.18 mm) is close to the two-plate quench distance estimated from Eq. (11.27). 
For piston top-land clearances above this value, the flame can enter the crevice 
h of the crevice HC. 
ss ae ee importance of the different crevices in the combustion chamber 
walls has been examined by using the cylinder head and piston of a four-cylinder | 
production engine to form two constant-volume reactors or cares 
bombs.*° The cylinder head was sealed with a steel plate across the pean gaske 
plane to make one reactor; the piston and ring pack and cylinder wall, pan 
sealed with a plate at the head gasket plane, formed the second anaes 
reactor was filled with a propane-air mixture and combustion initiated wi : 
spark discharge across a spark plug; following combustion the burned oh nies 
exhausted, sampled, and analyzed. The crevices were sequentially : ed ses 
epoxy or viton rubber, and after filling each crevice, the exhaust cae EOE 
level determined. It was found that the ring pack crevices produ ‘ Ngee 
imately 80 percent of the total scaled HC emissions, the head ns e feiss | 
about 13 percent, and the spark plug threads 5 percent. All other . so ie 
these reactors produced less than 2 percent of the total HC. While these “ue : 
cannot be applied directly to an operating engine (the crevice Str Gla = : ) 
ing rates in the bomb experiments are substantially different from t ese ‘ 
an engine), they do underline the importance of the ring pack crevice pee . bi 
Blowby is the gas that flows from the combustion chamber, pas eh P ¥8 
and into the crankcase. It is forced through any leakage paths afforded by 
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Some of the desorbed fuel vapor will mix with igh- i 
TALE ing no and oto reve rgionst p with the high-temperature combustion 


products and oxidize. However, desorbed vapor that remains in the cool bound- 
ary layer or mixes with the cooler bulk gases late in the cycle may escape full 


% mass ppm C eae . 
oxidation and contribute to unburned HC emissions. 


Total gas in all crevice regions 8.2 Experiments, where measured amounts of oil were placed on the piston 
Total gas back to combustion chamber 70 fi i . 
crown, confirm that oil layers on the combustion chamber i 
; _ a surface increas 
Unburned back to combustion chamber 3.7-71.0} 5000-9400 exhaust HC emissions. The exhaust HC levels in di i € 
Unburned to blowby 0.5-1.2t creased in proportion to the 


amount of oil added when the engine was fueled with isooctane. Addition of 
0.6 cm? of oil produced an increase of 1000 ppm C in exhaust HC concentration 
Fuel and fuel oxidation species, not oil oxidation products, were responsible for 
most of this increase. Similar experiments performed with propane fuel showed 
no increase in exhaust HC emissions when oil was added to the cylinder. The 
increase in exhaust HC is proportional to the solubility of the fuel in the oil. The 
exhaust HC levels decreased steadily back to the normal engine HC level before 
oil addition, over a period of several minutes. At higher coolant temperatures, the 
increase in HC on oil addition is less, and HC concentrations decreased back to 
the normal level more quickly. Increasing oil temperature would decrease vis- 
cosity, increasing the rate of drainage in ili 
and diffusion rate of the fuel in the oi? the sina, It also changes the solubility 

At the outer surface of the oil layer, the concentration of fuel vapor dis- 
solved in the oil is given by Henry’s law for dilute solutions in equilibrium: 


Total unburned escaping primary combustion 4.2-8.2} 
a 


+ For V-6 engine operating at 2000 rev/min and wide-open throttle. 
¢ Depends on spark plug and ring gap location. 


in the cylinder wall boundary layer and mix and (probably) burn much more 
slowly. Hydrocarbon transport and oxidation processes are discussed more fully 
below. 

Table 11.6 presents a summary of estimates of the total mass of gas and 
mass of unburned mixture in the piston, ring, and cylinder wall crevice region for 
a typical spark-ignition engine.“* When compared to exhaust HC levels, it is 
clear that these crevices are a major source of unburned hydrocarbons. . 


ABSORPTION AND DESORPTION IN ENGINE OIL. The presence of lubricating 
oil in the fuel or on the walls of the combustion chamber is known to result in an 
increase in exhaust hydrocarbon levels. In experiments where exhaust HC con- 
centrations rose irregularly with time, with engine operating conditions nomin- 
ally constant, it was shown that oil was present on the piston top during these 
high emission periods. When engine oil was added to the fuel, HC emissions 
increased, the amount of additional HC in the exhaust increasing with the 
increasing amount of oil added. The increase in exhaust HC was primarily unre- 
acted fuel (isooctane) and not oil or oil-derived compounds.*! The increase in 
HC can be substantial: exhaust HC levels from a clean engine can double or 
triple when operated on a fuel containing 5 percent lubricating oil over a period 


p= an (11.32) 
where X, is the mole fraction of fuel vapor in the oil, p y is the partial pressure of 
fuel vapor in the gas, and H is Henry’s constant. If the oil layer is sufficiently thin 
and hence diffusion sufficiently rapid, Eq. (11.32) can be used to estimate the mole 
fraction of the fuel dissolved in the oil. Since p =n re RT/V (where n,, is the 
number of moles of fuel in the cylinder, T is the temperature, and V the cylinder 


volume) and x, = n,,,/(n;, +1,) =n,,/n, for i 
= Ny olMso + Np) = Ny/N, for n, > ny,. (where n,, is the number 
of moles of fuel dissolved in the oil and n, is the number of moles of oil),5> then 


of order 10 minutes. (With deposits from leaded-fuel operation present on the h n BT 
combustion chamber walls, however, a much smaller increase in exhaust HC was ra = ay (11.33) 
Sic . 


observed.) It has been proposed that fuel vapor absorption into and desorption 
from oil layers on the walls of the combustion chamber could explain these phe- 
nomena.*° 

The absorption and desorption mechanism would work as follows. The fuel 
vapor concentration within the cylinder is close to the inlet manifold concentra- 
tion during intake and compression. Thus, for about one crankshaft revolution, 
any oil film on the walls will absorb fuel vapor. During the latter part of com- 
pression, the fuel vapor pressure is increasing so, by Henry’s law, absorption will 
continue even if the oil was saturated during intake. During combustion the fuel 
vapor concentration in the bulk gases goes essentially to zero so the absorbed 
fuel vapor will desorb from the liquid oil film into the gaseous combustion pro- 
ducts. Desorption could continue throughout the expansion and exhaust strokes.” 


Diffusion is sufficiently rapid for Eq. (11.33) to be valid if the diffusion time con- 
stant t, is much less than characteristic engine times: ie., 
& 
wea < Nt 


where 6 is the oil layer thickness, D is the diffusion coefficient for fuel vapor in the 
oll, and N is engine speed. D for a hydrocarbon through a motor oil is of order 
10 cm?/s at 300 K and of order 10~° cm?/s at 400 K. Oil film thicknesses on 
the cylinder wall vary during the operating cycle between about 1 and 
10 pm.S* °° Thus diffusion times for engine conditions are 10~' to 1073 s; for 
the thinnest oil layers approximate equilibration would be achieved. A theoretical 
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FIGURE 11-28 ; —_ 
Correlation between exhaust hydrocarbon emissions and oil consumption rate. Production piston 


rings and sealed ring-orifice ring designs. SI engine at 1600 rey/pula, imep = 422 kPa, equivalence 
ratio = 0.9, r, = 8.0, intake pressure = 54 kPa, MBT spark timing. 


Sealed-ring orifice ring design 


study of this problem—the one-dimensional cyclic absorption and desorption of 
a dilute amount of gas in a thin (constant thickness) isothermal liquid layer where 
diffusion effects are important—has been carried out. It suggests that oil ieyets 
on the cylinder wall could be a significant contributor to HC emission levels. 

Correlations between engine oil consumption and exhaust HC emissions 
provide a perspective on the relative importance of oil absorption/desorption and 
crevice mechanisms. Wentworth measured oil consimpion and HC emissions in 
a spark-ignition engine for a range of piston ring designs. Some of these designs 
were of the sealed ring—orifice type which effectively eliminates all the crevices 
between the piston, piston rings, and cylinder, and prevents any significant gas 
flow into or out of the ring region. HC emissions increase with increasing oil 
consumption for both production ring designs and the sealed ring-—orifice designs, 
as shown in Fig. 11-28. Extrapolation to zero oil consumption from normal con- 
sumption levels shows a reduction in exhaust HC levels, but this decrease is 
significantly less than the difference in emission levels between the production 
and the sealed ring—orifice designs which effectively remove the major crevice 
region. The production piston used had a chamfered top jand. The HC emissions 
for a normal piston top-land design would probably be higher. 


POOR COMBUSTION QUALITY. Flame extinction in the bulk gas, before all of 
the flame front reaches the wall, is a source of HC emissions under certain engine 
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operating conditions. As the cylinder pressure falls during the expansion stroke, 
the temperature of the unburned mixture ahead of the flame decreases. This slows 
the burning rate [the laminar flame speed decreases so the burning rate in Eg. 
(9.52) decreases]. If the pressure and temperature fall too rapidly, the flame can 
be extinguished. This type of bulk quench has been observed in spark-ignition 
engines; it results in very high HC concentrations for that particular cycle. 
Engine conditions where bulk quenching is most likely to occur are at idle and 
light load where engine speed is low and the residual gas fraction is high, with 
high dilution with excessive EGR or overly lean mixtures, and with substantially 
retarded combustion. Even if steady-state engine calibrations of A/F, EGR, and 
spark-timing are such that bulk quenching does not occur, under transient engine 
operation these variables may not be appropriately set to avoid bulk quenching 
in some engine cycles due to the different dynamic characteristics of the engine 
subsystems which control these variables. 

The existence of zones of stable and unstable engine operation with lean or 
dilute mixtures has already been discussed (see Sec. 9.4.3). Detailed engine com- 
bustion studies have shown that, as mixture composition becomes more dilute 
(e.g., by increasing EGR) and unburned gas temperature and pressure during 
combustion become lower, combustion quality (or variability) and engine stabil- 
ity deteriorate. The standard deviation in a parameter such as indicated mean 
effective pressure (which depends for its magnitude on the proper timing of the 
start of combustion and on the duration of the combustion process) increases due 
first to an increase in the number of slower burning cycles, then as conditions 
worsen to the occurrence of partial burning cycles, and finally to some misfiring 
cycles. Figure 9-36 showed how unburned hydrocarbon emissions from a spark- 
ignition engine rise as the EGR rate is increased at constant load and speed, and 
combustion quality (defined by the ratio of standard deviation in imep to the 
average imep) deteriorates. Initially the increase in HC is modest and is caused 
by changes in the other HC emission mechanisms described above. However, 
when partial burning cycles are detected, HC emissions rise more rapidly due to 
incomplete combustion of the fuel in the cylinder in these cycles. When misfiring 
cycles—no combustion—occur the rise in HC becomes more rapid still. 

The relative importance of bulk gas quenching in a fraction of the engine’s 
operating cycles due to inadequate combustion quality as a source of HC, com- 
pared with the other sources described in this section, has yet to be established. 
However, one obvious technique for reducing its importance, burning the 
mixture faster so that combustion is completed before conditions conducive to 
slow and partial burning exist in the cylinder, does reduce engine exhaust HC 
emissions. Figure 11-29 shows a comparison of HC emissions from a moderate 
burn rate engine with HC emissions with a faster burn rate [i.e., with improved 
combustion quality—lower coefficient of variation in imep, COVimep» Eq. (9.50)], 
achieved by the use of two spark plugs instead of one.°® The exhaust measure- 
ments show lower HC emissions when significant amounts of EGR are used for 
NO, control for the faster, and hence less variable, combustion process. Such 
evidence suggests that occasional partial burning cycles may occur, even under 
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FIGURE 11-29 

Effect of increasing burn rate on tolerance to recycled exhaust gas (EGR) and HC and NO, emissions 
levels. COVimep defined by Eq. (9.50). SI engine at 1400 rev/min, 324 kPa imep, equivalence 
ratio = 1.0, MBT timing.*® 


conditions where combustion appears to be “normal,” and that this mechanism 
is important in practice. ; 


EFFECT OF DEPOSITS. Deposit buildup on the combustion chamber walls 
(which occurs in vehicles over several thousands of miles) is known to increase 
unburned HC emissions. With leaded gasoline operation, the increase in HC 
emissions varies between about 7 and 20 percent. The removal of the deposits 
results typically in a reduction in HC emissions to close to clean engine levels. 
With unleaded gasoline, while the deposit composition is completely different 
(carbonaceous rather than lead oxide), the increase in HC emissions with accu- 
mulated mileage is comparable. Soft sooty deposits, such as those which accumv- 
late after running the engine on a rich mixture, also cause an increase in HC 
emissions. Again, when the deposits were removed the emission rate fell about 25 
percent to the original level.°° Studies with simulated deposits (pieces of metal- 
foam sheet 0.6 mm thick) attached to the cylinder head and piston also showed 
increases in HC emissions. The increase varied between about 10 and 
100 ppm C/cm? of simulated deposit area. The effect for a given area of deposit 
varied with deposit location. Locations close to the exhaust valve, where the flow 
direction during the exhaust process would be expected to be directly into the 
exhaust port, showed the highest increase in emissions.*° 

It is believed that absorption and desorption of hydrocarbons by these 
surface deposits is the mechanism that leads to an increase in emissions. Deposits 
can also build up in the piston ring crevice regions. A reduction in volume of 
these crevice regions would decrease HC emissions (and such a decrease has been 
observed). However, changes in piston-cylinder wall clearance due to deposits 
can affect the flame-quenching process and could increase emissions.*? 


HYDROCARBON TRANSPORT MECHANISMS. All of the above mechanisms 
(except misfire) result in high hydrocarbon concentrations adjacent to the com- 
bustion chamber walls. While any jet-type flows out of crevices during the expan- 
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Schematic of flow processes by which ring crevice HC and HC desorbed f i i 
‘ from cylinder wail oil film 
exit the cylinder: (a) exhaust blowdown process; (b) during exhaust stroke; (c) end of exhaust stroke.©° 


(c) 


sion and exhaust strokes can transport unburned HC into the bulk gases, most of 
the HC will remain near the wall. Two mechanisms by which gas near the cylin- 
der wall exits the cylinder have been demonstrated. One is entrainment in the 
vigorous i ss out of the cylinder which occurs during the exhaust blowdown 
process. The other is the vortex gene i i i 
uae ei generated in the piston crown-cylinder wall 
Figure 11-30 illustrates these flow processes. In Fig. 11-30a the engine cylin- 
der is shown as the exhaust valve opens during the blowdown process. At this 
time the unburned HC from the ring crevice regions, laid along the wall during 
expansion (and possibly HC from the oil film on the cylinder wall), is expanding 
into the cylinder as the cylinder pressure falls. Some of this material will be 
entrained by the bulk gases in the rapid motion which occurs during exhaust 
blowdown (see Sec. 6.5). The rapid thinning of the thermal boundary-layer 
regions on the combustion chamber walls during blowdown, which would result 
from entrainment of the denser hydrocarbon-containing gas adjacent to the wall. 
has been observed in schlieren movies taken in a transparent engine.*® This 
Process, plus entrainment of any HC from the spark plug and head gasket crev- 
ices, would contribute to unburned HC in the blowdown gases which contain 
about half the total HC emissions (see Fig. 11-24). During the exhaust stroke this 


bulk gas entrainment process will continue i iti 
, exhausting additi 
emer g additional unburned HC, 
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The second mechanism starts at the beginning of the exhaust stroke in the 
piston crown-cylinder wall corner. The piston motion during the exhaust stroke 
scrapes the boundary-layer gases off the cylinder wall (which contain the remain 
der of the piston and ring crevice hydrocarbons), rolls them up into a vortex, and 
pushes them toward the top of the cylinder. This piston crown-cylinder wall 
corner flow is discussed in Sec. 8.7, and has been observed in transparent engines 
as well as in water-flow engine analog studies. At the end of the exhaust stroke, 
the height of this vortex is comparable to the engine clearance height. As shown 
in Fig. 11-30c, a recirculation fiow is likely to build up in the upper corner of the 
cylinder away from the exhaust valve, causing the vortex to detach from the wall 
and partly sweep out of the cylinder. In the corner nearest the vaive, the flow is 
deflected around the valve, also tending to pull part of the vortex out of the 
chamber. In this way it is possible for a large part of the vortex, which now 
contains a substantial fraction of the unburned HC originally located adjacent to 
the cylinder wall, to leave the cylinder at the end of the exhaust stroke. This 
vortex flow is thought to be the mechanism that leads to the high HC concentra- 
tions measured at the end of the exhaust process, which contributes the other half 
of the exhausted HC mass (see Fig. 11-24), and to be responsible for the HC 
- concentrations measured in the residual gases being much higher than average 
exhaust HC levels.*? This study showed that at close to wide-open-throttle con- 
ditions, only about two-thirds of the HC which fail to oxidize inside the cylinder 
were exhausted, though 95 percent of the gas within the cylinder flows out 
through the exhaust valve. The residual gas HC concentration was about 11 
times the average exhaust level. At part-throttle conditions, where the residual 
gas fraction is higher, it has been estimated that only about half of the unreacted 
HC in the cylinder will enter the exhaust.°* 


HYDROCARBON OXIDATION. Unburned hydrocarbons which escape the 
primary engine combustion process by the mechanisms described above must 
then survive the expansion and exhaust process without oxidizing if they are to 
appear in the exhaust. Since the formation mechanisms produce unburned HC at 
temperatures close to the wall temperature, mixing with bulk burned gas must 
take place first to raise the HC temperature to the point where reaction can 
occur. The sequence of processes which links the source mechanisms to hydrocar- 
bons at the exhaust exit is illustrated in Fig. 11-31; it involves mixing and oxida- 
tion in both the cylinder and the exhaust system. 

There is considerable evidence that substantial oxidation does occur. The 
oxidation of unburned HC in the quench layers formed on the combustion 
chamber walls on a time scale of order 1 ms after the flame is extinguished has 
already been discussed. Because the quench layers are thin, diffusion of HC into 
the bulk burned gas is rapid. Because the burned gases are still at a high tem- 
perature, oxidation then occurs quickly. Measurements of in-cylinder HC con- 
centrations by gas sampling prior to exhaust valve opening show levels about 1.5 
to 2 times the average exhaust level.+:°? The exhaust unburned HC are a 
mixture of fuel hydrocarbon compounds and pyrolysis and partial oxidation pro- 
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FIGURE 11-31 


Schematic of complete SI engine HC formation and oxidation mechani ithi i 
scheuat systems? ism within the cylinder and 


ducts. While the relative proportion of fuel compared to reaction product hydro- 
carbon compounds varies substantially with engine operating conditions, an 
average value for passenger car vehicle exhausts is that fuel compounds comprise 
40 percent of the total HC. Though partially reacted HC are produced in the 
flame-quenching process, these are closest to the high-temperature burned gases 
and are likely to mix and burn rapidly. That such a large fraction of the exhaust 
HC are reaction products indicates that substantial postformation HC reactions 
are occurring. There is direct evidence that HC oxidation in the exhaust system 
occurs.°* Since in-cylinder gas temperatures are higher, it is likely that mixing of 
unburned HC with the bulk cylinder gases limits the amount of oxidation rather 
than the reaction kinetics directly. 

Overall empirically based expressions for the rate of oxidation of hydrocar- 
bons of the form of Eq. (11.31) have been developed and used to examine in- 


cylinder and exhaust burnup. A characteristic time ty f i 
. or this 
can be defined: me DusauP Process 


(11.34) 


Using an expression similar to Eq. (11.31) for a[HC}]/dt, Weiss and Keck®? have 


shown that any HC mixing with the burned gases in the cylinder prior to exhaust 
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3000 
blowdown will oxidize. The in-cylinder gas temperature prior to blowdown gen. \ gtS~ 2 
erally exceeds 1250 K; the characteristic reaction time tyc is then less than 1 ms, é 2000 VG , sS <> » 
During blowdown the temperature falls rapidly to values typically less than S 1000l 2” \ep\ ee _ 
1000 K; tyc is then greater than about 50 ms. An experimental study of HC Ss) Vex NO ove 
exiting from a simulated crevice volume has shown that complete He oxidation 0 Se 
only occurs when the cylinder gas temperature is above 1400 K.°° Thus a large 1500 
fraction of the HC leaving crevice regions or oil layers during the exhaust Process 9 N a 
can be expected to survive with little further oxidation. Gas-sampling data show é 1000; CS, 
little decrease in in-cylinder HC concentrations during the exhaust stroke, thus S500 NN %,. FIGURE 11-32 
supporting this conclusion.**: ®* Overall, probably about half of the unburned = ; BOSe eee Effect of exhaust gas temperature on HC and CO 
HC formed by the source mechanisms described above will oxidize within the Fp mu vine ait towns 7 dm’/s han mixture with 3% 
engine cylinder (the exact amount cannot yet be predicted with any accuracy; it 0 0 im , 3 e in i fow = i an lean mix , 
is likely to depend on engine design and operating conditions 4), 


As shown schematically in Fig. 11-31, oxidation of HC in the exhaust 
system can occur. Often this is enhanced by air addition into the port region to 
ensure that adequate oxygen for burnup is available. However, since the gas tem- 
perature steadily decreases as the exhaust gases flow through the exhaust port 
and manifold, the potential for HC burnup rapidly diminishes. To oxidize the 
hydrocarbons in the gas phase, a residence time of order 50 ms or longer at 
temperatures in excess of 600°C are required. To oxidize carbon monoxide tem- 
peratures in excess of 700°C are required. Average exhaust gas temperatures at 


gas stream. HC oxidation starts immediately (for T 2 600°C), the rate of oxida- 
tion increasing rapidly with increasing temperature. Under fuel-lean conditions, 
incomplete HC oxidation can result in an increase in CO levels. CO oxidation 
commences later, when the gas temperature rises above the entering value due to 
heat released by the already occurring HC oxidation. The further heat released 
by CO oxidation accelerates the CO burnup process. These data underline the 


the cylinder exit (at the exhaust valve plane) are about 800°C; average gas tem- 
peratures at the exhaust port exit are about 600°C.} Figure 6-21 shows an 
example of the measured cylinder pressure, measured gas temperature at the 
exhaust port exit, and estimated mass flow rate into the port and gas temperature 


importance of the exhaust port heat-transfer and mixing processes. Both mixing 
between the hotter blowdown gases (with their lower HC concentration) and the 
cooler end-of-exhaust gases (with their higher HC concentration) and mixing 
between burned exhaust gas and secondary air are important. 


Engine experiments where the exhaust gas reactions were quenched by 
timed injection of cold carbon dioxide at selected locations within the exhaust 
port have shown that significant reductions in HC concentration in the port can 
occur. Parallel modeling studies of the HC burnup process (based on instantane- 
ous mass flow rate, estimated exhaust gas temperature, and an overall hydrocar- 
bon reaction-rate expression), which predicted closely comparable magnitudes 
and trends, indicated that gas temperature and port residence time are the critical 
variables. The percent of unburned HC exiting the cylinder which reacted in the 
exhaust system (with most of the reaction occurring in the port) varied between a 
few and 40 percent. Engine operating conditions that gave highest exhaust tem- 
peratures (stoichiometric operation, higher speeds, retarded spark timing, lower 
compression ratio) and longest residence times (lighter load) gave relatively 
higher percent reductions. Air injection at the exhaust valve-stem base, phased to 
coincide with the exhaust process, showed that for stoichiometric and slightly 
tich conditions secondary air flow rates up to 30 percent of the exhaust flow 
substantially increased the degree of burnup. The timing of the secondary air flow 
relative to the exhaust flow and the location of the air injection point in the port 
are known to be critical.®* 

Reductions in exhaust port heat losses through the use of larger port cross- 
sectional areas (to reduce flow velocity and surface area per unit volume), inser- 


in the cylinder, during the exhaust process at a part-throttle operating condition. 
Port residence time and gas temperatures vary significantly through the process, 
Precise values of these variables obviously depend on engine operating condi- 
tions. It is apparent that only in the exhaust port and upstream end of the mani- 
fold can any significant gas-phase HC oxidation occur. _ 
The importance of exhaust gas temperature to exhaust system emissions 
burnup is illustrated by the results shown in Fig. 11-32. The exhaust system ty) 
a four-cylinder engine was modified by installing a section of heated and msi 
lated pipe to maintain the exhaust gas temperature constant in the absence 0 
any HC or CO burnup. The exhaust temperature entering this test section wa 
varied by adjusting the engine operating conditions. The figure shows co an 
HC concentrations as functions of residence time in the exhaust test section (or 
effectively as a function of distance from the engine). T, is the entering gas ‘em 
perature. The exhaust composition was fuel lean with 3 percent O, in the burn 


+ Note that there is a significant variation in the temperature of the exhaust gases throughout fi 
exhaust process. The gas exhausted first is about 100 K hotter than the gas exhausted at the end 0 


the process (see Sec. 6.5). 
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tion of port liners to provide higher port wall temperatures, and attention to port : 


design details to minimize hot exhaust gas impingement on the walls are known 
to increase the degree of reaction occurring in the port. 


SUMMARY. It will be apparent from the above that the HC emissions formation 
process in spark-ignition engines is extremely complex and that there are several 
paths by which a small but important amount of the fuel escapes combustion. It 
is appropriate here to summarize the overall structure of the spark-ignition 
engine hydrocarbon emission problem and identify the key factors and engine 
variables that influence the different parts of that problem. Table 11.7 provides 
such a summary. The total process is divided into four sequential steps: (1) the 
formation of unburned hydrocarbon emissions; (2) the oxidation of a fraction of 
these HC emissions within the cylinder, following mixing with the bulk gases; (3) 
the fiow of a fraction of the unoxidized HC from the cylinder into the exhaust; (4) 
the oxidation in the exhaust system of a fraction of the HC that exit the cylinder. 
The detailed processes and the design and operating variables that influence each 
of these steps in a significant way are listed. 

The four separate formation mechanisms identified in step 1 have substan- 
tial, though as yet incomplete, evidence behind them. They are listed in the most 
likely order of importance. Each has been extensively described in this section. It 
is through each of these mechanisms that fuel or fuel-air mixture escapes the 
primary combustion process. That fuel must then survive the expansion and 
exhaust processes and pass through the exhaust system without oxidation if it is 
to end up in the atmosphere as HC emissions. The rate of mixing of these 
unburned HC with the hot bulk cylinder gases, the temperature and composition 
of the gases with which these HC mix, and the subsequent temperature-time and 
composition-time histories of the mixture will govern the amount of in-cylinder 
oxidation that occurs. The distribution of these HC around the combustion 
chamber is nonuniform (and changes with time); they are concentrated close to 
the walls of the chamber. The fraction of these HC that will exit the chamber 
during the exhaust process will depend on the details of the in-cylinder flow 
patterns that take them through the exhaust valve. Overall, the magnitude of the 
residual fraction will be one major factor; the residual gas is known to be much 
richer in HC than the average exhaust. In particular, the flow patterns in the 
cylinder toward the end of the exhaust stroke as the gas scraped off the cylinder 
wall by the piston moves toward the exhaust valve will be important. Finally, a 
fraction of the unburned HC which leave the cylinder through the exhaust valve 
will burn up within the exhaust system. Gas-phase oxidation in the exhaust ports 
and hotter parts of the exhaust manifold is significant. The amount depends on 
the gas temperature, composition, and residence time. If catalysts or a thermal 
reactor are included in the exhaust system, very substantial additional reduction 
in HC emission levels can occur. These devices and their operating characteristics 
are described in Sec. 11.6. 
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TABLE 11.7 
Critical factors and engine variables in HC emissions mechanisms 


LF ormation of HC 2. In-cylinder mixing and oxidation 
(a) Crevices (a) Mixing rate with bulk gas 
(1) Crevice volume (1) Speed 
(2) Crevice location (2) Swirl ratio 


(relative to spark plug) (3) Combustion chamber shape 


(3) Load (b) Bulk gas temperature during 
(4) Crevice wall temperature expansion and exhaust 
(5) Mixture composition (1) Speed 


(b) Oil layers (2) Spark timing} 
(1) Oil consumption (3) Mixture compositiont 
(2) Wall temperature (4) Compression ratio 
(3) Speed (5) Heat losses to walls 
(c) Incomplete combustion (c) Bulk gas oxygen concentration 
(1) Burn rate and variability (1) Equivalence ratio 
(2) Mixture compositiont (d) Wall temperature 


(3) Load _ (1) Important if HC source 
(4) Spark timingt near wall 
(d) Combustion chamber walis (2) For crevices: importance 


(1) Deposits 
(2) Wall roughness 
3, Fraction HC flowing 
out of cylinder 
(a) Residual fraction (a) Exhaust gas temperature 
(i) Load (1) Speed 
(2) Exhaust pressure (2) Spark timing} 
(3) Valve overlap (3) Mixture compositiont 
(4) Compression ratio (4) Compression ratio 
(5) Speed (5S) Secondary air fiow 
(b) In-cylinder flow during (6) Heat losses in cylinder 
exhaust stroke and exhaust 
(1) Valve overlap (b) Oxygen concentration 
(2) Exhaust valve size and (1) Equivalence ratio 
location (2) Secondary air fiow 
(3) Combustion chamber shape and addition point 
(4) Compression ratio (c) Residence time 
(5) Speed (1) Speed 
(2) Load 
(3) Volume of critical 
exhaust system component 
(@ Exhaust reactor§ 
(1) Oxidation catalyst 
(2) Three-way catalyst 
(3) Thermal reactor 


St 


t Fuel/air equivalence ratio and burned gas fraction (residual plus recycled exhaust gas). 
{ Relative to MBT timing. 


§ Of at least as great an importance as engine details if present in total emission control system. See Sec. 11.6. 


depends on geometry 


4. Oxidation in exhaust system 
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11.4.4 Hydrocarbon Emission Mechanisms in 
Diesel Engines 


BACKGROUND. Diesel fuel contains hydrocarbon compounds with higher 


boiling points, and hence higher molecular weights, than gasoline. Also, substan- 
tial pyrolysis of fuel compounds occurs within the fuel sprays during the diesel 
combustion process. Thus, the composition of the unburned and partially Oxi- 
‘dized hydrocarbons in the diesel exhaust is much more complex than in the 
spark-ignition engine and. extends over a larger molecular size range. Gaseous 
hydrocarbon emissions from diesels are measured using a hot particulate filter (at 
190°C) and a heated flame ionization detector. Thus the HC constituents vary 
from methane to the heaviest hydrocarbons which remain in the vapor phase in 
the heated sampling line (which is also maintained at about 190°C). Any hydro- 
carbons heavier than this are therefore condensed and, with the solid-phase soot, 
are filtered from-the exhaust gas stream upstream of the detector. The particulate 
emission measurement procedure measures a portion of total engine hydrocar- 
bon emissions also. Particulates are collected by filtering from a diluted exhaust 
gas stream at a temperature of 52°C or less. Those hydrocarbons that condense 
at or below this temperature are absorbed onto the soot. They are the extractable 
fraction of the particulate: ie., that fraction which can be removed by a powerful 


solvent, typically between about 15 and 45 percent of the total particulate mass. ~ 


This section discusses gaseous hydrocarbon emissions; particulate emissions— 
soot and extractable material—are discussed in Sec. 11.5. 
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FIGURE 11-33 


Schematic representation of diesel hydrocarbon formation mechanisms: (a) for fuel injected during 
delay period; (b) for fuel injected while combustion is occurring.?? 
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The complex heterogeneous nature of diesel combustion, where fuel evapo- 
ration, fuel-air and burned-unburned gas mixing, and combustion can occur 
simultaneously, has been discussed extensively in Chap. 10. As a result of this 
complexity, there are many processes that could contribute to diesel engine 
hydrocarbon emissions. In Chap. 10 the diesel’s compression-ignition combustion 
process was divided into four stages: (1) the ignition delay which is the time 
between the start of injection and ignition; (2) the premixed or rapid combustion 
phase, during which the fuel that has mixed to within combustible limits during 
the delay period burns; (3) the mixing controlled combustion phase, during which 
the rate of burning depends on the rate of fuel-air mixing to within the combusti- 
ble limits; (4) the late combustion phase where heat release continues at a low 
rate governed by the mixing of residual combustibles with excess oxygen and the 
kinetics of the oxidation process. There are two primary paths by which fuel can 
escape this normal combustion process unburned: the fuel-air mixture can 
become too lean to autoignite or to support a propagating flame at the condi- 
tions prevailing inside the combustion chamber, or, during the primary com- 
bustion process, the fuel-air mixture may be too rich to ignite or support a flame. 
This fuel can then be consumed only by slower thermal oxidation reactions later 
in the expansion process after mixing with additional air. Thus, hydrocarbons 
remain unconsumed due to incomplete mixing or to quenching of the oxidation 
process. 

Figure 11-33 shows schematically how these processes can produce incom- 
plete combustion products. Fuel injected during the ignition delay (Fig. 11-33a) 
will mix with air to produce a wide range of equivalence ratios. Some of this fuel 
will have mixed rapidly to equivalence ratios lower than the lean limit of com- 
bustion (locally overlean mixture), some will be within the combustible Tange, 
and some will have mixed more slowly and be too rich to burn (locally overrich 
mixture). The overlean mixture will not autoignite or support a propagating 
flame at conditions prevailing inside the combustion chamber (though some of 
this mixture may burn later if it mixes with high-temperature burned products 
early in the expansion stroke). In the “premixed” combustible mixture, ignition 
occurs where the local conditions are most favorable for autoignition. Unless 
quenched by thermal boundary layers or rapid mixing with air, subsequent 
autoignition or flame fronts propagating from the ignition sites consume the 
combustible mixture. Complete combustion of overrich mixture depends on 
further mixing with air or lean already-burned gases within the time available 
before rapid expansion and cooling occurs. Of all these possible mechanisms, the 
overlean mixture path is believed to be the most important. 

For the fuel injected after the ignition delay period is over (Fig. 11-330), 
rapid oxidation of fuel or the products of fuel pyrolysis, as these mix with air, 


t Note that under normal engine operating conditions, the combustion inefficiency is less than 2 
percent; see Sec. 4.9.4 and Fig. 3-9. 
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results in complete combustion. Slow mixing of fuel and pyrolysis products with 
air, resulting in overrich mixture or quenching of the combustion reactions, can 
result in incomplete combustion products, pyrolysis products, and unburned fuel 
being present in the exhaust.?* 

Hydrocarbon emission levels from diesels vary widely with operating condi- 
tions, and different HC formation mechanisms are likely to be most important at 
different operating modes. Engine idling and light-load operation produce signifi- 
cantly higher hydrocarbon emissions than full-load operation. However, when 
the engine is overfueled, HC emissions increase very substantially. As will be 
explained more fully below, overmixing (overleaning) is an important source of 
HC, especially under light-load operation. Undermixing, resulting in overrich 
mixture during the combustion period, is the mechanism by which some of the 
fuel remaining in the injector nozzle sac volume escapes combustion, and is also 
the cause of very high HC emissions during overfueling. Wall temperatures affect 
HC emissions, suggesting that wall quenching is important, and under especially 
adverse conditions very high cyclic variability in the combustion process can 
cause an increase in HC due to partial burning and misfiring cycles. 


OVERLEANING. As soon as fuel injection into the cylinder commences, a dis- 
tribution in the fuel/air equivalence ratio across the fuel sprays develops. The 
amount of fuel that is mixed leaner than the lean combustion limit (¢, iy 0.3) 
increases rapidly with time.?> Figure 11-34 illustrates this equivalence ratio dis- 
tribution in the fuel spray at the time of ignition. In a swirling flow, ignition 
occurs in the slightly lean-of-stoichiometric region downstream of the spray core 


Air swirl 


Fuel jet boundary 


Ignition location Overmixed HC 


FIGURE 11-34 ; = 
Schematic of diesel engine fuel spray showing equivalence ratio (9) contours at time of ignition. 
$1, = equivalence ratio at lean combustion limit (+0.3). Shaded region contains fuel mixed leaner 


than @, .°” 
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FIGURE 11-35 
400 Correlation of exhaust HC concentration with dura- 
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where the fuel which has spent most time within the combustible limits is located. 
However, the fuel close to the spray boundary has already mixed beyond the lean 
limit of combustion and will not autoignite or sustain a fast reaction front. This 
mixture can only oxidize by relatively slow thermal-oxidation reactions which 
will be incomplete. Within this region, unburned fuel, fuel decomposition pro- 
ducts, and partial oxidation products (aldehydes and other oxygenates) will exist; 
some of these will escape the cylinder without being burned. The magnitude of 
the unburned HC from these overlean regions will depend on the amount of fuel 
injected during the ignition delay, the mixing rate with air during this period, and 
the extent to which prevailing cylinder conditions are conducive to autoignition. 
A correlation of unburned HC emissions with the length of the ignition delay 
would be expected. The data in Fig. 11-35 from a direct-injection naturally aspi- 
rated engine show that a good correlation between these variables exists. As the 
delay period increases beyond its minimum value (due to changes in engine oper- 
ating conditions), HC emissions increase at an increasing rate.°’ Thus, overlean- 


_ing of fuel injected during the ignition delay period is a significant source of 


hydrocarbon emissions, especially under conditions where the ignition delay is 
long. 


UNDERMIKXING. Two sources of fuel which enter the cylinder during combustion 
and which result in HC emissions due to slow or under mixing with air 
have been identified. One is fuel that leaves the injector nozzle at low velocity, 
often late in the combustion process. The most important source here is the 
nozzle sac volume, though secondary injections can increase HC emissions if the 
problem is severe. The second source is the excess fuel that enters the cylinder 
under overfueling conditions. 

At the end of the fuel-injection process, the injector sac volume (the small 
volume left in the tip of the injector after the needle seats) is left filled with fuel. 
As the combustion and expansion processes proceed, this fuel is heated and 
vaporizes, and enters the cylinder at low velocity through the nozzle holes. This 
fuel vapor (and perhaps large drops of fuel also) will mix relatively slowly with air 
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FIGURE 11-36 
Effect of nozzle sac volume on exhaust HC concentration, DI diesel engine, at minimum ignition 
delay. V, = 1 dm?/cylinder, 1700-2800 rev/min.®” 


and may escape the primary combustion process. Figure 11-36 shows HC emis- 
sions at the minimum ignition delay for a direct-injection diesel engine as a func- 
tion of sac volume, along with drawings of some of the injector nozzles used. The 
correlation between HC emissions (under conditions when the overleaning 
mechanism is least significant) and sac volume is striking. The extrapolation to 
zero HC emissions suggests that the fuel in the nozzle holes also contributes. Not 
all the fuel in the sac volume is exhausted as unburned hydrocarbons. For 
example, in Fig. 11-36 a volume of 1 mm? gives 350 ppm C, while 1 mm? of fuel 
would give 1660 ppm C,. The sac volume may not be fully filled with fuel. Also, 
the higher-boiling-point fractions of the fuel may remain in the nozzle. Significant 
oxidation may also occur. In indirect-injection engines, similar trends have been 
observed, but the HC emission levels at short ignition delay conditions are sub- 
stantially lower. The sac volume in current production nozzles helps to equalize 
the fuel pressures immediately upstream of the nozzle orifices. A small sac volume 
makes this equalization less complete and exhaust smoke deteriorates. The con- 
tribution of sac and hole volumes to exhaust HC can be reduced to below 0.75 g/ 
kW -h for a 1 dm? per cylinder displacement DI engine.°’ 

In DI engines, exhaust smoke limits the full-load equivalence ratio to about 
0.7. Under transient conditions as the engine goes through an acceleration 
process, overfueling can occur. Even though the overall equivalence ratio may 
remain lean, locally overrich conditions may exist through the expansion stroke 
and into the exhaust process. Figure 11-37 shows the effect of increasing the 
amount of fuel injected at constant speed, with the injection timing adjusted to 
keep the ignition delay at its minimum value (when HC emissions from overlean- 
ing are lowest). HC emissions are unaffected by an increasing equivalence ratio 
until a critical value of about 0.9 is reached when levels increase dramatically. A 
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FIGURE 11-37 
0 0.4 0.6 0.81.0 ¢ Effect of overfueling on exhaust HC concentration. 
0 25 50 5 100 125 DI diesel engine, speed = 1700 rev/min, injection 
Load, % timing at full-load 15° BTC.®” 


similar trend exists for IDI engines.°’ This mechanism is not significant under 
normal operating conditions, but can contribute HC emissions under acceler- 
ation conditions if overfueling occurs. However, it produces less HC than does 
overleaning at light load and idle.” 


QUENCHING AND MISFIRE. Hydrocarbon emissions have been shown to be 
sensitive to oil and coolant temperature: when these temperatures were increased 
from 40 to 90°C in a DI diesel, HC emissions decreased by 30 percent. Since 
ignition delay was maintained constant, overmixing phenomena should remain 
approximately constant. Thus, wall quenching of the flame may also be a signifi- 
cant source of HC, depending on the degree of spray impingement on the com- 
bustion chamber walls. 

While cycle-by-cycle variation in the combustion process in diesel engines is 
generally much less than in spark-ignition engines, it can become significant 
under adverse conditions such as low compression temperatures and pressures 
and retarded injection timings. Substantial variations, cycle-by-cycle, in HC emis- 
sions are thought to result. In the limit, if misfire (no combustion) occurs in a 
fraction of the operating cycles, then engine HC emissions rise as the percentage 
of misfires increases. However, complete misfires in a well-designed and ade- 
quay controlled engine are unlikely to occur over the normal operating 
range. 


SUMMARY. There are two major causes of HC emissions in diesel engines under 
normal operating conditions: (1) fuel mixed to leaner than the lean combustion 
limit during the delay period; (2) undermixing of fuel which leaves the fuel injec- 
tor nozzle at low velocity, late in the combustion process. At light load and idle, 
overmixing is especially important, particularly in engines of relatively small 
cylinder size at high speed. In IDI engines, the contribution from fuel in the 
nozzle sac volume is less important than with DI engines. However, other sources 
of low velocity and late fuel injection such as secondary injection can be signifi- 
cant. 
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peratures above 500°C, the individual particles are principally clusters of many 
small spheres or spherules of carbon (with a small amount of hydrogen) with 
individual spherule diameters of about 15 to 30 nm. As temperatures decrease 
below 500°C, the particles become coated with adsorbed and condensed high 
molecular weight organic compounds which include: unburned hydrocarbons, 
~ oxygenated hydrocarbons (ketones, esters, ethers, organic acids), and polynuclear 
aromatic hydrocarbons. The condensed material also includes inorganic species 
' such as sulfur dioxide, nitrogen dioxide, and sulfuric acid (sulfates). 

The objective of most particulate measurement techniques is to determine 
the amount of particulate being emitted to the atmosphere. Techniques for 
particulate measurement and characterization range from simple smoke meter 
opacity readings to analyses using dilution tunnels. Most techniques require 
lengthy sample-collection periods because the emission rate of individual species 
is usually low. The physical conditions under which particulate measurements are 
made are critical because the emitted species are unstable and may be altered 
through loss to surfaces, change in size distribution (through collisions), and 
chemical interactions among other species in the exhaust at any time during the 
measurement process (including sampling, storage, or examination). The most 


115 PARTICULATE EMISSIONS 
11.5.1 Spark-Ignition Engine Particulates 


There are three classes of spark-ignition engine particulate emissions: lead, 
organic particulates (including soot), and sulfates. 

Significant sulfate emissions can occur with oxidation-catalyst equipped 
engines. Unleaded gasoline contains 150 to 600 ppm by weight sulfur, which ig 
oxidized within the engine cylinder to sulfur dioxide, SO,. This SO, can be oxi- 
dized by the exhaust catalyst to SO; which combines with water at ambient 
temperatures to form a sulfuric acid aerosol. Levels of sulfate emissions depend 
on the fuel sulfur content, the operating conditions of the engine, and the details 
of the catalyst system used. Typical average automobile sulfate emission rates are 
20 mg/km or less.°* 

For automobile engines operated with regular and premium leaded gas- 
olines (which contain about 0.15 g Pb/liter or dm*) the particulate emission rates 
are typically 100 to 150 mg/km. This particulate is dominated by lead com- 
pounds: 25 to 60 percent of the emitted mass is lead.°° The particulate emission 
rates are considerably higher when the engine is cold, following start-up. The sae Mets 
exhaust temperature has a significant effect on emission levels. The particle size basic information is normally obtained on a mass basis: for example, grams per 
distribution with leaded fuel is about 80 percent by mass below 2 ym diameter  -agmme Kilometer for a vehicle, grams per kilowatt-hour for an engine, grams per kilo- 
and about 40 percent below 0.2 pm diameter. Most of these particles are pre- a | gram of fuel or milligrams per cubic meter of exhaust (at standard conditions). 
sumed to form and grow in the exhaust system due to vapor phase condensation a : Smoke meters measure the relative quantity of light that passes through the 
enhanced by coagulation. Some of the particles are emitted directly, without set- exhaust or the relative reflectance of particulate collected on filter paper. They do 
tling. Some of the particles either form or are deposited on the walls where not measure mass directly. They are used to determine visible smoke emissions 
agglomeration may occur. Many of these are removed when the exhaust flow rate and provide an approximate indication of mass emission levels. Visible smoke 
is suddenly increased, and these particles together with rust and scale account for from heavy-duty diesels at high load is regulated. In the standard mass emission 
the increase in mass and size of particles emitted during acceleration. Only a measurement procedure, dilution tunnels are used to simulate the physical and 
fraction (between 10 and 50 percent) of the lead consumed in the fuel is chemical processes the particulate emissions undergo in the atmosphere. In the 
exhausted, the remainder being deposited within the engine and exhaust system. dilution tunnel, the raw exhaust gases are diluted with ambient air to a tem- 

Use of unleaded gasoline reduces particulate emissions to about 20 mg/km perature of 52°C or less, and a sample stream from the diluted exhaust is filtered 
in automobiles without catalysts. This particulate is primarily soluble to remove the particulate material. 

(condensed) organic material. Soot emissions (black smoke) can result from com- 
bustion of overly rich mixtures. In properly adjusted spark-ignition engines, soot 
in the exhaust is not a significant problem. 


- PARTICULATE COMPOSITION AND STRUCTURE. The structure of diesel 
particulate material is apparent from the photomicrographs shown in Fig. 11-38 
of particulates collected from the exhaust of an IDI diesel engine. The samples 
are seen to consist of collections of primary particles (spherules) agglomerated 
into aggregates (hereafter called particles). Individual particles range in appear- 
ance from clusters of spherules to chains of spherules. Clusters may contain as 
many as 4000 spherules. Occasional liquid hydrocarbon and sulfate droplets have 
been identified. The spherules are combustion generated soot particles which 
vary in diameter between 10 and 80 nm, although most are in the 15 to 30 nm 
Tange. Figure 11-39 shows a typical distribution of spherule size (solid line) deter- 
mined by sizing and counting images in the photomicrographs. The number- 
_ Mean diameter (=), N;d,/N) is 28 nm. The volume contribution of these 


11.5.2 Characteristics of Diesel Particulates 


MEASUREMENT TECHNIQUES. Diesel particulates consist principally of com- 
bustion generated carbonaceous material (soot) on which some organic com- 
pounds have become absorbed. Most particulate material results from 
incomplete combustion of fuel hydrocarbons; some is contributed by the lubri- 
cating oil. The emission rates are typically 0.2 to 0.6 g/km for light-duty diesels in 
an automobile. In larger direct-injection engines, particulate emission rates are 
0.5 to 1.5 g/brake kW -h. The composition of the particulate material depends on 
the conditions in the engine exhaust and particulate collection system. At tem- 
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TABLE 118 
Chemical composition of particular matter’® 
(Te 
Idle 48 km/h 
ee 
Extractable 
composition C23H904.7No.21 C24H 3902 6No.18 
H/C 1.26 1.63 
Dry soot 
composition CHo.2790.22No.01 CHo.2190.15No.01 
H/C 0.27 0.21 


spherules is shown as the dashed curve in Fig. 11-39. The volume-mean diameter, 
( N.@?/N)*?, is 31 nm. 

Determination of the particle size distribution with a similar technique 
involves assigning a single dimension to a complex and irregular aggregate, and 
introduces uncertainties arising from only having two-dimensional images of par- 
ticles available. Other approaches based on inertial impactors and electrical 
aerosol analysers have been used. Some of the data suggest that the particle size 
distribution is bimodal. The smailer-size range is thought to be liquid hydrocar- 
bon drops and/or individual spherules characterized by number-mean diameters 
of 10 to 20 nm; the larger-size range is thought to be the particles of agglomer- 
ated spherules characterized by number-mean diameters of 100 to 150 nm. 
However, other particulate samples have not shown a bimodal distribution: 
volume-mean diameters ranged from 50 to 220 nm with no notable trend with 
either speed or load.7° 
The exhaust particulate is usually partitioned with an extraction solvent 
into a soluble fraction and a dry-soot fraction. Two commonly used solvents are 
dichloromethane and a benzene-ethanol mixture. Typically 15 to 30 mass percent 


FIGURE 11-38 is extractable, though the range of observations is much larger (~10 to 90 
Photomicrographs of diesel particulates: cluster (upper left), chain (upper right), and collection from percent). Thermogravimetric analysis (weighing the sample as it is heated) pro- 
filter (bottom).”° duces comparable results. Typical average chemical compositions of the two par- 
ticulate fractions are given in Table 11.8. Dry soot has a much lower H/C ratio 

than the extractable material. Although most of the particulate emissions are 

formed through incomplete combustion of fuel hydrocarbons, engine oil may also 

‘ contribute significantly. The number-average molecular weight of the extractable 

4 3 material shown in Table 11.8 ranged from about 360 to 400 for a variety of 
Z 2 engine conditions. This fell between the average molecular weight of the fuel (199) 
% 8 and that of the lubricating oil (443 when fresh and 489 when aged).’° Radioactive 
g g tracer studies in a light-duty IDI diesel have shown that the oil was the origin of 
E s between 2 to 25 percent by mass of the total particulate and 16 to 80 percent of 
the extractable organic portion, the greatest percentages being measured at the 

eae als highest engine speed studied (3000 rev/min). All of the oil contribution appeared 

Ob Typical distributions of spherule diameter an in the extractable material. The contributions from the different individual com- 

rie decieee Cus volume.” pounds in the fuel have also been studied. All the compounds tested—paraffins, 
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tallites per spherule. The crystallites are arranged with their planes more or less 
parallel to the particle surface. This structure of unordered layers is called turbo- 
~ static. The spherules, 10 to 50 nm in diameter, are fused together to form par- 
ticles as shown in Fig. 11-40. A single spherule contains 10° to 10° carbon 
atoms.’° 73 

A surface area of about 200 m?/g has been measured for diesel soot. A 
smooth-surfaced 30-nm diameter sphere with a density of 2 g/cm? would have a 
surface/mass ratio of 100 m?/g, so the measured value is about twice the super- 
ficial area. Approximating a particle of agglomerated spherules by a single sphere 
of 200 nm diameter gives a surface/mass ratio of 15 m?/g.’° These data and esti- 
mates of superficial area per unit mass indicate that diesel soot has low porosity. 


SOLUBLE FRACTION COMPONENTS. The extractable organic fraction of diesel 
particulate emissions includes compounds that may cause health and 
environmental hazards. Thus chemical and biological characterization of the 
soluble organic fraction are important. Both soxhlet and sonification methods are 
used to extract the organic fraction from particulate samples. Because the partic- 
ulates are mixtures of polar and nonpolar components, full extraction requires 
different solvents; any one solvent is a compromise. Methylene chloride is the 
most commonly used extractant, however. Since a complex mixture of organic 
compounds is associated with diesel particulates, a preliminary fractionation 
scheme is used to group similar types of compounds before final separation and 
identification. The scheme most frequently used results in seven fractions gener- 
ally labeled as: basics, acidics, paraffins, aromatics, transitionals, oxygenates, and 
ether insolubles. Table 11.9 indicates the types of components in each fraction 
and the approximate proportions. The biological activity of the soluble organic 
fraction and its subfractions is most commonly assessed with the Ames 
Salmonella/microsomal test. With this test, a quantitative dose-response curve 
showing the mutagenicity of a sample compound is obtained. The Ames test uses 
a mutant strain of Salmonella typhimurium that is incapable of producing histi- 
dine. Mutagenicity is defined as the ability of a tested compound to revert— 
back-mutate—this bacterium to its wild state, where it regains its ability to 
produce histidine.>> 


FIGURE 11-40 
Lattice-imaging micrograph of a diesel particulat 


@,72 


olefins, and aromatics—contributed to the particulate emissions; as a group, aro- 
matics were the greatest contributors. Eighty percent of the carbon-14 used to tag 
individual fuel compounds was found in the insoluble fraction and 20 percent in 
the soluble particulate fraction.”* 

In addition to the elements listed in Table 11.8, trace amounts of sulfur, 
zinc, phosphorus, calcium, iron, silicon, and chromium have been found in parti- 
culates. Sulfur and traces of calcium, iron, silicon, and chromium are found in 
diesel fuel; zinc, phosphorus, and calcium compounds are frequently used in 
lubricating oil additives,’° 

A lattice image of a diesel particle is shown in Fig. 11-40; it suggests a 
concentric lamellate structure arranged around the center of each spherule. This 
arrangement of concentric lamellas is similar to the structure of carbon black. 
This is not surprising; the environment in which diesel soot is produced is similar 
to that in which oil furnace blacks are made. The carbon atoms are bonded 
together in hexagonal face-centered arrays in planes, commonly referred to as 
platelets. As illustrated in Fig. 11-41, the mean layer spacing is 0.355 nm (only 
slightly larger than graphite). Platelets are arranged in layers to form ceystalittes 
Typically, there are 2 to 5 platelets per crystallite, and on the order of 10° crys- 


115.3 Particulate Distribution within the 
Cylinder 


Measurements have been made of the particulate distribution within the com- 
bustion chamber of operating diesel engines. The results provide valuable infor- 
mation on the particulate formation and oxidation processes and how these 


: ic relate to the fuel distribution and heat-release development within the com- 
eed : Sp oae NON: bustion chamber. Techniques used to obtain particulate concentration data 
pr oe. 58 psi eaCURE ical include: use of rapid-acting poppet or needle valves which draw a small gas 
aif ne ae Sabainicture ot cathartic sample from the cylinder at a specific location and time for analysis (e.g., Refs. 21 
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TABLE 11-9 
Components of the soluble organic fraction®® 
Percent of 
Fraction Components of fraction total 
Acidic Aromatic or aliphatic 3-15 
Acidic functional groups 
Phenolic and carboxylic acids 
Basic Aromatic or aliphatic <1-2 
Basic functional groups 
Amines 
Paraffin Aliphatics, normal and branched 34-65 
Numerous isomers 
From unburned fuel and/or lubricant 
Aromatic From unburned fuel, partial combustion, and 3-14 
recombination of combustion products; from 
lubricants ; 


Single ring compounds 
Polynuclear aromatics 
Oxygenated Polar functional groups but not acidic or basic 7-15 
Aldehydes, ketones, or alcohols 
Aromatic phenols and quinones 
Transitional Aliphatic and aromatic 1-6 
Carbonyl functional groups 
Ketones, aldehydes, esters, ethers 
Insoluble Aliphatic and aromatic 6-25 
Hydroxyl and carbonyl groups 
High molecular weight organic species 
Inorganic compounds 
Glass fibers from filters 


and 74), optical absorption techniques (e.g., Refs. 75 and 76), and cylinder 
dumping where the cylinder contents are rapidly emptied into an evacuated tank 
at a preset time in the cycle (e.g., Ref. 77). Both DI and IDI engines have been 
studied. Of course, concentration data taken at specific locations in the cylinder 
during the engine cycle are not necessarily representative of the cylinder contents 
in general; nor do they represent the time history of a given mass of gas. The fuel 
distribution, mixing, and heat-release patterns in the cylinder are highly nonuni- 
form during the soot-formation process, and the details of gas motion in the 
vicinity of the sampling location as the piston changes position are usually 
unknown. 

In direct-injection diesel engines, the highest particulate concentrations are 
found in the core region of each fuel spray where local average equivalence ratios 
are very rich (see Secs. 10.5.6 and 10.7.2). Soot concentrations rise rapidly soon 
after combustion starts. Figure 11-42 shows a set of sample-valve soot- 
concentration data from a large (30.5-cm bore, 38.1-cm stroke), quiescent, direct- 
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FIGURE 11-42 

Particulate concentrations, in g/m? at standard temperature and pressure, in various regions of the 
fuel spray as a function of crank angle in quiescent D] diesel engine, measured with rapid sampling 
valve. Different sample valve locations in combustion chamber and spray indicated on left. Cylinder 
bore = 30.5 cm, stroke = 38.1 cm, r, = 12.9, engine speed = 500 rev/min, bmep = 827 kPa.”* 


injection diesel engine which illustrates these points.” The particulate 
concentrations on the fuel spray axis close to the injector orifice are remarkably 
high (~200 to 400 g/m? at standard temperature and pressure). This corresponds 
to a large fraction of the fuel carbon in the extremely rich fuel vapor core being 
sampled as particulate (as soot and condensed HC species). Such high particulate 
fractions of the local fuel carbon (~ 50 percent) have also been found in the very 
fuel rich cores of high-pressure liquid-fueled turbulent diffusion flames, Pyrolysis 
of the fuel is therefore an important source of soot. These very high local soot 
concentrations decrease rapidly once fuel injection ceases and the rich core mixes 
to leaner equivalence ratios. Soot concentrations in the spray close to the piston 
bowl outer radius and at the cylinder wall rise later, are an order of magnitude 
less, and decay more slowly. Away from the fuel spray core, soot concentrations 
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FIGURE 11-43 

Particulate concentrations at various distan 

from wall of prechamber in swirl-chamber [pH 

-10 TC 10 20 30 40 50 — diesel engine, measured with rapid sampling valy 
Engine speed = 1000 rev/min, injection at 17°. 

-~——+| le, di eae 

Injection Crank angle, deg BTC, ignition at 5° BTC.?! 


FIGURE 11-44 

Cylinder-average particle-number density N and 
particle-volume fraction F,, as a function of crank 
angle in IDI diesel engine determined from 


. . Olu « cylinder-dumping experiments. 1000 rev/min, 
decrease rapidly with increasing distance from the centerline. A useful compari- TC 10 20 30 40 50 “110 rt i $ =0.32, injection starts at 35° BTC. Gas 
son with these soot concentrations is the fuel concentration in a stoichiometric Crank angle, deg volumes at standard temperature and pressure.”7 


mixture, about 75 g fuel/m*. Approximate estimates of the mean soot concentra- 
tion inside the cylinder through the combustion process suggests that almost all 
(over 90 percent) of the soot formed is oxidized prior to exhaust. Similar results 
have been obtained in a small direct-injection engine with swirl.’”* 7° Peak soot 
concentrations in the outer regions of the fuel spray were comparable (~ 10 9/ 
m*). Measurements were not made in the spray core near the injector orifice; 
however, based on the equivalence ratio results in Fig. 10-46, soot concentrations 
would be expected to be lower due to the more rapid mixing with air that occurs 
with swirl. 
Similar data are available from sampling in the prechamber of an IDI swirl 
chamber engine?’ Figure 11-43 shows soot concentrations 2, 10, and 15mm 
from the wall of the prechamber. Equivalence ratio distributions from this study 
have already been shown in Fig. 11-17. Concentrations peak 5 to 10° ATC at 
levels ~2 g/m; these are substantially lower than DI engine peak soot concen- 
trations (presumably due to the more rapid mixing of fuel and air in the IDI 
engine). Concentrations in the prechamber at these locations then decrease sub- 
stantially. 
A better indication of average concentrations within the cylinder is given by @ 
total cylinder sampling experiments. Measurements of the total number of soot | 
particles and soot volume fraction through the combustion process have been 
made in an IDI passenger car diesel. The contents of the engine cylinder, at a - 
preselected point in the cycle, were rapidly expelled through a blowdown port, ; 
diluted, and collected in a sample bag. Figure 11-44 shows one set of results. 
Particles first appear shortly after the start of combustion (4 to 5° ATC). The | 
number density rises to a maximum at 20° ATC and then falls rapidly as a result 
of particle coagulation and, possibly, oxidation. The exhaust particulate number 
density is less than one-tenth of the peak value. The volume fraction soot data _ 
(soot mass concentration is proportional to volume fraction) show a much flatter 
maximum earlier in the combustion process and a decrease (due to oxidation) 
from 20 to 40° ATC to about one-third of the peak value. Oxidation apparently 
ceases at about 40° ATC at these conditions. 


11.5.4 Soot Formation Fundamentals 


The soot particles, whose characteristics have been described in the above two 
sections, form primarily from the carbon in the diesel fuel. Thus, the formation 
process starts with a fuel molecule containing 12 to 22 carbon atoms and an H/C 
ratio of about 2, and ends up with particles typically a few hundred nanometers 
in diameter, composed of spherules 20 to 30 nm in diameter each containing 
some 10° carbon atoms and having an H/C ratio of about 0.1. Most of the 
information available on the fundamentals of soot formation in combustion 
comes from studies in simple premixed and diffusion flames, stirred reactors, 
shock tubes, and constant-volume combustion bombs. A recent review®° sum- 
marizes the extensive literature available from such studies. Also, the production 
of carbon black requires a high yield of soot from pyrolysis of a hydrocarbon 
feedstock, and the literature from that field has much to contribute (see Ref. 81). 
However, the characteristics of diesel combustion which make it unsuitable for 
more fundamental studies—the high gas temperatures and pressures, complex 
fuel composition, dominance of turbulent mixing, the unsteady nature of the 
process, and the three-dimensional geometry—also make it difficult to interpret 
fundamental ideas regarding soot formation in the diesel context. There is much 
about the soot formation process in diesel engines, therefore, that is poorly and 
incompletely understood. 

Soot formation takes place in the diesel combustion environment at tem- 
peratures between about 1000 and 2800 K, at pressures of 50 to 100 atm, and 
with sufficient air overall to burn fully all the fuel. The time available for the 
formation of solid soot particles from a fraction of the fuel is in the order of 
milliseconds. The resulting aerosol—dispersed solid-phase particles in a gas—can 
be characterized by the total amount of condensed phase (often expressed as the 
soot volume fraction, F,, the volume of soot/total volume), the number of soot 
Particles per unit volume (N), and the size of the particles (e.g., average diameter 
4d). Fy, N, and d are mutually dependent [e.g., for spherical particles Fy = 
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(x/6)Nd?], and any two of these variables characterize the system. It is mos 
convenient to consider N and Fy, as the independent variables since they eac 
relate to the “ almost-separate ” stages of soot particle generation (the source 9 
N) and soot particle growth (the source of Fy). 
These stages can be summarized as follows:°° 


1. Particle formation, where the first condensed phase material arises from the 
fuel molecules via their oxidation and/or pyrolysis products. These products 
typically include various unsaturated hydrocarbons, particularly acetylene and 
its higher analogues (C,,H,), and polycyclic aromatic hydrocarbons (PAH), 
These two types of molecules are considered the most likely precursors of soot 
in flames. The condensation reactions of gas-phase species such as these lead 
to the appearance of the first recognizable soot particles (often called nuclei), 
These first particles are very small (d <2 nm) and the formation of large 
numbers of them involve negligible soot loading in the region of their forma- 


tion. 
. Particle growth, which includes both surface growth, coagulation, and aggre- 
gation. Surface growth, by which the bulk of the solid-phase material is gener- 
ated, involves the attachment of gas-phase species to the surface of particles 
and their incorporation into the particulate phase. Figure 11-45, where the log 
of the molecular weight of a species is plotted against its hydrogen mole frac- 
tion Xq, illustrates some important points about this process. Starting with a 
fuel molecule of X, 2 0.5 it is apparent that neither purely polyacetylene chain 


Paraffins 


log (molar mass) 


FIGURE 11-45 


. . s 80 
Paths to soot formation on plot of species molecular weight M versus hydrogen mole fraction X,- 
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growth nor purely PAH growth would lead to soot particles which have X, in 
the range 0.1 to 0.2. What is required is condensation of species with the right 
hydrogen content, or condensation of species with higher hydrogen content 
followed by dehydrogenation, or a combination of both these processes. Obvi- 
ously some polyacetylenes and some PAH can satisfy these requirements, as 
can saturated platelets (e.g., C,,H27; see Sec. 11.5.2). Surface growth reactions 
lead to an increase in the amount of soot (F,) but the number of particles (N) 
remains unchanged. The opposite is true for growth by coagulation, where the 
particles collide and coalesce, which decreases N with F, constant. Once 
surface growth stops, continued aggregation of particles into chains and clus- 
ters can occur. 


These stages of particle generation and growth constitute the soot forma- 
tion process. At each stage in the process oxidation can occur where soot or soot 
precursors are burned in the presence of oxidizing species to form gaseous pro- 
ducts such as CO and CO,. The eventual emission of soot from the engine will 
depend on the balance between these processes of formation and burnout. The 
emitted soot is then subject to a further mass addition process as the exhaust 
gases cool and are diluted with air. Adsorption into the soot particle surface and 
condensation to form new particles of hydrocarbon species in the exhaust gases 
occurs in the exhaust system and in the dilution tunnel which simulates what 
happens in the atmosphere. Figure 11-46 illustrates the relationship between 
these processes.’° Although they are illustrated as discrete processes, there is 
some overlap, and they may occur concurrently in a given elemental mixture 
region within the diesel combustion chamber. Of course, due also to the non- 
homogeneous nature of the mixture and the duration of fuel injection and its 
overlap with combustion, at any given time different processes are in progress in 
different regions or packets of fluid. The fundamentals of each of these processes 
will now be reviewed. 


Dehydrogenation 
Oxidation 


Cylinder ———_—_—_— 


Dehydrogenation 
Oxidation 
Q 
FS 
“ce 
Adsorption and 3 
Hydrocarbons condensation § FIGURE 11-46 


Processes leading to net production of 
diesel particulates.7° 
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SOOT PARTICLE FORMATION. Empirically, it has been found useful to define. 
the composition of the fuel-oxidizer mixture at the onset of soot formation in 
flames by the carbon/oxygen ratio. Equilibrium considerations indicate that soot 
formation should occur when, in 

a 
2 


m becomes larger than 2y: i.e. the C/O ratio exceeds unity. The corresponding | 
fuel/air equivalence ratio is given by 


C 
o= (Eu + 6) 


where 6=n/(4m); is 3 for (C/O) =1, with n/m=2. The experimentally 
observed critical C/O ratios are less than unity, however, varying with fuel com- 
position and details of the experimental setup from about 0.5 to 0.8. The critical 
C/O ratio for soot formation increases with increasing temperature but is only 
weakly dependent on pressure. Beyond the carbon formation limit, the yield of 
soot increases rapidly with increasing C/O ratio and is strongly enhanced by 
increasing pressure.®° 

It is obvious that soot formation is a nonequilibrium process. Yet despite 
decades of study, the precise details of the chemistry leading to the establishment 
of soot nuclei still elude investigators. Several different theories have been 
advanced to explain the pyrolysis process—the extensive decomposition and 
atomic rearrangement of the fuel molecules—that culminates in nucleation. 
Reviews of these theories can be found in Refs. 73, 80, and 81. Often-cited mecha- 
nisms are thermal cracking that results in fragmentation of fuel molecules into 
smaller ones, condensation reactions and polymerization that result in larger 
molecules, and dehydrogenation that lowers the H/C ratio of the hydrocarbons 
destined to become soot. Three different paths to the production of soot appear 
to exist, depending on the formation temperature. At the lowest temperatures 
(<1700 K) only aromatics or highly unsaturated aliphatic compounds of high 
molecular weight are very effective in forming solid carbon through pyrolysis. At 
intermediate temperatures typical of diffusion flames (2 1800 K), all normally 
used hydrocarbon fuels produce soot if burned at sufficiently rich stoichiometry, 
but appear to do so by following a different path. At very high temperatures, 
above the range of interest for diesel combustion, a third nucleation process 
seems likely that involves carbon vapor.”° 

A simple mechanistic model for nucleation in the low and intermediate tem- 
perature ranges which has considerable experimental support for its basic fea- 
tures has been advanced by Graham et al.®? It is illustrated in Fig. 11-47. At low 
temperatures, an aromatic hydrocarbon can produce soot via a relatively fast 
direct route that involves condensation of the aromatic rings into a graphitelike 
structure. Above about 1800 K, however, a slower, less-direct route is favored 
that entails ring breakup into smaller hydrocarbon fragments. These fragments 
then polymerize to form larger unsaturated molecules that ultimately produce 


C,H, + yO. > 2,CO + = H, + (m— 2y)Cs (11.35) 


(11.36) 
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FIGURE 11-47 

Mechanistic model for formation of soot 
from aromatic and aliphatic hydrocarbon 
compounds. 7° 


soot nuclei. Aliphatic molecules can only follow this latter less-direct route. 
Experimental measurements in flames suggest that polyunsaturated hydrocarbon 
compounds are involved in nucleation, and acetylenes and polyacetylenes have 
been detected that decrease in concentration as the mass of carbon formed 
increases. Such observations fit the indirect path in Fig. 11-47. Results of studies 
of pyrolysis of benzene between 1300 and 1700 K support a physical conden- 
sation mechanism for the low-temperature path. This mechanism begins with the 
transformation of the initial hydrocarbon into macromolecules by a gas-phase 
reaction. The partial pressure of these macromolecules grows until supersatu- 
ration becomes sufficient to force their condensation into liquid microdroplets. 
These become nuclei, and subsequently formed gaseous macromolecules then 
contribute to nuclei growth.”° 


SOOT PARTICLE GROWTH. Nucleation produces a large number of very small 
particles with an insignificant soot loading. The bulk of the solid-phase material 
is generated by surface growth, which involves the gas-phase deposition of hydro- 
carbon intermediates on the surfaces of the spherules that develop from the 
nuclei, A qualitative description of the changes that occur as a function of time in 
a premixed flame during nucleation and surface growth is shown in Fig. 11-48. 
The soot fraction F,, in units of soot volume per unit volume of gas, is related to 
the number density N and the volume-mean diameter of the soot particles by 
14 
Fy = é Nd (11.37) 
d is the actual diameter of the spherules, or the diameter of a sphere of equivalent 
volume to an agglomerated particle. The rate of change of particle number 
density with time t can be written 
aN. 


=N,-—N, 
t 


(11.38) 


g 
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sion and surface growth rates have diminished, the resulting particles resemble a 
cluster in which the original spherules retain much of their individual identity. 
After surface growth essentially ceases, continued coalescence of the soot particles 
results in the formation of chainlike structures of discrete spherules. This suggests 
electrostatic forces are significant. Positive charge measured on thesé particle 
chains is claimed to be the cause of their chainlike structure.”® 73 This latter 
coalescence once surface growth ceases is termed aggregation. 

It has been shown experimentally that during coagulation the rate of 
decrease of particle number density was proportional to the product of a coagu- 
lation coefficient and the square of the number density: 


Soot volume fraction F,, particle sized, 
PS particle number density N, hydrogen/carbon ratio 


FIGURE 11-48 
Variation in soot volume fraction Fy, particle 
number density N, particle size d, and soot 
hydrogen/carbon ratio with time in a flame.”° 


— > = KN? (11.39) 


This is the Smoluchowski equation for coagulation of a liquid colloid. Based on 
brownian motion, this equation is applicable when the Knudsen number (ratio of 
mean free path to particle diameter) exceeds 10. K depends on such factors as 
particle size and shape, size distribution, and the temperature, pressure, and 
density of the gas. Equation (11.39) has been used to predict coagulation rates in 


where N,, is the rate at which fresh nuclei appear and N, is the rate of agglomer- 
ation of spherules or particles that collide and stick. At the peak of the N curve, 
N, =N,. To the left of the peak, N, > N,, the particle diameter remains essen- @ low-pressure sooting flames.’* *° It has also been modified so that it applies 
tially constant at the minimum detectable diameter and the (small) rise in soot a | where the particle size and mean free path are comparable by using a more 
volume is dominated by nucleation. To the right of the peak in the N curve, ‘complex expression for K (see Ref. 83). These studies show that under conditions 
N,>N,. The number of agglomerating collisions is high because of the high | approximating those in engine flames, the fraction of the initial number density 
number density; at the same time nucleation ends because there is enough diss 4 | Nj remaining at time ¢ is given approximately by 
persed surface area for gaseous deposition of hydrocarbon intermediates so the | 
probability of generating new nuclei falls to zero. With nucleation halted slightly 
to the right of the N curve peak, all the subsequent increase in soot volume 
fraction (the majority) stems from surface growth. To the right of the N curve 
peak, the number density falls in the case illustrated by three orders of magni- 
tude. This is the result of agglomeration, which is responsible for a portion of the 
increase in particle diameter. Agglomeration does not contribute to the rise in 
soot volume fraction, Fy. Surface growth that takes place on nuclei and on 
spherules is responsible for forming the concentric shells (somewhat distorted and 
warped) that constitute the outer portions of spherules and which are distinct 
from the less-organized spherule center (see Figs. 11-40 and 11-41). Surface 
growth on agglomerated particles may partly fill in the crevices at the junciurts 
of adjoining spherules to provide the nodular structure evident in Fig. 11-40. 
Once particles have formed, interparticle collisions can lead to agglomer- 
ation, thereby decreasing the number of particles and increasing their size. Three 
types of agglomeration have been identified in soot formation. During the early 
stages of particle growth, collision of two spherical particles may result in their 
coagulation into a single spheroid. This is easy to visualize in hydrocarbon pyrol- 
ysis where the beginnings of a soot particle may have the viscosity of a tarry & 
liquid.7° Also, when the individual particles are small, rapid surface growth will 
quickly restore the original spherical shape.’* This process occurs up to diam- 
eters of about 10 nm. On the other hand, if spherules have solidified before colli- 


Bs = (KNot)7? (11.40) 
No 

Thus as t increases, N/No decreases rapidly. Although these coagulation calcu- 
lations are simplistic (in that many of the assumptions made are not strictly valid 
since soot particles are not initially distributed homogeneously in the combustion 
space, they are not monodisperse, and surface growth and oxidation may be 
« taking place during agglomeration), an overall conclusion is that the rate of coag- 
- ulation of spherules and particles to larger particles is very sensitive to number 
density. Thus the number of particles decreases rapidly with advancing crank 
angle in the diesel engine during the early part of the expansion process (see Fig. 
11-44) and agglomeration is essentially complete well before the exhaust valve 
opens. 

Throughout the soot formation process in a flame, the H/C ratio of the 
hydrocarbons formed in the pyrolysis and nucleation process and of the soot 
particles continually decreases. The H/C ratio decreases from a value of about 2, 
typical of common fuels, to of order 1 in the youngest soot particles that can be 
sampled, and then to 0.2 to 0.3 once surface growth has ceased in the fully 
agglomerated soot.®° The latter stages of this process are indicated in Fig. 11-48. 
The addition of mass to the soot particles occurs by reaction with gas-phase 
molecules. The reacting gas-phase hydrocarbons appear to be principally acety- 
lenes, with larger polymers adding faster than the smaller. Small polyacetylenes 
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undergo further polymerization in the gas phase, presumably by the same mecha 
nism leading to nucleation. As a result of preferential addition of the larger poly. | 
mers, the H/C ratio of the particles decreases toward its steady-state value. Thus - 
most of the polyacetylenes added must be of very high molecular weight or dehy. 
drogenation must also take place.’* °° 


11.5.5 Soot Oxidation 


In the overall soot formation process, shown schematically in Fig. 11-46, oxida- 
tion of soot at the precursor, nuclei, and particle stages can occur. The engine 
cylinder soot-concentration data reviewed in Sec. 11.5.3 indicate that a large frac- 
tion of the soot formed is oxidized within the cylinder before the exhaust process 
commences. In the discussion of diesel combustion movies in Sec. 10.3.1, dark 
brown regions were observed in the color photographs (see color plate, Fig. 
10-4); these were interpreted as soot particle clouds, and were seen to be sur- 
rounded by a diffusion flame which appeared white from the luminosity of the 
high-temperature soot particles consumed in this flame. As air mixed with this 
soot-rich region, the white flame eradicated the dark soot clouds as the particles 
were burned up. haces 
In general, the rate of heterogeneous reactions such as the oxidation of soot 
depends on the diffusion of reactants to and products from the surface as well as 
the kinetics of the reaction. For particles less than about 1 ym diameter, diffu- 
sional resistance is minimal. The soot oxidation process in the diesel cylinder is 
kinetically controlled, therefore, since particle sizes are smaller than this limit. 
There are many species in or near the flame that could oxidize soot: examples are 
O,, O, OH, CO,, and H,0. Recent reviews of soot formation’® 73: ®° have con- 
cluded that at high oxygen partial pressures, soot oxidation can be correlated 
with a semiempirical formula based on pyrographite oxidation studies. For fuel- 
rich and close-to-stoichiometric combustion products, however, oxidation by OH 
has been shown to be more important than O, attack, at least at atmospheric 
pressure. rn wl 
It is argued on the basis of structural similarities that the rates of oxidation 
of soot and of pyrographites should be the same. This is a significant simplifica- 
tion. It has proved difficult to follow the oxidation of soot aerosols in flames, and 
if care is taken to avoid diffusional resistance, studies of bulk samples of pyro- 
graphite can then be used as a basis for understanding soot oxidation. The ad 
empirical formula of Nagle and Strickland-Constable has been shown"" to 
correlate pyrographite oxidation for oxygen partial pressures Po, <1 atm and 
temperatures between 1100 and 2500 K. This formula is based on the concept 
that there are two types of sites on the carbon surface available for O2 attack. 
For the more reactive type A sites, the oxidation rate is controlled by the fraction 
of sites not covered by surface oxides (and therefore is of mixed order, between 0 : 
and 1 in po,). Type B sites are less reactive, and react at a rate which is first order - 
in Po,. A thermal rearrangement of A sites into B Sites is also allowed (with rate 
constant k;). A steady-state analysis of this mechanism gives a surface mass 0X1 
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TABLE 11.10 
Rate constants for Nagle and Strickland- 
Constable soot oxidation mechanism®* 


Rate constant Units 


k, = 20 exp (— 15,100/T) g/cm?-s- atm 
ky = 4.46 x 1073 exp (—7640/T) —g/cm?-s- atm 
ky = 1.51 x 10° exp (—48,800/T) g/cm? s 

kz, = 21.3 exp (2060/7) atm~! 


dation rate w (g C/cm?-s): 
(11.41) 


where x is the fraction of the surface occupied by type A sites and is given by 


-1 
x=(1 + ts ) 
Po. ks 


The empirical rate constants determined by Nagle and Strickland-Constable for 
this model are listed in Table 11.10. According to this mechanism, the reaction is 
first order at low oxygen partial pressures, but approaches zero order at higher 
pressures. At a given oxygen pressure, the rate initially increases exponentially 
with temperature (equivalent activation energy is k,/kz or 34,100 cal/mol). 
Beyond a certain temperature the rate decreases as the thermal rearrangement 
favors formation of less reactive B sites. When, at sufficiently high temperature, 
the surface is completely covered with B sites, the rate is first order in oxygen 
partial pressure and increases again with temperature.®° 

Park and Appleton®* have compared this formula with oxidation rate data 
obtained from pyrographite samples, carbon black particles, and with the avail- 
able flame soot oxidation data. Figure 11-49 shows both the soot oxidation rate 
predicted by Eqs. (11.41) and (11.42) as a function of temperature and oxygen 
partial pressure, and the above-mentioned data. The formula correlates the data 
shown to within a factor of 2. Under diesel engine conditions, the O, partial 
pressure can be high (~ several atmospheres), as can the temperatures of close-to- 
stoichiometric mixtures (< 2800 K). 

Equations (11.41) and (11.42) have been used to estimate the amount of soot 
that can be oxidized in a typical IDI diesel engine. It was assumed that soot was 
present in stoichiometric combustion products at selected times in the cycle and 
that mixing with air leaned out the burned gas mixture at different rates until the 
overall fuel/air equivalence ratio was reached. The surface recession rate during 
this process was computed. Figure 11-50 shows sample results at an engine speed 
of 1600 rev/min and an overall cylinder equivalence ratio of 0.58. Fast, interme- 
diate, and slow mixing occurred in 30, 70, and 140°, respectively. The surface 
recession rate rises to a maximum as po, increases and then decreases as the 


(11.42) 
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FIGURE 11-49 ; 
Specific soot oxidation rate measurements and predictions as a function of temperature and oxygen 
partial pressure.®* 


falling gas temperature more than offsets the increasing oxygen concentration. 
While the shape of the recession rate versus time curves depends on the mixing 
rate, the total amount of carbon burned (the area under each curve in Fig. 
11-50b) is about the same (0.1 yg/mm?). However, the point in the cycle at which 
the soot-containing burned gas mixture passes through stoichiometric is much 
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FIGURE 11-50 
Soot particle burnup rate in diesel combustion environment: (a) in early- and late-burned fuel-air 
elements with intermediate mixing rate; (b) for fast and slow mixing for early-burning elements.®* 


more important. For the late mixing element shown (mixing lean of stoichiomet- 
ric at 40° ATC), the total carbon mass oxidized is only 40 percent of that for the 
early mixing calculation. This is due primarily to the decreasing gas temperatures 
as the expansion stroke proceeds, and not the longer time available for burnup.®* 

For a spherical particle, the mass burning rate w (g/cm?-s) can be con- 
verted to a surface recession rate using 


dt p 


where p is the density (+2 g/cm’). The integrated values of w(t) when divided by 
p then give the maximum radius of a soot particle that can be burned up. Inte- 
grated values of 0.1 wg/mm? (estimated for TC start of burnup) correspond to a 
radius of about 50 nm or diameter of 100 nm. Individual spherule diameters are 
about 30 nm, so soot which mixes with air early in the expansion stroke is likely 
to be fully burned. Thus the soot present in the exhaust would be expected to 
come from regions which mix with air too late for the oxidation rate to be suffi- 
cient for particle burnup. 

Agglomeration will have an indirect influence on the amount of soot oxi- 
dized through its effect on surface area. In the limiting case of a spherical cluster, 
n monodisperse spherules (10 < n < 100) can be imagined as compacted into a 
single solid sphere of equal volume. Alternatively, the same n spherules can be 
imagined compacted into a cylinder of diameter equal to that of the original 
spherules. Since oxidative attack is essentially an exterior surface phenomenon, 
the surface/volume ratio is the appropriate measure of the effect of particle shape 
on soot mass burnup rate. It can be shown that the surface/volume ratios for the 
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single sphere, cylinder, and individual spherule are in the ratio n~'/?, 4, and 1, 


respectively. Thus agglomeration will decrease the relative oxidation rate. In the 
limit spherical clusters are less desirable than a chain; the larger the cluster the 
bigger the relative reduction in surface area. However, the densely packed spher. 
ule limit does not appear to be approached in practice. A specific surface area, of - 
about 200 m?/g for diesel soot, has been measured.®> A smooth-surfaced 30-nm — 
diameter spherule with a 2-g/cm* density has a surface/mass ratio of 100 m?/g. 
the measured value is about twice this value, indicating low porosity and an 
agglomerate structure which is loosely rather than densely packed.®* 

Equation (11.41) shows a maximum recession rate in combustion products 
corresponding to a fuel/air equivalence ratio of about 0.9. Recent evidence shows 
that in an atmospheric pressure environment with rich and close-to- 
stoichiometric combustion products where O, mole fractions are low, oxidation 
by OH radical attack is much more significant than oxidation by O or O,. The 
OH radical may be important in oxidizing soot in the flame zone under close-to- 
stoichiometric conditions. 


11.5.6 Adsorption and Condensation 


The final process in the particulate formation sequence illustrated in Fig. 11-46 is 
adsorption and condensation of hydrocarbons. This occurs primarily after the 
cylinder gases have been exhausted from the engine, as these exhaust gases are 
diluted with air. In the standard particulate mass emission measurement process 
this occurs in a dilution tunnel which simulates approximately the actual atmo- 
spheric dilution process. A diluted exhaust gas sample is filtered to remove the 
particulate. After equilibrating the collection filter at controlled conditions to 
remove water vapor, the particulate mass is obtained by weighing. In the pre- 
scribed EPA procedure, the filter temperature must not exceed 52°C. For a given 
exhaust gas temperature, the filter (and sample) temperature depends on the dilu- 
tion ratio, as shown in Fig. 11-51. 

The effect of the dilution ratio (and the dependent sample temperature) on 
collected particulate mass is shown in Fig. 11-52 for a standard dilution tunnel, 


Sample temperature, K 


FIGURE 11-51 
Effect of exhaust gas dilution ratio on the temperature 
of the collected particulate sample as a function of 
engine exhaust temperature T,.”° 
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FIGURE 11-52 

Typical effect of dilution ratio on particulate mass 
emission and its partitioning between extractable 
and nonextractable fractions.’° 
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where the total sample is partitioned into extractable and nonextractable frac- 
tions. The nonextractable fraction is the carbonaceous soot generated during 
combustion and is not affected by the dilution process. With no dilution (dilution 
ratio of unity) the difference between the total and nonextractable mass is small; 
the bulk of the extractable fraction is acquired after the exhaust gas is mixed with 
dilution air. Extensive studies of this dilution process have shown that both 
adsorption and condensation occur. Adsorption involves the adherence of mol- 
ecules of unburned hydrocarbons to the surfaces of the soot particles by chemical 
or physical (van der Waals) forces. This depends on the fraction of the available 
particle surface area occupied by hydrocarbons and on the partial pressure of the 
gaseous hydrocarbons that drives the adsorption process. As the dilution ratio 
increases from unity, the effect of decreasing temperature on the number of active 
sites dominates and, as shown in Fig. 11-52, the extractable fraction increases. At 
high dilution ratios, the sample temperature becomes insensitive to the dilution 
ratio (see Fig. 11-51) but the decreasing hydrocarbon partial pressure causes the 
extractable mass to fall again. Condensation will occur whenever the vapor pres- 
sure of the gaseous hydrocarbon exceeds its saturated vapor pressure. Increasing 
dilution decreases hydrocarbon concentrations and hence vapor pressure. 
However, the associated reduction in temperature does reduce the saturation 
pressure. High exhaust concentrations of hydrocarbons are the conditions where 
condensation is likely to be most significant, and the hydrocarbons most likely to 
condense are those of low volatility. Sources of low-volatility hydrocarbons are 
the high-boiling-point end of the fuel, unburned hydrocarbons that have been 
pyrolyzed but not consumed in the combustion process, and the lubricating oil.”° 

Experiments with a passenger car IDI diesel, where the oil was tagged with 
a radioactive tracer, have shown that the oil can contribute from 2 to 25 percent 
of the total particulate mass, with the greatest contribution occurring at high 
speed. On average, over half of the extractable mass was traceable to the oil. All 
the material traceable to the oil was found in the extractable fraction, indicating 
that the oil did not participate in the combustion process. However, the oil is not 
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always a significant contributer: in another engine, fuel was the dominant source 


method. The accumulation of mass within the trap and the increase in exhaust 
of extractable material.”° 71 


manifold pressure during trap operation are major development problems. Diesel 
particulates, once trapped, can be burned up either by initiating oxidation within 
the trap with an external heat source or by using a trap which contains cata- 
lytically active material. The operation of particulate traps is reviewed briefly in 
Sec. 11.6.4. 


116 EXHAUST GAS TREATMENT 
11.6.1 Available Options 


Our discussion so far has focused on engine emissions. Further reductions in 
emissions can be obtained by removing pollutants from the exhaust gases in the 
engine exhaust system. Devices developed to achieve this result include catalytic 
converters (oxidizing catalysts for HC and CO, reducing catalysts for NO,, and 
three-way catalysts for all three pollutants), thermal reactors (for HC and CO), 
and traps or filters for particulates. 

The temperature of exhaust gas in a spark-ignition engine can vary from 
300 to 400°C during idle to about 900°C at high-power operation. The most 
common range is 400 to 600°C. Spark-ignition engines usually operate at fuel/air 
equivalence ratios between about 0.9 and 1.2 (see Sec. 7.1). The exhaust gas may 
therefore contain modest amounts of oxygen (when lean) or more substantial 
amounts of CO (when rich). In contrast, diesel engines, where load is controlled 
by the amount of fuel injected, always operate lean. The exhaust gas therefore 
contains substantial oxygen and is at a lower temperature (200 to 500°C). 
Removal of gaseous pollutants from the exhaust gases after they leave the engine 
cylinder can be either thermal or catalytic. In order to oxidize the hydrocarbons 
in the gas phase without a catalyst, a residence time of order or greater than 
50 ms and temperatures in excess of 600°C are required. To oxidize CO, tem- 
peratures in excess of 700°C are required. Temperatures high enough for some 
homogeneous thermal oxidation can be obtained by spark retard (with some loss 
in efficiency) and insulation of the exhaust ports and manifold. The residence 
time can be increased by increasing the exhaust manifold volume to form a 
thermal reactor (see Sec. 11.6.3). However, this approach has limited application. 

Catalytic oxidation of CO and hydrocarbons in the exhaust can be 
achieved at temperatures as low as 250°C. Thus effective removal of these pol- 
lutants occurs over a much wider range of exhaust temperatures than can be 
achieved with thermal oxidation. The only satisfactory method known for the 
removal of NO from exhaust gas involves catalytic processes. Removal of NO by 
catalytic oxidation to NO, requires temperatures <400°C (from equilibrium 
considerations) and subsequent removal of the NO, produced. Catalytic reaction 
of NO with added ammonia NH, is not practical because of the transient varia- 
tions in NO produced in the engine. Reduction of NO by CO, hydrocarbons, or 
H, in the exhaust to produce N, is the preferred catalytic process. It is only 
feasible in spark-ignition engine exhausts. Use of catalysts in spark-ignition 
engines for CO, HC, and NO removal has become widespread. Catalysts are 
discussed in Sec. 11.6.2. 

Particulates in the exhaust gas stream can be removed by a trap. Due to the 
small particle size involved, some type of filter is the most effective trapping 


11.6.2 Catalytic Converters 


The catalytic converters used in spark-ignition engines consist of an active cata- 
lytic material in a specially designed metal casing which directs the exhaust gas 
flow through the catalyst bed. The active material employed for CO and HC 
oxidation or NO reduction (normally noble metals, though base metals oxides 
can be used) must be distributed over a large surface area so that the mass- 
transfer characteristics between the gas phase and the active catalyst surface are 
sufficient to allow close to 100 percent conversion with high catalytic activity. 
The two configurations commonly used are shown in Fig. 11-53. One system 
employs a ceramic honeycomb structure or monolith held in a metal can in the 
exhaust stream. The active (noble metal) catalyst material is impregnated into a 
highly porous alumina washcoat about 20 ym thick that is applied to the pas- 
sageway walls. The typical monolith has square-cross-section passageways with 
inside dimensions of ~1 mm separated by thin (0.15 to 0.3 mm) porous walls. 
The number of passageways per square centimeter varies between about 30 and 
60. The washcoat, 5 to 15 percent of the weight of the monolith, has a surface 
area of 100 to 200 m?/g. The other converter design uses a bed of spherical 
ceramic pellets to provide a large surface area in contact with the flow. With 
pellet catalysts, the noble metal catalyst is impregnated into the highly porous 
surface of the spherical alumina pellets (typically 3 mm diameter) to a depth of 
about 250 um. The pellet material is chosen to have good crush and abrasion 
resistance after exposure to temperatures of order 1000°C. The gas flow is 
directed down through the bed as shown to provide a large flow area and low 
pressure drop. The gas flow is turbulent which results in high mass-transfer rates; 
in the monolith catalyst passageways, it is laminar. 


OXIDATION CATALYSTS. The function of an oxidation catalyst is to oxidize CO 
and hydrocarbons to CO, and water in an exhaust gas stream which typically 
contains ~ 12 percent CO, and H,O, 100 to 2000 ppm NO, ~20 ppm SO,, 1 to 
5 percent O,, 0.2 to 5 percent CO, and 1000 to 6000 ppm C, HC, often with 
small amounts of lead and phosphorus. About half the hydrocarbons emitted by 
the SI engine are unburned fuel compounds. The saturated hydrocarbons (which 
comprise some 20 to 30 percent) are the most difficult to oxidize. The ease of 
oxidation increases with increasing molecular weight. Sufficient oxygen must be 
Present to oxidize the CO and HC. This may be supplied by the engine itself 
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FIGURE 11-53 - : a 
Catalytic converters for spark-ignition engine emission control: (a) monolith design; (6) pellet: 

design.®? 
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running lean of stoichiometric or with a pump that introduces air into the 
exhaust ports just downstream of the valve. Venturi air addition into the exhaust 
port using the pressure pulsations generated by the exhaust process can also be 
used to add the required air. 

Because of their high intrinsic activity, noble metals are most suitable as the 
catalytic material. They show higher specific activity for HC oxidation, are more 
thermally resistant to loss of low-temperature activity, and are much less deacti- 
vated by the sulfur in the fuel than base metal oxides. A mixture of platinum (Pt) 
and palladium (Pd) is most commonly used. For the oxidation of CO, olefins, 
and methane, the specific activity of Pd is higher than that of Pt. For the oxida- 
tion of aromatic compounds, Pt and Pd have similar activity. For oxidation of 
paraffin hydrocarbons (with molecular size greater than C;), Pt is more active 
than Pd. Pure noble metals sinter rapidly in the 500 to 900°C temperature range 
experienced by exhaust catalysts. Since catalytic behavior is manifested exclu- 
sively by surface atoms, the noble metals are dispersed as finely as possible on an 
inert support such as y-A,0, which prevents particle-to-particle metal contact 
and suppresses sintering. The particle size of the noble metal particles in a fresh 
catalyst is less than 50 nm. This can increase to ~ 100 nm when the catalyst is 
exposed to the high temperatures of the exhaust in vehicle operation. Typical 
noble metal concentrations in a commercial honeycomb catalyst are between 1 
and 2 g/dm? of honeycomb volume, with Pt/Pd =2 on a weight basis. As a 
rough rule of thumb, the ceramic honeycomb volume required is about half the 
engine displaced volume. This gives a space velocity through the converter 
(volume flow rate of exhaust divided by converter volume) over the normal 
engine operating range of 5 to 30 per second.®® 

The conversion efficiency of a catalyst is the ratio of the rate of mass 
removal in the catalyst of the particular constituent of interest to the mass flow 
rate of that constituent into the catalyst: e.g., for HC, 


Myc in Myc, out Myc out 
1a = => Sl (11.43) 
ad Muc, in Muc, in 


The variation of conversion efficiency of a typical oxidizing catalytic converter 
with temperature is shown in Fig. 11-54. At high enough temperatures, the 
steady-state conversion efficiencies of a new oxidation catalyst are typically 98 to 
99 percent for CO and 95 percent or above for HC. However, the catalyst is 
ineffective until its temperature has risen above 250 to 300°C. The term light-off 
temperature is often used to describe the temperature at which the catalyst 
becomes more than 50 percent effective. 

The above numbers apply to fresh noble metal oxidation catalysts; as cata- 
lysts spend time in service their effectiveness deteriorates. Catalysis involves the 
adsorption of the reactants onto surface sites of high activity, followed by chemi- 
cal reaction, then desorption of the products. Catalyst degradation involves both 
the deactivation of these sites by catalyst poisons and a reduction in the effective 
area of these sites through sintering. Poisoning affects both the warm-up and 
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steady-state performance of the catalyst. When poisoning occurs, catalytic actiy- 
ity is impeded through prolonged contact with interfering elements that either 
physically block the active sites or interact chemically with the active material. 
The lead in fuel antiknock agents and the phosphorus in oil additives are the 
most important poisons. Though lead antiknock agents are not added to the 
gasoline used with catalyst-equipped vehicles, this “unleaded” fuel can be con- 
taminated with small amounts (~10 mg Pb/dm%) from the fuel distribution 
system. Between 10 and 30 percent of the lead in the fuel ends up on the catalyst. 
Its effect on catalyst conversion efficiency depends on the amount of lead on the 
catalyst, as shown in Fig, 11-55. Lead depresses the catalytic oxidation of HC to 
a greater extent than oxidation of CO. The oxidation activity of saturated hydro- 
carbons is particularly depressed. The extent of the poisoning that results from 
traces of critical elements in the fuel and oil depends on which elements are 
present and the amounts absorbed, as well as the composition of the catalyst and 
its operating conditions (especially its temperature).°* Sintering is promoted by 
exposure of the catalyst to high operating temperatures. It involves the migration 
and agglomeration of sites, thus decreasing their active surface area. Sintering 
slows warm-up but has minimal effect on the steady-state conversion efficiency. 

The oxidation kinetics of CO over Pt and Pd noble metal catalysts can be 
described by 


da{CO] _ 
dt 


= K,Pco Pop 
(1 + Ko Pco + K3 Puc) (1 + Ka PRo) 


(11.44) 


where K, to K, and n are constants at any given temperature, and Pco, Po,» Puc> 
and pyo are the partial pressures of carbon monoxide, oxygen, hydrocarbons, and 
nitric oxide, respectively. A similar relationship can be written for the olefinic and 
aromatic HC oxidation rate (these being the most reactive hydrocarbons). These 
relationships incorporate the fact that the rates of CO and HC oxidation are 
inhibited by high CO and reactive HC concentrations, and that NO concentra- 
tions in the range 0 to 1000 ppm strongly inhibit oxidation also. The oxidation 
rate of paraffin hydrocarbons varies with the first power of the HC partial pres- 
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sure, is inhibited by CO, olefins, and NO, and increases as the O, partial pressure 
is decreased to near-stoichiometric values.®* 

It will be apparent from the above that two extremely important consider- 
ations for successful use of catalysts for automotive applications are the test pro- 
cedure that is used to measure emissions and the methods used to determine if 
the catalyst has the required durability. The U.S. Federal Test Procedure requires 
that the vehicle under test be at a temperature of 16 to 30°C for 12 hours prior to 
the test and that emissions are measured from the time the ignition key is turned 
on until the test has ended. In spark-ignition engines the mixture fed into the 
engine during start-up is enriched substantially (carburetors have a choke to 
accomplish this; additional fuel is injected with port or manifold fuel injection). 
The rationale is that if sufficient fuel is added to the inlet air, enough will evapo- 
rate to start the engine. However, until the rest of the fuel is consumed, the engine 
then runs rich and emits high concentrations of CO and HC. The catalyst is cold 
at this time, and until it warms up, these emissions will pass through without 
reaction. It is important that the catalyst be brought to its light-off temperature 
as quickly as possible (preferably in less than 60 s) and that mixture enrichment 
during start-up be held to a minimum. Thus catalysts should have low thermal 
inertia for rapid warm-up and low light-off temperatures for CO and HC, so they 
become effective quickly. The closer they are placed to the engine the faster they 
will reach light-off. However, they will then experience higher temperatures when 
fully warmed up and so be more susceptible to thermal degradation. While it is 
not too difficult to prepare catalysts that are highly effective when fresh, it is 
much more difficult to maintain effectiveness over extended mileage (50,000 miles) 
in which the catalyst is exposed to high temperatures and catalyst poisons. These 
can degrade both cold-start and warmed-up performance. Also, catalyst dura- 
bility is affected by engine durability. Any engine malfunction that will expose the 
catalyst to excessive amounts of unburned fuel (such as ignition failure, misfire 
with too lean a mixture, or excessively rich operation) will severely overheat the 
catalyst. 

Oxidation-catalyst-equipped vehicles may emit sulfuric acid aerosol. 
Unleaded gasoline contains 150 to 600 ppm by weight of S, which leaves the 
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combustion chamber as SO,. This SO, can be oxidized by the catalyst to SO, 
which combines with water at ambient conditions to form an H,SO, aerosol. 
The SO, can be chemisorbed on the alumina catalyst surface; when large pellet 
beds are used, considerable storage of SO, at temperatures <500°C can occur. 
At higher catalyst temperatures, this stored SO, is emitted as an SO;-SO, 
mixture. SO, production can be controlled by lowering or raising the catalyst 
temperature. Figure 11-56 shows that at low temperatures SO, production is 
kinetically limited; at high temperatures SO, production is thermodynamically 
limited, Palladium and rhodium produce less SO, than Pt and have comparable 
HC and CO catalytic activity. By decreasing oxygen concentrations leaving the 
catalyst to ~1 percent, SO; production can be substantially reduced.®8 


NO CATALYSIS. NO is removed by reduction using the CO, hydrocarbons, and 
H, in the exhaust. The reactions are shown in Table 11.11. No catalyst is avail- 
able for the decomposition of NO to O, and N, (thermodynamically favored at 
exhaust temperatures) which is sufficiently active for use in engine exhausts. NO 
reduction can be carried out under rich conditions where there is an excess of 
reducing species over oxidizing species. The catalyst used under these conditions 
is referred to as an NO reduction catalyst. Such a system requires a follow-up 
oxidation catalyst, together with addition of air from an air pump before the 
oxidation catalyst, to remove the remaining CO and hydrocarbons. Such a 
two-bed system can remove all three pollutants (NO, CO, and HC) from the 
exhaust. However, the rich operation necessary for NO reduction results in a fuel 
consumption penalty and constrains the performance of the NO catalyst since a 
fraction of the NO removed is converted to ammonia NH, rather than N;. NH; 
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TABLE 11.11 
Possible NO reactions under 
reducing conditions®* 


1, NO+CO—-4N, + CO, 

2, 2NO + 5CO + 3H,O - 2NH, + 5CO, 
3, 2NO + CO+N,0 + CO, 

4. NO+H,—4N, +H,O0 

5, 2NO + 5H, > 2NH, + 2H,O 

6. 2NO +H, + N,0 + H,O 


Reactions 3 and 6 occur at 200°C, which is below 
that usually found in auto exhausts. 


formation under rich operation in the first bed must be small in this two-bed 
system because the second (oxidation) catalyst readily oxidizes NH; back to NO. 
Reduction of NO by CO or H, can be accomplished by base metal catalysts (e.g., 
CuO, NiO) in the temperature range 350 to 600°C. However, these catalyst 
materials are deactivated by sulfur and have shown limited thermal stability 
when used in vehicle exhausts. Alumina-supported noble metal catalysts reduce 
NO with CO-H, mixtures. Their NO-reduction activity is in the order 
Ru > Rh > Pd > Pt. Ruthenium (Ru) and rhodium (Rh) produce considerably 
less NH, than Pd or Pt under slightly rich conditions. While these properties 
make ruthenium a desirable NO catalyst, it forms volatile oxides under oxidizing 
conditions which results in loss of ruthenium from the alumina support.®* 


THREE-WAY CATALYSTS. If an engine is operated at all times with an air/fuel 
ratio at or close to stoichiometric, then both NO reduction and CO and HC 
oxidation can be done in a single catalyst bed. The catalyst effectively brings the 
exhaust gas composition to a near-equilibrium state at these exhaust conditions; 
ie. a composition of CO,, H,O, and N,. Enough reducing gases will be present 
to reduce NO and enough O, to oxidize the CO and hydrocarbons. Such a 
catalyst is called a three-way catalyst since it removes all three pollutants simulta- 
neously. Figure 11-57 shows the conversion efficiency for NO, CO, and HC as a 
function of the air/fuel ratio. There is a narrow range of air/fuel ratios near stoi- 
chiometric in which high conversion efficiencies for all three pollutants are 
achieved. The width of this window is narrow, about 0.1 air/fuel ratios (7 x 1073 
in equivalence ratio units) for catalyst with high mileage use, and depends on 
catalyst formulation and engine operating conditions. 

This window is sufficiently narrow to be beyond the control capabilities of 
an ordinary carburetor, though it can sometimes be achieved with sophisticated 
carburetors and fuel-injection systems. Thus closed-loop control of equivalence 
ratio has been introduced. An oxygen sensor in the exhaust is used to indicate 


whether the engine is operating on the rich or lean side of stoichiometric, and 


provide a signal for adjusting the fuel system to achieve the desired air-fuel 
mixture (see Sec. 7.4). Holding the equivalence ratio precisely on the chosen near- 
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stoichiometric value is not a practical expectation of such a feedback system, and 
the equivalence ratio oscillates around the set point in an approximately periodic 
manner as the fuel flow is varied. Experimental data show that there is a con- 
siderable widening of the air/fue) ratio window where all three pollutants are 
effectively removed, with cyclic variation of the fuel flow. The maximum conver- 
sion in the middle of the window is reduced, however, from its value when there 
are no fluctuations. The effect of fluctuations depends on the frequency; fre- 
quencies of about 0.5 to 1 hertz are most effective and the usable window (at 
lower conversion efficiencies) can be broadened to about 1 air/fuel ratio. Some of 
the benefits of fluctuations in equivalence or air/fuel ratios are available even 
without any deliberate attempt to produce such variations with closed-loop feed- 
back. Open-loop systems exhibit variations in the air/fuel ratio during normal 
vehicle operation. 

Because of these cyclic variations in exhaust gas composition about a set 
point close to stoichiometric, it is desirable that the catalyst be able to reduce 
NO when a slight excess of oxygen is present (on the lean side) and remove CO 
and HC when there is a slight deficiency of oxygen (on the rich side). Rhodium is 
the principal ingredient used in commercial catalysts to remove NO. It is very 
active for NO reduction, is much less inhibited by CO and sulfur compounds, 
and produces less NH, than Pt. To remove NO under slightly lean-of- 
stoichiometric conditions, the catalyst must react the CO, H,, or HC with NO 
rather than with O,, as the exhaust gas passes through the catalyst bed. 
Rhodium shows some NO reduction activity slightly lean of stoichiometric. On 
the rich side, the three-way catalyst window is determined by hydrocarbon and 
CO removal. Platinum is most commonly used for HC and CO oxidation; it has 
good activity under stoichiometric and slightly lean conditions. When sufficient 
rhodium is present, the participation of Pt in NO removal is minimal. In the rich 
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regime, the three-way catalyst consumes all the oxygen that is present in the 
exhaust, and as a consequence removes an equivalent amount of CO, H,, and 
hydrocarbons; it is thought that the H, is removed first. In addition, the water- 
gas shift reaction 


CO + H,O =H, +CO, 
and the steam-reforming reaction 
Hydrocarbon + H,O > CO, CO,, H, 


can consume CO and HC. The exhaust contains an H,/CO ratio of about 4 (see 
Sec. 4.9.1), where the equilibrium ratio at 500°C is about 4. Considerable CO 
removal can be expected if the water-gas shift equilibrium is approached. Plati- 
num is active in promoting this equilibrium. For large molecular weight paraffin 
hydrocarbons, and for olefins and aromatic hydrocarbons, the equilibrium for the 
steam-reforming reactions lies to the right. This reaction can therefore lead to 
considerable hydrocarbon removal. Rhodium is particularly active in the steam- 
reforming reaction; platinum is also active.®® 

The conversions of NO, CO, and hydrocarbons in a three-way catalyst 
operated with cyclical variations in equivalence ratio are larger than estimates 
based on summation of steady-state values during the cycle. At least part of the 
improved performance is thought to be due to the ability of the catalyst to 
undergo reduction-oxidation reactions. Such a catalyst component is usually 
referred to as an oxygen-storage component. In its oxidized state it can provide 
oxygen for CO and hydrocarbon oxidation in a rich exhaust gas environment, 
and in the process be reduced. When the exhaust cycles to lean conditions, this 
reduced component can react with O, or NO (which removes NO directly or 
indirectly by reducing the O, concentration). The oxidized component can then 
oxidize CO and HC in the next rich cycle, etc. Components such as ReO, or 
CeO, which exhibit this “redox” behavior can be included in three-way catalyst 
formulations. Commercial three-way catalysts contain platinum and rhodium 
(the ratio Pt/Rh varying substantially in the range 2 to 17) with some A,O;, 
NiO, and CeO,. Alumina is the preferred support material.°* 


11.6.3 Thermal Reactors 


In Secs. 11.3 and 11.4.2 it was explained that oxidation of CO and HC occurred 
during the expansion and exhaust processes in the cylinder of a conventional 
spark-ignition engine and, under certain circumstances, in the exhaust system. 
Oxidation after passage through the exhaust port can be enhanced with a thermal 
reactor—an enlarged exhaust manifold that bolts directly onto the cylinder head. 
Its function is to promote rapid mixing of the hot exhaust gases with any second- 
ary air injected into the exhaust port (required with fuel-rich engine operation to 
Produce a net oxidizing atmosphere), to remove nonuniformities in temperature 
and composition in the exhaust gases, and to retain the gases at a high enough 
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temperature for sufficient time to oxidize much of the HC and CO which exits 
the cylinder. An example of a thermal reactor design is shown in Fig. 11-58. 

The temperature levels typically required for bulk gas oxidation of HC and 
CO in a reactor are about 600 and 700°C, respectively. Note that they are con- 
siderably higher than those required for equivalent conversion in a catalytic con- 
verter and that higher temperatures are required for CO oxidation than for HC 
oxidation. The exhaust gas temperature in the manifold of a conventional engine 
is not sufficient to achieve any substantial reduction in engine exhaust port emis- 
sions. To achieve greater reductions, the reactor must be designed to reduce heat 
losses and increase residence time. In addition, to achieve rapid warm-up after 
engine start, a low thermal inertia reactor is desirable. Typically, a thin steel liner 
acts as the core of the reactor inside a cast-iron outer casing; with suitably 
arranged flow paths, this construction holds heat losses to a minimum by ther- 
mally isolating the core. 

The effectiveness of the reactor depends on its operating temperature, the 
availability of excess oxygen mixed throughout the reacting gases, and the 
reactor volume. The operating temperature depends on the reactor inlet gas tem- 
perature, heat losses, and the amount of HC, CO, and H, burned up in the 
reactor. This latter factor is important: 1.5 percent CO removal results in a 
220 K temperature rise. As a consequence, reactors with fuel-rich cylinder 
exhaust gas and secondary air give greater fractional reductions in HC and CO 
emissions than reactors with fuel-lean cylinder exhaust (which do not require any 
secondary air). As has already been explained, a higher core gas temperature is 
required to burn up the same fraction of CO which enters the reactor as of HC 
which enters. For lean engine exhaust gas, where the reactor core gas tem- 
peratures are a hundred degrees K lower than under fuel-rich operation, substan- 
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tial reductions in CO emissions are difficult to achieve. For very lean operation, 
HC burnup becomes marginal. 

A practical limitation to reactor effectiveness with fuel-rich engine oper- 
ation is mixing of secondary air and engine exhaust gases in the exhaust port and 
the reactor core. The secondary air flow with a conventional air pump is effec- 
tively shut off by the exhaust blowdown process, and virtually no oxidation 
occurs in the exhaust port because the air and exhaust gases are segregated. 
Mixing in the reactor itself is promoted by suitably arranging the reactor inlet 
and exit ports and by using baffles. In systems with conventional secondary air 
pumps, maximum reductions in CO and HC occur with 10 to 20 percent excess 
air in the mixture. However, even with very high reactor core gas temperatures, 
100 percent HC and CO oxidation is not achieved due to incomplete mixing. 
Improved control of secondary air flow has been shown to increase significantly 
CO emissions burnup. 


11.6.4 Particulate Traps 


An exhaust treatment technology that substantially reduces diesel engine particu- 
late emissions is the trap oxidizer. A temperature-tolerant filter or trap removes 
the particulate material from the exhaust gas; the filter is then “cleaned off” by 
oxidizing the accumulated particulates. This technology is difficult to implement 
because: (1) the filter, even when clean, increases the pressure in the exhaust 
system; (2) this pressure increase steadily rises as the filter collects particulate 
matter; (3) under normal diesel engine operating conditions the collected particu- 
late matter will not ignite and oxidize; (4) once ignition of the particulate occurs, 
the burnup process must be carefully controlled to prevent excessively high tem- 
peratures and trap damage or destruction. Trap oxidizers have been put into 
production for light-duty automobile diesel engines. Their use with heavy-duty 
diesel engines poses more difficult problems due to higher particulate loading and 
lower exhaust temperatures. 

Types of particulate filters include: ceramic monoliths, alumina-coated wire 
mesh, ceramic foam, ceramic fiber mat, woven silica-fiber rope wound on a 
porous tube. Each of these has different inherent pressure loss and filtering effi- 
ciency. Regeneration of the trap by burning up the filtered particulate material 
can be accomplished by raising its temperature to the ignition point while pro- 
viding oxygen-containing exhaust gas to support combustion and carry away the 
heat released. Diesel particulate matter ignites at about 500 to 600°C. This is 
above the normal temperature of diesel exhaust so either the exhaust gas flowing 
through the trap during regeneration must be heated (positive regeneration) or 
ignition must be made to occur at a lower temperature with catalytic materials 
on the trap or added to the fuel (catalytic regeneration). Catalytic coatings on the 
trap reduce the ignition temperature by up to 200°C. 

Figure 11-59 shows a ceramic-coated trap oxidizer mounted on the exhaust 
system of a turbocharged IDI diese! engine. The trap is a ceramic honeycomb 
with half the cells closed at the inlet end and the other half of the cells closed at 
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FIGURE 11-59 
Catalytic ceramic-monolith Partic- 
ulate trap oxidizer mounted on 
exhaust of turbocharged automo- 
bile diesel engine.®* 


the exit end. Thus the particulate laden exhaust is forced to flow through the 
porous ceramic cell walls. The outside of the honeycomb is insulated and the trap 
is mounted close to the engine to maintain as high a trap temperature as possible. 
The pressure drop across the unloaded trap increases from 0.02 atm at 1000 
rev/min to 0.15 atm at the maximum engine speed of 4500 rev/min. As the trap 
loads up, the pressure drop increases, requiring more fuel to be injected to com- 
pensate for the loss in power. This leads to higher exhaust temperature which 
eventually results in catalytic ignition of the particulate. The particulate oxida- 
tion rate depends on the trap temperature. With suitable trap location and 
design, the regeneration process is largely self-regulating. The particulate emis- 
sions from the engine are reduced by 70 percent or more.®® 


PROBLEMS 


11.1. Figure 11-2 shows concentrations of NO, CO, and HC in a spark-ignition engine 
exhaust as a function of fuel/air equivalence ratio. Assume the concentration scale 
is parts per million. Explain the trends shown as the mixture is first made richer 
and then leaner than stoichiometric. 

Figure 11-2 is for a spark-ignition engine. Construct a similar qualitative graph of 
NO, CO, and HC concentrations versus equivalence ratio for a direct-injection 
four-stroke cycle diesel engine. 

A spark-ignition engine driving a car uses, on average, 120 grams of gasoline per 
mile traveled. The average emissions from the engine (upstream of the catalyst) are 
1.5, 2, and 20 grams per mile of NO, (as NO,), HC, and CO, respectively. The 
engine operates with a stoichiometric gasoline-air mixture. Find the average con- 
centrations in parts per million of NO,, HC (as ppm C,), and CO in the engine 
exhaust. 

Calculate the average combustion inefficiency corresponding to the spark-ignition 
engine emissions levels given in Prob. 11.3. Include any hydrogen you estimate 
would be present in the exhaust stream. 


11.2. 


11.3. 


11.4. 
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A three-way catalytic converter is used with the spark-ignition engine in Prob. 11.3. 

For 10 percent of the driving time, the catalyst is cold and ineffective, and does not 

reduce the engine’s emissions. For 90 percent of the time, the catalyst is hot and has 

conversion efficiencies as given in Fig. 11-57. Estimate the average vehicle emissions 

of NO,, HC, and CO in grams per mile. 

Figure 15-11 shows the variation in NO and HC emissions as concentrations (ppm) 

in the exhaust of a spark-ignition engine as a function of speed and load. Convert 

these data to graphs of indicated specific NO and HC emissions (g/kW - h) versus 

speed and imep. Assume 1, (based on atmospheric air density) = imep 

(kPa) x 1073. 

Use the data in Fig. 11-44 to estimate: 

(a) The exhaust particulate emissions as a fraction of the maximum particulate 
loading during the cycle. 

(b) The maximum measured soot loading and the exhaust soot loading as fractions 
of the fuel carbon. 

(c) The equivalent sphere size of each soot particle at the number density peak (22° 
ATC) and in the exhaust. 

Assume a particulate density of 2 g/cm®. Note that the gas volumes in Fig. 11-44 

are determined at standard temperature and pressure. 

Explain the following emissions trends. Highest marks will be given for succinct 

summaries of the important technical issues. 

(a) Nitric oxide (NO) emissions from diesels and spark-ignition engines as the 

equivalence ratio is varied show significantly different behavior (see Figs. 11-9 

and 11-16). Redraw these graphs on the same plot and explain the different 

trends for these two types of engines as ¢ decreases on the lean side of stoichio- 

metric. 

Recirculation of a fraction of the exhaust gases to the intake is used to control 

engine nitric oxide emissions at part load. Exhaust gas recycle is usually more 

effective with spark-ignition engines than with diesels, as shown in Fig. P11-8. 

Explain why these trends are different. 


(b) 


FIGURE P11-8 


EGR, % 


(c) Brake specific particulate emissions from diesels are a major problem. Particu- 
late emissions from conventional spark-ignition engines are negligible. Briefly 
explain why the particulate emission levels from these two types of engines are 
so different in magnitude. 
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{d) Diesels have low carbon monoxide (CO) emissions. Spark-ignition engine rare) 
emissions when averaged over a typical urban automobile trip (cold engine 
start, warm-up, cruise, idle, acceleration, etc.) are substantial and require a Cata- 
lyst for effective control. Explain this difference in average CO emissions 
(upstream of any catalyst) from these two types of engines. 


The following questions refer to an engine with these geometric and operating char. 

acteristics (see Fig. 11-26a): ¢ = 1.0; compression ratio = 8:1; bore = 100 mm. 

stroke = 100 mm; piston diameter above top ring = 99.4 mm; distance from piston 

crown top to top ring = 9.52 mm; volumetric efficiency = 0.8; temperature in cylin. 
der at the start of compression = 333K; pressure in cylinder at start of 
compression = | atm; mixture temperature before entering cylinder = 30°C; brake 

specific fuel consumption = 300 g/kW -h. 

A substantial fraction of spark-ignition engine hydrocarbon emissions comes 
from the crevice between the piston crown and cylinder wall. Gas is forced into this 
crevice as the cylinder pressure increases and flows out of this crevice as the cylin- 
der pressure decreases. The gas in the crevice can be assumed to be at the wall 
temperature, 400 K. The gas pushed into the crevice ahead of the flame is unburned 
mixture; the gas pushed in behind the flame is burned mixture. About two-thirds of 
the crevice gas is unburned. The maximum cylinder pressure is 3 MPa. 

(a) Calculate the mass fraction of the cylinder gas which is in the crevice between 
the piston and cylinder wall and above the first piston ring, at the time of peak 
pressure. 

(b) Assuming that half of the unburned fuel in this region is oxidized within the 
cylinder and a further one-third is oxidized in the exhaust port, calculate the 
engine HC emissions from this source in parts per million (ppm C,) by volume. 

(c) Calculate the ratio of brake specific hydrocarbon emissions to brake specific 
fuel consumption. 

(d) Calculate the brake specific hydrocarbon emissions in grams of HC per 
kilowatt-hour. 


Nitric oxide, NO, forms via reactions (11.1) to (11.3). Reaction (11.1) is “slow” and 
reactions (11.2) and (11.3) are “fast,” so the initial rate of formation of NO is given 
by Eq. (11.8): 

a[NO] 

Sa 2k [N2] [0]. 
where [ ] denote concentrations in gram-moles per cubic centimeter, kj is the rate 
constant for reaction (11.1), and the factor of 2 enters because the N atom formed 
in (11.1) immediately reacts via (11.2) or (11.3) to give an additional NO molecule: 


ky = 7.6 x 101? exp (A) cm?/gmol-s 
where T is in kelvin. 
Using the equilibrium composition data provided for mole fraction atomic 
oxygen (O), molecular nitrogen (N,), and nitric oxide (NO): 
(a) Plot the formation rate of NO as a function of the equivalence ratio at 3000 K 
and 5.5 MPa, and as a function of temperature for a stoichiometric mixture at 
5.5 MPa. 
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(b) Estimate approximately the time taken to reach equilibrium NO levels at 
¢ = 1, 2750 K and 3000 K, 5.5 MPa. 

(c) Hf the stoichiometric mixture inducted into the engine reaches 3000 K and 
5.5 MPa after combustion, in the absence of any exhaust gas recirculation, cal- 
culate the percentage of the exhaust that must be recycled to the intake (at the 
initial intake temperature) to reduce the NO formation rate by a factor of 4 
(assume the final pressure 5.5 MPa stays the same; of course, the final tem- 
perature decreases as the exhaust gas is recycled). 


p=5.5 MPa ¢ = 1.0, p= 5.5 MPa 
Mole fraction Moke fraction 
o ™%) oO N, 1K) Oo N, NO 
0.9 3000 21 x 1073 0.73 2500 6 x 1075 0.73 ~ 
1.0 3000 15x 1073 = 0.73 2750 5 x 107* 0.73 4x 1073 
11 3000 1x 1073 0.73 3000 1.5 x 1073 0.73 8 x 10-3 
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CHAPTER 
12 


ENGINE 
HEAT 
TRANSFER 


12.1 IMPORTANCE OF HEAT TRANSFER 


The peak burned gas temperature in the cylinder of an internal combustion 
engine is of order 2500 K. Maximum metal temperatures for the inside of the 
combustion chamber space are limited to much lower values by a number of 
considerations, and cooling for the cylinder head, cylinder, and piston must 
therefore be provided. These conditions lead to heat fluxes to the chamber walls 
that can reach as high as 10 MW/m? during the combustion period. However, 
during other parts of the operating cycle, the heat flux is essentially zero. The flux 
varies substantially with location: regions of the chamber that are contacted by 
rapidly moving high-temperature burned gases generally experience the highest 
fluxes. In regions of high heat flux, thermal stresses must be kept below levels 
that would cause fatigue cracking (so temperatures must be less than about 
400°C for cast iron and 300°C for aluminum alloys). The gas-side surface of the 
cylinder wall must be kept below about 180°C to prevent deterioration of the 
lubricating oil film. Spark plug and valves must be kept cool to avoid knock and 
preignition problems which result from overheated spark plug electrodes or 
exhaust valves. Solving these engine heat-transfer problems is obviously a major 
design task. 

Heat transfer affects engine performance, efficiency, and emissions. For 4 
given mass of fuel within the cylinder, higher heat transfer to the combustion 
chamber walls will lower the average combustion gas temperature and pressure, 
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a aad reduce the work per cycle transferred to the piston. Thus specific power and 
E efficiency are affected by the magnitude of engine heat transfer. Heat transfer 


between the unburned charge and the chamber walls in spark-ignition engines 
affects the onset of knock which, by limiting the compression ratio, also influ- 
ences power and efficiency. Most critical is heat transfer from the hot exhaust 
valve and piston to mixture in the end-gas region. Changes in gas temperature 
due to the heat-transfer impact on emission formation processes, both within the 
engine’s cylinder and in the exhaust system where afterburning of CO and HC 
occurs. The exhaust temperature also governs the power that can be obtained 
from exhaust energy recovery devices such as a turbocharger turbine. Friction is 
both affected by engine heat transfer and contributes to the coolant load. The 
cylinder liner temperature governs the piston and ring lubricating oil film tem- 
perature, and hence its viscosity. Piston and liner distortion due to temperature 
nonuniformities have a significant impact on the piston component of engine 
friction. Some of the mechanical energy dissipated due to friction must be rejected 
to the atmosphere by the cooling system. The fan and water pump power 
requirements are determined by the magnitude of the heat rejected. The impor- 
tance of engine heat transfer is clear. 

To examine heat transfer more fully, it is helpful to divide the engine into its 
subsystems. The intake system consists of intake manifold and inlet ports and 
valves. Heat transfer to the inflowing charge reduces volumetric efficiency (see 
Sec. 6.2.1). However, in spark-ignition engines, the intake mixture is heated, with 
carbureted and single-point injected engines, to aid in vaporizing the fuel (see Sec. 
7.6.3). Within the engine cylinder, the temperature of the charge relative to the 
wall temperature and the flow field vary enormously throughout the cycle. Both 
of these variables have a major influence on heat transfer. During the intake 
process, the incoming charge is usually cooler than the walls and the flow veloc- 
ities are high. During compression the charge temperature rises above the wall 
temperature, and gas velocities decrease (see Sec. 8.2.2). Heat transfer is now from 
the cylinder gases to the chamber walls. During combustion gas temperatures 
increase substantially and the gas expansion which occurs on combustion pro- 
duces increased gas motion. This is the period when heat-transfer rates to the 
walls are highest. Also, as the cylinder pressure rises, a small fraction of the cylin- 
der charge is forced into crevice regions, resulting in additional heat transfer (see 
Sec. 8.6). During expansion, gas temperatures decrease so heat-transfer rates 
decrease. When the exhaust valve opens, however, the blowdown process (Sec. 
6.5) produces high velocities within the cylinder, and past the exhaust valve and 
in the exhaust port. Substantial heat transfer from the exhausting gases to the 
valve, port, and (to a lesser extent) manifold occurs during the exhaust process. 
An example of how the heat-transfer rate to the total combustion chamber walls 
varies throughout the four-stroke operating cycle of a spark-ignition engine is 
shown in Fig. 14-9. The heat-transfer rate was estimated from the cylinder pres- 
sure, unburned and burned gas temperatures, combustion chamber surface area, 
and wall temperature, assuming gas velocities scaled with mean piston speed. An 
ability to predict the magnitude of the heat transfer between the working fluid, 
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the walls of the intake system, combustion chamber, and exhaust system, and t 
the coolant is of obvious importance to the engine designer. 


12.2 MODES OF HEAT TRANSFER 


The following modes of heat transfer are important. 


12.2.1 Conduction 


Heat is transferred by molecular motion, through solids and through fluids at 
rest, due to a temperature gradient. The heat transfer by conduction, per unit 
area per unit time, q, in a steady situation is given by Fourier’s law: 


= -KkVT (12.1) 


where k is the thermal conductivity. For a steady one-dimensional temperature 
variation 


Oar 
4 == TO dx 


Heat is transferred by conduction through the cylinder head, cylinder walls, and 
piston; through the piston rings to the cylinder wall; through the engine block 
and manifolds. ; 


12.2.2 Convection 


Heat is transferred through fluids in motion and between a fluid and solid surface 
in relative motion. When the motion is produced by forces other than gravity, the 
term forced convection is used. In engines the fluid motions are turbulent (see 
Chap. 8). 

Heat is transferred by forced convection between the in-cylinder gases and 
the cylinder head, valves, cylinder walls, and piston during induction, compres- 
sion, expansion, and exhaust processes. Heat is transferred by forced convection 
from the cylinder walls and head to the coolant (which may be liquid or gas), and 
from the piston to the lubricant or other piston coolant. Substantial convective 
heat transfer occurs to the exhaust valve, exhaust port, and exhaust manifold 
during the exhaust process. Heat transfer by convection in the inlet system is 
used to raise the temperature of the incoming charge. Heat is also transferred 
from the engine to the environment by convection. 

In steady-flow forced-convection heat-transfer problems, the heat flux 4 
transferred to a solid surface at temperature T,, from a flowing fluid stream at 
temperature T is determined from the relation 


4=h{T —T,) (12.2) 
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where h, is called the heat-transfer coefficient. For many flow geometries (such as 
fiow through pipes or over a plate), h, is given by relations of the form 


he = constant x pel. al 
k m k 


where L and v are a characteristic length and velocity. The terms in brackets 
from left to right are the Nusselt, Reynolds, and Prandtl dimensionless numbers, 
respectively. For gases, the Prandtl number (c, 7/k) varies little and is about 0.7 
(see Sec. 4.8). 

When boiling occurs at the surface (i.e., vapor is formed in the liquid), as 
may be the case in high heat flux areas on the coolant side in water-cooled 
engines, then different relationships for h, must be used. 


(12.3) 


12.2.3 Radiation 


Heat exchange by radiation occurs through the emission and absorption of elec- 
tromagnetic waves. The wavelengths at which energy is transformed into thermal 
energy are the visible range (0.4 to 0.7 um) and the infrared (0.7 to 40 ym). Heat 
transfer by radiation occurs from the high-temperature combustion gases and the 
flame region to the combustion chamber walls (although the magnitude of this 
radiation heat transfer relative to convective heat transfer is only significant in 
diesel engines). Heat transfer by radiation to the environment occurs from all the 
hot external surfaces of the engine. 

The theory of radiant heat transfer starts from the concept of a “black 
body,” i.¢., a body that has a surface that emits or absorbs equally well radiation 
of all wavelengths and that reflects none of the radiation falling on it. The heat 
flux from one plane black body at temperature T, to another at temperature T, 
parallel to it across a space containing no absorbing material is given by 


q = o(Ti — T2) (12.4) 


where a is the Stefan-Boltzmann constant 5.67 x 107® W/m?-K*. Real surfaces 
are not “black” but reflect radiation to an extent which depends on wavelength. 
Gases are far from this black-body idealization. They absorb and emit radiation 
almost exclusively within certain wavelength bands characteristic of each species. 
These departures from black-body behavior are usually dealt with by applying a 
multiplying factor (an emissivity, ¢) to Eq. (12.4). Similarly, a “shape factor” is 
applied to account for the fact that the angle of incidence of the radiation usually 
varies over any actual surface. These factors can be calculated for simple cases. 


12.2.4 Overall Heat-Transfer Process 


Figure 12-1 shows, schematically, the overall heat-transfer process from the gases 
within the cylinder through the combustion chamber wall to the coolant flow. 
The heat flux into the wall has in general both a convective and a radiation 
component. The heat flux is conducted through the wall and then convected from 
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FIGURE 12-1 
Schematic of temperature distribution and heat flow 
across the combustion chamber wall. 


the wall to the coolant. A schematic temperature profile, and mean gas and 
coolant temperatures, T, and T, , are shown. 

In internal combustion engines, throughout each engine operating cycle, the 
heat transfer takes place under conditions of varying gas pressure and tem- 
perature, and with local velocities which vary more or less rapidly depending on 
intake port and combustion chamber configuration (see Chap. 8). In addition, the 
surface area of the combustion chamber varies through the cycle. The heat flux 
into the containing walls changes continuously from a small negative value 
during the intake process to a positive value of order several megawatts per 
square meter early in the expansion process. The flux variation lags behind the 
change in gas temperature. This lag between heat flux and driving temperature 
difference is clearly perceptible! but the precision of measurements to date suffice 
only for a rough estimate of its magnitude. Generally, investigators have con- 
cluded that the assumption that the heat-transfer process is quasi steady is suffi- 
ciently accurate for most calculation purposes. However, gas temperature and gas 
velocities vary significantly across the combustion chamber. The heat flux dis- 
tribution over the combustion chamber walls is, therefore, nonuniform. 

For a steady one-dimensional heat flow through a wall as indicated in Fig. 
12-1, the following equations relate the heat flux g = Q/A and the temperatures 
indicated: 


Gas side: 4 = Gov + Gp = NeglT, — Tog) + 9(TG — Tig) (12.5) 


where ¢ is the emissivity. The radiation term is generally negligible for SI engines. 


Tug — 1, 
Wall: q = Gen = Mteg Tas) (12.6) 
Coolant side: 4 = dev = hec(Twe — Te) (12.7) 


If h,, and h,, are known, the temperatures T,, T,,,, Tw... and T, can be related 
to each other. 
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Coolant heat flow rate 
brake power 


FIGURE 12-2 

Ratio of coolant heat flow rate to brake power 

as a function of engine speed. Different size and 

types of engines: (a) small automotive diesels; 

(b) larger automotive diesels; (c) various diesels; 

1000 2000 3000 4000 (d) spark-ignition engines. (Developed from 
Engine speed, rev/min Howarth.) 


12.3 HEAT TRANSFER AND ENGINE 
ENERGY BALANCE 


Figure 12-2 shows the magnitude of the heat-rejection rate to the coolant relative 
to the brake power for a range of engine types and sizes at maximum power. This 
ratio decreases with increasing engine speed and with increasing engine size. The 
smaller diesel engine designs use higher gas velocities to achieve the desired fuel- 
air mixing rates and have less favorable surface/volume ratios (see Sec. 10.2). 

An overall first law energy balance for an engine provides useful informa- 
tion on the disposition of the initial fuel energy. For a control volume which 
surrounds the engine (see Fig. 3-8), the steady-flow energy-conservation equation 
is 


tag hy + hh, = Py + Qeoot + Qmise + (its + Mg)he (12.8) 


where P, is the brake power, Q,,,) is the heat-transfer rate to the cooling medium, 
Qmisc is the heat rejected to the oil (if separately cooled) plus convection and 
radiation from the engine’s external surface. It proves convenient to divide the 
exhaust enthalpy h, into a sensible part h,, = h,(T) — h{298 K), plus the exhaust 
reference state enthalpy (see Sec. 4.5). Then Eg. (12.8) can be written: 


P, + Devo + Praise + Fic + thh,s = my Ounv (12.9) 


where H,,, represents the exhaust enthalpy loss due to incomplete combustion. 
Typical values of each of these terms relative to the fuel flow x heating value are 
given in Table 12.1. 

The energy balance within an engine is more complicated and is illustrated 
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TABLE 12.1 ; : 
Energy balance for automotive engines at 
maximum power 


P L) Qucet Ours 1: an wh, , 
(percentage of fuel heating value) 


SI engine 25-28 17-26 3-10 2-5 34-45 
Diesel 34-38 16-35 2-6 1-2 22-35 


Sources: From Khovakh,? Sitkei,* and Burke et al.5 


in the energy flow diagram in Fig. 12-3. The indicated power is the sum of the 
brake power and the friction power. A substantial part of the friction power 
(about half) is dissipated between the piston and piston rings and cylinder wall 
and is transferred as thermal energy to the cooling medium. The remainder of the 
friction power is dissipated in the bearings, valve mechanism, or drives auxiliary 
devices, and is transferred as thermal energy to the oil or surrounding 
environment (in Q,,;,.)- The enthalpy initially in the exhaust gases can be sub- 
divided into the following components: a sensible enthalpy (60 percent), an 
exhaust kinetic energy (7 percent), an incomplete combustion term (20 percent), 
and a heat transfer to the exhaust system (12 percent) (part of which is radiated 
Qeoes 
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FIGURE 12-3 : : 
Energy flow diagram for IC engine. (may Quy) = fuel flow rate x lower heating value, Q,, 


heat-transfer rate to combustion chamber wall, H, = exhaust gas enthalpy flux, P, = brake he 
P,, = total friction power, P; = indicated power, P,, = piston friction power, Qeoor = ale oc 
rate to coolant, 0, = heat-transfer rate to coolant in exhaust ports, H,,, =e me age 
enthalpy flux entering atmosphere, Aes = exhaust chemical enthalpy flux due to incomple 


bustion, Q,, = heat flux radiated from exhaust system, E,, = exhaust kinetic energy flux, Omise = 
ce 
sum of remaining energy fluxes and transfers. 
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Radiation, incomplete combustion 


80 Exhaust enthalpy 


Coolant load 


Percent fuel heating value 


cag FIGURE 12-4 
1100 1500 1800 2200 rev/min Brake power, coolant load, sensible exhaust 
128 160 202 245 bmep, kPa enthalpy, and miscellaneous energy transfers as 
0 percent of fuel flow x heating value for spark- 
30 40 SO 60 70 80 W ignition engine at road-load operating condi- 
Vehicle speed, km/h tions.® 


to the environment and the remainder ends up in the cooling medium).t Thus the 
heat carried away by the coolant medium consists of heat transferred to the 
combustion chamber walls from the gases in the cylinder, heat transferred to the 
exhaust valve and port in the exhaust process, and a substantial fraction of the 
friction work. 

At part-load, a greater fraction of the fuel heating value is absorbed into the 
coolant. Figure 12-4 shows data for a six-cylinder SI engine operated at road- 
load over a range of vehicle speeds. At low speeds and loads, the coolant heat- 
transfer rate is 2 to 3 times the brake power. 

Although the heat losses are such a substantial part of the fuel energy input, 


elimination of heat losses would only allow a fraction of the heat transferred to 
the combustion chamber walls to be converted to useful work. The remainder 
would leave the engine as sensible exhaust enthalpy. Consider this example for an 
automotive high-speed naturally aspirated CI engine with a compression ratio of 


15. The indicated efficiency is 45 percent, and 25 percent of the fuel energy is 


carried away by the cooling water. Of this 25 percent, about 2 percent is due to 
friction. Of the remaining 23 percent, about 8 percent is heat loss during com- 
bustion, 6 percent heat loss during expansion, and 9 percent heat loss during 
exhaust. Of the 8 percent lost during combustion about half (or 4 percent of the 
fuel energy) could be converted into useful work on the piston (see Fig. 5-9), Of 
the 6 percent heat loss during expansion, about one-third (or 2 percent) could 


pS eS Ses She ee 
t The percentages are approximate. 
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have been utilized. Thus, of the 25 percent lost to the cooling system, only about 
6 percent could have been converted to useful work on the piston, which would 
increase the indicated efficiency of the engine from 45 to 51 percent. 

For a spark-ignition engine, the conversion to useful work will be lower, 
because the compression ratio is lower. However, as shown in Fig. 12-4, the heat 
losses at part-load (an important operating regime for automobile use) are q 
substantially larger fraction of the fuel heating value. Studies with computer 
simulations of the SI engine operating cycle indicate that at typical part-load 
conditions a proportional reduction in combustion-chamber-wall heat losses of 
10 percent results in a proportional increase (improvement) in brake fuel conver- 
sion efficiency of about 3 percent.’ 


The first three groups are the familiar Nusselt, Reynolds, and Prandtl numbers, 
respectively. The next has the nature of a Mach number since c,T is proportion- 
al to the square of the sound speed. For Mach numbers much less than 1, the 
Mach number dependence is known to be small and can be omitted. It is usual to 
take for v the mean piston speed 5, = 2LN. Then, by introducing the bore/stroke 
_ ratio B/L, the term NB/v is eliminated. z/B is a function of the compression ratio 
r,, the ratio of connecting rod to crank radius R = I/a, and 6. Thus 


h.B pS,B cou B qn 
——, ,2,-, S' : ,R, Pees m O» yeas = 12. 
r k Lu k’?L pc, NT r, Vs y uy u, 0 (12.10) 


The dimensionless groups may be varied (but not reduced in number) by com- 
bination. While Eq. (12.10) reveals nothing about the functional form of the 
relationship between the groups, it does provide a basis for evaluating the corre- 
lations which have been proposed. 

Many formulas for calculating instantaneous engine heat-transfer coeffi- 
cients have been proposed (see Ref. 9 for a review). Only those with a functional 
form which fits Eq. (12.10) will be summarized here. The basis of these correla- 
tions is the assumption that the Nusselt, Reynolds, and Prandtl number relation- 
ship follows that found for turbulent flow in pipes or over flat plates: 


12.4 CONVECTIVE HEAT TRANSFER 
12.4.1 Dimensional Analysis 


While the overall time-averaged heat transfer to the coolant medium is adequate 
for some design purposes, the instantaneous heat flux during the engine cycle isa 
necessary input for realistic cycle calculations (see Sec. 14.4) and provides the 
fundamental input for obtaining the heat flux distribution to various parts of an 
operating engine. Equations (12.5), (12.6), and (12.7) provide the framework for 
calculating the heat fiux g, based on the assumption that at each point in the 
cycle the heat-transfer process is quasi steady. For example, neglecting radiation, 
if TF; Pgs and h,, can be calculated at each point in the cycle, q() is obtained. 
Alternatively, if T,, h.., T,, and h,, are known, 4, T,,, and T,,, can be com- 
sear eee ee analysis can be used to develop the fonctions form of 
relationships which govern the gas-side heat-transfer coefficient. The engine con- 
vective heat-transfer process can be characterized geometrically by a length 
dimension—say the bore B—and a number of length ratios y;, y2, y3, ete. (of 
which one will be the axial cylinder length z divided by the bore z/B), which 
define the cylinder and combustion chamber geometry. The flow pattern, simi- 
larly, may be characterized by one chosen velocity v and a set of velocity cers 
Uy, Uz, Uz, etc. The gas properties of importance are the thermal conductivi y 
the dynamic viscosity p, the specific heat c,, and the density p. If there is com- 
bustion, then the chemical energy release rate per unit volume q,, may be pea’ 
tant. The engine speed N and relative position in the cycle denoted by cra , 
angle 9 introduce the cyclical nature of the process. Thus 


Ses Bs 2 V1» Yas e+ Vs Us Us, Us +s Uns Ky bs Cp» P> Gens N, 6) =0 


Applying dimensional analysis, with mass, length, time, and temperature as a 
independent dimensions, reduces the variables to four-fewer nondimension 


Nu = a Re” Pr" (12.11) 


Distinctions should be made between correlations intended to predict the 
time-averaged heat flux to the combustion chamber walls, the instantaneous spa- 
tially averaged heat flux to the chamber walls (which is required for engine per- 
formance analysis), and the instantaneous local heat fiuxes (which are not uniform 
over the combustion chamber and may be required for thermal stress 
calculations). In using these heat-transfer correlations, the critical choices to be 
made are (1) the velocity to be used in the Reynolds number; (2) the gas tem- 
perature at which the gas properties in Eq. (12.11) are evaluated; and (3) the gas 
temperature used in the convective heat-transfer equation ( 12.2), 

The most widely used correlations and the basis of their derivation will now 
be summarized. Because the experimental data for evaluating these correlations 
in CI engines includes both convective and radiative heat fluxes, comparison of 
these correlations with data is deferred to Sec. 12.6. 


12.4.2. Correlations for Time-Averaged Heat Flux 


Taylor and Toong’® have correlated overall heat-transfer data from 19 different 
engines. It was assumed that coolant and wail temperatures varied little between 


groups: designs and that the effects of geometrical differences were small. Thus, at a given 
h,B puB cpu ¢pT NB Gn 2 Var ones Yao Uno «29 Ups a) =0 fuel/air ratio, the convective part of the heat flux should correlate with Reynolds 
F : ie k’ vw? vo’ pe, NT BT ee number. To allow for variations in fuel/air ratio, Taylor and Toong defined an 
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average effective gas temperature T,,, such that 


© SI engines, water-cooled (10) 
D CI engines, water-cooled (8) 
4 Cl engine, air-cooled (1) 


| Ah{T — T,,40 = 0 


over the engine cycle. T,. is the temperature at which the wall would Stabilize if 
no heat was removed from outside. T,, was obtained by extrapolating average 
heat-transfer data plotted versus gas-side combustion chamber surface tem. 
perature back to the zero heat-transfer axis. The Nusselt number, defined as 
OB 46 


Nu = GB/A\T,,— Tk, ™Bk,(Tya ~ T) 


(12.12 


, 
& 
= 
; 
J 
ab 


plotted against Reynolds number, defined as 
mB 4m 
~ y,(mB?/4) my, B 


where mm is the charge mass flow rate, is shown in Fig. 12-5. Taylor and Toong | 
proposed a power law of 0.75. Annand® suggests three separate lines for the three : 
different types of engines covered, with slope 0.7. The diesel line is about 25 
percent higher than the spark-ignition engine line (which corresponds in part to. 
the radiative heat flux component present in diesels). The air-cooled engine line is : , 
lower than the liquid-cooled line, presumably because surface temperatures are 4 4 Bes fi, 
higher. The average gas temperature values developed by Taylor and Toong are : B- nccueiis 

shown in the insert in Fig. 12-5. 4 


Overall engine heat-transfer correlation: gas-side Nusselt number versus Reynolds number for differ- 
ent types of IC engines. See text for definition of symbols. Insert gives effective gas temperature (wall 


q f temperature for adiabatic operation), gas viscosity u, and thermal conductivity k,. Lines have slope 
12.4.3 Correlations for Instantaneous Spatial ost 
Average Coefficients 


Re 


0.2 0.4 0.6.0.8 1.0 1.2 1.4 1.6 
Equivalence ratio 


Annand® developed the following convective heat-transfer correlation to match 
previously published experimental data on instantaneous heat fluxes to selected 


cylinder head locations: 
e b 
2) =e 
k 


The value of a varied with intensity of charge motion and engine design. With : 
normal combustion, 0.35 < a < 0.8 with b = 0.7, and a increases with increasing | 
intensity of charge motion. Gas properties are evaluated at the cylinder-averag 


effect of chemical energy release is omitted. While only data from cylinder head 
thermocouple locations were used as a basis for this correlation, it has often been 


used to estimate instantaneous spatial average heat fluxes for the entire com- 
bustion chamber. 


Woschni'" assumed a correlation of the form 


Nu = 0.035 Re™ (12.16) 


With the cylinder bore B taken as the characteristic length, with w as a local 
average gas velocity in the cylinder, and assuming k oc T°-75, oc T°-82 


, and 
T;,: P = pRT, the above correlation can be written 
charge temperature T,: 
pVM (12.1 h, = CB™~1p™y"T0-75-1.62m (12.17) 
9 mR 


During intake, compression, and exhaust, Woschni argued that the average 
gas velocity should be proportional to the mean piston speed. During com- 
bustion and expansion, he attempted to account directly for the gas velocities 
induced by the change in density that results from combustion (~ 10 m/s), which 
are comparable to mean piston speeds. Thus a term proportional to the pressure 


i i i tive heat flux. 

The same temperature is used in Eq. (12.2) to obtain the convec ; ; 

Note at in developing this correlation, the effects of differences : 

geometry and flow pattern between engines [the ratios Vas ooes Yon and u;, ave 
in Eq. (12.10)] have been incorporated in the proportionality constant a, an 
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12.4.4 Correlations for Instantaneous Local 
rise due to combustion (p — p,,) Was added (p,, is the motored cylinder pressure), Coefficients 
The coefficients relating the local average gas velocity w to the mean piston speed 
and (p — Pp») were determined by fitting the correlation, integrated over the 
engine cycle, to time-averaged measurements of heat transfer to the coolant for a 
wide range of engine operating conditions for a direct-injection four-valve diese] 
without swirl. T in Eq. (12.17) is the mean cylinder gas temperature defined by 
Eq. (12.15); the same temperature is used to obtain the heat flux from the heat- 
transfer coefficient h,. Thus this correlation represents spatially averaged com- 
bustion chamber heat fluxes. 

The average cylinder gas velocity w (meters per second) determined fora | 
four-stroke, water-cooled, four-valve direct-injection CI engine without swirl was 


expressed as follows: 


LeFeuvre et al.'° and Dent and Sulaiman'® have proposed the use of the fiat- 
plate forced convection heat-transfer correlation formula 


0.8 0.333 
Gee) Cr) 1229 


where / is the length of the plate and v the flow velocity over the plate. This 
formula has been applied to DI diesel engines with swirl, with | and v evaluated 
at a radius r as 


l= 2nr v=ro 


w being the solid-body angular velocity of the charge. The heat flux at any radius 
w= |es5, +C, ne (p— r= (12.18) r (with Pr = 0.73) is then given by 
Py 


r 


; k for?\°8__ 
where V, is the displaced volume, p is the instantaneous cylinder pressure, p,, V,, qr) = 0.023 (=) [T,(r) — T,(r)] (12.21) 
T, are the working-fluid pressure, volume, and temperature at some reference 

state (say inlet valve closing or start of combustion), and p,, is the motored 


This equation can be used if the swirl variation with crank angle is known (see 
cylinder pressure at the same crank angle as p. 


Sec. 8.3) and an appropriate local gas temperature can be determined. It would 
not be consistent to use the cylinder average gas temperature given by Eq. (12.15) 
because during combustion substantial. temperature nonuniformities exist 
between burned gases and air or mixture which has yet to burn or mix with 
already burned gas. 

An alternative approach is zonal modeling, where the combustion chamber 
is divided into a relatively small number of zones each with its own temperature, 
heat-transfer coefficient, and heat-transfer surface area history. This approach has 
been applied to spark-ignition engines (e.g., Ref. 17), where the division of the 
in-cylinder gases during combustion into a higher-temperature burned gas region 
behind the flame and lower-temperature unburned gas region ahead of the flame 
is clear (see Fig. 9-4). The heat transfer to the combustion chamber surfaces in 
contact with the unburned and burned gas zones [analagous to Eq. (12.2)] is 
given by 


For the gas exchange period: C, = 6.18, C,=0 

For the compression period: C, = 2.28, C,=0 7 

For the combustion and expansion period: C, = 2.28, C, = 3.24 x 10 
Subsequent studies in higher-speed engines with swirl indicated higher heat 

transfer than these velocities predicted. For engines with swirl, cylinder averaged 

gas velocities were given by Eq. (12.18) with: 


v, 
For the gas exchange period: C, = 6.18 + 0.417 
P 


vs 

For the rest of cycle: C, = 2.28 + 0.308 3, 
where v, = Bo,/2 and a, is the rotation speed of the paddle wheel used to 
measure the swirl velocity (see Sec. 8.3.1).'* Spark-ignition engine tests showed 
that the above velocities gave acceptable predictions for this type of engine 
also.}3 
Woschni’s correlation, with the exponent in Eq. (12.17) equal to 0.8, can be 
summarized as: 


h,(W/m?-K) = 3.26B(m)~°-2p(kPa)°®T(K)~°55w(m/s)°® (12.19) 


ie Weise iia Woschni’s formula and made changes to give better 
predictions of time-averaged heat fluxes measured with probes in a ed 
injection diesel engine with swirl. The modifications include use ofa length ase 

on instantaneous cylinder volume instead of bore, changes in the effective gas 
velocity, and in the exponent of the temperature term. 


O, = Auwhe(Tu~ Ts) Os = Anwhe, (Ts — T,) (12.214,b) 


respectively. Since h, depends on local gas properties and velocities, h, , and h,,, 
are not necessarily the same. Examples of how the burned gas wetted areas on 
the piston, cylinder head, and liner vary during the combustion process are given 
in Fig, 14-8. Since the burned gas temperature T, is much larger than the 
unburned gas temperature, the heat flux from the burned gas zone dominates. 
One useful development of this two-zone approach is the division of the 
burned gas zone into an adiabatic core and a thermal boundary layer. The 
advantages are: (1) this corresponds more closely to the actual temperature dis- 
tribution (see Sec. 12.6.5); (2) a model for the boundary-layer flow provides a 
more fundamental basis for evaluating the heat-transfer coefficient. The local heat 
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flux is then given by’® was developed. Here Rep = b,D,/v, where 6, is the time-averaged exhaust port 


k{T.. - T,) gas velocity and D, is the port diameter. For straight sections of exhaust pipe 
q = Slt = Te (12.22) downstream of the port, an empirical correlation based on measurements of 


average heat-transfer rates to the pipe has been derived :?! 
Nu = 0.0483 Re®783 (12.25) 


The Reynolds number is based on pipe diameter and velocity. Heat-transfer cor- 
relations for steady developing turbulent flow in pipes predict values about half 
that given by Eq. (12.25). 


where k, is the effective thermal conductivity in the boundary layer, T,, is the 
adiabatic core temperature, and 6 the boundary-layer thickness. In the laminar 
regime 6 would grow as t!/?; in the turbulent regime 6 would grow as t®*. Both 
growth regimes are observed. 

Zonal models have also been used to describe DI diesel engine heat trans. 
fer.1° A bowl-in-piston chamber was divided into three flow regions and two | 
gas-temperature zones during combustion. An effective velocity 


w = (U2 + U2 + 2k)? 


125 RADIATIVE HEAT TRANSFER 


There are two sources of radiative heat transfer within the cylinder: the high- 
temperature burned gases and the soot particles in the diesel engine flame. In a 
spark-ignition engine, the flame propagates across the combustion chamber from 
the point of ignition through previously mixed fuel and air. Although the flame 
front is slightly luminous (see color plate, Fig. 9-1), all the chemical intermediaries 
- in the reaction process are gaseous. Combustion is essentially complete early in 
the expansion stroke. In the compression-ignition engine (and in fuel-injected 
stratified-charge engines), most of the fuel burns in a turbulent diffusion flame as 
fuel and air mix together. There can be many ignition locations, and the flame 
conforms to the shape of the fuel spray until dispersed by air motion (see color 
plate, Figs. 10-4 and 10-5). The flame is highly luminous, and soot particles 
(which are mostly carbon) are formed at an intermediate step in the combustion 
process. 

The radiation from soot particles in the diesel engine flame is about five 
times the radiation from the gaseous combustion products. Radiative heat trans- 
fer in conventional spark-ignition engines is small in comparison with convective 
heat transfer. However, radiative heat transfer in diesel engines is not negligible; 
it contributes 20 to 35 percent of the total heat transfer and a higher fraction of 

the maximum heat-transfer rate. 


was used to obtain the heat-transfer coefficient, where U, and U, are the two 
velocity components parallel to the surface outside the boundary layer and k is 
the turbulent kinetic energy. Zonal models would be expected to be more accu- 
rate than global models. However, only limited validation has been carried out. 


12.4.5 Intake and Exhaust System Heat Transfer 


Convective heat transfer in the intake and exhaust systems is driven by much 
higher flow velocities than in-cylinder heat transfer. Intake system heat transfer is 
usually described by steady, turbulent pipe flow correlations.? With liquid fuel 
present in the intake, the heat-transfer phenomena become especially complicated 
(see Sec. 7.6). Exhaust flow heat-transfer rates are the largest in the entire cycle 
due to the very high gas velocities developed during the exhaust blowdown 
process and the high gas temperature (see Sec. 6.5). Exhaust system heat transfer 
is important since it affects emissions burnup in the exhaust system, catalyst, or 
particulate trap, it influences turbocharger performance, and it contributes sig- 
nificantly to the engine cooling requirements. 

The highest heat-transfer rates occur during blowdown, to the exhaust 
valve and port. Detailed exhaust port convective heat-transfer correlations have 
been developed and tested. These are based on Nusselt-Reynolds number correla- 
tions. For the valve open period, relations of the form 


Nu = K Re} (12.23) 


12.5.1 Radiation from Gases 


Gases absorb and emit radiation in narrow wavelength bands rather than in a 
continuous spectrum as do solid surfaces. The simpler gas molecules such as H,, 
O,, and N, are essentially transparent to radiation. Of the gases important in 
combustion, CO, CO,, and H,O emit sufficient energy to warrant consideration. 
In gases, emission and absorption will occur throughout the gas volume. These 
processes will be governed by the number of molecules along the radiation path. 
For each species, this will be proportional to the product of the species partial 
Pressure p; and the path length |. In addition the radiative capacity depends on 
gas temperature 7; . Thus the emissivity of the gas ¢, can be expressed as 


&4 =f(T,, P,l, Si8:9) Pn!) (12.26) 


have been proposed and evaluated.?° For L,/D, S02, the flow exits the valve . 
a jet, and Re, = »,D,/v, where D, is the valve diameter, v, the velocity of the 
exhaust gases through the valve opening, and v the kinematic velocity. For 
L,/D, z 0.2, the port is the limiting area and a pipe flow model with Re = v,D,/¥ 
is more appropriate. v, is the velocity in the port and D, is the port diameter. For 
the valve closed period, the correlation 


Nu = 0.022 Re?* (12.24) 
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The mean path length for a volume V with surface area A is given with sufficient 
accuracy by 


4V 
1=0.9 x — 


7 (12.27) 


4V/A is the mean path length for a hemispherical enclosure. 

Standard methods have been developed for estimating ¢, for mixtures of 
CO, and H,O by Hottel and others (see Ref. 22). Charts based on experimental 
data give éc9, and &,0 as functions of p,! and T,. Correction factors are applied 
for total pressures above one atmosphere and for the overlapping of spectral 
bands of CO, and H,0. Estimates for engine combustion gases at peak condi- 
tions give e, ~ 0.1 and peak heat fluxes due to gas radiation of order 0.2 MW/ 
m2. This amounts to ~5 percent of the peak convective heat transfer. Since gas 
radiation is proportional to T}, this radiative flux falls off more rapidly from 
peak values than convective heat flux and, when integrated over the cycle, can be 
neglected. 


12.5.2 Flame Radiation 


Flame radiation is a much more complex process because the detailed geometry 
and chemical composition of the radiating region are not well known. Since the 
radiation from the optically transparent or nonluminous flames of spark-ignition 
engines is small, we will deal only with luminous nontransparent flames where 
the radiation comes from incandescent soot particles and has a continuous spec- 
trum. Because the particle size distribution, number density and temperature, and 
flame geometry in a diesel engine are not well defined, flame emissivities cannot 
be calculated from first principles. Direct measurements of flame emissivities are 
required. A number of measurements of the magnitude and spectral distribution 

of radiation from a diesel engine combustion chamber have been made (see Ref. 9 
for a summary). The most extensive of these by Flynn et al.? : ina direct-injection 
engine used a monochromator to measure intensity of radiation at seven wave- 
lengths. The viewing path cut through the piston crown into the central region of | 
the bowl-in-piston combustion chamber. Fuel was injected through a five-hole 
nozzle and some air swirl was provided. At any given crank angle, the distribu- 
tion of energy over the seven wavelengths was used to reconstruct the es 
energy spectrum and to calculate the apparent radiation temperature and opti 

ess. 

ee energy distribution was skewed from that of a grey-body model (for 
which emissivity is independent of wavelength), and the monochromatic emis- 
sivity was well fitted by the equation 


—kl 

&, = 1 —exp 7055 
used to describe the emissivity variation from clouds of small particles. Figure 
12-6 shows sample results for the monochromatic emissive power and monochro- 


(12.28) 
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FIGURE 12-6 

Variation in monochromatic emissive power and 
emissivity, with wavelength, at three different 
crank angles. DI diesel engine with 114 mm bore, 
1995 rev/min, overall equivalence ratio 0.46. Radi- 
ation from piston bowl measured through cutout 
in piston crown.2? 


Monochromatic emissive power, MW/m? « pm 


Wavelength, um 


matic emissivity. Equation (12.28), combined with Planck’s equation for black- 
body monochromatic emissive power 


22K, 


4 = B(ekTR — 1) (12.29) 


where K, = 0.59548 x 10-1 W- m? and K, = 1.43879 cm-K, defined an appar- 
ent radiation temperature T, and optical thickness ki for the radiating medium. 
An apparent grey-body emissivity ¢, was also calculated from the standard equa- 
tion , 


ai f 8, €,, , dA 


Ue, ada 


Figure 12-7 shows sample results for four equivalence ratios at an engine speed of 
2000 rev/min. The radiation flux has approximately the same shape and time 
span as the net heat-release rate curve (which was determined from the cylinder 
Pressure curve). During the period of maximum radiation, the apparent emis- 
sivity is 0.8 to 0.9; it then decreases as the expansion process proceeds.** In 
previous experiments on the same engine, instantaneous total heat fluxes had 
been measured at various locations on the cylinder head.24 A comparison of 
radiant and total heat fiuxes (both peak and average) showed that the radiation 
heat flux can be a substantial fraction of the peak heat flux. The average radiant 
flux is about 20 percent of the average total flux: the percentage varies signifi- 
cantly with load. These conclusions are supported by other experimental data 
summarized in the next section. 

The radiation or apparent flame temperatures measured in diesels by 
several investigators show consistent results (see F ig. 12-8). Also included in the 
figure during the combustion and expansion process are typical values of: (1) the 
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FIGURE 12-7 


Radiant heat flux, apparent radiant temperature and net heat-release rate as function of crank angle 
for DI diesel engine at four different loads. Engine and measurement details as in Fig. 12-6; 2000 
rev/min.?? 


FIGURE 12-8 

Apparent radiation temperatures measured in 
diesel engines, compared to calculated maximum 
adiabatic flame, cylinder-mean and air tem- 
peratures, during the combustion period. Adia- 
batic flame temperature is temperature attained by 
burning air at air temperature with fuel for equiva: 
lence ratio of 1.1. (Data from Dent and Sulaiman,’ 

340 360 380 400 420 440 460 Flynnet al.,2> Lyn,?* Kamimoto et al.;?° calculated 

Crank angle, deg curves from Assanis and Heywood.?") 
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pipirt aici Measured and calculated values of 

pa k,/c, as a function of wavelength A. k, 

is monochromatic absorption coeffi- 

02 cient, c, is the soot concentration. 

: 0.5 I 2 5 (From Field et al.?® and Greeves and 
Wavelength d, #m Meehan.?°) 


temperature of any air not yet mixed with fuel or burned gases; (2) the average 
temperature of the cylinder contents; and (3) the maximum possible flame tem- 
perature [corresponding to combustion of a slightly rich mixture (@ = 1.1) with 
air at the temperature shown]. The measured radiation temperatures fall between 
the maximum flame temperatures and the bulk temperature. Such a model has 
been proposed, fits the available data, and has been used.?7 Zonal models have 
been proposed (¢.g., the burned gas region is stoichiometric!® 1°) to define an 
appropriate flame temperature. 

The emissivity of an incandescent soot-burning flame can be calculated 
from a knowledge of the monochromatic absorption coefficient, which is given by 


Cs n?K Cy 
k, = 36x " er + we) + 4 re + Dd] = 36x Pike T) (12.30) 
where n is the refractive index, x is the absorption term in the complex refractive 
index, c, is the soot concentration in kilograms per cubic meter, and p, is the 
density of the soot particles (+2 g/m*).?® The absorption coefficient depends on 
wavelength and temperature, is independent of particle size, and depends only on 
the soot mass loading. Figure 12-9 shows several estimates of k,/c, as a function 
of A. The strong dependence on 4 shows that clouds of soot particles are mark- 
edly not grey. There is a considerable spread in the different estimates shown. 
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This could be the result of different soot compositions (the C/H ratio affects the 
optical properties) and temperatures. To find a mean value for the absorption 
coefficient of a wide spectrum of radiation, the expression 


om fe.ada 


lation gave a reasonable match to Flynn’s data, an example of which was shown 
in Fig. 12-7. 

It has been proposed that the apparent absorptivity should be proportional 
to pressure.* 33 The assumption is then made that the proportionality constant 
would be a unique function of the equivalence ratio and crank angle. Although k, 
is dependent on p for gas radiation, it is not clear that the same proportionality 


must be evaluated. For example, for radiation from a black body at temperature should apply to soot radiation. 


1800 K, the mean absorption coefficient is ~1300c, per meter, where c, is in 
kilograms per cubic meter. At higher black-body temperatures, the value of ky 
would be higher. : 

Annand*° has applied this approach to a diesel engine. The apparent flame | 
emissivity was related to the apparent mean absorptivity by 


126 MEASUREMENTS OF 
INSTANTANEOUS HEAT-TRANSFER RATES 


12.6.1 Measurement Methods 


Values of instantaneous heat flux into the combustion chamber walls have been 
obtained from measurements of the instantaneous surface temperature. The tem- 
perature variation at the wall is a result of the time-varying boundary condition 
at the gas/wall interface. It is damped out within a small distance (~1 mm) from 
the wall surface, so measurements must be made at the surface. Various types of 
thermocouple or thermistor have been used. One-dimensional unsteady heat 
conduction into the wall is then assumed: 


a, = 1—exp (—k,)) (12.31) 


For Flynn’s data, the peak emissivity is 0.8 which gives k,/ = 1.6. Since © 
1 = 0.07 m, this gives k, © 22 m=! and c, = 16 g/m? (~1 g/m® at NTP), which is - 
a soot loading comparable with values measured in diesel engines during com 
bustion (see Figs. 11-42 to 11-44). 


12.5.3 Prediction Formulas 


Well-accepted prediction formulas for radiant heat flux in an engine are not 
available. Annand has proposed a radiation term of the form 


az = fo(T; — TS) (12.32) 


ar_ 19 (, a7 
at pe dx \" dx (12.34) 


A sinusoidal variation with time of heat flux into a semi-infinite solid can be 
shown to produce a sinusoidal variation of surface temperature of the same fre- 


quency displaced in phase by 90°. The surface temperature T,, is expressed as a 
Fourier series: 


where o is the Stefan-Boltzmann constant, T, is the mean gas temperature, and 
T, is the wall temperature. This term was coupled with a convective heat fiux 
term to give a correlation for predicting total heat flux. In a first evaluation, when 
coupled with Eq. (12.14), 8 = 0.6 was proposed.® In a later study with a modified 
convective heat-transfer correlation,?! 8 ~ 1.6 was proposed. (Note that since the. 
temperature used is the average gas temperature and not the apparent flame 
temperature, B is not an emissivity.) The limited evaluation of this approach 
shows that 6 = 0.6 gave approximately correct magnitude for gz for one engine _ 
and was too low for another.*? B = 1.6 gave radiant heat fluxes higher than 
experimental data.*? 

Flynn et al.2? developed an empirical expression for instantaneous radiant * 
heat flux to fit their data, of the form 


~ 0—6,\" (6—6,)°*? 
dp = 2G . —— 12.33 
where 9, is the crank angle at the start of the radiation pulse. Correlations for Gr, 


a, b, and @, in terms of engine speed, manifold pressure, crank angle at the start of 
fuel injection, and the equivalence ratio were obtained and presented. This corre 


N 
Ty = Ty + 2 (4, cos (not) + B, sin (not)] (12.35) 


where T,, is the time-averaged value of T,,, A, and B, are Fourier coefficients, n is 
a harmonic number, and w is the angular frequency (radians per second). The 
boundary conditions are T = T,(t) at x = 0 and T = T; (constant) at x = |. The 
solution of Eq. (12.35) is? 


N 
T(x, ) = T, — (In — T) ; +X exp (—b,x)F se 8) (12.36) 


F, = A, cos (not — $,x) + B, sin (nwt — ¢,x) 


and $, = (nc/2a)"”, where « is the thermal diffusivity of the wall material k/(pc). 
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Surface temperature measured with thermocouple in cylinder head, and surface heat flux calculated 
from surface temperature, as a function of crank angle. Spark-ignition engine operated at part-load.* 


The heat flux components at each frequency that caused that variation can 
be calculated via Fourier’s law [Eq. (12.1)], and summed to give the total fluctua- 
tion of heat flux with time: 


—_ ; (T,-—T) +k y ¢,[(A, + B,) cos (neat) — (A, — B,) sin (nwt)] (12.37) 
n=1 


Alternative approaches for solving Eq. (12.34) are through use of an electrical 
analogy to heat flow and by numerical methods. The latter become necessary if 
wall material properties depend significantly on temperature, as do combustion 
chamber deposits and some insulating ceramic materials. Several measurements 
of this type in spark-ignition and diesel engines have been made. A summary of 
these measurements can be found in Ref. 9. 

Radiant heat fluxes are determined by a variety of techniques: e.g., photo- 
detector and infrared monochromator; thermocouple shielded by a sapphire 
window; pyroelectric thermal detector. 


12.6.2 Spark-Ignition Engine Measurements 


Figure 12-10 shows the surface temperature variation with crank angle, and the : 
heat flux variation calculated from it, on the cylinder head of a spark-ignition 
engine at a part-load low-speed operating condition. The swing in surface tem-° 
perature at this point (about halfway from the on-the-cylinder-axis spark plug to. 
the cylinder wall) is 7 K. The heat flux rises rapidly when the flame arrives at the 
measurement location, has its maximum at about the time of peak cylinder pres- 
sure when gas temperatures peak (see Section 9.2.1), and then decays to relatively 3 
low levels by 60° ATC as expansion cools the burned gases. Peak heat fluxes on 
the cylinder head of 1.5 to 3 MW/m? were measured over the normal engin 
speed and load range.>* 3° 

The heat flux profile varies significantly with location and from one cycle t 
the next. Figure 12-11 illustrates both these effects. When the rapid rise in hea 
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flux occurs depends on the flame arrival time at the measurement location. Thus 
the heat fluxes determined from surface temperature data averaged over many 
cycles show their rapid rise later, the further the distance from the spark plug 
location (Fig. 12-11a). The individual cycle data in Fig. 12-11b show how varia- 
tions in the flame arrival time from one cycle to the next essentially shift the 
rising portion of the heat flux profile in time. Note that due to this cyclic varia- 
tion, the average profile shows a less rapid rise in heat flux than do individual 
cycles. 

Such measurements show that increasing engine speed and increasing 
engine load increase the surface heat flux. Retarding timing delays the rise in heat 
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FIGURE 12-11 

(a) Variation of surface heat fiux 
with crank angle at four temp- 
erature measurement locations in 
the cylinder head of a spark- 
ignition engine. Each curve is an 
average over many cycles. Dis- 
tances from on-axis spark plug 
are: HT1, 18.7 mm; HT2, 27.5 mm; 
HT3, 37.3 mm; HT4, 46.3 mm. 
Bore = 104.7 mm, 2000 rev/min, 
part-load n, = 40 percent, A/F = 18, 
MBT timing. Solid curve shows heat 
flux predicted by Woschni’s correla- 
tion.** (b) Heat flux histories for five 


Surface heat flux, MW/m2 
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340 360 380 400 peta individual cycles and 
cycle average at location HT1. 
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flux and reduces the peak value. Maximum heat fluxes occur with close-to- 
stoichiometric mixtures.?* 3° All these trends would be expected from the varia. 
tions in burned gas temperature that result from these changes in engine 
operation. 


12.6.3 Diesel Engine Measurements 


Measurements of instantaneous heat fluxes in diesel engines show similar fea- 
tures. The heat flux distribution is usually highly nonuniform. There may also be 
significant variations between the heat flux profiles from individual cycles. Figure 
12-12 shows surface heat fluxes at two locations in a medium-swirl DI diesel, one 
over the piston bowl (higher heat flux) and the other over the piston squish area, 
in relation to the heat-release profile. The heat flux increases rapidly once com- 
bustion starts, reaches a maximum at close to the time of maximum cylinder 
pressure, and decreases to a low value by 40 to 60° ATC. Peak heat fluxes to the 
primary combustion chamber surfaces (the piston bowl and head directly above 
the bowl) are of order 10 MW/m?. 

In smaller diesel engines with swirl, the mean heat fiux to the piston within 
the piston bow! is usually higher than the mean heat fluxes to the cylinder head 
and the annular squish portion of the piston crown (by about a factor of 
two).!® 31 This would be expected since the piston bowl is the zone where most 
of the combustion takes place and gas velocities are highest. There are, in addi- 
tion, substantial variations in heat flux at different locations within the piston 
bowl, on the head, and on the annular region of the piston crown. 

In contrast to the above results obtained on smaller high-speed (~ 10-cm 
bore) diesels with swirl with deep bowl-in-piston combustion chambers of diam- 
eter about half the piston diameter, results from tests on a medium-speed 30-cm 
bore quiescent shallow-bowl piston direct-injection supercharged diesel Bowed a 
much more uniform heat flux distribution over the combustion chamber walls.*” 

Heat fiuxes to the cylinder liner are much lower still (an order of magnitude 
less than the peak flux to the combustion chamber surface) and are also nonuni- 
form. Figure 12-13 compares heat fluxes to the cylinder head with three locations 
along the liner. Even at the top of the liner, the peak heat flux is only 15 to 20 
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FIGURE 12-12 

Measured surface heat flux at two locations in the 
cylinder head of a medium-swirl DI diesel engine. 
TC1 above the piston bowl, TC2 above the piston 
squish area as shown. Percentages of heat release 
ate indicated. Bore = stroke = 114mm, r, = 16, 
-40 —20 20 40 60 80 2000 rev/min, overall equivalence ratio = 0.5, “intake 

Grek angle, deg pressure = 1.5 atm.3° 
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FIGURE 12-13 

Measured surface heat fluxes at different locations in cylinder head and liner of naturally aspirated 
four-stroke cycle DI diesel engine. Bore = stroke = 114 mm, 2000 rev/min, overall equivalence 
ratio = 0.45.15 


percent of the flux to the primary combustion chamber surfaces. Again this 
would be expected, since the combustion gases do not contact the lower parts of 
the cylinder wall until later in the expansion stroke when their temperature is 
much below the peak value. 

Figure 12-14 shows examples of radiant heat flux measured above the 
piston bow! of a medium-swirl DI diesel engine as a function of engine speed and 
load.'® The limited radiant heat flux data available exhibit the following trends. 
The rapid increase in radiant heat flux following combustion is delayed relative 
to the start of pressure rise due to combustion (by about 5°); this delay increases 
with increasing speed. The peak radiant flux remains approximately constant 
with increasing equivalence ratios up to ¢ ~ 0.5. Further increases in the equiva- 
lence ratio produce a drop in level of radiant flux. The time-averaged radiant 
heat flux increased approximately linearly with increasing manifold pressure; 
however, peak radiative flux levels remained essentially unchanged. Peak and 
time-averaged values of the radiant heat flux decreased as injection timing was 
retarded. 

In diesel engines, the relative importance of radiant heat transfer (as a per- 
centage of the total heat flux) depends on the location on the combustion 
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Engine speed 
1050 rev/min 


FIGURE 12-14 

Measured radiant heat flux to 
cylinder head above the piston 
bowl in a high-swirl DI diesel 
engine when load and speed are 
varied. Solid curve: 80 percent 
-A45 TC +45 —45 TC +45 —45 TC +45 load. Dotted curve: 40 percent 

Crank angle, deg load. Dashed curve: no load.'® 


Radiant heat flux, kW/m? 


chamber surface, crank angle, engine load, engine size, and engine design. The 
time-averaged radiant heat transfer increases as a proportion of the total heat 
transfer, with increasing load, as indicated in Fig. 12-15.° At high load, the total 
radiant heat flux is between 25 and 40 percent of the total time-averaged heat 
flux. 


12.6.4 - Evaluation of Heat-Transfer Correlations 


The convective (or combined convective plus radiative) heat flux correlations 
have been compared with instantaneous engine heat-transfer measurements. One 
difficulty in this evaluation is the determination of spatially averaged 
combustion-chamber heat fluxes from the experimental data for comparison with 
correlations intended to predict the mean chamber heat flux as a function of 
crank angle. The area-averaged instantaneous heat flux. prediction _using 
Woschni’s equation (12.19) for the spark-ignition engine conditions shown in Fig. 
12-11a is comparable in magnitude to, though lower than, the measured heat 
fluxes to the cylinder head. 
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FIGURE 12-15 
0 20 40 60 80. 100 Radiant heat flux as fraction of total heat flux ont 
Percent max imep the load range of several different diesel engines. 
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Comparison of measured mean heat fluxes on the cylinder head at 1050 rev/min in a fired high-swirl 
DI diesel engine with various prediction equations. Annand, Eq. (12.14), Woschni, Eq. (12.19), flat 
plate, Eq. (12.20) using measured gas motion.® 


More extensive comparisons have been made of predictions with data for 
diesel engines. Annand’s correlations, Eqs. (12.14) and (12.32) with a = 0.06, 
b= 0.85, and £ (for the combustion phase only) = 0.57, gave reasonable agree- 
ment with instantaneous cylinder head heat fluxes, and overall time-averaged 
heat fluxes for a medium-speed quiescent DI engine design.>” In a small high- 
speed diesel with swirl, values of a = 0.13, b = 0.7, and B = 1.6 gave an approx- 
imate fit to estimates of the instantaneous area-mean heat flux*' and 
time-averaged heat flux to the piston.*® Comparisons of the Annand and 
Woschni correlations generally show that the Annand correlation predicts higher 
heat fluxes at the same crank angle.'!:?* The most careful comparison of all 
three correlations summarized in Secs. 12.4.3 and 12.4.4 with experimental data 
has been made by Dent and Sulaiman in a small high-speed diesel engine with 
swirl.'© The mean experimental heat flux was estimated from a number of ther- 
mocouple measurements located at different points around the combustion 
chamber surface. Figure 12-16 shows the comparison. The Woschni correlation 
falls below the others at light load because the combustion-induced velocity term 
is smaller. Expansion stroke heat fluxes are underpredicted by all three correla- 
tions. Given the uncertainty in converting the measurements to an average heat 
flux value, the agreement is reasonably good. 

Dent examined additional modifications to the flat plate formula [Eq. 
(12.20)], which was based on a cylinder-mean gas temperature. During com- 
bustion a two-zone model is more appropriate. Assuming an equivalence ratio 
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FIGURE 12-17 

Measured heat fluxes on cylinder head in fired 

high-swirl DI diesel engine at 1050 rev/min and 49 

percent load compared with predictions based on 

bulk mean gas temperature and using tem- 

-90 -45 TC 45 90 135 peratures based on two-zone (air and burned gas) 
Crank angle, deg model.!® 


for the burned gas (Dent assumed stoichiometric), a combustion zone tem- 
perature can be determined from the relation 


7, = Maa mT 


m, 


where m, is the mass of air, T, is the air temperature, and m, is the burned gas 
mass, m, = m — m,. In addition, the observed swirl enhancement which occurs 
due to the combustion was included by multiplying the swirl velocity used in the 
heat-transfer correlation by the square root of the ratio (density of air in the 
motored case)/(density of burned gas in fired case). The combination of both 
effects (see Fig. 12-17) improves the shape of the predictions by broadening and 
lowering the peak. 

Each of the convective-heat-transfer correlations described has limited 
experimental support. However, under engine design and operating conditions 
different from those under which they were derived, the predictions should be 
viewed with caution. Woschni’s correlation is the correlation used most exten- 
sively for predicting spatially averaged instantaneous convective heat fluxes. 
However, the empirical constants which relate the mean piston speed and 
combustion-induced motion to the velocity used in the Reynolds number, deter- 
mined by Woschni, will not necessarily apply to all the different types of engine. 
If local velocities are known, the flat-plate-based correlations provide the best 
available approach. Annand’s correlation has the advantage of being the simplest 
correlation to use. Since the radiation component in diesel engine heat transfer is 
normally 20 to 40 percent of the total an approximate estimate of its value may 
suffice. 
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FIGURE 12-18 

Thermal boundary-layer thickness, at the top of the cylinder wall in the clearance volume, determined 
from schlieren photographic measurements in a special visualization square-piston spark-ignition 
engine.°? 


12.65 Boundary-Layer Behavior 


Measurements of thermal boundary-layer thickness in an operating spark- 
ignition engine have been made using schlieren photography in a special flow- 
visualization engine. Figure 12-18 shows one set of measurements on the cylinder 
wall in the clearance volume opposite the spark plug. The boundary-layer thick- 
ness decreases during intake and increases steadily during compression and 
expansion to about 2 mm. It stops growing and becomes unstable during the 
exhaust process, separating from the cylinder wall and becoming entrained into 
the bulk gas leaving the cylinder. The thickness of the thermal boundary layer 
varies substantially at different locations throughout the chamber. While the 
trends with crank angle were similar, the layers on the cylinder head and piston 
crown were substantially (up to 2 to 3 times) thicker during compression and 
expansion in the simple disc-shaped chamber studied.*? This different behavior 
probably results because there is no bulk flow adjacent to the head and piston 
crown. 

Estimates of thermal boundary-layer thickness in spark-ignition engines, 
based on convective-heat-transfer correlations and thermal energy conservation 
for the growing layer give thicknesses comparable to these measurements. Note 
that a substantial fraction of the cylinder mass is contained within the thermal 
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boundary layer. For example, for an average thickness of 3 mm at 90° ATC 
during expansion, the volume of the boundary layer is 20 percent of the com. 
bustion chamber volume for typical engine dimensions. Since the average density 


in the boundary layer is about twice that in the bulk gases, some 30 to 40 percent © 


of the cylinder mass would be contained within this boundary layer. 


12.7 THERMAL LOADING AND 
COMPONENT TEMPERATURES 


The heat flux to the combustion chamber walls varies with engine design and 
operating conditions. Also, the heat flux to the various parts of the combustion 
chamber is not the same. As a result of this nonuniform heat flux and the differ- 
ent thermal impedances between Jocations on the combustion chamber surface 
and the cooling fluid, the temperature distribution within engine components is 
nonuniform. This section reviews the variation in temperature and heat flux in 
the components that comprise the combustion chamber. 


12.7.1 Component Temperature Distributions 


Figures 12-19 to 12-22 show illustrative examples of measured temperature dis- 
tributions in various engine components. Normally, the heat flux is highest in the 
center of the cylinder head, in the exhaust valve seat region, and to the center of 
the piston. It is lowest to the cylinder walls. Cast-iron pistons run about 40 to 
80°C hotter than aluminum pistons. With flat-topped pistons (typical of spark- 
ignition engines) the center of the crown is hottest and the outer edge cooler by 
20 to 50°C. Diesel engine piston crown surface temperatures are about 50°C 
higher than SI engine equivalent temperatures. As shown in Fig. 12-19, the 
maximum piston temperatures with DI diesel engine pistons are at the lip of the 


FIGURE 12-19 

Isothermal contours (solid lines) and heat flow paths (dashed lines) determined from measured tem- 
perature distribution in piston of high-speed DI diesel engine. Bore 125 mm, stroke 110 mm, r, = 17, 
3000 rev/min, and full load.*° 
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FIGURE 12-20 
Variation of cylinder head temperature with measurement location in spark-ignition engine operating 
at 2000 rev/min, wide-open throttle with coolant water at 95°C and 2 atm.*! 


bowl. In IDI diesel engines, maximum piston temperatures occur where the pre- 
chamber jet impinges on the piston crown. 

Figure 12-20 shows the temperatures at various locations on a four-cylinder 
SI engine cylinder head. The maximum temperatures occur where the heat flux is 
high and access for cooling is difficult. Such locations are the bridge between the 
valves and the region between the exhaust valves of adjacent cylinders. Figure 
12-21 shows how the average heat fiux and temperature vary along the length of 
a DI diesel engine liner. Because the lower regions of the liner are only exposed 
to combustion products for part of the cycle after significant gas expansion has 
occurred, the heat flux and temperature decrease significantly with distance from 
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FIGURE 12-21 

Temperature and heat fiux distribution in the 
cylinder liner of a high-speed DI diesel engine at 
1500 rev/min and bmep = 11 bar. q, is heat flux 
into the liner; gg) is heat flux from the gas to the 
liner. Difference is friction-generated heat flux.4? 
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FIGURE 12-22 
500 600 700 800°C Temperature distribution in one of the four exhaust 
valves of a two-stroke-cycle uniflow DDA 4-53 DI 
diesel engine. Bore = 98 mm, stroke = 114 mm.*? 


the cylinder head. Note that the heat generated by friction between the piston 
and the liner, the difference between g,, (the gas to liner heat flux) and g, (the 
total heat flux into the liner), is a significant fraction of the liner thermal loading. 
The exhaust valve is cooled through the stem and the guide, and the valve 
seat. In small-size valves the greater part of the heat transfer occurs through the 
stem; with large-size valves, the valve seat carries the higher thermal load. 
Temperature distributions in engine components can be calculated froma 
knowledge of the heat fluxes across the component surface using finite element 
analysis techniques. For steady-state engine operation, the depth within a com- 
ponent to which the unsteady temperature fluctuations (caused by the variations 
in heat flux during the cycle) penetrate is small, so a quasi-steady solution is 
satisfactory. Results from such calculations for a spark-ignition engine piston 
illustrate the method.** A mean heat-transfer coefficient from the combustion 
chamber gases to the piston crown and a mean chamber gas temperature were 
defined (using the input from a cycle simulation of the type described in Sec. 
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FIGURE 12-23 

Measured (dots) and calculated temperature (°C) 
distributions in piston pin and thrust planes of 
the piston of a four-cylinder 2.5-dm? spark- 
ignition engine at 4600 rev/min and wide-open 
throttle.4* 
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Heat outflow from various zones of piston as percentage of heat flow in from combustion chamber. 
High-speed DI diese] engine, 125 mm bore, 110 stroke, r, = 17.4° 
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14.4). These define the time-averaged heat flux into the piston. Heat-transfer coef- 
ficients for the different surfaces of the piston (underside of dome, ring-land areas, 
ring regions, skirt outer and inner surfaces, wrist pin bearings, etc.) were esti- 
mated. The actual piston shape was approximated with a three-dimensional grid 
for one quadrant of the piston. A standard finite element analysis of the heat flow 
through the piston yields the temperature distribution within the piston. The 
thermal stresses can therefore be calculated and added to the mechanical stress 
field to determine the total stress distribution. This can be used to define the 
potential fatigue regions in the actual piston design. Figure 12-23 shows the tem- 
perature distribution calculated with this approach, compared with measure- 
ments (indicated by dots). The agreement is acceptable, except in the piston skirt 
where the heat-transfer rate between the skirt and cylinder liner has been over- 
estimated. 

Detailed measurements of the temperature distribution in the piston allow 
the relative amounts of heat which fiow out of the different piston surfaces to be 
estimated. Figure 12-24 shows examples of such estimates for a DI diesel engine 
at no-load and full-load. About 70 percent of the heat flows out through the ring 
zone, and much smaller amounts through the pin boss zone, underside of the 
crown and skirt. In larger diesel engines and highly loaded diesel engines, one or 
more cooling channels are incorporated into the piston crown. This reduces the 
heat flow out through the ring area significantly.*5 


12.7.2 Effect of Engine Variables 


The following variables affect the magnitude of the heat flux to the different sur- 
faces of the engine combustion chamber and the temperature distribution in the 
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components that comprise the chamber: engine speed; engine load; overa| 
equivalence ratio; compression ratio; spark or injection timing; swirl and squish 
motion; mixture inlet temperature; coolant temperature and composition; wall 
material; wall deposits. Of these variables, speed and load have the greatest effect. 
Equation (12.19), derived from the Nusselt-Reynolds number relation 


0.877 — 0.55 0.8 


h, = constant x B~°-?p w 


and the relation for heat-transfer rate per unit area [Eq. (12.2)] 
gq =h(T — T,) 


are useful for predicting trends as engine operating and design variables change. 

The effect of the above variables on engine and component heat flux will 
now be summarized. The comments which follow apply primarily to spark- 
ignition engines. In compression-ignition engines, the distribution of heat flux 
and temperature varies greatly with the size of cylinder and form of the com- 
bustion chamber. 


SPEED, LOAD, AND EQUIVALENCE RATIO. Predictions of spark-ignition 
engine heat transfer as a function of speed and load are shown in Fig. 12-25. The 
cycle heat transfer is expressed as a percent of the fuel’s chemical energy (mass of 
fuel x Q:yy). The heat transfer to the total combustion chamber surface 
(excluding the exhaust port) was calculated using a thermodynamic-based cycle 
simulation (see Sec. 14.4). The relative importance of heat losses per cycle 
decreases as speed and load increase: the average heat transfer per unit time, 
however, increases as speed and load increase. 

Since speed and load affect p, T, and w in Eg. (12.19), simpler correlations 
have been developed to predict component heat fluxes from experimental data. 
Time-averaged heat fluxes at several combustion chamber locations, determined 
from measurements of the temperature gradient in the chamber walls, have been 
fitted with the empirical expression 


m n 
q = constant x (®) 
A, 


with n between 0.5 and 0.75 (the value of n depending on engine type and loca- 
tion within the combustion chamber). Results for a modern four-cylinder SI 


(12.38) 


FIGURE 12-25 
Predicted average heat-transfer rate (as percent of 
fuel flow rate x Qy;,y) to combustion chamber 
walls of an eight-cylinder 5.7-dm?* spark-ignition 
engine as a function of speed and load. Stoichio- 
metric operation; MBT timing.‘ 
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FIGURE 12-26 

Predicted average heat-transfer rate (as percent of fuel 
flow rate x Qr yy) to combustion chamber walls of an 
eight-cylinder 5.7-dm? spark-ignition engine as a func- 
tion of equivalence ratio and burn rate (Aé, = 
combustion duration).*® 
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engine and several diesel engine designs, with appropriate values of n, can be 
found in Refs. 47 to 49. While this correlation is not dimensionless and does not 
satisfy Eq. (12.19), it provides a convenient method for reducing the experimental 
data. The heat flux to the cylinder head and liner for a spark-ignition engine were 
well correlated by Eq. (12.38) with n = 0.6. The flux distribution over the cylinder 
head at a fuel flow rate per unit piston area of 0.195 kg/s-m? for several different 
DI diesel engines were comparable in magnitude. The effect of speed at wide- 
open throttle on component temperatures for a spark-ignition engine can be 
found in Ref. 47. Exhaust valve, piston crown and top ring groove, and nozzle 
throat temperatures for a Comet prechamber diesel as a function of fuel flow rate 
can be found in Ref. 49. 

The peak heat flux in an SI engine occurs at the mixture equivalence ratio 
for maximum power ¢ ~ 1.1, and decreases as @ is leaned out or enriched from 
this value.°° The major effect is through the gas temperature in Eqs. (12.2) and 
(12.19). However, as a fraction of the fuel’s chemical energy, the heat transfer per 
cycle is a maximum at ¢ = 1.0 and decreases for richer and leaner mixtures, as 
shown by the thermodynamic-based cycle-simulation predictions in Fig. 12-26. In 
CI engines, the air/fuel ratio variation is incorporated directly in the load varia- 
tion effects. 


COMPRESSION RATIO. Increasing the compression ratio in an SI engine 
decreases the total heat flux to the coolant until r, ~ 10; thereafter heat flux 
increases slightly as r, increases.°° The magnitude of the change is modest; e.g., a 
10 percent decrease in the maximum heat flux (at the valve bridge) occurs for an 
increase in r, from 7.1 to 9.4.47 Several gas properties change with increasing 
compression ratio (at fixed throttle setting): cylinder gas pressures and peak 
burned gas temperatures increase; gas motion increases; combustion is faster; the 
surface/volume ratio close to TC increases; the gas temperature late in the expan- 
sion stroke and during the exhaust stroke is reduced. Measured mean exhaust 
temperatures confirm the last point, which probably dominates the trend at lower 
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FIGURE 12-27 
Predicted average heat-transfer rate (as percent- 
age of fuel flow rate x Qipy) to combustion 
chamber walls of an eight-cylinder 5.7-dm? 


24 


20 20 10 5 MBT 5 spark-ignition engine as a function of spark 
<—Retard|Advance—> timing and burn rate (A, = combustion 
Spark timing, deg duration).** 


compression ratios. As the compression ratio increases further, the other factors 
(which all increase heat transfer) become important. 

The effect of changes in compression ratio on component temperatures 
depends on location. Generally, head and exhaust valve temperatures decrease 
with increasing compression ratio, due to lower expansion and exhaust stroke 
temperatures. The piston and spark plug electrode temperatures increase, at con- 
stant throttle setting, due to the higher peak combustion temperatures at higher 
compression ratios. If knock occurs (see Sec. 9.6), increases in heat flux and com- 
ponent temperatures result; see below. 


SPARK TIMING. Retarding the spark timing in an SI engine decreases the heat 
flux as shown in Fig. 12-27. A similar trend in CI engines with retarding injection 
timing would be expected. The burned gas temperatures are decreased as timing 
is retarded because combustion occurs later when the cylinder volume is larger. 
Temperature trends vary with component. Piston and spark plug electrode tem- 
peratures change most with timing variations; exhaust valve temperature 
increases as timing is retarded due to higher exhausting gas temperatures.*’ 


SWIRL AND SQUISH. Increased gas velocities, due to swirl or squish motion, will 
result in higher heat fluxes. Equation (12.19) indicates that the effect on local heat 
flux, relative to quiescent engine designs, should be proportional to (local gas 
velocity)°®. There is no direct evidence to support this correlation but there is 
evidence that use of a shrouded value to increase gas velocities within the cylin- 
der increases the total heat transfer.°° 


INLET TEMPERATURE. The heat fiux increases linearly with increasing inlet 
temperature; the gas temperatures throughout the cycle are increased. An 
increase of 100 K gives a 13 percent increase in heat flux.*! 


COOLANT TEMPERATURE AND COMPOSITION. Increasing liquid coolant 
temperature increases the temperature of components directly cooled by the 
liquid coolant. Figure 12-28 shows the result of a 50-K rise in coolant tem- 
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FIGURE 12-28 


Effect of coolant temperature on cylinder head, liner, exhaust valve, valve seat, piston, and spark plug 
metal temperatures. Spark-ignition engine at 5520 rev/min and wide-open throttle. tr, = 8.5.47 


perature in a spark-ignition engine. The exhaust valve and spark plug tem- 
peratures are unchanged. The smaller response of the metal temperatures to 
coolant temperature change occurs at higher heat flux locations (such as the 
valve bridge), and indicates that heat transfer to the coolant has entered the 
nucleate-boiling regime in that region. The response is greater where heat fluxes 
are lower (e.g., the cylinder liner), indicating that there heat transfer to the 
coolant is largely by forced convection. When nucleate boiling occurs (i.e., when 
steam bubbles are formed in the liquid at the metal surface, although the bulk 
temperature of the coolant is below the saturation temperature), the metal tem- 
perature is almost independent of coolant temperature and velocity. Addition of 


antifreeze (ethylene glycol) to coolant water changes the thermodynamic proper- 
ties of the coolant. 


WALL MATERIAL. While the common metallic component materials of cast iron 
and aluminum have substantially different thermal properties, they both operate 
with combustion chamber surface temperatures (200 to 400°C) that are low rela- 
tive to burned gas temperatures. There is substantial interest in using materials 
that could operate at much higher temperatures so that the heat losses from the 
working fluid would be reduced. Ceramic materials, such as silicon nitride and 
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TABLE 12.2 


Thermal properties of wall materials 
a na er 


Peak 
Thermal Specific Thermal Skin _ temperature 
conductivity Density heat diffusivity depth swing, 
Material &, W/mK p, kg/m? —c, J/kg-K =o, m*/s kpc 5,mm K 
Cast iron 54 72x 10° 480 1.57x 1075 18x 10° 2.8 18 
Aluminum 155 2.75 x 103 915 62 x10°° 39x 10" 5.4 12 
Reaction- 5-10 2.5 x10? 710 28 x 107° 13x10? 12 70 
bonded 
silicon 
nitride - 0 039 95 
Sprayed 1.2 §2 x 103 732 3.2 x 10 46x 1 . 
zirconia 


EES 


zirconia, have lower thermal conductivity than cast iron, would operate at higher 
temperatures, and thereby insulate the engine. The thermal properties of some of 
these materials are listed in Table 12.2. With these thermally insulating materials 
it is possible to reduce the heat transfer through the wall by a substantial 
ano This approach is most feasible for diesel engines where there is the possi- 
bility of eliminating the conventional engine coolant system and improving 
engine efficiency. Since the coolant-side heat transfer is essentially steady during 
each cycle, a high enough thermal resistance in the wall material can bring the 
net heat transfer close to zero. However, there is still substantial heat transfer 
between the working fluid in the cylinder and the combustion chamber walls. 
Figure 12-29 illustrates these heat-transfer processes by comparing the mean gas 
temperature to the piston surface temperature for metal and ceramic combustion 
chamber wall materials. The results come from a thermodynamic simulation of a 
turbocompounded diesel engine system operating cycle. From Eq. (12.2) the heat 
transfer is from the gas when T, > T,, and to the gas when T, < T,. With t le 
ceramic material at about 800 K surface temperature, the net heat transfer is 
much reduced compared with the metal case. However, there is substantial heat 
transfer to the gas from the ceramic walls during intake (which reduces volu- 
metric efficiency) and compression (which increases compression stroke work), 
and still substantial heat transfer from the gas during combustion and expansion. 

The heat transfer from the hot walls to the incoming charge makes ther- 
mally insulating materials unattractive for spark-ignition engines. Such heat 
transfer would increase the unburned mixture temperature leading to earlier 

k (see Sec. 9.6). _ 

Oa oa entation in 2 nc surface temperature in Fig. 12-29 indicates the 
inherently unsteady nature of the heat-transfer interaction with the wall. Dunne 
combustion and expansion, the thermal energy transferred from the gas to the 
wall is stored in a thin layer of wall material adjacent to the surface. While some 
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FIGURE 12-29 

Mean gas temperature and piston surface tem- 

perature profiles predicted by turbocompounded DI 

diesel engine simulation for water-cooled metal 

0 200 400 600 800 combustion chamber walls and for partly insulated 
Crank angle, deg engine with ceramic walls.?7 


of this thermal energy diffuses through the wall, during intake and compression 
much of it is transferred back to the now low-temperature cylinder contents. The 
depth of penetration of the thermal wave into the material, the skin depth 6, is 
proportional to ./a/w, where « = k/(pc) is the thermal diffusivity and q the fre- 
quency of the wave (proportional to engine speed). Values of « and 6 are given in 
Table 12.2 for an engine speed of 1900 rev/min: Jas = 1.4, a constant. The 
magnitude of the temperature fluctuation (important because it is a source of 
fluctuating thermal stress) is proportional to (Spc)~': this varies as (kpc)~ '/2. 
Estimated peak temperature swings for the materials in Table 12.2 are tabulated. 


KNOCK. Knock in an SI engine is the spontaneous ignition of the unburned 
“end-gas” ahead of the flame as the flame propagates across the combustion 
chamber. It results in an increase in gas pressure and temperature above the 
normal combustion levels (see Sec. 9.6). Knock results in increased local heat 
fluxes to regions of the piston, the cylinder head, and liner in contact with the 
end-gas. Increases to between twice and three times the normal heat flux in the 
end-gas region have been measured.': 5? It is thought that the primary knock 
damage to the piston crown in this region is due to the combination of extremely 
high local pressures and higher material temperatures. 


PROBLEMS 


12.1. If radiation in the combustion chamber is negligible, Eqs. (12.5), (12.6), and (12.7) can 


be combined into the following overall equation approximating the time-averaged 
heat transfer from the engine: 


4=h,,(T, — T.) 
Derive the expression for h,,, . 


12.2. Given that the average heat fiux through a particular zone in a cast iron liner 1 cm 
thick is 0.2 MW/m?, the coolant temperature is 85°C, and the coolant side heat- 
transfer coefficient is 7500 W/m?-K, find the average surface temperature on the 
combustion chamber and coolant sides of the liner at that zone. 


12.3. Figure 12-1 gives a schematic of the temperature profile from the gas inside the 
combustion chamber out to the coolant. Draw an equivalent figure showing 
schematically the temperature profiles at the following points in the engine cycle: (a) 
intake; (b) just prior to combustion; (c) just after combustion; (d) during the exhaust 
stroke. Your sketch should be carefully proportioned. 
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12.4. Using dimensional analysis, compare the relative heat losses of two geometrically 
similar SI engines (same bore/stroke ratio, same connecting rod/stroke ratio) oper. 
ating at the same imep and power. Engine A has twice the displacement per cylinder 
of engine B. Assume that the wall temperature and the gas temperature for both 
engines are the same. 

12.5. (a) Using Woschni’s correlation, evaluate the percentage increase in heat transfer 
expected from an engine with a mean piston speed of 10 m/s when the swirl ratio 
is raised from 0 to 5. Do your comparison for the intake process only. The 
engine bore is 0.15 m and the engine speed is 2000 rev/min. 

(b) Explain how both the generation of swirl and the change in heat transfer that 
results affect the volumetric efficiency of an engine. 

12.6. (a) Explain how you would estimate the thermal boundary-layer thickness on the 
combustion chamber wall of an internal combustion engine. 

(b) Using representative data, make a rough estimate of the thickness of the thermal 
boundary layer in the combustion chamber of an SI engine just after the com- 
pletion of combustion and the fraction of the cylinder mass contained within the 
boundary layer. B ~ 100 mm. Transport properties given in Sec. 4.8. 

12.7. (a) Using the analysis found in Sec. 12.6.1, calculate the depth below the surface 
where the amplitude of the temperature oscillations has attenuated to 1 percent 
of the amplitude at the surface. The wall material is aluminum and the four- 
stroke cycle engine is operating at 2500 rev/min. For this estimate, consider only 
the temperature oscillations which have a frequency equal to the engine firing 
frequency (w = 2nN/ny). 

(b) Repeat the calculation for the engine operating at 5000 rev/min. 

(c) What is the dependence of the penetration depth on the amplitude of surface 
temperature fluctuations? 

12.8. The instantaneous heat-transfer rate O from the cylinder gases to the combustion 
chamber walls in a spark-ignition engine may be estimated approximately from the 
equation 


Q@=h, A(T, — T,) 


where h, is the heat-transfer coefficient, A is the surface area, T, is the average 
temperature of the gas in the cylinder, and T,, is the average wall temperature. The 
heat-transfer coefficient can be obtained from the Nusselt, Reynolds, and Prandtl 
number relationship: 


Nu = C(Re)"(Pr)” 


where C = 0.4, m = 0.75, n = 0.4. The characteristic velocity and length scale used in 
this relation are the mean piston speed and the cylinder bore. 7 
Assuming appropriate values for the engine geometry and operating conditions 
at wide-open throttle with the wall temperature at 400 K, at an engine speed of 2500 
rev/min, and using the cylinder pressure versus crank angle curve of Fig. 14-9, calcu- 
late the following: sae 
(a) The average temperature of the gas in the cylinder at 6 = — 180°, —90°, 0°, 20°, 
40°, 90°, 150°. 
(b) The instantaneous heat-transfer coefficient h, and heat-transfer rate @ from the 
gas to the combustion chamber walls of one cylinder at these crank angles. Plot 
these results versus 0. 
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(c) Estimate the fraction of the fuel energy that is transferred to the cylinder walls 
during compression and expansion. 

Assume for the gas that the viscosity » = 7 x 10° kg/m-s, the thermal conductivity 

k =1.5 x 107! J/m-s:K, the molecular weight = 28, and the Prandtl number is 0.8. 

Assume that the combustion chamber is disc-shaped with B = 102 mm, L = 88 mm, 

and r, = 9. (The calculations required for this problem are straightforward; do not 

attempt anything elaborate.) ; 
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ENGINE 
FRICTION 
AND 
LUBRICATION 


13.1 BACKGROUND 


Not all the work transferred to the piston from the gases contained inside the 
cylinder—the indicated work—is available at the drive shaft for actual use. That 
portion of the work transferred which is not available is usually termed Friction 
work. It is dissipated in a variety of ways within the engine and engine auxiliaries. 
The friction work or power is a sufficiently large fraction of the indicated work or 
power—varying between about 10 percent at full load and 100 percent at idle or 
no-load—for the topic to be of great practical importance in engine design. Fric- 
tion losses affect the maximum brake torque and minimum brake specific fuel 
consumption directly; often the difference between a good engine design and an 
average engine is the difference in their frictional losses. A large part of the fric- 
tion losses appear as heat in the coolant and oil which must be removed in the 
radiator and oil cooler system. Thus, friction losses influence the size of the 
coolant systems. A knowledge of friction power is required to relate the com- 
bustion characteristics of an engine—which influence the indicated power—and 
the useful output—the brake power. 

The friction work, defined as the difference between the work delivered to 
the piston while the working fluid is contained within the cylinder (i.c., during the 
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FIGURE 13-1 

Comparison of major categories of friction losses: fric- 
tion mean effective pressure at different loads and 
Sy ISNpoy speeds for 1.6-liter four-cylinder overhead-cam auto- 
ESSE (2S motive spark-ignition (SI) and compression-ignition 
SI CI SI cI SI cl (CI) engines.! 


compression and expansion ‘strokes) and the usable work delivered to the drive 
shaft, is expended as follows: 


1. To draw the fresh mixture through the intake system and into the cylinder, 
and to expel the burned gases from the cylinder and out of the exhaust system. 
This is usually called the pumping work. 

2. To overcome the resistance to relative motion of all the moving parts of the 
engine. This includes the friction between the piston rings, piston skirt, and 
cylinder wall; friction in the wrist pin, big end, crankshaft, and camshaft bear- 
ings; friction in the valve mechanism; friction in the gears, or pulleys and 
belts, which drive the camshaft and engine accessories. 

3. To drive the engine accessories. These can include: the fan, the water pump, 
the oil pump, the fuel pump, the generator, a secondary air pump for emission 
control, a power-steering pump, and an air conditioner. 


All this work is eventually dissipated as heat; the term friction work or power is 
therefore appropriate. Figure 13-1 indicates the relative importance of these com- 
ponents in typical four-cylinder automotive SI and diesel engines at different 
loads and speeds. The magnitudes of the friction from the major items in 1, 2, and 
3 above are shown for an SI and a CI engine. The absolute value of the total 
friction work varies with load, and increases as speed increases. The pumping 
work for SI engines is larger than for equivalent CI engines and becomes compa- 
rable to rubbing friction at light loads as the engine is increasingly throttled. The 
piston and crank assembly contributes the largest friction component. 
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13.2. DEFINITIONS 


The following terminology will be used in discussing engine friction. 


Pumping work W,. The net work per cycle done by the piston on the in-cylinder 
gases during the inlet and exhaust strokes. W, is only defined for four-stroke cycle 
engines. It is the area (B + C) in Fig. 2-4. 


Rubbing friction work W,,. The work per cycle dissipated in overcoming the friction 
due to relative motion of adjacent components within the engine. This includes all 
the items listed in 2 above. 


Accessory work W,. The work per cycle required to drive the engine accessories; 
e.g.; pumps, fan, generator, etc. Normally, only those accessories essential to engine 
operation are included. 


Total friction work W,,. The total friction work is the sum of these three com- 
ponents, ie., 


Wie = W, + Wa + We (13.1) 


It is convenient to discuss the difference between indicated and brake 
output in terms of mean effective pressure, mep, the work per cycle per unit dis- 
placed volume: 


and power. Power and mep are related by 


P=mep x Vy x — 
Nr 
where nz (the number of revolutions per cycle) = 1 or 2 for the two-stroke or 
four-stroke cycle, respectively. Hence, from W,, Wir, W,, and W, we can define 
pumping mean effective pressure and power (pmep and P,), rubbing friction 
mean effective pressure and power (rfmep and P,,), accessory mean effective pres- 
sure and power (amep and P,), and total friction mean effective pressure and 
power (tfmep and P,,), respectively. 7 
Brake mean effective pressure and power (bmep and Pi), indicated mean 
effective pressure and power (imep and P,), and mechanical efficiency have 
already been defined in Secs. 2.3, 2.4, 2.5, and 2.7. Note that for four-stroke cycle 
engines, two definitions of indicated output are in common use. These have been 
designated as: 


+ This definition gives W, > 0 for naturally aspirated engines. For supercharged and turbocharged 
engines at high load, where p, is usually greater than p,, this definition gives Wy, <0. For such engines 
the sign convention for pumping work is often changed in order to maintain W, as a positive quan- 


tity. 
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Gross indicated mean effective pressure, imep,. The work delivered to the piston 
over the compression and expansion strokes, per cycle per unit displaced volume. 


Net indicated mean effective pressure, imep,. The work delivered to the piston over 
the entire four strokes of the cycle, per unit displaced volume. 


From the above definitions it follows that 


imep, = imep, + pmep (13.2a) 
timep = pmep + rfmep + amep (13.2b) 
bmep = imep, — tfimep (13.2c) 
bmep = imep, — rfmep — amep (13.2d) 


{Note that all the quantities in Eqs. (13.2a to d) are positive, except for pmep 
when p; > p..] 

That two different definitions of indicated output are in common use 
follows from two different approaches to determining friction work or power. In 
the standard engine test code procedures?” friction power is measured in a hot 
motoring test: the engine is motored with water and oil temperatures held at the 
firing engine values, with the throttle setting unchanged from its firing engine 
position (in an SI engine). This measures (approximately) the sum of pumping, 
rubbing friction, and auxiliary power. The sum of brake power, and friction 
power determined in this way, is the gross indicated power. Alternatively, when 
an accurate record of cylinder pressure throughout the whole cycle is available, 
pumping power can be determined directly: the sum of rubbing friction and 
accessory power is then the difference between the net indicated power— 
determined from { p dV over the whole cycle—and the brake power. 

For the reasons explained in Sec. 2.4, the gross indicated output is preferred 
and used in this text. The distinction is most important for SI engines at part 
load where the pumping power and rubbing friction power are comparable in 
magnitude. For unthrottled engines at low speeds, the distinction becomes less 
important (Fig. 13-1 shows the relative importance of pumping work under both 
these conditions). 


13.3 FRICTION FUNDAMENTALS 


The friction losses outlined in Sec. 13.1 can be classified into two groups, depend- 
ing on the type of dissipation which occurs. One type is friction between two 
metal surfaces in relative motion, with a lubricant in between. The other type is 
turbulent dissipation. 


13.3.1 Lubricated Friction 


A primary probiem in understanding friction between lubricated surfaces in 
engines is the wide variation in the magnitude of the forces involved. Thus 
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Supporting oil film 


FIGURE 13-2 
Schematic of a lubricated journal and a slider bearing. 


various regimes of lubrication can occur. Figure 13-2 shows the operating condi- 
tions of two common geometries for lubricated parts: a journal and a slider 
bearing. The different regimes of lubricated friction can be illustrated by means of 
the Stribeck diagram shown in Fig. 13-3, where the coefficient of friction f 
(tangential force/normal force) for a journal bearing is plotted against a dimen- 
sionless duty parameter uN/o, where yu is the dynamic viscosity of the lubricant, 
N is the rotational speed of the shaft, and o is the loading force per unit area. For 
sliding surfaces the dimensionless duty parameter becomes pU/(ob), where U is 
the relative velocity of the two surfaces and b is the width of the sliding pad in the 
direction of motion. 
The coefficient of friction can be expressed as 


f= of, + (1 — oft (13.3) 


where f, is the metal-to-metal coefficient of dry friction, f, is the hydrodynamic 
coefficient of friction, and « is the metal-to-metal contact constant, varying 
between 0 and 1. As «1, ff, and the friction is called boundary, i.e., close to 
solid friction. The lubricating film is reduced to one or a few molecular layers and 
cannot prevent metal-to-metal contact between surface asperities. As a > 0, ff, 
and the friction is called hydrodynamic or viscous or thick film. The lubricant film 
is sufficiently thick to separate completely the surfaces in relative motion. In 
between these regimes, there is a mixed or partial lubrication regime where the 
transition from boundary to hydrodynamic lubrication occurs. While. Fig. 13-3 
applies to journal bearings, this discussion holds for any pair of engine parts in 
relative motion with lubricant in between. 

Under boundary lubrication conditions, the friction between two surfaces in 
relative motion is determined by surface properties as well as by lubricant 
properties. The important surface properties are roughness, hardness, elasticity, 
plasticity, shearing strength, thermal conductivity, and wettability with respect to 
the lubricant. The important lubricant properties are mainly surface ones of 
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f= of, + (1 - olf, 


| Hydrodynamic lubrication 


0.01 Mixed lubrication 


FIGURE 13-3 

Stribeck diagram for journal 
bearing: coefficient of friction f 
versus dimensionless duty param- 
eter pN/o, where pz is the lubricant 
dynamic viscosity, N is rotational 
speed of shaft, o is the loading 
uN/o force per unit area. 


Coefficient of friction f 


chemical ones, which govern the ability of lubricant (or additive) molecules to 
attach themselves to the solid surfaces. Figure 13-4 shows two surfaces under 
boundary lubrication conditions. Due to the surface asperities, the real contact 
area is much less than the apparent contact area. The real contact area A, is 
equal to the normal load F,, divided by the yield stress of the material ¢,,: 


The force required to cause tangential motion is the product of the real contact 
area and the shear strength of the material t,,: 


F, = A, tm 


FIGURE 13-4 
Schematic of two surfaces in relative motion under 
boundary lubrication conditions.* 
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Thus the coefficient of friction fis (133.2 Turbulent Dissipation 


Part of the total friction work is spent in pumping fluids through flow 
F restrictions. The cylinder gases, cooling water, and oil are pumped through the 
; engine; the fan pumps air over the engine block. This work is eventually dissi- 
3 pated in turbulent mixing processes. The pressure difference required to pump 
these fluids around their flow paths is proportional to pv”, where v is a represen- 
tative fluid velocity. The proportionality constant essentially depends only on- 
f flow-path geometry. Hence the friction forces associated with fluid pumping will 
F be proportional to N? (or S? if the piston motion forces the flow). 


For dissimilar materials, the properties of the weaker material dominate the fric.. 
tion behavior. Since, as shown in Fig. 13-4, the surfaces are covered by oxide. 
films and adsorbed lubricant films, the shear strength of the material in Eq. (13.4) 
is effectively the shear strength of the surface film.* Under boundary lubrication 
conditions, the coefficient of friction is essentially independent of speed. Bound- 
ary lubrication occurs between engine parts during starting and stopping 
(bearings, pistons, and rings), and during normal running at the piston ring/ 
cylinder interface at top and bottom center crank positions, between heavily 
loaded parts, and between slow moving parts such as valve stems and rocker 
arms, and crankshaft timing gears and chains.* 

Hydrodynamic lubrication conditions occur when the shape and relative 
motion of the sliding surfaces form a liquid film in which there is sufficient pres- 
sure to keep the surfaces separated. Resistance to motion results from the shear 
forces within the liquid film, and not from the interaction between surface irregu- 
larities, as was the case under boundary lubrication. The shear stress 7 in a liquid 
film between two surfaces in relative motion is given by 


dv 
=) 


where yp is the fluid viscosity and (dv/dy) the velocity gradient across the film. 
Hence, the friction coefficient (shear stress/normal load stress) in this regime will 
be proportional to viscosity x speed + loading: ie., a straight line on the Stri- 
beck diagram. Full hydrodynamic lubrication or viscous friction is independent 
of the material or roughness of the parts, and the only property of the lubricant 
involved is its viscosity. Hydrodynamic lubrication is present between two con- 
verging surfaces, moving at relatively high speed in relation to each other and 
withstanding a limited load, each time an oil film can be formed. This type of 
lubrication is encountered in engine bearings, between piston skirt and cylinder 
liner, and between piston rings and liners for high sliding velocities. 
Hydrodynamic lubrication breaks down when the thickness of the fluid film 
becomes about the same as the height of the surface asperities. To the viscous 
friction is then added metal-to-metal solid friction at the peaks of the asperities. 
Both hydrodynamic and boundary conditions coexist. The surface texture con- 
trols this transition from hydrodynamic to mixed lubrication: rougher surfaces 
make the transition at lower loads.> Abrupt load or speed variations or mechani- 
cal vibration may cause this transition to occur. This phenomenon occurs in 
connecting rod and crankshaft bearings where periodic metal-to-metal contact 
results from sudden breaks in the oil film. The contact area between rings and 
cylinders is a zone where, due to sudden variations in speed, load, and tem- 
perature, lubrication is of the mixed type. Intermittent metal-to-metal contacts 
occur as the result of breaks in the oil film. 


133.3 Total Friction 


: The work per cycle for each component i of the total friction is given by inte- 
f grating the friction force F,, ; times its displacement dx around the cycle: 


Wom | Fl) ax 


@ The friction force components are either independent of speed (boundary 
| friction), proportional to speed (hydrodynamic friction) or to speed squared 
- (turbulent dissipation), or some combination of these. It follows that the total 
friction work per cycle (and thus the friction mean effective pressure) for a given 
engine geometry engine will vary with speed according to 


W, (or tfmep) = C, + C,N + C,N? (13.5) 


Some of the components of hydrodynamic lubrication friction and turbulent dis- 
sipation will be dependent on mean piston speed rather than crankshaft rotation- 
al speed N. Examples are piston skirt and ring friction, and the pressure losses 
f associated with gas flow through the inlet and exhaust valves. For conventional 
|-engine geometries, crankshaft rotational speed is usually used to scale the total 
_ friction data rather than mean piston speed,>° though more detailed models 
; must include both these variables. 


| 134 MEASUREMENT METHODS 


A true measurement of friction in a firing engine can only be obtained by sub- 
tracting the brake power from the indicated power determined from accurate 
measurements of cylinder pressure throughout the cycle. However, this method is 
not easy to use on multicylinder engines, both because of cylinder-to-cylinder 
differences in indicated power and due to the difficulties in obtaining sufficiently 
- accurate pressure data. As a result, friction is often measured in a motored 
engine. Friction in a firing and a motored engine are different for the reasons 
outlined below. First, the common measurement methods will be described. 


1. Measurement of fmep from imep. The gross indicated mean effective pressure is 
obtained from { p dV over the compression and expansion strokes for a four- 
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stroke engine, and over the whole cycle for a two-stroke engine. This require 
accurate and in-phase pressure and volume data. Accurate pressure vers 
crank angle data must be obtained from each cylinder with a pressure trans 


ducer and crank angle indicator. Volume versus crank angle values can be @ 
calculated. Great care must be exercised if accurate imep data are to be. 


obtained.” Both imep, and pmep are obtained from the p-V data. By subtrac. 
ting the brake mean effective pressure, the combined rubbing friction plus 
auxiliary requirements, rfmep + amep, are obtained. 

2. Direct motoring tests. Direct motoring of the engine, under conditions as close 
as possible to firing, is another method used for estimating friction losses, 
Engine temperatures should be maintained as close to normal operating tem- 
peratures as possible. This can be done either by heating the water and oil 
flows or by conducting a “grab” motoring test where the engine is switched 
rapidly from firing to motored operation. The power required to motor the 
engine includes the pumping power. In tests on SI engines at part-load, the 
throttle setting is left unchanged. “Motoring” tests on a progressively dis- 
assembled engine can be used to identify the contribution that each major 
component of the engine makes to the total friction losses. 


3. Willans line. An approximate equivalent of the direct motoring test for diesel 


engines is the Willans line method. A plot of fuel consumption versus brake _ 


output obtained from engine tests at a fixed speed is extrapolated back to zero 
fuel consumption. An example is shown in Fig. 13-5. Generally, the plot has a 
slight curve, making accurate extrapolation difficult. Agreement with a 
motored test result is shown. 

4. Morse test. In the Morse test, individual cylinders in a multicylinder engine 
are cut out from firing, and the reduction in brake torque is determined while 
maintaining the same engine speed. The remaining cylinders drive the cylinder 
cut out. Care must be taken to determine that the action of cutting out one 
cylinder does not significantly disturb the fuel or mixture flow to the others. 


Only the first of these four methods has the potential for measuring the true 


friction of an operating engine. The last three methods measure the power | 


requirements to motor the engine. The motoring losses are different from the 
firing losses for the following reasons: 


1. Only the compression pressure and not the firing pressure acts on the piston, 
piston rings, and bearings. The lower gas loadings during motoring lower the 
rubbing friction. 

2. Piston and cylinder bore temperatures are lower in motored operation. This 
results in greater viscosity of the lubricant and therefore increased viscous 
friction. In addition, piston-cylinder clearances are greater during motoring 
operation which tends to make friction lower. However, in firing operation, 
the lubrication of the top ring near the top of the stroke is inadequate to 
maintain normal hydrodynamic lubrication with the higher gas pressures 
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behind the ring. The resulting boundary friction in this region makes friction 
in the firing engine higher. Overall, the net effect of lower piston and cylinder 
temperatures during motoring is unclear. 


’ 3. In motored operation, the exhaust blowdown phase is missing and the gases 


discharged later in the exhaust stroke have a higher density than under firing 
conditions. These effects can result in different pumping work. 


, 4, When motoring, net work is done during the compression and expansion 


strokes because of heat loss from the gas to the walls, and because of gas loss 
through blowby. This work is not part of the true total friction work in a 
firing engine and should not be deducted from the indicated work of the firing 
engine to obtain the brake work; heat losses and blowby are additional energy 
transfers to the indicated work, friction work, and brake work. 


Figure 13-6 shows pumping mep, rubbing friction plus auxiliary mep, and 


; total friction mep for an SI engine over the entire range of throttle positions for 
; firing and motoring tests. Firing test data come from imep and bmep measure- 
= ments. The engine was a special four-cylinder, in-line, overhead-valve, 3.26-dm? 
[ displacement tractor SI engine of rugged design and 12 : 1 compression ratio. The 
 pmep values are closely comparable; the rubbing friction mep values diverge 


FIGURE 13-6 

Total friction mean effective pressure (tfmep), 
rubbing friction mep (rfmep), and pumping mep 
(pmep) as a function of load for four-cylinder 3.26- 
dm* spark-ignition engine with bore = 95.3 mm, 
stroke = 114 mm, and r, = 12, operated at 1600 rev/ 
min. Motoring and firing conditions.® 
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FIGURE 13-7 
Rubbing friction and auxiliary mep for six-cylinder diesel engine under motored and fired conditions, 
Effect of removing manifolds, valves, and camshaft drive under motored conditions also shown.° 


significantly as load increases.* However, the firing friction is not necessarily 
higher than the motoring test values. Figure 13-7 shows rubbing plus auxiliary 
mep for a six-cylinder diesel. The firing data are slightly lower than the motored 
data for this case.? ; 


13.5 ENGINE FRICTION DATA 
13.5.1 SI Engines 


Figure 13-8 shows total motored friction mep for several four-stroke cycle four- 
cylinder SI engines between 845 and 2000 cm? displacement, at wide-open throt- 
tle, as a function of engine speed.® The data are well correlated by an equation of 
the form of (13.5): 


N N \? 

tfmep(bar) = 0.97 + os i so) + a0s{ i af (13.6) 
where N is in revolutions per minute. Mean piston speed did not provide as good 
a correlation as rotational speed for this friction data. The importance of avoid- 
ing high engine speeds in the interests of good mechanical efficiency are evident. 
Under normal automobile engine operating conditions, a reduction in total fric- 
tion mean effective pressure by about 10 kPa results in about a 2 percent 
improvement in fuel consumption.’° 

Figure 13-9 shows how mechanical efficiency and the relative importance of 
pumping work vary over the load range idle to wide-open throttle under mid- 
speed operating conditions. 

The effect of compression ratio on rubbing friction and pumping losses, as a 
function of load at 1600 rev/min, is shown in Fig. 13-10.° At the same bmep, both 
friction and pumping mep are higher at a higher compression ratio. Friction is 
higher because peak cylinder pressures are higher. Pumping is higher at fixed 
bmep because the engine is throttled more because the efficiency is higher. 
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Friction mean effective pressure under motored conditions at wide-open throttle for several four- 
cylinder spark-ignition engines.® 
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FIGURE 13-9 
Mechanical efficiency n,, and ratio of pumping mep to 
20 40 60 80 100 total friction mep as a function of load for a typical 
percent load spark-ignition engine at fixed speed.? 
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FIGURE 13-10 
Pumping mep (pmep) and rubbing friction mep 
of (rfmep) as a function of load for r, = 12 and 7, 


four-cylinder SI engine with B= 95.3 mm and 
L = 114 mm. 1600 rev/min.® 
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FIGURE 13-11 
Motored total friction mean effective pressure as g 
function of speed for several DI diesels (bores in 
range 100 to 137 mm) and IDI swirl-chamber 
diesels (bores in range 100 to 121 mm). Correlg- 
tions for r, = 15 and L = 142 mm (DI engine) and 
r, = 16 and L = 142 mm (IDI engine).° 


13.5.2 Diesel Engines 


Figure 13-11 shows total friction as determined from motoring tests for both 
direct-injection and swirl-chamber indirect-injection four- and six-cylinder Cl 
engines in the 10 to 14 cm bore range. The higher compression ratio IDI engines 
lie in the upper half of the scatter band. Correlations for a typical engine of each 
type are shown, of the form: 


Motoring mep (kPa) = C, + (2) + 0.452 (13.7) 
where N is in revolutions per minute and S, in meters per second. For the direct- 
injection engine C, = 75 kPa; for the large swirl chamber IDI engine C, = 110 
kPa. Mean piston speed was found to give a better correlation for the last term in 
Eq. (13.5) which is mainly pumping mep. Figure 13-12 shows similar results for 
small swirl-chamber IDI engines. The same correlation, Eq. (13.7) with C, = 144 
kPa, is a good fit to the data. 

Friction mep increases as engine size decreases. Also, the motoring friction 
loss for the swirl-chamber engines is higher than for direct-injection engines, pri- 
marily because of heat transfer to the prechamber throat and not due to extra 
pumping losses which are smal]. Comparative motoring tests show the increase in 
motored fmep to be about 27 kPa and essentially independent of speed. This is 
typical of a heat-loss effect, whereas a pumping loss would increase as the square 


Eq. 2 


FIGURE 13-12 

Motored total friction mean effective pressure as @ 

function of speed for smaller IDI swirl-chamber 

at 2000 3000 4000 diesel engines (bores in range 73 to 93 mm). Correla- 
Engine speed, rev/min tion for r, = 21 and L = 95.3 mm.‘ 
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FIGURE 13-13 

Pumping mean effective pressure as a function of 
7.5 10 12.5 mean piston speed for several naturally aspirated 
Mean piston speed, m/s diesel engines.* 


of the speed.> This extra heat loss is not part of the difference between indicated 
and brake output in a firing engine, as noted previously. 

Pumping mean effective pressure data for a series of naturally aspirated 
diesels under both firing and motored conditions is shown in Fig. 13-13. The 
solid line is the term 0.452, with 5, in meters per second; this is the last term in 
the overall motored engine friction correlation [Eq. (13.7)]. 


13.6 ENGINE FRICTION COMPONENTS 


In this section, a more detailed analysis of the major components of engine fric- 
tion is presented and, where possible, equations for predicting or scaling the dif- 
ferent components are developed. 


13.6.1 Motored Engine Breakdown Tests 


Motored engine tests, where the engine is disassembled or broken down in stages, 
can be used to determine the friction associated with each major engine assembly. 
While this test procedure does not duplicate the combustion forces of actual 
engine operation, such tests are useful for assessing the relative importance of 
individual friction components. Figure 13-14 shows results of breakdown tests on 
a spark-ignition engine and DI diesel engines. These tests show the large contri- 
bution from the piston assembly (piston, rings, rod, including compression 
loading effects), with the valve train, crankshaft bearings, and water and oil 
pumps all making significant contributions to the total. An approximate break- 
down of rubbing and accessory friction is: piston assembly 50 percent; valve 
train 25 percent; crankshaft bearings 10 percent; accessories 15 percent. Their 
telative importance varies over the speed range, however. In the sections that 
follow, total engine friction will be discussed under the following headings: 
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(a) over the inlet and exhaust strokes. In Fig. 13-15, the firing pumping loop is com- 
pared with the inlet and exhaust manifold pressures, p, and p,. The work 
Vp; — p.) measures the effect of restrictions outside the cylinder, in the inlet and 
exhaust systems: air filter, carburetor, throttle valve, intake manifold (on the inlet 
side); exhaust ‘manifold and tail pipe, catalytic converter, and muffler (on the 
exhaust side). The other area, shown as valve flow work, corresponds mainly to 
pressure losses in the inlet and exhaust valves, and to a lessor extent in the inlet 
and exhaust ports. As load is reduced in an SI engine, the throttle restriction is 
increased, the Vp, — p,) term—called throttling work—will increase, and the 
valve flow work will decrease. The increase in throttling work is much more 
rapid than the decrease in valve flow work. Both throttling work and valve flow 
work increase as speed increases at constant load. 
The manifold pressures in naturally aspirated engines can be related to 
imep through a set of equations developed by Bishop:'!: 12 


Total motoring loss Pumping 


Compression, 


Motored fmep, kPa 


Motoring without head 


FIGURE 13-14 

Motored friction mean effective 
pressure versus engine speed for 
engine breakdown tests. (a) Four- 
cylinder spark-ignition engine.’° (b) 
Average results for several four- and 
six-cylinder DI diesel engines.‘ 


imep, = 129p{ Pus = 01) (13.8) 


where p,_, is the absolute inlet manifold pressure and p, is the atmospheric pres- 
sure. (All pressures are in kilopascals.) 

: For SI engines, 

pumping friction, piston assembly friction, valve train friction, crankshaft bearing 
friction, and (in Sec. 13.7) accessory power requirements. 


— 10 (13.9) 


. 2 
Pe,g = De, (Es) (13.10) 


For diesel engines (naturally aspirated), 


13.6.2 Pumping Friction 

Engine pumping mep data for SI and CI engines, as a function of speed and load, 
were given in Sec. 13.5. A more detailed breakdown of pumping work is devel- 
oped here. Figure 13-15 shows the pumping loop for a firing four-stroke cycle 
spark-ignition engine. The pumping work per cycle (see Fig. 2-4) is the fpav 


Pig=0 and imep,[in Eq. (13.8)] = 972 kPa (13.11) 
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FIGURE 13-16 


Relative importance of (a) throttling friction mep and (b) valve pumping friction mep, for spark- 
ignition engine, as percent of total friction mep on engine load versus speed map.'? 


Here p,,, and p,,, are the intake and exhaust manifold gauge pressures (both are 
positive numbers), p, is the atmospheric pressure, and p,,, is the exhaust gauge 
pressure (all in kilopascals) at 4000 rev/min and full load. 

The throttling mep for firing engine operation is then given by 


mep(throttling) = p;,, + Pe,, (13.12) 


The valve-pumping mep was correlated by 


4 0.5 1.7 1.28 
imep, N \t 2) 

z 2.98 13.13 
mep (valve pump) 26 at) (a) © oe 


where 


2 
= niy N, Diy -1 


AM, 


m 


and n,, is the number of inlet valves per cylinder, n, the number of cylinders, Dy 
the inlet valve head diameter, and V, the displaced volume. For diesel engines, in 
Eq. (13.13), imep, = 1124 kPa. 

Figure 13-16 shows the relative importance of the throttling and valve 
pumping losses as a percentage of the total friction mep over the speed and load 
range of a typical SI engine. The curves are obtained with the equations given 
above for a six-cylinder, 9: 1 compression ratio, 3.3-liter (202 in’) displacement 
engine. The trends of increasing importance of valve pumping with increasing 
speed and increasing importance of throttling losses with decreasing load are 
evident. 
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FIGURE 13-17 
Construction and nomenclature of typical piston and ring assembly.!° 


13.6.3 Piston Assembly Friction 


The construction and nomenclature of a typical piston and ring assembly is 
shown in Fig. 13-17. The piston skirt is a load-bearing surface which keeps the 
piston properly aligned within the cylinder bore. The piston lands and skirt carry 
the side load which is present when the connecting rod is at an angle to the 
cylinder axis. The rings control the lubrication between these surfaces and the 
liner. Two types of rings—compression and oil rings—perform the following 
tasks: (1) seal the clearance between the piston and cylinder to retain gas pressure 
and minimize blowby; (2) meter adequate lubricant to the cylinder surface to 
sustain high thrust and gas force loads at high surface speed and at the same time 
control oil consumption to acceptable limits; and (3) control piston temperatures 
by assisting in heat transfer to the cylinder walls and coolant. Automobile 
engines normally use three rings, though two-ring designs exist. Larger diesel 
engines may use four rings. 

Many designs of compression ring are employed,'* the differences between 
them being in the cross-sectional shapes (and hence relative flexibility) and in 
their use of wear-resistant surface treatments. Top compression rings are usually 
made of cast iron. The axial profiles are chosen to facilitate hydrodynamic lubri- 
cation. Common shapes are a rectangular cross section with inner and outer 
edges chamfered to prevent sticking in the groove, or with a barrel-shaped 
working surface which can accommodate the rotation of the piston which occurs 
with short piston skirts. Wear-resistant coatings (either a hard chromium-plated 
overlay or a molybdenum-filled inlay) are usually applied to the outer ring 
surface. The second compression ring serves principally to reduce the pressure 
drop across the top ring. Since the operating environment is less arduous, the 
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second ring can be made more flexible to give better oil control. The objective jg : 
to compensate for the torsional deflection of the ring under load so that top-edge - 
contact with the cylinder liner is avoided. Top-edge contact tends to pump oj] 
toward the combustion chamber, detracting from the performance of the oj] 
control ring. Bottom-edge contact provides an oil scraping action on the down. 
stroke. The oil control ring meters and distributes the oil directed onto the cylin- 
der liner by the crankshaft system, returning excess oil to the crankcase sump, It 
must exert sufficient pressure against the cylinder, possess suitably shaped wiping 
edges (usually two thin steel rings), and provide adequate oil drainage. Slotted or 
composite rings are normally used.'* 

The tension in all the piston rings holds them out against the cylinder wal] 
and hence contributes to friction. The gas pressure behind the compression rings 
increases this radial force. The gas pressures behind the second ring are substan- 
tially lower than behind the first ring. The gas pressures behind the rings are a 
function of speed and load. An approximate rule for estimating ring friction is 
that each compression ring contributes about 7 kPa (1 Ib/in?) mep.° Oil rings, 
due to their substantially higher ring tension, operate under boundary lubrica- 
tion; they contribute about twice the friction of each compression ring.'5 

The piston assembly is the dominant source of engine rubbing friction. The 
components that contribute to friction are: compression rings, oil control rings, 
piston skirt, and piston pin. The forces acting on the piston assembly include: 
static ring tension (which depends on ring design and materials); the gas pressure 
' forces (which depend on engine load); the inertia forces (which are related to 
component mass and engine speed). The major design factors which influence 
piston assembly friction are the following: ring width, ring face profile, ring 
tension, ring gap (which governs inter-ring gas pressure), liner temperature, ring- 
land width and clearances, skirt geometry, skirt-bore clearance.> 

Piston assembly friction is dominated by the ring friction. The forces acting 
on a typical compression ring, lubricated by a thin oil film, are shown in Fig. 
13-18. The analysis of this hydrodynamic contact is complex because the forces 
acting on the ring vary with time and slight changes in ring face geometry can 
have large effects on the computed results. Cylinder pressure p, normally acts on 
the top and back of the ring. The inter-ring gas pressure p,, (which depends on 
cylinder pressure and the geometry of the lands, ring grooves, and ring, especially 
the ring gap), acts on the oil film and bottom part of the ring. The character of 
the gas flow into and out of the inter-ring regions and its effect on ring motion 
were discussed in Sec. 8.6. Late in the expansion stroke, pressure reversals can 
occur which may cause the ring to move to the upper surface of the groove or to 
flutter in between. Ring tension acts to force the ring against the liner. The pres- 
sure in the lubricating oil film is generated as shown by the surface A-B in Fig. 
13-18 as the ring moves downward. It is believed that the film cavitates between 
B and C so the pressure decreases to a low value and then increases to p,. When 
the direction of motion is reversed, C-B becomes the pressure-generating surface. 

Models for the ring and oil film behavior have been developed. For the 
practical case where the oil film thickness h is much less than the ring width, the 
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Combustion chamber 


FIGURE 13-18 

Schematic of pressure distribution in the lubri- 
cating oil film and around a compression ring 
during expansion stroke. Pressure profile in the 
oil film indicated by horizontal shading.> 


oh 


Navier-Stokes equation for the liquid film motion reduces to a Reynolds equa- 
oh 
= + 12 — 


tion of the form: 
op 
3 — = 
(: | oe Ox ot 


where h is the local film thickness, 4 the liquid viscosity, and U the relative 
velocity between the two surfaces. This equation, along with the appropriate 
force balances on the ring, can then be solved for the coupled film and ring 
behavior (e.g., see Ref. 15). 

Measured oil film thicknesses in an operating direct-injection diesel engine 
are shown in Fig. 13-19. A capacitance technique with electrodes embedded in 
the top compression ring was used to make the measurements.'® At top-center 
during combustion, the thickness is a minimum (~1 ym); it then increases as gas 
loading on the rings decreases and piston velocity increases during the expansion 
stroke to a value an order of magnitude higher. Higher engine load results in 
higher gas loading on the rings. It also results in higher lubricant temperatures 
and lower viscosity, which reduce the film thickness during intake, compression, 
and exhaust. This large change in film thickness over one cycle is the reason the 
ting friction regime changes from boundary lubrication to thick-film hydrody- 
namic lubrication. When the oil film thickness drops below about 1 ym, asperity 
contact will begin.t 

An analysis of the side thrust between the piston and cylinder wall helps 
explain piston design trends. A force balance on the crank/connecting rod mecha- 
nism of Fig. 2-1 leads to the following. An axial force balance relates the piston 


as 


ax (13.14) 


T The critical film thickness depends on both the cylinder liner and ring surface finish. 
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FIGURE 13-19 
Measured oil film thickness between top ring and cylinder liner of a DI diesel engine, operated at 
1300 rev/min. Bore = 139.7 mm, stroke = 152.4 mm. vo is estimated oil viscosity. Reprinted by per- 
mission of the Society of Tribologists and Lubrication Engineers (STLE), formerly the American 
Society of Lubrication Engineers (ASLE).'° 


mass m and acceleration to the net axial force: 


-B? 
me = _F, cos b+" — pF Fy (13.15) 


where ¢@ is the angle between the cylinder axis and connecting rod, and p is the 
cylinder gauge pressure. A transverse force balance gives 


dS Be _ 
r= F sing =(-m Ses 2% pre, tan (13.16) 


Here F, is the force in the connecting rod (positive when in compression) and F’, 
is the friction force on the piston assembly (— when piston is moving toward the 
crank; + when piston moves away from the crank). dS,/dt is the piston acceler- 
ation obtained by differentiating the equation for piston velocity [Eq. (2.11)]: 


dS, ds = R? cos 26 + sin* J 
p_@s_ 2 Rose 20 sane 13.1 
ogee 3, cos 8+ “RP — sin? 6) woe 


The side thrust F, given by Eq. (13.16) is transmitted to the liner via the 
rings and piston skirt. It changes direction as the piston passes through top- and 
bottom-center positions. Since the friction force changes sign at these locations 
and the gas pressure during expansion is greater than during compression, the 
side thrust during expansion is greater. 

The piston skirt carries part of this side thrust so it contributes to piston 
assembly friction. The large contact area between the skirt and liner, relative to 
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FIGURE 13-20 
Measured frictional force on cylinder liner of 137 mm bore and 135 mm stroke single-cylinder DI 
diesel engine. 1200 rev/min, coolant temperature 80°C, cylinder liner inside temperature 97°C.!® 


the ring contact area, results in lighter loading (force/area) and promotes hydro- 
dynamic lubrication. Piston skirt areas have been reduced substantially in recent 
years to reduce piston mass (which reduces side thrust) and contact area. An 
additional reduction in side thrust, leading to reduced skirt friction, has been 
achieved with the use of an offset wrist-pin. By offsetting the pin axis by 1 to 
2mm without changing its vertical location, the crank angle at which the piston 
traverses the bore and “slaps” the other side of the cylinder is advanced so it 
occurs before combustion has increased the cylinder gas pressure significantly.” 

Direct measurements of the friction force associated with the piston 
assembly have been made. The most common technique involves the use of a 
special engine where the axial force on the cylinder liner is measured directly with 
a load transducer (e.g., Ref 18). Figure 13-20 shows the friction forces measured in 
such an engine (a DI diesel engine) through the engine’s operating cycle. Friction 
forces are highest just before and after top-center at the end of the compression 
stroke. The high values at the start of the expansion stroke under firing condi- 
tions are caused by the piston slap impulse and the high side-thrust force as well 
as the combustion gas pressure loading on the rings. 

Bishop’? has developed correlations for piston and ring friction in the fol- 
lowing categories: boundary condition friction (primarily between the rings and 
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the cylinder wall due to ring tension, and gas pressure behind the compression 
rings) and viscous ring and piston friction. He argued that boundary condition 
friction was primarily due to breakdown of the oil film between the rings and 
cylinder wall over part of the piston travel. Assuming that the transition to 
boundary lubrication occurred at a critical speed, he showed that fmep due to 
boundary friction was proportional to stroke/bore?, ice.: 

: L 
(fmep),oundary X loading x ra (13.18) 


The ring loading has two components. The component due to ring tension is 
essentially constant. The component due to gas pressure behind the rings will 
depend on load. Bishop assumed it to be proportional to inlet manifold pressure, 
The viscous piston friction—friction between the piston and rings and cylinder 
wall under hydrodynamic lubrication conditions—was correlated by 


s FIGURE 13-21 
S,A, Schemati : : 
eff chematic of hydrodynamically lubricated 
(fmep)nyaroayn LB? (13.19) journal bearing.? 


where A, .¢_ is the effective area of the piston skirt in contact with the cylinder 
liner. 

The relative importance of the boundary lubrication piston and ring friction, 
and viscous piston and ring friction over the load and speed range, is as follows. 
The viscous friction component increases in importance with increasing speed. 
The boundary lubrication friction component increases with increasing load as 
the cylinder gas pressures increase. 


13.6.4 Crankshaft Bearing Friction 


Crankshaft friction contributions come from journal bearings (connecting rod, 
main and accessory or balance shaft bearings) and their associated seals. A sche- 
matic of a journal bearing operating under hydrodynamic lubrication is shown in 
Fig. 13-21. Large loads can be carried by journal bearings with low energy losses 
under normal operating conditions, due to the complete separation of the two 
surfaces in relative motion by the lubricant film. Loads on crankshaft journal 
bearings vary in magnitude and direction because they result primarily from the 
inertial loads of the piston/connecting rod mechanism and the cylinder gas loads 
(see Eq. (13.15)]. Typical loads and the resulting journal eccentricity diagram for 
a connecting rod bearing are shown in Fig. 13-22. From the journal eccentricity 
diagram the minimum oil film thickness is determined. This quantity, the 
minimum separation distance between the journal and bearing surfaces, is a criti- 


Location of minimum 
oil film thickness 


cal bearing design parameter. If the film thickness is too low, asperities will break Polar load diagram for Eccentricity of journal in 
through the oil film and substantially increase the friction and wear. Journal connecting rod bearing connecting rod bearing 
bearings are usually designed to provide minimum film thicknesses of about FIGURE 13-22 


ae Typical engine journal bearing load and eccentricity diagrams.? 
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The friction force F, in the bearing is given approximately by the product 
of the bearing area, the oil viscosity, and the mean velocity gradient in the oil: 


mD,N\_ 1*pD5L,N 
hj) h 


F, = (nD, Lao (13.20) 
where D, and L, are the bearing diameter and length, h is the mean radial clear- 
ance, and N is the shaft rotational speed. A more sophisticated analysis of the 
friction in a hydrodynamically lubricated bearing yields the relation 

nyD?L,N  heW 


5G a"h Dy 


sin ¢ (13.21) 


where « is the eccentricity ratio (h — h,,)/h and h,, is the minimum clearance. The 
first term closely matches the approximation given in Eq. (13.20). The factor 
1/(1 — &?)'”? and the second term correct for the offset of the journal center rela- 
tive to the bearing center: W is the bearing load and @ the attitude angle. To first 
order, with hydrodynamic lubrication the friction power does not depend signifi- 
cantly on the bearing load. If o is the loading per unit projected area of the 
bearing [W/(L, D,)], then the coefficient of friction fis given by 
fa tla EDELON _ 2'Ds EN (13.22) 
Ww oL,D,h h oo 

For a given bearing, or series of geometrically similar bearings, the friction coeffi- 
cient is proportional to 4N/o. However, at low values of uN/o the hydrodynamic 
pressure in an actual bearing will be insufficient to support the shaft load and the 
oil film becomes incomplete. The friction coefficient increases rapidly as mixed 
lubrication then occurs. 

Bishop!? summed the friction power loss in all crankshaft and con rod 
journal bearings and divided by the displaced volume per unit time to obtain the 
following correlation for bearing friction mep (in kilopascals): 


B\f N 
fmep (bearings) = a4(2\55) K (13.23) 


where 


D2 Limp + D2, Ly/m + D2, Les 


K - (13.24) 


In Eq. (13.24), Dj» is the main bearing diameter, Ln the total main bearing 
length + number of cylinders, D,, the rod bearing diameter, L,, the rod bearing 
length, m the number of pistons per rod bearing, D,, the accessory shaft bearing 
diameter, L,, the total length of all accessory shaft bearings + number of cylin- 
ders, and all dimensions are in millimeters. The similarity between engines is such 
that K ~ 0.14 for spark-ignition engines and K ~ 0.29 for diesel engines. 
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Type I: Type I: Type Hl: 
OHC, direct-acting OHC, end pivot rocker OHC, center pivot rocker 
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OHC, center pivot rocker with lifter push rod 


FIGURE 13-23 
Different valve train configurations.2! 


The front and rear main bearing seals*® also contribute to crankshaft 


assembly friction. At 1500 rev/min they are responsible for about 20 percent of 
the friction attributable to the crankshaft.!° 


13.65 Valve Train Friction 


The valve train carries high loads over the entire speed range of the engine. 
Loads acting on the valve train at lower speeds are due primarily to the spring 
forces, while at higher speeds the inertia forces of the component masses domi- 
nate. Valve train designs can be classified by type of configuration, as indicated in 
Fig. 13-23. Large valves and high rated speeds generally increase spring and 
inertia loads and friction. Friction differences between these systems are difficult 
to quantify. For example, measurements of valve train friction mean effective 
pressure for several of these valve train types showed significant variations (+30 
percent): see Fig. 13-24a.'°?! However, when the data were adjusted to a 
common spring load, Fig. 13-24b, the low-speed friction mep values converged 
and the high-speed fmep differences were reduced.'° 

The total valve train friction can be broken down by critical contact 
regions: camshaft journal bearings, rocker arm/fulcrum and cam/tappet interface. 
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FIGURE 13-24 
(a) Total valve train friction mean effective pressure as a function of speed for four engines with 
different valve configurations (see Fig. 13-23). (b) Valve train friction torque for three of these engines 
after adjusting to common valve spring load.'° 


The shape of the valve train mep versus speed curve indicates that the predomi- 
nant regime of lubrication in the valve train at lower engine speeds is boundary 
lubrication. The cam/lifter interface usually contributes the largest friction loss 
due to the very high loads and small contact areas.?? 

Effective methods of reducing valve train friction are: (1) spring load and 
valve mass reduction; (2) use of tappet roller cam followers; (3) use of rocker arm 
fulcrum needle bearings. One such low-friction valve train design is shown in 
Fig. 13-25. The roller cam-followers provide the largest benefit especially at 
lower speeds: reductions of order 50 percent in valve train friction can be 
achieved. 

Bishop!? developed a correlation for valve train friction from design data 
on valve spring loads and valve weights, and experimental data from dynamom- 
eter tests of push rod engines. He shows that 


13.25 
BL ( ) 


fmep (valve train) = 


where n,, is the number of inlet valves per cylinder, D,, is the inlet valve head 
diameter, and B and L are bore and stroke. This relation does not include cam- 
shaft bearing friction, which is included in Eq. (13.23). The functional form of Eq. 
(13.25) is an acceptable fit to more modern engine data. Bishop’s value for C 
(1.2 x 10* with fmep in kilopascals, N in revolutions per minute, and dimensions 
in millimeters) gives valve train fmep values (which exclude camshaft bearing 
losses) about two-thirds the total valve train friction of current production 
engines. This is consistent with the data in Fig. 13-24. 
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Low-tension, low-mass 
valve spring and retainers 3 


FIGURE 13-25 
Low friction valve train.?? 


13.7 ACCESSORY POWER 
REQUIREMENTS 


The coolant water pump and oil pump are built-in accessories, essential to engine 
operation, and are normally considered part of the basic engine.” A fully 
equipped engine usually includes additional accessories—a fan and generator; 
in automobile use it often includes a power-steering pump, an air conditioner, 
and an air pump for emission control. The power delivered by the fully equipped 
engine (the net power) is lower than the power delivered by the basic engine due 
to the power requirements of these additional accessories. 

The friction mean effective pressures associated with driving the water 
pump and alternator, and oil pump are shown in Fig. 13-14a. Together they 
comprise about 20 percent of the total (motored) engine friction. The water pump 
is typically less than about 7 kPa at 1500 rev/min;!° the oil pump 4 to 10 kPa at 
this speed;*° the alternator requires 7 to 10 kPa.?> These numbers vary signifi- 
cantly with component design details. The generator power depends on the elec- 
trical load to be met and the generator blower design. A requirement of about 
two-thirds of the peak is indicated for average generator power.?3 

The power requirements for a fan, generator, and power-steering pump 
typical of a 5.7-liter engine are shown in Fig. 13-26. The fan requirements are the 
largest and with a direct drive increase with the cube of the speed. Alternative 
couplings such as a viscous drive reduce the fan speed at high engine speed and 
thereby reduce its power significantly. The power-steering pump is only required 
to provide high pressures intermittently. Here only the fluid pumping losses are 
charged against the engine. 

Air-conditioning is standard on a majority of U.S. cars; additional power is 
required for the air-conditioning compressor. Also, since the compressed refriger- 
ant is condensed in a second radiator, a larger-than-standard fan is required to 
pull additional air through the combined radiator systems. An air pump which 
pumps air into the engine exhaust ports may be part of an SI engine emission 
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control system (see Sec. 11.6). Its power requirements (~ 1 kW at normal engine 
speeds) must then be added to the accessory friction requirements. 


FIGURE 13-27 
Lubrication system layout for air-cooled DI diesel engine. (Courtesy Kléckner-Humboldt-Deutz AG.) 


138 LUBRICATION 

The lubricant and the lubricating system perform the following functions:?* 
through the tappets and pushrods. For cooling pistons and lubricating cylinders, 
oil is thrown against the underside of the piston through nozzles connected to the 
main bearings. Spring-loaded ball valves incorporated in the nozzles interrupt the 
jet cooling at low engine speeds to insure that the oil pressure remains above a 
safe level. The gears of the main timing train are splash-lubricated. The oil is 
returned from the injection pump and rocker chamber cover to the sump. 


1. Reduce the frictional resistance of the engine to a minimum to ensure 
maximum mechanical efficiency. 

2. Protect the engine against wear. 

3. Contribute to cooling the piston and regions of the engine where friction work 
is dissipated. 

4, Remove all injurious impurities from lubricated regions. 

5. Hold gas and oil leakage (especially in the ring region) at an acceptable 


ol 13.8.2 Lubricant Requirements 
minimum level. 


Table 13.1 lists the qualities required of engine oils to perform the main lubrica- 
tion system functions. These qualities can be summarized under the following 


13.8.1 Lubrication System headings.”* 


The principle moving parts of an engine are positively lubricated by introducing 
a supply of oil from a pressurized system. An example of a lubrication system (for 
an air-cooled diesel engine) is shown in Fig. 13-27. The oil pump draws oil from 
the engine sump and delivers it through a control valve to the oil cooler. The oil 
then passes through the filter to the main oil gallery. From the main oil gallery it 
is branched to the main, the big end, and the camshaft bearings. Oil is also 
ducted to the injection pump. Through a passage in the camshaft bearing the oil 
flows to the tappet bridges. As the oil passages of tappets and tappet bridges line 
up during tappet motion, rocker arms and valve stems are pulse-lubricated 


OXIDATION STABILITY. The temperature of the oil and engine parts it con- 
tacts, the presence of oxygen, the nature of the metal surfaces and debris, and the 
products of the fuel combustion, all influence the oxidation of the hydrocarbon 
components in lubricating oil. High temperatures are the primary factor, and the 
top piston ring groove and the crankcase are the critical regions. The tem- 
perature of the top ring groove can easily reach 250°C. The lubricating oil when 
subject to these conditions must not, through oxidation, contribute to deposit 
formation, even after long periods of running. These deposits would eventually 


TABLE 13.1 


Functions and qualities required of engine oils 


Se ee es 


Where and when 


Qualities required 


Reduce During cold-starting Low enough viscosity to provide good pumping 

frictional and avoid undue cranking resistance 

resistance Between con-rod/ Minimum viscosity without risk of metal-to-metal 
crankshaft bearings, contact under the varying conditions of température, 
and journals speed, and load | 

Between pistons, rings,  Sufficiently high viscosity at high temperatures; 

and cylinders good lubrication property outside the hydrodynamic 
condition, especially at top-center 
Antiseizure properties, especially during the 
run-in period 

Protect During shut-down or Must protect metallic surfaces against corrosive 

against when running at low action of fuel decomposition products (water, SO, , 

corrosion temperature HBr, HCl, etc.) 

and wear Must resist degradation (resist oxidation, have good 
thermal stability) 

In normal running Must counteract action of fuel and lubricant 
decomposition products at high temperatures, 
especially on non-ferrous metals 
By intervention in the friction mechanism must 
reduce the consequences of unavoidable metal-to- 
metal contact 
Must resist deposit formations which would affect 
lubrication (detergency or dispersive action) 

Must contribute to the elimination of dust and other 
contaminants (dispersive action) 
Assist In the ring zone, Must have sufficient viscosity at high temperatures 
sealing especially at TC and low volatility 
Must limit ring and liner wear 
Must not contribute to formation of deposits in ring 
grooves and must prevent such formation 
Contribute Chiefly of pistons, Must have good thermal stability and oxidation 
to cooling rings, and con-rod resistance 

bearings Must have low volatility 

Viscosity must not be too high 
Facilitate During oil drains to Must be able to maintain in fine suspension all 


the elimination 
of undesirable 
products 


eliminate atmospheric 
dust, soot from diesel 
engines, Pb salts, 

wear debris, organic 
products from burned 
fuel and lubricants, 

and other contaminants 
which promote 
deposits or accelerate 
wear 


Source: From Schilling.?* 
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solid material (dispersivity) whatever the 

temperature and physical and chemical conditions 
(water) 

Must be able to solubilize certain organic compounds, 
particularly heavy oxidation products 
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lead to ring sticking which results in excessive blowby. At high temperatures, 
deposits are related to the oxidized fraction of the oil. 

The oil temperature in the crankcase is 120 to 130°C, or higher. Oil main- 
tained at this temperature should neither form any acid products capable of 
attacking the bearing alloys nor form insoluble products which form deposits. 
Good-quality mineral oils cannot withstand these temperatures, so antioxidant 
and anticorrosive additives are used to control these problems. While anti- 
oxidants help to reduce deposit formation, detergent/dispersant additives are 
required to maintain any insoluble materials formed through oxidation in sus- 
pension. 


DETERGENCY/DISPERSION. Except for deposits formed in the combustion 
chamber, deposits in the oil are controlled by its detergency. The amount of 
deposits formed depends on the fuel used, the quality of combustion, the tem- 
perature of the lubricating oil and coolant, and on the effectiveness of gas sealing 
at the piston rings. The detergency property is given to straight mineral oils by 
additives; the function of the detergent additive is to reduce the amount of depos- 
its formed and make their removal easier. 

At low temperatures, deposits are mainly byproducts of fuel combustion, 
and the detergency function is to keep them in suspension or solution in the oil. 
At high temperatures, deposits come from the oxidized fractions of the oil. The 
detergency function here is both to keep these products in suspension and to 


inhibit the reactions that lead to the formation of varnishes and lacquers. In 


addition, in diesel engines, the detergency helps in neutralizing the acidic reaction 
products from the sulfur compounds in the fuel. 


WEAR REDUCTION. Wear is due to the individual and combined effects of cor- 
rosion, adhesion (i.e., metal-to-metal contact), and abrasion. 

Corrosive attack by acidic products of combustion is one of the chief causes 
of cylinder and ring wear. The effect is worst at low cylinder wall temperatures. 
In diesel engines, the sulfur in the fuel increases the corrosive wear. Corrosive 
wear is effectively prevented by the use of detergent oils which neutralize the 
corrosive acids as they form, and by designing the cooling system to give appro- 
priate metal temperatures. , 

Adhesive wear affects certain parts of the engine. In the upper cylinder, 
metal-to-metal contact between piston, rings, and cylinder walls takes place each 
time the engine is started (most significant during cold-starts) because there is 
insufficient oil in the top portion of the engine. Oils with antiwear additives and 
low viscosity at low temperatures provide a partial remedy. Adhesive wear also 
occurs on components such as cams, tappets, drive gears, rocker arm ends, and 
valve stems. 

Abrasion results from the presence of atmospheric dust, and metallic debris 
from corrosive and adhesive wear, in the lubricating oil. Efficient air filtration is 
therefore most important (see Ref. 26 for a discussion of air filters). Elimination of 
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abrasive particle impurities from the oil system by filtration and periodic oj - 


change is essential. 


VISCOSITY. For low resistance to cranking and ease of starting, and rapid dis. 
tribution of the oi] while the engine is cold, a low oil viscosity at low ambient 
temperatures is required. When the engine (and oil) is fully warmed up, viscosity 
in the proper range is important for adequate sealing of the piston, acceptable oj] 
consumption, and low friction losses. The viscosity of the oil at both low and 
normal engine temperatures (a spread of some 200 K) is, therefore, important. 
The viscosity of lubricating oils decreases with increasing temperature. The pour 
point, viscosity, and viscosity index are used to characterize the behavior of a 
lubricating oil for these aspects of engine operation. 

The pour point is determined by cooling a sample of oil in a test jar until, 
when the jar is rotated from the vertical to the horizontal, no perceptible move- 
ment of the oil will occur within 5s; 5°F above this temperature is the pour 
point. 

The viscosity of lubricating oils is determined by measuring the time 
required for a specified volume of oil to fiow through a capillary tube or orifice, 
contained in a constant temperature water bath. The kinematic viscosity, v (v = 
u/p), is determined by this method. Use of a Saybolt tube with an orifice of 
specified diameter is the standard U.S. measurement practice. The viscosity is 
then given by the time tf (in seconds) required to flow 60 cm? of oil, and is 
expressed as Saybolt universal seconds, SUS. Approximate conversion to centi- 
stokes (1 centistoke = 107° m?/s) can be obtained via 

b 


ve=at—— 
t 


where for 115 > t > 34s, a = 0.224 and b = 185; for 215 >t> 115s, a= 0.223 
and b = 155; and for t > 215 s, a = 0.2158 and b = 0.” 

The viscosity of lubricating oils decreases with increasing temperature. 
Since engine oils must operate over a range of temperatures, a measure of the 
rate of decrease is important. The viscosity index, an empirical number indicating 
the effect of temperature changes on viscosity, is used for this purpose;?* a low 
viscosity index indicates a relatively large change of viscosity with temperature. 
To increase the viscosity index, lubricating oils incorporate additives called 
“viscosity-index improvers.” These are high molecular weight compounds 
(molecular weight ~ 10° to 10*) whose primary function is to reduce the viscosity 
variation with temperature. 

The lubricating oil classification used most extensively is the SAE classi- 
fication.?° It depends solely on the viscosity of the oil. The seven different classi- 
fication numbers 5W, 10W, 20W, 20, 30, 40, and 50 correspond to viscosity 
ranges; increasing numbers correspond to increasing viscosity, as shown in 
Fig, 13-28. SAE numbers followed by W (abbreviation for winter) refer to oils for 
use in cold climates, and viscosity is determined at — 18°C (0°F). SAE numbers 
without W are applied to engine oils commonly used under warmer conditions, 
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A = SAE 10W 
B = SAE 50 
C = SAE 10W/30 


Kinematic viscosity, centistokes or mm2/s 


FIGURE 13-28 
—34 -18 0 20 40 60 &80 100 Viscosity versus temperature curves 
a b illustrating SAE jubricating oil clas- 
Temperature, °C sification.?5 


they are based on viscosity at 99°C (210°F). Multigrade oils (for example, 
10W-40) satisfy service requirements at low as well as high temperatures in terms 
of the SAE classification. The first number indicates the viscosity at ~ 18°C; the 
second number at 99°C. Examples are shown in Fig. 13-28. Multigrade oils have 
a higher viscosity index than single-grade oils, which make them more attractive 
for engine use. 


PROBLEMS 


13.1. (a) Show how friction mean effective pressure for a four-stroke cycle engine can be 
obtained from the brake power P,, engine speed N, displaced volume V,, and 
§ p 4V over the compression and expansion strokes (= W,.,,). 

(b) How is pumping mean effective pressure related to [ p dV over the compression 
and expansion strokes and j p dV over the full four-stroke cycle? 

(c) Find the brake power, total friction power, total friction imep, and pumping imep 
for a four-stroke cycle SI engine operating at 1800 rev/min with a measured 
brake torque of 32 N-m, a gross imep of 933 kPa, and a net imep of 922 kPa. 
V, = 0.496 dm’. 

13.2, Three categories of friction are described in Sec. 13.3: boundary friction, hydrody- 
namic (or fully lubricated) friction, and turbulent dissipation. By means of Eg. (13.6), 
estimate the relative proportion of total friction work per cycle in each category for a 
four-cylinder automobile spark-ignition engine operating at 3000 rev/min. 

13.3. For four-stroke cycle naturally aspirated multicylinder spark-ignition and diesel 
automobile engines at full load and one-third full load, at mid speed (2000 rev/min), 
give approximate estimates of the percentages of total friction mep in these three 
categories: pumping mep, rubbing friction mep, and accessory friction mep. State 
explicitly how you develop these estimates and what you include as accessories. 
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13.4. All of the friction measurement procedures except the difference between brake anq 


gross indicated power or mep measured directly assume that motored engine friction 
and firing engine friction are closely comparable. This is not an accurate assumption 
for the pumping component. Summarize the differences between the gas exchange 
processes under motoring and firing conditions for a spark-ignition engine at a fixed 
part-load throttle setting that will result in the pumping work being significantly 
different under these two conditions. 


13.5. On separate accurately proportioned sketches of the piston, cylinder, connecting rod, 


and crank mechanism (similar to Fig. 2-1), during the intake stroke (at 120° ATC), 
compression stroke (at 60° BTC), expansion stroke (at 60° ATC), and exhaust stroke 
(at 120° BTC), draw an arrow for each of the forces acting on the piston (pressure 
forces, force from connecting rod, friction force, inertia force). Mark clearly the posi- 
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10. Kovach, J. T., Tsakiris, E. A. and Wong, L. T.: “Engine Friction Reduction for Improved Fuel 
tive direction of each force. Express each force in terms of cylinder pressure p,, Economy,” SAE paper 820085, 1982. 
crankcase pressure p,,, friction force F,, piston area A,, effective piston (and part of 11. Cleveland, A. E., and Bishop, J. N.: “Several Possible Paths to Improved Part-Load Economy of 
connecting rod) mass m,, piston acceleration a, connecting rod force F,,. Spark-Ignition Engines,” SAE paper 150A, 1960. 
13.6. (a) For the DI diesel engine for the friction force data in Fig. 13-20, estimate the 12, Bishop, I. N.: “Effect of Design Variables on Friction and Economy,” SAE Trans. vol. 73, pp. 
maximum pressure force on the piston (under full-load conditions) and the 334-358, 1965. . . . 
approximate magnitude of the inertia force [mass of piston plus part of the con 13, Piston Rings, Mobil Technical Bulletin. 
. a : . ool 14. Nunney, M. J.: The Automotive Engine, Newnes-Butterworths, London, 1974. 
necting rod (7 kg) x S, x (N/4)]. Compare these forces with the piston friction 15. Furuhama, S., Takiguchi, M., and Tomizawa, K.: “Effect of Piston and Piston Ring Designs on 
force at time of peak pressure. the Piston Friction Forces in Diesel Engines,” SAE paper 810977, SAE Trans., vol. 90, 1981. 
(b) Figure 13-6 shows the variation in friction force acting on the piston of a DI 16. Furuhama, S., Ashi, C., and Hiruma, M.: “Measurement of Piston Ring Oil Film Thickness in an 
diesel engine under no-load and full-load firing conditions. Carefully sketch the Operating Engine,” ASLE preprint 82-LC-6C-1, 1982. 
shape (indicating direction and rough magnitude) of the cylinder pressure force 17. McGeehan, J. A.: “A Literature Review of the Effects of Piston and Ring Friction and Lubricat- 
on the piston, the piston velocity, and the piston acceleration, as functions of ing Oil Viscosity on Fuel Economy,” SAE paper 780673, SAE Trans., vol. 87, 1978. 
crank angle on the same graph as these friction forces. Use these graphs to 18. Furuhama, S., and Takiguchi, M.: “Measurement of Piston Frictional Force in Actual Operating 
explain the variation of piston friction force throughout the four strokes of the Diesel Engine,” SAE paper 790855, SAE Trans., vol. 88, 1979. 
cycle. 19. Cameron, A.: The Principles of Lubrication, Wiley, New York, 1966. 
on . . , toe 20. McGeehan, J. A.: “A Survey of the Mechanical Design Factors Affecting Engine Oil Consump- 
13.7. (a) Show by dimensional analysis of the variables that govern the friction in a tion,” SAE paper 790864, SAE Trans., vol. 88, 1979. 
journal bearing (friction force F,, oil viscosity p, bearing diameter D,, length L,, 21. Armstrong, W. B., and Buuck, B. A.: “Valve Gear Energy Consumption: Effect of Design and 
mean clearance h, shaft rotational speed N) that Operational Parameters,” SAE paper 810787, 1981. 
- 22. Staron, J. T., and Willermet, P. A.: “An Analysis of Valve Train Friction in Terms of Lubrication 
Fy (2. x) Principles,” SAE paper 830165, SAE Trans., vol. 92, 1983. 
pD?N D, D, 23, Burke, C. E., Nagler, L. H., Campbell, E. C., Lundstrom, L. C., Zierer, W. E., Welch, H. L., 
What additional physical assumptions are then required to obtain an equation of ST McConnell, W. A.“ Where Does Alll the Power Go,” SAE Trans. vol. 65, pp. 
the form of (13.20)? 24. Dean, J. W., and Casebeer, H. M.: “Chrysler 340 Cu In. V-8 Engine Produces 275 HP at 5000 
(b) Under what conditions can Eq. (13.23), an empirically developed relation for RPM,” SAE paper 680019, 1968. 
engine bearing fmep, be obtained from Eq. (13.20)? 25. Schilling, A.: Motor Oils and Engine Lubrication, Scientific Publications, 1968. 
13.8. Explain whether each of the following components of engine friction would be 26. Annand, W. J., and Roe, G. E.: Gas Flow in the Internal Combustion Engine, Haessner Publishing, 
expected to depend on (1) crankshaft rotational speed N, (2) mean piston speed 5, 7 1974, 
(3) or both of these variables. Crankshaft journal bearings, connecting rod bearings, 8 pee, Sanaa Part 17, Petroleum Products. 
valve train, piston rings, piston skirt, water pump, fan, valve flow loss (resistance to 29, SAE J300a. ° 


flow through the inlet and exhaust valves). 
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CHAPTER 
14 


MODELING 
REAL 
ENGINE 
FLOW AND 
COMBUSTION 
PROCESSES 


14.1 PURPOSE AND CLASSIFICATION 
OF MODELS 


In engineering, modeling a process has come to mean developing and using the 
appropriate combination of assumptions and equations that permit critical fea- 
tures of the process to be analyzed. The modeling of engine processes continues 
to develop as our basic understanding of the physics and chemistry of the phe- 
nomena of interest steadily expands and as the capability of computers to solve 
complex equations continues to increase. Modeling activities can make major 
contributions to engine engineering at different levels of generality or detail, cor- 
responding to different stages of model development, by: 


1. Developing a more complete understanding of the process under study from 
the discipline of formulating the model; 

2. Identifying key controlling variables to provide guidelines for more rational 
and therefore less costly experimental development efforts; 


3. Predicting engine behavior over a wide range of design and operating vari- 
ables to screen concepts prior to major hardware programs, to determine 
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trends and tradeoffs, and, if the model is sufficiently accurate, to optimize 
design and control; 


4, Providing a rational basis for design innovation. 


Each of these contributions is valuable. Whether a model is ready to pass 
from one stage to the next depends on the accuracy with which it represents the 
actual process, the extent to which it has been tested and validated, and the time 
and effort required to use the model for extensive sets of calculations and to 
interpret the results. 

This chapter reviews the types of models and their primary components 
that are being developed and used to describe engine operating and emissions 
characteristics. These models describe the thermodynamic, fluid-flow, heat- 
transfer, combustion, and pollutant-formation phenomena that govern these per- 
formance aspects of engines. Many of the building blocks for these models have 
been described in the previous chapters. The purpose here is to show how fluid 
dynamics, heat-transfer, thermodynamics, and kinetics fundamentals can be com- 
bined at various levels of sophistication and complexity to predict, with varying 
degrees of completeness, internal combustion engine combustion and emissions 
processes, and hence engine operating characteristics. 

For the processes that govern engine performance and emissions, two basic 
types of models have been developed. These can be categorized as thermodynamic 
or fluid dynamic in nature, depending on whether the equations which give the 
model its predominant structure are based on energy conservation or on a full 
analysis of the fluid motion. Other labels given to thermodynamic energy- 
conservation-based models are: zero-dimensional (since in the absence of any 
flow modeling, geometric features of the fluid motion cannot be predicted), 
phenomenological (since additional detail beyond the energy conservation equa- 
tions is added for each phenomenon in turn), and quasi-dimensional (where spe- 
cific geometric features, e.g., the spark-ignition engine flame or the diesel fuel 
spray shapes, are added to the basic thermodynamic approach). Fluid-dynamic- 
based models are often called multidimensional models due to their inherent 
ability to provide detailed geometric information on the flow field based on solu- 
tion of the governing flow equations. 

Some general observations about models of engine processes provide a 
context for the details that follow. The processes themselves are extremely 
complex. While much is known about these processes, they are not adequately 
understood at a fundamental level. At present, it is not possible to construct 
models that predict engine operation from the basic governing equations alone. 
Thus the objectives of any model development effort should be clearly defined, 
and the structure and detailed content of the model should be appropriate to 
these objectives. It is impractical to construct models that attempt to describe all 
important aspects of engine operation: more limited objectives are appropriate. 

Due to this complexity of engine processes and our inadequate understand- 
ing at a fundamental level, most engine models are incomplete. Empirical rela- 
tions and ad hoc approximations are often needed to bridge gaps in our 
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understanding of critical phenomena. Hence, since models will continue to 


develop greater completeness and generality, the emphasis in this chapter is on 
the basic relationships used in engine process models rather than the current 
status of these models. 

Finally, an important issue in any overall engine model is balance in com. 
plexity and detail amongst the process submodels. A model is no more accurate 
than its weakest link. Thus critical phenomena should be described at compara- 
ble levels of sophistication. 


14.2 GOVERNING EQUATIONS FOR 
OPEN THERMODYNAMIC SYSTEM 


It is often required to model a region of the engine as an open thermodynamic 
system. Examples are the cylinder volume and the intake and exhaust manifolds 
(or portions of these volumes). Such a model is appropriate when the gas inside 
the open system boundary can be assumed uniform in composition and state at 
each point in time, and when that state and composition vary with time due to 
heat transfer, work transfer and mass flow across the boundary, and boundary 
displacement. Such an open system is illustrated in Fig. 14-1. The important 
equations are mass and energy conservation. These equations for an open system, 
with time or crank angle as the independent variable, are the building blocks for 
thermodynamic-based models. 


14.2.1 Conservation of Mass 


The rate of change of the total mass m of an open system is equal to the sum of 
the mass flows into and out of the system: 


ta = Yt, (14.1) 
i 


Mass flows into the system are taken as positive; mass flows out are taken as 
negative. For conservation of the fuel chemical elements, it is convenient to use 
the fuel fraction f, which is defined as m,/m, where m, denotes the mass of fuel (or 


FIGURE 14-1 
Open thermodynamic system. 
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fuel elements in the combustion products) in the open system: 


ing = 5) = Y= Dh (142) 


' Differentiation of Eq. (14.2) leads to an equation for the rate of change of fuel 


fraction: 
f= ¥(Bg—n (143) 


The fuel/air equivalence ratio ¢ is related to f via @ = f/[(F/A),(1 —f)]. Hence the 
rate of change of equivalence ratio of the material in the open system is 


s- 1 Sf 


eee ee 144 
(FA), 0S 144) 


14.2.2 Conservation of Energy 
The first law of thermodynamics for the open system in Fig. 14-1 can be written: 


i 


@,, is the total heat-transfer rate into the system, across the system boundary, and 
equals the sum of the heat-transfer rates across each part of the boundary, 
YY; @,,,;. Wis the work-transfer rate out of the system across the boundary; 
where the piston is displaced, the work-transfer rate equals pV. Because all ener- 
gies and enthalpies are expressed relative to the same datum (see Sec. 4.5.3), it is’ 
not necessary to include the heat released by combustion in Eq. (14-5); this is 
already accounted for in the energy and enthalpy terms. 

The goal is to define the rate of change of state of the open system in terms 
of Tand p. Two approaches are commonly used, depending on whether the ther- 
modynamic property routines provide values for internal energy u or enthalpy h. 
Thus E in Eq. (14.5) can be expressed as 


d d d 


It is assumed that the system can be characterized by T, p, and @; thus 
_u=uT,p,?) h=HWT,p,?) p=plT,p, >) (14.7) 


and the rate of change of u, h, and p can be written in the form 


a= (S)rs (=) + (=) (14.8) 
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where « is u, h, or p. Using the ideal gas law in its two forms, p = pRT anq 
pV = mRT, and Eq. (14.8) for p, an equation for p can be derived: 


»-—2_(_¥_1404_14 


Returning now to the energy conservation equation, expressing E in terms 


of i or h, and u or A in terms of partial derivatives with respect to T, p, and ¢, 
and substituting for p with Eq. (14.9), one can obtain equations for T: 


ral p_ 2 (m_V ORO) _ ou (%+£2%) 
Dop\m V ddR lo) 0T DT ép 


B= —RT ae x (Ge + 5 thy — in) 


where 


V 

T OR 
C=l+Ear 
POR 

B R Op 


Bm (, ht cao 
~ A'lm B) V B 


1 
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where 
,_ Oh , p/6T (1 ) 
A= or * apjp ¢- dp 
pelt p(oh/ep) 
mess 
cel88 (2 -2) 
C= Lae 
Op/Op \p op 


Equations (14.1), (14.3), (14.4), (14.9), and (14.10) or (14.11) can now be solved to 
obtain the state of the open system as a function of time. Vis obtained from Eq. 
(2.6), and the thermodynamic properties and their derivatives from the models 
described in Chap. 4. 

Often, for specific applications, the above equations can be simplified sub- 
stantially. For the intake and exhaust systems (or sections of these systems such 
as the manifold or plenum, etc.), Vis zero and effects of dissociation (the terms 
du/dp, dh/dp, and @R/dp) can usually be neglected. For the cylinder during com- 
pression, dissociation can usually be neglected, also. Application of these equa- 
tions during combustion must be related to the combustion model used. For the 
single-zone model often used in diesel engine simulations (see Sec. 10.4) the whole 
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of the combustion chamber is treated as one system. For the two-zone model 
used for spark-ignition engine simulations, the unburned mixture zone and the 
burned mixture zone are each treated as separate open systems, with volumes V, 
and V,, respectively, where V, + V, = V. If a thermal boundary-layer region is 
included (see Sec. 12.6.5) an additional open system must be defined. 


143 INTAKE AND EXHAUST FLOW 
MODELS 


14.3.1 Background 


The behavior of the intake and exhaust systems are important because these 
systems govern the air flow into the engine’s cylinders. Inducting the maximum 
air flow at full load at any given speed and retaining that mass within the 
engine’s cylinders is a primary design goal. The higher the air flow, the larger the 
amount of fuel that can be burned and the greater the power produced. The 
important parameters are volumetric efficiency (for four-stroke cycle engines) or 
scavenging and trapping efficiencies (for two-stroke cycle engines), along with 
equal air flows to each engine cylinder (see Secs. 6.2, 6.6, and 7.6.2). 

The objectives of any manifold model have an important bearing on its 
complexity and structure. If the goal is to provide the input or boundary condi- 
tions to a detailed model of in-cylinder processes, then sophisticated intake and 
exhaust system models are not necessarily required. If the manifold flows are the 
primary focus, then models that adequately describe the unsteady gas-flow phe- 
nomena which occur are normally required. Then simple models for the in- 
cylinder phenomena usually suffice to connect the intake and exhaust processes. 
The valves and ports, which together provide the major restriction to the intake 
and exhaust flow, largely decouple the manifolds from the cylinders. 

Three types of models for calculating details of intake and exhaust flows 
have been developed and used: 


1. Quasi-steady models for flows through the restrictions which the valve and 
port (and other components) provide 

2. Filling and emptying models, which account for the finite volume of critical 
manifold components 

3. Gas dynamic models which describe the spatial variations in flow and pressure 
throughout the manifolds 


Each of these types of models can be useful for analyzing engine behavior. 
The appropriate choice depends on objectives, and the time and effort available. 
Each will now be reviewed. 


14.3.2 Quasi-Steady Flow Models 


Here the manifolds are considered as a series of interconnected components, 
which each constitute a significant flow restriction: e.g., air cleaner, throttle, port, 
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and valve for the intake system. The fiow restriction each of these componen; 
represents is defined by their geometry and discharge coefficient, usually dete; 


mined empirically under steady-state conditions. The gas flow rate through each | 


component is computed using steady one-dimensional flow equations [see App. 
C, Eqs. (C.8) and (C.9)]: the actual flow is assumed to be quasi steady. These 
components are connected by the gas flow passing through them and the pres. 
sure ratios across them; mass accumulation between components is neglected, 

Quasi-steady models are often used to calculate the flow into and out of the 
cylinder through the inlet and exhaust valves (see Secs. 6.3 and 6.5 and Fig. 6-20), 
If the pressure variation with time upstream of the valve is known or is small, as 
usually occurs with large plenums and short manifold pipe lengths, such methods 
are accurate enough to be useful. This approach has been used extensively with 
engine cycle simulations which predict engine performance characteristics from a 
thermodynamics-based analysis, to calculate the mass flow rates into and out of 
the cylinder (see Sec. 14.4). Such methods are not able to predict the variation of 
volumetric efficiency with engine speed, however, because many of the phe- 
nomena which govern this variation are omitted from this modelling approach 
(see Sec. 6.2 and Fig. 6-9). 


14.3.3 Filling and Emptying Methods 


In “filling and emptying” models, the manifolds (or sections of manifolds) are 
represented by finite volumes where the mass of gas can increase or decrease with 
time. Such models can range from treating the whole intake or exhaust system as 
a single volume to dividing these systems into many sections, with flow 
restrictions such as the air cleaner, throttle valve, or inlet valve at the beginning, 
in between volumes, or at the end. Each volume is then treated as a control 
volume (an open system of fixed volume) which contains gas at a uniform state. 
The mass and energy conservation equations developed in Sec. 14.2 [Eqs. (14.1), 
(14.3), (14.9), and (14.10) or (14.11)], coupled with information on the mass flow 
rates into and out of each volume [e.g., determined by the equations for flow 
through a restriction, Eqs. (C.8) and (C.9)] are used to define the gas state in each 
control volume. For intake and exhaust flows these equations can be simplified 
since the volumes are fixed (V = 0), gas composition can be assumed frozen 
(u/@p, dh/ép, and @R/dp are then zero), unless backflow occurs or recycled 
exhaust is used for emission control changes in fuel fraction are not significant, 
and for intake systems it may be acceptable to omit heat transfer to the walls 
(Q,,). Such methods characterize the contents of the manifold (or a region thereof) 
with a single gas temperature, pressure, and composition. These vary periodically 
with time as each cylinder in turn draws on the intake system and discharges to 
the exhaust system. Also, under transient conditions when engine load and/or 
speed change with time, manifold conditions will vary until the new engine 
steady-state conditions are established. Watson and Janota’ discuss the applica- 
tion of filling and emptying models to manifolds in more detail. Such models can 
characterize these time-varying phenomena, spatially averaged over each mani- 
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fold region corresponding to each volume analyzed: however, they cannot 
describe the spatial variation of pressure (and other gas properties) due to 
unsteady gas dynamics in the manifolds. 

A simple application of a filling and emptying model to the intake manifold 
of a spark-ignition engine was described in Sec. 7.6.2. The manifold was analyzed 
as a single control volume with the throttle plate controlling mass flow into the 
manifold and the engine cylinders controlling mass flow out. An equation for the 
rate of change of manifold pressure [Eq. (7.22)] was derived and used to explain 
how the air flow past the throttle varied as the throttle open angle was increased, 
as would occur at the start of a vehicle acceleration at part-throttle conditions 
(see Fig. 7-24). 

A second example will illustrate the conditions under which filling and 
emptying models give sufficiently accurate predictions to be useful.* It concerns a 
single-cylinder two-stroke cycle loop-scavenged direct-injection diesel engine. The 
engine was modeled as three open systems (the intake system, the cylinder, the 
exhaust system) connected by flow restrictions. Various exhaust manifold 
volumes and shapes were examined, using nozzles at the manifold exit to simu- 
late the exhaust-driven turbine. The in-cylinder models were calibrated to match 
the measured engine performance. Figure 14-2 shows the predicted and measured 
pressure variation at the exhaust system exit for two exhaust system volumes ( V,). 
With the compact manifold the measured and predicted pressures were in good 
agreement. With the larger exhaust system shown in the figure (V,/V, = 5.2) and 
the compact manifold, good agreement is again obtained. Only with the larger 
volume and long pipe exhaust system is there evidence in the measured pressure 
variation of substantial unsteady gas dynamic effects. For small manifolds, and 
manifolds that are compact in shape, filling and emptying models can be a useful 
predictive tool. 
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14.3.4 Gas Dynamic Models 


Many induction and exhaust system design variables determine overall per- 
formance. These variables include the length and cross-sectional area of both 
primary and secondary runners, the volume and location of the plenums or junc- 
tions which join the various runners, the entrance or exit angles of the runners at 
a junction, the number of engine cylinders and their dimensions, intake and 
exhaust port and valve design, and valve lift and timing (see Secs. 6.2, 6.3, 6.7, and 
7.6). Most of this geometric detail is beyond the level which can be incorporated 
into the models discussed above. Coupled with the pulsating nature of the flow 
into and out of each cylinder, these details create significant gas dynamic effects 
on intake and exhaust flows which require a more complete modeling approach. 
Gas dynamic models have been in use for a number of years to study 
engine gas exchange processes. These models use the mass, momentum, and 
energy conservation equations for the unsteady compressible flow in the intake 
and exhaust. Normally, the one-dimensional unsteady flow equations are used.+ 
These models often use a thermodynamic analysis of the in-cylinder processes to 
link the intake and exhaust flows. In the past, the method of characteristics was 


used to solve the gas dynamic equations. Finite difference techniques are used in | 


more recent intake and exhaust flow models. The basic equations and assump- 
tions of these models will now be reviewed.>: © 


UNSTEADY FLOW EQUATIONS. Consider the flow through the control volume 
within a straight duct shown in Fig. 14-3. It is assumed that the area change over 
the length dx of the control volume is small so the flow is essentially one- 


+ Two- and three-dimensional effects can be important and can be modeled with multidimensional 
flow models described in Sec. 14.5. 
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dimensional. Mass conservation requires that the rate of change of mass within 
the control volume equals the net flow into the control volume: ie., 


£ (eA dx) = pAU —| pAU + Es (pAU) dx (14.12) 
Ot Ox 
Retaining only first-order quantities, this equation simplifies to 
op a pU dA 
at + ax (pU) + ae (14.13) 


The momentum conservation equation states that the net pressure forces 
plus the wall shear force acting on the control volume surface equal the rate of 
change of momentum within the control volume plus the net flow of momentum 
out of the control volume. The net forces and momentum changes are given by: 
Pressure forces: 

Op dA dA op 
A — = dx}/A+—d —dx=-A—d 
e (n+ 2 x + oe x)+rZ a ax “* 


Shear forces: 
2 
—t,2D dx = —€ a nD dx 


where D is the equivalent diameter (4.4/x)'/? and € is the friction coefficient given 
by t,/(4pU”). 
The rate of change of momentum within the control volume is 


é 
—(UpAd 
a (UpA dx) 
and the net efflux of momentum across the control volume surface is 


op au , \? dA 7 a 7 
(o + ax ax\(u + ax ix) (4 + ax ax) — pU*A= ax (pU*A) dx 
Combining these terms into the momentum equation yields 


op pU? é é , 
—A ax dx —€ 5 nD dx = a (pUA dx) + ax (pU*A) dx (14.14) 

This can be rearranged and combined with the mass conservation equation 
(14.13) to give 

oU OU 1 @p U? 

=—+U—+4+-—+2§—=0 41 

fo oe pee aaa 
ENERGY CONSERVATION. The first law of thermodynamics for a control 
volume states that the energy within the control volume changes due to heat and 
shear work transfers across the control volume surface and due to a net efflux of 
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stagnation enthalpy resulting from flow across the control volume surface. The 
stagnation enthalpy hg is 
U? p . U? 
hg =h+ } Pace 7) 


where u is the specific internal energy of the fluid (often approximated by c, T), 
The shear work transfer across the control volume surface is zero. 
The heat-transfer rate Q,, is given by 
50,, = qpA dx 


where q is the heat transfer per unit mass of fluid per unit time into the control 
volume. 
The rate of change of energy within the control volume is 


OE @ U? 
a [vs dx) (« + *)| 


The net efflux of stagnation enthalpy is 


u as 
ae [oval + 7 + 5 )] dx 


Hence, the equation for energy conservation becomes 
a p  U? a P >) : 
pate LS pp aie = 4 —11 dx —apA dx =0 
r [vs a(u + F + 5 )] + ax Ge + F + > x — qpA dx 
(14.16) 


Additional simplifications are possible. Expanding Eq. (14.16) and using the mass 
and momentum conservation equations yields 
Ou Ou U3 pp - AUA) 
nach oe gi DF 
Ho ge Cot 


If u can be represented by c,T and R/c, = y — 1 is constant, Eq. (14.17) can be 
rearranged and simplified to give 


a U? 
ey ®P a( tu 4) sie Dela +28 ©) =0 (14.18) 


(14.17) 


at éx—(\ at ax 
where the sound speed a for an ideal gas is given by 
2) P 
a@=(—) =y- 14.19) 
(2 eg ( 


If friction and heat-transfer effects are small enough to be neglected, Eqs. 
(14.15) and (14.18) can be considerably simplified. In the absence of these effects 
the flow is isentropic; it has uniform entropy which is constant with time and is 
often called homentropic flow.® If the duct area can be neglected then the contin- 
uity equation, (14.13), can be simplified also. 
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These one-dimensional unsteady flow equations have been used for a 
number of years to study the flow in the intake and exhaust systems of spark- 
ignition and diesel engines, both naturally aspirated and turbocharged. Two 
types of methods have been used to solve these equations: (1) the method of 
characteristics and (2) finite difference procedures. The characteristic methods 
have a numerical accuracy that is first order in space and time, and require a 
large number of computational points if resolution of short-wavelength varia- 
tions is important. Finite difference techniques can be made higher order and 
prove to be more efficient:” ® this approach is now preferred. Methods for treat- 
ing the boundary conditions will also be described. 


METHOD OF CHARACTERISTICS. The method of characteristics is a well- 
established mathematical technique for solving hyperbolic partial differential 
equations. With this technique, the partial differential equations are transformed 
into ordinary differential equations that apply along so-called characteristic lines. 
Pressure waves are the physical phenomenon of practical interest in the unsteady 
intake flow, and these propagate relative to the flowing gas at the local sound 
speed. In this particular application, the one-dimensional unsteady flow equa- 
tions, (14.13) and (14.15), are rearranged so that they contain only the local fluid 
velocity U and local sound speed a. 

Since the absolute velocity of small amplitude sound waves is U + a in the 
direction of flow and U — a opposite to the flow direction, the lines of slope 
U +a are the position characteristics of the propagating pressure waves which 
define the position x of the pressure wave at time t. Compatability conditions 
accompanying the position characteristics relate U to a. The compatability 
relationships are expressed in terms of variables (called Riemann invariants) 
which are constant along the position characteristics for constant-area homentro- 
pic flow, though they vary if these restrictions do not apply. Thus, the solution of 
the mass and momentum conservation equations for this one-dimensional 
unsteady flow is reduced to the solution of a set of ordinary differential equa- 
tions. 

The equations are usually solved numerically using a rectangular grid in the 
x and t directions. The intake or exhaust system is divided into individual pipe 
sections which are connected at junctions. A mesh is assigned to each section of 
pipe between junctions. From the initial values of the variables at each mesh 
point at time t = 0, the values of the Riemann variables at each mesh point at 
subsequent time steps are then determined. Gas pressure, density, and tem- 
perature can then be calculated from the energy conservation equation and the 
ideal gas law. Additional details of the method are given by Benson et al.* © 


FINITE DIFFERENCE METHODS. Finite difference methods for solving the 
one-dimensional unsteady flow equations in intake and exhaust manifolds are 
proving more efficient and flexible than the method of characteristics. The con- 
servation equations, (14.13), (14.14), and (14.16), can be rearranged and written in 
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FIGURE 14-4 
Mesh in time-distance plane for application 
of one-step Lax-Wendroff method to intake 
or exhaust pipe. 


ne 
és oU dx 
a a : U2dA —_-2eU UI 
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The fluid viscous shear is small relative to friction at the wall in the momentum 
equation, and heat conduction and viscous dissipation prove negligible relative to 
convective heat transfer at the wall in the energy conservation equation. These 
equations have the vector form: 


oF aG 
a tant (14.21) 


where G and H are functions of F only. Several finite difference methods have 
been used to solve Eq. (14.21) (see Refs. 7, 8, and 9). The one-step Lax-Wendroff 
method will be illustrated. Equation (14.21) can be developed into a Taylor 
series with respect to time, and the time and space derivatives approximated by 
central differences around the mesh point, shown in Fig. 14-4, as 


Fatt = Ft_- — (Gt, , — Gt_,) + AtH} 


1 fAt\? 
+4 (=) (Gi. + GINGIz1 — Gi) — (GP + GP KG} — GF_s)] (14.22) 


where G' = 6G/dF. This equation is first-order accurate, unless H is small. For 
stability in the integration process, the time step and mesh size must satisfy the 
requirement that 


Caquitg<! (14.23) 


where C is the Courant number. 
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TABLE 14.1 
Boundary conditions for unsteady one-dimensional finite element analysis” 
Pipe ends 
Out-flow Mass p,U,A, = p,U,A, 
U3 v3 =| ja 
Energy cyl; +3 =6T, +> L =| 3 


Tsobaric P2= Ps 
In-flow Mass p,U,A, =p,U,A, 
U3 v3 = 
Energy 13-6 ht yohts J 3 


Isentropic P2/p}, = 3/04 


Pipe junctions 
op 
Mass Va LeiUiA 
t i iB 
Ou U2 Ags 
Energy PV = LU AKT + > =e) 
t 


aN 
Pressure Py — SP, = Pz + Ap, = P3 + Aps ="** 


Ap/p, = C{U fa)? 


These finite difference solution methods usually require the introduction of 
some form of dissipation or. damping to prevent instabilities and large non- 
physical oscillations from occurring with nonlinear problems with large gradients 
(e.g., a shock wave in the exhaust system). Amplification of the physical viscosity 
and the addition of artificial viscosity, damping, and smoothing terms to Eq. 
(14.22) are frequently used techniques.*: ? 

The boundary conditions at pipe ends and junctions are obtained from the 
appropriate conservation equations and pressure relations, as illustrated in Table 
14.1. Out-flows and in-flows obviously conserve mass and energy. For the flow 
out through a restriction, there is no pressure recovery downstream: for flow in 
through a restriction, the flow upstream of the restriction is isentropic. For pipe 
junctions, the conservation equations are applied to the control volume con- 
tained within the dashed line in the sketch in the table. The pressure boundary 
conditions are most easily estimated by modifying the simple constant-pressure 
assumption with pressure losses at each pipe exit or entry, calculated from experi- 
mentally determined loss coefficients (see Fig. 6-5).° 

Calculations of intake and exhaust flows using these techniques predict the 
variations in intake and exhaust manifold pressure with crank angle (as shown, 
for example, in Fig. 6-7), in single and muiticylinder engines, with acceptable 
accuracy.”"° Measured volumetric efficiency variations with engine speed, mani- 
fold design, and valve dimensions and timing are adequately predicted also. 
Figure 14-5a shows the instantaneous exhaust and intake mass flow rates for 
cylinder number 1 of a four-cylinder spark-ignition engine at wide-open throttle 
at 1500 rev/min. Note how gas dynamic effects distort the exhaust flow. Note 
also the “reverse” flows into the cylinder past the exhaust valve and out of the 
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FIGURE 14-5 
(a) Predicted mass flow rate through the exhaust valve m, and through the intake valve m, in cylinder 
1, four-cylinder four-stroke-cycle spark-ignition engine at wide-open throttle and 1500 rev/min. Flows 
into cylinder are positive; flows out are negative. (b) Predicted and measured volumetric efficiency at 
wide-open throttle for four-cylinder spark-ignition engine. Solid line: one-dimensional unsteady flow 
model. Dashed line: quasi-steady flow calculation based on infinite plenums for manifolds.’ 


cylinder past the intake valve at the end of the exhaust process, and the larger 
reverse flow at the end of the intake process at this low engine speed. Figure 
14-5b shows the volumetric efficiency for this engine based on these predicted 
mass flow rates, as a function of speed. Experimental values and values predicted 
with quasi-steady flow equations and infinite plenums for manifolds are also 
shown. These results clearly demonstrate the important role that intake and 
exhaust system gas dynamics play in determining both the engine speed at which 
peak breathing efficiency occurs and the air charging characteristics over the full 
engine speed range.’ 


144 THERMODYNAMIC-BASED 
IN-CYLINDER MODELS 


14.4.1 Background and Overall Model Structure 


If the mass transfer into and out of the cylinder during intake and exhaust, the 
heat transfer between the in-cylinder gases and the cylinder head, piston, and 
cylinder liner, and the rate of charge burning (or energy release from the fuel) are 
all known, the energy and mass conservation equations permit the cylinder pres- 
sure and the work transfer to the piston to be calculated. Engine models of this 
type have been developed and used extensively to predict engine operating char- 
acteristics (indicated power, mean effective pressure, specific fuel consumption, 
etc.) and to define the gas state for emission calculations. These models effectively 
follow the changing thermodynamic and chemical state of the working fluid 
through the engine’s intake, compression, combustion, expansion, and exhaust 
processes; they are often called engine cycle simulations. 
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FIGURE 14-6 
. Emissions Logic structure of thermodynamic-based simu- 
mechanisms lations of internal combustion engine operating 
cycle. 


The starting point for these cycle simulations is the first law of thermody- 
namics for an open system, developed in Sec. 14.2. This is applied to the cylinder 
volume for the intake, compression, combustion, expansion, and exhaust pro- 
cesses that in sequence make up the engine’s operating cycle. The structure of this 
type of engine simulation is indicated in Fig. 14-6. Then, during each process, 
submodels are used to describe geometric features of the cylinder and valves or 
ports, the thermodynamic properties of the unburned and burned gases, the mass 
and energy transfers across the system boundary, and the combustion process. 

During intake and compression, the cylinder volume is modeled as a single 
open system. Application of the conservation equations in the form of Eqs. (14.1), 
(14.3), and (14.10) or (14.11) for the intake and then the compression process 
gives” 


Intake: 


th = th, — the (14.24) 


f= BG BUN (14.25) 


._ B[m h\ VC bing ; 
t= 2) (1-2) FF 4+ 2 tinh, en, 0.) (14.26) 


where m is the mass of gas in the cylinder, m; and m, are the mass flow rates 
through the inlet valve and the exhaust valve, and f is the fuel fraction m,/m. The 
subscripts i and e denote properties of the flow through the intake and exhaust 
valves, respectively. The thermodynamic properties for these fiows are the values 
upstream of the valves and therefore depend on whether the flow is into or out of 
the cylinder. 
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Compression: 


m=0 f=0 (14.27, b) 
f2= (- Be os) (14.28) 


The pressure is then determined from Eq. (14.9). 

During intake and compression, the working fluid composition is frozen, 
The composition and thermodynamic properties can be determined using the 
models described in Secs. 4.2 and 4.7. Mass flows across open valves are usually 
calculated using one-dimensional compressible flow equations for flow through a 
restriction (see App. C and Secs. 6.3.2 and 14.3.2) or filling and emptying models 
(Sec. 14.3.3). The more accurate unsteady gas dynamic intake (and exhaust) flow 
models described in Sec. 14.3.4 are sometimes used to calculate the mass flow 
into the engine cylinder in complete engine cycle simulations when the variation 
in engine flow rate with speed is especially important:!° the disadvantage is much 
increased computing time. Heat transfer during intake and compression is calcu- 
lated using one of the Nusselt-Reynolds number relations for turbulent convec- 
tive heat transfer described in Sec. 12.4.5. The transport properties, viscosity, and 
thermal conductivity used in these correlations can be obtained from relations 
such as Eqs. (4.52) to (4.55). 

During combustion which starts with the spark discharge in spark-ignition 
engines and with spontaneous ignition of the developing fuel-air jets in 
compression-ignition engines, the actual processes to be modeled become much 
more complex. Many approaches to predicting the burning or chemical energy 
release rate have been used successfully to meet different simulation objectives. 
The simplest approach has been to use a one-zone model where a single ther- 
modynamic system represents the entire combustion chamber contents and the 
energy release rate is defined by empirically based functions specified as part of 
the simulation input. At the other extreme, quasi-geometric models of turbulent 
premixed flames are used with a two-zone analysis of the combustion chamber 
contents—an unburned and a burned gas region—in more sophisticated simula- 
tions of spark-ignition engines. In compression-ignition engines, multiple-zone 
models of the developing fuel-air jets have been used to provide more detailed 
predictions of the combustion process and nonuniform cylinder composition and 
state. These combustion models will be reviewed in the following sections (14.4.2 
and 14.4.3) and the appropriate conservation equations for the combustion 
process will be developed there. In diesels, radiation heat transfer becomes impor- 
tant during the combustion process (see Sec. 12.5). 

The expansion process is either treated as a continuation of the combustion 
process or, once combustion is over, can use the form of the mass, fuel, and 
energy conservation equations which hold during compression [Egs. (14.27) and 
(14.28)]. The exhaust process conservation equations for a one-zone open-system 
model of the cylinder contents are” 
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Exhaust: 


h=—m f= — "Lf (14.294, b) 


Bi m, h VC 1 : 
ta 3] (1-2) FS 4 ic 00] (14.30) 


where h,, the enthalpy of the flow through the exhaust valve, is the cylinder 
average enthalpy for flow out of the cylinder and the exhaust system gas enthalpy 
if reverse flow occurs. 

The engine operating cycle should end with the working fluid at the same 
state that it started out. For the first calculations of the sequence of processes in 
Fig. 14-6, property values defining the initial state of the fluid in the cylinder were 
assumed. If the values of these properties at the end of the first cycle differ from 
the assumed values, the cycle calculation is repeated with the appropriate new 
initial values until the discrepancy is sufficiently small. Convergence with these 
cycle simulations occurs within a few iterations. 

The working fiuid state is now defined throughout the operating cycle. The 
work transfer to the piston per cycle 


W, = bp dv (14.31) 


can now be obtained. From W,, the masses of fuel and air inducted, m ry and m,, 
and engine speed N, all the engine indicated performance parameters can be cal- 
culated: power, torque, mean effective pressure, specific fuel consumption, fuel- 
conversion efficiency; as well as volumetric efficiency, residual gas fraction, total 
heat transfer, etc. With a friction model, the indicated quantities can be converted 
to brake quantities. 

The more sophisticated of these thermodynamic-based engine cycle simula- 
tions define the working fluid state throughout the cycle in sufficient detail for 
useful predictions of engine emissions to be made. The discussion in Chap. 11 of 
emission-formation mechanisms indicates that our understanding of how some of 
these pollutants form (e.g, NO,, CO) is reasonably complete, and can be 
modeled accurately. The formation processes of the other pollutants (unburned 
hydrocarbons and particulates) are not adequately understood, though modeling 
activities are continuing to contribute to that understanding. The key features of 
models for predicting engine emissions were discussed in Chap. 11. 

Cycle simulations and combustion models which have been developed for 
spark-ignition engines, where the fuel, air, residual gas mixture is essentially uni- 
formly mixed, are discussed in Sec. 14.4.2. Compression-ignition engine simula- 
tions and combustion models are then discussed in Sec. 14.4.3. The special 
features required for prechamber engine models are reviewed in Sec. 14.4.4. 
Finally, thermodynamic-based models for more complex engine systems— 
multicylinder, turbocharged, and turbocompounded engines—are discussed in 
Sec. 14.4.5. 
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14.4.2 Spark-Ignition Engine Models 


These models have usually followed the conceptual structure indicated in Fig, 


14-6. Our focus here is on the combustion submodels that have been developed | 


and used successfully. Features of the spark-ignition engine combustion process 
that permit major simplifying assumptions for thermodynamic modeling are: (1 
the fuel, air, residual gas charge is essentially uniformly premixed; (2) the volume 
occupied by the reaction zone where the fuel-air oxidation process actually 
occurs is normally small compared with the clearance volume—the flame is a 
thin reaction sheet even though it becomes highly wrinkled and convoluted by 
the turbulent flow as it develops (see Sec. 9.3); thus (3) for thermodynamic 
analysis, the contents of the combustion chamber during combustion can be 
analyzed as two zones—an unburned and a burned zone. 

Useful combustion chamber design information can be generated with 
simple geometric models of the flame. In the absence of strong swirl, the surface 
which defines the leading edge of the flame can be approximated by a portion of 
the surface of a sphere. Thus the mean burned gas front can also be approx- 
imated by a sphere. Then, for a given combustion chamber shape and assumed 
flame center location (e.g., the spark plug), the spherical burning area A, [see Eq. 
(9.40)], the burned gas volume V, [see Eq. (9.39)], and the combustion chamber 
surface “wetted” by the burned gases can be calculated for a given flame radius r, 
and piston position (defined by crank angle) from purely geometric consider- 
ations.t The practical importance of such “model” calculations is that (1) the 
mass burning rate for a given burning speed S, (which depends on local turbu- 
lence and mixture composition) is proportional to the spherical burning area A, 
as given by Eq. (9.44); (2) the heat transfer occurs largely between the burned 
gases and the walls and is proportional to the chamber surface area wetted by the 
burned gases A,,, [see Eq. (12.21)]. Using the fact that the density ratio across 
the flame p,/p, is approximately constant and equal to 4, the unburned and 
burned gas volumes V, and V, can be related to the unburned and burned mass 
fractions (1 — x,) and x,, respectively. 

Examples of the results of such flame geometry calculations are shown in 
Figs. 14-7 and 14-8.!1 Figure 14-7a shows spherical flame areas A, as a function 
of flame radius r, for two different chambers and two plug locations and the TC 
piston position. The much larger flame area and shorter flame travel length of the 
central plug location are obvious. Such area data can be plotted as a function of 
burned gas volume V,, as shown in Fig. 14-7b, so that comparisons of A,(r,) for 
different chambers at the same mass fraction burned can be made. The advantage 
of a more compact chamber with higher central clearance height is apparent. 
Figure 14-8 shows that burned-gas-wetted wall area on the cylinder head, cylin- 


+ Note that the center of this sphere may be convected away from the spark plug location, especially 
if some swirl is present. However, only strong swirling and squish flows produce major distortions to 
the flame surface shape. 
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FIGURE 14-7 
Calculated spark-ignition engine 
spherical flame surface area: (a) as a 


function of flame radius for different 
0 0.02 0.04 0.06 0.08 0.10 0.12 combustion chamber shapes and 


Enflamed volume spark plug locations and (b) as a 
~ Bore? function of enflamed volume. Piston 
(b) in top center position. !* 


der wall, and piston as a function of flame radius and crank angle for an open 
chamber with central ignition. The cylinder head and piston are the dominant 
areas early in the expansion stroke when the burned gas temperatures and heat 
fluxes are highest. 

Mass fraction burned versus crank angle profiles determined from a first 
law analysis of cylinder pressure data, as shown in Figs. 9-2, 9-5, and 9-8, have an . 
essentially universal dimensionless shape, as indicated in Fig. 9-13. Much useful _ 
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FIGURE 14-8 

Calculated burned-gas-wetted wall 
area as a function of radius based 
on spherical flame model of an 
open-chamber SI engine with 
center plug location, for piston 
locations of 0°, 42°, and 70°."! 


analysis has been done with engine simulations where this universal combustion 
profile has been used as a calculation input. The S-shaped mass fraction burned 
profile is often represented by the Wiebe function: 


—6 m+1 
x, =1 - exp| -a(” nO °) | (14.32) 


where @ is the crank angle, 9, is the start of combustion, A@ is the total com- 
bustion duration (x, = 0 to x, ~ 1), and a and m are adjustable parameters which 
fix the shape of the curve. Actual mass fraction burned curves have been fitted 
with a = 5 and m = 2.'? 

The conservation equations for an open system [Eqs. (14.1) and (14.10) or 
(14.11)] are now applied to the unburned gas zone ahead of the flame and to the 
burned zone behind the flame, in turn (see Fig. 9-4). For premixed engines, fand 
¢ are zero. During combustion, m and m, in Eq. (14.10) or Eq. (14.11) are the 
mass flow rate across the flame sheet. This is —m, for the unburned zone system 
and +m, for the burned zone system; m, is given by mx,, with x, obtained by 
differentiating Eq. (14.32). 

To calculate the effect of heat transfer on the burned gas state more accu- 
rately, the burned gas zone in Fig. 9-4 can be modeled in two parts: an adiabatic 
core and a boundary-layer region. The intent here is to account for the fact that 
heat loss to the walls primarily cools the burned gas adjacent to the wall, and 
only indirectly affects the core gas through the change in pressure that results 
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FIGURE 14-9 

Cylinder pressure p, mass fraction burned x,, unburned and burned gas temperatures (T, = 
unburned, T, = adiabatic burned core, 7, = mean burned gas temperatures), heat-transfer rate Q,, 
(normalized by fuel flow rate x heating value), thermal boundary-layer thickness 5,, and mean nitric 
oxide concentration in the burned gases, through a four-stroke engine operating cycle, predicted by 
thermodynamic-based cycle simulation. 5.7-dm* displacement eight-cylinder engine operating at wide- 
open throttle, 2500 rev/min, with equivalence ratio = 1.1. Gross indicated mean effective pressure is 
918 kPa and specific fuel consumption is 254 g/kW - h.'> 


from heat loss. The open-system conservation equations, (14-1) and (14.10) or 
(14.11), are now applied to the core and boundary-layer region separately. The 
boundary-layer region covers that portion of the combustion chamber wall 
wetted by the burned gases, as shown in Fig. 9-4, and is of thickness 6,, which 
increases with time. The temperature of the boundary-layer zone (assumed 
uniform) is usually taken to be the mean of the wall temperature and burned gas 
core temperature. Equation (14.10) or Eq. (14.11) is used to relate the enthalpy 
flux due to the mass flow across the inner edge of the boundary layer (which has 
an enthalpy equal to the core gas enthalpy), the heat transfer to the wall, the 
changing energy within the boundary-layer system due to its increasing mass and 
changing state, and the work transfer due to its changing volume. 

An example of predictions of cylinder pressure, unburned and burned gas 
temperatures, heat-transfer rate, and boundary-layer thickness, based on an 
assumed 50° total burn duration for a 5.7-dm? eight-cylinder engine at wide-open 
throttle and 2500 rev/min is shown in Fig. 14-9.'° Appropriately based predic- 
tions of overall engine performance parameters made with this type of thermody- 
namic model agree well with engine data. Figure 14-10 shows predictions of 
indicated specific fuel consumption and exhaust gas temperature as a function of 
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the fuel/air equivalence ratio at fixed load and speed. The isfc predictions and 
data agree well (except for very lean mixtures with retarded timing where cycle- 
by-cycle combustion variations are sufficiently large so predictions based on the 
average cycle lose accuracy); the predicted curves for exhaust temperature show 
the same trends as the experimental data. However, they are higher due to under- 
estimation of the heat losses during the exhaust process.** 

The output from such thermodynamic-based cycle simulations has replaced 
the fuel-air cycle as a predictor of effects of major variables on engine per- 
formance and efficiency. An instructive example of the value of such predictions is 
shown in Fig. 14-11, where fuel consumption at constant equivalence ratio, load, 
and speed has been computed as a function of total burn duration and heat loss 
to the chamber walls: increasing burn duration and heat loss both worsen fuel 
consumption.!> Such data can be used to assess the efficiency improvements that 
should result from reduced heat transfer (e.g., reduced chamber surface area) and 
increased burn rate. Obviously the dependence of burn rate on engine design and 
operating parameters has not been modeled; the burn rate profile was a calcu- 
lation input. Such models are most useful either (1) when the burn rate profile is 
not critical to the problem under study or (2) when predictions for a range of 
assumed burn rate profiles provide the required information. 

So far we have discussed engine cycle simulations where details of the com- 
bustion process have been specified as input. The same thermodynamic-based 
simulation structure can be used in conjunction with a combustion model! which 
predicts the rate of fuel burning. Various combustion models have been proposed 
and used for this purpose. Some of these are empirically based; some are based 
on the highly wrinkled, thin reaction-sheet fiame model described in Sec. 9.3. All 
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these models assume that the overall flame shape approximates a portion of a 
sphere centered at or near the spark plug. Empirical flame models have difficulty 
appropriately describing the three phases of the combustion process—flame 
development, rapid burning, and termination—with sufficient generality to be 
widely useful. One such model, based on the experimental data shown in Fig. 
9-30, has been used successfully to evaluate different combustion chambers.’® 17 
The burning speed S, [defined by Eq. (9.44)] is related empirically to the laminar 
flame speed S, (see Sec. 9.3.3), the local rms velocity fluctuation u, [see Eq. (8.22)] 
under motored engine conditions, the firing and motored cylinder pressure at the 
same crank angle, and spark advance. While a good fit to the data in Fig. 9-30 
for engine flames during their turbulent rapid-burning phase was obtained, 
during the flame development period a correction factor was required to fit the 
data. 

Spark-ignition engine combustion models with a more fundamental frame- 
work have been developed and used. Based on coupled analysis of flame front 
location and cylinder pressure data, Keck and coworkers’®-?° have derived the 
following burning law: 


b H 


du B 
en ages A t= they £ 
dt Py Ay ug(l —e-") t (14.34) 
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FIGURE 14-12 
Schematic of turbulent premixed spark-ignition engine flame, illustrating the physical basis for 
burning law of Eqs. (14.33) to (14.35). The approximately spherical front of the “thick” turbulent 
flame (dashed line) diffuses outward at the laminar flame speed S,. Fresh mixture also crosses this 
front at a characteristic velocity u, due to turbulent convection. Schematic on left shows detailed 
flame structure: 5, is a reaction-sheet thickness, |, is characteristic scale of wrinkles in the sheet. 


Fa: 


where a 


) p= m, — m, = pV; — Vs) = pylr(Ar — Ay) (14.35) 
is a parametric mass (interpreted as the mass entrained within the flame region 
that has yet to burn), u; a characteristic speed, and t, = 1;/S, is a characteristic 
burning time. 17, A,, V;, Ay, Ware defined in Sec. 9.3.4. 

Figure 14-12 illustrates the physical basis for this model. The first term in 
Eq. (14.33) represents the laminar (diffusive) propagation forward of the approx- 
imately spherical front of the “thick” turbulent flame; the second term represents 
the burning of mixture already entrained within this flame front. In Eq. (14.34), 
which describes the rate of change of unburned mixture mass p within the flame 
zone, the first term represents the turbulent convection of unburned mixture 
across the spherical front of the flame and the second term represents the mass 
rate of burning of entrained but not yet burned mixture which is contained 
within the “wrinkles” and “islands,” which the distorting and stretching of the 
thin reaction sheet by the turbulent flow produces. This has been called an 
“entrainment” or “eddy-burning” model for the above reasons. The exponential 
term in brackets in Eq. (14.34) allows for the fact that the flame sheet initially is 
spherical and laminarlike: it requires a time of about t, to develop into a turbu- 
lent flame. 

The behavior of Eqs. (14.33) and (14.34) in four important limits is: 


1. For a quiescent mixture, uy > 0 or lp > oc, 
8,7 S, (14.364) 
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2. Initially, as t > 0, 
8,7 S, (14.365) 
3. Quasi-steady state, du/dt ~ 0, 
S, uy + S, (14.36c) 


4, Final burning stage after the flame front reaches the wall, t >t, (when 
A, 9), 


thy 
mhy{t,,) 


= eto telie (14.36d) 


To apply Eqs. (14.33) and (14.34), the quantities u; and 1, (or ly = t,5S,) 
must be evaluated. Two approaches have been taken: (1) use of empirical correla- 
tions for these variables, derived from engine flame data (such as that described 
in Sec. 9.3.4); (2) use of more fundamental models to predict these quantities. 

Keck has derived the following correlations for u; and /,, based on the 
application of Eqs. (14.33) and (14.34) to several sets of engine combustion data: 


p,\"2 

ur = 00su{ 2) (14.37) 
Pi 
0;\3/4 

lp = ost, (2 (14.38) 


uy was found to be proportional to Ju (at time of spark) and to correlate well 
with mean inlet gas speed a, = NAA p/AiSps where y, is volumetric efficiency, A, 
is piston area, Aj, is the maximum open area of the inlet valve, §, is mean piston 
speed. I, appears to scale with valve lift, L,,; it decreases with increasing density 
at a rate proportional to p;%/*. While u, and 1; are not constant during the 
combustion process, their variation is modest.’® 

A quantitative comparison of predicted and measured flame radius as a 
function of time is shown in Fig. 14-13 for hydrogen and propane fuel-air mix- 
tures which exhibit widely different behavior:'® the figure indicates both the 
behavior and validity of the model. Predicted burned gas expansion speeds u, 
[see Eq. (9.43)] are shown in Fig. 14-13a as a function of burned gas radius; the 
parameters uz and 1, were chosen to fit the propane data. Figure 14-13b shows 
that the measured flame front radii, r,, are in good agreement with the predicted 
flame and burned gas radii, r, and r,, for these two fuels. The initial expansion 
speed of hydrogen is about 10 times that of propane. Since r, ~ 7, for early times, 
S, © S, and this ratio is expected. As r, become large, (r, — r,) > ur t,, which is 
several times smaller for hydrogen mixtures than for propane mixtures. 

An adaption of this approach developed by Tabaczynski and 
coworkers?!: 2? is based on the following model of turbulent flame propagation. 
The vorticity in the turbulent flow field is concentrated in vortex sheets which are 
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FIGURE 14-13 ; cia! 
(a) Calculated burned gas expansion speed u, for stoichiometric hydrogen-air and propane-air mix- 
tures as a function of burned gas radius r,. (b) Comparison of experimentally measured (points) and 
calculated (dashed curve) flame radii r, for these mixtures as a function of crank angle. Also shown 
(solid curve) is the burned gas radius r,.® 


of a size comparable to the Kolmogorov scale Ix [see Eq. (8-11)]. These vortex 
sheets are assumed to have a characteristic spacing which is of the order of the 
Taylor microscale I,,, which is a function of the integral length scale 1, and the 
turbulent Reynolds number as indicated by Eq. (8.15). From these turbulence 
assumptions it is argued that ignition sites propagate along the vortex sheets with 
a velocity u’ + S,, where u' is the local turbulence intensity. The propagation of 
the reaction front between the vortex sheets is assumed to be a laminar process. 
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Thus, in Eqs. (14.33) and (14.34), uy and 1, are given by 
Ur wu! and b=— eS (14.39) 


where I,,, the microscale, is determined from the integral scale and the turbulent 
Reynolds number via Eq. (8.15), assuming that the turbulence is homogeneous 
and isentropic. The task therefore becomes one of evaluating u’ and I,. 

One approach used is to relate the turbulence intensity at the start of the 
combustion process to the mean intake flow velocity through the valve: e.g.,?° 


, _ CS,B? 

Up = L, Dy D, (14.40) 
where 5, is the mean piston speed, B the bore, and L,, and D,, the lift and 
diameter of the inlet valve. It is assumed that the integral length scale at the start 
of combustion, |;,4, is proportional to a characteristic flow dimension, usually the 
clearance height h. Then, during combustion, the unburned portion of the charge 
is assumed to undergo isentropic compression sufficiently rapidly that the 
angular momentum of the “eddies” is conserved and the length scale follows the 
eddy size, i.¢., a simple rapid distortion process occurs: 


p 1/3 (22)"" 
ul = up| — L =p of — 14.41 
(2) wetal? cua 


1) 


This model predicts an increase in turbulence intensity and decrease in length 
scale with compression, which is only partly confirmed by experiment. 

A more sophisticated approach is to describe the dynamic behavior of the 
turbulence with one or more rate equations for the key turbulence parameters: k 
the turbulent kinetic energy and ¢ the dissipation rate of k. Turbulence is gener- 
ated, diffused, and dissipated by the flow field, so the rate of change of turbulent 
kinetic energy k can be written: 

“ = P,+D,— pe (14.42) 
where the term P, represents the volumetric production of turbulence and the 
diffusion term D, can be modeled as a gradient diffusion with an effective turbu- 
lent viscosity which dominates the laminar diffusion process. In this application, 
Eq. (14.42) is integrated over the combustion chamber (or a region of the 
chamber) to provide spatially averaged turbulence predictions. Then the diffusion 
terms become boundary fluxes: e.g., the transport of kinetic energy across the 
combustion chamber boundary due to flow through the inlet or exhaust valve. 
The dissipation rate ¢ is related to the integral length scale via 


Cp k3/2 
i 


I, can be taken as proportional to the clearance height (I, ~ 0.22 h), or an addi- 
tional rate equation for a second turbulence parameter, the dissipation rate ¢, can 


Cp = 0.09 (14.43) 
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FIGURE 14-14 

Predicted turbulence intensity u’ as a function of 

crank angle and valve lift in engine operating at 

-400  -200 0 200 400 1500 rev/min, 414 kPa imep, with a compression 
Crank angle, deg ratio of 10.77 


be used. In the more complete of these k — ¢ turbulence models,”* the ¢ equation 
is similar to the k equation with production, diffusion, and dissipation terms. 
These k — ¢ turbulence models are discussed more fully in Sec. 14.5.2. 

The application of this turbulence model to the spark-ignition engine com- 
bustion chamber becomes complicated and the reader is referred to references for 
the details.25-28 Considerable success with predicting trends in mass burning rate 
has been achieved with this type of model. Design variables examined include: 
swirl, squish, valve lift, bore/stroke ratio. The advantage of such models is that 
they are straightforward computationally so that extensive parametric sets of cal- 
culations are feasible. The major disadvantage is the ad hoc nature of the turbu- 
lence and flame models which involve plausible but arbitrary assumptions. 
Sample predictions are shown in Figs. 14-14 and 14-15.77:78 Figure 14-14 shows 
the variation in turbulence intensity u’ in an engine with a disc-shaped com- 
bustion chamber, throughout the operating cycle. A normal valve-lift profile and 
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for high and “zero” swirl levels for central and 
0 20 40 60 80 cylinder wall spark plug locations. Same engine and 
Crank angle, deg operating conditions as in Fig. 14-14.78 
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FIGURE 14-16 

Comparisons of predicted and measured mass 

0 10 26 30 40 50 60 70 fraction burned versus crank angle profiles for same 
Crank angle after spark, deg swirl levels and plug locations as Fig. 14-15.7° 


reduced maximum valve-lift profile (one-quarter normal) are shown. The high 
levels of turbulence generated during the first half of the intake process decay 
substantially before the latter stages of the compression stroke produce some 
amplification. Reduced valve lift produces higher levels of turbulence intensity at 
combustion, as is well known.?9 Figure 14-15 shows the predicted turbulence 
behavior during combustion for a disc-shaped chamber for different swirl levels 
and plug locations. Swirl is shown to increase the turbulence intensity. Compari- 
son of predicted and measured mass fraction burned profiles versus crank angle 
for different swirl levels and plug locations are shown in Fig. 14-16. The large 
flame area effects (shown here in the two limiting plug locations: side wall and 
center) and significant though lesser effect of swirl are correctly modeled. Such 
models are useful for relating changes in spark-ignition engine design and oper- 
ating variables to changes in engine performance, via predictions of changes in 
flame development and propagation. 

The above type of combustion model has been used to obtain explicit rela- 
tions for the flame development and rapid burning angles as functions of engine’ 
design and operating variables.>° The equation for the mass burning rate, (14.33), 
was effectively integrated over the relevant portion of the total combustion 
process; the turbulent characteristic velocity was assumed proportional to 5, , the 
mean piston speed. The flame development angle was found to vary as 


2/3 
Ad, = C8, wn(2) (14.44) 
L. 


where v is the kinematic viscosity (v = p/p) and h is the clearance height at igni- 
tion. C is a constant which depends on engine geometry and is determined by 
matching Eq. (14.44) with engine data. The rapid burn angle (here taken as the 
crank angle between x, = 0.01 and 1.0) is given by 


B /\19/9 h; \23 
AO, = of 2 \(2) 6, vyo(%) (14.45) 


where C’ is a constant which depends on engine geometry, B is the bore, the 
subscript i denotes the value at ignition, and the superscript + denotes the value 
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at cylinder conditions where x, = 0.5. These expressions show reasonable agree. 
ment with observed trends in A6, and Aé,. 


14.43 Direct-Injection Engine Models 


In direct-injection compression-ignition and stratified-charge engines, the liquid 
fuel is injected into the cylinder as one or several jets just prior to ignition. In 
large direct-injection compression-ignition engines, the air flow is essentially 
quiescent. However, in medium and smaller size DI engines, the air flow is 
usually swirling about the cylinder axis at up to 10 times the crankshaft rotation- 
al speed; this air-flow pattern increases the rate of entrainment of air into the fuel 
jet to increase the fuel-air mixing rate. Thus modeling of the ignition and com- 
bustion processes for direct-injection types of engines is much more complex than 
for premixed-charge spark-ignition engines. The unsteady liquid-fuel jet 
phenomena—atomization, liquid jet and droplet motion, fuel vaporization, air 
entrainment, fuel-air mixing, and the ignition chemistry—all play a role in the 
heat-release process (see Chap. 10). It is not yet possible to model all these pheno- 
mena from a fundamental basis, even with the most sophisticated fluid-dynamic- 
based codes now available (see Sec. 14.5), since many of these processes are not 
yet adequately understood. However, models at various levels of detail and 
empiricism have been developed and have proven useful in direct-injection diesel 
and stratified-charge engine analysis. This section reviews the important features 
of single-zone heat-release models and phenomenological jet-based combustion 
models. Their relative simplicity and modest computer time requirements make 
them especially useful for diesel cycle simulation and more complex engine 
system studies. 

Single-zone models assume that the cylinder contents can be adequately 
described by property values representing the average state, and use one or more 
algebraic formulas to define the heat-release rate. The functional forms of these 
formulas are chosen to match experimentally observed heat-release profiles (see 
Sec. 10.4.2). Coefficients in these formulas, which may vary with engine design 
details and operating conditions, are determined empirically by fitting with data. 
The phenomenological description of diesel combustion developed by Lyn (see 
Sec. 10.3) comprises three primary phases: the ignition delay period, the premixed 
fuel-burning phase, and the mixing-controlled fuel-burning phase. Ignition delay 
correlations are reviewed in Sec. 10.6.6. Here models for the second and third 
phases, when the major heat release occurs, are summarized (see Ref. 31 for a 
more extensive review). The attraction of the one-zone heat-release approach is 
its simplicity: however, since it cannot fully describe the complex phenomena 
which comprise the compression-ignition engine combustion process, substantial 
empirical input must be used. Several one-zone heat-release models have been 
proposed and used (e.g., Refs. 32 to 34). These use simple equations to describe 
the rate of release of the fuel’s energy, sometimes modeled on the presumed con- 
trolling physical or chemical process and always calibrated by comparison with 
data. 
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One extensively used model of this type developed by Watson et al.*> is 
especially appropriate for use in total diesel system simulations where the com- 
bustion process details are not the primary focus. It is based on Lyn’s description 
of compression-ignition combustion—a rapid premixed burning phase followed 
by a slower mixing controlled burning phase. The fraction of the injected fuel 
that burns in each of these phases is empirically linked to the duration of the 
ignition delay. One algebraic function is used to describe the premixed heat- 
release phase and a second function to describe the mixing-controlled heat- 
release phase. These two functions are weighted with a phase proportionality 
factor, 8B, which is largely a function of the ignition delay. Thus: 


m, p(t" 
mus) - Bh, +0- Bh (14.46 
Ms,0 
where m,., is the mass of fuel burned, m,,o is the total fuel mass injected per cycle 


per cylinder, and ?¢’ is time from ignition non-dimensionalized by total time 
allowed for combustion [=(t — tign)/Atcomp]-t The premixed-burning function is 


fp=1-(l- t'K1)K2 (14.47) 
and the mixing-controlled function is 
fo =1—exp (—K,t'**) (14.48) 


where K,, K,, K3, and K, are empirical coefficients. The proportionality factor 
B is given by 


p=1—-— (14.49) 


where @ is the overall fuel/air equivalence ratio and a, b, and c are empirical 
constants. 

Correlation with data from a typical turbocharged truck engine gave the 
following values for K, to K,: 


K, ae 2 + 1.25 x 107 8(c,,.N)?** 


K, = 5000 
14.2 
Ks = tyeaa (14.50) 


K, = 0.79K?5 


where 1,4, the ignition delay, is in milliseconds and N, engine speed, is in revo- 
lutions per minute. It also gave these ranges for a, b, c:°5 


0.8 < a < 0.95; 0.25 <b < 0.45; 0.25<c < 05 


{ The combustion duration at At,,,,, is an arbitrary period within which combustion must be com- 
pleted. A value of 125° was used above. 
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Such single-zone heat-release models are useful because of their simplicity, 
They obviously cannot relate engine design and operating variables explicitly to 
the details of the combustion process. Experience indicates that those models 
with only one function are not usually able to fit experimentally determined heat. 
release profiles with sufficient accuracy. All single-zone heat-release models 
should be checked against experimentally derived heat-release profiles, and recal- 
ibrated if necessary, before being used for predictions. 

Many thermodynamic-based direct-injection engine simulations incorpo- 
rate an explicit model for each fuel spray which attempts to describe how the 
spray develops with time. The spray starts out as a liquid fuel jet which then 
vaporizes, entrains air and (later) burned gases. Mixture preparation can be 
limited by the availability of either fuel vapor or air, the former limited by 
_ droplet evaporation and the latter by air entrainment. While there is evidence in 
the literature to support both of these phenomena as rate-limiting, more recent 
studies*® show that most (70 to 95 percent) of the injected fuel is in the vapor 
phase at the start of combustion, whereas only 10 to 35 percent of the vaporized 
fuel is mixed to within the combustion limits (equivalence ratio between 0.3 and 
3). This suggests that the combustion process in typical heavy-duty direct- 
injection compression-ignition engines is mixing controlled rather than vapor- 
ization controlled. 

While spray geometry is an essential aspect of the fuel-air mixing process, it 
may not be necessary to model the precise details of the actual configuration. For 
. the purpose of heat-release and emission analysis, it suffices in many phenomeno- 
logical models to calculate the evolution of the fuel mass, composition, volume, 
and temperature of critical regions of the spray based on a generic spray 
geometry. Alternate approaches attempt to provide a detailed structure for the 
fuel spray to improve the modeling of air entrainment, effects of swirl/spray inter- 
action, and heat transfer. The more commonly used approaches are illustrated in 
Fig. 14-17. 

The schematic in Fig. 14-17a illustrates the simplest approach: it is 
assumed that the growth and motion of the spray or jet within the chamber can 
be analyzed as a quasi-steady one-dimensional turbulent gaseous jet.°®*° The 
intent here is to describe the position of the jet within the combustion chamber 
and the overall jet size as a function of time. Entrainment of air into the jet is 
assumed to take place at each point along the jet surface at a rate proportional to 
the velocity difference between the jet and surrounding air at that point. Two 
empirical entrainment coefficients*! are used for the proportionality constants for 
the relative motion in the jet axial and transverse directions. Conservation equa- 
tions for fuel mass and total mass, and momentum (in two or three orthogonal 
directions) are used to determine the jet trajectory and size. The jet slows down 
due to air entrainment. Deflection of the jet results from the entrainment of air 
with a momentum component normal to the jet axis, and from drag forces due to 
the normal component of air flow past the jet. This approach does not define the 
velocity and concentration profiles across the jet: it only calculates the mean 
values at any jet axial position. Experimentally determined radial profiles for 
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va(r) 


(6) 


FIGURE 14-17 

(a) Schematic of one-dimensional quasi-steady fuel spray model used to define spray centerline trajec- 
tory and width as radially outward-moving spray interacts with swirling air flow. (6) Schematic of 
multizone model for fuel spray which, based on empirically calculated spray motion and assumed 
concentration distributions in the spray, successfully evolves discrete combustion zones (each contain- 
ing a fixed fraction of the fuel) as fuel is injected, vaporized, and mixed with air. (dm,/dt) = rate of fuel 
injection into rich core; (dm,,,/dt) = rate of preparation of mixture for burning; (dm, ,,/dt) = rate of 
entrainment of air into zone B,.>” 


axisymmetric turbulent jets*? are often assumed to apply. Although the fuel spray 
is initially pure liquid, the liquid fuel drops soon become a small fraction of the 
jet volume due to vaporization and air entrainment. Downstream of the initial 
liquid breakup region, the velocity of the small drops relative to the vaporized 
fuel and air is small, so the spray acts as a gas jet. Adding a combustion model to 
this quasi-steady gaseous jet model for fuel-air mixing is an additional major 
step. 

A comparison between this type of gas jet model and an experimental 
engine spray is shown in Fig. 14-18. A single fuel jet was injected into a disc- 
shaped chamber in the location shown, and schlieren photography used to 
observe the spray trajectory. Good agreement was obtained for the spray center- 
line: note the significant effect of swirl. Reasonable agreement was also obtained 
between predicted and measured spray boundaries. 

Figure 14-17b shows a multizone model for each fuel spray which has been 
used extensively for engine performance and emissions studies in quiescent DI 
diesels.>”: +? The spray is modeled as a gas jet, with penetration, trajectory and 
spreading rate determined from empirical equations based on axisymmetric tur- 
bulent jet data. These equations describe the approximate spray geometry. The 
fuel-air distribution within the spray is determined by using a normal distribution 
across the spray cross section and a hyperbolic profile along the axis of the spray. 
Progressively evolving, discrete combustion zones, each containing a fixed frac- 
tion of the total fuel mass, are then superimposed on the geometrically defined 
fuel-air distribution. Outer zones are diluted with air and inner zones are added 
as fuel vaporizes and mixes, as injection and combustion proceeds. The model 
implicitly assumes that combustion does not affect the mixing rates. With careful 
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FIGURE 14-18 


Spray trajectory and width calculated using one-dimensional quasi-steady spray model of type illus- 
trated in Fig. 14-17a, compared with experimental data taken in special visualization direct-injection 
stratified-charge engine.®® 


adjustment of calibrating constants, this model describes engine performance 
variations with reasonable accuracy as major design and operating variables 
change. 

More detailed geometric models of the fuel-air mixing and combustion pro- 
cesses in engine sprays have been developed (e.g., Ref. 44). The intent is to follow 
the spray development in a swirling air flow and the spray interaction with the 
combustion chamber wall. Figure 14-19 illustrates the approach. The liquid fuel 
which enters the chamber through the injector nozzle is divided into many small 
equal mass “elements.” The spray motion is defined by an experimentally based 
correlation. Air entrainment is calculated from momentum conservation and the 
spray velocity decrease predicted by this correlation. The processes which occur 
within each element are also illustrated in Fig, 14-19. The fuel drops evaporate 
and fuel vapor mixes with entrained air. When ignition occurs combustible 
mixture prepared before ignition burns rapidly: it is assumed to burn at the 
stoichiometric composition. The continuation of the burning process then 
depends on the composition of the element: it may be limited by either the rate of 
production of fuel vapor by evaporation or the availability of air by the rate of 
entrainment (paths A and B in Fig. 14-19). 

The growth of the spray is determined from the air entrainment into each 
element and the combustion-produced expansion of each element, as indicated in 
Fig. 14-20. When impingement on the wall occurs, the spray is assumed to spread 
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FIGURE 14-20 

Method used with model of Fig. 14-19 to compute spray and flame configuration: (a) prior to 

impingement of spray on wall—shaded elements indicate combustion; (b) and (c) show spray behavior 

following impingement on the cylindrical bow! wall of the DI diesel combustion chamber; (d) shows 

effect of swirl on spray and flame configuration.** 
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along the wall with a constant thickness as shown in Fig. 14-20. When the per. 
iphery of the spray reaches that of a neighboring spray the sideways growth of 
the spray is then prevented and the thickness of the elements along the wall 
increases. Swirl effects are calculated from tangential momentum considerations 
Each annular cone ring element is shifted sideways by the swirl as indicated jn 
Fig. 14-20, 

The heat-release rate in the combustion chamber is obtained by summing 
up the heat release in each element. Nitric oxide and soot formation calculations 
are based on the time histories of temperature, vaporized fuel, air and com- 
bustion products in each element. The overall structure of this particular com- 
plete diesel engine performance and emissions model is indicated in Fig. 14-21: it 
is typical of the type of compression-ignition engine simulation used to study 
engine performance and emissions. Figure 14-22 shows an example of the output 
from the above model. The injection rate diagram, the assumed Sauter mean 
drop size of the spray, and the air swirl determine the spray development which 
leads to the heat-release rate predictions. This determines the cylinder pressure 
profile. Predicted engine performance results show reasonable but not precise 
agreement with experimental data. That is not surprising given the complexity of 
the phenomena being modeled. A review of these types of jet models is given by 
_Hiroyasu.*¢ 


14.4.4 Prechamber Engine Models 


Small high-speed compression-ignition engines use an auxiliary combustion 
chamber, or prechamber, to achieve adequate fuel-air mixing rates. The precham- 
ber is connected to the main combustion chamber above the piston via a nozzle, 
passageway, or one or more orifices (see Secs. 1.8, 8.5, and 10.2.2). Auxiliary 
chambers are sometimes used in spark-ignition engines, also. The plasma and 
flame-jet ignition systems described in Sec. 9.5.3 enclose the spark plug in a cavity 
or small prechamber which connects to the main chamber via one or more ori- 
fices. The function of the prechamber is to increase the initial growth rate of the 
flame. Combustion in the main chamber is initiated by one or more flame jets 
emanating from the prechamber created by the ignition process and subsequent 
energy release within the prechamber. If the mixture within the prechamber is 
richer than in the main chamber (due to fuel injection or a separate prechamber 
intake valve—see Sec. 1.9) these are called stratified-charge engines. 

The additional phenomena which these prechambers introduce beyond 
those already present in conventional chamber engines are: (1) gas flows through 
the nozzle or orifice between the main chamber and prechamber due to piston 
motion; (2) gas flows between these chambers due to the combustion-generated 
pressure rise; (3) heat is transferred to the nozzle or passageway walls due to 
these flows. The first of these phenomena results in nonuniform composition and 
temperature distributions between the main and prechamber due to gas displace- 
ment primarily during compression, and determines the nature of the flow field 
within the prechamber toward the end of compression just prior to combustion. 
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Fuel-injection rate, heat-release rate profile, and cylinder pressure predicted with thermodynamic- 
based DI diesel simulation with spray and combustion model of type shown in Fig. 14-21.*° 
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The second phenomena controls the rate of energy release in the main chamber. 
The heat losses in the passageway and to the additional chamber surface area of 
the prechamber designs relative to conventional open chambers result in 
decreased engine performance and efficiency. Thus the prechamber concept adds 
additional complexity to the engine processes that must be modeled to predict 
engine behavior. 

The following variables are important to prechamber engine performance 
and emissions characteristics, in addition to the design and operating variables 
which govern single-chamber engine behavior: prechamber geometry—size, 
shape, flow area and shape of connecting passageway(s); prechamber location in 
relation to main chamber geometry; geometry and timing of any auxiliary pre- 
chamber valve; fuel metering strategy in prechamber compression-ignition or 
stratified-charge engine. Thermodynamic-based models have been developed and 
used to examine the overall impact of these variables (see Ref. 47). Computational 
fluid dynamic models (see Sec. 14.5 and Fig. 8-26) have also been used to examine 
specific prechamber engine flow and combustion processes. 

Useful predictions of fuel, air, and residual gas distributions and the corre- 
sponding temperature within the prechamber and main chamber can be obtained 
with simple gas displacement models. Only during combustion is the pressure 
difference across the nozzle or orifice sufficiently large in magnitude for its model- 
ing to be essential; the assumption of uniform pressure during compression, the 
critical process for determining conditions just prior to combustion, introduces 
little error into calculations of the flows between the chambers. Section 8.5 
develops the appropriate equations for these piston-motion driven gas displace- 
ments. Use of the conservation equations for an open system, for total mass, fuel 
mass, residual gas, and energy given in Sec. 14.2, for the main chamber and the 
prechamber, then give the mean composition and temperature variation in each 
chamber as a function of time due to this flow. Figure 8-25 illustrates the mean 
composition variation in the prechamber that results during the compression 
stroke of a three-valve stratified-charge engine. 

During combustion, the pressure difference across the connecting passage- 
way or orifice is the driving force for the flow between chambers. Since com- 
bustion starts in the prechamber, the initial flow is into the main chamber; later, 
as the heat release in the main chamber becomes dominant, the flow may reverse 
direction and be into the prechamber. In thermodynamic-based models, the 
equations for one-dimensional quasi-steady ideal gas flow through a restriction 
given in App. C are used to relate these flows to the pressure difference between 
the two chambers. Open-system conservation equations are again used to calcu- 
late mean properties in each chamber. 

Combustion models used are either empirically based [e.g using specified 
heat-release or mass burning rates such as Eq. (14.32)**] or are developed from 
direct-injection compression-ignition engine models with spray evaporation, fuel- 
air mixing, and ignition delay processes explicitly included.*° Because of the com- 
plexity of these processes in the prechamber engine geometry, substantial 
simplifying assumptions and empiricism must be used. 
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Heat transfer to the passageway and chamber walls is affected by the flows 
between the chambers: high velocities within the passageway result in high heat- 
transfer rates to the passageway walls, and the vigorous flows set by the passage- 
way exit flow entering the prechamber or the main chamber increase 
heat-transfer rates to the walls of these chambers. The standard engine heat- 
transfer correlations which relate the heat-transfer coefficient to mean flow field 
variables via Nusselt-Reynolds number relationships (see Sec. 12.4) are normally 
used to describe these heat-transfer processes. The length scales are chosen to 
match the prechamber or main chamber or passageway dimensions. The charac- 
teristic velocities in these relationships are equated with velocities which are rep- 
resentative of the flow in each of these regions at the relevant time in the engine 
operating cycle.> 5! 

The utility of the more sophisticated of these prechamber engine per- 
formance and emissions models is illustrated by the sample results shown in Fig. 
14-23. This simulation of the indirect-injection compression-ignition engine’s flow 
and combustion processes describes, through the use of stochastic mixing models, 
the development of the fuel/air ratio distribution and fuel-energy release distribu- 
tion, and hence the development of the gas pressure and gas temperature dis- 
tribution, within the prechamber and main chambers of the engine. With the 
(nonuniform) gas composition and state defined, the models for NO formation 
described in Sec. 11.2.1 was used to predict NO, emissions. The approaches used 
to describe the evolution of the prechamber, main chamber, and passageway con- 
tents are summarized in Fig. 14-234. 

The cylinder contents were divided up into a large number of elements. 
Pairs of elements are selected at random to undergo “turbulent mixing” inter- 
actions at a frequency related to the turbulence in each region. Rate processes— 
evaporation, ignition, NO formation, etc.—proceed within each element between 
these mixing interactions. Figure 14-23b shows sample results. At about TC, after 
some of the injected fuel has evaporated and the ignition delay is over, com- 
bustion starts in the prechamber and the prechamber pressure p, rises above the 
main chamber pressure p,,. This forces air, fuel, and burned gases to flow from 
the prechamber into the main chamber; fuel and rich products can now mix with 
air and burn in the main chamber. NO starts to form in each mass element, once 
it burns, at a rate dependent on each element’s composition and state. Most of 
the NO forms within the prechamber and then flows into the main chamber as 
the expansion process proceeds. The attractive feature of this type of emission 
calculation is that the kinetically controlled NO formation calculations are 
based directly on local gas composition and temperature in a manner that 
approximately simulates the mean and turbulent nonuniformities in these vari- 
ables. Predictions of engine operation and emissions showed good agreement 
with data.>? 

Fluid-dynamic-based models have been used to study fluid flow, com- 
bustion, and pressure wave phenomena in prechamber engines. Section 14.5 
reviews this type of engine model. Additional details of these applications can be 
found in Refs. 53 and 54. 


788 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


Injection: add 
Prechamber: liquid fuel elements 
partially stirred reactor 


Elements transferred 
through passageway: 
flow restriction with 
heat transfer 


Main chamber: 
partially stirred reactor 

Partially stirred reactors contain many equal 
mass elements. These elements may be air 
(plus residual), liquid fuel, unburned mixture 


(fuel vapor, air, burned gas), and burned mixture 
(a) 


K 


Pressure, atm 


Temperature, 


R 100 
g 0 ¥ 
i 60 a 
d 40 é 8 
3 20 q 
0 = 
” & 

io) 

Zz 

: 
8 

0m 20. TC 20.40. 6080 i 


Crank angle, deg 
@) 


FIGURE 14-23 
{a) Schematic of IDI diesel 
engine illustrating how stochastic 
mixing models are applied to 
prechamber, main chamber, and 
passageway to simulate turbulent 
mixing processes and pressure- 
driven flows. (b) Example of 
simulation predictions through 
the engine’s operating cycle. 
Shown are prechamber and main 
chamber pressures, prechamber 
and main chamber average gas 
temperatures; fuel mass injected, 
evaporated, and burned in pre- 
chamber and main chamber, 
average NO concentration in 
each chamber (and total) in ppm 
by volume and mass weighted 
ppm (mass in chamber x NO 
concentration in chamber/total 
mass in cylinder).5? 
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14.45 Malticylinder and Complex Engine 
System Models 


The models discussed in the previous parts of Sec. 14.4 focus on the processes 
occurring within each cylinder of an internal combustion engine. Most engines 
are multicylinder engines and the individual cylinders interact via the intake and 
exhaust manifolds. Also, many engine systems are more complex: internal com- 
bustion engines can be supercharged, turbocharged, or turbocompounded, and 
the manifolds then connect to the atmosphere via compressors or turbines (see 
Fig. 6-37 and Sec. 6.8). Thermodynamic-based simulations of the relevant engine 
processes, constructed from the types of model components already described, 
prove extremely useful for examining the behavior of these more complex engine 
systems. By describing the mass and energy flows between individual components 
and cylinders of such systems throughout the engine’s operating cycle, the total 
system preformance can be predicted. Such models have been used to examine 
steady-state engine operation at constant load and speed (where time-varying 
conditions in the manifolds due to individual cylinder filling and emptying events 
affect multicylinder engine behavior), and how the total system responds to 
changes in load and speed during engine transients. 

The block diagram of a turbocharged and turbocompounded diesel engine 
system in Fig. 14-24 illustrates the interactions between the system components. 
By describing the mass and energy flows between components and the heat and 
work transfers within each component, total system behavior can be studied. In 
such engine simulations, the reciprocator cylinders, the intake manifold, and the 
various sections of the exhaust system are treated as connected open systems. 
The flows into and out of these volumes are usually analyzed using the quasi- 
steady emptying and filling approach described in Sec. 14.3.3, using the open- 
system conservation equations of Sec. 14.2. The reciprocator cycle is treated as a 
sequence of processes within each cylinder: intake, compression, combustion 
(including expansion), and exhaust. These are modeled using the approaches 
described previously in Secs. 14.4.1 to 14.4.4. Heat transfer has, of course, an 
important effect on the in-cylinder processes. It also is important in the exhaust 
system since the performance of the turbocharger turbine and of any com- 
pounded turbine depends on the gas state at the turbine inlet. The performance 
of the turbomachinery components is normally defined by maps that interrelate 
efficiency, pressure ratio, mass flow rate, and shaft speed for each component (see 
Secs. 6.8.2 to 6.8.4). Special provisions are usually required in the logic of the 
turbomachinery map interpolation routines to avoid problems with the compres- 
sor surge and turbine choking operating limits of these devices. 

When the reciprocator is coupled with turbomachinery its manifolds no 
longer connect directly with the atmosphere: matching procedures are required 
to ensure that the pressure levels and mass flow rates of the compressor and 
turbines match with those of the engine. The following matching process is 
typical of those used for turbocharged engines (one compressor and one turbine 
only). At a given time, the values of the variables describing the state of the 


790 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


FIGURE 14-24 
Block diagram of turbocharged turbocompounded diesel engine system. 


various system components are known (from integration of the system governing 
equations over the previous time step). These include the intake and exhaust 
manifold pressures and the turbocharger rotor speed. The compressor inlet pres- 
sure is atmospheric pressure less the intake air-filter pressure drop. The turbine 
exit pressure is atmospheric plus the muffler pressure drop. By relating the com- 
pressor discharge pressure to the intake manifold pressure and the turbine inlet 
pressure to the exhaust manifold pressure (through suitable pressure drops) the 
pressure ratio across each machine is determined. Hence, the compressor and 
turbine maps can be entered using the calculated pressure ratios, and the rotor 
speed (same for both turbomachines) as inputs. The output from the map inter- 
polation routines determines the mass flow rate and efficiency of each component 
for the next time step. From these the power required to drive the compressor 
(— Wy) and to drive the turbine (W,) are determined from Egs. (6.42) and (6.48), 
respectively. Any excess power (or power deficiency) will result in a change of 
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rotor speed according to the turbocharger dynamics equation 


Wot Wr = Iqea < + Bw? (14.51) 
where I+, is the rotational inertia of the turbocharger, w is angular velocity, and 
B is the rotational damping. The values of the other state variables for the next 
time step are determined from the solution of the mass and energy conservation 
equations for each open system, with the compressor and turbine mass flows 
taken from the output of the turbomachinery map interpolation routines. 

This approach can be used to establish the steady-state engine operating 
characteristics from an assumed initial set of state variables. (Of course, due to 
the pulsating nature of the flows into and out of the cylinders, these state vari- 
ables will vary in a periodic fashion throughout the engine cycle at a fixed engine 
load and speed.) This approach can also be used to follow transient engine 
behavior as load or speed is varied from such a steady-state condition.>> The 
additional inputs required are the fuel pump delivery characteristics as a function 
of fuel pump rack position and speed, with the latter evaluated from an appropri- 
ate model for dynamic behavior of the governor.**> From the brake torque of the 
engine (determined by subtracting friction torque from the indicated torque), the 
torque required by the load T_, the inertia of the engine and load I, and I,, the 
dynamic response of the engine and load to changing fuel rate or engine speed 
can be obtained from 


di 
= =U, 41) r (14.52) 


An example of the output from this type of engine model is shown in Fig. 14-25. 
The response of a turbocharged DI diesel engine to an increase in load from 0 to 
95 percent of full load is shown. The predictions come from a model of the type 
shown in Fig. 14-24, and engine details correspond to the experimental cenfigu- 
tation.*° The simulation follows the data through the engine transient with rea- 
sonable accuracy. Note that with the assumed constant governor setting, during 
this transient the equivalence ratio of the trapped mixture rises to close to stoi- 
chiometric because the increase in air flow lags the increase in fuel fiow. This 
would result in excessive smoke emissions. Such models prove extremely useful 
for exploring the effect of changes in engine system design on transient 
response.*° 

For two-staged turbocharged or turbocompounded systems the engine- 
turbocharger matching process is more complicated. The division of the pressure 
ratio between the exhaust manifold and atmosphere between the two turbines in 
Fig. 14-24 is not known a priori. Nor, with two compressors, is the intake pres- 
sure ratio distribution known. Iterative procedures based on an assumed mass 
flow rate are used to determine the pressure level between the two turbines such 
that mass flow and pressure continuity through the exhaust system is satisfied 
(e.g., Ref. 2). 
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Predicted (---) and measured (—) response of a turbocharged direct-injection diesel engine to an 
increase in load.>> 


14.4.6 Second Law Analysis of Engine Processes 


The first-law-based methods for evaluating power plant performances do not 
explicitly identify those processes within the engine system that cause unre- 
coverable degradation of the thermodynamic state of the working fluid. However, 
second-law-based analysis methods do provide the capability to identify and 
quantify this unrecoverable state degradation. Thus, cause and effect relation- 
ships which relate these losses to individual engine processes can be determined. 
The first law analysis approaches summarized in this section (14.4) are based on 
the fact that energy is conserved in every device and process. Thus, they take 
account of the conversion of energy from one form to another: ¢.g., chemical, 
thermal, mechanical. Although energy is conserved, second law analysis indicates 
that various forms of energy have differing levels of ability to do useful mechani- 
cal work. This ability to perform useful mechanical work is defined as availability. 

The availability of a system at a given state is defined as the amount of 
useful work that could be obtained from the combination of the system and its 
surrounding atmosphere, as the system goes through reversible processes to 
equilibrate with the atmosphere. It is a property of the system and the 
environment with which the system interacts, and its value depends on both the 
state of the system and the properties of the atmosphere. Availability is not a 
conserved property; availability is destroyed by irreversibilities in any process the 
system undergoes. When availability destruction occurs, the potential for the 
system to do useful mechanical work is permanently decreased. Thus to make a 
proper evaluation of the processes occurring within an engine system both energy 
and availability must be considered concurrently. 

The basis for an availability analysis of realistic models of internal com- 
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TABLE 142 

Available energy equations for various processes 
Mechanism Equation 

Work transfer dAy = dW 

Heat transfer dAg = dQ(i — T,/T) 

Gas transfer aA, = dm,{(h — hg) — Tos ~ 5p)] 


Liquid fuel transfert dA, = dm{1.0338Q, ny) 
Control volume storage = dAcy = d{mey[(u — up) — Tols — So) + Po(v — Yo) J} 


+ The availability of the fuel is 1.0338 times its lower heating value; see Sec. 5.7. 


bustion engine processes has already been developed in Sec. 5.7. The change in 
availability of any system undergoing any process where work, heat, and mass 
transfers across the system boundary occur (see Fig. 5.13) can be written: 


AA = Ain " Aout = A destroyed (14.53) 


where A,, and A,,, represent the availability transfers into and out of the system 
across the boundary. Since availability is not a conserved quantity, this equation 
can only be used to solve for the availability destruction term, Agesroyea: Table 
14.2 summarizes the equations for the availability change of the system and the 
availability transfers associated with work, heat and mass transfer across the 
system boundary, developed in Sec. 5.7. 

This availability balance is applied to the internal combustion engine oper- 
ating cycle as follows. A first-law-based cycle analysis of the type described above 
in this section (14.4) is used to define the variation in working fluid thermody- 
namic state, and the work, heat, and mass transfers that occur in each of the 
processes that make up the total engine cycle. Integration of the availability 
balance over the duration of each process then defines the magnitude of the 
availability destruction that occurs during that process. 

To illustrate this procedure, consider the operating cycle of a 10-liter six- 
cylinder turbocharged and aftercooled direct-injection four-stroke cycle 
compression-ignition engine, operating at its rated power and speed of 224 kW 
and 2100 rev/min. The variations in temperature, energy, and entropy are deter- 
mined with a first-law-based analysis. Figure 14-26 shows the T-s diagram for the 
working fluid as it goes through the sequence of processes from air inlet from the 
atmosphere (state 1) to exhaust gas exit to the atmosphere (state 10).57 The 
incoming air is compressed (with some irreversibility) in the turbocompressor to 
state 2 and cooled with an aftercooler to state 3. The air at state 3 is drawn into 
the cylinder and mixed (irreversibly) with residual gases until, at the end of the 
intake, the cylinder gases are represented by state 4. That mixture is subsequently 
compressed (with modest heat loss) to state 5. Fuel addition commences close to 
state 5; subsequent burning increases the combustion chamber pressure and tem- 
perature along the line 5-6. At 6 the heat release, heat transfer, and volume 
change rate are such that the maximum cylinder pressure is reached (a few 
degrees after TC). From 6 to 7 combustion continues to completion, the burned 
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FIGURE 14-26 
T-s diagram for the working fluid as it 
goes through the sequence of processes 
from air inlet to exhaust in turbo- 
charged aftercooled DI compression. 
ignition engine. The 10-liter six-cylinder 
engine is operated at its rated power 
(224 kW) and speed (2100 rev/min). The 
-0.1 0.0 0.1 0.2 0.3 0.4 text relates processes to numbered end 
Entropy, kcal/kg *K states.>7 


Temperature, K 


gases continue to expand, doing work on the piston and losing heat to the walls. 
At state 7 the exhaust valve opens initiating a rapid pressure equilibration with 
the exhaust manifold to a pressure corresponding to point 8. Gases are expelled 
from the cylinder to the exhaust manifold. After the intake valve opens, cylinder 
residual gases are mixed with incoming air at state 3 to yield gases at state 4 to 
complete the in-cylinder cycle. The exhaust gases that have been expelled from 
the cylinder experience additional thermodynamic losses .and can be represented 
by state 9. These gases then pass through the turbocharger turbine to state 10 to 
provide the work to drive the compressor. 

A first law and second law analysis of a naturally aspirated diesel engine are 
compared in Table 14.3. Also shown is a second law analysis of a turbocharged 
version of the naturally aspirated diesel. These results illustrate the value of defin- 
ing the losses in availability that occur in each process. 

Consider the first and second law analysis results for the naturally aspirated 
engine. While 25.1 percent of the fuel energy leaves the combustion chamber in 
the form of heat transfer, the availability transfer corresponds to 21.4 percent of 
the fuel’s availability. It is this latter number that indicates the maximum amount 
of the heat transfer that can be converted to work. The table shows that 34.6 
percent of the fuel energy is carried out of the engine in the exhaust gases. 
However, the second law analysis shows that the exhaust contains only 20.4 
percent of the available energy of the fuel. The ratio of these quantities shows 
that only about 60 percent of the exhaust energy can be converted to work using 
ideal thermodynamic devices.t The exhaust gas leaves the system in a high- 
temperature, ambient pressure state and therefore has high entropy (relative to 
the py, To reference state). This, via the gas-transfer equation in Table 14.2, 
reduces the available energy of the exhaust gas stream. 


+ Of course, real thermodynamic devices will produce less work than ideal devices. 
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TABLE 143 

Comparison of first and second law analysis for six- 
cylinder 14-liter naturally aspirated and turbocharged 
diesel engine at 2100 rev/min** 


Naturally aspirated Turbocharged 


First law, Second law, 
% fuel % fuel 
energy availability 

Indicated workt 40.3 39.1 43.9 
Combustion loss _— 159 19.2 
Cylinder heat transfer 25.1 21.4 17.6 
Internal valve throttling — 0.7 0.7 
Exhaust valve throttling — 2.5 2.3 
Loss in compressor = — 1.4 
Loss in turbine — —_ 0.8 
Exhaust to ambient 34.6 20.4 14.1 
Total 100.0 100.0 100.0 
Brake power, kW 185 185 220 


t Note that the indicated work for the second law balance is a lower percentage 
than for the first law. This occurs because the availability of the fuel is 1.0317 
times the fuel’s heating value. 


The quantity referred to as combustion loss in Table 14.3 is determined 
from an availability balance for the combustion chamber over the duration of the 
combustion period. The “availability destroyed” term in Eq. (14.53) then rep- 
resents the deviation of the actual combustion process from a completely 
reversible process. The second law analysis shows that the availability loss associ- 
ated with the combustion irreversibilities is 15.9 percent of the fuel’s availability. 
This loss depends on the overall equivalence ratio at which the engine is oper- 
ating, as indicated in Fig. 5-17. Combustion of leaner air/fuel ratios would give a 
higher fractional availability loss due to mixing of the fuel combustion products 
with increased amounts of excess air and the lower bulk temperature. 

Overall, the most important point emerging from this comparison is that 
the work-producing potential of the heat loss to the combustion chamber walls 
and the exhaust mass flow out of the engine is not as large as the magnitude of 
the energy transferred: some of these energy transfers, even with ideal thermody- 
namic work-producing devices, must ultimately be rejected to the environment as 
heat. 

A comparison of the second and third columns in Table 14.3, both obtained 
with a combined first and second law analysis, illustrates how turbocharging 
improves the performance of a naturally aspirated engine. The brake fuel conver- 
sion efficiency of the turbocharged engine is considerably improved—from 33.9 
to 39.2 percent. The table indicates that through turbocharging, the availability 
transfers associated with the heat loss and exhaust gas flow are reduced from 41.8 
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to 31.7 percent (a difference of 10.1 percentage points), while the combustion and 
added turbomachinery availability losses increase from 15.9 to 21.4 percent (a 
difference of 5.5 percentage points), By turbocharging, advantage has been taken 
of the following changes. While the leaner air/fuel ratio operation of the turbo- 
charged engine increases the combustion availability losses due to the use of qa 
greater portion of the chemical energy of the fuel to mix with and heat excess air, 
the lower burned gas temperature this produces results in reduced heat losses and 
lower cylinder exhaust temperature. In addition, the turbocharger transfers avail- 
able energy from the cylinder exhaust to the inlet air. The reduced heat loss and 
lower final exhaust availability level give a substantial performance improve- 
ment.>® 

To interpret the second law analysis results, one must remember that the 
desired output is brake work and increases in this quantity (for a given fuel flow) 
represent improved performance. All other availability terms represent losses or 
undesirable transfers from the system; decreasing these terms constitutes an 
improvement. These undesirable available energy transfer and destruction terms 
fall into five categories: (1) heat transfer, (2) combustion, (3) fluid flow, (4) exhaust 
to ambient, (5) mechanical friction. The available energy flows identified as heat 
transfer represent the summation of all availability transfers that occur due to 
heat transfers. The most significant of these are the in-cylinder and aftercooler 
heat rejection. The combustion loss represents the amount of available energy 
destroyed due to irreversibilities occurring in releasing the chemical potential of 
the fuel as thermal energy and mixing the combustion products with any excess 
air. The fluid flow losses include the available energy destroyed within the 
working fluid in the compressor, aftercooler, intake valve, exhaust valve, exhaust 
manifold, and turbine due to fluid shear and throttling. The availability 
destroyed due to fluid shear and mechanical rubbing, exterior to the working 
fluid, are contained in the mechanical friction category. The effect of variations in 
engine load and speed on these five categories of losses or transfers will now be 
described. 

Figure 14-27 shows the availability transfers or losses in each of these cate- 
gories for a turbocharged six-cylinder 10-liter displacement direct-injection diesel 
engine, expressed as a percentage of the fuel availability, as a function of engine 
load. The percentage of fuel availability associated with the heat transfers varies 
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little over the load range. The combustion loss increases from 21.8 to 32.5 percent 
as load is decreased due to an increasingly lean operation of the engine. Fluid 
friction losses, as a percentage, increase slightly as load increases due to larger 
mass flow rates. Since friction is approximately constant in absolute magnitude, 
its relative importance increases drastically as the brake output goes to zero. 
Exhaust flow available energy decreases from 12.2 to 8 percent as load is 
decreased from 100 to 0 percent.°” 

The effect of varying engine speed (at full load) is shown in Fig, 14-28. The 
availability associated with heat transfers changes over the speed range shown 
from 15.6 to 21 percent: more time during each cycle is available for heat transfer 
at lower speeds. Fluid flow and friction losses decrease with decreasing speed. 
Other availability losses remain essentially constant as a percentage of the fuel’s 
availability.>” 


145 FLUID-MECHANIC-BASED 
MULTIDIMENSIONAL MODELS 


14.5.1 Basic Approach and Governing Equations 


The prediction of the details of the flow field within engines, and the heat-transfer 
and combustion processes that depend on those flow fields, by numerical solution 
of the governing conservation equations has become a realizable goal. Such 
methods have been under development for more than a decade, during which 
time they have steadily improved their ability to analyze the flow field in realistic 
engine geometries. While the overall dynamic characteristics of intake and 
exhaust flows can usefully be studied with one-dimensional unsteady fiuid 
dynamic computer calculations (see Sec. 14.3.4), flows within the cylinder and in 
intake and exhaust ports are usually inherently unsteady and three dimensional. 
Recent increases in computing power, coupled with encouraging results with two- 
dimensional calculations, indicate that useful three-dimensional calculations are 
now feasible. However, they still do not have the capability to predict accurately 
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all the features of real engine processes of interest. Gas-flow patterns can be pre- 
dicted best; predictions of fuel spray behavior are less complete, and combustion 
calculations present considerable difficulties. 

These computational, fluid dynamic, engine process analysis codes solve the 
partial differential equations for conservation of mass, momentum, energy, and 
species concentrations. To apply a digital computer to the solution of a contin- 
uum problem (such as the flow field inside the cylinder), the continuum must be 
represented by a finite number of discrete elements. The most common method of 
discretization is to divide the region of interest into a number of small zones or 
cells. These cells form a grid or mesh which serves as a framework for construc- 
ting finite volume approximations to the governing partial differential equations. 
The time variable is similarly discretized into a sequence of small time intervals 
called time steps, and the transient solution is “marched out” in time: the solu- 
tion at time t,,, is calculated from the known solution at time t,. Three- 
dimensional formulations of the finite difference equations are required for most 
practical engine calculations; two-dimensional (or axisymmetric) formulations 
can be useful, however, under simpler flow situations, and have been more exten- 
sively used to date due to their simpler models and computer codes and require- 
ment for less computer time and storage capacity. 

The principal components of these multidimensional engine flow models 
are the following :5° 


1. The mathematical models or equations used to describe the flow processes. 
Especially important is the turbulence model, which describes the small-scale 
features of the flow which are not accessible to direct calculation. 

2. The discretization procedures used to transform the differential equations of 
the mathematical model into algebraic relations between discrete values of 
velocity, pressure, temperature, etc., located on a computing mesh which 
(ideally) conforms to the geometry of the combustion chamber with its moving 
valves and piston. 

3. The solution algorithm whose function is to solve the algebraic equations. 

4. The computer codes which translate the numerical algorithm into computer 
language and also provide easy interfaces for the input and output of informa- 
tion. 


The basic equations for all existing in-cylinder flow calculation methods are the 
differential equations expressing the conservation laws of mass, momentum (the 
Navier-Stokes equations—a set of three), energy, and species concentrations. 
These equations, in the above order, may be written: 


1 0 0 
ee Ia (14.54) 
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The first term on the right gives the source terms, the second term the diffusive 
transport. The D/Dt operator provides the convective transport terms and is 

Df _ pf) a 

Di a + ax, (ou; f) (14.55) 
Here, p is the density, u; the ith velocity component, e the internal energy per unit 
mass, and Y, the concentration of species « per unit mass. 

In the IC engine context, the thermal energy source term Q involves a 
viscous term and source terms arising from chemical reaction of the fuel. Both QO 
and the species source term, S,, will depend upon the chemical rate equations, 
which must be known to close the problem. Note that diffusion of the various 
species contributes to the diffusive flow of internal energy, g;, in addition to 
conductive heat diffusion. 

The fact that turbulent flows exhibit important spatial and temporal varia- 
tions over a range of scales (dictated at the upper end by chamber dimensions 
and at the lower end by viscous dissipative processes, see Sec. 8.2.1) makes direct 
numerical solution of these governing equations impractical for flows of engine 
complexity. Recourse must therefore be made to some form of averaging or filter- 
ing which removes the need for direct calculation of the small-scale motions. Two 
approaches have been developed for dealing with this turbulence modeling 
problem: full-field modeling (FFM), sometimes called statistical flux modeling; 
and large-eddy simulation (LES) or subgrid-scale simulation. In FFM, one works 
with the partial differential equations describing suitably averaged quantities, 
using the same equations everywhere in the flow. For periodic engine flows, time 
averaging must be replaced by ensemble or phase averaging (see Sec. 8.2.1). The 
variables include the velocity field, thermodynamic state variables, and various 
mean turbulence parameters such as the turbulent kinetic energy, the turbulent 
stress tensor, etc. In FFM, models are needed for various averages of the turbu- 
lence quantities. These models must include the contributions of all scales of 
turbulent motion.** ©° 

Large-eddy simulation (LES) is an approach in which one actually calcu- 
lates the large-scale three-dimensional time-dependent turbulence structure in a 
single realization of the flow. Thus, only the small-scale turbulence need be 
modeled. Since the small-scale turbulence structure is more isotropic than the 
large-scale structure and responds rapidly to changes in the large-scale flow field, 
modeling of the statistical fluxes associated with the small-scale motions is a 
simpler task than that faced in FFM where the large-scale turbulence must be 
included. 

An important difference between FFM and LES is their definition of 
“turbulence.” In FFM the turbulence is the deviation of the flow at any instant 
from the average over many cycles of the flow at the same point in space and 
oscillation phase [ie., the fluctuation velocity defined by Eq. (8.16) or (8.18)]. 
Thus, FFM “turbulence” contains some contribution from cycle-by-cycle flow 
variations. LES defines turbulence in terms of variations about a local average; 
hence in LES turbulence is related to events in the current cycle. 
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14.5.2 Turbulence Models 


In full-field modeling (FFM), equations for the averaged variables are formed 
from Eqs. (14.54). With periodic engine flows, phase or ensemble averaging must 
be used (see Secs. 8.2.1 and 8.2.2). Since the flow during the engine cycle is com- 
pressed and expanded, mass-weighted averaging (called Favre averaging) can be 
used to make the averaged compressible-flow equations look almost exactly like 
the averaged equations for incompressible flows. The combined ensemble-Favre 
averaging approach works as follows.®° 
We denote the phase-averaging process by { }, i.e.: 


{p(x, t)} = lim zs ; p(x, t + nt) (14.56) 
N72 N n=1 


where t is the cycle period. We also write {p} =p, and decompose p into 
p=p+p’. The mass-weighted phase-averaged quantities (indicated by an 
overbar) are defined by 


N 
D(x, Of (x, ) = lim Y p(x, t + nt) f(x, t + nt) (14.57) 
No n=1 
where all flow variables (except density and pressure) have been decomposed as 
f=f-+f. Note that {p’} is zero, {f} = f, the mass-weighted phase average of f’ is 
zero, but { f’} is not zero. With these definitions: 


{of} =bf 
{of} =0 
{of 9} = fa + f9/) 
{ofgh} = plfgh + fgh +afh + hfg' + for) (14.58) 
Phase-averaging Eq. (14.54), one obtains® 
1 0 0 oF 
DV meh NO V5) AG) | | pms (14.59) 
Dt\ @ {Q} ax;\ {a3 Ox;\ pe'u; 
¥, {S,} {Jai} PY.u; 
where 
T= 5 N+ x Gis) (14.60) 


The terms on the left-hand side in Eq. (14.59) involve only the solution variables 
p, i, 2, and Y,, and hence require no modeling. However, all of the terms on the 
right, particularly the last terms that represent turbulent transport, involve turbu- 
lence fluctuation quantities and must be modeled in terms of the solution vari- 
ables. The source terms {Q} and {S,} present special difficulties to the engine 
modeler. Due to the exponential dependence of the heat release Q on tem- 
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perature, {Q} will be strongly influenced by temperature fluctuations. These 
issues are discussed more fully in Secs. 14.5.5 and 14.5.6. 

The momentum equations contain terms, —fuju',, which represent turbu- 
lent stresses (and are often called the Reynolds stresses). These terms must be 
modeled with additional equations before the set of equations, (14.59), is 
“closed” and can be solved. The most widely used turbulence model or equation 
set is the k-e model.©°-®? This assumes a newtonian relationship between the 
turbulent stresses and mean strain rates, and computes the (fictitious) turbulent 
viscosity appearing in this relationship from the local turbulent kinetic energy k 
(=u, u,/2) and its dissipation rate ¢. An equation governing k can be developed by 
multiplying the u, equation in Eq. (14.54) by u,, subtracting from this the equa- 
tion formed by multiplying the #, equation in Eq. (14.59) by u;, and phase- 
averaging the result. The equation so obtained is 


a 
rs J, (14.614) 


where P is the rate of turbulence production per unit mass 


——; Oi; 
P= — ujuj,s— 
6x; 


(14.61b) 
and J, represents diffusive transport. 

In the most commonly used two-equation k-e model, all the unknown tur- 
bulence quantities are modeled in terms of the turbulent velocity scale k1/? and 
the turbulence length scale k*/?/e obtained from the definition of the energy dissi- 
pation rate, via 


k3/2 
6 — (14.62) 
The rationale is that the rate of energy dissipation is controlled by the rate at 
which the large eddies feed energy to the smaller dissipative scales which in turn 
adjust to handle this energy.® 
A turbulent viscosity py is defined: 


bp = CoPh (14.63) 


where Cy is a model constant. The turbulent stress terms appearing in Eqs. 
(14.59) and (14.61) are then modeled in a quasi-newtonian manner: 


pu; ui = $pk5,, + $47 V°id,, — 2uz5,, (14.64) 


where 5;, is the strain rate of the ii, field: 


5 1 (ai, by 
u=> (= a) ee) 


or 
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The viscous-stress terms in the momentum equations are evaluated using a new- 
tonian constitutive relation. The turbulent-diffusion terms in the various trans- 
port equations are modeled using the turbulent diffusivity. The diffusing flux of a 
quantity @ is given by 


meng 


14.66 
oy Ox; ( ) 


J6.= 

where o, is a turbulent Prandtl number for ¢. 
The model is completed with a transport equation for ¢. An exact equation 
can be developed by suitable manipulation of the Navier-Stokes equations, All « 


equation models are of the form®° 
—=Ww-— (14.67) 


where W is the source term and H; is the diffusive flux of pe which is modeled 
similarly to the other diffusion terms. The appropriate form of W is the subject of 
much debate. For an incompressible flow, W can be modeled adequately by 


™ a2 
W= ( Ce; *) ee (14.68) 
e/ k 
C, and C, are constants: the C, term produces the proper behavior of homoge- 
neous isotropic turbulence and the C, term modifies this behavior for homoge- 
neous shear. However, for a flow with compression and expansion, an additional 
term in Eq. (14.68) is needed to account for changes in ¢ produced by dilation. 
Several forms for this additional term have been proposed®® °? (for example, 
C, peV-ii) and compared.®* The goal is to construct a W that predicts the appro- 
priate physical behavior under the relevant engine conditions. While different 
choices for modeling these terms do affect the results (especially the behavior of 
the turbulence length scale during the cycle®), the predictions of mean flow and 
turbulence intensity do not differ very significantly.°* 

One other FFM that has been applied to engines is the Reynolds stress 
model (RSM) which, in its most general form, comprises seven simultaneous 
partial differential equations for the six stress components and the dissipation 
rate e. This obviously imposes a much greater computing burden compared with 
the two-equation k-e model. The limited results avdilable®* indicate that RSM 
predictions of the flow field are closer to corresponding measured data than k-e 
model predictions.®* — 

The large-eddy simulation (LES) approach to turbulence modeling has 
also been applied to engines. Since here one calculates the large-scale three- 
dimensional time-dependent flow structure directly, only the turbulence smaller 
in scale than the grid size need be modeled. Hence these are often referred to as 
subgrid-scale models. A new dependent variable g, which represents the kinetic 
energy per unit mass of the turbulent length scales that are too small to resolve in 
the mesh, is introduced. This variable satisfies a transport equation which con- 
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tains terms for production and decay of g and for its convection and diffusion. In 
the KIVA engine code,°”’ this equation has the form: 


Y ry 
3, 0) + V  (pqu) = — ipqV uta: Va + V+ (uVq)— CoL~*q*? + W, 
(14.69) 


where o is the turbulent stress tensor, » the turbulent viscosity, C a constant of 
order unity, and L a characteristic length on the order of twice the mesh spacing. 
W, is a source term representing the production of turbulence by the motion of 
fuel droplets in situations where fuel sprays are important. 

The physical meaning of the terms in Eq. (14.69) are as follows. The term 
V « (pqu) is the convection of the turbulence by the resolved (large-scale) velocity 
field. The term —4pqV - u is a compressibility term that is the turbulent analog 
of p dV work. The term a: Vu represents the production of turbulence by shear 
in the resolved velocity field; V - (uVq) is the self-diffusion of the turbulence with 
diffusivity y/p. The term —CpL~'q*/? represents the decay of turbulent energy 
into thermal energy. This term appears with opposite sign as a source term in the 
thermal internal energy equation in place of o : Vu, which can be thought of as 
the rate at which kinetic energy of the resolved motions is dissipated by the 
turbulence. Before it is dissipated, the kinetic energy of the resolved velocity field 
is first converted into subgrid scale turbulent energy q, which is then converted 
into heat by the decay term CpL~ 1q?/2.67 

Under most circumstances, the velocity and temperature boundary layers in 
an engine cylinder will be too thin to be resolved explicitly with a computing 
mesh that is practical on present-day computers. However, these layers are 
important because they determine the wall shear and heat fiux which are essential 
boundary conditions for the numerical simulation, and are of practical impor- 
tance (see Secs. 8.3 and 12.6.5). Special submodels for these boundary layers, 
referred to as wall functions, are used to connect the wall shear stresses, heat 
fluxes, wall temperatures, etc., to conditions at the outer edge of the boundary 
layer. This removes the need to place grid points within the layer. Since the 
boundary layers are usually turbulent, the logarithmic “turbulent law of the 
wall” is commonly used. Key assumptions made are: that the finite difference 
mesh point nearest the wall lies in the law-of-the-wall region and that the law-of- 
the-wall relation for steady flow past a plane wall is valid under engine cylinder 
conditions. While these may not be valid assumptions, it is not yet feasible to 
resolve the flow details within the boundary layer.®* 


14.5.3 Numerical Methodology 


The three important numerical features of multidimensional methods are: the 
computational grid arrangement, which defines the number and positions of the 
locations at which the flow parameters are to be calculated; the discretization 
practices used to transform the differential equations of the mathematical model 
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~ 
into algebraic equations; and the solution algorithms employed to obtain the 
flow parameters from the discrete equations.°>* °5 


COMPUTING MESH. The requirements of the computing mesh are: 


1. It adequately fits the topography of the combustion chamber and/or inlet 
port, including the moving components. 


2. It allows control of local resolution to obtain the maximum accuracy with a 
given number of grid points. 


3. It has the property that each interior grid point is connected to the same 
number of neighboring points. 


The first requirement obviously follows from the need to simulate the effects of 
changes in engine geometry. The second requirement stems from the fact that 
computing time increases at least linearly with the number of mesh points. Thus 
it is desirable that the mesh allow concentration of grid points in regions where 
steep gradients exist such as jets and boundary layers. The third requirement 
comes from the need for the mesh to be topologically rectangular in some trans- 
formed space so that highly efficient equation solvers for such mesh systems can 
be utilized. 

Early engine models used a grid defined by the coordinate surfaces of a 
cylindrical-polar frame. Such an approach is adequate provided the combustion 
chamber walls also coincide with coordinate surfaces. This only occurs for a 
restricted number of practical chambers (e.g., disc and centered cylindrical bowl- 
in-piston shapes); even for these, the inlet and exhaust valve circumferences 
would in general cut across the grid (see Fig. 14-29a). While procedures have 
been devised for modifying the difference equations for such grids to allow for 
noncoincident boundaries, the preferred approach is to employ some form of 
flexible “ body-fitting ” coordinate frame/grid whose surfaces can be shaped to the 
chamber geometry, as illustrated in Fig. 14-29b, which shows a diesel engine 
combustion chamber fitted by a mesh which is orthogonal-curvilinear in the 
bowl. This enables the bowl shape to be accurately represented and the boundary 
layers on its surfaces to be resolved in greater detail. The region between the 
piston crown and cylinder head surfaces is fitted with a bipolar system which 
expands and contracts axially to accommodate the piston motion. The orthog- 
onality constraint of this mesh limits its usefulness: the generation of orthogonal 
meshes for general three-dimensional geometries is cumbersome and the resulting 
mesh often far from optimal. These problems are largely surmounted by 
“arbitrary ” nonorthogonal lagrangian-eulerian meshes like that used in KIVA,®’ 
illustrated in Fig. 14-29c. This has the additional advantage that the mesh points 
in the swept volume are not constrained to move axially: their motion can be 
arbitrarily prescribed.°? 


DISCRETIZATION PRACTICES. These multidimensional engine flow models are 
time-marching programs that solve finite difference approximations to the gov- 
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Elevation view 


FIGURE 14-29 

Different types of computing mesh arrangements for engine combustion chambers. (a) Cylindrical 
polar mesh: dashed line shows valve head circumference.®* (b) Body-fitted orthogonal curvilinear 
mesh fitted to DI diesel combustion chamber bowl.®° (c) Arbitrary nonorthogonal lagrangian-culerian 
(ALE) mesh for offset diesel combustion bowl.®” 
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erning differential equations. The individual cells formed by the mesh or grid 
serve as the spatial framework for constructing these algebraic finite difference 
equations. The time variable is similarly discretized into a sequence of small time 
intervals called time steps: the solution at time t,,., is calculated from the known 
solution at time t,. The spatial differencing is made conservative wherever pos- 
sible. The procedure used is to difference the basic equations in integral form, 
with the volume of a typical cell used as the control volume and the divergence 
terms transformed into surface integrals using the divergence theorem.®” 

The discretized equations for any dependent variable @ are of the general 
form: 


An Gi? =F AnGe! + 86.9% + Ane (14.70) 


where the A’s are coefficients expressing the combined influences of convection 
and diffusion, Sy , V, is the source integral over the cell volume V,, the subscript 
p denotes a typical node point in the mesh, the summation )) is over its (six) 
nearest neighbors, and the superscripts i+ 1 and i denote “new” and “old” 
values, at times t + dt and t, respectively, where dt is the size of the time step.°° 

Until recently all methods involved similar spatial approximations to calcu- 
late convective and diffusive transport, using a blend of first-order upwind differ- 
encing for the former and second-order central differencing for the latter. 
Unfortunately, all discretization practices introduce inaccuracies of some kind, 
and the standard first-order upwind scheme produces spatial diffusion errors 
which act in the same way as real diffusion to “smooth” the solutions. The 
magnitude of the numerical diffusion reduces as the mesh density is increased, 
but even with as many as 50 mesh points in each coordinate direction, the effect 
is not eliminated. A recent development has been the introduction of “higher 
order” spatial approximations which, in the past, had a tendency to produce 
spurious extrema. This problem has been overcome by the use of “flux blending” 
techniques. First-order upwind and higher-order approximations are blended in 
appropriate proportions to eliminate the overshoots of the latter. Even with these 
schemes, however, true mesh-independent solutions could not be achieved with 
densities of up to 50 nodes in each coordinate direction; so there is still a need for 
further improvement.°> 


SOLUTION ALGORITHMS. Numerical calculations of compressible flows are 
inefficient at low Mach numbers because of the wide disparity between the time 
scales associated with convection and with the propagation of sound waves. 
While all methods use first-order temporal discretization and are therefore of 
comparable accuracy, they differ in whether forward or backward differencing is 
employed in the transport equations leading to implicit or explicit discrete equa- 
tions, respectively. In explicit schemes, this inefficiency occurs because the time 
steps needed to satisfy the sound-speed stability condition are much smaller than 
those needed to satisfy the convective stability condition alone. In implicit 
schemes, the inefficiency manifests itself in the additional computational labor 
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needed to solve the implicit (simultaneous) system of equations at each time step. 
This solution is usually performed by iterative techniques. 

The computing time requirements of these two approaches scale with the 
number of equations n and the number of mesh points m, as follows. For explicit 
methods, computing time scales as nm, but the time step is limited by the stability 
condition as summarized above. For implicit methods, computing time scales as 
n°m and At is only limited by accuracy considerations. 

One procedure used, a semi-implicit method, is the acoustic subcycling 
method. All terms in the governing equations that are not associated with sound 
waves are explicitly advanced with a larger time step At similar to that used with 
implicit methods. The terms associated with acoustic waves (the compression 
terms in the continuity and energy equations and the pressure gradient in the 
momentum equation) are explicitly advanced using a smaller time step dt that 
satisfies the sound-speed stability criterion [Eq. (14.23)], and of which the main 
time step is an integral multiple. While this method works well in many IC 
engine applications where the Mach number is not unduly low, it is unsuitable 
for very low Mach number flows since the number of subcycles (At/dt) tends to 
infinity as the Mach number tends to zero. For values of At/dt greater than 50 an 
implicit scheme becomes more efficient. Pressure gradient scaling can be used to 
extend the method to lower Mach numbers. The Mach number is artificially 
increased to a larger value (but still small in an absolute sense) by multiplying the 
pressure gradient in the momentum equation by a time-dependent scaling factor 
1/a(t)”, where a(t) > 1. This reduces the effective sound speed by the factor «. This 
does not significantly affect the accuracy of the solution because the pressure 
gradient in low Mach number flows is effectively determined by the flow field and 
not vice versa. Coupling pressure gradient scaling with acoustic subcycling 
reduces the number of subcycles by «.°” 

The implicit equations that result from forward differencing consist of 
simultaneous sets for all variables and thus require more elaborate methods of 
solution. However, they contain no intrinsic stability constraints. Fully iterative 
solution algorithms for solution of these equation sets are being replaced with 
more efficient simultaneous linear equation solvers.°* 


14.5.4 Flow Field Predictions 


To illustrate the potential for multidimensional modeling of IC engine flows, 
examples of the output from such calculations will now be reviewed. A large 
amount of information on many fluid flow and state variables is generated with 
each calculation, and the processing, organization, and presentation of this infor- 
mation are tasks of comparable scope to its generation! Flow field results are 
usually presented in terms of the gas velocity vectors at each grid point of the 
mesh in appropriately selected planes. Arrows are usually used to indicate the 
direction and magnitude (by length) of each vector. Examples of such plots—of 
the flow pattern in the cylinder during the intake process—are shown in Fig. 14- 
30.7° The flow field is shown 60° ATC during the intake stroke. A helical intake 
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FIGURE 14-30 

Computed velocity field within the cylinder at 60° ATC during the intake stroke. Top left: plane 
through cylinder and inlet valve axes. Bottom left: orthogonal plane through valve axis. Right: 
circumferential-radial plane halfway between piston and cylinder head. Reference vector arrow corre- 
sponds to velocity of 132 m/s. Letters denote centers of toroidal flow structures.7° 


(b) 


FIGURE 14-31 

Comparison of (a) measured and predicted axial velocity profiles and (b) measured and predicted 
turbulence intensity profiles at 68° ATC during the intake stroke. Data: line with points. Predictions: 
line without points. Each interval on the scale on cylinder axes corresponds to 2 times the mean 


piston speed.7! 


port is used to general swirl, and the flow through the valve curtain area (see Sec. 
6.3.2}the inlet boundary condition for the calculation—was determined by 
measurement. The calculation used a curvilinear, axially expanding and contract- 
ing grid with about 16,000 mesh points of the type shown in Fig. 14-29b. It 
employed a fully iterative solution algorithm with standard upwind differencing 
and the k-e turbulence model. Shown in Fig. 14-30 are the plane through the 
valve and cylinder axis (top left), the perpendicular plane through the valve axis 
(bottom left), and a circumferential radial plane halfway between the cylinder 
head and the piston (right). 

The major features of the conical jet flow through the inlet valve into the 
cylinder are apparent (see Sec. 8.1). However, the off-cylinder-axis valve and the 
swirl generated by the helical port produce substantial additional complexity. 
The letters on the figures show regions of local recirculation. Regions A and B 
correspond to the rotating flow structures observed in simpler geometries (see 
Fig, 8-3): however, regions CF indicate that the swirling motion is far from solid- 
body rotation.”° 

Figures 14-31 and 14-32 show comparisons of thtee-dimensional predic- 
tions of in-cylinder flow fields with data. The computational and experimental 
geometries have been matched, as have the inlet flow velocities through the valve 


open area and engine speed. Figure 14-31 shows predicted and measured mean (a) 72° ATC (b) 166° ATC 
flow velocities and turbulence intensities within the cylinder, with a conventional Measurement Prediction 
inlet port and valve configuration, at 68° ATC during the intake stroke.’* The oe 
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experimental values come from LDA measurements (see Sec. 8.2.2). The general 
features of the mean flow are reproduced by the model with reasonable accuracy, 
though some details such as the flow along the cylinder toward the head in the 


FIGURE 14-32 
Comparison between measured and predicted swirl velocities and turbulence intensities at 72 and 
166° ATC during the intake stroke. Engine equipped with helical port.5° 
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symmetry plane are not predicted. The approximate magnitude of the turbulence 
intensity levels are predicted, but the values within the conical intake jet are 
underestimated. Figure 14-32 shows in-cylinder swirl velocity predictions and 
measurements in an engine with a disc-shaped chamber and helical intake port, 
during the intake and compression strokes. Again the major features of the 
experimental profiles are predicted adequately, though differences in detail are 
significant.*? 

Comparative multidimensional modeling studies of different turbulence 
models,°* differencing schemes,>* ©5 and number of grid points>® indicate the 
following. Differences in the form and coefficients of the dilation term in the k-e 
turbulence model have only modest effects on flow field predictions. Higher-order 
turbulence models might provide improved accuracy.®* Both mesh refinement, 
more finely spaced grid points, and use of higher-order differencing schemes have 
been shown to improve significantly the accuracy of the predictions, often of 
course with substantial increases in computing requirements.*? 

Examples of predictions of other types of engine flow processes are the 
following. Squish flows into bowl-in-piston combustion chambers have been 
extensively analyzed. Figure 14-33a shows the flow field into and within an off- 
axis bowl in piston at 20° BTC of the compression stroke. The strong radially 
inward squish flow at the bowl lip is apparent. However, the bowl-axis offset 
produces a stronger flow where the squish region is greatest in extent and results 
in a net flow across the bowl center plane and a complex flow pattern within the 
bowl. Turbulence intensity results are often displayed on contour plots. Figure 
14-33b shows the turbulence intensity distribution within the bowl at TC after 
compression. The correspondence between high-velocity regions generated by the 
squish flow (Fig. 14-33a) and higher turbulence intensities is apparent. A substan- 
tial variation in intensity throughout the bowl is predicted. Assimilation of 
detailed three-dimensional velocity data from individual two-dimensional planar 
vector maps is cumbersome: computer-generated three-dimensional perspective 
views of the velocity field are proving valuable.’? 

An alternative method of displaying multidimensional model results, espe- 
cially from three-dimensional calculations, is through particle traces. Infinitesimal 
particles are placed at key locations in the flow field at a given crank angle (e.g., 
at the start of the process of interest) and their trajectories are computed from the 
velocity field as a function of time through the process. Figure 14-34 shows the 
traces of four particles, initially located near the center of the entrance to a helical 
inlet port at 30° ATC, as they traverse the port.’* The particle traces illustrate 
the mechanism by which a helical port generates swirl. A second example of 
particle traces (Fig. 14-35) within the cylinder during the intake stroke indicates 
the complexity of swirling flows with realistic port and valve geometries.’”* The 
figure shows the paths traced out by six particles, initially evenly spaced around 
the valve curtain area at TC at the start of the intake process, during the intake 
stroke with a tangentially directed inlet port. While all the particles follow a 
helical path within the cylinder, the steepness of these paths varies substantially 
depending on the initial location of each particle. 
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FIGURE 14-33 

(a) Predicted velocity flow field within the offset bow] of DI diesel chamber in two orthogonal planes 
through the bowl center, at 20° BTC toward end of compression. Reference vector = 45 m/s. (b) 
Predicted relative turbulence intensity u’/S, within the bow] in the same two planes at TC at the end 
of compression. Numbered contours show fraction of maximum value.’? 


Multidimensional models also provide local composition information. 
Studies have been done of two-stroke cycle scavenging flows (e.g., Ref. 75) and of 
the mixing between fresh mixture and residual gases in four-stroke cycle engines 
(e.g., Ref. 76). Figure 14-36 shows how the mixing between fresh fuel and air, and 
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FIGURE 14-34 
Computed trajectories of gas particles moving through a helical inlet port during the intake process, 
Particles initially located near center of port at 30° ATC.7° 


residual gases, proceeds during the intake and compression strokes of a spark- 
ignition engine four-stroke cycle. Concentrations (defined as fresh mixture mass/ 
total mixture mass) at different locations within the cylinder are plotted against 
crank angle (z = 2 is near the head, z= 7 near the piston; y = 2 is near the 
cylinder axis, y = 7 near the cylinder liner). A relatively long time is required for 
the fresh and residual gases to mix and at 30° BTC there is still several percent 


FIGURE 14-35 

Computed trajectories traced out during the intake 
stroke by six gas particles initially evenly spaced 
around the valve curtain area at TC at the start of 
the intake process, with a tangentially directed inlet 
port. Cylinder shown with piston at BC, at the end 
of the intake stroke.’* 
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FIGURE 14-36 

Computed concentration distribution of fresh fuel-air mixture and residual gas within the cylinder 
during the intake and compression stroke of a spark-ignition engine. Concentration expressed as fresh 
mixture mass/total mixture mass. z = 2 is near the cylinder head, z = 7 near the piston; y = 2 near 
the cylinder axis, y = 7 near the cylinder liner; x = 7 along the radius passing beneath the inlet valve. 
2000 rev/min and wide-open throttle.”° 


nonuniformity. At part load with its higher residual fraction, one would expect 
these differences to be larger.’© 


145.5 Fuel Spray Modeling 


The physical behavior of liquid fuel sprays when injected into the engine cylinder, 
as occurs in compression-ignition (or stratified-charge) engines, has already been 
described in Sec. 10.5. Here the current status of models for such spray behavior 
which are used with multidimensional models of gas motion within the cylinder 
are reviewed. Fuel-injected internal combustion engines present a particularly 
difficult problem for numerical simulation. The fuel spray produces an inhomoge- 
neous fuel-air mixture: the spray interacts with and strongly affects the flow pat- 
terns and temperature distribution within the cylinder. The fuel is injected as 
liquid, it atomizes into a large number of small droplets with a wide spectrum of 
sizes, the droplets disperse and vaporize as the spray moves through the sur- 
rounding air, droplet coalescence and separation can occur, gaseous mixing of 
fuel vapor and air then takes place, followed, finally, by combustion. Models 
which explicitly treat the two-phase structure of this spray describe the spray 
behavior in terms of differential conservation equations for mass, momentum, 
and energy. 

Two such classes of model exist, usually called the continuum droplet 
model (CDM) and the discrete droplet model (DDM). Both approaches average 
over flow processes occurring on a scale comparable to the droplet size, and thus 
require independent modeling of the interactions occurring at the gas droplet 
interface: typically this is done with correlations for droplet drag and heat and 
mass transfer. The CDM attempts to represent the motion of all droplets via an 
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eulerian partial differential spray probability equation containing, in its most 
general case, eight independent variables: time, three spatial coordinates, droplet 
radius and the three components of the droplet velocity vector. This approach 
imposes enormous computational requirements. The DDM uses a statistical 
approach; a representative sample of individual droplets, each droplet being a 
member of a group of identical non-interacting droplets termed a “parcel,” is 
tracked in a lagrangian fashion from its origin at the injector by solving ordinary 
differential equations of motion which have time as the independent variable. 

This latter type of model is used in engine spray analysis.”” 7 Droplet 
parcels are introduced continuously throughout the fuel-injection process, with 
specified initial conditions of position, size, velocity, number of droplets in the 
parcel prescribed at the “zone of atomization” according to an assumed or 
known size distribution, initial spray angle, fuel-injection rate, and fuel tem- 
perature at the nozzle exit. The values of these parameters are chosen to rep- 
resent statistically all such values within the spray. They are then tracked in a 
lagrangian fashion through the computational mesh used for solving the gas- 
phase partial differential conservation equations. 

The equations describing the behavior of individual droplets are”? 


d 
Xe (14.71) 
d m, 
at (m,0,) = —— Vp + Fy,(u — 0) (14.72) 
Pr 
ah, . dm, 
My = Ae + (hy — hy) —* (14.73) 


where x, is the position vector for droplet k and u, its velocity, m, is the droplet 
mass and p, the droplet density, u is the gas velocity, h, the droplet specific 
enthalpy, q, the heat-transfer rate from the gas to the droplet, and h, the specific 
enthalpy of fuel vapor. Fp, is the droplet drag function: 


Fp, = tnrj pCp|a — uy | (14.74) 


where r, is the droplet radius, u and p the gas viscosity and density, and Cp is the 
drag coefficient. Fp, is the sum of the Stokes drag and the form drag, and in the 
laminar limit where Cp = 24/Re with Re = 2r, p|u — u,|/pit goes to 6x7, p. 

An equation for the evaporation rate completes this set: it is usually 
assumed that the droplet is in thermal! equilibrium at its wet-bulb temperature, 
T,. Then a balance between heat transfer to the droplet and the latent heat of 
vaporization carried away by the fuel vapor exists: 


d 
(h, — h,) s =-% (14.75) 


While a large portion of the droplet lifetime is spent in this equilibrium, terms 
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can be added to Eq. (14.75) so that it describes the heat-up phase where the 
droplet temperature increases from its initial value to T,.’° The heat and mass 
exchange rates are calculated from experimentally based correlations for droplet 
Nusselt and Sherwood numbers as functions of Reynolds, Prandtl, and Schmidt 
numbers. 77> 8° 

Account must now be taken of the two-way nature of the coupling between 
the gas and the liquid. The gas velocity, density, temperature, and fuel vapor 
concentration required for solving the droplet equations are taken from the 
values prevailing in the grid cell in which the droplet parcel resides. At the same 
time, a field of “sources” is assembled for the interphase mass, momentum, and 
energy transfer, and these are subsequently fed back into the gas-phase solution 
preserving conservation between phases.®’ The gas-phase mass, momentum, and 
energy conservation equations require additional terms to account for the dis- 
placement effect of the particles, the density change associated with mixing with 
the fuel vapor, the drag of the droplets, the initial momentum difference and 
enthalpy difference between evaporated fuel at the drop surface and the sur- 
rounding gas, and heat transfer to the droplet.”? 

The above treatment is limited to “thin sprays” where the droplets are 
sufficiently far apart for interparticle interactions to be unimportant. This 
assumption is not valid in the immediate vicinity of the injector or in narrow 
cone sprays. In such “thick sprays” interparticle interactions—collisions which 
can result in coalescence or in reseparation of droplets—are important. 

The most complete models of atomized fuel sprays represent the spray by a 
Monte Carlo—based discrete-particle technique.°” ®° The spray is described by a 
droplet distribution function—a droplet number density in a phase space of 
droplet position, velocity, radius, and temperature. The development of this dis- 
tribution function is determined by the so-called spray equation.®° The distribu- 
tion function is statistically sampled and the resulting discrete particles are 
followed as they locally interact and exchange mass, momentum, and energy with 
the gas, using the above lagrangian droplet equations. Each discrete droplet rep- 
resents a group or parcel of droplets. Droplet collisions are described by appro- 
priate terms in the spray equation. 

Figure 14-37 shows the type of results such spray models can generate. The 
calculation involves a direct-injection stratified-charge engine with an offset 
bowl-in-piston combustion chamber and a tilted injector. Injection of a single 
hollow-cone fuel spray commences at 52° BTC. Figure 14-37a and b shows the 
fuel spray at 39° BTC at the end of injection and later, at 28° BTC, just before 
combustion. Of the 2000 computational particles injected (each representing 
some number of identical physical droplets), 1218 remain at 39° BTC and 773 at 
28° BTC. Evaporation and coalescence have caused these decreases. Figure 
14-37¢ shows the gas velocity vectors at the end of injection: the flow field set up 
by momentum exchange with the injected fuel spray can be seen, and the highest 
velocities exist in the spray region. Figure 14-37d shows the equivalence ratio 
contours at 28° BTC just prior to ignition. The highly nonhomogeneous fuel 
vapor distribution within the bowl is evident.°7:°? 
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FIGURE 14-37 
Predictions of single hollow-cone fuel spray behavior in direct-injection stratified-charge engine. Injec- 
tion commences at 52° BTC with 2000 computational particles. (a) Location of 1218 remaining spray 
particles at 39° BTC at the end of injection. (b) Location of 773 spray particles at 28° BTC, just before 
combustion. (c) Gas velocity vectors at the end of injection at 39° BTC. (d) Fuel/air equivalence ratio 
contours just prior to ignition at 28° BTC. The L contour is ¢ = 0.5, the contour interval Ad is 0.5.82 


14.5.6 Combustion Modeling 


In numerical calculations of reacting flows, computer time and storage con- 
straints place severe restrictions on the complexity of the reaction mechanisms 
that can be incorporated. While it is feasible to include detailed chemical mecha- 
nisms for combustion of hydrocarbon-air mixtures in one-dimensional calcu- 
lations, it becomes increasingly impractical to attempt such complexity in two- 
and three-dimensional studies. Accordingly, engine calculations have been forced 
to use greatly simplified reaction schemes. In addition, detailed reaction schemes 
are only available for the simpler hydrocarbon fuels (e.g., methane, propane, 
butane): for higher hydrocarbon compounds and practical fuels which are blends 
of a large number of hydrocarbons, the detailed mechanisms have yet to be 
defined. Accordingly, multidimensional engine calculations have used highly sim- 
plified chemical kinetic schemes, with one or at most a few reactions, to represent 
the combustion process. While such schemes can be calibrated with experimental 
data to give acceptable results over a limited range of engine conditions, they 
lack an adequate fundamental basis. 

The most common practice has been to assume the combustion process, 
fuel + oxidizer + products, is governed by a single rate equation of an Arrhenius 
form: 


E 
Ry = Ap?x; x’, exp (- Z) (14.76) 


where R, is the rate of disappearance of unburned fuel, x, and x,, are unburned 
fuel and oxidizer mass fractions, R is the universal gas constant, and a, b, A, and 
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E, are constants (usually a and b are taken to be unity, or to be 0.5). Values for 
the preexperimental factor A and activation energy E, are obtained by matching 
to experimentally determined rates of burning. —~ 

While this approach “works” in the sense that, when calibrated, its predic- 
tions can show reasonable agreement with data, it has three major problems. The 
first is the presumption that the complex hydrocarbon fuel oxidation process can 
be adequately represented by a single (or limited number of) overall reaction(s). 
The fact that it is usually necessary to adjust the constants in Eg. (14.76) as 
engine design and operating parameters change is one indication of this problem. 
Second, Eq. (14.76) uses local average values of concentrations and temperatures 
to calculate the local reaction rate, whereas the instantaneous local values will 
actually determine the reaction rate. These two rates will only be equal if the 
reaction time scale is much longer than that of the turbulent fluctuations, which 
is not the case in engine combustion. Third, the implied strong dependence of 
burning rate on chemical kinetics is at variance with the known experimental 
evidence on engine combustion (see Secs. 9.3.2 and 10.3). The effects of turbulence 
on the burning rate, apart from the augmentation of the thermal and mass diffu- 
sivities, are not represented by equations of the form of (14.76).° &* 

An alternative, equally straightforward, approach assumes that turbulent 
mixing is the rate-controlling process: the kinetics are sufficiently fast for chem- 
istry modeling to be unimportant. Thus reactions proceed instantly to com- 
pletion once mixing occurs at a molecular level in the smaller-scale eddies of the 
turbulent flow; the rate-controlling process is then the communication between 
and decay of the large-scale eddies. Thus the reaction rate is inversely pro- 
portional to the turbulent mixing time t; (= 1,/u’) which is equated to k/e. 
Whether fuel or oxygen concentration is limiting, and the need for sufficient hot 
products to ensure flame spreading are also incorporated. For extremely lean (or 
rich) mixtures, the reaction may become kinetically controlled. A choice between 
Eq. (14.76) and the above mixing-controlled model can be made depending on 
whether the ratio of a chemical reaction time to the turbulent mixing time is 
greater or less than unity.®>: 4 

An example of a two-dimensional calculation of flame propagation in a 
premixed-charge spark-ignition engine illustrates the type of results which have 
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FIGURE 14-38 

Isotherms and velocity vectors during the combustion process in premixed spark-ignition engine 
predicted by two-dimensional computational fluid dynamic code. Points show ionization probe loca- 
tions in the cylinder head in corresponding experiment: open symbols are before flame arrival; filled 
symbols are after fiame arrival. Crank angle values are relative to TC = 0°.85 
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been generated to date. Figure 14-38°° shows computed constant-temperature 
lines and velocity vectors, looking down on the piston, as the flame develops 
from the spark. The points show ionization probe locations: open symbols 
denote prior to and closed symbols after flame arrival. A combustion model of 
the form of Eq. (14.76) was used and results in a thick “turbulent” flame with an 
approximately cylindrical front surface. Flame front propagation speeds are ade- 
quately predicted; the flame is not modeled in sufficient detail to describe its 
actual structure (see Sec. 9.3.2). Practical use is now being made of these com- 
bustion codes for both spark-ignition engine (e.g., Refs. 83, 86, and 87) and 
compression-ignition engine studies.®* *® 
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CHAPTER 
15 


ENGINE 
OPERATING 
CHARACTERISTICS 


This chapter reviews the operating characteristics of the common types of spark- 
ignition and compression-ignition engines. The performance, efficiency, and emis- 
sions of these engines, and the effect of changes in major design and operating 
variables, are related to the more fundamental material on engine combustion, 
thermodynamics, fluid flow, heat transfer, and friction developed in earlier chap- 
ters. The intent is to provide data on, and an explanation of, actual engine oper- 
ating characteristics. 


15.1 ENGINE PERFORMANCE 
| PARAMETERS 


The practical engine performance parameters of interest are power, torque, and 
specific fuel consumption. Power and torque depend on an engine’s displaced 
volume. In Chap. 2 a set of normalized or dimensionless performance and emis- 
sions parameters were defined to eliminate the effects of engine size. Power, 
torque, and fuel consumption were expressed in terms of these parameters (Sec. 
2.14) and the significance of these parameters over an engine’s load and speed 
range was discussed (Sec. 2.15). Using these normalized parameters, the effect of 
engine size can be made explicit. The power P can be expressed as: 


P = mep A,5,/4 (four-stroke cycle) es 
= 15. 
P = mep A,5S,/2 (two-stroke cycle) ae) 


823 


824 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


The torque T is given by 
T = mep V,/(42) 
T = mep V,/(2x) 


Thus for well-designed engines, where the maximum values of mean effective 
pressure and piston speed are either fiow limited (in naturally aspirated engines) 
or stress limited (in turbocharged engines), power is proportional to piston area 
and torque to displaced volume. Mean effective pressure can be expressed as 


(four-stroke cycle) 
(15.2) 
(two-stroke cycle) 


F 
mep = 151, Quy pd =) (15.3) 
for four-stroke cycle engines [Eq. (2.41)], and as 
F 
mep = 15 Mr AQuy Pai A (15.4) 
for two-stroke cycle engines [Eqs. (2.19), (2.38), and (6.25)]. The importance of 


high fuel conversion efficiency, breathing capacity, and inlet air density is clear. 
Specific fuel consumption is related to fuel conversion efficiency by Eq. (2.24): 


sfc = (15.5) 


ns Quy 
These parameters have both brake and indicated values (see Secs. 2.3, 2.4, and 
2.5). The difference between these two quantities is the engine’s friction (and 
pumping) requirements and their ratio is the mechanical efficiency n,,. 

The relative importance of these parameters varies over an engine’s oper- 
ating speed and load range. The maximum or normal rated brake power (see Sec. 
2.1) and the quantities such as bmep derived from it (see Sec. 2.7) define an 
engine’s full potential. The maximum brake torque (and bmep derived from it), 
over the full speed range, indicates the ability of the designer to obtain a high air 
flow through the engine over the full speed range and use that air effectively. 
Then over the whole operating range, and most especially those parts of that 
range where the engine will operate for long periods of time, engine fuel con- 
sumption and efficiency, and engine emissions are important. Since the operating 
and emissions characteristics of spark-ignition and compression-ignition engines 
are substantially different, each engine type is dealt with separately. 


15.2 INDICATED AND BRAKE POWER 
AND MEP 


The wide-open-throttle operating characteristics of a production spark-ignition 
automotive engine are shown in Fig. 15-1. The power shown is the gross power 
for the basic engine; this includes only the built-in engine accessories.” The 
maximum net power for the fully equipped engine with the complete intake and 
exhaust system and full cooling system is about 14 percent lower. The indicated 
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FIGURE 15-1 

Gross indicated, brake, and friction power (P,, P,, P "7 indicated, brake, and friction mean effective 
pressure, indicated and brake specific fuel consumption, and mechanical efficiency for 3.8-dm? six- 
cylinder sntomonye spark-ignition engine at wide-open throttle. Bore = 96.8 mm, stroke = 86 mm, 
7, = 8.6. 


power was obtained by adding the friction power to the brake power; it is the 
average rate of work transfer from the gases in the engine cylinders to the pistons 
during the compression and expansion strokes of the engine cycle (see Sec. 2.4). 
The indicated mean effective pressure shows a maximum in the engine’s mid- 
speed range, just below 3000 rev/min. The shape of the indicated power curve 
follows from the imep curve. Since the full-load indicated specific fuel consump- 
tion (and hence indicated fuel conversion efficiency) varies little over the full 
speed range, this variation of full-load imep and power with speed is primarily 
due to the variation in volumetric efficiency, 4, [see Eq. (15.3)]. Since friction 
mean effective pressure increases almost linearly with increasing speed, friction 
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FIGURE 15-2 


sumption (isfc, bsfc) for: (2) 8.4-dm? 
16;3 (b) 1.8-dm? four-cylinder naturally 


115 mm, stroke = 135 mm, r, 
= 82 mm,r, = 22.4 


aspirated indirect-injection swirl-chamber diesel engine: bore = 84 mm, stroke 


Gross indicated and brake power (P,, P,), mean effective pressure (imep, bmep), and specific fuel con 
six-cylinder naturally aspirated direct-injection diesel engine: bore 
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power will increase more rapidly. Hence mechanical efficiency decreases with 
increasing speed from a maximum of about 0.9 at low speed to 0.7 at 5000 rev/ 
min. Thus bmep peaks at a lower speed than imep. The brake power shows a 
maximum at about 4300 rev/min; increases in speed above this value result in a 
decrease in P,. The indicated fuel conversion efficiency increases by about 10 
percent from 0.31 to 0.34 over the speed range 1000 to 4000 rev/min. This is 
primarily due to the decreasing importance of heat transfer per cycle with 
increasing speed. 

At part load at fixed throttle position, these parameters behave similarly; 
however, at higher speeds torque and mean effective pressure decrease more 
rapidly with increasing speed than at full load. The throttle chokes the flow at 
lower and lower speeds as the throttle open area is reduced, increasingly limiting 
the air flow (see Fig. 7-22). The pumping component of total friction also 
increases as the engine is throttled, decreasing mechanical efficiency (see Figs. 
13-9 and 13-10). 

Figure 15-2 shows full-load indicated and brake power and mean effective 
pressure for naturally aspirated DI and IDI compression-ignition engines. Except 
at high engine speeds, brake torque and mep vary only modestly with engine 
speed since the intake system of the diesel can have larger flow areas than the 
intake of SI engines with their intake-system fuel transport requirements. The 
part-load torque and bmep characteristics (at fixed amount of fuel injected per 
cycle) have a similar shape to the full-load characteristics in Fig. 15-2. The 
decrease in torque and bmep with increasing engine speed is due primarily to the 
increase in friction mep with speed (see Figs. 13-7, 13-11, and 13-12). Decreasing 
engine heat transfer per cycle and decreasing air-flow rate, as speed increases, 
have modest additional impacts. 


15.3. OPERATING VARIABLES THAT 
AFFECT SI ENGINE PERFORMANCE, 
EFFICIENCY, AND EMISSIONS 


The major operating variables that affect spark-ignition engine performance, effi- 
ciency, and emissions at any given load and speed are: spark timing, fuel/air or 
air/fuel ratio relative to the stoichiometric ratio, and fraction of the exhaust gases 
that are recycled for NO, emission control. Load is, of course, varied by varying 
the inlet manifold pressure. The effect of these variables will now be reviewed. 


15.3.1 Spark Timing 


Figure 9-3 and the accompanying text explain how variations in spark timing 
relative to top-center affected the pressure development in the SI engine cylinder. 
If combustion starts too early in the cycle, the work transfer from the piston to 
the gases in the cylinder at the end of the compression stroke is too large; if 
combustion starts too late, the peak cylinder pressure is reduced and the expan- 
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sion stroke work transfer from the gas to the piston decreases. There exists a 
particular spark timing which gives maximum engine torque at fixed speed, and 
mixture composition and flow rate. It is referred to as MBT—maximum brake 
torque—timing. This timing also gives maximum brake power and minimum 
brake specific fuel consumption. Figure 15-3a shows the effect of spark advance 
variations on wide-open-throttle brake torque at selected speeds between 1200 
and 4200 rev/min for a production eight-cylinder engine. At each speed, as spark 
is advanced from an initially retarded setting, torque rises to a maximum and 
then decreases. MBT timing depends on speed; as speed increases the spark must 
be advanced to maintain optimum timing because the duration of the com- 
bustion process in crank angle degrees increases. Optimum spark timing also 
depends on load. As load and intake manifold pressure are decreased, the spark 
timing must be further advanced to maintain optimum engine performance, 

The maximum in each brake torque curve in Fig. 15-3a is quite flat. Thus 
accurate determination of MBT timing is difficult, but is important because NO 
and HC emissions vary significantly with spark timing. In practice, to permit a 
more precise definition of spark timing, the spark is often retarded to give a 1 or 
2 percent reduction in torque from the maximum value. 

In Fig. 15-3a the mixture composition and flow rate were held constant at 
each engine speed. If the mixture flow rate is adjusted to maintain constant brake 
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FIGURE 15-3 


(a) Variation in brake torque with spark advance, cight-cylinder automotive spark-ignition engine at 
wide-open throttle, at engine speeds from 1200 to 4200 rev/min. 1 percent torque loss from MBT and 
spark advance for borderline knock are shown.° (6) Predicted variation in brake specific fuel con- 
sumption (normalized by MBT value) with spark retard at several different part-load engine condi- 
tions.®” 
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torque, the effect of spark timing variations on fuel consumption at constant 
engine load can be evaluated. Figure 15-3b shows results obtained with a com- 
puter simulation of the engine operating cycle. 7 The curves for several different 
part-load operating conditions and burn durations (from fast to slow) have been 
normalized and fall essentially on top of each other. Five degrees of retard in 
spark timing have only a modest effect on fuel consumption; for 10 to 20° retard, 
the impact is much more significant. 

Spark timing affects peak cylinder pressure and therefore peak unburned 
and burned gas temperatures (see Sec. 9.2.1). Retarding spark timing from the 
optimum reduces these variables. Retarded timing is sometimes used therefore for 
NO,, emission control (see Fig. 11-13 and accompanying text) and to avoid 
knock (see Sec. 9.6.1). The exhaust temperature is also affected by spark timing. 
Retarding timing from MBT increases exhaust temperature; both engine effi- 
ciency and heat loss to the combustion chamber walls (see Fig. 12-27) are 
decreased. Retarded timing is sometimes used to reduce hydrocarbon emissions 
by increasing the fraction oxidized during expansion and exhaust due to the 
higher burned gas temperatures that result (see Sec. 11.4.3). Retarded timing may 
be used at engine idle to bring the ignition point closer to TC where conditions 
for avoiding misfire are more favorable. 


15.3.2 Mixture Composition 


The unburned mixture in the engine cylinder consists of fuel (normally 
vaporized), air, and burned gases. The burned gas fraction is the residual gas plus 
any recycled exhaust used for NO control. Mixture composition during com- 
bustion is most critical, since this determines the development of the combustion 
process which governs the engine’s operating characteristics. While substantial 
efforts are made to produce a uniform mixture within the cylinder, some nonuni- 
formities remain (see Sec. 9.4.2). In a given cylinder, cycle-by-cycle variations in 
average charge composition exist. Also, within each cylinder in a given engine 
cycle, the fuel, air, EGR, and residual gas are not completely mixed, and com- 
position nonuniformities across the charge may be significant.t These together 
produce variations in composition at the spark plug location (the critical region 
since the early stages of flame development influence the rest of the combustion 
process) which can be of order + 10 percent peak-to-peak (see Fig. 9-34). In addi- 
tion, in multicylinder engines, the average air, fuel, and EGR flow rates to each 
cylinder are not identical. Typical cylinder-to-cylinder variations have standard 
deviations of +5 percent of the mean for air flow rate and fuel flow rate (giving a 


+ This aspect of mixture nonuniformity is least well defined. Mixing of the fresh mixture (fuel, air, and 
EGR) with residual gas is likely to be incomplete (see Fig. 14-36), especially at light load when the 
residual gas fraction is highest. With intake-port fuel-injection systems, there is evidence of incomplete 
fuel-air mixing due to the fact that the air flow and fuel flow processes are not in phase.? When the 
engine is cold, fuel distribution within the cylinder is known to be nonuniform. 
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+7 percent variation in the air/fuel ratio) for steady-state engine operation. EGR 
cylinder-to-cylinder flow rates may have higher variability. Under unsteady 
engine operating conditions all these variations can be higher. oe 

It is necessary to consider the effect of mixture composition changes on 
engine operating and emissions characteristics in two regimes: (1) wide-open 
throttle (WOT) or full load and (2) part throttle or load. At WOT, the engine air 
flow is the maximum that the engine will induct.t Fuel flow can be varied, but air 
flow is set by engine design variables and speed. At part throttle, air flow, fuel 
flow, and EGR flow can be varied. Evaluation of mixture composition changes at 
part load should be done at fixed (brake) load and speed, i.e., under conditions 
where the engine provides the desired torque level at the specified speed. To 
maintain torque (or load or bmep) constant as mixture composition is varied 
normally requires changes in throttle setting (and if EGR is varied, changes in 
EGR flow-control valve setting). This distinction between part-load comparisons 
at specified torque or bmep, rather than at constant throttle settings (which gives 
essentially constant air flow), is important because the pumping work component 
of engine friction will vary at constant engine load as mixture composition 
changes. At constant throttle setting and speed, the pumping work remains essen- 
tially unchanged. 


AIR/FUEL OR EQUIVALENCE RATIO CHANGES. Mixture composition effects 
are usually discussed in terms of the air/fuel ratio (or fuel/air ratio) because in 
engine tests, the air and fuel flow rates to the engine can be measured directly and 
because the fuel metering system is designed to provide the appropriate fuel flow 
for the actual air flow at each speed and load. However, the relative proportions 
of fuel and air can be stated more generally in terms of the fuel/air equivalence 
ratio @ (the actual fuel/air ratio normalized by dividing by the stoichiometric 
fuel/air ratio, see Eq. (3.8)] or the relative air/fuel ratio A [see Eq. (3.9)]. The 
combustion characteristics of fuel-air mixtures and the properties of combustion 
products, which govern engine performance, efficiency, and emissions, correlate 
best for a wide range of fuels relative to the stoichiometric mixture proportions. 
Where appropriate, therefore, the equivalence ratio will be used as the defining 
parameter. Equation (7.1) converts the air/fuel ratio with gasoline to the equiva- 
lence ratio. 
The theoretical basis for understanding the effect of changes in the equiva- 
lence ratio is the fuel-air cycle results in Figs. 5-9 and 5-10, where the indicated 
fuel conversion efficiency and mean effective pressure are shown as a function of 
the fuel/air equivalence ratio, ¢. The mean effective pressure peaks slightly rich of 
stoichiometric, between ¢ = 1 and 1.1. Due to dissociation at the high tem- 
peratures following combustion, molecular oxygen is present in the burned gases 
under stoichiometric conditions, so some additional fuel can be added and par- 


+ EGR is normally zero at WOT, since maximum torque is usually desired. 
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tially burned. This increases the temperature and the number of moles of the 
burned gases in the cylinder. These effects increase the pressure to give increased 
power and mep. Fuel conversion efficiency decreases approximately as 1/d, as the 
mixture is richened above stoichiometric (¢ > 1) due to the decreasing com- 
bustion efficiency associated with the richening mixture. 

For mixtures lean of stoichiometric, the theoretical fuel conversion effi- 
ciency increases linearly as decreases below 1.0. Combustion of mixtures leaner 
than stoichiometric produces products at lower temperature, and with less disso- 
ciation of the triatomic molecules CO, and H,O. Thus the fraction of the chemi- 
cal energy of the fuel which is released as sensible energy near TC is greater; 
hence a greater fraction of the fuel’s energy is transferred as work to the piston 
during expansion, and the fraction of the fuel’s available energy rejected to the 
exhaust system decreases (see Sec. 5.7). There is a discontinuity in the fuel conver- 
sion efficiency and imep curves at the stoichiometric point; the burned gas com- 
position is substantially different on the rich and the lean sides of ¢=1. 

Figure 15-4 shows gross indicated specific fuel consumption data for a six- 
cylinder spark-ignition engine at wide-open throttle and 1200 rev/min,? and 
values of gross indicated mean effective pressure and fuel conversion efficiency 
derived from the isfc data. In these engine tests, the fuel-air mixture was prepared 
in two different ways: (1) with the normal carburetor and (2) with a heated vapor- 
izing tank to ensure intake-mixture uniformity. Shapes of the practical efficiency 
curves and the theoretical curves in Fig. 5-9 differ. Cylinder-to-cylinder air/fuel 
ratio maldistribution prevents the carbureted engine operating leaner than 
 ~ 0.85 (A/F ~ 17) without misfire under these conditions. While use of a fuel 
vaporizing and mixing tank essentially removes this maldistribution and extends 
the lean misfire limit, 7, , does not continue to increase as @ decreases. The 
reasons for this are that cycle-to-cycle pressure fluctuations and the total dura- 
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FIGURE 15-4 

Effect of the fuel/air equivalence ratio varia- 
tions on indicated mean effective pressure, 
specific fuel consumption, and fuel conver- 
sion efficiency of six-cylinder spark-ignition 
engine at wide-open throttle and 1200 rev/ 
min. Data for standard carbureted engine, 
and engine equipped with vapor tank which 
extends the lean operating limit, are shown.” 
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FIGURE 15-5 
Effect of combustion chamber design 
and burn rate on spark-ignition engine 
brake specific fuel consumption. (a) 
1.6-dm? four-cylinder engine with con- 
ventional combustion chamber and 
1.5-dm? four-cylinder engine with 
compact fast-burning high-compression- 
ratio chamber beneath the exhaust valve 
with r, = 13, both at bmep of 250 kPa 
and 2400 rev/min.'° (b) Predictions from 
thermodynamic-based computer simula- 
0.6 0.7 08 #09 10 11 1.2 tion of engine cycle for 5.7-dm? eight- 
Fuel/air equivalence ratio cylinder engine at bmep of 325 kPa and 
(b) 1400 rev/min with MBT spark timing.® 


tion of the burning process increase as the mixture becomes leaner: both these 
factors degrade engine efficiency. Since the spark advance is set for the average 
cycle, increasing cycle-to-cycle dispersion produces increasing imep (and hence 
ny, i) losses in “ nonaverage” cycles due to nonoptimum timing. The lengthening 
burn duration directly decreases efficiency, even in the absence of cyclic varia- 
tions. _ 

Engine fuel consumption and efficiency well lean of stoichiometric depend 
strongly on the engine combustion chamber design. Figure 15-5 shows two sets 
of engine bsfc data, for a conventional combustion chamber and a compact high- 
compression-ratio chamber, at constant load and speed (250 kPa bmep and 
2400 rev/min) as a function of equivalence ratio. Also shown are bsfc results 
obtained from a thermodynamic-based computer cycle simulation of the spark- 
ignition engine operating cycle (at 325 kPa bmep and 1400 rev/min).° Though 
the load and speed are different, the behavior of the data and predictions for rich 
mixtures, @ > 1, are comparable. On the lean side of stoichiometric, however, fuel 
consumption depends on the combustion characteristics of the chamber. The 
faster-burning compact high-compression-ratio chamber shows decreasing bsfc 
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until the lengthening burn duration and larger cycle-by-cycle variations cause 
bsfc to increase. For the slower-burning conventional chamber, this deterioration 
in combustion starts to occur almost immediately on the lean side of stoichiomet- 
ric, and fuel consumption worsens for ¢ < 0.9. 

Thus the equivalence ratio for optimum fuel consumption at a given load 
depends on the details of chamber design (including compression ratio) and 
mixture preparation quality. It also varies for a given chamber over the part- 
throttle load and speed range. For lighter loads and lower speeds it is closer to 
stoichiometric since the residual gas fraction is higher and combustion quality is 
poorer with greater dilution and at lower speeds. 

At part load, as the air/fuel ratio is varied at constant brake load, the 
pumping work varies, and this also contributes to the brake specific fuel con- 
sumption and efficiency variation with equivalence ratio. Figure 15-6 shows the 
gross and net indicated fuel conversion efficiencies and brake efficiency as a func- 
tion of equivalence ratio at a part-throttle constant load and speed point 
(325 kPa bmep and 1400 rev/min), calculated using a thermodynamic-based com- 
puter simulation of the engine’s operating cycle. The difference between the net 
and gross indicated curves illustrates the magnitude of the effect of the pumping 
work changes. Part-throttle comparisons of different operating conditions should 
be done at constant brake load (torque or bmep) and speed: the task the engine 
is required to perform is then the same. At constant bmep and speed, the mecha- 
nical rubbing friction is essentially fixed; thus net imep is constant (and gross 
imep will vary if the pumping mep varies). 

Note that all the engine data show a smooth transition between the rich and 
lean characteristics at the stoichiometric point, whereas the calculated sfc and 
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FIGURE 15-6 

Gross and net indicated, and brake, fuel conversion 
efficiencies predicted by thermodynamic-based cycle 
simulation at constant part-load bmep (325 kPa) 


and speed (1400 rev/min) for a fixed burn duration 
{0-100 percent, 60° CA).® 
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efficiency characteristics show a discontinuity in slope. The difference is due to 
cylinder-to-cylinder and cycle-by-cycle mixture composition variations’ and to 
cycle-by-cycle cylinder pressure variations which exist (though to a lesser extent) 
even in the absence of these mixture variations. Averaging over these variations 
smooths out the theoretical discontinuity in slope at @ = 1.0. 

The equivalence ratio requirements of a spark-ignition engine over the full 
load and speed range can now be explained from the point of view of per- 
formance and efficiency. However, since emissions depend on ¢ also, emission 
control requirements may dictate a different engine calibration, as will be dis- 
cussed later. The mixture requirements in the induction system are usually dis- 
cussed in relation to steady and transient engine operation. Steady operation 
includes operation at a given speed and load over several engine cycles with a 
warmed-up engine. Transient operation includes engine starting, engine warm-up 
to steady-state temperatures, and changing rapidly from one engine load and 
speed to another. The mixture requirements of the engine as defined by the com- 
position of the combustible mixture at the time of ignition, while they vary some- 
what with speed and load, are essentially the same for all these operating modes.t 
However, the methods used to prepare the mixture prior.to entry to the cylinder 
must be modified in the transient modes when liquid fuels are used, to allow for 
variations in the liquid fuel flow and fuel evaporation rate in the intake manifold 
as the air flow varies and as the manifold and inlet port pressure and temperature 
change. The transient fuel metering requirements for adequate mixture Prep 
aration are discussed in Chap. 7. 

At all load points at a given speed, the ideal equivalence ratio is that ‘which 
gives minimum brake specific fuel consumption at the required load. However, 
once wide-open-throttle air flow has been reached, increases in power can only be 
obtained by increasing the fuel flow rate. The equivalence ratio requirements for 
optimum-efficiency steady-state engine operation can be summarized on a plot of 
equivalence ratio versus percent of maximum air flow at any given speed. A 
typical plot was shown in Fig. 7-1. For part-throttle operation, unless dictated 
otherwise by emission control requirements, the equivalence ratio is set close to 
the equivalence ratio for minimum fuel consumption consistent with avoiding 
partial burning or misfire in one or more cylinders. At very light load the best 
bsfc mixture is richer to compensate for slower flame speeds at lower mixture 
density and increased residual fraction. As wide-open throttle is approached, the 
mixture is richened to obtain maximum power. 

The exhaust gas temperature varies with the equivalence ratio. The exhaust 
gas temperature also varies continuously as the gas leaves the engine cylinder 
and flows through the exhaust port and the manifold and pipe (see Sec. 6.5), so 
an appropriate definition of an average exhaust gas temperature should be used 


+ Except during start-up and cold engine operation, when a substantial part of the fuel within the 
cylinder can be in the liquid phase. 
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in quantifying this variation. However, time-averaged thermocouple measure- 
ments from specific locations in the exhaust system can provide useful informa- 
tion on trends. Figure 14-10 shows examples of predictions of the 
enthalpy-averaged exhaust gas temperature at the exhaust port exit as a function 
of equivalence ratio compared with time-averaged measurements. The enthalpy- 
averaged temperature is defined by Eq. (6.19). These are typically 50 to 100 K 
higher than time-averaged measurements. The exhaust temperature peaks at the 
stoichiometric point and decreases as the mixture is richened and leaned on 
either side. 

The fuel/air equivalence ratio is an important parameter controlling spark- 
ignition engine emissions. The critical factors affecting emissions, that are govern- 
ed by the equivalence ratio, are the oxygen concentration and the temperature of 
the burned gases. Excess oxygen is available in the burned gases lean of stoichio- 
metric. The maximum burned gas temperatures occur slightly rich of stoichio- 
metric at the start of the expansion stroke, and at the stoichiometric composition 
at the end of expansion and during the exhaust process. Figure 11-2 illustrates 
the general trends in emissions with equivalence ratio which have already been 
discussed. 

Figure 15-7 shows the effect of variations in fuel/air equivalence ratio on 
NO,, and HC emissions and fuel consumption when a special fuel vapor gener- 
ator was used to produce a uniform fuel-air mixture. As explained in Sec. 11.2.3, 
the formation rate of NO depends on the gas temperature and oxygen concentra- 
tion. While maximum burned gas temperatures occur at ¢ ~ 1.1, at this equiva- 
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FIGURE 15-7 

Variation of brake specific HC and 
NO, emissions and fuel consump- 
tion with (A/F) and fuel/air equiv- 
alence ratio. 5.7-dm? eight-cylinder 
spark-ignition engine at 385 kPa 
bmep and 1400 rev/min with uni- 
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lence ratio oxygen concentrations are low. As the mixture is leaned out, 
increasing oxygen concentration initially offsets the falling gas temperatures and 
NO emissions peak at ¢ ~ 0.9. Then, decreasing temperatures dominate and NO 
emissions decrease to low levels. 

Figure 15-7 also shows the effect of variations in equivalence ratio for lean 
mixtures on unburned hydrocarbon emissions. For rich mixtures, Fig. 11-2 
shows that emissions are high. This is primarily due to the lack of oxygen for 
afterburning of any unburned hydrocarbons that escape the primary combustion 
process, within the cylinder and the exhaust system. HC emissions decrease as the 
stoichiometric point is approached: increasing oxygen concentration and 
increasing expansion and exhaust stroke temperatures result in increasing HC 
burnup. For moderately lean mixtures, HC emission levels vary little with equiv- 
alence ratio. Decreasing fuel concentration and increasing oxygen concentration 
essentially offset the effect of decreasing bulk gas temperatures. As the lean oper- 
ating limit of the engine is approached, combustion quality deteriorates signifi- 
cantly and HC emissions start to rise again due to the occurrence of occasional 
partial-burning cycles. For still leaner mixtures, HC emissions rise more rapidly 
due to the increasing frequency of partial-burning cycles, and even the occurrence 
of completely misfiring cycles (see Sec. 9.4.3). The equivalence ratio at which 
partial-burning and misfiring cycles just start to appear depends on details of the 
engine combustion and fuel preparation systems, as well as the load and speed 

oint. 
- The effect of equivalence ratio variations on CO emissions has already been 
explained in Sec. 11.3 (see Fig. 11-20). For rich mixtures, CO levels are high 
because complete oxidation of the fuel carbon to CO, is not possible due to 
insufficient oxygen. For lean mixtures, CO levels are approximately constant at a 
low level of about 0.5 percent or less. 

Figure 15-7 indicates that if an engine can be designed and operated so that 
its stable operating limit under the appropriate part-load conditions is sufficiently 
lean, excellent fuel consumption and substantial control of engine NO, HC, and 
CO emissions can be achieved. Such an approach requires good control of 
mixture preparation and a fast-burning combustion chamber design (see Sec. 
15.4.1). However, this lean-engine approach is not compatible with the three-way 
catalyst system (see Sec. 11.6.2) which, with close-to-stoichiometric mixtures, 
achieves substantial additional reductions in NO, HC, and CO emissions. 


EXHAUST GAS RECYCLE. Exhaust gas recycle (EGR) is the principal technique 
used for control of SI engine NO, emissions (see Sec. 11.2.3). A fraction of the 
exhaust gases are recycled through a control valve from the exhaust to the engine 
intake system. The recycled exhaust gas is usually mixed with the fresh fuel-air 
mixture just below the throttle valve. EGR acts, at part load, as an additional 
diluent in the unburned gas mixture, thereby reducing the peak burned gas tem- 
peratures and NO formation rates. Note that it is the total burned gas fraction in 
the unburned mixture in the cylinder that acts as a diluent. These burned gases 
are comprised of both residual gas from the previous cycle and exhaust gas 
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recycled to the intake. As described in Sec. 6.4, the residual gas fraction is influ- 
enced by load and valve timing (especially the extent of valve overlap) and, to a 
lesser degree, by the air/fuel ratio and compression ratio. The total burned gas 
mass fraction is given by Eq. (4.3). Since the burned gases dilute the unburned 
mixture, the absolute temperature reached after combustion varies inversely with 
the burned gas mass fraction. Hence increasing the burned gas fraction reduces 
the rate of formation of NO emissions. 

Figure 11-10 shows the effect on NO emissions of increasing the burned gas 
fraction by recycling exhaust gases to the intake system. Substantial reductions in 
NO concentrations are achieved with 10 to 25 percent EGR. However, EGR also 
reduces the combustion rate which makes stable combustion more difficult to 
achieve (see Sec. 9.4.3 and Fig. 9-36). The amount of EGR a particular com- 
bustion chamber design will tolerate depends on its combustion characteristics, 
the speed and load, and the equivalence ratio. EGR percentages in the 15 to 30 
range are about the maximum amount of EGR a spark-ignition engine will toler- 
ate under normal part-throttle conditions. Faster-burning engines will tolerate 
more EGR than slower-burning engines. Because of the decrease in burn rate and 
increase in cycle-by-cycle combustion variations, hydrocarbon emissions increase 
with increasing EGR, as shown in Fig. 11-29. At first the increase in HC is 
modest and is due primarily to decreased HC burnup due to lower expansion 
and exhaust stroke temperatures. The HC increase becomes more rapid as slow 
combustion, partial burning, and even misfire, in turn, occur with increasing fre- 
quency. EGR has no significant effect on engine CO emissions. 

The effect of exhaust gas recycle on engine performance and efficiency, for 
mixtures with ¢ < 1.0, is similar to the addition of excess air. Both EGR and 
excess air dilute the unburned mixture. In practice since EGR is only used at 
part-throttle conditions, ¢ < 1.0 is the region of interest. Because three-way cata- 
lysts are now used where NO, emission constraints are severe, greatest attention 
has focused on dilution with EGR at ¢ ~ 1.0. Figure 15-8 shows the effect of 
increasing EGR on bsfc and enthalpy-mean exhaust temperature [defined by Eq. 
(6.19)] at constant bmep, predicted using a thermodynamic-based computer 
simulation of the engine’s operating cycle. Predictions made for different burn 
durations are shown, at MBT timing for a stoichiometric mixture. At constant 
burn duration, bsfc and exhaust temperature decrease with increasing EGR. Only 
for very long combustion processes is the burn rate especially significant. This 
improvement in fuel consumption with increasing EGR is due to three factors: (1) 
reduced pumping work as EGR is increased at constant brake load (fuel and air 
flows remain almost constant; hence intake pressure increases); (2) reduced heat 
loss to the walls because the burned gas temperature is decreased significantly; 
and (3) a reduction in the degree of dissociation in the high-temperature burned 
gases which allows more of the fuel’s chemical energy to be converted to sensible 


' energy near TC. The first two of these are comparable in magnitude and each is 


about twice as important as the third.!? 


Figure 15-9 shows experimental bsfc versus EGR data for two combustion 
chambers: a combustion chamber with a moderate burning rate and a faster- 
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FIGURE 15-8 

Effect of recycled exhaust on brake 
specific fuel consumption and exhaust 
temperature at constant bmep and 
speed, stoichiometric mixture, and 
various burn durations (0-100 
percent). Predictions from thermo- 
dynamic-based cycle simulation.® 
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FIGURE 15-9 

Brake specific fuel consumption and MBT 
spark advance as a function of percent recy- 
cled exhaust, for four-cylinder spark-ignition 
engine with a moderate burn rate com- 
bustion chamber and a fast burn rate com- 
bustion chamber. 1400 rev/min, 324 kPa 
EGR, % bmep, equivalence ratio 1.0.'? 
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burning chamber with open geometry and with induction-generated swirl. 
Though addition of EGR lengthens both the flame development and propagation 
processes (as indicated by the increasing MBT spark advance requirement with 
increasing EGR), the faster-burning chamber follows the anticipated pattern of 
significant bsfc reductions until, at about 20 percent EGR, the combustion 
quality deteriorates. For the slower-burning combustion chamber, the tolerance 
to dilution with EGR is much less. 


15.3.3. Load and Speed 


One common way to present the operating characteristics of an internal com- 
bustion engine over its full load and speed range is to plot brake specific fuel 
consumption contours on a graph of brake mean effective pressure versus engine 
speed. Operation of the engine coupled to a dynamometer on a test stand, over 
its load and speed range, generates the torque and fuel flow-rate data from which 
such a performance map is derived. Equation (2.20) relates bmep to torque, and 
bsfc values are obtained from Eq. (2.22) at each operating point. Figure 15-10 
shows an example of such a performance map for a four-cylinder spark-ignition 
engine. The upper envelope of the map is the wide-open-throttle performance 
curve. Points below this curve define the part-load operating characteristics. 
While details differ from one engine to another, the overall shapes of these maps 
for spark-ignition engines are remarkably similar. When mean piston speed §, is 
used instead of crankshaft speed for the abscissa, the quantitative similarity of 
such maps over a wide range of engine sizes is more apparent. 

Maximum bmep occurs in the mid-speed range; the minimum bsfc island is 
located at a slightly lower speed and at part load. These map characteristics can 
be understood in terms of variations in volumetric efficiency n,, gross indicated 
fuel conversion efficiency 7, ;, and mechanical efficiency n,, as A/F, EGR (if used), 
and the importance of heat losses and friction change, via Eqs. (15.3) and (15.5). 
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The maximum bmep curve reflects the variation with speed of n,, the decrease of 
"Nm as S, increases, and the increase of n,j, as 5, increases due to decreasing 
importance of heat transfer per cycle. The bsfc contours have the following expla- 
nation. Starting at the minimum bsfc point, increasing speed at constant load 
increases bsfc due primarily to the increasing friction mep at higher speeds (which 
decreases 7,,). While y, ,, increases as speed increases, friction increases dominate, 
Decreasing speed at constant load increases bsfc due primarily to the increasing 
importance of heat transfer per cycle (which decreases n,,,,). Friction decreases, 
increasing 7,,, but this is secondary. Any mixture enrichment required to main- 
tain a sufficiently repeatable combustion process at low engine speeds (see Fig, 
7-1) contributes too. Increasing load at constant speed from the minimum bsfc 
point increases bsfc due to the mixture enrichment required to increase torque as 
the engine becomes increasingly air-flow limited. Decreasing load at constant 
speed increases bsfc due to the increased magnitude of friction (due to increased 
pumping work), the increased relative importance of friction, and increasing 
importance of heat transfer (which decreases 77, ;,). 

The effects of speed and load variations on NO and HC emissions are 
shown in Fig. 15-11.1* NO concentrations increase moderately with increasing 
speed at constant load. At lower loads, the proportional increase in NO is greater 
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FIGURE 15-11 
Variation in spark-ignition engine HC and NO, emissions with (a) engine speed at 379 kPa imep and 
(6) load (or imep) at 1250 rev/min. Equivalence ratio = 0.9, MBT spark timing, r, = 7.'* 
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than at higher loads.° The residual gas fraction decreases as speed increases, this 
effect being greater at lower inlet manifold pressures (lighter loads) (see Fig. 6-19). 
Also, the relative importance of heat transfer per cycle is less as speed increases 
(see Fig. 12-25), which would also be expected to increase NO concentration. 
With increasing load (at constant speed), NO concentrations also increase. Again, 
as inlet manifold pressure and load increase, the residual gas fraction decreases 
(Fig. 6-19); also, the relative importance of heat transfer per cycle decreases with 
increasing load (Fig. 12-25). 

The hydrocarbon concentration trends with speed and load changes are the 
opposite of the NO concentration trends. As indicated in Table 11.7, speed and 
load are likely to affect several of the HC formation mechanisms, the in-cylinder 
mixing of unburned hydrocarbons which escape combustion with the bulk gases, 
and the fraction of the in-cylinder HC which escape into the exhaust. However, 
not enough is yet known about the details of these processes to make these 
dependencies explicit. If oxygen is available, oxidation of unburned hydrocarbons 
both within the cylinder and in the exhaust system will be significantly enhanced 
by increases in speed since the expansion stroke and exhaust process gas tem- 
peratures increase substantially, due to the reduced significance of heat transfer 
per cycle with increasing speed. This more than offsets the reduced residence time 
in the cylinder and in the exhaust. Measurements of the percent HC reacted in 
the exhaust port as a function of engine speed show the same proportional 
reduction in the exhaust emissions data in Fig. 15-11.'5 The rationale for the 
variation with load is less clear. As load increases at constant speed, expansion 
and exhaust stroke temperatures increase, and the in-cylinder oxidation rate, if 
oxygen is available, will increase. However, as the exhaust gas flow rate increases, 
the residence time in critical sections of the exhaust system decreases and a 
reduction in exhaust port HC oxidation occurs.’® The net trend is for HC con- 
centration to decrease modestly as load is increased. 


15.3.4 Compression Ratio 


The ideal cycle analysis of Chap. 5 showed that indicated fuel conversion effi- 
ciency increased continuously with compression ratio according to Eq. (5.31). 
With y = 1.3, this relation also matches closely the fuel-air cycle predictions with 
@ ~ 1.0. However, in an actual engine other processes which influence engine 
performance and efficiency vary with changes in compression ratio: namely, com- 
bustion rate and stability, heat transfer, and friction. Over the load and speed 
range, the relative impact that these processes have on power and efficiency 
varies also. Hence, the applicability of Eq. (5.31) is open to question. Also, while 
the geometric compression ratio (ratio of maximum to minimum cylinder 
volume) is well defined, the actual compression and expansion processes in 
engines depend on valve timing details and the importance of flow through the 
valves while they are opening or closing (which depends on engine speed). Of 
course, our ability to increase the compression ratio is limited by the octane 
quality of available fuels and knock (see Sec. 9.6.1). 
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Only a few studies have examined the effect of compression ratio on spark- 
ignition engine performance and efficiency over a wide range of compression 
ratios. Figure 15-12 shows results obtained at wide-open throttle at 2000 rev/min 
with a series of eight-cylinder 5.3-dm? displacement engines, from the most exten- 
sive of these studies.!7 Gross-indicated and brake fuel conversion efficiencies and 
mean effective pressures are shown. Indicated mep was obtained by adding 
motoring friction mep to brake mep. The mep data were obtained with (A/F) and 
spark timing adjusted to give maximum torque; for the efficiency data, (A/F) and 
spark timing were adjusted to give maximum efficiency. The mechanical efficiency 
remained essentially constant at 0.89 over the full compression ratio range. The 
volumetric efficiency was also constant at 0.825. Both 4,;, and mep show a 
maximum at a compression ratio of about 17; for higher compression ratios 
efficiency and mep decrease slightly. This trend was explained as being due to 
increasing surface/volume ratio and slower combustion, and is also due to the 
increasing importance of crevice volumes: at the higher compression ratios 
studied the combustion chamber height became very small. 

To assess more broadly the effect of compression ratio variations on fuel 
conversion efficiency, several data sets have been normalized and compared in 
Fig. 15-13 which shows the ratio of fuel conversion efficiency at the given com- 
pression ratio divided by the efficiency at r, = 8, for wide-open-throttle engine 
operation. The agreement for r, < 14 is good. Over the compression ratio range 
that is accessible to SI engines with available fuels (r, < 12), fuel conversion effi- 
ciency increases by about 3 percent per unit of compression ratio increase. Note, 
of course, that engine power increases by about the same amount. 
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Relative fuel conversion efficiency 
improvement with increasing com- 
pression ratio, spark-ignition 
engines at wide-open throttle: 
Compression ratio r, CN,!7 KT.!8 
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A similar comparison of the effect of compression ratio increases on effi- 
ciency at part load is shown in Fig. 15-14.'° The figure shows brake fuel conver- 
sion efficiency data from engines of different cylinder volume. Both the 
compression ratio for maximum efficiency and the maximum efficiency depend 
on cylinder size. The wide-open-throttle and road-load data (top two curves?”) 
confirm that the increase in efficiency with an increase in the compression ratio at 
part load apparently depends on the details of engine operation to a significant 
degree also. For the important compression ratio range of 9 to 11, the relative 
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efficiency improvement is between 1 and 3 percent per unit of compression ratio 
increase, depending on cylinder size and operating conditions. 

The exhaust temperature decreases as compression ratio and efficiency 
increase until the compression ratio corresponding to maximum efficiency is 
reached. It has also been shown that heat losses to the combustion chamber 
walls, as a fraction of the fuel’s chemical energy, also decrease as the compression 
ratio and efficiency both increase.’ 

The effect of compression ratio changes on NO emissions is small. Some 
studies show a modest increase in specific NO emissions as the compression ratio 
increases at constant load and speed; other studies show a slight decrease. 
Increasing the compression ratio increases exhaust hydrocarbon emissions. 
Several trends could contribute: increased importance of crevice volumes at high 
r.; lower gas temperatures during the latter part of the expansion stroke, thus 
producing less HC oxidation in the cylinder; decreasing residual gas fraction, 
thus increasing the fraction of in-cylinder HC exhausted; lower exhaust tem- 
peratures, hence less oxidation in the exhaust system. 


15.4 SI ENGINE COMBUSTION 
CHAMBER DESIGN 


15.4.1 Design Objectives and Options 


There has always been extensive debate over the optimum SI engine combustion 
chamber design. There are a large number of options for cylinder head and 
piston crown shape, spark plug location, size and number of valves, and intake 
port design.2° Debate revolves around issues such as chamber compactness, 
surface/volume ratio, flame travel length, and use of swirl and squish types of 
mixture motion. Figure 15-15 shows examples of several common types of com- 
bustion chamber shapes. Over the past few years a consensus has developed 
which favors faster-burning combustion-chamber designs. A chamber design 
where the fuel burning process takes place faster, ie., occupies a shorter crank 
angle interval at a given engine speed, produces a more robust and repeatable 
combustion pattern that provides emission control and efficiency gains simulta- 
neously. A faster-burning chamber with its shorter burn time permits operation 
with substantially higher amounts of EGR, or with very lean mixtures, within the 
normal constraints of engine smoothness and response. Thus greater emissions 
control within the engine can be achieved, and at part load at this higher level of 
dilution a faster-burning chamber shows an improvement in fuel consumption 
due to the reduced pumping work, reduced heat transfer (due to lower burned 
gas temperatures), and reduced amount of dissociation in the burned gases.?? 

The major combustion chamber design objectives which relate to engine 
performance and emissions are: (1) a fast combustion process, with low cycle-by- 
cycle variability, over the full engine operating range; (2) a high volumetric effi- 
ciency at wide-open throttle; (3) minimum heat loss to the combustion chamber 
walls; (4) a low fuel octane requirement. 
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FIGURE 15-15 
Examples of common spark-ignition engine combustion chamber shapes: (a) bathtub and wedge: (b) 
bowl-in-piston; (c) four-valve pent roof; (d) hemispherical.?! 


Many methods for producing a “fast burn” have been proposed. These 
include ways of making the combustion chamber shape more compact, moving 
the spark plug to a more central location within the chamber, using two plugs, 
and increasing in-cylinder gas motion by creating swirl during the induction 
process or during the latter stages of compression. 

A faster combustion process relative to more moderate burn rate engines 
does result in a direct engine efficiency gain, other factors being equal. The mag- 
nitude of this direct gain is relatively modest. Experimental studies of the effect of 
an increase in burn rate from moderate to fast at constant engine load, speed, 
and mixture composition show that this effect is a few percent at most.2> Com- 
puter simulations of the engine operating cycle confirm these experimental obser- 
vations: while a decrease in total burn duration from 100 to 60° (slow to 
moderate burn) does result in a 4 percent decrease in bsfc, a decrease in burn 
duration from 60 to 20° gives only a further 1.5 percent bsfc decrease.® 

Of greater importance is the fact that the faster burn process is more robust 
and results in the engine being able to operate satisfactorily with much more 
EGR, or much leaner, without a large deterioration in combustion quality. Faster 
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burning chamber designs exhibit much less cycle-by-cycle variability. This ability 
to operate with greater dilution at part load while maintaining a short burn 
duration and low cycle-by-cycle variability, permits much greater control of NO, 
within the engine with 20 or more percent EGR without any substantial increase 
in HC emissions (see Fig. 11-29), or permits very lean operation. In both cases the 
efficiency gain relative to moderate burn rate engines, which must operate with less 
dilution, is sizeable.?* 

High volumetric efficiency is required to obtain the highest possible power 
density. The shape of the cylinder head affects the size of valves that can be 
incorporated into the design. Effective valve open area, which depends on valve 
diameter and lift, directly affects volumetric efficiency. Swirl is used in many 
modern chamber designs to speed up the burning process and achieve greater 
combustion stability. Induction-generated swirl appears to be a particularly 
stable in-cylinder fiow. Swirl results in higher turbulence inside the chamber 
during combustion, thus increasing the rate of flame development and propaga- 
tion. Generating swirl during the intake process decreases volumetric efficiency. 

Heat transfer to the combustion chamber walls has a significant impact on 
engine efficiency. It is affected by cylinder head and piston crown surface area, by 
the magnitude of in-cylinder gas velocities during combustion and expansion, by 
the gas temperatures and the wall temperatures. The heat-transfer implications of 
a combustion chamber should be included in the design process. 

Knock effectively limits the maximum compression ratio that can be used 
in any combustion chamber; it therefore has a direct impact on efficiency. Knock 
is affected by all the factors discussed above. It is the hardest of all the constraints 
to incorporate into the design process because of its obvious complexity. 

Knowledge of the fundamentals of spark-ignition engine combustion, in- 
cylinder gas motion, and heat transfer has developed to the point where a ration- 
al procedure for evaluating these factors for optimum combustion chamber 
development and design can be defined. The next two sections develop such a 
procedure. 


15.4.2 Factors That Control Combustion 


Our understanding of the structure of the spark-ignition engine flame as it 
develops and propagates across the combustion chamber (see Secs. 9.3 and 9.4) 
allows us to relate the physical and chemical factors that control this process to 
the relevant engine design and operating parameters. The following factors affect 
the flame development and propagation processes: 


1. Geometry. Combustion chamber shape and spark plug location. 
2. Flow field characteristics. Mean velocity, turbulence intensity, and character- 
istic turbulence length scale in the unburned mixture during combustion. 


3. Unburned mixture composition and state. Fuel, equivalence ratio, burned gas 
fraction, mixture pressure and temperature. 
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Geometry primarily affects combustion through the flame front surface 
area. It has a lesser effect on combustion development through its influence on 
in-cylinder motion. Geometric calculations (see Sec. 14.4.2), based solely on the 
assumption that the front surface of the flame can be modeled as a portion of a 
sphere centered at the spark plug, provide data on flame front area and the 
volume behind the flame front surface (the enflamed volume), contained within 
the combustion chamber at the appropriate flame radii and piston positions. 

Flame area varies significantly from one chamber shape to another for a 
given enflamed volume. In the example shown in Fig. 14-7, the bowl-in-piston 
chamber gives flame surface areas 30 to 45 percent larger than those for the disc 
chamber under equivalent conditions around top-center. Hemispherical and open 
or clamshell chambers showed gains of about 30 percent relative to the equiva- 
lent disc configuration. For a given chamber shape, flame area depends even 
more significantly on plug location. Figure 14-7 shows that shifting the plug from 
a side to a center location for the bowl-in-piston chamber increased the peak 
flame area by 150 percent. For hemispherical and open chambers, the increases 
for a similar shift in plug location were 75 and 90 percent, respectively.?* 

Maps of flame area as a function of radius at different crank angle locations 
indicate the following pattern. For chamber geometries with side ignition, as 
flame radius increases, the flame area first rises slowly, then remains approx- 
imately constant, and then decreases slowly to zero. In contrast, chambers with 
central ignition show, as flame radius increases, a rise in flame area to a peak 
during the major part of the flame travel followed by a rapid decrease as the 
flame encounters the chamber walls. Moving the plug location toward the center 
of the chamber produces a larger increase in flame front area than does making 
the chamber shape more compact (though this has a positive impact too). 

The effect of chamber geometry on burn rate has been examined using 
thermodynamic-based engine cycle simulations with various types of combustion 
model (e.g., the type developed by Keck and coworkers, see Sec. 14.4.2). Figure 
15-16 shows results from one such study.?° The combustion characteristics of ten 
different chamber geometries were compared at fixed part-load engine operating 
conditions. The flame development and propagation phases were separated into 0 
to 10 and 10 to 90 percent mass fraction burned times. These were then normal- 
ized by the equivalent burn times of the slowest burning chamber—the disc with 
side ignition. Chamber geometry has the greatest impact on the 10 to 90 percent 
burn time; its effect on 0 to 10 percent time is significant but substantially 
smaller. Total burn times can be reduced by between 20 to 30 percent by opti- 
mizing spark plug location—comparing worst to best location for each chamber 
shape. Comparing worst and best chamber shapes, total burn time with fixed 
plug location can be reduced by about 10 percent. 

Increased turbulence in the unburned mixture at the time of combustion 
increases the burning rate. Turbulence is usually increased by generating swirl 
during the induction process (see Sec. 8.3.2 and below). Cycle simulation 
studies?* indicate that both the duration of the early stage of the burning process 
and of the main stage decrease when the turbulent velocity at the start of com- 
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FIGURE 15-16 

Comparison of burn angles (0-10 percent burned, 10-90 percent burned, 0-90 percent burned; see 
Fig. 9-13) for ten different spark-ignition engine combustion chamber geometries and spark plug 
locations. Burn angles are normalized by angles for slowest burning chamber: disc with side plug.® 


bustion is increased. The faster combustion process comes primarily from the 
higher turbulence intensity; however, the decreased characteristic turbulence 
scale that accompanies the increased turbulence is also significant since it results 
in a shorter characteristic burning time [see Eq. (14.39) and the accompanying 
text]. It is important to note that the fuel conversion efficiency of higher- 
turbulence chambers at the same operating conditions can be lower than for 
normal chambers, despite the faster burn rates, due to the higher heat transfer 
that accompanies the higher in-cylinder velocities. For example, predictions 
based on the combustion model defined by Eqs. (14.33) to (14.35), where the 
characteristic mixture speed u; was increased by a factor of two, showed that the 
0 to 10 percent and 10 to 90 percent burn durations decreased by about one- 
third. However, the indicated fuel conversion efficiency decreased by about 6 
percent due to the predicted 15 percent increase in heat transfer.?° 

Mixture composition and state affect the burn rate through the dependence 
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of laminar flame speed on temperature, pressure, fuel/air equivalence ratio, and 
burned gas fraction (residual gas and EGR): see Sec. 9.3.3 and Egs. (14.33) to 
(14.35). Table 15.1 compares the burn durations for a stoichiometric mixture, a 
lean mixture with @ = 0.8, and a stoichiometric mixture with 20 percent EGR. 
The values of the laminar flame speed at the time of spark are also given 
(conditions at spark as well as composition are different in each case). The longer 
burn durations of the more dilute mixtures are clear. Note that EGR as a diluent 
has a much more deleterious effect on combustion than does air at these approx- 
imately equal levels of dilution. 

All the above-described factors—flame geometry, fluid motion, and mixture 
composition—can vary cycle-by-cycle, and therefore contribute to combustion 
variability (see Sec. 9.4). Cyclic differences in gas motion in the vicinity of the 
spark plug result in differences in motion of the flame kernel during its early 
stages of development. Differences in turbulence result in differences in the rates 
at which the initially smooth surface of the flame kernel becomes wrinkled and 
convoluted by the flow. Different initial flame center motions change the geo- 
metrical interaction of the flame front with the combustion chamber walls later in 
the flame propagation process. Differences in the amount of fuel, air, and EGR 
which enter each cylinder cycle-by-cycle, the nonuniformity in composition of the 
entering charge, and any incomplete mixing of that entering charge with the 
residual gases in the cylinder also contribute to combustion variability. These 
composition nonuniformities lead to differences in the early stages of flame devel- 
opment. The variations in the amounts of fuel, air, and EGR that enter each 
cylinder cycle-by-cycle and in the uniformity of that mixture are factors within 
the direct control of the engine designer. 

A fast combustion process reduces cyclic combustion variability for the fol- 
lowing reasons. With a faster burn, optimum spark timing is closer to top-center: 
mixture temperature and pressure at the time of spark are higher, so the laminar 
flame speed at the start of combustion is greater. This, combined with the higher 
turbulence of most fast-burn concepts, results in faster flame kernel development. 


TABLE 15.1 
Effect of excess air and recycled exhaust on burn dura- 
tion 
Burn durations, degree 

EGR, 6,, tt nee 5, at 6,, 
C % degree 0-10% 10-90% cm/s 
1.0 0 340 22 17 715 
08 0 336 26 21 52 
10 20 324 31 28 23 


400 cm* per cylinder displaced volume, 80 mm bore, 8.5 compression ratio, 
disc chamber, center plug location. 1500 rev/min, stoichiometric operation, 
6, = spark timing (MBT), inlet pressure 0.5 atm, inlet temperature 350 K, 
S, = laminar flame speed.?° 
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More rapid initial flame growth results in less variation in flame center motion 
during the critical flame-development phase. The resulting geometric variations 
in the flame front/chamber wall interaction are therefore reduced; this decreases 
the variations in burn rate that result from these geometric variations. Also, the 
faster burning process ends earlier in the expansion stroke. Thus the problem of 
occasional slow burning cycles, partial burning cycles, and eventually misfire, 
which occurs with dilute mixtures under normal burning conditions due to quen- 
ching of the combustion process as gas temperatures fall during expansion, is 
largely avoided (see Sec. 9.4.3). 


15.4.3 Factors That Control Performance 


VOLUMETRIC EFFICIENCY. Combustion chamber shape affects volumetric effi- 
ciency through its constraints on maximum valve size and through the degree of 
swirl (if any) that the chamber and port designs produce to achieve the desired 
combustion characteristics. To obtain maximum performance and to reduce 
pumping losses, the size of the valve heads should be as large as practical; the 
valve sizes that can be accommodated depend on cylinder head layout. Table 6.1 
lists the typical maximum valve sizes that can be accommodated into several 
common chamber shapes (see Fig. 15-15). The approximate mean piston speed at 
maximum power is a measure of the maximum air flow that each engine design 
can pump. Note that of the two-valve configurations, the designs with inclined 
valve stems permit substantially greater maximum air flow. The four-valve pent- 
roof design, which also has inclined valve stems, is the best of those listed since it 
accommodates the largest valve and port areas (there are other four-valve head 
designs which are comparable). 

Swirl can be generated during the intake process through suitable port, 
valve, and head design. It requires either that the fiow through the intake valve 
be directed tangentially into the cylinder so that gas fiows through one side of the 
valve opening preferentially (e.g., through the use of masks to restrict flow at the 
mask location or through the use of a tangentially directed port or a flow deflec- 
tor in the port just upstream of the valve), or requires the use of a helical intake 
port that imparts an angular velocity to the flow before it enters the cylinder. In 
either case the inlet flow enters the cylinder with higher velocity than it would 
have in the absence of swirl; hence the pressure drop across the valve is 
increased, and maximum air flow through the cylinder is reduced. Well-designed 
helical swirl-generating ports (see Sec. 8.3.2) appear to be the best way to create 
swirl. However, geometric and production constraints often prevent the incorpo- 
ration of such ports into the cylinder head design, and other swirl-generating 
methods must be used. The engine maximum-power penalty associated with gen- 
erating significant swirl is of order 5 to 10 per cent. 

Since swirl is only required at part-throttle operation when enhancement of 
the burn rate is most critical and is not usually required at full throttle when the 
flow restriction penalty is most significant, induction systems with a separate 
passage for the part-throttle air flow, where only this separate passage generates 
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swirl, are an attractive option. However, the gains in volumetric efficiency are 
offset by a higher cost due to the additional complexity in port and manifold of 
the double passage and the-individual throttle valves required in each port for 
flow control. 

Swirl can be intensified during compression with bowl-in-piston combustion 
chambers by decreasing the moment of inertia of the in-cylinder charge as the 
piston moves toward top-center, and thereby increasing its angular velocity (see 
Sec. 8.3.3). An advantage here is that the swirl level generated during induction is 
less than would be required without the compression-produced radially inward 
motion of the charge. This approach can be used with combustion chamber 
designs that are axisymmetric and compact. Swirl can also be generated by squish 
motion toward the end of compression with a suitable design of chamber. The 
advantage of this approach is that there is no induction-stroke swirl-generating 
volumetric efficiency penalty. However, the cylinder head geometries proposed to 
date for either intensifying or generating swirl have vertical valve stems, and 
hence have smaller valve sizes which in themselves restrict air flow. Also, the 
cylinder head geometry required to generate swirl during compression has a 
larger surface area than more open chamber designs and, therefore, has signifi- 
cantly higher heat losses. 

The impact of conventional radially inward squish motion (see Sec. 8.4) on 
in-cylinder turbulence, and hence combustion, is unclear. Chambers with signifi- 
cant squish are also more compact; for this reason alone they would be faster 
burning. 


HEAT TRANSFER. The convective engine heat transfer to the combustion 
chamber walls is described by equations of the form of (12.2): eg., Eq. (12.21). 
The heat-transfer coefficient is usually correlated by expressions of the form of 
Eq. (12.3), which relate the Nusselt, Reynolds, and Prandtl numbers (see Sec. 
12.4). Thus combustion chamber surface area, and especially the surface area in 
contact with the burned gases, is important. Gas velocity is also important; it 
influences the heat-transfer rate through the Reynolds number. Various charac- 
teristic velocities have been used in the Reynolds number to scale heat transfer: 
mean piston speed, mean in-cylinder gas velocity, turbulence intensity, either 
individually or in combination. Both of these variables, area and velocity, are 
affected by combustion chamber design. 

Studies of engine performance using thermodynamic-based simulations of 
the engine’s operating cycle (see Sec. 14.4) provide data that indicate the impor- 
tance of changes in heat transfer. At part-throttle operating conditions, such 
simulation calculations show that a 10 percent change in combustion chamber 
heat losses results in a change of between 2 and 5 percent in brake specific fuel 
consumption; an average fuel consumption change of about one-third the magni- 
tude of the heat-transfer change (and of opposite sign) is an appropriate rule of 
thumb.?*:?” At wide-open throttle, the effect on mean effective pressure is compa- 
rable: a 10 percent change in heat transfer results in about a 3 percent change in 
bmep. 
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This impact of heat transfer on engine efficiency and performance under- 
lines the importance of combustion chamber details that affect heat transfer. For 
the chamber shapes shown in Fig. 15-16, the total heat losses as a fraction of the 
fuel’s energy, at fixed engine speed and intake conditions, were also calculated. 
Both chamber shape and spark plug details affect heat losses since together these 
govern the surface area of the hot burned gases in contact with the walls. The 
open and hemispherical chambers had least heat transfer. Geometries such as the 
bowl-in-piston, which obviously have a higher surface area, had about 10 percent 
higher heat transfer. The effect of shifting the plug from a side to center location 
depended on chamber shape. Open and bowl-in-piston chambers showed little 
change; the hemispherical chamber showed a 4 percent reduction. Given a 
general chamber shape choice, the details of the actual design are important also; 
it is easy to add substantial surface area with piston cutouts, plug bosses, and 
cylinder head masking or squish regions which will deteriorate chamber per- 
formance to a measurable degree. 

Higher in-cylinder velocities affect heat-transfer rates through the Reynolds 
number term in the heat-transfer coefficient correlation. Swirl- and squish- 
generated flows increase in-cylinder gas velocities and will, therefore, increase 
heat-transfer rates. 


15.4.4 Chamber Octane Requirement 


Knock limits an engine’s compression ratio, and hence its performance and effi- 
ciency. The more fundamental aspects of knock were reviewed in Sec. 9.6. Knock 
occurs when the end-gas autoignites prior to its being burned up by the normal 
flame-propagation process. The tendency to knock depends on engine design and 
operating variables which influence end-gas temperature, pressure, and time 
spent at high values of these two properties before flame arrival. 

The presence or absence of knock in an engine depends primarily on the 
antiknock quality of the fuel, which is defined by the fuel’s octane number (see Sec. 
9.6.3). It determines whether or not a fuel will knock in a given engine under 
given operating conditions: the higher the octane number, the higher the resist- 
ance to knock. The octane number requirement of an engine is defined as the 
minimum fuel octane number that will resist knock throughout its speed and 
load range. The following factors affect an engine’s octane requirement: (1) com- 
position of the fuel; (2) chamber geometry and size; (3) charge motion; (4) spark- 
advance curve; (5) inlet air, intake manifold, and water jacket temperatures; (6) 
carburetor or fuel-injector air-fuel ratio calibration; (7) the ambient conditions— 
pressure, temperature, and relative humidity—during the requirement determi- 
nation. 

The following illustrates the interaction between fuel factors and engine 
operating variables. Figure 15-17 shows the relation between spark advance, 
torque, and speed in an engine operating at wide-open throttle. The dashed lines, 
determined with a fuel of sufficiently high octane rating to avoid knock, show 
MBT timing as a function of speed, along with the spark-advance limits for con- 
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FIGURE 15-17 

Relation between spark advance, speed, 
and torque loss, for spark-ignition 
engine at wide-open throttle, showing 
knock limit for specific gasoline and 
typical spark-advance schedule that 
avoids knock problems.7® 
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stant specified percentage torque reductions. The upper solid line traces the spark 
advance for borderline knock with a particular commercial gasoline. To avoid 
knock with this fuel, the spark advance must be set to lose one percent of engine 
torque at 800 rev/min, with the torque loss diminishing to zero at 1200 rev/min. 
Above that speed this particular fuel allows operation at MBT timing without 
knocking. The lower solid curve represents a typical spark-advance schedule at 
WOT. It lies below the borderline knock advance (and results in a significant 
torque loss) for the following reasons. One is that different commercial gasolines 
with the same research octane number can respond differently to variations in 
engine operating conditions. Calibrating the engine (i.c., specifying the schedules 
for spark advance, A/F, and EGR) must be done with sufficient margin of conser- 
vatism to avoid objectionable knock with the normal range of commercial gas- 
olines over the full operating conditions of the engine. A second reason is 
engine-to-engine production variability despite the close dimensional tolerances 
of modern production engineering. For example, the effective compression pres- 
sure in each cylinder of a multicylinder engine is not identical, due to geometric 
and ring-pack behavior differences. The cylinder with the highest compression 
pressure is most knock-prone. Allowing for corresponding effects of cylinder-to- 
cylinder variations in A/F, EGR rates, and spark timing, it is obvious that for a 
given operating condition in a multicylinder engine, one cylinder is more likely to 
knock than the others. It is that cylinder which limits the spark advance.} A third 
reason for the discrepancy between actual spark-advance calibration and the 
knock limit for a given engine and fuel is the octane requirement increase associ- 
ated with the buildup of deposits on the combustion chamber walls over 
extended mileage (see Sec. 9.6.3). 


¢ There is no assurance that the same cylinder will be the principal offender in all engines of the same 
model, nor in a given engine at all operating conditions. 
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In the example shown above, it was the problem of knock at low engine 
speed which required the spark advance calibration to be retarded. Whether low-, 
medium-, or high-speed knock is the limiting factor in a particular engine 
depends on the sensitivity of the fuel, on engine design features, and especially 
upon the engine’s spark-advance requirements for MBT. The knock-limited 
spark advance determined from road octane rating tests will vary with engine 
speed and fuel sensitivity, as shown in Fig. 15-18. Low sensitivity fuels will toler- 
ate more severe engine operating conditions and vice versa. Figure 15-18), c, and 
d shows a typical engine spark-advance characteristic superposed on the knock- 
limited spark-advance plot. Depending on the fuel sensitivity and shape of the 
spark-advance curve, the knock region may occur at low, medium, or high speed 
(or not at all). 

It will be apparent from the above discussion that defining the effect of 
combustion chamber geometry on knock can only be done in an approximate 
fashion. The importance of fuel composition details, differences in engine design, 
the variability between engines of the same type, and the effect of deposits all 
make the quantification of trends as chamber design is varied extremely difficult. 
One of the most important chamber variables is the compression ratio. 
Figure 15-19 shows the relationship between the octane requirement and com- 
pression ratio for a number of combustion chambers. The octane requirement 
was defined as the research octane number of the fuel required to operate the 
engine at WOT with the weakest mixture for maximum power with borderline 
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FIGURE 15-18 _ 
Diagrams showing knock-limited spark-advance curves for fuels of different sensitivity and how these 


can give low-, medium-, and high-speed knock in the same engine.”° 
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(or light) knock coinciding with MBT timing at the given speed. As is well 
known, the octane requirement increases with increasing compression ratio; there 
are, however, differences in the octane requirement between different types of 
chamber at the same compression ratio. The chambers studied were disc-shaped 
chambers, bathtub and four-valve (open chambers with squish) and compact high 
compression ratio chambers (bowl or cup-type chambers in the piston crown or 
in the cylinder head around one of the valves), In the 9 to 11 compression ratio 
range there are only modest differences between the chambers studied, At higher 
compression ratios, 11 to 13, the compact chambers show a lower octane require- 
ment which gives them a 1 to 2 compression ratio advantage over the more open 
chambers. This advantage for the compact (and high-turbulence) chambers comes 
largely from the increased heat-transfer rates in these chambers. Whether the 
higher turbulence is generated during intake or at the end of the compression 
stroke, it increases the heat transfer from the end-gas, reducing its temperature 
and therefore its propensity to knock. However, this higher heat transfer also 
reduces engine power and efficiency, so the benefits of the compression ratio 
advantage are reduced. There is some increase in the knock-limited compression 
ratio with a given fuel as burn time is decreased by using one, two, three, and 
then four spark plugs simultaneously, with a given chamber geometry, but the 
effect is much smaller than the differences suggested by Fig. 15-19.77 

Spark plug location within the chamber is an important factor affecting 
octane requirement. More centrally located plug positions shorten the flame 
travel path to the cylinder walls and decrease the time between spark discharge 
and flame arrival at the end-gas location. This decreases the octane requirement. 
The position of the spark plug in relation to the exhaust valve is also important: 
it is advantageous to burn the unburned mixture which has been heated by 
contact with the hot exhaust valve early in the combustion process. 
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TABLE 15.2 

Engine conditions affecting octane number requirement 
Octane number requirement Octane number requirement 
tends to go up when: tends to go down when: 
1. Ignition timing is advanced. 1. Ignition timing is retarded. 


2. Engine is operated at higher 
supercharging or a larger altitudes or smaller throttle 
throttle opening or higher opening or lower barometric 
barometric pressure. pressure. 

3. Humidity or moisture content 3. Humidity of the air increases. 
of the air decreases. 


2. Air density rises due to 


4. Inlet air temperature is 4. Inlet air temperature is 
increased. decreased. 
5. Coolant temperature is §. Fuel/air ratio is richer or 
raised. leaner than that producing 
maximum knock. 
6. Antifreeze (glycol) engine 6. Exhaust gas recycle system 
coolant is used. operates at part throttle. 


7. Engine load is increased. 7, Engine load is reduced. 


Operating variables that affect the temperature or pressure time histories of 
the end-gas during combustion or the basic autoignition characteristics of the 
unburned fuel, air, residual mixture will also affect the engine’s octane require- 
ment. The most important additional variables which increase or decrease octane 
requirement in a consistent manner are listed in Table 15.2, Relative spark 


Moderate turbulence 


Compression ratio 


0.4 0.8 1.2 16. 2.0 0.4 
Relative air/fuel ratio 


FIGURE 15-20 ; ; a 
Knock limits and lean engine operating limits as function of compression ratio and relative air/fuel 


ratio 2 (A = 1/¢) for moderate and high-turbulence engine combustion chambers.°? 
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advance has a major impact on knock; since it is also easy to adjust, it is the 
engine variable most commonly used to control knock. Studies show that typi- 
cally 0.5 to 1.0 RON reduction is achieved per degree of retard.3° Atmospheric 
conditions—pressure, temperature, and humidity—all affect the octane number 
requirement.>! 

The fuel/air equivalence ratio affects the octane requirement of an engine. 
The highest requirement is for slightly rich mixtures; increasing richness and 
leanness about this point decrease the octane requirement substantially. 
Figure 15-20 shows the knock-limited compression ratio as a function of the rela- 
tive air/fuel ratio (A = 1/¢; A > 1 for lean mixtures) for conventional and high- 
turbulence chambers, for two fuels with different octane ratings. Substantially 
higher compression ratios can be used with lean mixtures, especially with the 
high-turbulence chamber which extends the lean limit. The coolant temperature 
affects the octane requirement. Higher coolant temperature increases the inlet 
mixture temperature, and reduces heat losses from the end-gas to a modest 
degree. 


15.4.5 Chamber Optimization Strategy 


The discussion in the previous sections suggests that the following sequence of 
steps in a combustion chamber development process is most logical. First should 
come the selection of the best chamber geometry. Geometric optimization can 
result in substantial benefits and carries no significant penalties. Chamber 
geometry involves cylinder head and piston crown shape, and plug location. 
Open chambers such as the hemispherical or pent-roof cylinder head, and clam- 
shell, with near central plug location, give close to the maximum flame front 
surface area (and hence a faster burn), have the lowest chamber surface area in 
contact with the burned gases (and therefore the lowest heat transfer), and have 
inclined valves which give high volumetric efficiency. Spark plug location close to 
the center of the chamber is especially important in obtaining a fast burn rate. 
More compact chamber shapes than the open chambers listed above, such as the 
bowl-in-piston or chamber-in-head designs, do produce a somewhat faster burn, 
but with lower volumetric efficiency and higher heat losses. 

Following this first step, two problem areas may remain: the chamber may 
have a higher octane requirement than is desired and the burn rate may not be 
fast enough to absorb the high dilution required at part load to meet the emis- 
sions and fuel consumption goals. 

Positioning the spark plug as close to the center as possible will have 
reduced the octane requirement for that particular chamber shape. Depending on 
chamber design details, some squish area could be introduced. However, the per- 
ceived octane advantage of chamber designs which contain substantial squish is 
offset, at least in part, by their higher heat losses. A unit compression ratio 
increase results in a 3 percent or less increase in efficiency at part load. However, 
if the measures required to increase the compression ratio from, say, 9 to 10 
resulted in a 10 percent increase in heat transfer, engine efficiency would not 
improve. 
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The next step should be to reduce the cyclic variability in the combustion 
process to the maximum extem feasible, by improving the uniformity of the 
intake fuel, air, and EGR mixture. Delivery of equal amounts of each of these 
constituents to each cylinder, provision for good mixing between constituents in 
the intake manifold and port, and accurate control of mixture composition 
during engine transients are all especially important. Also important is achieving 
closely similar flow patterns within each engine cylinder during intake so as to 
obtain equal burn rates in all cylinders. Attention to these intake process and 
mixture preparation details will always improve engine operation and carries no 
performance penalties. 

However, the burn rate may still not be fast enough, especially during the 
critical early stages of flame development, and cyclic variability may still be too 
high to meet the engine’s performance goals. Then higher turbulence levels 
during combustion must be achieved. This is usually best done by creating swirl 
during the induction process. The appropriate method for introducing swir! will 
depend on any geometric manufacturing constraints and cost issues. With no 
geometric constraints, use of helical swirl-generating ports or a divided intake- 
port system with valves to control the flow at light load are likely to have the 
lowest power penalties. It is especially important that only the minimum addi- 
tional turbulence required to achieve the performance objectives be added at this 
stage. Higher than necessary gas velocities within the cylinder result in excessive 
heat losses and low volumetric efficiency. 

In summary, to meet the objectives of a fast, repeatable, and robust com- 
bustion process with high volumetric efficiency, low heat transfer, and acceptable 
octane requirement, combustion chamber development should proceed through 
the following steps. 


1. Optimize the chamber geometry within the design constraints for the 
maximum flame front area, minimum burned gas/chamber wall contact area, 
and largest valve size. 

2. Obtain additional reductions in the cyclic combustion variability by improv- 
ing mixture distribution and uniformity and by creating flow patterns into 
each cylinder that are essentially identical. 

3. Achieve any additional improvement in burn rate and cyclic variability 
required to meet objectives by increasing turbulence to the minimum extent. 
This is usually best done by creating swirl during the induction process. 


15.5 VARIABLES THAT AFFECT CI 
ENGINE PERFORMANCE, EFFICIENCY, 
AND EMISSIONS 


15.5.1 Load and Speed 


The performance of a naturally aspirated DI heavy-duty truck diesel engine and 
a small IDI engine at full load over the engine speed range have already been 
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Mean piston speed, m/s’ 
4 6 8 10 12 


FIGURE 15-21 
Performance map for 6.54-dm? eight-cylinder air- 
cooled naturally aspirated medium-swirl DI diesel 
{ —1 engine, Contours of constant bsfc in grams per 
1000 sina 3000 3500 kilowatt-hour shown. Bore = 102 mm, stroke = 
Engine speed, rev/min 100 mm, r, = 18. Multihole fuel nozzle.33 


discussed in Sec. 15.2, Here we examine the part-load behavior of various types of 
naturally aspirated diesel engines. 

As with SI engines (see Sec. 15.3.3), performance maps where bsfc contours 
are plotted on a graph of bmep versus engine speed are commonly used to 
describe the effects of load and speed variations. Figure 15-21 shows the per- 
formance map for an air-cooled four-stroke cycle medium-swirl naturally aspirat- 
ed DI diesel (similar to the engine in Fig. 1-23). Maximum rated power for this 
6.54-dm? displacement engine at 3200 rev/min is 119 kW, maximum bmep at 
2000 rev/min is 784 kPa, and minimum bsfc (at 1600 rev/min and 580 kPa bmep) 
is 220 g/kW -h, which corresponds to a brake fuel conversion efficiency of 38.5 
percent. The gross indicated fuel conversion efficiency would be about 48 percent. 

; Figure 15-22 shows the performance map for a small high-swirl DI diesel 
which uses the M.A.N. combustion system with a single fuel jet sprayed tangen- 
tially into the swirling air flow. Due to the higher speed and higher swirl than the 
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FIGURE 15-22 

Performance map for 1.47-dm? four-cylinder natu- 
tally aspirated DI diesel engine with high-swirl 
single-hole-nozzle M.A.N. combustion system. 
Contours of constant bsfc in grams per kilowatt- 


hour shown. Bore = 76.5 mm, stroke = 80 mm, 
Engine speed, rev/min r, = 185.54 


860 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


larger DI engine in Fig. 15-21, the maximum bmep is slightly lower. The best bsfc 
is about 10 percent higher largely due to higher friction mep, but in part due to 
higher heat losses resulting from the less favorable surface/volume ratio of the 
smaller bore engine and higher swirl, and lower heat-release rate of the M.A.N. 
system. Note that the maximum mean piston speed for this engine, 13.3 m/s 
at 5000 rev/min, is comparable to that of the larger medium-swirl engine in 
Fig. 15-21 (10.7 m/s). mn 

Figure 15-23 gives the performance characteristics of an automotive natu- 
rally aspirated swirl-chamber IDI diesel engine. Maximum bmep values are 
usually higher than those of equivalent size DI engines because without the need 
to generate swirl during the intake process, the intake port and valve are less 
restrictive and volumetric efficiency is higher, and because the IDI engine can be 
run at lower A/F without smoking. The best bsfc values are usually some 15 
percent higher than values typical of equivalent DI engines. The best brake fuel 
conversion efficiency of the engine of Fig. 15-23 is 32.5 percent. 

Comparisons between naturally aspirated DI and IDI diesel engines of 
closely comparable design and size indicate that the DI engine is always more 
efficient, though the benefit varies with load. At full load, differences of up to 20 
percent in bsfc have been noted, especially in engines with larger displacement 
per cylinder. At part load, the gain is less—of order 10 percent. Comparisons 
should be made at equal emission levels, a task that is difficult to accomplish in 
practice. Emission control with the DI engine is more difficult, so this constraint 
reduces the benefit somewhat. Figure 15-24 shows a breakdown of the indicated 
efficiency differences between the two systems. At full load (A/F = 18 to 20) the 
IDI suffers a penalty of about 15 to 17 percent due in large part to the retarded 
timing of the IDI combustion process and its long, late-burning, heat-release 
profile. At light load, about 300 kPa bmep (A/F = 50), these combustion effects 
are small and the indicated efficiency penalty of the IDI (around 5 to 7 percent) is 
due to the higher heat losses associated with the larger surface area and high- 
velocity flow through the connecting nozzle of the divided-chamber geometry 
and due to the pumping pressure loss between the main and auxiliary cham- 
bers.3® 

Note that all these diesel engine performance maps are similar in general 
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FIGURE 15-23 

Performance map for 1.987-dm? five-cylinder natu- 
rally aspirated IDI swirl-chamber diesel engine. 
Contours of constant bsfc in grams per kilowatt- 
hour shown. Bore = 76.5 mm, stroke = 86.4 mm, 


Engine speed, rev/min r, = 23.35 
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FIGURE 15-24 

Factors which improve the indicated efficiency of 
En ae AS: : naturally aspirated small DI diesel combustion 
10 20 30 40 50 60 70 80 systems relative to IDI swirl-chamber combustion 
Air/fuel ratio system, as a function of A/F or load.3& 


shape and when plotted against S, are quantitatively comparable. The increase in 
bsfc from the minimum value with increasing speed at constant load is due to the 
increase in friction mep, partly offset by the effect of decreasing importance of 
heat losses per cycle on efficiency. The increase in bsfc with decreasing load at 
constant speed is dominated by the decreasing mechanical efficiency as bmep is 
reduced. The indicated fuel conversion efficiency increase as the fuel/air equiva- 
lence ratio is decreased partly offsets this. The trends in bsfc when increasing load 
at constant speed and increasing speed at constant load from the minimum are 
more modest. They are the net results of (1) the increase in mechanical efficiency 
and decrease in indicated fuel conversion efficiency as the load increases and (2) 
decreasing indicated efficiency due to increasing importance of heat losses and 
increasing mechanical efficiency as the speed decreases. The enrichment of the 
mixture at high load and low speed of spark-ignition engines is, of course, absent. 

Figure 15-25 shows the effect of load on NO, and HC emissions for natu- 
rally aspirated DI and IDI diesel engines. For the DI engine NO,, concentra- 
tions rise steadily as the fuel/air ratio increases with increasing bmep at constant 
injection timing. The increasing quantity of fuel injected per cycle results in an 
increasing amount of close-to-stoichiometric combustion products near the peak 
pressure and temperature (see Sec. 11.2.4). The IDI engine shows a similiar trend 
except that, at high load, NO, concentrations level off. These characteristics do 
not change substantially with engine speed. The IDI engine shows significantly 
lower HC emissions than the DI engine. The high HC at idle and light load are 
thought to result from fuel mixing to too lean an equivalence ratio. If diesel 
engines are overfueled at high load, HC emissions then rise rapidly. These HC 
mechanisms are described in Sec. 11.4.4. Injection timing affects NO, and HC 
emissions significantly, as discussed in Sec. 15.5.2 below. 

Figure 15-26 shows smoke and particulate mass emissions from a naturally 
aspirated IDI engine. Rapidly increasing black smoke at very high load limits the 
maximum bmep that a diesel engine can produce. On a specific emission basis 
[Eq. (2.36)], the particulates typically show a U-shaped behavior due to the pre- 
dominance of hydrocarbons in their composition at light load and of carbon at 
high load.** 
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HC emissions at rated speed, with two 
of load on naturally aspirated diesel engine NO, and i 
— timings. Direct-injection and indirect-injection (prechamber) combustion systems. nore 
cylinder, 5.9-dm? displaced volume, engine. DI: r, = 17, rated speed = 2800 rev/min; IDI: r, 

rated speed = 3000 rev/min.*” 


Bosch smoke number 


FIGURE 15-26 
Smoke (Bosch smoke number) and 
particulate mass emissions (in grams 
per kilowatt-hour) as a function of 
load and injection timing for six- 
cylinder 3.7-dm? IDI swirl-chamber 
diesel engine at 1600 rev/min (no 
EGR).*8 
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FIGURE 15-27 


Brake specific HC, NO, and fuel consumption, and smoke emissions, as a function of percent recycled 
exhaust for 2.4-dm four-cylinder high-swirl DI diesel engine at 1250 rev/min and 255 kPa bmep.?9 


Recycled exhaust gas, at part load, can be used to reduce diesel engine NO, 
emissions. Note that since diesel engines operate with the air flow unthrottled, at 
part load the CO, and H,O concentrations in exhaust gas are low; they are 
essentially proportional to the fuel/air ratio. Because of this, high EGR levels are 
required for significant reductions in NO, emissions. Figure 11-18 shows how 
NO,, concentrations decrease as a DI diesel engine inlet air flow is diluted at a 
constant fueling rate. The dilution is expressed in terms of oxygen concentration 
in the mixture after dilution. Figure 15-27 shows how the EGR affects specific 
NO, and HC, fuel consumption, and smoke for a small high-swirl DI diesel 
engine at typical automobile engine part-load conditions. Effective reduction of 
bsNO, is achieved and modest reductions in bsHC, with only a slight increase in 
bsfc. However, smoke increased as the EGR rate increased.3° 


15.5.2 Fuel-Injection Parameters 


Fuel-injection timing essentially controls the crank angle at which combustion 
starts. While the state of the air into which the fuel is injected changes as injec- 
tion timing is varied, and thus ignition delay will vary, these effects are predict- 
able (see Sec. 10.6.4). The fuel-injection rate, fuel nozzle design (including number 
of holes), and fuel-injection pressure all affect the characteristics of the diesel fuel 
spray and its mixing with air in the combustion chamber. 

Figure 15-28 shows the effect on performance and emissions of varying 
injection timing, in (a) a medium-swirl DI diesel engine and (b) an IDI engine. At 
fixed speed and constant fuel delivery per cycle, the DI engine shows an optimum 
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FIGURE 15-28 

Effect of start-of-injection timing on diesel engine performance and emissions. (a2) Medium-swirl DI 
diesel engine with deep combustion bowl and four-hole injection nozzle, 2600 rev/min, fuel delivery 
75 mm?/cycle, fuel/air equivalence ratio 0.69.3” (b) Swirl-chamber IDI engine, 2500 rev/min, 0 and 100 
percent load.4° 


bsfc and bmep at a specific start of injection for a given injection duration.+ The 
IDI engine experiments are at fixed bmep; here, bsfc at full load and fueling rate 
at idle show a minimum at specific injection timings. Injection timing which is 
more advanced than this optimum results in combustion starting too early before 
TC; injection retarded from this optimum results in combustion starting too late. 
Injection timing variations have a strong effect on NO, emissions for DI 
engines: the effect is significant but less for IDI engines. Retarded injection is 
commonly used to help control NO, emissions. It gives substantial reductions, 
initially with only modest bsfc penalty. For the DI engine, at high load, specific 
HC emissions are low and vary only modestly with injection timing. At lighter 
loads, HC emissions are higher and increase as injection becomes significantly 
retarded from optimum. This trend is especially pronounced at idle. For IDI 
diesel engines HC emissions show the same trends but are much lower in magni- 
tude than DI engine HC emissions.*! Figure 15-25 supports this discussion.*” 


+ This optimum injection timing gives maximum brake torque, though the designation MBT timing 
is less commonly used with diesels than with SI engines. 
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Retarding timing generally increases smoke, though trends vary signifi- 
cantly between different types and designs of diesel engine. Mass particulate emis- 
sions increase as injection is retarded. 

The injection rate depends on the fuel-injector nozzle area and injection 
pressure. Higher injection rates result in higher fuel-air mixing rates, and hence 
higher heat-release rates (see Sec. 10.7.3). For a given amount of fuel injected per 
cylinder per cycle, as the injection rate is increased the optimum injection timing 
moves closer to TC. The effects of injection rate and timing on bsfc in a naturally 
aspirated DI diesel engine are shown in Fig. 15-29. The higher heat-release rates 
and shorter overall combustion process that result from the increased injection 
rate decrease the minimum bsfc at optimum injection timing: however, a limit to 
these benefits is eventually reached. 

Increasing the injection rate increases NO, emissions and decreases smoke 
or particulate emissions. The controlling physical process is the rate of fuel-air 
mixing in the combustion chamber so, at constant fuel injected per cylinder per 
cycle, both increased injection pressure at fixed nozzle orifice area (which reduces 
injection duration) and reduced nozzle area at fixed injection duration produce 
these trends.*? 


The engine designer’s goal is obviously to achieve the best bsfc possible 
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FIGURE 15-29 


Effect of injection timing and injection rate on bsfc for 0.97-dm> single-cylinder naturally aspirated DI 
diesel engine with swirl. 2000 rev/min, 60 mm? per stroke fueling rate.4? 
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FIGURE 15-30 

Tradeoff between NO, and smoke emissions for 

quiescient single-cylinder DI diesel engine with 

bore = 140mm, stroke = 152 mm, __sr, = 14.3, 

eight-hole injector nozzle. Various speeds, fueling 

0 200 400 600 800 1000 1200 rates, injection timings, injection pressures, % 
NO,, ppm EGR; constant A/F = 25.4% 


with emission levels low enough to satisfy the constraints imposed by emission 
standards. The variations of bsfc, NO,, and particulate emissions described 
above involve tradeoffs that make achieving this goal especially difficult. One 
well-established tradeoff is between bsfc and bsNO,. Injection retard from 
optimum injection timing decreases bsNO,, at the expense of an increase in bsfc. 
A second important tradeoff is that between NO,, and particulate emissions, illus- 
trated for a DI diesel engine in Fig. 15-30. Smoke is plotted versus NO, for a 
range of speeds, loads (fuel per cycle), injection timings, injection pressures, and 
EGR rates. The air/fuel ratio was maintained constant at 25 (@ = 0.58). The 
figure indicates that for a well-optimized DI diesel engine, the smoke nitric oxide 
tradeoff is relatively independent of engine speed, injection rate, injection timing, 
and amount of EGR. A given reduction in one of these pollutants through chang- 
ing any one of these variables results in a given increase in the other pollutant. 
This tradeoff exists for essentially all types of diesel engine, though the magnitude 
depends on engine details. 


15.5.3 Air Swirl and Bowl-in-Piston Design 


Increasing amounts of air swirl within the cylinder (see Sec. 8.3) are used in 
direct-injection diesel engines, as engine size decreases and maximum engine 
speed increases, to achieve adequately fast fuel-air mixing rates (see Sec. 10.2.1). 
In these medium-to-small size engines, use of a bowl-in-piston combustion 
chamber (Fig. 10-1b and c) results in substantial swirl amplification at the end of 
the compression process (Sec. 8.3.3). Here, the impacts of varying air swirl on the 
performance and emissions characteristics of this type of DI engine are reviewed. 
Since air swirl is used to increase the fuel-air mixing rate, one would expect 
the overall duration of the combustion process to shorten as swirl increases and 
emissions that depend on the local fuel/air equivalence ratio to be dependent on 
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swirl level. Figure 15-31 shows the effects of swirl and injection-timing variations 
on bsfc and emissions of a DI engine of 1.36 dm? per cylinder displacement with 
a toroidal bowl-in-piston chamber (see Fig. 10-3b). The swirl ratio [Eq. (8.28)] 
was varied using shrouded inlet valves with shrouds of different subtended angle 
(60 to 120°). The injection timing which gives minimum bsfc shifts toward TC as 
the swirl ratio increases due to the decreasing total combustion duration. The 
minimum bsfc was achieved with a swirl ratio of 6 to 7: while higher swirl levels 
continue to increase fuel-air mixing rates, heat transfer increases also and even- 
tually offsets the mixing rate gain. Particulate and CO emissions decrease as swirl 
increases due to more rapid fuel-air mixing. NO, emissions increase with increas- 
ing swirl. At constant injection timing, however, about half the increase is due to 
the effect of injection advance relative to the optimum timing and half to the 
shorter combustion process.** Similar trends have been observed as swirl is 
varied with the M.A.N. single-hole-nozzle diesel combustion system of Fig. 10-1c. 

In production engines, the various types of port design shown in Fig. 8-13 
can be used to generate swirl during the induction process. Of these, the helical 
ports are most effective at producing relatively uniform high swirl with the 
minimum loss in volumetric efficiency. 

The geometry of the bowl-in-piston combustion chamber governs the 
extent to which induction-generated swirl is amplified during compression. The 
flow field in the bowl during fuel injection is also dependent on the interaction 
between this swirling flow and the squish motion which occurs as the top of the 
piston crown approaches the cylinder head (see Sec. 8.4). Various types of bow!- 
in-piston design for multihole fuel nozzle DI engines are shown in Fig. 15-32 (for 
the M.A.N. single-hole-nozzle system a spherical bowl is used; see Fig. 10-1c). 
More conventional designs (e.g., Fig. 15-32a) have the bowl sides essentially 
parallel to the cylinder liner. Note that it is often necessary to offset the bowl axis 
from the cylinder axis and the injector nozzle hole locations from the bowl axis, 
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FIGURE 15-31 

Effect of air swirl on bsfc and emissions of single- 
cylinder DI diesel engine with toroidal bowl-in- 
piston chamber. 1.36-dm* displacement, r, = 16, 
bowl diameter/bore = 0.5, 2000 rev/min, full load. 
Swirl ratio measured in bowl-in-piston at injec- 
Injection timing, deg BTC tion.+ 
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FIGURE 15-32 
Various bowl-in-piston chamber designs for DI diesel engines with swirl: (a) conventional straight- 
sided bowl,?” (b) reentrant bowl,*5 (c) square reentrant bowl.*® Pts 


due to the geometric constraints imposed by the valves. An alternative design 
with a reentrant bowl (Fig. 15-32b) is sometimes used to promote more rapid 
fuel-air mixing within the bowl. The squish-swirl interaction with highly reen- 
trant bowl designs differs markedly from the interaction in nonreentrant bowls. 
Figure 15-33 shows the two different flow patterns set up in a diametral plane. 
With a conventional bowl, the swirling air entering the bow! flows down to the 
base of the bowl, then inward and upward in a toroidal motion. In reentrant 
bowls the swirling air entering the bowl spreads downward and outward into the 
undercut region, and then divides into a stream rising up the bowl sides and a 
stream flowing along the bowl base. Reentrant chambers generally produce 
higher swirl at the end of compression, and maintain a high swirl ievel further 


FIGURE 15-33 

Flow pattern set up in diametral plane 
by squish-swirl interaction in (a) conventional 
and (b) reentrant bowl-in-piston combus- 
tion chambers. & cylinder axis.*7 
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into the expansion stroke.*” Reentrant chambers usually achieve lower HC and 
smoke emissions and slightly lower bsfc, especially at retarded injection timings. 

Square cavity chambers (see Fig. 15-32c) are also used with swirl to achieve 
low emissions in smaller-size DI diesel engines. The interaction between the swirl 
and the chamber corners produces additional turbulence which, with fuel injected 
into the corners as shown, achieves a more uniform mixture within the bowl. 

The air flow field within bowl-in-piston combustion chambers when fuel 
injection occurs is highly complex. Certain generalizations hold: e.g., reducing the 
bowl diameter at a constant compression ratio increases the swirl levels in the 
bowl at TC [see Eq. (8.35) and the accompanying text] which decreases smoke 
and increases NO, and HC emissions.*” However, the squish-swirl interaction is 
difficult to unravel, especially with the off-center bowls often required due to the 
constraints on injector location caused by the valves. Figure 14-33 gives an 
example of such a flow. It shows velocity vectors and turbulence intensities in 
two orthogonal bowl-diametral planes within an off-center reentrant bow! as TC 
is approached in a small high-swirl DI engine. The off-center bowl location 
coupled with the swirl-squish interaction cause substantial asymmetry in the flow 
within the bowl. 


15.6 SUPERCHARGED AND 
TURBOCHARGED ENGINE 
PERFORMANCE 


The equations for power, torque, and mep in Sec. 2.14 show that these engine 
performance parameters are proportional to the mass of air inducted per cycle. 
This depends primarily on inlet air density. Thus the performance of an engine of 
given displacement can be increased by compressing the inlet air prior to entry to 
the cylinder. Methods for achieving higher inlet air density in the gas exchange 
processes—mechanical supercharging, turbocharging, and pressure-wave 
supercharging—are discussed in Sec. 6.8. The arrangements of the various practi- 
cal supercharging and turbocharging configurations are shown in Fig. 6-37. 
Figures 1-11, 6-40, 6-43, 6-49, 6-53, and 6-58 show examples of the different 
devices used to achieve higher inlet air densities. In this section the effects of 
boosting air density on engine performance are examined. Spark-ignition and 
compression-ignition engines are dealt with separately. Power boosting via super- 
charging and/or turbocharging is common in diesel engines: few spark-ignition 
engines are turbocharged. Knock prevents the full potential of boosting from 
being realized in the latter type of engine. A more extensive discussion of turbo- 
charged engine operation is provided by Watson and Janota.*8 


15.6.1 Four-Stroke Cycle SI Engines 


The bmep of most production spark-ignition engines at wide-open throttle is 
knock-limited over part of the engine speed range (see Sec. 15.4.4). The compres- 
sion ratio is usually set at a sufficiently high value so that some spark retard from 
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MBT timing is needed to avoid knock for the expected range of available fuel 
octane rating and sensitivity (see Fig. 15-17). The propensity of the end-gas to 
knock is increased by increases in end-gas temperature and pressure (see Sec. 
9.6.2). Hence attempts to boost the output of a given size spark-ignition engine 
by an inlet air compression device that increases air pressure and temperature 
will aggravate the knock problem, since end-gas pressure and temperature will 
increase. However, the potential advantages of power boosting are significant. 
The higher output for a given displaced volume will decrease engine specific 
weight and volume (Sec. 2.11). Also, if the power requirements in a specific appli- 
cation (such as an automobile) can be met with either a naturally aspirated SI 
engine of a certain size or with a smaller size engine which is turbocharged to the 
same maximum power, the smaller turbocharged engine should offer better fuel 
economy at part load. At a given part-load torque requirement, the mechanical 
efficiency of the smaller turbocharged engine is higher, and if the gross indicated 
efficiencies of the engines are the same, the smaller engine will show a brake 
efficiency benefit. In practice, it proves difficult to realize much of this potential 
efficiency gain for the reasons described below. 

While a naturally aspirated spark-ignition engine may have sufficient 
margin of safety relative to knock to allow modest inlet-air boost, any substantial 
air compression prior to cylinder entry will require changes in engine design 
and/or operating variables to offset the negative impact on knock. The variables 
which are adjusted to control knock in turbocharged SI engines are: compression 
ratio, spark retard from optimum, charge air temperature, and fuel/air equiva- 
lence ratio. Figure 15-34 shows how the knock limits depend on charge pres- 
sure, temperature, fuel/air equivalence ratio and compression ratio for given 
octane rating fuels. The difference in boost achievable with the premium and the 
regular quality gasoline is significant, as expected (Sec. 9.6.3). Charge-air tem- 
perature has a strong influence on allowable boost levels: lowering the com- 
pressed air temperature prior to entry to the cylinder with a charge-air cooler 
allows a substantially higher compression ratio to be used at a given boost level, 
with a corresponding impact on engine efficiency.{ The boost pressure benefits of 
the richer mixtures in Fig. 15-34a (@ = 1.1 compared with 0.9) are largely due to 
the cooling effect of the additional fuel on the air charge. For example, Fig. 
15-34b shows that, with a rich mixture and charge cooling to 60°C, a charge 
pressure of 1.5 atm can be utilized at optimum spark timing with a compression 
ratio of 8. Without charge cooling, the same charge pressure can only be used 
with a compression ratio of 6.*° 

In turbocharged SI engines, the knock limit is usually reached at spark 
timings retarded from the MBT optimum. Figure 15-35 shows the brake mean 


+ Valve timing changes are often made too. These are done primarily to improve low-speed torque 
where turbocharging has a limited impact. 
+ The turbocharged engine in Fig. 1-10 has an intercooler to reduce the inlet charge temperature. 
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Dependence of SI engine knock limits on: (a) charge pressure, temperature, and equivalence ratio ¢, 
with r, = 7, 2500 rev/min, MBT timing, 91 and 100 research octane number fuel; (b) charge pressure 
and compression ratio, without and with (to 60°C) charge air cooling, 2500 rev/min, MBT timing, 
¢ = 1.1, 100 RON fuel.*® 


effective pressure achievable at a fixed compression ratio as a function of charge 
pressure and ignition timing with and without charge-air cooling. Additional 
retard allows higher boost pressures to be utilized; however, at a constant safety 
margin from the knock limit, the resulting gains in bmep decrease as retard is 
increased. To avoid an unnecessary fuel consumption penalty, retarded timing 
should only be used when the turbocharger does develop a high boost pressure. 
The above discussion illustrates why turbocharged spark-ignition engines 
normally have lower compression ratios than naturally aspirated engines, use 
substantial mixture enrichment (up to ¢ ~ 1.3) at high boost to cool the charge, 
often use an intercooler to reduce the charge-air temperature, and operate with 


FIGURE 15-35 
Brake mean effective pressure and knock limits for 
turbocharged SI engines as a function of spark 
3 7 55 a advance and inlet pressure p, (in atmospheres). 2500 
rev/min, r, = 7, 6 = 1.1, 99 RON fuel, without and 
Spark advance, deg BTC with (AT = 45°C) charge-air cooling.*° 
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retarded timing at high boost pressures. Since compression ratio reductions and 
retarded ignition timings result in losses in efficiency, and unintended knock with 
high boost pressures would be especially damaging, precise control of ignition 
timing is critical. Most turbocharged SI engines now use a knock sensor and 
ignition-timing control system so that timing can be adjusted continuously to 
avoid knock without unnecessary retard. The sensor is usually an accelerometer 
which senses above-normal vibration levels on the cylinder head at the character- 
istic knock frequency. With a knock sensor, ignition timing can be automatically 
adjusted in response to changes in fuel octane rating and sensitivity, and ambient 
conditions. 

Turbocharged SI engines where fuel is mixed with the air upstream or 
downstream of the compressor, using carburetors or fuel-injection systems, have 
been developed and used. Most modern turbocharged engines use port fuel injec- 
tion. This provides easier electronic control of fuel flow, avoids filling most of the 
pressurized manifold volume with fuel-air mixture, and improves the dynamic 
response of the system by reducing fuel transport delays. 

We now consider the performance of actual turbocharged spark-ignition 
engines. Examples of compressor outlet or boost pressure schedules as a function 
of speed at wide-open throttle for three turbocharged engines are shown in 
Fig. 15-36. The essential features of the curves are the same. Below about 1000 
engine rev/min the turbocharger achieves negligible boost. Boost pressure then 
rises with increasing speed to 1.4 to 1.8 atm (absolute pressure) at about 2000 
rev/min. Boost pressure then remains essentially constant with increasing engine 
speed. The rising portion of the curve is largely governed by the relative size of 
the turbine selected for a given engine. This is usually expressed in terms of the 
A/R ratio of the turbine—the ratio of the turbine’s inlet casing or volute area A 
to the radius of the centroid of that area. Lower A/R values (smaller-capacity 
turbines) give a more rapid boost pressure rise with increasing speed; however, 
they give higher boost pressures at high engine speed, which is undesirable.** *° 

Avoidance of knock is the reason why boost must be limited at medium to 


& 8 


es 
i=} 


FIGURE 15-36 
Boost pressure schedules for three turbocharged 
spark-ignition engines: (a) 3.8-<dm? V-6 engine, 
86.4 mm stroke, r, = 8;°° (6) 2.2-dm? four-cylinder 
engine, 92 mm stroke, r, = 8.1;°! (c) 2.32-dm? four- 
© 1000 2000 3000 4000 5000 6000 cylinder engine, 80 mm stroke, r, = 8.7.5? All sched- 
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—-—- 2.1-dm? TC 
———2.3-dm3 NA 


FIGURE 15-37 

Power and torque as a function of engine speed 
for two turbocharged and one naturally aspi- 
rated four-cylinder spark-ignition engine. See 
Engine speed, rev/s Table 15.352 


high engine speed; the details of this problem have already been discussed above. 
Even with the use of very rich mixtures and spark retard at WOT, lower com- 
pression ratios for turbocharged engines, and intercooling, knock avoidance 
requires that boost pressures (which would continue to rise with increasing 
engine speed in the absence of any control) be maintained approximately con- 
stant. This is normally achieved by reducing the exhaust flow through the turbine 
as speed increases by bypassing a substantial fraction of the exhaust around the 
turbine through the wastegate or flow control valve (see Sec. 6.8.4). A wastegate is 
a spring-loaded valve acting in response to the inlet manifold pressure on a con- 
trolling diaphragm. Although other methods of controlling boost can be used,*® 
the wastegate is the most common. About 30 to 40 percent of the exhaust 
bypasses the turbine at maximum engine speed and load. 

Figure 15-37 compares the performance of two turbocharged spark-ignition 
engines (four-cylinder, 2.1- and 2.3-dm* displacement) with that of the base 
2.3-dm? engine in its naturally aspirated form. Table 15.3 gives details of these 


TABLE 153 
Turbocharged spark-ignition engine performance5” 


Type 2.1-dm? TC 23-dm?>NA 2.3-dm? TC/AC 
eee 
Displacement, dm? 2.127 2.316 2.316 

Bore x stroke, mm 92 x 80 96 x 80 96 x 80 
Compression ratio 15 9.5 8.7 

Maximum power, kW at rev/min 98 at 5400 83 at 5400 117 at 5300 
Maximum torque, N- m at rev/min 210 at 3800 184 at 2800 250 at 2900 
Maximum bmep, kPa 1241 998 1356 


ae 
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FIGURE 15-38 

Comparison of bsfc contours (in grams per 

kilowatt-hour) on performance maps of turbo- 

charged and naturally aspirated versions of the 

50 30 40 50 60 70 80 9% 100 same spark-ignition engine, scaled to the same 
Percent maximum mean piston speed maximum torque and mean piston speed.>? 


Percent maximum torque 


bsfc, g/kWsh 


three engines. The 2.1-dm? turbocharged but not intercooled engine (which also 
does not have a knock sensor to control spark advance) requires a lower com- 
pression ratio and achieves less of a bmep gain than the 2.3-dm* turbocharged 
intercooled engine with its knock-sensor spark-advance control, which together 
permit use of a higher compression ratio. Turbocharging the naturally aspirated 
2.3-dm? engine, with the modifications indicated, results in a 36 percent increase 
in maximum engine torque and a flatter torque-versus-speed profile. 

The brake specific fuel consumption contours of an engine produced in both 
naturally aspirated and turbocharged versions are shown in Fig. 15-38. The data 
have been scaled to represent engines of different displaced volume but the same 
maximum engine torque. The smaller-displacement low-compression-ratio turbo- 
charged engine (r, = 6.9) shows a reduction in bsfc at low speed and part load 
due to improved mechanical efficiency. At high speed and load the larger- 
displacement naturally aspirated engine has an advantage in bsfc due to its 
higher compression ratio (8.2), less enrichment, and more optimum timing.** In a 
vehicle context, the low-speed part-load advantage of the smaller size but equal 
power turbocharged engine should result in an average fuel economy benefit rela- 
tive to the larger naturally aspirated engine. This benefit has been estimated as a 
function of load. At full load the average efficiencies should be comparable; at 
half load, the turbocharged engine should show a benefit of about 10 percent, the 
benefit increasing as load is decreased.*° 


15.6.2 Four-Stroke Cycle CI Engines 


The factors that limit turbocharged diesel engine performance are completely 
different to those that limit turbocharged spark-ignition engines. The output of 
naturally aspirated diesel engines is limited by the maximum tolerable smoke 
emission levels, which occur at overall equivalence ratio values of about 0.7 to 
0.8. Turbocharged diesel engine output is usually constrained by stress levels in 
critical mechanical components. These maximum stress levels limit the maximum 
cylinder pressure which can be tolerated under continuous operation, though the 
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thermal loading of critical components can become limiting too. As boost pres- 
sure is raised, unless engine design and operating conditions are changed, 
maximum pressures and thermal loadings will increase almost in proportion. In 
practice, the compression ratio is often reduced and the maximum fuel/air equiv- 
alence ratio must be reduced in turbocharged engines (relative to naturally aspi- 
rated engines) to maintain peak pressures and thermal loadings at acceptable 
levels. The fuel flow rate increases at a much lower rate than the air flow rate as 
boost pressure is increased. Limitations on turbocharged engine performance are 
discussed more fully by Watson and Janota.*® 

Small automotive indirect-injection (IDI) turbocharged engines are limited 
by structural and thermal considerations to about 130 atm maximum swirl- or 
pre-chamber pressure, 14 m/s maximum mean piston speed, and 860°C 
maximum exhaust temperature.°* Smoke and NO, emission standards are addi- 
tional constraints. Figure 15-39 shows the full-load engine and turbocharger per- 
formance characteristics of a six-cylinder 2.38-dm? displacement Comet V 
swirl-chamber automobile diesel engine. The maximum boost pressure is con- 
trolled by a poppet-valve-type wastegate to 0.75 bar above atmospheric. The fuel 
consumption map for this engine is shown in Fig. 15-40. Superimposed on the 
turbocharged engine map is the map for the base naturally aspirated swirl- 
chamber IDI engine of the same geometry and compression ratio (r, = 23). The 
turbocharged engine has a maximum torque 46 percent higher and a maximum 
power 33 percent higher than the naturally aspirated engine. The best bsfc values 
are closely comparable. 

The different methods of supercharging internal combustion engines were 
reviewed in Sec. 6.8. Turbocharging, mechanical supercharging with a Roots 
blower, and pressure wave supercharging with the Comprex are alternative 
methods of boosting the performance of a small automotive swirl-chamber IDI 
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Engine and turbocharger characteristics of six-cylinder 2.38-dm> swirl-chamber IDI automotive diesel 
engine at full load.5* 
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FIGURE 15-40 
Fuel consumption map (bsfc in grams per kilowatt-hour) for turbocharged ¢ 
rated {---) versions of 2.38-dm° six-cylinder swirl-chamber IDI diesel engine.5* 
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FIGURE 15-41 

Torque and brake specific fuel consump- 
tion of naturally aspirated and super- 
charged 1.2-dm® swirl-chamber IDI diesel 
engine. Baseline (1): naturally aspirated. 
Supercharged with (2) Roots blower; (3) 
Comprex (with and without intercooler); 
(4) turbocharger. Larger displacement 
Engine speed, rev/min 1.6-dm! naturally aspirated engine (5).°5 
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diesel engine. Figure 15-41 compares the torque and bsfc values obtained with 
each of these supercharging methods on a performance map for a 1.2-dm? engine. 
Values for a 1.6-dm? naturally aspirated IDI diesel engine are also shown. All 
three approaches achieve close to the desired maximum power of the 1.6-dm? NA 
engine (40 kW at 4800 rev/min): e.g., 1.2-dm? turbo, 41.2 kW at 4500 rev/min; 
1.2-dm? Comprex with intercooler, 42.3 kW at 3500 rev/min; 1.2-dm? Roots, 
37.6 kW at 4000 rev/min. The Comprex system produces the highest torque at 
low engine speeds, even under unsteady engine operating conditions. The density 
of the charge air determines the amount of charge, and hence the torque. Charge- 
air pressure and temperature for the three supercharging systems are shown in 
Fig. 15-42. The Comprex (here without an intercooler) must have the highest 
charge pressure because it has the highest charge temperature. Intercooling 
would be particularly effective in this case.*5 

Small high-speed high-swirl turbocharged direct-injection diesel engines 
(e.g. suitable for automobile or light-truck applications) have similar per- 
formance maps to those of equivalent IDI engines (Figs. 15-39 and 15-40). 
Maximum bmep values are closely comparable: usually slightly higher boost is 
required to offset the lower volumetric efficiency of the high-swirl-generating port 
and valve of the DI engine. Best bsfc values for the DI engine are usually about 
15 percent lower than of comparable IDI engines (see Ref. 56). 

The operating characteristics of larger medium-swirl turbocharged DI 
diesel engines are illustrated by the data shown in Fig. 15-43. The engine is a 
12-dm? displacement six-cylinder heavy-duty truck engine. The combustion 
chamber is similar to that shown in Fig. 15-32c, with a square combustion cavity 
and relatively low levels of swirl. The swirl is generated by a helical port in one of 
the two intake ports and a tangential port in the other in the four-valve cylinder 
head. Both the engine’s operating map and the turbocharger compressor map 
with the boost pressure curve superposed are shown for two different compressor 
impellors. The adoption of the backward-vaned rake-type impellor compared to 
a more conventional design significantly increases low- and medium-speed per- 
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FIGURE 15-43 ; 
Performance characteristics of turbocharged 12-dm? six-cylinder medium-swirl heavy-duty truck DI 


i i i i i : 1 consumption maps; (b) compressor 
diesel engine, with two different compressor impellors (a) fue n 
maps with full-load boost operating line for engine with backward-vaned impellor superposed. 
Bore = 135 mm, stroke = 140 mm, r, = 16.5’ 


formance by improving the compressor efficiency over the engine’s boost pressure 
curve (Fig. 15-43b). A wastegate is then used to control the boost level at high 
engine speeds. The improvement in low-speed engine torque 1s apparent in 
Fig. 15-43a. The dependence of the maximum torque curve on both engine and 
turbocharger design details is clear. With boost pressure ratios limited to below 
2, in the absence of air-charge cooling, maximum bmep values of 1.1 MPa are 
ical of this size and type of diesel engine. 
“p vith stracturally “more rugged component designs, aftercooled turbo- 
charged medium-speed diesel engines with swirl in this cylinder size range can 
utilize higher boost and generate much higher bmep. Wastegate control of boost 
is no longer required. Figure 15-44 shows the performance characteristics of a 
V-8 cylinder engine with its compressor map and full-load boost characteristic. 
This turbocharged intercooled engine achieves a maximum bmep of about 
1.5 MPa and bsfc below 200 g/kW-h between the maximum torque speed and 
rated power. Boost pressure at full load increases continuously over the engine 


speed range.°® 
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FIGURE 15-44 

Performance characteristics of medium-speed turbocharged aftercooled DI diesel engine. (a) Torque, 
power, smoke number, and bsfc for V twelve-cylinder version. (b) Compressor characteristics and 
engine full-load line for V-8 cylinder version. Bore = 128 mm, stroke = 140 mm, r, = 15.58 


Examples of values of combustion-related parameters for this type of engine 
over the load range at its maximum rated speed are shown in Fig. 15-45 for a 
14.6-dm® six-cylinder turbocharged aftercooled DI diesel engine with a boost 
pressure ratio of 2 at rated power. The ignition delay decreases to about 10° 
(0.9 ms at 1800 rev/min) as load is increased. The bmep at 100 percent rated load 
at this speed is 1.2 MPa. Exhaust temperature increases substantially with 
increasing load: maximum cylinder pressure increases to about 10 MPa at the 
rated load. In this particular study it was found that these operating parameters 
were relatively insensitive to fuel variations. The cross-hatched bands show data 
for an additional nine fuels of varying sulfur content, aromatic content, 10 and 90 
percent distillation temperatures.5? 

Higher outputs can be obtained with two-stage turbocharged aftercooled 
diesel engines, the arrangement shown in Fig. 6-37d. The performance character- 
istics of such a high bmep (1.74 MPa) six-cylinder engine of 14-dm? displacement 
are shown in Fig. 15-46, The high air flow requires an overall pressure ratio of 3 
at sea level ambient conditions (rising to 4 at 3658 m altitude). This was obtained 
at lower cost with two turbochargers in series than with a multistage single tur- 
bocharger. At rated conditions, the maximum cylinder pressure is 12.7 MPa and 
the maximum mean piston speed is 10.6 m/s. 

Additional gains in efficiency with these heavy-duty automotive diesel 
engines can be achieved with turbocompounding: some of the available energy in 
the exhaust gases is captured in a turbine which is geared directly to the engine 
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Operating parameters of 14.6-dm? six-cylinder turbocharged aftercooled DI diesel engine as a func- 
tion of load at maximum rated speed of 1800 rev/min. Maximum rated power = 261 kW at 
bmep = 1192 kPa. Points: standard diesel fuel. Shaded band: nine fuels of varying sulfur content, 
aromatic content, 10 and 90 per cent distillation temperatures.°? 
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drive shaft. The above discussion indicates that typical turbocharged DI diesel 
engines achieve bsfc levels of 210 to 220 g/kW-h (brake fuel conversion effi- 
ciencies of 0.4 to 0.38). With the increased cylinder pressure capability, higher 
fuel-injection pressures, and lower-temperature aftercooling of the above higher 
bmep engines, bsfc values of 200 g/kW -h (0.42 brake efficiency) or lower can be 
achieved. With turbocompounding, bsfc values can be reduced another 5 to 6 
percent to about 180 g/kW-h, or a brake efficiency of 0.47, at rated power.°! 

The largest four-stroke cycle DI diesel engines are used for marine propul- 
sion. An example is the Sulzer 400 mm bore 480 mm stroke engine which pro- 
duces 640 kW per cylinder at 580 rev/min (S, = 9.3 m/s). Very high bmep levels 
(2.19 MPa) are achieved at maximum continuous rated power through progress 
in turbocharger design and engine improvements which allow higher maximum 
cylinder pressures. These, combined with optimization of gas exchange and com- 
bustion processes, achieve bsfc values of 185 to 190 g/kW-h (45 to 46 percent 
brake efficiency).°? 

Many diesel system concepts are being examined which promise even 
higher output and/or efficiency. Variable-geometry turbocharger-turbine nozzles 
improve utilization of exhaust gas available energy at low engine speeds. The 
hyperbar turbocharging system—essentially a combination of a diesel engine 
with a free-running gas turbine (a combustion chamber is placed between the 
engine and the turbocharger turbine)—has the potential of much higher bmep. 
Diesel systems with thermally insulated combustion chambers which reduce heat 
losses and increase the available exhaust energy have the potential for improving 
efficiency and for increasing power through additional exhaust energy recovery in 
devices such as compounded turbines and exhaust-heated Rankine cycle 
systems.*® 


15.6.3 Two-Stroke Cycle SI Engines 


The two-stroke cycle spark-ignition engine in its standard form employs sealed 
crankcase induction and compression of the fresh charge prior to charge transfer, 
with compression and spark ignition in the engine cylinder after charge transfer. 
The fresh mixture must be compressed to above exhaust system pressures, prior 
to entry to the cylinder, to achieve effective scavenging of the burned gases. Two- 
stroke cycle scavenging processes were discussed in Sec. 6.6. The two-stroke 
spark-ignition engine is an especially simple and light engine concept and finds 
its greatest use as a portable power source or on motorcycles where these advan- 
tages are important. Its inherent weakness is that the fresh fuel-air mixture which 
short-circuits the cylinder directly to the exhaust system during the scavenging 
process constitutes a significant fuel consumption penalty, and results in excessive 
unburned hydrocarbon emissions. 

This section briefly discusses the performance characteristics of small crank- 
case compression two-stroke cycle SI engines. The performance characteristics 
(power and torque) of these engines depend on the extent to which the displaced 
volume is filled with fresh mixture, ie. the charging efficiency [Eg. (6.24)]. The 
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fuel consumption will depend on both the trapping efficiency [Eq. (6.21)] and the 
charging efficiency. Figure 15-47a shows how the trapping efficiency ,, varies 
with increasing delivery ratio A at several engine speeds for a two-cylinder 
347-cm? displacement motorcycle crankcase compression engine. The delivery 
ratio increases from about 0.1 at idle conditions to 0.7 to 0.8 at wide-open throt- 
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(a) Trapping and charging efficiencies as a function of the delivery ratio. (b) Dependence of brake 
mean effective pressure on fresh-charge mass defined by charging efficiency. Two-cylinder 347-cm 
displacement two-stroke cycle spark-ignition engine.*? 
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stroke = 56 mm. 


Engine speed, rev/min 
tle. Lines of constant charging efficiency 7, [which equals An,,; see Eq. (6.25)] 
are shown. Figure 15-47b shows bmep plotted against these charging efficiency 
values and the linear dependence on fresh charge mass retained is clear. 

Performance curves for a three-cylinder 450-cm? two-stroke cycle minicar 
engine are shown in Fig. 15-48. Maximum bmep is 640 kPa at about 4000 rev/ 
min. Smaller motorcycle engines can achieve slightly higher maximum bmep at 
higher speeds (7000 rev/min). Fuel consumption at the maximum bmep point is 
about 400 g/kW -h. Average fuel consumption is usually one-and-a-half to two 
times that of an equivalent four-stroke cycle engine. 

CO emissions from two-stroke cycle engines vary primarily with the fuel/air 
equivalence ratio in a manner similar to that of four-stroke cycle engines (see 
Fig. 11-20). NO, emissions are significantly lower than from four-stroke engines 
due to the high residual gas fraction resulting from the low charging efficiency. 
Unburned hydrocarbon emissions from carbureted two-stroke engines are about 
five times as high as those of equivalent four-stroke engines due to fresh mixture 
short-circuiting the cylinder during scavenging. Exhaust mass hydrocarbon emis- 
sions vary approximately as A(1 — 1,6, where ¢ is the fuel/air equivalence 
ratio.°? 


15.6.4 Two-Stroke Cycle CI Engines 


Large marine diesel engines (0.4 to 1 m bore) utilize the two-stroke cycle. These 
low-speed engines with relatively few cylinders are well suited to marine propul- 
sion since they are able to match the power/speed requirements of ships with 
simple direct-drive arrangements. These engines are turbocharged to achieve high 
brake mean effective pressures and specific output. The largest of these engines 
can achieve brake fuel conversion efficiencies of up to 54 percent. An example of 
a large marine two-stroke engine is shown in Fig. 1-24. Over the past 25 years 
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the output per cylinder of such engines has increased by a factor of more than 
two, and fuel consumption has decreased by 25 percent. These changes have been 
achieved by increasing the maximum firing pressure to 13 MPa, and by refining 
critical engine processes such as fuel injection, combustion, supercharging, and 
scavenging. The uniflow-scavenging process is now preferred to loop scavenging 
since it achieves higher scavenging efficiency at high stroke/bore ratios and 
allows increases in the expansion stroke.®? 

The performance characteristics of a 580mm bore Sulzer two-stroke 
marine diesel engine with a stroke/bore ratio of 2.9 are shown in Fig. 15-49. The 
solid lines show the standard turbocharged engine characteristics. The rated 
speed for the engine is 125 rev/min, corresponding to a maximum mean piston 
speed of 7.2 m/s. The rated bmep is 1.66 MPa. The minimum bsfc is 175 
g/kW -h which equals a brake fuel conversion efficiency of 48 percent. For larger 
lower-speed engines, the efficiency is higher. The dashed lines show how the per- 
formance of this engine can be improved by turbocompounding. A proportion of 
the engine’s exhaust flow, at loads higher than 50 percent, is diverted from the 
turbocharger inlet to a separate turbine coupled to the engine power takeoff gear 
via an epicyclic speed-reduction gear and hydraulic coupling. The additional 
power recovered in this manner from the engine exhaust flow improves bsfc by 
5 g/kW-h. At part load, when the full exhaust flow passes through the turbo- 
charger, an efficiency gain is also obtained, due to the higher scavenging pressure 
(and therefore increased cylinder pressure) obtained with the full exhaust flow. 
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diesel engine. Bore = 230.2 mm, 
stroke = 279.4mm and r, = 16, 
200 Shallow dish-in-piston combustion 
chamber with swirl. At maximum 
tated power at 900 rev/min, 
bmep = 0.92-1.12 MPa depending 
on application.®* 
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Both two-stroke and four-stroke cycle diesel engines of intermediate size 
(200 to 400 mm bore) are used in rail, industrial, marine, and oil drilling applica- 
tions. The performance characteristics of a turbocharged two-stroke cycle 
uniflow-scavenged DI diesel engine (similar to the engine in Fig. 1-5), with 
230.2 mm bore, 279.4 mm stroke, and a compression ratio of 16, are shew in 
Fig. 15-50. Combustion in the shallow dish-in-piston chamber with swirl occurs 
smoothly yielding a relatively low rate of pressure rise. The pressure curve shown 
with peak pressure of 13.3 MPa is for full-load operation. The bmep at rated 
power at 900 rev/min is 0.92 to 1.12 MPa depending on application. The 


eae a piston speed is 8.4 m/s. The bsfc of 200 g/kW-h corresponds to 
q fb = UL, 
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Maximum boost pressure ratio = 2.6. Bore = 98.4 mm, 


292 g/kW +h 
at maximum rated power, and the minimum value of bsfc 


1800 2000 
Engine speed, rev/min 


mean piston speed 5, 


1400 =: 1600 


Smaller turbocharged two-stroke cycle DI diesel engines also compete with 
four-stroke cycle engines in the marine, industrial, and construction markets. The 
fuel consumption map of such a four-cylinder 3.48-dm? displacement uniflow- 


uniflow-scavenged two-stroke cycle DI diesel engine. Engine turbocharged at mid and high 
scavenged two-stroke cycle diesel engine is shown in Fig. 15-51. The engine uses 


loads; Roots blown at low loads. 


stroke = 114.3 mm, r, = 18.% 


maximum bmep of 951 kPa at 1500 rev/min. The best bsfc is 225 g/kW-h and 


the maximum boost pressure ratio is 2.6. 
ignition engines described in previous sections of this chapter are summarized 


bypassed around the blower) under these conditions. The engine generates 
138 kW at its rated speed of 2500 rev/min (mean piston speed of 9.5 m/s) and a 
The major performance characteristics of the spark-ignition and compression- 
here to highlight the overall trends. Table 15.4 lists the major design features of 
these engines, the bmep at maximum engine torque, bmep and the value of the 


Brake power and specific fuel consumption (grams per kilowatt-hour) map of four-cylinder 3.48-dm* 
a Roots blower to provide the required scavenging air pressure for starting and 
light-load operation. At moderate and high loads the turbocharger supplies suffi- 
cient boost and the blower is not needed; the blower is unloaded (air flow is 


15.7 ENGINE PERFORMANCE SUMMARY 


$86 INTERNAL COMBUSTION ENGINE FUNDAMENTALS 


1200 
FIGURE 15-51 
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and the corresponding brake fuel conversion efficiency. It should be stressed that 
there are many different engine configurations and uses, and that for each of 
these there are variations in design and operating characteristics. However, these 
representative values of performance parameters illustrate the following trends: 


1. 


Within a given category of engines (e.g., naturally aspirated four-stroke SI 
engines) the values of maximum bmep, and bmep and 5, at maximum rated 
power, are closely comparable. Within an engine category where the range in 
size is substantial, there is an increase in maximum bmep and a decrease in 
minimum bsfc as size increases due to the decreasing relative importance of 
friction and heat loss per cycle. There is also a decrease in 5, at maximum 
power as engine size increases. Note the higher bmep of naturally aspirated SI 
engines compared to equivalent NA diesels due to the fuel-rich operation of 
the former at wide-open throttle. 

Two-stroke cycle spark-ignition engines have significantly lower bmep and 
higher bsfc than four-stroke cycle SI engines. ‘ 

The effect of increasing inlet air density by increasing inlet air pressure 
increases maximum bmep values substantially. Turbocharging with after- 
cooling gives increased bmep gains relative to turbocharging without after- 
cooling at the same pressure level. The maximum bmep of turbocharged SI 
engines is knock-limited. The maximum bmep of turbocharged compression- 
ignition engines is stress-limited. The larger CI engines are designed to accept 
higher maximum cylinder pressures, and hence higher boost. 

The best efficiency values of modern automobile SI engines and IDI diesel 
engines are comparable. However, the diesel has a significant advantage at 
lower loads due to its low pumping work and leaner air/fuel ratio. Small DI 
diesels have comparable (or slightly lower) maximum bmep to equivalent IDI 
diesels. The best bsfc values for DI diesels are 10 to 15 percent better, however. 
In the DI diesel category (which is used over the largest size range—less than 
100 mm bore to almost 1 m), maximum bmep and best brake fuel conversion 
efficiency steadily improve with increasing engine size due to reduced impact 
of friction and heat loss per cycle, higher allowable maximum cylinder pres- 
sure so higher boost can be used, and (additionally in the larger engines) 
through turbocompounding. 


PROBLEMS 


15.1. The schematics show three different four-stroke cycle spark-ignition engine com- 


bustion chambers. A and B are two-valve engines, C is a four-valve engine (two 
inlet valves which open simultaneously, two exhaust valves). Dimensions in milli- 
meters are indicated. A and C have normal inlet ports and do not generate any 
swirl, B has a helical inlet port and generates substantial swirl. Spark plug locations 
are indicated. All three engines operate at the same speed (3000 rev/min), with the 
same inlet mixture composition, temperature, and pressure, and have the same dis- 
placed volume. 


15.2. 


15.3. 
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(a) Rank the chambers 1, 2, 3 in the order of their volumetric efficiency (1 = highest 
1,). 

(b) Rank the chambers in order (1, 2, 3) of their flame frontal area (1 = highest) 
when the mass fraction burned is about 0.2 and the piston is at TC. 

(c) Given this relative flame front area ranking, discuss whether the ranking by 
mass burning rate dm,/dt will be different from the flame area ranking. 

(d) Briefly discuss the knock implications of these three chamber designs. Which is 
likely to have the worst knock problem? 


® Spark plug 


Fromm ¥ --i00 me) 


A. 2-valve B, 2-valve 
Side plug Plug 16 mm from axis Center plug 
Normal port Helical port Normal ports FIGURE P15-1 


Figures 15-23 and 15-10 show the variation in brake specific fuel consumption 
(bsfc) for a swirl-chamber IDI automobile diesel (D) and a conventional automobile 
spark-ignition (SI) engine as a function of load and speed, respectively. From these 
graphs determine, and then plot, brake fuel conversion efficiency: (1) as a function 
of speed at full load and (2) as a function of load at a mid-speed of 2500 rev/min. 
Both engines are naturally aspirated. Assume the engine details are: 


Compression Equivalence Displacement, 
ratio ratio range = dm* 

Diesel 22 0.3-0.8 23 

SI engine 9 1.0-1.2 1.6 


(a) List the major engine design and operating variables that determine brake fuel 
conversion efficiency. 

(b) Explain briefly the reasons for the shapes of the curves you have plotted and the 
relative relationship of the D and SI curves. 

{c) At 2500 rev/min, estimate which engine will give the higher maximum brake 
power. 

The diesel system shown in the figure consists of a multicylinder reciprocating 

diesel engine, a turbocharger (with a compressor C and turbine T, mechanically 

connected to each other), an intercooler (I), and a power turbine (Tp) which is 

geared to the engine drive shaft. The gas and fuel flow paths and the gas states at 

the numbered points are shown. You can assume that the specific heat at constant 

pressure c, of the gas throughout the entire system is 1.2 kJ/kg-K and y = Cp/Cy = 

1.333. The engine operates at 1900 rev/min. The fuel has a lower heating value of 

42 MJ/kg of fuel. 


‘ 
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(a) What is the power (in kilowatts) which the turbocharger turbine (T;) must 
produce? What is the gas temperature at exit to the turbocharger turbine? 

(b) What is the power turbine power output? 

(c) The heat losses in the engine are 15 percent of the fuel’s chemical energy 
(hh, Qury). Find the engine power output, the total system power output, and 
the total system brake fuel conversion efficiency (friction effects in the engine 
and power turbine are internal to these devices and do not need to be explicitly 
evaluated). 


0.018 kg/s 


Geared to drive shaft FIGURE P15-3 


The attached graph shows how the brake power and specific fuel consumption of a 
four-stroke cycle single-cylinder spark-ignition engine vary with the fuel/air equiva- 
lence ratio at wide-open throttle. It also shows how the following efficiencies vary 
with equivalence ratio: 

The volumetric efficiency: 7, 

The mechanical efficiency: 7, [Eq. (2.17)] 


bsfc, g/kWeh 


Efficiency, % 


08 10 #412 14 = «16 
Equivalence ratio 


FIGURE P15-4 
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The combustion efficiency: n, [Eq. (3.27)] 
The indicated fuel conversion efficiency: n,, ; [Eq. (2.23)] 
The indicated thermal conversion efficiency: , ; [Eq. (3.31)] 

(a) Derive a relation between the variables n, ;,7,,and n, ;. 

(b) Derive an equation which relates the brake power P, to 7,, %msM%e+M%,;, and any 
other engine and fuel parameters required. 

(c) Explain briefly why the variations of 9,, tm» Me. "yr, i> Mi With equivalence ratio 
in the figure have the form shown (e.g. why the parameter is approximately 
constant, or has a maximum/minimum, or decreases/increases with increasing 
richness or leanness, etc.). 


The diagram shows the layout of a low heat loss turbocharged turbocompounded 
diesel engine. The engine and exhaust system is insulated with ceramics to reduce 
heat losses to a minimum. Air flows steadily at 0.4 kg/s and atmospheric conditions 
into the compressor C, and exits at 445 K and 3 atm. The air is cooled to 350 K in 
the intercooler I. The specific heat of air, c,, is 1 kJ/kg-K. In the reciprocating 
diesel engine, the fuel flow rate is 0.016 kg/s, the fuel heating value is 42.5 MJ/kg, 
and the heat lost through the ceramic walls is 60 kW. 

The exhaust gases leave the reciprocating engine at 1000 K and 3 atm, and 
enter the first turbine T,, which is mechanically linked to the compressor. The 
pressure between the two turbines is 1.5 atm. The second turbine T, is mechani- 
cally coupled to the engine drive shaft and exhausts to the atmosphere at 800 K. 
The specific heat of exhaust gases, c,, is 1.1 kI/kg-K. 

(a) Analyze the reciprocating diesel engine E and determine the indicated power 
obtained from this component of the total system. If the engine mechanical 
efficiency is 0.9 what is the brake power obtained from component E? 

(b) Determine the power obtained from the power turbine T,. 

(c) Determine the total brake power obtained from the complete engine system 
and the fuel conversion efficiency of the system. You can neglect mechanical 
losses in the coupling between the power turbine and the engine drive shaft. 


Fuel, 0.016 kg/s 


FIGURE P15-5 
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15.6. 


15.7, 


New automobile spark-ignition engines employ “fast-burn technology” to achieve 
an improvement in fuel consumption and reductions in hydrocarbon (HC) and 
oxides of nitrogen (NO,) emissions. This question asks you to explain the experi- 
mental data which shows that faster-burning combustion chambers do provide 
these benefits relative to more moderate burn-rate chambers. 

(a) Figure 9-36b shows the effect of increasing the percent of the exhaust gas recy- 
cled to the intake (for NO, control) in a moderate burn-rate engine at constant 
speed and load, stoichiometric air/fuel ratio, with timing adjusted for maximum 
brake torque at each condition. COV,,,., is the standard deviation in imep 
divided by the average imep, in percent. The different types of combustion are: 
misfire, partial burn, slow burn, normal. burn, defined in Sec. 9.4.3. Frequency is 
percent of cycles in each of these categories. Use your knowledge of the spark- 
ignition engine flame-propagation process and HC emission mechanism to 

explain these trends in COVimep, HC, and frequency as EGR is increased. 

(b) The fast-burn combustion chamber uses two spark plugs and generates swirl 
inside the chamber by placing a vane in the inlet port to direct the air to enter 
the chamber tangentially. The swirl angular velocity in the cylinder at the end 
of intake is six times the crankshaft angular velocity. There is no swirl in the 
moderate burn-rate chamber which has a single spark plug and a relatively 
quiescent in-cylinder flow. The table shows spark timing, average time of peak 
pressure, average flame-development angle (0 to 10 percent mass burned) and 
rapid burning period (10 to 90 percent mass burned) for these two engines. 
Figures 11-29 and 15-9 show how the operating and emission characteristics of 
the fast burn and moderate burn-rate engines change as percent EGR is 
increased. Explain the reasons for the differences in these trends in COVimep; 
bsfc (brake specific fuel consumption), and HC, and similarity in NO,. The 
operating conditions are held constant at the same values as before. 


burn burn 
Spark timing 18° 40° BTC 
Crank angle for 15° 16° ATC 


AVETABE Pinay 
0-10% burned 24° 35° 
10-90% burned 20° 50° 


Two alternative fuels, methanol and hydrogen, are being studied as potential future 
spark-ignition engine fuels which might replace gasoline (modeled by isooctane 
Cg H,,). The table gives some of the relevant properties of these fuels. 

(a) For each fuel calculate the energy content per unit volume (in joules per cubic 
meter) of a stoichiometric mixture of fuel vapor and air at 1 atm and 350 K. 
The universal gas constant is 8314 J/kmol- K. What implications can you draw 
from these numbers regarding the maximum power output of an engine of fixed 
geometry operating with these fuels with stoichiometric mixtures? 

(b) The octane rating of each fuel, and hence the knock-limited compression ratio 
of an engine optimized for each fuel, is different. Estimate the ratio of the 
maximum indicated mean effective pressure for methanol- and hydrogen-fueled 


15.8. 
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engines to that of the gasoline-fueled engine, allowing for energy density effects 
at intake (at 1 atm and 350 K), at the knock-limited compression ratio for each 
fuel, for stoichiometric mixtures. You can assume that the fuel-air cycle results 
for isooctane apply also for methanol and hydrogen cycles to a good approx- 
imation, when the energy density is the same. 

(c) The lean operating limit for the three fuels is different as indicated. Estimate the 
ratio of indicated fuel conversion efficiency for methanol and hydrogen at their 
lean limit and knock-limited compression ratio, relative to gasoline at its lean 
limit and knock-limited compression ratio, at the same inlet pressure (0.5 atm). 
Under these conditions, rank the fuel-engine combinations in order of decreas- 
ing power output. 


Gasoline 

(isooctane) Methanol Hydrogen 

C.H,,s CH,0OH H, 
Stoichiometric F/A 0.066 0.155 0.0292 
Lower heating 44.4 20.0 120.1 
value, MJ/kg 
Molecular weight of fuel 114 32 2 
Molecular weight of 30.3 29.4 21 
stoichiometric mixture 
Research octane number 95 106 ~90 
Knock-limited 9 12 8 
compression ratio 
Equivalence ratio 0.9 0.8 0.6 


at lean misfire limit 


Small-size direct-injection (DI) diesel engines are being developed as potential 
replacements for indirect-injection (IDI) or prechamber engines in automobile 
applications. Figures 10-1b and 10-2 show the essential features of these two types 
of diesel. The DI engine employs high air swirl, which is set up with a helical 
swirl-generating inlet port (Fig. 8-13). The injector is centrally located over the 
bowl-in-piston combustion chamber and the injector nozzle has four holes, one in 
each quadrant. The IDI engine (a Ricardo Comet swirl chamber), in contrast, has 
no swirl in the main chamber, but generates high velocities and a rotating flow in 
the prechamber during compression. 

Figures 15-21 and 15-23 show performance maps for typical versions of 
these two types of engines. Bmep, brake mean effective pressure, is plotted against 
engine speed. Brake specific fuel consumption contours are shown with the 
numbers in grams per kilowatt-hour. 

The heat-release-rate profiles for these two types of engine at a typical mid- 
load mid-speed point are shown versus crank angle in the sketch. 0 has units of 
joules per second. 

(a) Explain the reasons for the differences in shape and relative timing in the cycle 
of the heat-release-rate profiles. 

(b) Suggest reasons for the differences (magnitude and shape) in the maximum 
bmep versus mean-piston-speed line for the DI and IDI engines. 
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15.9. 


15.10. 


(c) Evaluate the brake fuel conversion efficiency of each engine at its maximum 
efficiency point, and at 2000 rev/min and road load (road load is the power 
requirement to maintain a vehicle at constant speed; it is 2 bar bmep at 2000 
rev/min). Explain the origin of the observed differences in efficiency at these two 
operating conditions. 


K\ ee DI engine 
4 IDI engine 


Heat release rate Q 


TC Crank angle FIGURE P15-8 


A four-stroke cycle naturally aspirated direct-injection diesel is being developed to 

provide 200 kW of power at the engine’s maximum rated speed. Using information 

available in Chaps. 2, 5, and 15, on typical values of critical engine operating 

parameters at maximum power and speed for good engine designs, estimate the 

following: 

(a) The compression ratio, the number of cylinders, the cylinder bore and stroke, 
and the maximum rated speed of an appropriate engine design that would 
provide this maximum power. 

(b) The brake specific fuel consumption of this engine design at the maximum 
power operating point. 

(c) The approximate increase in brake power that would result if the engine was 
turbocharged. 

Natural gas (which is close to 100 percent methane, CH,) is being considered as a 

spark-ignition engine fuel. The properties of methane and gasoline {assume the 

same properties as isooctane) and the engine details for each fuel are summarized 

below (¢@ is the fuel/air equivalence ratio). 


Natural gas Gasoline 


Composition CH, CyHis 
Heating value, MJ/kg 50.0 44.3 
Research octane number 120 94 
Compression ratio 14 8 
Displaced volume, dm? 2 2 

Lean misfire limit o=05 ¢ = 08 
Part-load equivalence ratio = 0.6 ¢@=09 
Full-load equivalence ratio g=i11 @=12 


As indicated in the table, the displaced volume of the engine is unchanged when 
the conversion for natural gas is made; however, the clearance height is reduced to 
increase the compression ratio. 

(a) Estimate the ratio of the volumetric efficiency of the engine operating on 
natural gas to the volumetric efficiency with gasoline, at wide-open throttle and 
2000 rev/min. Both fuels are in the gaseous state in the intake manifold. 
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(6) Estimate the ratio of the maximum indicated power of the engine operating 
with natural gas to the maximum power of the gasoline engine. 

(c) Estimate the ratio of the gross indicated fuel conversion efficiency of the natural 
gas engine to that of the gasoline engine, at the part-load conditions given. 

(@) Explain whether the NO, CO, and hydrocarbon specific emissions (grams of 
pollutant per hour, per unit indicated power) at part-load conditions of the 
natural gas engine will be higher, about the same, or lower than the NO, CO, 
and HC emissions from the gasoline engine. Explain briefly why. 

You can assume that the fuel-air cycle results derived for isooctane-air mix- 
tures are also appropriate for methane-air mixtures. 


15.11. Spark-ignition and prechamber diese] engines are both used as engines for pas- 


senger cars. They must meet the same exhaust emission requirements. Of great 

importance are their emission characteristics when optimized for maximum power 

at wide-open throttle (WOT) and when optimized at cruise conditions for 
maximum efficiency. 

(a) Give typical values for the equivalence ratio for a passenger car spark-ignition 
engine and a prechamber diesel optimized for maximum power at WOT and 
2000 rev/min, and optimized for maximum efficiency at part load 
(bmep = 300 kPa) and 1500 rev/min. Briefly explain the values you have 
chosen. 

(b) Construct a table indicating whether at these two operating conditions the spe- 
cific emissions of CO, HC, NO,, and particulates are low (L), medium (M), or 
high (H) relative to the other load point and to the other engine. Explain your 
reasoning for each table entry. 


15.12. For a naturally aspirated four-stroke cycle diesel engine: 


(a) Show from the definition of mean effective pressure that 


bmep o 1,117, : Mol F /A) 


where bmep = brake mean effective pressure 

Nm = mechanical efficiency 

1, ; = indicated fuel conversion efficiency 
ny = volumetric efficiency 
F /A = fuel/air ratio 
(b) Sketch carefully proportioned qualitative graphs of 1,,, 7 fir My, and 

(F/A)(F/A)soich Versus speed N at full load, and explain the reasons for the 
shapes of the curves. Then explain why the maximum bmep versus speed curve 
has the shape shown in Fig. P15-12. 


Full load line 
Fea 
x 
1 


bmep —— 


Speed——~ FIGURE P15-12 
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ini i i int is indi by the asterisk 
c) The minimum brake specific fuel consumption point is indicated 
: (*) in Fig. P15-12 (see Figs. 15-21 and 15-22). Explain why brake specific fuel 
consumption increases with (1) increasing speed, (2) increasing bmep, (3) 
decreasing bmep. 
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APPENDIX 


UNIT 


CONVERSION 


FACTORS 


This table provides conversion factors for common units of measure for physical 
quantities to the International System (SI) units. The conversion factors are pre- 
sented in two ways: columns 2 and 3 give the conversion to the base or derived 
SI unit with the conversion factor as a number between one and ten with six or 
fewer decimal places, followed by the power of ten that the number must be 
multiplied by to obtain the correct value; columns 4 and 5 provide conversion to 
a recommended multiple or submultiple of the SI unit with the conversion factor 
given as a four-digit number between 0.1 and 1000. 


1 
To convert from 


Area 

foot? 

inch? 

Energy, heat, and work 
Btu (International Table} 
calorie (thermochemical) 
erg 

foot pound-force (ft - Ibf) 
horsepower-hour (hp - h) 
kilowatt-hour (kW - h) 
metre kilogram-force (m - kgf) 


Ramet Sy Se ht ey yy 


3. 
Multiply by 


9,290 304 x 10-2 
6.451 600 x 10-4 


1.055056 x 10° 
4.184.000 x 10° 
1.000000 x 10-7 
1.355818 x 10° 
2.684 520 x 10° 
3.600000 x 10° 
9.806 650 x 10° 


MJ 


MJ 
J 
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1 2 
To convert from To 
Energy (specific, specific heat) 
Btu (IT)/Ib J/kg 
Btu (IT)/lb -°F Jkg-K 
calorie (thermo.)/g I/kg 
calorie (thermo.)/g -°C J/kg: K 
Force 
dyne N 
kilogram-force N 
pound-force N 
Force per unit length (includes surface tension) 
dyne/centimeter N/m 
pound-force/inch N/m 
pound-force/foot N/m 
Fuel consumption (economy) 
pound/horsepower-hour kg/J 
gram/kilowatt-hour kg/J 
mile/gallon (U.S.) m/m3 
mile/galion (Imp.) m/m> 
Heat flux (includes thermal conductivity) 
Btu (IT): in/h- ft?- °F W/m: K 
Btu (IT)/ft? J/m? 
Btu (IT)/h: ft? -°F W/m? -K 
calorie (thermo.)/cm? J/m? 
Length 
foot m 
inch m 
micron m 
mile m 
Mass 
ounce kg 
pound kg 
ton (long or Imp., 2240 Ib) kg 
ton (short, 2000 Ib) kg 
tonne (metric) kg 
Mass per unit time (flow) 
pound/second kg/s 
pound/minute kg/s 
pound/hour kg/s 
Mass per unit volume 
gram/gallon (U.S.) kg/m? 
pound/foot? kg/m? 
pound/inch® kg/m? 
pound/gallon (Imp.) kg/m3 
pound/gallon (U.S.) kg/m? 
Power, heat flow 
Btu ITyhour WwW 
horsepower (550 ft - Ibf/s) Ww 
horsepower (metric, CV, PS) WwW 


Multiply by 


2.326000 x 105 
4.186800 x 105 
4.184000 x 103 
4.184000 x 107 


1.000000 x 1075 
9.806 650 x 10° 
4.448 222 x 10° 


1.000000 x 107? 
1.751268 x 10? 
1.459 390 x 10% 


1.689 660 x 10-7 
2.777778 x 107*° 
4.251437 x 105 
3.540060 x 105 


1.442279 x 107? 
1.135653 x 10* 
5.678 263 x 10° 
4.184.000 x 10* 


3.048 000 x 107! 
2.540000 x 107? 
1.000000 x 10-¢ 
1.609 344 x 10° 


2.834952 x 10-2 
4.535924 x 107+ 
1.016047 x 10° 
9.071 847 x 10? 
1.000000 x 10 


4.535924 x 107! 
7.559 873 x 10-3 
1.259979 x 10~* 


2.641724 x 107! 
1.601 846 x 10% 
2.767990 x 10* 
9.977 644 x 10! 
1.198 264 x 10? 


2.930711 x 107? 
7.456999 x 10? 
7.35499 x 10? 


5 


Multiply by 


2.326 
4.187 
4.184 
4.184 


10.00 
9.807 
4.448 


& 
i 
a 
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1 2 3 4 5 : 
To convert from To Multiply by To Multiply by 
Pressure, stress (force per unit area) 

atmosphere (normal, 760 torr) Pa 1.013250 x 10° kPa 101.3 
inch of mercury (60°F) Pa 3.37685 x 10° kPa 3.377 
kilogram-force/centimeter? Pa 9.806 650 x 10* kPa 98.07 
mm of mercury, 0°C (torr) Pa 1.333224 x 107 Pa 133.3 
pound-force/foot? Pa 4.788026 x 10! Pa 47.88 
pound-force/inch? (psi) Pa 6.894757 x 10° kPa 6.895 
Temperature interval 

degree Celsius K 1.000000 x 10° 

degree Fahrenheit K 5.555 556 x 107! K 0.5556 
Temperature 

temperature (°C) K °C + 273.15 

temperature (°F) K (CF + 459.67)/1.80 °C (CF ~— 32)/1.80 
Torque 

kilogram-force meter N-m 9.806 650 x 10° N-m 9.807 
pound-force foot N-m 1.355818 x 10° Nm 1.356 
Velocity 

foot/second m/s 3.048 000 x 107! m/s 0.3048 
kilometer/hour m/s 2.777 778 x 107! m/s 0.2778 
mile/hour m/s 4.470400 x 1071 km/h 1.609 
Viscosity 

centipoise Pa-s 1.000000 x 10-3 mPa:s 1.000 
centistoke m?/s 1.000000 x 10-* mm?/s 1.000 
poise Pa:s 1.000000 x 107! Pas 0.1000 
stoke m?/s 1.000000 x 10-* mm?/s 100.0 
Volume 

barrel (42 U.S. gallon) m? 1.589873 x 107) m? 0.1590 
foot? n? 2.831685 x 107? dm? 28.32 
gallon (Imp.) n3 4.546092 x 107? dm? 4,546 
gallon (U.S.) m? 3.785412 x 1073 dm? 3.785 
inch? m? 1.638 706 x 10-5 cm? 16.39 
liter m? 1.000 000 x 1073 dm? 1.000 
Volume per unit time 

foot?/minute (cfm) m/s 4.719 474 x 1074 dm?/s 0.4719 
foot?/second m°/s 2.831 685 x 1072 dm3/s 28.32 
gallon (U.S.)/minute (gpm) m/s 6.309 020 x 1075 cm/s 63.09 


Notes: 


1. Derived units such as that for torque (newton-metre, N+ m) are written with a period between each component 


unit for clarity. In practice, the period is often omitted. 


2. Derived from Mobil Technical Bulletin $1 Units, The Modern Metric System. Copyright Mobil Oil Corporation, 
1974. Sections reproduced courtesy Mobil Oil Corporation. 


APPENDIX 
B 


IDEAL 
GAS 
RELATIONSHIPS 


B11 IDEAL GAS LAW 


The gas species which make up the working fluids in internal combustion engines 
(c.g., oxygen, nitrogen, carbon dioxide, etc.) can usually be treated as ideal gases. 
This Appendix reviews the relationships between the thermodynamic properties 
of ideal gases. 

The pressure p, specific volume v, and absolute temperature T of an ideal 
gas are related by the ideal gas law 


pv = RT (B.1) 
For each gas species, R is a constant (the gas constant). It is different for each gas 
and is given by 


R= (B.2) 


| > 


where R is the universal gas constant (for all ideal gases) and M is the molecular 
weight of the gas. Since v is given by V/m, where V is the volume of a mass of gas 
m, Eq. (B.1) can be rewritten as 


pV =mRT =—— (B.3) 
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B2 THE MOLE 


It is convenient to introduce a mass unit based on the molecular structure of 
matter, the mole: 


The mole is the amount of substance which contains as many molecules as there are 
carbon atoms in 12 grams of carbon-12.t 


Thus, the number of moles n of gas is given by 


n= 


(B.4) 


and Eq. (B.3) becomes 
pV =nRT (B.5) 


Values for the universal gas constant in different units are given in Table B.1. In 
the SI system, the value is 8314.3 J/kmol - K. 


TABLE B.1 
Values of universal 
gas constant & 


8314.3 J/kmol-K 

8.3143 J/mol-K 

1.9859 Btu/lb-mole -°R 
1543.3 ft- Ibf/lb-mole -°R 


B3 THERMODYNAMIC PROPERTIES 


It follows from Eq. (B.1) that the internal energy ut of an ideal gas is a function 
of temperature only: 


u = (T) (B.6) 
Since the enthalpy h is given by u + pz», it follows also that 
h=K(T) (B.7) 


t This is the SI system definition of the mole; it was formerly called the gram-mole. The kilogram- 
mole (kmol) is also used; it is 1000 times as large as the mole. 

{ The symbol u will be used for internal energy per unit mass, % for internal energy per mole, and U 
for internal energy of a previously defined system of mass m. Similar notation will be used for en- 
thalpy, entropy, and specific heats, per unit mass and per mole. 
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The specific heats at constant volume and constant pressure of an ideal gas, 
c, and c,, respectively, are defined by 


ou du 
cy (#) = oT (B.8) 
oh dh 
Cy = (a) = aT (B.9) 
From Eq. (B.1) it follows that 
Cy—Cy=R (B.10) 


The ratio of specific heats, y, is a useful quantity: 


yee (B.11) 


Cy 
An additional restrictive assumption is often made that the specific heats are con- 
stants. This is not a necessary part of the ideal gas relationships. 
In general, the internal energy and enthalpy of an ideal gas at a temperature 


T relative to its internal energy and enthalpy at some reference temperature T) 
are given by 


T 
noone { c(T) aT (B.12) 
To 
T 
and ee ! o(T) aT (B.13) 
To 


The entropy at T, v, and p, relative to the entropy at some reference state Tp, v9, 
Po, can be obtained from the relationships 


d d 
ds=2aT+ RO =2aT- RE (B.14) 
T vo T P 
which integrate to give 
be oF v 
S=Sgot | —dT+Rin— (B.15a) 
To T Vo : 
To p 
and S=Sot| “dT-—Rin— ~ (B.15b) 
To T Po 


The properties u, h, and s can be evaluated on a per unit mass or per mole basis. 
On a mass basis, c,, c,, and R would have the units J/kg: K (Btu/lbm -°R); on a 
mole basis u, h, and s are replaced by i, h, and §. R is then the universal gas 
constant R, c, and c, are replaced by é, and Z,, and¢,, Z,, and R would have the 
units J/kmol - K (Btu/lb-mol - °R). 
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B.4 MIXTURES OF IDEAL GASES 


The working fluids in engines are mixtures of gases. The composition of a 


mixture of ideal gases can be expressed in terms of the following properties of 
each component: 


Partial pressure p,. The pressure each component would exert if it alone 
occupied the volume of the mixture at the temperature of the mixture. 


Parts by volume V,/V. The fraction of the total mixture volume each com- 
ponent would occupy if separated from the mixture, at the mixture temperature 
and pressure. 


Mass fraction x;. The mass of each component m,, divided by the total 
mass of mixture m. 


Mole fraction X;. The number of moles of each component n,, divided by 
the total number of moles of mixture n. 


From Eq. (B.5) it follows that 
Pi a 
Pp M, 
The thermodynamic properties of mixtures of ideal gases can be computed from 
the following relationships: 


is ask 
= [=X = ht (B.16) 


Molecular weight 


1 
=- aM => XM, (B.17) 
i i 


Internal energy, enthalpy, and entropy 
On a mass basis: 


et h=> x;h; (B.18a, b, c) 
i 
On a mole basis: 


(B.19a, b, c) 


APPENDIX 


_C 


EQUATIONS FOR 
FLUID FLOW 
THROUGH A 
RESTRICTION 


In many parts of the engine cycle, fluid flows through a restriction or reduction in 
flow area. Real flows of this nature are usually related to an equivalent ideal flow. 
The equivalent ideal flow is the steady adiabatic reversible (frictionless) flow of an 
ideal fluid through a duct of identical geometry and dimensions. For a real fluid 
flow, the departures from the ideal assumptions listed above are taken into 
account by introducing a flow coefficient or discharge coefficient Cp, where 


actual mass flow 


p~ “ideal mass flow 


Alternatively, the flow or discharge coefficient can be defined in terms of an 
effective cross-sectional area of the duct and a reference area. The reference area 
Ag is usually taken as the minimum cross-sectional area. The effective area of the 
flow restriction A, is then the cross-sectional area of the throat of a frictionless 
nozzle which would pass the measured mass flow between a large upstream 
reservoir at the upstream stagnation pressure and a large downstream reservoir 
at the downstream measured static pressure. Thus 
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' FIGURE C-1 
Schematic of liquid flow through orifice. 


C.1 LIQUID FLOW 


Consider the flow of a liquid through an orifice as shown in Fig. C-1. For the 
ideal flow, Bernoulli’s equation can be written 


Vi V3 
Py +P y= Pat ey 


For an incompressible flow, continuity gives V,A, = V,A, and the ideal mass 
flow rate through an orifice is given by 
2p(P, — P2) ie 
1 — (A2/A,)’ 
The real mass flow rate is obtained by introducing the discharge coefficient: 
2p(P1 — P2) ia 
1 —(A,/A,)? 


The discharge coefficient is a function of orifice dimensions, shape and surface 
roughness, mass flow rate, and fluid properties (density, surface tension, and 
viscosity). The use of the orifice Reynolds number 


Mideat = Al (C.1) 


Meat = Cp A] (C.2) 


Re, = 2¥222 _ Veda 

L v 
as a correlating parameter for the discharge coefficient accounts for the effects of 
m, p, v, and D, to a good approximation.! 


C2 GAS FLOW 


Consider the flow of an ideal gas with constant specific heats through the duct 

shown in Fig. C-2. For the ideal flow, the stagnation temperature and pressure, 

Ty and pg, are related to the conditions at other locations in the duct by the 
steady flow energy equation 

v2 

Iho = T+— 

0 + 2c, 


(7) (" 
To - Po 


and the isentropic relation 
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FIGURE C-2 
Pressure distribution for gas flow through a nozzle. 


| 


By introducing the Mach number M=V/a, where a is the sound speed 
(= ./yRT), the following equations are obtained: 


2 Spe ie (C.3) 
= vy-1) 
Po _ ¢ + it mw) (C4) 
Pp 
The mass flow rate m is 
th = pAV 


With the ideal gas law and the above relations for p and T, this can be rear- 


ranged as 

, RT o ~(y+1)/2y-1) 

Mideai yRT 5 = m1 + y= 1 uw) Q y (C5) 
APo 2 


or Mideast V/ yRT = {2)"} 2 E 2 ( P aa ; ich 
APo Po y- 1 Po. 


For given values of py and T,, the maximum mass flow occurs when the 
velocity at the minimum area or throat equals the velocity of sound. This condi- 
tion is called choked or critical flow. When the flow is choked the pressure at the 
throat, py, is related to the stagnation pressure po as follows: 


Pr ( 2 _ 
Po y+1 


P sy aisles sso a habeas 
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This ratio is called the critical pressure ratio. For (p7/po) less than or equal to the 
critical pressure ratio, 


; / RT. 2 \@tivee-1) 
Mica V o_ (- : ;) (C.7) 


The critical pressure ratio is 0.528 for y = 1.4 and 0.546 for y = 1.3. 

For a real gas flow, the discharge coefficient is introduced. Then, for sub- 
critical flow, the real mass flow rate is given in terms of conditions at the 
minimum area or throat by 


1/y (y— 1)fyT) 1/2 
na = Sebo (B)"{ OL (Ba) ey 
RT, \Po/ y-1 Po 


For a choked flow, 


CrA 2 r+ 1/20 - 1) 
tieegy = Pa EPo yn(2) : (C9) 
RTo yt 
Equation (C.8) can be rearranged in the form of Eq. (C.2) (with A, < A,)as 
Wreas = Cp Agl2po(Po — Pr))'7O (C.10) 
where ® is given by 

= 2/7 (7 + 1/7) 1/2 

ae { [oly — 12/0)?” — (Pr/po} J is 
1 — Py/Po 


Figure C-3 shows the variation of © and (th/m*),aea: With (Py — p7)/py. m* is the 
mass flow rate through the restriction under choked flow conditions (when the 
Mach number at the throat is unity). For flow rates less than about 60 percent of 
the choked flow, the effects of compressibility on the mass flow rate are less than 
5 percent. 


0 0.10 0.20 0.30 0.40 0.472 
ps FIGURE C-3 : 

Spgs = i Relative mass flow rate r/mh* and compressible 

1.0 09 «O08 0.7 0.6 0.523 flow function ® [Eq. (C.11)) as function of nozzle 

Pr or restriction pressure ratio for ideal gas with 


Po y = 1.4. (From Taylor.?) 
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Flow coefficients are determined experimentally and are a function of the 
shape of the passage, the Reynolds number and Mach number of the flow, and 
the gas properties. For a Mach number at the throat less than about 0.7 and for 
passages of similar shape, the flow coefficient is essentially a function of Reynolds 
number only. 

Orifice plates are frequently used to measure gas flow rates. Standard 
methods for determining flows through orifice plates can be found in Ref. 3. 
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TABLE D.1 1 TABLE D.2 
Thermodynamic properties of air at low density Standard enthalpy of formation and molecular weight of species 
a rr rare generar 
¥ ® c, c, i Molecular AK 
r, h, &, = ee os | weight 
K kJ/kg kJ/kg kJ/(kg* K) Pr ’, kJ/(kg- K) Y ' Species Formula —g/mole Statet MJ/kmol kcal/mol 
eS a A i LL cs ea ee aS aC i ae ee ee 
250 4099 3381 4.4505 7.6603 38.81 1849.0 1.003 0.715 1.401 ' Oxygen Oo, 32.00 gas 0 0 
275 435.0 356.0 4.5187 ‘7.7559 5414 1458.0 1.003 0.716 1.401 H Nitrogen N, 28.01 gas 0 0 
300 460.1 374.0 4.5811 7.8432 73.39 1173.0 1.004 0.717 1.400 | pate Cc 12.011 solid 0 0 
325 485.2 391.9 4.6385 7.9236 97.13 960.6 1.006 0.718 1.400 i y : co 28.01 gas —110.5 ~26.42 
350 510.4 «= 409.9 4.6919 7.9982 125.9 7978 1.007 0.720 1.399 i Pa af 
375 535.6 © 427.9 4.7416 8.0678 160.5 670.8 1.010 0.723 ‘1.397 ' rae = co, 44.01 gas ~393.5 ~94.05 
400 560.8 446.0 4.7884 8.1330 201.4 570.0 1.013 0.725 1.396 ' Hydrogen H, 2.016 oak ‘ ‘ 
425 586.2 464.2. 4.8324 8.1945 249.6 488.9 = 1.016 0.729 «1.394 : Water H,O 18.02 gas ~241.8 57.80 
450 611.6 482.5 4.8742 8.2527 305.6 422.7 1.020 0.733—«:1.392 i Water HO 18.02 liquid  — 285.8 68.32 
475 637.2, 500.8 += 4.9139 8.3079 370.4 3681 1.024 0.737 1.390 i Methane CH, 16.04 gas ~74.9 1789 
500 6628 519.3 49518 8.3606 445.0 3226 1.028 0.741 1,387 i Propane C3Hg 44.10 gas —103.8 —24,82 
525 688.6 ©=—- 537.9 4.9881 8.4109 530.2 284.3 1.033 0.746 1.385 I Isooctane == CgHy 114,23 gas —224.1 —53.57 
550 714.5 = 556.6 += 5.0229 8.4590 627.1 251.8 1.039 0.752 1.382 : Isooctane = Cg 114.23 liquid = ~259,28 ~61.97 
575 740.5 «575.5 5.0565 8.5053 736.8 224.0 1.044 0.757 1.379 i ia CicHs, 226.44 liquid = ~454.5 ~ 108.6 
z. et 
600 766.7 «594.5 5.0888 8.5499 860.6 += -200.1.«S «1.050 0.763 -—«1.376 : daa na Et gas soe — 48.08 
625 7930 613.6 5.1201 8.5929 999.5 179.5 1.056 0.768 ~—*1.374 3 Methyl a 
650 819.5 632.9 5.1503 8.6344 © 1155.0 161.5 1.061 0.774 1.371 a ee es ee cP — 57.02 
675 846.1 652.3. 5.1796 8.6745 —-1329.0 145.9 1.067 0.780 ‘1.368 ; Ethyl 
| y C,H,OH = 46.07 gas —234.6 — 56.08 
700 8729 671.9 5.2081 8.7135 ~—:1521.0 132.1 1.073. 0.786 «1.365 alcohol 
725 8998 691.7 5.2358 8.7512 1735.0 119.9 1.079 -0.792—‘1.362 j Ethyl C,H,OH — 46.07 liquid  —277.0 — 66.20 
750 9268 711.5 5.2628 8.7879 1972.0 109.2 1.085 0.798 1.360 : alcohol 
775 «954.0 731.6 = «5.2891 -8.8236 ~=— 2233.0 99.63 1.091 0.804 1.357 2 —_— 
2 At 298.1 . 
800 981.4 751.7 5.3147 8.8584 2520.0 91.12 1.097 0.810 1.354 | i TE Cee 
825 10089 772.1 5.3397 8.8922 2836.0 83.52 1.103 0.816 1.352 : 
850 1036.5 792.5 5.3641 8.9252 3181.0 76.71 1.108 0.821 1.350 4 
875 1064.3 813.1 «5.3880 «8.9574 3559.0 70.58 1.114 0.827 1.347 : 
900 1092.2 833.8 5.4114 8.9889 3971.0 65.07 1.119 0.832 1.345 : 
925 1120.2 854.7 5.4342 9.0196 4419.0 60.08 1.124 0.837 1.343 ! 
950 11484 875.7 5.4566 9.0496 4907.0 55.58 1.129 0.842 1.341 | 
975 1176.7 896.8 5.4786 9.0790 5436.0 51.49 1.134 0.847 1.339 i 
1000 1205.1 918.1 5.5001--9.1078+~—-6009.0 47.77 1.139 0.852—-1.337 ; 
1025 1233.7 «939.4. 5.5212 9.1360 6629.0 4439 1.144 0.856 1.335 j 
1050 1262.3 960.9 5.5419 9.1636 = 7299.0 41.30 1.148 0.861 1.333 H 
1075 1291.1 982.5 5.5622 9.1907 8020.0 38.48 1.152 0.865 1.332 : 
1100 1319.9 1004.1. 5.5821 9.2172 8797.0 35.90 1.157 0.870 1.330 ; 
1125 1348.9 1025.9 5.6017 9.2432 9632.0 33.53 1.161 0.874 1.329 : 
1150 1378.0 1047.8 5.6209 --9.2688~—-:10529.0 31.35 1.165 0.878 1.327 ] 
1175 1407.1 1069.8 5.6399 9.2939 -—:11490.0 29.36 1.168 0.881 1.326 i 
1200 1436.4 1091.9 5.6585 9.3185 —:12520.0 27.51 1.172 0.885 1.324 


+ Abstracted with permission from Thermodynamic Properties in SI (Graphs, Tables, and Computational Equa- 
tions for Forty Substances), by W. C. Reynolds, Published by the Department of Mechanical Engineering, Stanford 
University, Stanford, CA 94305, 1979. 
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Adiabatic flame temperature, 81, 94 
Air: 
constituents of, 65 
table of thermodynamic properties, 912 
viscosity, 143 
Air/fuel ratio: 
definition, 53 
feedback control, 301-304 
lambda sensor, 301-303 
relative, 71 
stoichiometric, 69-70, 915 
of gasoline, 280 
Air pollution, automotive: 
emissions mechanisms, summary, 568-572 
nature of problem, 5-6 
sources of emissions, 567-568 
(see also Carbon monoxide; NO, ; 
Particulates; Unburned HC emissions) 
Alcohols: 
antiknock rating, 476-477 
composition, 68 
methanol combustion, 382 
oxygenates: 
emissions of, 598 
as extenders, 476-477 
stoichiometric equation, 72 
Aldehyde emissions, 568, 598 
Alkyl compounds (acetylenes, napthenes, olefins, 
paraffins), 67-68 
Aromatics, 68 
Atkinson: 


INDEX 


cycle, 184-186 
James, 3 
Atomization of sprays: 
regimes of, 525-529, 532 
secondary, 532-533 
Autoignition, 462-470, 542-545 
chemistry of, 463-467 
cool flames, 465 
of hydrogen, 463-464 
induction-time correlations, 468, 543-545 
Shell model, 469-470 
single-, two-stage, 465-466 
Availability: 
analysis, 186-193, 792~797 
balances, 191-192, 196, 793, 795 
combustion loss, 192~193, 196, 795 
conversion efficiency, 84-85 
definitions, 84, 186-188, 792-793 
distribution, by category, 796-797 
losses, actual cycle, 196, 794-797 
steady-fiow function, 187, 793 


Balance, 20 
Bearings: 
journal, 716 
eccentricity, 735 
friction, 717, 736-737 
load diagram, 734-735 
schematic, 735 
slider, 716 
Beau de Rochas, Alphonse, 2-3 
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Blowby, 361-365 
unburned HC emissions, 6n, 567, 606-607 
Brake parameters, definition, 46, 48-49 
Burn angles (SI engines): 
flame development, 389-390, 421-423, 777 
overall, 389-390 
rapid-burning, 389-390, 422-423, 777-778 
variations in, 415, 422-423 
Burn rate (SI engines): 


and combustion chamber geometry, 847-848 


effect on cycle-by-cycle variations, 415-417, 
845-846, 849-850 
effect on performance, 195 
EGR, effect of, 837-839 
turbulence effects, 846-848 
(see also Burn angles; Heat-release rate) 
Burned gas: 
composition: 
equilibrium, 93 
low temperature, 104 
fraction, 102-103 
Burning rate analysis, Krieger and Borman, 
511-514 
(see also Heat-release analysis) 


Carbon monoxide: 
background, 6, 567-571 
diesels, 592 
oxidation kinetics, 593-596 
SI engines, 592-596, 836 
(see also Catalytic converters) 
Carburetors, 16-17, 282-294 
accelerator pump, 286, 291 
air-bleed compensation, 287-290 
altitude compensation, 286, 292-293 
boost venturis, 16, 286-287 
choke, 286, 291-292 
elementary, 282-285 
idle system, 286, 290-291 
main metering system, 286-290 
modern design, 16-17, 285-294 
multiple-barrel, 287 
power enrichment, 286, 291 
transient effects, 293-294 
Catalytic converters: 


catalyst conversion efficiency, 651-652, 656 
catalytic materials, 649, 651-652, 654, 655-657 


degradation, poisoning, 651-653 
design of, 649-650 

light-off temperature, 651, 653 
NO reduction, 654-655 
oxidation, 649-654 

three-way, 655-657 


Cetane: 
index, 542 
n-hexadecane, 541, 915 
number, 541, 550-552 
fuel structure dependence, 550-551 
Charts (see Thermodynamic charts) 
Chemical equilibrium: 
computer codes, 90-92 
constants, 87-90 
general principles, 86-94 
Chemical reaction: 
rate constants, 96 
tates, 92-96 
Steady state assumption, 96 
Combustion: 
constant pressure, 74-75, 126, 172 
constant volume, 73-74, 125, 169 
efficiency, 81-83, 509, 601 
inefficiency, 154, 195, 509 
products composition: 
equilibrium, 93 
low temperature, 104 
stoichiometry, 68-72 
(see also Flame development; Flame 
propagation ; Flame structure; Flames) 
Combustion chambers: 
bowl-in-piston, 342, 353-357, 811, 866-869 
design of, SI engines: 
air breathing, 220-222, 846, 850-851 
burn rate, 844-846 
common types, 845 
knock, 854-857 
objectives, 844-846 
optimization strategy, 857-858 
swirl, 846, 850-852 
surface area, 44 
Combustion (CI engines): 
consequences, of 492-493 
fuel-air mixing and burning rates, 558-562 
models for, 504-508, 779-780, 782-784, 
786-788, 816-818 
phases of, 505-506 
mixing-controlied phase, 506, 558-562 
premixed, rapid burning phase, 505, 
558-560 
(see also Ignition delay) 
photographs of, color plate (between 498 and 
499), 497-502 
role of, 493, 555-558 
summary of, 491-493 
(see also Diesel combustion systems; Ignition 
delay; Fuel sprays) 
Combustion modeling, 766-778, 779-780, 
782-784, 786-788, 816-818 
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Combustion (SI engines): 


abnormal phenomena, 451 
burned gas: 
mixed model, 378-381 
temperatures, 379-380, 383 
unmixed model, 378-381 
composition effects, 395 
cycle-by-cycle variations, 413-424 


burn rate effects, 415417, 845-846, 849-850 


causes of, 282, 419-422 
description of, 372-373, 413-415, 829, 832, 
849-850 
measures of, 415-418 
cylinder-to-cylinder variations, 282, 413, 420, 
829-830, 831 
description of, 371-373, 376 
factors that control, 846-850 
lean/dilute operating limits, 424-426 
misfire, 414-415, 424-427, 611 
motion produced by, 380, 411 
partial burning, 414-415, 424-427, 611 
speed, effects on, 394, 400-402, 411-412 
stages of, 372, 389-390, 397-402, 412 
thermodynamics of, 376-383 
turbulent flame regimes, 396-397 
(see also Flame propagation relations; Flame 
structure; Flames; Heat release; Knock; 
Spark ignition) 


Compression, crankcase, 11, 238, 244 
Compression-ignition engines: 


operating cycle, 25-31 
(see also Diesel engines) 


Compression ratio: 


definition, 43 

effect on efficiency, 170, 172, 175, 182, 197, 
841-844 

effect on mep, 176, 183, 842 

knock limited (critical), 470-472, 854-857 

typical values, 43, 58, 492, 887 


Compressors: 


centrifugal, 238, 258-262, 877-878 

corrected mass flow, 255, 262 

corrected speed, 255, 262 

isentropic efficiency, 251 

performance maps, 255, 257-258, 261-262, 
270, 273, 878-879 

roots blower, 15, 256-258, 886 

screw, 256-258 

sliding vane, 255-257 

velocity diagrams, 260 


Comprex (see Supercharging) 
Conservation equations, open system: 


energy, 751-753 
mass, 750-751 
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Coolant heat flow, 673-675 
Courant number, 760 
Crank angle, definition, 44 
Crevices: 
effect on performance, 195, 387-388 
flows in/out, 360-365 
geometry, 361-362 
model for, 387-388 
piston/ring assembly, 361-363 
unburned HC emissions, 604-608 
Critical pressure ratio, 909 
Cycles: 
Alkinson, 184-186 
constant-pressure, 163-164, 178 
constant-volume, 163-164, 169-172, 178 
availability analysis, 189-195 
fuel conversion efficiency, 170, 197 
four-stroke, 1011 
fuel-air, 162, 177~183 
assumptions, 177 
Cl engine, 181 
results, 181-183, 197 
SI engine, 178-180 
ideal gas standard, 162, 169-177 
availability analysis, 189-192 
comparison, 173-177 
entropy changes, 188-189, 192 
limited-pressure, 163-164, 178 
Otto, 11 
overexpanded, 183-186 
two-stroke, 11-12 
Cylinder pressure: 
analysis of: 
Cl engines, 508-517 
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Rassweiler and Withrow method, 385-386 


SI engines, 384-389 
(see also Heat release) 
cycle sample size, 418 
data (CI engines), 504, 513, 885 
data (SI engines), 162, 372-374, 384, 414 
with knock, 453-454, 459-462 
measurement of, 384 
Prax: 9y,.,> 415-418, 829 
Cylinder volume: 
equation for, 43-44 


Damkohler number, 396, 399 
Delivery ratio, 237-240, 244, 882-883 
Diesel combustion systems: 
direct-injection, 32-37, 493-494, 496 
bow1-in-piston, swirl, multihole nozzle, 
493-494, 496-501 
M.A.N. “M”, 494, 496-501 
quiescent, 493-494, 496-500 
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Diesel combustion systems (continued): 
indirect-injection, 33-34, 494-496 
swirl prechamber, 494-502 
turbulent prechamber, 494-497 
(see also Combustion (CI engines); Fuel 
sprays) 
Diesel emissions: 
NO,/particulates trade off, 865-866 
(see also Carbon monoxide; NO, ; 
Particulates; Unburned HC emissions) 
Diesel engines: 
four-stroke cycle 
air-cooled, 35~36, 859 
examples (DI), 32~36, 877-881 
examples (IDI), 33-34, 875-877 
large (marine), 36-37, 883-886 
two-stroke cycle, 14, 37, 883-886 
Diesel, Rudolf, 4 
Droplets: 
equations for individual, 814-815 
Sauter mean diameter, 434-436 
size distribution, 352-354 
vaporization, 536-539, 814-815 
Dynamometer, 45-46 


Efficiency, definitions of: 

availability conversion, 84 

catalyst conversion, 651-652, 656 

charging, 239, 244 

combustion, 81-83 

compressor isentropic, 251 

fuel conversion, 52, 85, 164, 169 

mechanical, 49, 723 

scavenging, 238, 244 

thermal conversion, 85 

trapping, 238, 244 

turbine isentropic, 253 

volumetric, 53-54 
Emissions (see Carbon monoxide; NO, ; 

Particulates; Unburned HC emissions) 

Emissions index, 56 
Energy, available (see Availability) 
Energy balance, engine, 673-676 
Engine processes: 

availability analysis of, 186-193 

thermodynamic relations for, 164-169 
Engines: 

classification, 7~9 

components, 12-15 

compression-ignition (diesel), 25-37 

energy balance, 673-676 

historical, 1-7 

maximum work, 83-85 

multifuel, 39 


prechamber (see Prechamber engines) 
spark-ignition, 15~25 
stratified-charge (see Stratified-charge engines) 
Wankel (see Wankel engines) 
Enthalpy, 108-111, 116, 123-127, 903-905 
sensible, 113-114, 122 
tables of, 914 
stagnation, 251 
Enthalpy of formation: 
datum reference state, 77 
definition, 76 
standard values, individual species, 77, 124, 
913 
of unburned mixture, 123-125 
Equilibrium (see Chemical equilibrium) 
Equivalence ratio (see Fuel/air equivalence ratio) 
Evaporative HC emissions, 6n, 567 
Exhaust: 
blowdown process, 166, 206, 231-233, 613 
displacement process, 167, 206, 231-233 
(see also Intake and exhaust flow models) 
Exhaust gas: 
composition 
data, diesels, 148-149 
data, SI engines, 146-148 
equivalence ratio determination, 148-152 
F/A nonuniformities, 152-154 
measurement, 145-146 
mass flow rate, 231-232 
recycle, recirculation (EGR), 103 
temperatures, 232-234, 648 
enthalpy-averaged, 234 
equivalence ratio effects, 834-835 
EGR, effects of, 837-838 
thermodynamic state, 167 
EGR tolerance, SI engines, 837-839 
Exhaust gas treatment, 648-660 
(see also Catalytic converters; Particulate 
traps; Thermal reactors) 
Exhaust manifold pressures, 214 


Flame development process: 
effects of combustion chamber geometry, 
846-847 
effects of mixture composition and state, 846, 
848-849 
effects of turbulence, 846-849 
factors that control, 846-850 
Flame ionization detector, 145-146, 597n, 620 
Flame photographs: 

CI engines, color plate (between 498 and 499) 
SI engine, 390-394, 397-399, 401, 458-460, 
color plate (between 498 and 499) 

Flame propagation data, 409, 412, 773-774 
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Flame propagation relations, 406-412 
characteristic length, 410, 412 
“entrainment” burning laws, 771-778 
flame areas, 406-409, 766-767 
turbulent burning speed, 408-409, 411-412 
velocity parameters, 408-412 

Flame quenching, 599-601 

Flame structure (CI engines): 
ignition, location of, 502, 556-557 
species concentration data, 557-559 
spray/fiame photos, color plate (between 498 

and 499), 502, 523, 525, 527, 537 
(see also Combustion (CI engines); Diesel 
combustion systems) 

Flame structure (SI engines), 390-402 
flame area, 394, 406-410, 846-847 
flame thickness, 398-402, 410 
swirl, effect of, 393 

Flame volume (SI engines): 
data, 372-373, 409 
relationships, 406-410 

Flames: 
classification, 62-64, 395—397 
diffusion, 63 
laminar, 63 
premixed, 63 
turbulence, effect on, 390-392, 398-402 
turbulent, 63, 395-397 

Flow modeling (see Models, fluid-dynamic 

based) 

Flows (in-cylinder): 
exhaust stroke vortex, 365-367 
laser doppler anemometry, 336, 808-809 

piston/cylinder corner, 365-367, 613-614 
through intake valve, 224-225, 227, 229, 
326-330 
valve-jet driven, 327-330, 807-809 
velocities at intake valve, 326-327, 808-810 
(see also Blowby; Crevices; Squish; Swirl; 
Turbulence) 
Flows through nozzles, orifices, restrictions, 
906-910 
Four-stroke cycle: 
definition, 10-11 
exhaust process, 206-208 
inlet process, 206-208 
p-V diagram, 47, 162, 284, 727 
Friction: 
accessory requirements (fan, generator, 
pumps), 739-740 
background, 712-713 
coefficient of, 716 
boundary lubrication, 716-718 
hydrodynamic lubrication, 718 
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mixed lubrication, 718 
Stribeck diagram, 716-717 
crankshaft, 734-737 
difference, motoring/firing, 720-721 
losses, categories of, 713 
measurement methods, 719-721 
piston assembly, 730, 732-734 
pumping, 47, 168-169, 713-715, 725, 726-728 
throttling work, 727-728 
valve flow work, 727-728 
turbulent dissipation, 719 
valve train, 737-739 
Friction correlations: 
Bishop, 727, 733, 736, 738 
crankshaft, con rods, 736 
piston and rings, 733-734 
total friction mep, 719, 722 
valve train, 738 
Friction data: 
diesels, 722, 724, 725 
engine breakdown tests, 722, 725-726 
SI engines, 721, 723 
Friction definitions: 
accessory mep, power, work, 714-715 
pumping mep, power, work, 47, 714-715 
rubbing friction mep, power, work, 714-715 
total friction mep, power, work, 714-715 
Friction/lubrication regimes: 
boundary, 716-718 
mixed, 716 
hydrodynamic, 716 
Fuel-air cycle (see Cycles) 
Fuel-air equivalence ratio, 71 
availability analysis, effect on, 192-193 
from exhaust composition, 148-152 
for optimum SI engine efficiency, 831-835 
Fuel-air mixing, diesels, 493, 504-508, 555~558 
and burning rates, 558-562 
Fuel/air ratio: 
definition, 53 
stoichiometric, 69 
Fuel conversion efficiency: 
constant-volume cycle, 170, 182 
compression ratio effects, 170, 175, 182, 197 
equivalence ratio effects, 182, 197 
constant-pressure cycle, 172, 175 
definition, 52, 85 
DI vs IDI diesel, 860-861 
limited-pressure cycle, 170, 175 
overexpanded cycle, 184-185 
Fuel conversion efficiency (SI engines): 
effect of: 
burn rate, 832-833 
compression ratio, 841-844 
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Fuel conversion efficiency (SI engines) 
(continued): 
equivalence ratio, 830-834 
Fuel injection (diesels): 
distributor pump, 30-32, 518 
in-line pump, 28, 30, 518 
nozzle flow rate, 521 
nozzle geometry, 526-529 
nozzles, 29, 31, 519-520 
objectives, 518 
single-barrel pump, 518-519 
systems, 27-31, 517-522 
unit injectors, 520-521 
Fuel injection (SI engines): 
injection timing, 298-299 
injector design, 295-296 
multipoint port systems, 16-17, 294-299 
air-flow meter, 297-299 
fuel transport, 320-321 
mechanical, 298 
speed-density, 294-296, 299 
single-point systems, 299-301 
Fuel sprays: 
adiabatic saturation, 538-539 
breakup, 522-523, 530-531, 532 
evaporation, 535-539, 814-815 
and flame structure, 555-558 
ignition sites, 525, 556-557 
modeling, 538-539, 780-784, 813-816 
equations for droplets, 814-815 
1-D turbulent jet, 780-781 
multidimensional, 813-816 
multipackage, 782-784 
multizone, 781-782 
penetration, 529-532 
photographs of, color plate (between 498 and 
499), 523, 525, 527, 537 
spray angle, 526-528 
structure, 522-527, 529, 535-537, 555-558 
swirl, effect of, 524-525, 531-532, 558 
temperature distribution, 538-539 
wall interaction, 523-524 
(see also Atomization; Droplets) 
Fuels: 
additives: 
antiknock, 473, 475—476 
ignition-accelerating, 551-552 
octane improvers, 476-477 
API gravity, 542 
distillate: 
cetane rating, 541-542 
diesel index, 542 
nitrogen content, 577 
sulfur content, 568 


enthalpy of formation, 913 
gasoline: 
composition, 280, 915 
equilibrium vaporization, 314-315 
* heating values, 78-90, 915 
hydrocarbons: 
classes of, 66-68 
knocking tendency, 470-472 
hydrogen, 915 
autoignition of, 463-464 
combustion, 398, 773-774 
stoichiometric equation, 72 
ignition quality of, 492, 541-542, 550-552 
isooctane, 67, 915 
octane rating, 471 
stoichiometry, 69-71 
laminar flame speeds, 395, 402-406 
primary reference, 475 
properties: 
table of, 915 
thermodynamic, 77, 130-133 
stoichiometric A/F, 70, 915 
(see also Alcohols; Cetane; Octane) 


Gas constant, 903 
Gas properties: 
computer routines for, 130-140 
isentropic compression functions, 113-115 
molar and mass basis, 107, 904-905 
molecular weight, 106, 136, 905, 913 
polynomial functions 
fuels, 130-133 
gas species, 130-131 
ratio specific heats, 134, 137, 139, 904 
specific heats, 132, 134, 136, 138, 904 
stagnation values, 251, 907 
tables, 127-129, 912, 914 
unburned mizture, 130-135 
(see also Ideal gas; Thermodynamic charts; 
Transport properties) 
Gasoline (see Fuels, gasoline) 


Heat-release analysis: 
gross, net, 387-388, 510-511 
IDI diesel engines, 514-517 
one zone, 386-388, 508-511 
problems with (diesels), 508-509 
two zone (SI engines), 376-382 
Heat-release rate: 
diesels: 
apparent, 509 
data, 504, 511, 516-517, 560-561 
definition of, 497 
mixing-controlled, 560-562 
variables, effects of, 560-562 


Se ee | 


PR eyo RONAN A 


i 
i 
5 
rs 
z 
t 
: 


Heat-release rate (continued): 
SI engines: 
cycle-by-cycle variations, 414-415 
results, 390, 413-414 
Heat transfer: 


characteristics of, in engines, 668-670, 672-673 


coefficient, 671 
conduction, 670 
convective, 670-671 
dimensional analysis, 676-677 
cycle-simulation predictions, 702-704, 707, 
769-771 
effect of engine variables, 701-707 
compression ratio, 703-704 
coolant temperature, 704-705 
equivalence ratio, 703 
load, 702, 796-797 
spark timing, 704 
speed, 673, 675, 679, 702-703, 797 
squish, swirl, 704 
wall material, 705-707 
effect on performance, efficiency, 194-195, 
770-771, 851-852 
exhaust system, 682-683 
intake system, 682 
(see also Intake manifold) 
prechamber diesels, 787 
radiation: 
apparent emissivity, 684-688 
apparent flame temperature, 685-686 
from gases, 683-684 
monochromatic absorption coefficient, 
687-688 
prediction formula, 688-689 
relative importance, 693-694 
from soot, 683, 684-689 
Heat transfer correlations: 
evaluation of, 694-696 
exhaust port, 682-683 
instantaneous local, 681-682, 695-696 
instantaneous, spatial average, 678-680, 
694-695 
Annand, 678-679, 695 
Woschni, 679-680, 694-695 
time-average, 677-679 
zonal models, 682, 696, 768-769 
Heat transfer measurements: 
methods, 689-690 
results, diesels, 692-694 
results, SI engines, 690-692 
Heating values, 78-90, 915 
higher heating value, 78 
lower heating value, 78 
Humidity: 
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effect on air properties, 67 
psychrometric chart, 66 
relative, 65 
Hydrocarbon emissions (see Unburned HC 
emissions) 
Hydrocarbons: 
burnup, 600, 614-618 
classes of, 66-68 
knocking tendency, 470-474 
oxidation mechanism, 467 
Hydrogen: 
autoignition of, 463-464 
combustion, 773-774 
stoichiometric equation, 72 


Ideal gas: 
analytic model for, 109-112 
law, 64, 902 
mixtures, 905 
relationships, 107-109, 902-905 
thermodynamic properties, 903-905 
(see also Burned gas; Gas properties; 
Unburned mixture; Working fluids) 
Ignition delay: 
correlations for, 543-545 
in engines, 553-554 
definition, 505, 539-540 
factors affecting: 
air temperature, pressure, 547-548 
chamber wall, 548-549 
injection timing, 546 
load, 546-548 
oxygen concentration, 549-550 
speed, 548 
spray parameters, 546-547 
swirl, 549 
fuel property effects, 550-553 
processes occurring, 540-541 
(see also Autoignition; Cetane) 
Indicated parameters, definition: 
gross, 47-49, 714-715 
net, 47-49, 714-715 
Intake and exhaust flow models: 
boundary conditions, 761 
example results, 311-312, 761-762 
finite-difference methods, 759-762 
gas dynamic models, 313, 756-762 
homentropic flow, 758 
1-D unsteady flow equations, 756-758 
manifold models: 
filling and emptying, 311-312, 753-755 
Helmholtz resonator, 312-313 
method of characteristics, 759 
quasi-steady models, 232, 753—754 
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Intake manifold: 
air flow, 309-313 
description of, 309-311 
transient behavior, 310-312 
(see also Intake and exhaust flow models) 
design, 308-309 
fuel transport, 314-321 
droplet behavior, 316-317 
liquid films, 315-316, 318-320 
transient behavior, 310-312, 318-321 
vaporization, 314-321 
pressure variation, 212-214, 216, 310-311 
IC engines (see Engines) 
Internal energy, 108~111, 116-127, 903-905 
sensible, 113-114, 122 
Internal energy of formation: 
standard values, 124 
of unburned mixture, 123-125 


Knock: 

antiknock additives, 4, 473, 475-476 
lead alkyls, 4, 473, 475-476 
MMT, 475-476 

characterization of, 454-456 

combustion photographs, 458-461 

damage, 456-457 

deposit effects on, 477-478 

description of, 375, 450-457 

detection, 454 

effect on heat transfer, 707 

end gas, 457-462, 467-470 
temperature, 468-469 

impact of, 456-457, 852-854 

intensity, 455-456 

pressure waves, 461-462 

sensors, 872 

theories: 
autoignition, 457-458, 462 
detonation, 457-458 

(see also Autoignition; Compression ratio; 

Fuels; Octane) 


Laminar flame: 
speed, 395, 402-406 
correlations, 403—406 
data, 403-405 
and SI engine combustion, 771-775, 
117-778, 848-849 
straining effects, 406 
thickness, 395, 402 
Langen, Eugen, 2 
Lead alkyls, 4, 473, 475-476 
Lenoir, J. J. E., 2 
Lubricant: 
requirements, 741-745 


SAE viscosity classification, 744-745 
Lubrication: 

of bearings, 715-718, 734-737 

of piston assembly, 729-734 

regimes of, 716-718 

system layout, 740-741 

(see also Friction; Bearings) 


Manifolds: 
tuning of, 215, 217-218 
(see also Exhaust manifold ; Intake manifold) 
Mass fraction burned, SI engines: 
data, 372-373, 382, 777-778 
equations for, 377-378, 381-382, 390 
Wiebe function, 390, 768 
Maximum work, 83-85 
(see also Availability) 
Mean effective pressure: 
coefficient of variation (COV), 417, 424-425 
cycle-by-cycle variations, 417, 425 
definitions, 50, 714-715 
friction, 714-715, 825-827 
fuel-air cycle results, 183 
ideal cycles, 171, 173, 176 
importance of, 59, 823-824 
overexpanded cycle, 185-186 
pumping, 169, 714-715 
relationships for, 50-51, 57, 823-824 
Mean effective pressure (DI diesels): 
effect of: 
injection parameters, 863-864 
load and speed, 858-860, 877-878 
full load, 826-827 
Mean effective pressure (IDI diesels): 
effect of: 
injection parameters, 863-864 
load and speed, 860, 875-876 
full load, 826-827 
Mean effective pressure (SI engines): 
effect of: 
compression ratio, 842 
equivalence ratio, 830-832 
heat transfer, 851 
wide open throttle, 824-827, 839-840 
Mechanical efficiency: 
definition, 49 
values, SI engine, 722-723 
Methanol combustion (SI engine), 382 
Mixture nonuniformity, quality, 152-154, 282, 
314, 829-832 
Mixture requirements (SI engines), 279-282, 
833-834 
steady, transient, 834 
typical schedules, 281-282 
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Models of engine processes, rationale, 748-750 
Models, fluid-dynamic based (multidimensional): 
for boundary layers, 803 
of combustion, 816-818 
flow field predictions, 360, 807~813 
concentration distributions, 811-813 
particle traces, 810-812 
velocities, 807-811 
governing equations, 798-799 
KIVA code, 803, 804, 815-816 
numerical methodology, 798, 803-807 
computing mesh, 804-805, 810 
discretization practices, 804-806 
solution algorithms, 806-807 
overview, 797-798 
sprays, 813-816 
turbulence models: 
full-field modeling, 799-802 
k-e models, 775-777, 801-802, 808, 810 
large-eddy simulation, 799 
Reynolds stress, 802 
subgrid scale, 802-803 
Models, thermodynamic-based 
(phenomenological, zero-dimensional): 
complex engine systems, 789-792 
transient behavior, 791-792 
turbocharged /turbocompounded, 789-792 
DI diesels: 
model structure, 784-785 
simulation results, 784-785 
single zone combustion models, 778-780 
spray models, 780-784 
(see also Fuel sprays) 
emissions, 765, 787-788 
IDI diesels, 784-788 
prechamber phenomena, 784-787 
simulation results, 787-788 
open system conservation equations, 763-765 
overall structure, 762-763 
SI engines: 
combustion models, 766-778 
cycle simulation results, 769-771 
“entrainment” burning laws, 771-778 
flame geometry models, 766-768 
stochastic models, 787-788 
turbulence intensity models, 775-777 
(see also Mass fraction burned) 
Mole, 903 
Molecular weights, values, 913 
Moment of inertia of charge, 353 


NO concentrations, in-cylinder: 
DI diesel, 587-589 
IDI diesel, 589-590 
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SI engines, 579-581 
NO formation: 
description of, CI engines, 586-587 
equivalence ratio, effect of, 575-576 
kinetics of, 572-576 
rate constants, 573 
Zeldovich mechanism, 572 
model for, SI engines, 578-581 
trate equation for, 573-574 
temperature, effect of, 574-576 
NO from fuel N, 577 
Nitrogen, atmospheric, 65 
NO, formation, 577-578 
NO,, definition of, 567, 572 
NO, emissions (diesels): 
effect of: 
diluents, 590-591, 861-863 
equivalence ratio, 588-589 
EGR, 590-591, 861-863 
injection parameters, 863-867 
load, 861-862 
swirl, 866-867 
flame temperature correlation, 591-592 
(see also NO formation) 
NO, emissions (SI engines): 
effect of: 
compression ratio, 844 
diluents, 582-584 
equivalence ratio, 581-585, 835-836 
EGR, 582-585, 836~838 
load, speed, 840-841 
spark timing, 585-586, 829 
(see also Catalytic converters; NO formation) 
Noise, 5, 571-572 


Octane: 
antiknock index, 474 
fuel sensitivity, 473-474 
and knock, 854-855 
number, 471-474 
motor method, 471-473 
requirement, 453, 474, 478, 852-857 
research method, 471-473 
road, 474 
oxygenates as extenders, 476-477 
ratings of fuels, 915 
Odor, diesel, 568 
Oil consumption rate, 610 
Organic compounds: 
classes of, 66-68 
(see also Fuels) 
Otto: 
cycle, 11 
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Otto (continued): 

Nicolaus, A., 2-3 
Oxygen (lambda) sensor, 301-303 
Oxygenate emissions, 568, 598 


Paraffins: 
ignition limits, 465-466 
knocking tendency, 470-472 
molecular structure, 67 
Part-throttle (SI engines): 
efficiency, 833-834, 843-844 
mixture requirements, 280-282, 834 
performance, 833 
Particulate emissions (diesels): 
effect of: 
injection parameters, 864-866 
load, 861-862 
Particulate traps, 659-660 
Particulates, diesels: 
Ames test, 631 
composition of, 627-630, 647-648 
distribution in cylinder, 631-635 
HC absorption, condensation, 646-648 
measurement techniques, 626-627 
dilution ratio effects, 646-647 
oil, contribution from, 629-630, 647-648 
size, 628-631 
soluble fraction, 629, 646-648 
soot formation fundamentals, 635-642 
soot oxidation, 642-646 
specific surface area, 631, 646 
spherules, 627-628 
structure, 627-631 
(see also Particulate emissions; Soot 
formation; Soot oxidation) 
Particulates, SI engines, 626 
Peclet number, 599-600 
Performance of engines, summary, 58, 866-888 
Performance maps: 
description of, 839 
DI diesels, 858-860, 878-879 
IDI diesels, 860, 875-876 
SI engines, 839~840, 874 
Performance parameters: 
importance of, 42-43, 59, 823-824 
relationships for, 56-57, 823-824 
typical values, 58, 824-827, 887 
Piston: 
acceleration, 732 
heat outflow, 701 
temperature distribution, 698-699, 700-701, 
705 
velocity, 44-45 
Piston assembly: 


description of, 13-14, 729 
forces on, 731-733 
friction, 729-734 
Piston rings: 
functions, 729-730 
lubrication, 730-732 
oil film thickness, 731-732 
Reynolds equation, 731 
nomenclature, 729 
sealed ring-orifice design 605-606, 610 
Piston speed: 
instantaneous, 45 
mean: 
definition, 44 
importance of, 59, 839 
maximum values of, 45, 887 
Pollutant formation mechanisms: 
equivalence ratio, effect of, 570-571 
summary (CI engine), 571-572 
summary (SI engine), 568-571 
(see also Carbon monoxide; NO formation; 
Particulates; Unburned HC emissions) 
Polytropic compression relation, 385, 554 
Ports (four-stroke cycle): 
effect on: 
flow discharge coefficient, 229-230 
valve flow area, 222~224 
geometry of, 220-224 
Ports (two-stroke cycle): 
discharge coefficients, 247-248 
flow through, 246-248 
geometry of, 245-248 
timing, 237 
Power: 
brake, definition of, 46 
correction factors for, 54 
friction, 48, 825-827 
full load: 
DI diesels, 826-827, 879-890, 885 
IDI diesels, 826-827 
SI engines, 824-827, 873, 883 
rated, definition of, 43 
relationships for, 45-46, 49, 823 
road-load, 49 
specific, definition of, 57 
Prandtl number, expressions for, 142, 144 
Prechamber engines: 
designs, 33-34 
flows, 357-360 
gas displacement, 359-360 
nozzle throat, 358-359 
swirl velocities, 360 
Pressure: 
mean effective (see Mean effective pressure) 


| 
| 
| 


erent nrg 


e 
E 


emo 


{ARNE ern ryeem MMA narnabn esters emtnatnomesenga pI 


Pressure (continued): 
stagnation, 251, 907-908 
(see also Cylinder pressure) 
Pressure-volume diagram: 
four-stroke cycle, 47, 162, 384 
ideal cycles, 163, 176, 194 
log p vs log V, 384-385 
polytropic relation, 385, 554 
pumping loop, 727 
two-stroke cycle, 47 
Pumping mean effective pressure, 169 
Pumping work: 
definition, 47, 714 
diesel engines, 492 
ideal cycle, 168 
SI engines, 827 
(see also Friction, pumping) 


Rapid compression machines: 
results from, 466, 502, 523-524, 556, 560-561 
Residual gas flow, 206, 224, 327 
Residual gas fraction: 
data, 230-231 
definition, 102 
Residual gas mixing, 420, 811-813 
Roots blowers, 15, 256~258, 886 


Scavenging, 235-245 
charge short-circuiting, 240, 242 
crankcase, 11-12, 881 
cross-scavenged, 235-236 
data, 244-245 
flow visualization of, 240-242 
loop-scavenging, 235-236, 242-243 
models for, 239-240, 811 
uniflow, 235-237, 243, 245, 884-886 
Second Law analysis (see Availability) 
Smoke, effect of: - 
EGR 863 
injection parameters, 864-866, 867 
load, 861-862 
swirl, 867 
(see also Particulate emissions) 
Soot formation: 
particle formation, 636, 638-639 
particle growth, 636, 639-642 
polycyclic aromatic HC, 636, 639 
pyrolysis, 633, 635, 638 
regions of, diesel, 498-502, 536-537 
Soot limit on diesel performance, 492 
Soot oxidation, 642-646 
Soot, radiation from, 684-689 
Spark discharge: 
chemistry, 431-433 
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energy, by phase, 429-431 
expansion velocities, 430-431 
phases (arc, breakdown, glow), 427-429 
plasma volumes, 430, 434 
temperature distributions, 431-434 
Spark ignition: 
current and duration effects, 445-446 
description of, 17, 397, 427 
flow effects, 435-436 
fundamentals, 427-437 
models of, 433-435 
requirements for, 437-438 
(see also Spark ignition systems, Spark plugs) 
Spark ignition engines: 
examples, 13, 21-24 
mixture requirements, 279-282, 833-834 
operating cycle, 15—19 
Spark ignition systems: 
available voltage, 439 
breakdown, 446 
capacitive-discharge, 441 
coil, 438-440 
flame-jet, 447-450 
higher energy, 445-446 
magneto, 442 
plasma-jet, 446-447 
required voltage, 439 
transistorized coil, 440-441 
Spark kernal, photographs, 397-398, 436 
Spark plugs: 
design, 442-443 
electrode geometry effects, 443~445 
fouling, 437 
heat rating, 443 
Spark timing: 
EGR, effect of, 838 
and knock, 852-854 
maximum brake torque (MBT), 18, 373-375, 
827-829 
rules for optimum, 375, 828-829 
Specific emissions: 
definition, 56 
importance of, 59 
Specific fuel consumption, definition, 51, 59 
Specific fuel consumption (diesels): 
effect of: 
EGR, 863 
injection parameters, 863-865, 867 
load and speed, 858-860, 875-881 
swirl, 866-867 
full load, 826-827 
Specific fuel consumption (SI engines): 
effect of: 
A/F, equivalence ratio, 831-835 
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Specific fuel consumption (SI) (continued): 
burn rate, 832-833 
EGR, 837-839 
heat transfer, 851~852 
spark timing, 828 
part throttle, 839-840 
wide-open throttle, 824-827 
Specific power, 57, 59 
Specific volume, 54, 59 
Specific weight, 54, 59 
Speed, rated engine, 43, 493 
Squish: 
area, 353 
impact of, 851-852 
motion, 353-354 
swirl interaction, 868-869 
velocity, 353-357: 
bowl-in-piston, 354—357, 810-811, 868 
decrements, 355-356 
wedge chamber, 354 
Stagnation pressure, 251, 907-908 
Stratified-charge engines, 37-40 
direct-injection, 38-39, 815-816 
M.AN., 38-39 
Texaco type, 38, 815-816 
prechamber designs, 39-40, 448-450 
Sulfate emissions, 568, 626, 653-654 
Supercharging: 
aftercooling, intercooling, 249-250, 870-871, 
873-874, 876-877, 878-881 
charge cooling, 22, 249-250 
Comprex, 249, 270-273 
diese] performance, 875-877 
performance map, 273 
wave processes in, 271-273 
mechanical, 249-250, 875-877 
pressure wave, 249, 270-273, 875-877 
methods of, 248-250 
Roots blower, 256-258, 876-877, 886 
(see also Turbocharging) 
Surface ignition, 375 
different types of, 450-453 
preignition damage, 456-457 
Swirl, 342-353 
amplification, 349-353 
and bowl-in-piston chambers, 349-353, 496, 
866-869 
coefficient, 344—345 
definition of, 342 
in diesels, 493-497, 866-869 
fiame structure impact, 393-394 
friction effects on, 349-351 
measurements, 343-349 
ratio, 344-345, 352 


squish interaction, 810-811, 868-869 


velocity distribution, 351-353, 809, 810-812 


Swirl generation: 
during compression, 349-353, 496-497 
during intake, 345-349, 496-497 
with ports (4-stroke): 
helical, 346, 348-349, 810-812 
tangential, 345-346, 348-349, 812 
valve masking, 346-347 


Temperature-entropy diagram, 188-189, 793-794 


Temperatures: 
combustion chamber, 672 
components, 698-707 
cylinder head, 699, 705 
cylinder liner, 699-700, 705 
exhaust valve, 700, 705 
piston, 698-699, 700-701, 705 
Thermal boundary layers, 697-698, 768-769 
Thermal insulation of engines, 705-707, 881 
Thermal properties: 
ceramics, 706 
metals, 706 
Thermal reactors, 648, 657-659 
Thermodynamic charts: 
burned mixture, 116-123 
datum, 116 
low temperature, 122 
isentropic compression, 115 
mixture composition for, 113 
for unburned mixture, 112-115 
Thermodynamic relations: 
engine processes, 164-169 
ideal gas, 107-109, 902-905 
Throttle plate: 
flow through, 305-308 
fuel atomization at, 317 
geometry, 304-306 
Torque: 
brake, data, 828, 859, 873, 876, 883 
brake, definition, 46 
relationships for, 45-46, 823-824 
spark timing, effect of, 828, 853 
Transport properties, 141-145 
thermal conductivity, 141 
viscosity, 141-144 
Turbines: 
A/R ratio, 872 
axial, 263, 266-269 
isentropic efficiency, 253 
performance maps, 266-269 
radial, 263-267, 269 
velocity diagrams, 265-268 
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Turbocharged diesels: 


combustion characteristics, 879-880 

DI engine performance, 877-881 

different supercharging methods, 249-250, 
875-877, 879-881 

hyperbar system, 881 

IDI engine performance, 875-877 

two-stage, 249-250, 879-880 

two-stroke, 883-886 

turbocompounding, 249-250, 789~791, 
879-881, 884 


Turbocharged SI engines: 


advantages of, 870 

boost pressure, 872-873 

charge, p, T, 870-871 

compared with NA engines, 873-874 
compression ratio, 871-872, 874 
knock impact, 869-872 

power, torque, 873-874 

spark advance, 871-872 


Turbocharger: 


dynamics, 789~792 

layout, 20-23, 208, 790 

matching, 791 

operating characteristics, 269-270, 877-879 

thermodynamic relationships, 249-254, 259, 
264-265 


Turbocharging, 249-250 


constant pressure, 263 

pulse, 263 

two-stage, 249-250, 791, 879-880 
wastegate, 270, 873, 875, 878 
(see also Supercharging) 


Turbocompounding, 249-250, 789-791, 881, 884 
Turbulence: 


character of, 330-331, 339-340 
flames, effect on, 390~392, 410-412, 771-778, 
847-850 
models, 775-777, 799-803 
scales: 
data, 342, 401, 410, 412 
integral, 333-334 
Kolmogorov, 335 
microscale, 335 
velocities : 
autocorrelations, 333-334 
data, 338-342, 410-412, 809 
definitions, 331-333 
ensemble-averaged, 331-333, 336-337, 
410411 
individual-cycle mean, 332-333, 337, 
410-411 
intensity, 331, 336-337, 353, 410-412, 
7715-777, 809, 811 
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intensity at TC, 341 
laser doppler anemometry, 336, 808 
mean, 331-332, 336 
with swirl, 342, 353 
Two-stroke cycle, 11-12 

charge compression, 237-238 

diesels: 
combustion characteristics, 885 
efficiency of, 883-886 
performance of, 883-886, 887 
scavenging data, 244-245 

charge purity, 238, 244-245 

p-V diagram, 47 

scavenging, 235-245, 881-884 

SI engines: 
bsfe, 883 
charging efficiency, 243-244, 881-883 
emissions, 883 
examples, 24, 881~883 
performance of, 881-883, 887 
trapping efficiency, 243-244, 882-883 


Unburned HC emissions (diesels): 
contribution to particulates, 620 
effect of: 

EGR, 863 
injection parameters, 863-864 
load, 861-862 
mechanisms, 620-622, 625 
nozzle sac volume, 623-624 
overleaning, 622-623 
quenching and misfire, 625 
undermixing, 623-625 


Unburned HC emissions (SI engines): 


absorption/desorption in oil, 608-610 
burn rate effects, 611-612, 845-846 
combustion quality effects, 610-612 
composition of, 597, 614-615 
crevice mechanism, 604-608 
deposit mechanism, 612 
effect of: 
compression ratio, 844 
equivalence ratio, 570-571, 835-836 
load, speed, 840-841 
spark timing, 829 
exhaust concentrations, 602-603 
flame quenching, 603-604 
mechanisms, 568-570, 601-603, 618-619 
oxidation, 600, 614-618 
oxygenates, 598 
reactivity, 597-598 
secondary air, 616-617 
transport mechanisms, 612-614 
(see also Catalytic converters) 
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Unburned mixture: 
composition, 102-107 
properties, 112-116, 130-135 

Unit conversion factors, 899-901 


Valve: 
choking, 217, 228 
curtain area, 226 
diameters, 222 
discharge coefficient, 226-230 
flow area, 222-224 
flow pattern, 227, 229, 327-329, 333, 807-808 
flow rate, 225-226, 231-232 
geometry, 220-224 
Mach index, 228 
mean inlet Mach no., 228 
overlap, 206, 224 
pseudo flow velocity, 224-225 
timing, 224-225 
velocities, through, 327, 348-349, 808-810 
Valve train configurations, 737-739 
Valve train friction, 737-739 


fuel factors, 210-211 
heat transfer, 211, 217-218 
manifold pressures, 211-216 
runner length, 218 
spéed, 216-220, 761-762 
valve timing, 215, 217-220 
ideal cycle, 179, 209-212 
and performance, 850-851 


Wankel: 
Felix, 4 
rotary engine, 4 
components, 23-25 
example, 26 
operation, 24-25 
Wastegate, 270, 873, 875, 878 
Weber number, 532 


Work per cycle, indicated, 46-47, 164 


Working fluids: 
constituents, 100-102 
properties and composition: 
computer routines, 130-139 


Volumetric efficiency : data on, 911-915 
correction factors for, 54-55 thermodynamic models, categories of, 101-102 
definition of, 53-54 (see also Air: Burned gas; Exhaust gas; Fuels; 


effects of: Gas properties; Unburned mixture) 


